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INVITATION FOR BIDS 

Section 00020 

 

1. OVERVIEW AND PROJECT INFORMATION 

 

Following is a summary of information for this Project. Bidder is cautioned to refer to other 

sections of the Project Manual, Drawings and Addenda (Bid Documents) for further details.   

 

The City of Austin, hereafter called OWNER, is requesting Bids for furnishing all labor, 

materials, equipment, supervision, and incidentals, and for performing all Work required for 

the following: 

 

Project: KGSC Truck Wash Facility Retrofit 

Located at: 4108 Todd Lane, Austin, Texas 78744 

CIP ID No.: 5773.025 

Solicitation No.: CLMC846                                 

 

The Work consists of the renovation and upgrade of the equipment in the existing truck 

wash facility, consisting of two wash bays and attached equipment room. In general, this 

includes the following types of work: Removal of existing equipment and installation of new 

truck wash equipment, including one truck wash bay with manual truck wash equipment 

and one truck wash bay with an automatic truck wash assembly.  Truck wash equipment 

located in the existing equipment room will be updated to service both truck wash bays. 

 

2. BID DOCUMENTS 

 

Bid Documents are obtained through the City’s Vendor Connection website, log on 

www.austintexas.gov/financeonline/vendor_connection/index.cfm. A complete set of Bid 

Documents, including all sections of the Project Manual and Drawings, are included in the 

attachments section of each solicitation. 

 

All addenda and answers to Bidders’ questions will also be posted in the attachments 

section for each solicitation on the City’s Vendor Connection website. 

 

3. SUBMISSION OF BIDS 

 

Sealed Bids may be submitted to the Capital Contracting Office Bid Opening Desk located at 

One Texas Center, 505 Barton Springs Rd., Suite 1045-B, Austin, Texas 78704, or may be 

submitted electronically (see eResponse, Attachment 1 -Submitting Bids in Austin Finance 

Online).  

 

Sealed Bid may be mailed using address below: 

Address for US Mail (If mailed to the 

physical address, the proposal will be 

returned unopened) 

 

City of Austin  

Capital Contracting Office  

P. O. Box 1088  

Austin, Texas 78767-8845  

NOTE: Bids must either be received and time stamped in the Capital Contracting 

Office prior to the Due Date and Time or submitted electronically via Austin 

Finance Online. The time of record for those electronically submitted is the time 

received in Austin Finance OnLine.   It is the responsibility of the Offeror to ensure 

that their Bid arrives at the reception desk in the Capital Contracting Office or 

electronically prior to the time and date indicated.  Arrival at the City’s mailroom, 

mail terminal, or post office box will not constitute the Proposal arriving on time. 

http://www.austintexas.gov/financeonline/vendor_connection/index.cfm
http://austintexas.gov/sites/default/files/files/Capital%20Contracting/Attachment%20No.1%20eResponse%20Instructions.pdf
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Public Bid Opening Update 

Due to the unprecedented event of COVID-19 and to help prevent the further spread, 

Capital Contracting Office will NOT be conducting an in person bid opening.  Bidders must 

either submit their bids and compliance plans no earlier than 10:00 AM and prior to 2:00 PM 

on the date bids are due to One Texas Center, 505 Barton Springs Rd., Suite 1045-B, 

Austin, Texas 78704; or must submit Bids and Compliance Plans electronically via Austin 

Finance Online prior to 2:00 PM on the day proposals are due.  Bids and compliance plans 

submitted after 2:00 PM on the date bids are due will not be accepted.  The Capital 

Contracting Office will open both the sealed bids and bids received electronically via Austin 

Finance Online at 3:00 PM on the date bids are due. 

 

Bidders may watch the bid opening online using the following Web link:  CCO Web Bid 

Opening Click Here 

 

Disclaimer:  The result of the bid opening does not become final until all bids are verified, 

and the bid tab is certified.  The pencil bid tab and certified bid tab will be posted in Austin 

Finance Online at the following link: 
 

https://www.austintexas.gov/financeonline/account_services/solicitation/solicitations.cfm  

 

ALL BIDS AND COMPLIANCE PLANS ARE DUE PRIOR TO (Austin time) 2:00 PM on 

Thursday, March 11th, 2021. 

BIDS WILL BE OPENED AT (Austin time) 3:00 PM on Thursday, March 11th, 2021. 

 

ALL BIDS AND COMPLIANCE PLANS NOT RECEIVED PRIOR TO THE DATE AND TIME 

SET FORTH ABOVE WILL NOT BE ACCEPTED FOR CONSIDERATION. The time stamp 

clock in SUITE 1045B is the time of record and is verified with www.time.gov, the official 

U.S. time.  For Bids submitted electronically via Austin Finance Online, the time of record is 

the time received in Austin Finance Online.   
 

4. VENDOR REGISTRATION AND NON-DISCRIMINATION 

 

Prime Contractors must be registered with the OWNER prior to submitting a Bid 

electronically via Austin Finance Online.  All CONTRACTORS must be registered to do 

business with OWNER prior to the Contract Award. All Subcontractors must be registered 

with the OWNER prior to execution of a contract. Prime Contractors are responsible for 

ensuring that their Subcontractors are registered as vendors with the City of Austin. 

Registration can be done through the OWNER’s on-line Vendor Registration system. Log 

onto and follow directions:  

https://www.austintexas.gov/financeonline/account_services/account/login.cfm  

 

The City of Austin,  in accordance with the provisions of Title VI of the Civil Rights Act of 

1964 (78 Stat. 252, 42 U.S.C. §§ 2000d to 2000d-4) and the Regulations, hereby notifies 

all bidders that it will affirmatively ensure that any contract entered into pursuant to this 

advertisement, disadvantaged business enterprises will be afforded full and fair opportunity 

to submit bids in response to this invitation and will not be discriminated against on the 

grounds of race, color, or national origin in consideration for an award. 
 

5. MBE/WBE PROCUREMENT PROGRAM 

 

All City procurements are subject to the City’s Minority-Owned and Women-Owned Business 

Enterprise Procurement Program found at Chapter 2-9-A of the City Code, as amended.  The 

Program provides Minority-Owned and Women-Owned Business Enterprises (MBEs/WBEs) or 

Disadvantaged Business Enterprises (DBEs) full opportunity to participate in all City 

contracts. Goals for MBE/WBE or DBE participation are stated for each solicitation.  

Information on achieving the goals or documenting good faith efforts to achieve the goals 

are contained in the MBE/WBE Procurement Program Package or DBE Procurement Program 

https://gcc01.safelinks.protection.outlook.com/ap/t-59584e83/?url=https%3A%2F%2Fteams.microsoft.com%2Fl%2Fmeetup-join%2F19%253ameeting_YTA2YTRjMjQtZWYxNC00M2Y5LWI0ZjgtYWE2Njk1MDhmM2Ri%2540thread.v2%2F0%3Fcontext%3D%257b%2522Tid%2522%253a%25225c5e19f6-a6ab-4b45-b1d0-be4608a9a67f%2522%252c%2522Oid%2522%253a%2522bb6d578f-1cbb-458f-8282-d5ff22184f6d%2522%252c%2522IsBroadcastMeeting%2522%253atrue%257d&data=04%7C01%7CAndrew.Clements%40austintexas.gov%7Cf259bf1792ad4b110b9b08d8c9f2e051%7C5c5e19f6a6ab4b45b1d0be4608a9a67f%7C0%7C0%7C637481392258932446%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C1000&sdata=TrCWfIWGdpeWAcgymEcRttG1kfbbSo679H9%2BP1ROF0U%3D&reserved=0
https://gcc01.safelinks.protection.outlook.com/ap/t-59584e83/?url=https%3A%2F%2Fteams.microsoft.com%2Fl%2Fmeetup-join%2F19%253ameeting_YTA2YTRjMjQtZWYxNC00M2Y5LWI0ZjgtYWE2Njk1MDhmM2Ri%2540thread.v2%2F0%3Fcontext%3D%257b%2522Tid%2522%253a%25225c5e19f6-a6ab-4b45-b1d0-be4608a9a67f%2522%252c%2522Oid%2522%253a%2522bb6d578f-1cbb-458f-8282-d5ff22184f6d%2522%252c%2522IsBroadcastMeeting%2522%253atrue%257d&data=04%7C01%7CAndrew.Clements%40austintexas.gov%7Cf259bf1792ad4b110b9b08d8c9f2e051%7C5c5e19f6a6ab4b45b1d0be4608a9a67f%7C0%7C0%7C637481392258932446%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C1000&sdata=TrCWfIWGdpeWAcgymEcRttG1kfbbSo679H9%2BP1ROF0U%3D&reserved=0
https://www.austintexas.gov/financeonline/account_services/solicitation/solicitations.cfm
http://www.time.gov/
https://www.austintexas.gov/financeonline/account_services/account/login.cfm
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Package attached to the solicitation. When goals are established, Bidders are required to 

complete and return the MBE/WBE or DBE Compliance Plan with their Bid. If a Compliance 

Plan is not submitted prior to the date and time set forth in the solicitation, the Bid will not 

be accepted for consideration.  (See Section 00820 for MBE/WBE requirements on "no goal" 

solicitations.) 

 

6. BID GUARANTY 

 

All Bids shall be accompanied by an acceptable Bid guaranty in an amount of not less than 

five percent (5%) of the total Bid, as specified in Section 00100, Instructions to Bidders. 

 

7. BONDS AND INSURANCE 

 

Performance and payment bonds when required shall be executed on forms furnished by 

OWNER.  Each bond shall be issued in an amount of one hundred percent (100%) of the 

Contract Amount by a solvent corporate surety company authorized to do business in the 

State of Texas, and shall meet any other requirements established by law or by OWNER 

pursuant to applicable law. 

 

Minimum insurance requirements are specified in Section 00810, Supplemental General 

Conditions. 

 

8. WAGE COMPLIANCE 

 

Minimum wage rates have been established and are specified in Section 00830, Wage Rates 

and Payroll Reporting. 

 

9. CONTRACT TIME 

 

Contract Time is of the essence and all Work shall be substantially completed within 

one hundred twenty (120) Calendar Days after date specified in the Notice to Proceed, 

in accordance with the Bid Form, Section 00300. 

 

Final completion shall be achieved within thirty (30) Calendar Days after 

substantial completion.  

 

Liquidated damages are five hundred dollars ($500.00) per Calendar Day for failure to 

substantially complete the work and three hundred dollars ($300.00) per Calendar 

Day for failure to achieve final completion within thirty (30) Calendar Days after substantial 

completion, in accordance with the Bid Form, Section 00300. 

 

10. OWNER’S RIGHTS 

 

OWNER reserves the right to reject any or all Bids and to waive any minor informality in any 

Bid or solicitation procedure (a minor informality is one that does not affect the 

competitiveness of the Bid). 

 

11. PRE-BID CONFERENCE 

 

A non-mandatory Pre-Bid Conference will be held on Tuesday, March 2nd, 2020 at 10:00 

a.m. (Austin time), via webinar and teleconference. Bidders may participate in the 

virtual pre-bid conference by clicking this link:  Click Here 
 

Attendance is not mandatory unless otherwise stated.  Bidders must attend any 

mandatory Pre-Bid Conference and are encouraged to attend any non-mandatory Pre-Bid 

Conference to ensure their understanding of OWNER’s bidding and contracting 

requirements, particularly MBE/WBE or DBE Procurement Program requirements.  Bidder 

https://gcc01.safelinks.protection.outlook.com/ap/t-59584e83/?url=https%3A%2F%2Fteams.microsoft.com%2Fl%2Fmeetup-join%2F19%253ameeting_Y2MxNGMwYTgtMTliZi00NzQxLTk4Y2ItMzZjYmJmMmY0ZDE5%2540thread.v2%2F0%3Fcontext%3D%257b%2522Tid%2522%253a%25225c5e19f6-a6ab-4b45-b1d0-be4608a9a67f%2522%252c%2522Oid%2522%253a%2522bb6d578f-1cbb-458f-8282-d5ff22184f6d%2522%252c%2522IsBroadcastMeeting%2522%253atrue%257d&data=04%7C01%7CAndrew.Clements%40austintexas.gov%7Cdf0cbab5baf543e5271508d8c6e08050%7C5c5e19f6a6ab4b45b1d0be4608a9a67f%7C0%7C0%7C637478014804001222%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C1000&sdata=7oZ2hjagj%2FNIV%2BSNswnSI2WeR8z4jOhEV%2Fc1kz3zkbo%3D&reserved=0
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must virtually arrive and sign-in via Microsoft Forms by either using the QR code 

which will be displayed on the introduction slide or by clicking on the provided link that will 

be posted into the live stream question and answer field.  If you have trouble accessing the 

link or QR code please send an email to Ivan.Quinones@austintexas.gov providing the 

following information: Your name, email address, the firm you are representing, whether 

you are a prime firm or subcontractor, and also indicate if your firm is a MBE/WBE or DBE.  

If the Pre-Bid Conference is mandatory, Bidders must sign into the meeting using one of the 

methods above within fifteen (15) minutes of the scheduled start time of the meeting, 

otherwise the Bidder will not be allowed to submit a Bid for the project. 

 

12. SITE VISIT 

 

A non-mandatory Site Visit will be held on Wednesday, March 3rd, 2020 at 2:00 p.m. 

(Austin time). Participants will meet at the truck wash facility located at 4108 Todd Lane, 

Austin, Texas 78744 (Austin Resource Recovery, Kenneth Gardner Service Center). 
 

NOTICE: While this non-mandatory Site Visit is deemed essential, due to the 

unprecedented event of COVID-19 and to help prevent the further spread, the following 

protocols will be observed before, during, and after the Site Visit:  

• Representatives that are visibly sick will not be allowed 
• Hand sanitizer will be available 

• Physical spacing (minimum of six (6) feet between people) will be maintained 

• Face coverings are required 

• Each interested Bidder should limit themselves to one (1) Representative to be 

present at the Site Visit. 

 

13.  ANTI-LOBBYING AND PROCUREMENT 

On June 14, 2018, the Austin City Council adopted Ordinance No. 20180614-056 replacing 

Chapter 2.7, Article 6 of the City Code relating to Anti-Lobbying and Procurement. The 

policy defined in this Code applies to Solicitations for goods and/or services requiring City 

Council approval under City Charter Article VII, Section 15 (Purchase Procedures). The City 

requires Offerors submitting Offers on this Solicitation to certify that the Offeror has not in 

any way directly or indirectly had communication restricted in the ordinance section 2-7-104 

during the No-Lobbying Period as defined in the Ordinance. The text of the City Ordinance is 

posted on the Internet at: 

https://assets.austintexas.gov/purchase/downloads/New_ALO_Ordinance_No_20180614-

056.pdf 
 

15.   AUTHORIZED CONTACT PERSONS 

 
The persons listed below may be contacted for information regarding the Invitation for Bid. 
 

PROJECT MANAGER: Andrew Clements, phone 512-974-7152, email 

Andrew.Clements@austintexas.gov. 
 

CAPITAL CONTRACTING OFFICE CONTACT: Ivan Quinones, phone 512-974-7207, email 

Ivan.Quinones@austintexas.gov 
 

SMALL & MINORITY BUSINESS RESOURCES DEPARTMENT CONTACT:  John Wesley-Smith, 

phone 512-974-7758, email John.Wesley-Smith@austintexas.gov 

 

 

END 

mailto:Ivan.Quinones@austintexas.gov
https://assets.austintexas.gov/purchase/downloads/New_ALO_Ordinance_No_20180614-056.pdf
https://assets.austintexas.gov/purchase/downloads/New_ALO_Ordinance_No_20180614-056.pdf
mailto:Andrew.Clements@austintexas.gov
mailto:Ivan.Quinones@austintexas.gov
mailto:John.Wesley-Smith@austintexas.gov
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INSTRUCTIONS TO BIDDERS 

Section 00100 

1. PREPARATION OF BID

1.1 Bid Documents. Each Bidder must prepare its Bid on forms furnished by OWNER or

as otherwise specified or permitted. Blank spaces for each item in Bid form must be filled.

Bidder must submit a price for each item in Bid. In case of conflict between unit prices and

extensions, unit prices shall govern. The Bid must be executed in the complete and correct

legal name of individual, partnership, firm, corporation or other legal entity constituting the

Bidder.

1.2 Vendor Registration. Prime Contractors must be registered with the OWNER prior to 

submitting a Bid electronically via Austin Finance Online.  All CONTRACTORS must be 

registered to do business with OWNER prior to Contract Award. All Subcontractors must be 

registered with the OWNER prior to execution of a contract. Prime Contractors are 

responsible for ensuring that their Subcontractors are registered as vendors with the City 

of Austin. Registration can be done through the OWNER’s on-line Vendor Registration system. 

Log onto https://www.austintexas.gov/financeonline/account_services/account/login.cfm 

and follow the directions. 

1.3 Pre-Bid Conference. Unless otherwise notified, Bidders must attend the Pre-Bid 

Conference to ensure their understanding of OWNER’s bidding and contracting 

requirements, particularly MBE/WBE Procurement Program requirements. 

1.4 Sales Tax Exemption. The Owner is a tax-exempt organization as defined by Chapter 

11 of the Property Tax Code of Texas. Bid prices shall not include sales tax on materials, 

supplies, or equipment that are incorporated into the real property interest of the OWNER 

or are otherwise completely used and consumed in the performance of the Contract. OWNER 

will furnish CONTRACTOR with a Sales Tax Exemption Certificate to be issued to Suppliers in 

lieu of the tax. 

1.5 Minimum Wages. Workers on Project shall be paid not less than wage rates, including 

fringe benefits, as published by the Department of Labor (DOL) for Building Construction and 

Heavy and Highway Trades “AS APPLICABLE” and/or the minimum wage required by City of 

Austin Ordinance No. 20160324-015, whichever is higher. The Total Minimum Wage required 

can be met using any combination of cash and non-cash qualified fringe benefits provided the 

cash component meets or exceeds the minimum wage required. 

1.6 Addenda. Bidder shall be knowledgeable of all Addenda issued and shall 

acknowledge all Addenda in spaces provided on Bid form. Further information regarding the 

Bid documents and the Project may be obtained from the Project Manager listed at the end 

of Section 00020, Invitation for Bids. 

1.7 Required Items. Bids must include all specified items in this section and be 

submitted in accordance with paragraph No. 7 below.  Any additional requirement to the bid 

submittal is specified in Section 00820. Any corrections to a Bid shall be initialed by the 

person signing the Bid. 

1.8 Professional Services. Bidders must secure any required professional services 

that are defined as professional services under the Professional Services Procurement Act, 

Chapter 2254 of the Texas Government Code (for example: registered professional land 

surveyors and professional engineers) using the qualifications based selection process 

https://www.ci.austin.tx.us/vss/Advantage
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prescribed by that chapter.  (Note: It is a violation of State Law to solicit Bids for professional 

services.) 

1.9 Further Information. Prospective Bidders desiring further information or 

interpretation of Project Manual or Drawings must make a written request for such information 

to OWNER addressed to the Authorized Contact Person listed in Section 00020 no later than 

seven (7) Working Days before Bid opening. Interpretation of Project Manual or Drawings 

will be made by Addendum only and obtained through the City’s Vendor Connection website. 

Log on to: www.austintexas.gov/financeonline/vendor_connection/index.cfm. Any verbal 

communications will not be binding on the OWNER. 

1.10 Anti-Lobbying and Procurement. Article 6, Chapter 2-7, City Code, repealed and 

replaced effective on June 25, 2018, prohibits lobbying activities or representations by Offerors 

during the No Lobbying Period as defined in the Ordinance. 

1.10.1. FINDINGS; PURPOSE. 

(A) The council finds that persons who enter a competitive process for a city

contract voluntarily agree to abide by the terms of the competitive process,

including the provisions of this article.

(B) The council finds that it is in the City's interest:

(i) to provide the most fair, equitable, and competitive process

possible for selection among potential vendors in order to acquire the

best and most competitive goods and services; and

(ii) to further compliance with State law procurement requirements.

(C) The council intends that:

(i) each response is considered on the same basis as all others; and

(ii) respondents have equal access to information regarding a

solicitation, and the same opportunity to present information regarding

the solicitation for consideration by the City.

1.10.2. APPLICABILITY. 

(A) This article applies to all solicitations except:

(i) City social service funding;

(ii) City cultural arts funding;

(iii) federal, state or City block grant funding;

(iv) the sale or rental of real property;

(v) interlocal contracts or agreements; and

(vi) solicitations specifically exempted from this article by council.

(B) Absent an affirmative determination by the council, the purchasing officer

has the discretion to apply this article to any other competitive process.

(C) City Code Section 1-1-99 (Offenses; General Penalty) does not apply to

this article.

1.10.3. DEFINITIONS. 

In this article: 

(A) AGENT means a person authorized by a respondent to act for or in place

of the respondent in order to communicate on behalf of that respondent.

Each of the following is presumed to be an agent:

(i) a current full-time or part-time employee, owner, director, officer,

member, or manager of a respondent;

http://www.austintexas.gov/financeonline/vendor_connection/index.cfm
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(ii) a person related within the first degree of consanguinity or affinity

to a current fulltime or part-time employee, owner, director, officer,

member, or manager of a respondent;

(iii) a person related within the first degree of consanguinity or affinity

to the respondent, if a respondent is an individual person; and Section

0200 V2, Solicitation Instructions 4 Rev. 06-26-2018

(iv) a lobbyist, attorney, or other legal representative of the

respondent that has been retained by the respondent with respect to

the subject matter of either the solicitation or the respondent’s

response to the solicitation.

(B) AUTHORIZED CONTACT PERSON means a City employee designated in a

City solicitation as the point of contact for all purposes for that solicitation.

(C) CITY EMPLOYEE is defined in Section 2-7-2 (Definitions), and further

includes an independent contractor hired by the City with respect to the

solicitation.

(D) CITY OFFICIAL is defined in Section 2-7-2 (Definitions).

(E) NO-LOBBYING PERIOD means the period of time beginning at the date

and time a solicitation is published and continuing through the earliest of the

following:

(i) the date the last contract resulting from the solicitation is signed;

(ii) 60 days following council authorization of the last contract resulting

from the solicitation; or

(iii) cancellation of the solicitation by the City

(F) PURCHASING OFFICER means the City employee authorized to carry out

the purchasing and procurement functions and authority of the City.

(G) RESPONSE means a written offer or submission in reply to a solicitation.

(H) RESPONDENT means a person or entity that has timely submitted or

subsequently timely submits a response to a City solicitation, even if that

person subsequently withdraws its response or has been disqualified by the

City for any reason. Respondent includes:

(i) a subsidiary or parent of a respondent;

(ii) a joint enterprise, joint venture, or partnership with an interest in a

response and in which a respondent is a member or is otherwise

involved, including any partner in such joint enterprise, joint venture,

or partnership; and

(iii) a subcontractor to a respondent in connection with that

respondent's response.

(I) SOLICITATION means an opportunity to compete to conduct business with

the City that requires council approval under City Charter Article VII Section

15 (Purchase Procedure), and includes, without limitation:

(i) an invitation for bids;

(ii) a request for proposals;

(iii) a request for qualifications;

(iv) a notice of funding availability; and

(v) any other competitive solicitation process for which the purchasing

officer, in the purchasing officer’s sole discretion, affirmatively

determines this article should apply in accordance with Section 2-B.

1.10.4. RESTRICTION ON LOBBYING. 

Subject to the exclusions in Section 5 (Permitted Communications), during a 

no-lobbying period, 
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(A) a respondent or an agent shall not communicate directly with a City

official or a City employee, or both in order to:

(i) provide substantive information about any respondent or response

with respect to the solicitation to which the communication relates;

(ii) encourage the City to reject one or more of the responses to the

solicitation to which the communication relates;

(iii) convey a complaint about the solicitation to which the

communication relates; or

(iv) ask any City official or City employee to favor or oppose,

recommend or not recommend, vote for or against, consider or not

consider, or take action or refrain from taking action on any vote,

decision, or agenda item regarding the solicitation to which the

communication relates.

(B) a City official shall not contact or communicate with a respondent

regarding a response or the solicitation to which the no-lobbying period

applies;

(C) a City employee, other than the authorized contact person, shall not

contact or communicate with a respondent regarding a response or the

solicitation to which the no-lobbying period applies.

1.10.5. PERMITTED COMMUNICATIONS. 

The following communications are permitted under this article at any time: 

(A) any communication between a respondent or agent and any authorized

contact person, including, without limitation and in accordance with

regulation, any complaint concerning the solicitation;

(B) any communication between a respondent or agent and any person to the

extent the communication relates solely to an existing contract between a

respondent and the City, even when the scope, products, or services of the

current contract are the same or similar to those contained in an active

solicitation;

(C) any communication between a respondent or an agent and a City

employee to the extent the communication relates solely to a non-

substantive, procedural matter related to a response or solicitation;

(D) any communication required by or made during the course of a formal

protest hearing related to a solicitation;

(E) any communication between a respondent or an agent and the City’s

Small & Minority Business Resources Department, that solely relates to

compliance with Chapters 2-9A through 2-9D (Minority-Owned and Women-

Owned Business Enterprise Procurement Program) of the City Code;

(F) any communication between an attorney representing a respondent and

an attorney authorized to represent the City, to the extent the communication

is permitted by the Texas Disciplinary Rules of Professional Conduct;

(G) any communication made by a respondent or an agent to the applicable

governing body during the course of a meeting properly noticed and held

under Texas Government Code Chapter 551 (Open Meetings Act);

(H) any communication between a respondent or an agent and a City

employee whose official responsibility encompasses the setting of minimum

insurance requirements for the solicitation to which the communication

relates, to the extent the communication relates solely to the insurance

requirements established by the City in the solicitation; and

(I) any contribution or expenditure as defined in Chapter 2-2 (Campaign

Finance).
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1.10.6. MODIFICATION OF RESTRICTION. 

The purchasing officer may waive, modify, or reduce the requirements in 

Section 4 (Restrictions on Lobbying) in order to allow respondents to 

communicate with a City employee or a City official other than the authorized 

contact person when the purchasing officer determines, in writing, that the 

solicitation must be conducted in an expedited manner, including but not 

limited to a solicitation conducted for reasons of health or safety under the 

shortest schedule possible with no extensions. Any such modification 

authorized by the purchasing officer shall be stated in the solicitation. 

 

1.10.7. NOTICE. 

(A) Each solicitation shall include a notice advising respondents and 

prospective respondents: 

(i) of the requirements of this article; 

(ii) that any communication initiated by a City employee or City 

official, other than the authorized contact person, during the no-

lobbying period regarding a response or the solicitation may result in a 

violation of Section 4(A) if the respondent subsequently lobbies that 

City employee or City official. 

(B) The purchasing officer, or a City employee designated by the purchasing 

officer, shall provide weekly written notice, accessible to all City employees 

and City officials, of each solicitation for which the no-lobbying period is in 

effect. 

 

1.10.8. DISCLOSURE OF VIOLATION. 

A City official or a City employee other than the authorized contact person that 

becomes aware of a violation of Section 4 (Restrictions on Lobbying) shall notify the 

authorized contact person in writing as soon as practicable. 

 

1.10.9. ENFORCEMENT. 

(A) A respondent that has been disqualified pursuant to Section 10(A) 

(Disqualification; Contract Voidable) may appeal such disqualification to a 

subcommittee that is less than a quorum of the Ethics Review Commission 

established in Chapter 2-7, Article 2 (Ethics Review Commission), whose 

decision on appeal shall be final and binding. Any appeal must be filed 

in the manner prescribed by the Ethics Review Commission within 5 calendar 

days of the notice given by the purchasing officer pursuant to Section 10(B). 

(B) The purchasing officer shall waive a violation of Section 4(A) if the 

violation was solely the result of communications initiated by a City official or 

a City employee other than the authorized contact person. 

(C) The purchasing officer has the authority to enforce this article through 

rules promulgated in accordance with Chapter 1-2 (Adoption of Rules), which 

at a minimum shall include a notice and protest process for respondents 

disqualified pursuant to Section 10 (Disqualification;Contract Voidable), 

including: 

(1) written notice of the disqualification imposed pursuant to Section 

10 (Disqualification;Contract Voidable); 

(2) written notice of the right to protest the disqualification imposed; 

and 

(3) written notice of the right to request an impartial hearing process. 

 

1.10.10. DISQUALIFICATION; CONTRACT VOIDABLE. 
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(A) If the purchasing officer finds that a respondent has violated Section 2-7-

104(1), the respondent is disqualified from participating in the solicitation to 

which the violation related. 

(B) The purchasing officer shall promptly provide written notice of 

disqualification to a disqualified respondent. 

(C) If a respondent is disqualified from participating in a solicitation as a 

result of violating Section 2-7-104(1) and the solicitation is cancelled for any 

reason, that respondent is also disqualified from submitting a response to any 

reissue of the same or similar solicitation for the same or similar project. For 

the purposes of this section, the purchasing officer may determine whether 

any particular solicitation constitutes a “same or similar solicitation for the 

same or similar project”. 

(D) If a respondent violates Section 104(1) and is awarded a contract 

resulting from the solicitation to which the violation relates, the City may void 

that contract. 

(E) Respondents that violate Section 2-7-104(1) three or more times during a 

five year period may be subject to debarment from participating in any new 

contracts with the City for a period of up to three years. 

 

1.11 City’s Minority-Owned and Women-Owned Business Enterprise / 

Disadvantaged Business Enterprise (MBE/WBE or DBE)   Program Requirements. 

Good Faith Efforts. When a bidder cannot achieve the MBE/WBE or DBE goals or 

subgoals established for the project, the bidder must document its Good Faith Efforts to meet 

the goals or subgoals. Good Faith Effort evaluations will consider, at a minimum, the bidder’s 

efforts to do the following: 

 

1.11.1 Soliciting through at least two reasonable, available and verifiable means 

MBEs/WBEs within the Significant Local Business Presence boundaries at least seven (7) 

business days prior to the bid opening date to allow the MBEs/WBEs or DBEs to respond to 

the bid.  

 

1.11.2 Providing interested MBEs/WBEs or DBEs adequate information about the bid 

documents and requirements, including addenda, in a timely manner to assist them in 

responding to the bid. 

 

1.11.3 Negotiating in good faith with interested MBEs/WBEs DBEs that have 

submitted bids to the bidder. 

 

1.11.4 Publishing notice in a local publication such as a newspaper, trade association 

publication or via electronic/social media.  

 

1.11.5 Not rejecting MBEs/WBEs or DBEs as being unqualified without sound reasons 

based on a thorough investigation of their capabilities. 

 

1.11.6 Making economically feasible portions of the work available to MBE/WBE or 

DBE subcontractors and suppliers and to select those portions of the work or material needs 

consistent with the available MBE/WBE or DBE subcontractors and suppliers, so as to facilitate 

meeting the goals or subgoals.  

 

1.11.7 The ability or desire of the bidder to perform the project work with its own 

organization does not relieve the bidder of the responsibility to make Good Faith Efforts.  

 

1.11.8 Bidders are not required to accept higher quotes in order to meet the goals 
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or subgoals. 

 

1.11.9 Effectively using the services of Minority Person/Women community 

organizations; Minority Person/Women Contractors groups; local, state and federal Minority 

Person/Women business assistance offices; and other organizations to provide assistance in 

solicitation and utilization of MBEs, WBEs and/or DBEs.  

 

1.11.10 In assessing minimum Good Faith Efforts, the OWNER may consider (1) 

whether the bidder sought guidance from the City of Austin Small and Minority Business 

Resources Department (SMBR) on any question regarding compliance with these 

requirements; and (2) the performance of other bidders in meeting the goals. 

 

For additional information, refer to the MBE/WBE or DBE Compliance Program Requirements 

Volume of the Project Manual. 

 

Bid shopping is not allowed in conjunction with this solicitation and may result in the 

disqualification of prospective bidders and subcontractors. 

 

2. ESTIMATES OF QUANTITIES (UNIT PRICE CONTRACTS ONLY) 

 

Quantities listed in unit price Bid form are to be considered approximate quantities and will be 

used only for comparison of Bids. Payment to CONTRACTOR will be made only for actual 

quantities of Work performed or materials furnished in accordance with Contract and it 

is understood that quantities may be increased or decreased as provided in Section 00700, 

General Conditions, and as may be modified by Section 00810, Supplemental General 

Conditions. 

 

3. DRAWINGS, PROJECT MANUAL AND SITE (S) OF WORK 

 

Before submitting a Bid, the Bidder shall carefully examine the Bid Documents, site(s) 

of the proposed Work, soils, and other conditions that may affect the performance of the 

Work to satisfy the Bidder as to character, quality and quantities of Work to be performed 

and materials to be furnished. By submitting a Bid, the Bidder will be deemed to have 

certified that the Bidder has complied with these requirements. If, during preparation of 

the Bid, the Bidder discovers any suspected discrepancies or errors, the Bidder must 

immediately notify the Authorized Contact Person in writing of the suspected discrepancy 

or error. Failure to provide written notice of any suspected discrepancies or errors may be 

cause for rejection of the Bid. 

 

4. BID GUARANTY 

 

All Bids shall be accompanied by a Bid guaranty in an amount of not less than five percent 

(5%) of the total Bid.  Bid guaranty will be a Bid bond with Power of Attorney attached, 

issued by a solvent surety authorized under laws of the State of Texas and acceptable to 

OWNER.  For Bidders electing to submit Bids and Bid Guaranties electronically via Austin 

Finance Online, Bid Guaranties will be verified by the Owner prior to bid certification and 

electronic copies of Bid Guaranties will not be returned to Bidders. 

 

The Bid guaranty accompanying the Bid of the three (3) apparent low Bidders will be retained 

until Contract is awarded and successful Bidder executes Contract and furnishes required 

bonds and insurance, after which Bid guaranties will be returned to the Bidders. All other 

Bid guaranties will be returned after Bid certification. In the event that the Bidder to whom 

the Contract is awarded fails to execute the Contract within five (5) working days of receipt 
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of a complete set of Contract Documents whether in electronic or hard copy form, the Bidder 

agrees that the OWNER in its discretion may rescind the initial award and award the Contract 

to the next lowest responsible Bidder. 

 

5. PERFORMANCE AND PAYMENT BONDS 

 

When performance and/or payment bonds are required, each shall be issued in an amount 

equal to the Contract Amount as security for the faithful performance and/or payment of 

all Contractor's obligations under the Contract Documents. Performance and payment bonds 

shall be issued by a solvent corporate surety authorized to do business in the State of Texas, 

and shall meet any other requirements established by law or by OWNER pursuant to applicable 

law. 

 

6. CONSIDERATION OF BID AMOUNT 

 

For purpose of award, after Bids are opened, reviewed, and certified, the total amount of 

the Bid, including accepted Bid alternates, will be considered the amount of the Bid.  

Certified Bid tabulations will be made available to the public through the City’s Vendor 

Connection website, log on 

www.austintexas.gov/financeonline/vendor_connection/index.cfm. OWNER reserves the 

right to reject any or all Bids and to waive any minor informality in any Bid or solicitation 

procedure (a minor informality is one that does not affect the competitiveness of the Bids). 

 

7. SUBMISSION OF BID 

 

Each Bid must be completed and signed by person(s) authorized to bind individual, 

partnership, firm, corporation, or any other legal entity submitting the Bid, and, shall 

include the following in one envelope or electronically via Austin Finance Online (see 

eResponse, Attachment 1 -Submitting Bids in Austin Finance Online): 

 

7.1 One copy of Bid form (Section 00300L or 00300U) completed and signed. 

 

7.2 Acknowledgment of receipt of Addenda issued in spaces provided in Bid form. 

 

7.3 Required Bid guaranty (copy of Bid guaranty if submitted electronically via Austin 

Finance Online).  

 

7.4   Required Information indicated in Drawings or Project Manual as specified in Section 

00820. 

 

7.5    One copy of Total Bid Form if bid is submitted electronically via Austin Finance Online. 

 

Bid must be accompanied by an MBE/WBE or DBE Compliance Plan. Compliance Plans 

will either be submitted separately, in a second envelope or electronically via Austin Finance 

Online, prior to the date and time set forth in Section 00020, Invitation for Bids. The 

Compliance Plan forms are included in the MBE/WBE Procurement Program Package or DBE 

Procurement Program Package (a separately bound volume). 

 

Bid shall include all specified items in this section submitted electronically via Austin Finance 

Online, or may be submitted to the Capital Contracting Office in a sealed envelope, clearly 

identified on outside as a Bid to OWNER, with Bidder’s company name and address, project 

name, bid due date/time, signed acknowledgement of the number of Addenda received and 

authorized signature. Failure to submit Bid appropriately may subject Bidder to 
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disqualification.   

 

Sealed Bids may be mailed using the address below: 

 

Address for US Mail (If mailed to the 

physical address, the proposal will be 

returned unopened) 

 

City of Austin  

Capital Contracting Office  

P. O. Box 1088  

Austin, Texas  78767-8845  

NOTE: Bids must either be received and time stamped in the Capital Contracting 

Office prior to the Due Date and Time or submitted electronically via Austin Finance 

Online.  The time of record for those electronically submitted is the time received in 

Austin Finance OnLine.  It is the responsibility of the Offeror to ensure that their Bid 

arrives at the reception desk in the Capital Contracting Office or electronically prior 

to the time and date indicated.  Arrival at the City’s mailroom, mail terminal, or post 

office box will not constitute the Proposal arriving on time. 

 

 

It is the sole responsibility of the Bidder to ensure timely delivery of Bid. OWNER will 

not be responsible for failure of service on the part of the U.S. Post Office, courier services, 

or any other form of delivery service chosen by the Bidder. (See Section 00820, 

Modifications to Bidding Requirements and Contract Forms, for modifications to solicitations 

without MBE/WBE or DBE goals.) 

 

In submitting its Bid, Bidder certifies that it has not lobbied the City or its officials, 

managers, employees, consultants, or contractors in such a manner as to influence or to 

attempt to influence the bidding process. In the event it reasonably appears that the Bidder 

influenced or attempted to influence the bidding process, the City may, in its discretion, reject 

the Bid. 

 

8. WITHDRAWAL OF BID 

 

A Sealed Bid may be withdrawn by a Bidder, provided an authorized individual of the Bidder 

submits a written request to withdraw the Bid prior to the time set for opening the Bids. For 

withdrawal of electronic bids see eResponse, Attachment 1 -Submitting Bids in Austin Finance 

Online) 

 

9. REJECTION OF BIDS 

 

9.1 The following will be cause to reject a Bid: 

 

9.1.1 Failure to submit Section 00300 (Bid Form) and signed by an individual 

empowered to bind the Bidder. 

 

9.1.2 Bids which are not accompanied by acceptable Bid guaranty, with Power of 

Attorney attached, or a letter certifying the Bidder’s ability to be bonded, from a surety 

company, in accordance with Paragraph 4 above. 

 

9.1.3 More than one Bid for same Work from an individual, firm, partnership or 

corporation. 
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9.1.4 Evidence of collusion among Bidders. 

 

9.1.5 Sworn testimony or discovery in pending litigation with OWNER which 

discloses misconduct or willful refusal by contractor to comply with subject contract or 

instructions of OWNER. 

 

9.1.6 Failure to submit MBE/WBE or DBE Compliance Plan in accordance with the 

separately bound volume titled MBE/WBE Procurement Program Package or DBE 

Procurement Program Package. 

 

9.1.7 Failure to have an authorized agent of the Bidder attend the mandatory Pre- 

Bid Conference, if applicable. 

 

9.1.8 Bids received from a Bidder who has been debarred or suspended by OWNER’s 

Purchasing Officer. 

 

9.1.9 Bids received from a Bidder when Bidder or principals are currently debarred 

or suspended by Federal, State or City governmental agencies. (Applicable for Bid amounts 

equal to or in excess of $25,000.00). 

 

9.1.10 Bids received from a Bidder, who is identified on a list maintained by the Texas 

Comptroller of Public Accounts as a company known to have contracts with or provide supplies or 

services to a foreign terrorist organization, unless otherwise exempted from sanctions by the United 

States government.  

 

9.2 The following may be cause to reject a Bid: 

 

9.2.1 Poor performance in execution of work under a previous City of Austin 

contract. 

 

9.2.2 Failure to achieve reasonable progress on an existing City of Austin contract. 

 

9.2.3 Default on previous contracts or failure to execute Contract after award. 

 

9.2.4 Evidence of failure to pay Subcontractors, Suppliers or employees in 

accordance with Contract requirements. 

 

9.2.5 Bids containing omissions, alterations of form, additions, qualifications or 

conditions not called for by OWNER, or incomplete Bids may be rejected. In any case of 

ambiguity or lack of clarity in the Bid, OWNER reserves right to determine most 

advantageous Bid or to reject the Bid. 

 

9.2.6 Failure to acknowledge receipt of Addenda. 

 

9.2.7 Failure to submit any of the items specified below in paragraph 11, “Submission 

of Post Bid Information”.  

 

9.2.8 Failure to identify a dollar amount (price) of a unit price(s) in the 00300U 

including all Bid Alternates in the Bid Form 00300U or 00300L. 

 

9.2.9 Failure to submit post-Bid information within the allotted time(s) (see 

paragraph 11 for post-Bid requirements). 
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9.2.10 Failure to timely execute Contract after award. 

 

9.2.11 Previous environmental violations resulting in fines or citations by a 

governmental entity (i.e. U.S. Environmental Protection Agency, Texas Commission on 

Environmental Quality, etc.). 

 

9.2.12 Safety record as set forth in Section 00410, Statement of Bidder's Safety 

Experience. 

 

9.2.13 Failure of Bidder to demonstrate the minimum experience required as specified 

in Section 00400 if that Section is included in the bidding documents. 

 

9.2.14 Evidence of Bidder’s lack of sufficient resources, workforce, equipment or 

supervision, if required by inclusion of appropriate attachments in Section 00400. 

 

9.2.15 Evidence of poor performance on previous Projects as documented in Owner’s 

project performance evaluations. 

 

9.2.16 Unbalanced Unit Price Bid: “Unbalanced Bid” means a Bid, which includes a 

Bid that is based on unit prices which are significantly less than cost for some Bid items and 

significantly more than cost for others. This may be evidenced by submission of unit price 

Bid items where the cost are significantly higher/lower than the cost of the same Bid items 

submitted by other Bidders on the project. 

 

10. PROTEST PROCEDURES 

 

The OWNER’s Capital Contracting Officer has the authority to settle or resolve any claim of 

an alleged deficiency or protest. The procedures for notifying OWNER of an alleged deficiency 

or filing a protest are listed below. If you fail to comply with any of these requirements, 

the Capital Contracting Officer may dismiss your complaint or protest. 

 

10.1 Prior to Bid opening: If you are a prospective Bidder and you become aware of the 

facts regarding what you believe is a deficiency in the solicitation process before the Bid is 

opened, you must notify OWNER in writing of the alleged deficiency before that date, 

giving OWNER an opportunity to resolve the situation prior to the Bid opening. 

 

10.2 After Bid opening:  If you submit a Bid to OWNER and (1) you have been found non-

responsive, or (2) you believe that there has been a deficiency in the solicitation process or 

the award, you have the opportunity to protest the solicitation process or the recommended 

award as follows: 

 

10.2.1 You must file written notice of your intent to protest within four (4) calendar 

days of the date that you know or should have known of the facts relating to the protest. If 

you do not file a written notice of intent within this time, you have waived all rights to 

protest the solicitation process or the award. 

 

10.2.2 You must file your written protest within fourteen (14) calendar days of the 

date that you know or should have known of the facts relating to the protest unless you know 

of the facts before the Bid has been opened. If you know of the facts before that date, you 

must notify OWNER as stated above. 

 

10.2.3 You must submit your protest in writing and must include the following 

information: 
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 .1 your name, address, telephone, and email address; 

.2 the solicitation number and the CIP number, if applicable; 

.3 a detailed statement of the factual grounds for the protest, including 

copies of any relevant documents. 

 

10.2.4 Your protest must be concise and presented logically and factually to help 

with OWNER’s review. 

 

10.2.5 When OWNER receives a timely written protest, the Capital Contracting 

Officer will determine whether the grounds for your protest are sufficient. If the Capital 

Contracting Officer decides that the grounds are sufficient, the Capital Contracting Office will 

schedule a protest hearing, usually within five (5) working days. If the Capital Contracting 

Officer determines that your grounds are insufficient, you will be notified of that decision in 

writing.  

 

10.2.6 The protest hearing is informal and is not subject to the Open Meetings Act. 

The purpose of the hearing is to give you a chance to present your case; it is not an adversarial 

proceeding. Those who may attend from OWNER are: representatives from the department 

that requested the purchase, the Law Department, the Capital Contracting Office, and other 

appropriate City staff. You may bring a representative or anyone else that will present 

information to support the factual grounds for your protest with you to the hearing.  

 

10.2.7 A decision will usually be made within fifteen (15) calendar days after the 

hearing.  

 

10.2.8 The Capital Contracting Officer will send you a copy of the hearing decision 

after the appropriate City staff has reviewed the decision. 

 

10.2.9 When a protest is filed, OWNER usually will not make an award until a decision 

on the protest is made. However, OWNER will not delay an award if the City Manager or the 

Capital Contracting Officer determines that: 

 

.1 OWNER urgently requires the supplies or services to be purchased, or 

.2 Failure to make an award promptly will unduly delay delivery or 

performance. 

 

In those instances, the Capital Contracting Office will notify you and make every effort to 

resolve your protest before the award. 

 

The protest or notice of intent and the protest shall be submitted in writing to:  

Address for Delivery Service: Address for US Mail: 

City of Austin City of Austin 

Capital Contracting Office  Capital Contracting Office 

ATTN: Capital Contracting Officer ATTN:  Capital Contracting Officer  

One Texas Center P.O. Box 1088 

505 Barton Springs Rd. Austin, Texas 78767-1088 

Suite 1045-A 

Austin, Texas 78704  

PHONE: 512/974-7141  

 

11. SUBMISSION OF POST BID INFORMATION 

 

11.1 Prior to determination of the certified low Bidder, the three (3) apparent low Bidders 
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must submit to OWNER the following information within three (3) business days of receipt 

of notice of apparent low Bidder status by the OWNER: 

 

11.1.1 One copy of Attachments A-I and any other specifically designated 

Attachments of the Statement of Bidder’s Experience (Section 00400), completed and signed. 

(Unless provided to the contrary in Section 00820 Modifications to Bidding Requirements and 

Contract Forms). (Note: OWNER reserves the right to solely determine whether the 

comparable experience documentation provided by the Bidder is sufficient and relevant 

to the Work described in the Contract Documents for the Bidder to be considered a 

responsible Bidder.)  

 

11.1.2 One Copy of the Certificate of Non-Suspension or Debarment (Section 

00405), completed and signed. (Applicable for Bid amounts equal to or in excess of 

$25,000.00.) 

 

11.1.3 One copy of Section 00410, Statement of Bidder's Safety Experience, 

including required attachments, completed and signed. 

 

11.1.4 One copy of the Title VI Assurances Appendix A (Section 00631), completed 

and signed. 

 

11.1.5 One copy of the Title VI Assurance Appendix E (Section 00632), completed 

and signed. 

 

11.1.6 One copy of Exhibit A Federal Provisions (Section 00810A) completed and 

signed. (Federal projects only) 

 

11.1.7 Such other information as is required to evaluate Bid or Bidder. 

 

11.2 Upon  notification  of  status  as  certified  low  Bidder, Bidder  shall  submit  the  

following information to OWNER within three (3) business days:  

 

11.2.1 Confirmation Letters between Bidder and all subcontractor(s) and all 

supplier(s) identified in the MBE/WBE Compliance Plan.  

 

11.2.2 Section 00425A, Insurance Cost Form. For ROCIP projects. 

 

11.2.3 Section 00425B, Contractor Affidavit of Receipt and Provision of ROCIP 

Information, and Subcontractor Affidavit of Receipt and Provision of ROCIP Information (for 

Subcontractor(s) of all tiers identified in the MBE/WBE Compliance Plan). For ROCIP projects. 

 

11.2.4 Such other information as required. In addition, the Bidder acknowledges 

and agrees that the failure to timely provide the additional information required by this 

section will result in a determination that, for the purposes of this solicitation, the Bidder 

has not provided sufficient information for the OWNER to be able to determine that the 

Bidder is a responsible Bidder. 

 

12. AWARD AND EXECUTION OF CONTRACT 

 

OWNER will process Bids expeditiously. Award of Contract will be to the lowest, responsible 

Bidder meeting all requirements of the Bid Documents. OWNER may not award Contract to a 

nonresident Bidder unless the nonresident underbids the lowest Bid submitted by a 

responsible resident Bidder by an amount that is not less than the amount by which a 
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resident Bidder would be required to underbid the nonresident Bidder to obtain a 

comparable contract in the state in which the nonresident’s principal place of business is 

located. 

 

Award of Contract will occur within the period identified on the Bid form, unless mutually 

agreed between the parties. Capital Contracting Officer shall submit recommendation for 

award to the City Council for those project awards requiring City Council action. Contract will 

be signed by City Manager or his/her designee after award and submission of required 

documentation by Bidder. Contract will not be binding upon OWNER until it has been 

executed by both parties. OWNER will process the Contract expeditiously. However, OWNER 

will not be liable for any delays prior to the award or execution of Contract. 

 

Upon contract award, the selected Bidder must submit either their existing or an updated 

personnel policy (on letterhead) documenting conformity with City Code, Chapter 5-4, 

§ 5-4-2. If the company does not submit a copy of their personnel policy incorporating 

the non-discrimination policy, the City of Austin Nondiscrimination Policy (Section 00630) 

will be considered the Bidder’s nondiscrimination policy. 

 

In any case of ambiguity or lack of clarity in the Bid, OWNER reserves the right to determine 

the most advantageous Bid or to reject the Bid. 

 

Notwithstanding anything in this Section 00100 to the contrary, the OWNER may award a 

contract for construction services in an amount of less than $100,000 to a bidder whose 

principal place of business is in the City of Austin and whose bid is within 5% of the lowest 

bid price received from a bidder whose principal place of business is not within the City of 

Austin, if the City finds that the local bidder offers the City the best combination of contract 

price and additional economic development opportunities for the City created by the contract 

award including the employment of resident of the City and increased tax revenues to the 

City. 

 

13. PARTNERING 

 

In order to complete the Work in a manner that is most beneficial to the OWNER and 

CONTRACTOR, OWNER and CONTRACTOR may form a “Partnering Team”, which will include 

the E/A, and any major Subcontractors. This partnering relationship will draw on the 

strength of all parties to identify and achieve mutual goals. The objectives of this 

partnering relationship are effective and efficient communication and Contract performance, 

which is intended to ensure that the Project is completed within budget, on schedule, and 

in accordance with the Drawings and Specifications and other Contract requirements. While 

the partnering relationship will be multilateral in makeup and participation will be totally 

voluntary, the OWNER and CONTRACTOR agree to cooperate and use reasonable good faith 

efforts to discuss and resolve any and all Project issues and disputes. Section 01100, Special 

Project Procedures and/or Section 01200, Project Meetings contain additional information 

regarding the intent of the partnering relationship and responsibilities of the entities 

entering into the partnering charter. 

 

14. ROCIP REQUIREMENTS 

 

If the insurance on this Project will be under the Rolling Owner Controlled Insurance 

Program (ROCIP), the Bidder is directed to Section 00810, Supplemental General 

Conditions, Section 00820, Modifications to Bidding Requirements and Contract Forms, and 

the Project Safety Manual included with these contract documents for information and 

bidding requirements.  
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The Insurance Cost Form, Section 00425A must be accurately completed and submitted 

with the Bid to indicate insurance removed from Base Bid and Alternates. CONTRACTOR 

shall remove from the Bid the cost of insurance for the CONTRACTOR and Subcontractors 

of all tiers working on site.  

 

The Rolling Owner Controlled Insurance Program Information, Section 00425 B, Contractor 

Affidavit of Receipt and Provision of ROCIP Information and Subcontractor Affidavit of Receipt 

and Provision of ROCIP Information for subcontractor(s) of all tiers identified in the MBE/WBE 

Compliance Plan must be accurately completed and submitted by the certified low bidder as 

a post bid submittal.  Subcontractor Affidavits must be submitted throughout the duration of 

the Contract as Subcontractor(s) are added. 

 

15. SIGNATURE REQUIREMENTS 

 

The Bid and any subsequent supporting Bid documents and Contract must be executed in 

the Bidder’s full name and legal entity status by an authorized representative of the Bidder. 

Accordingly, a partnership/joint venture must file its partnership/joint venture agreement, 

a corporation must file its articles and bylaws, a limited liability company must file its 

certificate of organization and article of organization and regulations, and a limited 

partnership must file not only limited partnership agreement and the certificate of limited 

partnership, but also the documentation for its general partner, and any Bidder must file a 

copy of any assumed name certificate, or such limited portion of such documents reasonably 

establishing signature authority.  

 

16. CONTRACTOR EVALUATION 

 

The Owner will review and evaluate the Contractor’s Work and performance on the Project 

and provide the Contractor with a written Contractor Evaluation Report in accordance with 

City of Austin Administrative Rule R161-13.37. Rule R161-13.37 provides an appeal process. 

http://www.austintexas.gov/department/contract-management 

 

 

17. TEXAS ETHICS COMMISSION CERTIFICATE OF INTERESTED PARTIES 

 DISCLOSURE FORM 

 

17.1 Definitions: 

 

17.1.1 “Interested Party” – means a person who has a controlling interest in a 

Business Entity with whom the Owner contacts or who actively participates in facilitating the 

Contract or negotiating the terms of the Contract, including a broker, intermediary, adviser, 

or attorney for the Business Entity. 

 

17.1.2 “Business entity” - includes an entity through which business is conducted 

with a governmental entity or state agency, regardless of whether the entity is a for-profit or 

nonprofit entity. The term does not include a governmental entity or state agency. 

 

17.2 As a condition to entering the Contract, the Business Entity constituting the successful 

Bidder must provide a Texas Ethics Commission Certificate of Interested Parties Form to the 

Owner at the time the Business Entity/Bidder submits the signed Contract to the Owner in full 

compliance with the following requirements under which the successful Bidder shall: 

 

17.2.1 Go to the Ethics Commission’s website (www.ethics.state.tx.us), 

http://www.austintexas.gov/department/contract-management
http://www.ethics.state.tx.us/
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17.2.2 Complete the “Interested Parties” information, in accordance with the 

requirements of the Texas Ethics Commission Rules published at Title 1, Part 2, Chapter 46, 

of the Texas Administrative Code and available on the referenced website,  

 

17.2.3 Include the City’s contract identification number,  

 

17.2.4 Include a short description of the goods or services to be used by the City, 

and  

 

17.2.5 Indicate whether each interested party has a controlling interest in the 

business entity, is an intermediary in the contract for which the disclosure is being filed, or 

both. 

  

17.3 In accordance with the Commission Rules, the Certificate of Filing and completed 

Certificate of Interested Parties must be (i) printed, (ii) signed by an authorized agent of the 

business entity, and (iii) submitted to the City at the time of the submission of the signed 

contract to the City.  The City then must notify the Ethics Commission in electronic format of 

receipt of the document within 30 days of contracting and the Commission will make the 

disclosure of interested parties available to the public on its website. 

 

 

END  
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LUMP SUM BID FORM 

Section 00300L 

 

City Manager 

Austin, Texas 

 

The undersigned, in compliance with the Invitation for Bids for construction of the following 

Project for the city of Austin, Texas: 

 

Solicitation No.: CLMC846 

Project: KGSC Truck Wash Facility Retrofit 

CIP ID No.: 5773.025 

 

Having examined the Project Manual, Drawings and Addenda, the site of the proposed Work 

and being familiar with all of the conditions surrounding construction of the proposed 

Project, having conducted all inquiries, tests and investigations deemed necessary and 

proper; hereby proposes to furnish all labor, permits, material, machinery, tools, supplies 

and equipment, and incidentals, and to perform all Work required for construction of the 

Project in accordance with the Project Manual, Drawings and Addenda within the time 

indicated. 

 

BASE BID 

 

........................................................................ 

 

........................................................................ $ 

 

• The “Base Bid” amount must be used in the MBE/WBE Compliance Plan Summary Page 

to determine subcontractor participation levels for the established MBE/WBE 

procurement goals.  

 

• The “Base Bid” amount becomes the Bidder’s “TOTAL BID” if allowances and/or 

alternates are not included. 

 

ALLOWANCES:         

Allowance No. 1: 

 

Automatic & Manual Truck Wash Systems 

 

$ 

 

SUBTOTAL ALLOWANCES 
$ 

 

 

BASE BID         

PLUS 

ALLOWANCES: 

 

........................................................................ 

 

........................................................................ 

 

 

 

$ 

 

1. For a more detailed explanation of Bid allowances, see Section 01020.  

2. MINIMUM WAGES: Workers on Project shall be paid not less than wage rates, including 

fringe benefits, as published by the Department of Labor (DOL) for Building Construction 

and Heavy and Highway Trades “AS APPLICABLE” and/or the minimum wage required by 

City of Austin Ordinance No. 20160324-015, whichever is higher. The Total Minimum 

Wage required can be met using any combination of cash and non-cash qualified fringe 

benefits provided the cash component meets or exceeds the minimum wage required. 

 

BID GUARANTY:  A Bid guaranty must be enclosed with this Bid, as required in Section 

00020, in the amount of not less than five percent (5%) of the total Bid.  Following the Bid 
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opening, submitted Bids may not be withdrawn for a period of ninety (90) Calendar Days. 

Award of Contract will occur within this period, unless mutually agreed between the parties.  

The Bid guaranty may become the property of the OWNER, or the OWNER may pursue any 

other action allowed by law, if: 

 

• Bidder withdraws a submitted Bid within the period stated above;  

• Bidder fails to submit the required post Bid information within the period specified in 

Section 00020 or 00100, or any mutually agreed extension of that period; or  

• Bidder fails to execute the Contract and furnish the prescribed documentation (bonds, 

insurance, etc.) needed to complete execution of the Contract within five (5) Working 

Days after notice of award, or any mutually agreed extension of that period. 

 

TIME OF COMPLETION: The undersigned Bidder agrees to commence work on the date 

specified in the written "Notice to Proceed" to be issued by the OWNER and to substantially 

complete construction of the improvements, as required by the Project Manual, Drawings 

and Addenda for the Work within one hundred twenty (120) Calendar Days.  

 

If a Substantial Completion date has been specified, the Bidder further agrees to reach Final 

Completion within thirty (30) Calendar Days after Substantial Completion as required by the 

Project Manual, Drawings and Addenda for the work.  

 

The Bidder further agrees that should the Bidder fail to substantially and finally complete 

the Work within the number of days indicated in the Bid or as subsequently adjusted, Bidder 

shall pay the liquidated damages for each consecutive day thereafter as provided below; 

unless the OWNER elects to pursue any other action allowed by law. 

 

WAIVER OF ATTORNEY FEES:  In submitting the Bid, in consideration for the waiver of 

the Bidder’s right to attorney’s fees by the OWNER, the Bidder knowingly and intentionally 

agrees to and shall waive the right to attorney’s fees under Section 271.153 of the Texas 

Local Government Code in any administrative proceeding, alternative dispute resolution 

proceeding, or litigation arising out of or connected to any Contract awarded pursuant to 

this solicitation process. 

 

LIQUIDATED DAMAGES: The Bidder understands and agrees that the timely completion of 

the described Work is of the essence. The Bidder and OWNER further agree that the 

OWNER’s actual damages for delay caused by failure to timely complete the Project are 

difficult, if not impossible to measure. However, with respect to the additional administrative 

and consultant costs to be incurred by OWNER, the reasonable estimate of such damages 

has been calculated and agreed to by OWNER and Bidder. 

 

Therefore, the Bidder and the OWNER agree that for each and every Calendar Day the Work 

or any portion thereof, remains incomplete after the Substantial Completion date as 

established by the above paragraph, "Time of Completion", payment will be due to the 

Owner in the amount of five hundred dollars ($500.00) per Calendar Day as liquidated 

damages, not as a penalty, but for delay damages to the OWNER. 

 

If both Substantial and Final Completion dates have been specified, the Bidder and the 

OWNER further agree that for each and every Calendar Day the Work or any portion 

thereof, remains incomplete after the Final Completion date as established by the above 

paragraph, "Time of Completion", payment will be due to the OWNER in the amount of 

three hundred dollars ($300.00) per Calendar Day as liquidated damages, not as a 

penalty, but for delay damages to the OWNER. Such amount shall be deducted by the 

OWNER from any Contract payment due. 
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In the event of a default or breach by the CONTRACTOR and demand is made upon the 

surety to complete the project, in accordance with the Contract Documents, the surety shall 

be liable for liquidated damages pursuant to the Contract Documents in the same manner 

as the CONTRACTOR would have been. 

 

MINOR INFORMALITY: OWNER reserves the right to reject any or all Bids and to waive 

any minor informality in any Bid or solicitation procedure (a minor informality is one that 

does not affect the competitiveness of the Bidders). 

 

ADDENDUM:  The undersigned acknowledges receipt of the following addenda: 

     

Addendum No. 1 dated  Received  

Addendum No. 2 dated  Received  

Addendum No. 3 dated  Received  

Addendum No. 4 dated  Received  

 

BID DOCUMENT EXECUTION AND ACKNOWLEDGEMENT: The undersigned Bidder 

certifies that the Bidder has read and understands Section 00020 Invitation for Bids, Section 

00100 Instructions to Bidders, and all other requirements applicable to the Bidding process 

provided in the Bid and Contract Documents.   

 

BIDDER’s CERTIFICATION OF NON-COLLUSION, NON-CONFLICT OF INTEREST, 

AND ANTI-LOBBYING (Section 00440): The undersigned Bidder, by its signature, 

represents and certifies that it has read and can affirmatively swear and subscribe to the 

statements in Section 00440 Non-Collusion, Non-Conflict of Interest, and Anti-Lobbying 

Certification. If the Bidder cannot affirmatively swear and subscribe to any of the 

statements in Section 00440, Bidder represents and certifies that it has provided a detailed 

written explanation with its Bid on separate pages annexed hereto.  The undersigned Bidder 

further certifies that it has not in any way directly or indirectly had communication restricted 

in the City Code Chapter 2-7, Article 6 (Anti-Lobbying and Procurement) during the No-

Lobbying Period as defined in Chapter 2-7.    

 

BIDDER’s CERTIFICATION AS TO NONRESIDENT PROVISIONS (Section 00475): 

The undersigned Bidder certifies that it has read Section 00475 Nonresident Bidder 

Provisions and Bidder certifies that Bidder is a resident of 

______________________ (Bidder must write in the blank the state of which Bidder is a 

resident).   

 

 

Bidder will initial the blank set forth below to represent and certify that the Bidder has 

completed, executed, and enclosed the corresponding Bid Documents with the Bid.  

  

____ MBE/WBE Compliance Document 

 

____ One copy of Total Bid Form if Bid is submitted electronically via Austin Finance Online 

 

____ Bid Guaranty 

 

The undersigned, by their signature, represents that they are submitting a binding 

offer and are authorized to bind the respondent to fully comply with the 

solicitation documents contained herein. The Respondent, by submitting and 

signing below, certifies that they have received and read all sections of the entire 

solicitation document including all revisions, addenda and documents incorporated 

by reference, and agree to be bound by the terms therein. 
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___________________________   _________________________________ 

Corporate Secretary, *if Bidder is a Corporation                     Bidder 

                                                                  

 

___________________________   _________________________________  

Email for Secretary                           Authorized Signature/Print Name 

                                                                    

      

_________________________________  

(Seal)         Title 

 

                                                                

_________________________________ 

                      Date 

 

_________________________________ 

 

_________________________________ 

   Address 

 

 

_________________________________ 

Telephone Number / FAX Number 

             

        

_________________________________ 

       Email for Person Signing Bid 

 

        

_________________________________ 

       Email for Bidder’s Primary Contact Person 

              

 

 

END 
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TOTAL BID FORM 

 

Solicitation 

No.: 

 

CLMC846 

 

Project: 

 

KGSC Truck Wash Facility Retrofit 

 

 

Bidder: 

 

Total Bid 

Amount: 

(includes Base 

Bid plus any 

Allowances or 

Alternates 

shown in 

Section 00300) 

 

 

Notes:     

1. This form will be displayed publicly in Austin Finance Online approximately one hour 

after the solicitation closes.   

2. In the case of discrepancies between this form and Section 00300, Section 00300 takes 

precedence. 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

(This Page left Intentionally Blank) 
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STATEMENT OF BIDDERS EXPERIENCE 

Section 00400 

 

Project Name: KGSC Truck Wash Facility Retrofit 

Name of Bidder: 
 

 

Solicitation 

Number: 
CLMC846 

CIP ID Number: 5773.025 

 

Bidder must complete all Attachments to Section 00400 clearly and 

comprehensively. If necessary, responses may be continued on separately 

attached sheets. 

 

To be considered a responsive and responsible bidder, the apparent three (3) low Bidders 

must complete and submit within three (3) working days of notification of low bidder status 

Attachments A through I in accordance with Article 11, Section 00100. Contractor 

Performance Evaluations for previous work with the City will be included in the assessment 

of the Bidder’s experience. Any information in Attachments A through I and in the 

Contractor’s Performance Evaluations that indicates the Bidder or a “Subcontractor” is not 

responsible or that might negatively impact a Bidder’s ability to complete the Work within 

the Contract Time and for the Contract Price may result in the Bid being rejected.   

 

The Bidder is responsible for the accuracy and completeness of all of the information 

provided by the Bidder or a proposed Subcontractor in response to this Invitation for Bids.  
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POST-BID SUBMITTALS 

 

 

ATTACHMENT A – BIDDER’S INFORMATION 

 

ATTACHMENT B – EXPERIENCE REQUIREMENTS (GENERAL CONTRACTOR) 

 

ATTACHMENT C – PROJECT MANAGER AND SUPERINTENDENT EXPERIENCE  

 

ATTACHMENT D – EXPERIENCE REQUIREMENTS (SPECIFIC CONSTRUCTION OR TECHNICAL 

EXPERIENCE) 

 

ATTACHMENT E – AVAILABLE EQUIPMENT 

 

ATTACHMENT F – AVAILABLE WORKFORCE 

 

ATTACHMENT G – CURRENT PROJECTS 

 

ATTACHMENT H – COMPLETED PROJECTS 

 

ATTACHMENT I – BIDDER’S AUTHENTICATION 
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ATTACHMENT A 

BIDDER’S INFORMATION 

 

Attention Bidder: Complete and return within three (3) days of notification of the three 

(3) low bidders’ status. 

 

Solicitation Number: CLMC846 

CIP ID Number: 5773.025 

 

A. Name of Bidder: 
 

 

B. Bidder’s Permanent Address: 
 

 

C. Bidder’s Phone Number:  

D. 
Number of years in business 

under current company name: 
 

 

(Note:  Bidder must have been in existence for a minimum of one (1) year under its current 

company name.  Changes in company name during the experience period are acceptable, if 

the continuity of the company can be demonstrated. Attach separate documentation, if 

applicable.) 

 

If Bidder answers “Yes” for any of questions E through H, Bidder must attach 

separate sheets with a brief description or explanation of the answer and provide 

pertinent contact information (parties’ names, addresses and telephone numbers). 

 

E. Has the Bidder ever defaulted on a contract?  Yes  No 

F. 
Are there currently any pending judgements, claims, or 

lawsuits against the Bidder? 
 Yes  No 

G. 
Does Bidder currently have any pending claims, 

judgements or lawsuits against any prior client? 
 Yes  No 

H. 
Is the Bidder or its principals involved in any 

bankruptcy or reorganization proceedings? 
 Yes  No 
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ATTACHMENT B 

EXPERIENCE REQUIREMENTS (GENERAL CONTRACTOR) 

 

Attention Bidder: Complete and return within three (3) days of notification of the three 

(3) low bidders’ status. 

 

Solicitation Number: CLMC846 

CIP ID Number: 5773.025 

 

GENERAL CONTRACTOR EXPERIENCE: 

 

Bidder must list and describe Bidder’s (not proposed subcontractors') construction 

experience as a general contractor for a minimum of three (3) successfully completed 

projects of comparable size, scope and complexity to the Work described in the Contract 

Documents. Bidder should refer to the Section 01010 Summary of Work, subsection 1.2 

Description of Work, to determine what is reasonably comparable. Decisions on 

“comparability” are at the complete discretion of the OWNER. 

 

 

Bidder must have completed the projects within the past ten (10) years.  
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Attention Bidder:  Duplicate this form for each of the three (3) projects. 

 

PROJECT NO. ______ 

Name of Project: 

 

 

Location: 

 

 

OWNER’s Name and Address: 

 

 

OWNER’s Contact Person (Print):  

Phone/Fax No.   

Initial Contract Price:  

Final Contract Price:  

Contract Start Date: 

(Date of Notice to Proceed)  

Contract Time: Calendar Days: Working Days: 

Contract Substantial Completion 

Date:  

Actual Substantial Completion 

Date:  

If contract time extensions were added to the contract as a result of Bidder’s 

responsibilities, provide a short explanation of each: 

 

 

 

 

 

 

Project Description and why it is comparable to this Contract: 
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ATTACHMENT C 

PROJECT MANAGER & SUPERINTENDENT EXPERIENCE 

 

Attention Bidder: Complete and return within three (3) days of notification of the three 

(3) low bidders’ status. 

 

Name of Bidder: 
 

 

Solicitation Number: CLMC846 

CIP ID Number: 5773.025 

 

Bidder must attach resumes for the Project Manager and Superintendent who will be 

assigned to this project. The resumes must demonstrate that these individuals have worked 

on at least three (3) similar, successfully completed projects in the capacity of Project 

Manager or Superintendent, or other responsible supervisory capacity, as applicable, during 

the last 10 years. 

 

 

Project Manager (name): ____________________________________ 

 

Superintendent (name): _____________________________________ 

 

 

Note: Attach Resumes & Experience 
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 ATTACHMENT D 

 

Attention Bidder: Complete and return within three (3) days of notification of the three 

(3) low bidders’ status. 

 

SPECIFIC CONSTRUCTION EXPERIENCE (GENERAL CONTRACTOR OR 

SUBCONTRACTOR PERFORMING THE WORK) 

 

Bidder must provide the following project history information for each Construction 

Experience requirement listed below. OWNER may in its reasonable discretion deem the 

provided experience information insufficient and reject the Bid.  

 

 

For each Construction Experience item listed below, list and describe the applicable 

Construction Experience for a minimum of three (3) successfully completed projects of 

comparable size, scope, and complexity to the Work described for this project. 

Comparability requirements may be spread among the three (3) projects per item 

submitted, e.g. One Project may demonstrate comparable size, another Project may 

demonstrate comparable scope and another may demonstrate comparable complexity. 

Decisions on “comparability” are at the complete discretion of the OWNER. 

 

 

The Work must have been performed within the past ten (10) years.  

 

Bidder must provide all requested information in a complete, clear, and accurate manner. If 

necessary, additional information may be provided on separate attached sheets. Failure to 

provide any requested information may cause the Bid to be rejected by OWNER as non-

responsive. 

 

If the Bidder proposes to fulfill any specific construction experience requirement with 

subcontracted resources, the applicable Subcontractor must be included in the Bidder’s 

Original MBE/WBE Compliance Plan. Failure to include subcontractors on the MBE/WBE 

Compliance Plan may render your bid non-responsive.  

      

SPECIFIC CONSTRUCTION EXPERIENCE ITEMS REQUIRED: 

 

ITEM 1. Furnish and/or installation of Automatic Vehicle Wash Systems 

ITEM 2. Furnish and/or installation of Manually-Operated Vehicle Wash Systems 

 

The Bidder shall complete and duplicate the following specific Construction Experience Form 

as required to provide the requested documentation for a minimum of three (3) successfully 

completed projects for each of the above specific Construction Experience requirements. 
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CONSTRUCTION EXPERIENCE DOCUMENTATION FORM 

EXPERIENCE ITEM NUMBER:  

Project Number:  

Does Bidder plan to self-perform this 

work?      Yes                             No 

If “NO”, provide the following Subcontractor’s information: 

Company’s Address:  

Permanent Address:  

Phone No.  

# of years Subcontractor has been in 

business under current company name:  

Name of Project:  

Location:  

OWNER’s Name:  

OWNER’s Address:  

OWNER’s Contact Person (Print):  

Phone/Fax No.:   

Initial Contract Price:  

Final Contract Price:  

Contract Start Date: 

(Date of Notice to Proceed)  

Contract Time: Calendar Days: Working Days: 

Contract Substantial Completion Date:  

Actual Substantial Completion Date:  

If contract time extensions were added to the contract as a result of Bidder’s 

responsibilities, provide a short explanation of each: 

 

 

 

Project Description and why it is comparable to this Contract: 
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ATTACHMENT E 

AVAILABLE EQUIPMENT LIST 

 

Attention Bidder:  Complete and return within three (3) days of notification of the three 

(3) low bidders’ status. 

 

Name of Bidder: 
 

 

Solicitation Number: CLMC846 

CIP ID Number: 5773.025 

 

Provide a list of equipment that is available to the CONTRACTOR or its 

Subcontractor(s) and is specifically intended to be used on the Work under this 

Contract. Also indicate whether the equipment is owned or will be leased by the 

CONTRACTOR and/or Subcontractor(s).   

 

EQUIPMENT OWNED OR LEASED COMMITTED TO 

ANOTHER 

PROJECT? 

(Yes   /   No) 

AVAILABLE / RELEASE 

DATE 

 

 

   

    

    

    

    

    

    

    

    

    

    

Use additional pages, as necessary 
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ATTACHMENT F 

AVAILABLE WORKFORCE 

 

Attention Bidder:  Complete and return within three (3) days of notification of the three 

(3) low bidders’ status. 

 

Name of Bidder: 
 

 

Solicitation Number: CLMC846 

CIP ID Number: 5773.025 

 

Provide a list of the available workforce for the various disciplines and crafts 

required for the Work on this Project, including the number of work crews, and 

number and worker classification for each equipment operator, mechanic, and 

laborer for that portion of the Work that Bidder will actually perform.   

 

 

 

Number of Anticipated Work Crews:  ________ 

 

DISCIPLINE OR CRAFT 
NO. OF 

EMPLOYEES 

COMMITTED TO 

ANOTHER 

PROJECT? 

(Yes  /  No) 

AVAILABLE / 

RELEASE DATE 

Professional (specify)    

Superintendent    

Technical (specify)    

Skilled Workers (specify)    

Semiskilled Workers 

(specify) 

   

Equipment Operators 

(list) 

   

Other 

 

 

 

 

 

 

 

Use additional pages, as necessary  
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ATTACHMENT G 

CURRENT PROJECT LISTING (INCLUDING ALL CITY OF AUSTIN PROJECTS) 

 

Attention Bidder:  Complete and return within three (3) days of notification of the three 

(3) low bidders’ status. 

 

Name of Bidder: 
 

 

Solicitation Number: CLMC846 

CIP ID Number: 5773.025 

 

Provide a list of all current projects, including all City of Austin projects.   Include 

the following for all jobs that Bidder is currently committed to or has currently 

underway:  brief statement regarding the job type; estimated project duration; 

project contact; and project description.   

 

Name of Project: 
 

 

Location: 
 

 

Type of Job: 
 

 

City of Austin Job?            Yes   No 

Project Start Date  

Estimated Completion Date:  

Project Contact: 
 

 

Brief Description: 
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ATTACHMENT H 

COMPLETED PROJECTS (INCLUDING ALL CITY OF AUSTIN PROJECTS) 

 

Attention Bidder:  Complete and return within three (3) days of notification of the three 

(3) low bidders’ status. 

 

Name of Bidder: 
 

 

Solicitation Number: CLMC846 

CIP ID Number: 5773.025 

 

Provide a list of all completed projects, including all City of Austin projects that 

Bidder has completed in the past five (5) years by calendar year (or life of 

company if less than five (5) years). Include the following:  a brief statement 

regarding the job type, the estimated project duration, project contact, and 

project description.   

 

Calendar Year of                          

 

Name of Project: 
 

 

Location: 
 

 

Type of Job: 
 

 

City of Austin Job?    Yes           No 

Project Duration:  

Project Contact:  

Brief Description: 

 

 

 

 

 

 

 

 

 

 

 

 

Use additional pages as necessary to achieve a representative listing covering 5 years 
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ATTACHMENT I 

BIDDERS AUTHENTICATION  

 

(Attention Bidder:  Complete and return within three (3) days of notification of the three (3) 

low bidders’ status) 

 

Solicitation Number: CLMC846 

CIP ID Number: 5773.025 

 

THE STATE OF TEXAS 

COUNTY OF TRAVIS 

 

I certify that my responses and the information provided in Attachments A-H are true and 

correct to the best of my personal knowledge and belief and that I have made no willful 

misrepresentations in this Section, nor have I withheld any relevant information in my 

statements and answers to questions.  I am aware that any information given by me in this 

Section may be investigated and I hereby give my full permission for any such investigation 

and I fully acknowledge that any misrepresentations or omissions in my responses and 

information may cause my bid to be rejected. 

 

 

Bidder's full name and entity status: 

 

 

__________________________________________ 

Company’s Name 

 

         

Signature, Authorized Representative of Bidder 

 

         

Title 

 

 

         

Date 

 

END 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

(This Page left Intentionally Blank) 
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CERTIFICATE OF NON-SUSPENSION OR DEBARMENT 

Section 00405 

 

 

Solicitation Number: _____________________ (to be filled in by Contractor) 

 

The City of Austin is prohibited from contracting with or making prime or sub-awards to 

parties that are suspended or debarred or whose principals are suspended or debarred from 

Federal, State, or City of Austin Contracts. Covered transactions include procurement 

contracts for goods or services equal to or in excess of $25,000.00 and all non-procurement 

transactions. This certification is required for all bidders on all City of Austin Contracts to be 

awarded with values equal to or in excess of $25,000.00 and all non-procurement 

transactions. 

 

The CONTRACTOR hereby certifies that its firm and its principals are not currently 

suspended or debarred from bidding on any Federal, State, or City of Austin Contracts.   

 

Contractor's full name and entity status: 

 

 

         

 

 

         

(Name/Signature of Authorized Official)  

 

 

         

Title 

 

 

         

Date 

 

      

END 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

(This Page left Intentionally Blank) 
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STATEMENT OF BIDDER’S SAFETY EXPERIENCE 
Section 00410 

 
BIDDER’S SAFETY EXPERIENCE 

(To Be Submitted Post-Bid) 
 

Solicitation Number: _____________________ (to be filled in by Contractor) 
 

NAME OF BIDDER: __________________________________________________ 

Pursuant to Section 252.0435 of the Local Government Code, the OWNER will consider the 
safety records of bidders prior to awarding a City contract. Upon request, a bidder is required 
to provide information to demonstrate the safety and health performance of their company. 
The information obtained from a bidder or from other sources will be used to determine the 
bidder’s safety record, and will not automatically be used to exclude the bidder from selection 
for this or any future procurement.  The OWNER will consider the responses to this Section 
00410 document separately when making a discretionary determination of whether to 
disqualify a bidder, and may also consider the cumulative impact of the information generated 
by the bidder’s responses in making the determination. Bidders are responsible for reviewing 
the safety records of proposed subcontractors. 
 
Upon notification from the OWNER, the three (3) apparent low bidders are required to provide 
the following information: 
 
WORKERS’ COMPENSATION EXPERIENCE MODIFICATION RATE DATA 
Provide bidder’s Workers’ Compensation 
Experience Modification Rate (EMR) 
Data using the loss experience that 
occurred within the past five years.  
 
Attach bidder’s NCCI workers 
compensation experience rating sheets 
for the past five (5) years. 

  
Policy Year 

 
EMR 

Current EMR:   
1 Year Ago:   

2 Years Ago:   
3 Years Ago:   
4 Years Ago:   

 
Bidder’s initialing here certifies that bidder does not have an EMR:  _____________  
 
(Submit a copy of bidder’s Insurance Loss Run Reports for the last five years if bidder 
does not have an EMR.) 
Bidder may include additional information explaining any circumstances that may have 
affected the company’s EMR rate.   
 
 
 
 
 
 
 
 
Evaluation:  Bidders with a 5-year EMR average that exceeds the 5-year industry 
average EMR by more than 25% may be deemed non-responsive. 
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REGULATORY NOTICE AND CITATION HISTORY DATA 
Provide bidder’s information regarding 
regulatory OSHA  and/or Environmental 
Protection Agency Notices and 
Citations as follows:    
 
Describe federal, state, city/municipal or 
county OSHA notices of noncompliance or 
citations issued to or received by the bidder 
within the past three years or any notices 
from any environmental protection agency, 
including any notices or citations from any 
state agency or local government 
responsible for enforcing environmental 
protection or other health and safety laws 
or regulations of any state of the United 
States, received within the past three 
years. 
 

Provide a description of each on the 
OSHA/EPA form on the following page 
to include: 
 

 Date of Citation/Notices 
 Issuing agency 
 Standard cited  
 Level of violation (i.e. serious, 

willful) 
 Dates and brief description(s) of the 

event(s) 
 Brief description(s) of actions taken 

to correct the violation(s) 
 Current status (Open, Closed, 

Contested) 
 If Closed, date of Closure 
 If Open, estimated date of Closure 

Bidder may include additional information explaining any related circumstances. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
Evaluation:  Information may be verified by referring to respective agency. More 
than two serious or more than one willful or repeated violation (investigation 
completed) within the past three years may deem the Bidder non-responsive. 
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OSHA and/or Environmental Protection Agency Notices Within Past Three Years 

Date of 
Citation 

or 
Notice 

Issuing 
Agency 

Violation 
Level (i.e. 
serious, 
willful) 

Brief description of 
event 

 

Brief description of actions 
taken to correct violation(s) 

Current 
Status 
(Open, 
Closed, 

Contested) 

Closed 
Date, or if 

Open, 
estimated 
Close Date 
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INJURY AND ILLNESS INCIDENCE RATE DATA  
Provide bidder’s *Total Case Incidence 
Rate(s) (TCIR) for the 3 most recent 
calendar years.   
 
Attach bidder’s OSHA 300 and 300A logs 
for the past 3 years. 
 

TCIR Rates: 
 
Current Rate:     _____________ 
1 Year Ago:        _____________ 
2 Years Ago:       _____________ 
 

DAYS AWAY, RESTRICTED, AND TRANSFER RATE DATA 
Provide bidder’s **Days Away, 
Restricted, and Transfer Rate(s) 
(DART) for the three most recent calendar 
years.  

DART Rates: 
 
Current Rate:     _____________ 
1 Year Ago:        _____________ 
2 Years Ago:      _____________ 
 

Bidder may include additional information explaining any circumstances that may have 
affected the submitted rates and/or their associated three year trends. 
 
 
 
 
 
 
 
 
 
 
 
Evaluation:  Rates will be compared to the most recently published Bureau of 
Labor Statistics (BLS) national average for the Standard Industrial Classification 
code (SIC) or North American Industrial Classification Systems (NAICS) code for 
the construction industry.  For consideration of another code within the 
construction industry, the Bidder must provide the code and justification.  Bidders 
with a 3-year TCIR or DART average that exceeds the 3-year TCIR or DART 
industry average may be deemed non-responsive. 
 

 

*TCIR – To calculate the calendar year TCIR, determine the total number of all recordable 
injuries and illnesses that occurred during the year in question, divide that total by the total 
number of hours worked by all employees during that year, and multiply the result by 
200,000. 

** DART – To calculate the calendar year DART, determine the total number of recordable 
injuries and illnesses resulting in days away from work, restricted work activity, and/or job 
transfer that occurred during the year in question, divide that total by the total number of 
hours worked by all employees during that year, and multiply the result by 200,000. 
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ACKNOWLEDGEMENT 

 

THE STATE OF TEXAS 

COUNTY OF TRAVIS 

 

I certify that my responses and the information I have provided are true and correct to the 
best of my personal knowledge and belief and I have made no willful misrepresentations in 
this, or withheld any relevant information in my statements.  I am aware that any information 
given by me in response to this Section 00410 may be investigated and I hereby give my full 
permission for any such investigations, and I fully acknowledge that any misrepresentations 
or omissions in my responses and information may cause my bid to be rejected or cause any 
contract based on misrepresentations to be cancelled.  

 
Contractor's full name and entity status: 

 
 
         
 

 
         
(Name/Signature of Authorized Official)  
 
 

         
Title 
 
 
         
Date 
 

END  

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

(This Page left Intentionally Blank) 
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PROHIBITED ACTIVITIES 

Section 00440 

NON-COLLUSION, NON-CONFLICT OF INTEREST 

AND ANTI-LOBBYING 

 
 

State of Texas 

County of Travis 

 

The term “Bidder”, as used herein, includes the individual or business entity submitting 

the bid includes the directors, officers, partners, managers, members, principals, owners, 

agents, representatives, employees, other parties in interest of the Bidder, and anyone or 

any entity acting for or on behalf of the Bidder, including a subcontractor in connection 

with this bid.   

 

The terms “City” and “Owner” are synonymous. 

 

1. Anti-Collusion Statement. The Bidder has not and will not in any way directly or 

indirectly: 

 

a. colluded, conspired, or agreed with any other person, firm, corporation, bidder or 

potential bidder to the amount of this bid or the terms or conditions of this bid.  

b. paid or agreed to pay any other person, firm, corporation bidder or potential bidder 

any money or anything of value in return for assistance in procuring or attempting to 

procure a contract or in return for establishing the prices in the attached bid or the 

bid of any other bidder. 

 

2. Preparation of Invitation for Bid and Contract Documents. The Bidder has not 

received any compensation or a promise of compensation for participating in the 

preparation or development of the underlying bid or contract documents.,  In addition, 

the Bidder has not otherwise participated in the preparation or development of the 

underlying bid or contract documents, except to the extent of any comments or 

questions and responses in the bidding process, which are available to all bidders, so as 

to have an unfair advantage over other bidders, provided that the Bidder may have 

provided relevant product or process information to a consultant in the normal course of 

its business. 

 

3. Participation in Decision Making Process. The Bidder has not participated in the 

evaluation of bids or proposals or other decision making process for this solicitation, 

and, if Bidder is awarded a contract hereunder, no individual, agent, representative, 

consultant or sub contractor or consultant associated with Bidder, who may have been 

involved in the evaluation or other decision making process for this solicitation, will have 

any direct or indirect financial interest in the Contract, provided that the Bidder may 

have provided relevant product or process information to a consultant in the normal 

course of its business. 

 

4. Present Knowledge. Bidder is not presently aware of any potential or actual conflicts 

of interest regarding this solicitation, which either enabled Bidder to obtain an advantage 

over other bidders or would prevent Bidder from advancing the best interests of OWNER 

in the course of the performance of the Contract. 
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5. City Code. As provided in Sections 2-7-61 through 2-7-65 of the City Code, no 

individual with a substantial interest in Bidder is a City official or employee or is related 

to any City official or employee within the first or second degree of consanguinity or 

affinity. 

 

6. Chapter 176 Conflict of Interest Disclosure. In accordance with Chapter 176 of the 

Texas Local Government Code, the Bidder: 

 

a. does not have an employment or other business relationship with any local 

government officer of OWNER or a family member of that officer that results in the 

officer of family member receiving taxable income; 

b. has not given a local government officer of OWNER one or more gifts, other than 

gifts of food lodging transportation or entertainment accepted as a guest, that have 

an aggregate value of more than $100 in the twelve-month period preceding the 

date the officer becomes aware of the execution of the Contract or that OWNER is 

considering doing business with the Bidder; and 

c. does not have a family relationship with a local government officer of OWNER in the 

third degree of consanguinity or the second degree of affinity. 

 

As required by Chapter 176, Bidder must file the Conflicts of Interest Questionnaire with 

the Purchasing Department no later than the seventh business day after the 

commencement of contract discussions or negotiations with the City or the submission 

of a Bid, response to a request for proposals, or other writing related to a potential 

contract with OWNER. The questionnaire must be updated not later than the seventh 

day after the date of an event that would make a statement in the questionnaire 

inaccurate or incomplete. There are statutory penalties for failure to comply with 

Chapter 176. 

 

7. Anti-Lobbying Ordinance.  On June 14, 2018, the Austin City Council adopted 

Ordinance No. 20180614-056 replacing Chapter 2.7, Article 6 of the City Code relating 

to Anti-Lobbying and Procurement. The policy defined in this Code applies to 

Solicitations for goods and/or services requiring City Council approval under City Charter 

Article VII, Section 15 (Purchase Procedures). The City requires Offerors submitting 

Offers on this Solicitation to certify that the Offeror has not in any way directly or 

indirectly had communication restricted in the ordinance section 2-7-104 during the No-

Lobbying Period as defined in the Ordinance. The text of the City Ordinance is included 

in Section 00100 of this solicitation and is also posted on the Internet at: 

 

https://assets.austintexas.gov/purchase/downloads/New_ALO_Ordinance_No_20180614

-056.pdf 

 

8. Texas Government Code Chapter 2270. The City is prohibited from contracting with 

any “company”, for goods and services unless the following verification is included in 

this contract.   

 

If CONTRACTOR qualifies as a “company”, then CONTRACTOR verifies that it: (a) does 

not “boycott Israel”; and (b) will not “boycott Israel” during the term of this contract. 

For the purposes of this Section only, the terms “company” and “boycott Israel” have 

the meaning assigned by Texas Government Code Section 2270.001. CONTRACTOR’s 

obligations under this Section, if any exist, will automatically cease or be reduced to the 

extent that the requirements of Texas Government Code Chapter 2270 are subsequently 

repealed, reduced, or declared unenforceable or invalid in whole or in part by any court 

or tribunal of competent jurisdiction or by the Texas Attorney General, without any 

further impact on the validity or continuity of this contract.  

https://assets.austintexas.gov/purchase/downloads/New_ALO_Ordinance_No_20180614-056.pdf
https://assets.austintexas.gov/purchase/downloads/New_ALO_Ordinance_No_20180614-056.pdf
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NOTE: THE ABOVE STATE LAW HAS RECENTLY BEEN TEMPORARILY ENJOINED. 

HOWEVER, IF THIS INJUNCTION IS LIFTED OR STAYED BY A COURT OR OTHER ENTITY 

OF COMPETENT JURISDICTION, THIS SECTION WILL BE AN ENFORCEABLE AND 

REQUIRED TERM OF YOUR CONTRACT WITH THE CITY. IF YOU DISAGREE WITH THE 

ABOVE PROVISION OF THE CONTRACT, PLEASE STRIKE THROUGH IT OR INDICATE 

YOUR OBJECTION ON THIS PAGE. YOUR BID WILL NOT BE AFFECTED BY STRIKING 

THROUGH THIS PROVISION AT THIS TIME. STRIKING THROUGH THE PROVISION OR 

STATING YOUR OBJECTION TO IT WILL NOT CAUSE THE CITY TO REJECT YOUR BID. 

 

If the Bidder cannot affirmatively swear and subscribe to the forgoing statements, the 

Bidder shall provide a detailed written explanation on separate pages to be included with 

Bid. 

 

 
END 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

(This Page left Intentionally Blank) 
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 NONRESIDENT BIDDER PROVISIONS               

Section 00475 

Solicitation Number: _____________________ (to be filled in by Contractor) 

 

Bidder must answer the following questions in accordance with Vernon’s Texas Statutes and 

Codes Annotated Government Code § 2252.002, as amended: 

 

A. Is the bidder that is making and submitting this bid a “resident bidder” or a “non-

resident bidder”? 

 

Answer:             

 

 (1) Texas Resident Bidder - A bidder whose principal place of business is in Texas and 

includes a Contractor whose ultimate parent company or majority owner has its 

principal place of business in Texas.  

  

 (2) Nonresident Bidder - A bidder who is not a Texas Resident Bidder. 

 

B. If the Bidder is a “Nonresident Bidder”, does the state, in which the Nonresident 

Bidder’s principal place of business is located, have a law requiring a Nonresident 

Bidder of that state to bid a certain amount or percentage under the bid of a 

Resident Bidder of that state in order for the nonresident bidder of that state to be 

awarded a contract on his bid in such state? 

 

Answer:   Yes       No Which state?                  

 

If the answer to Question B is “yes”, then what amount or percentage must a Texas 

Resident Bidder bid under the bid price of a Resident Bidder of that state in order to be 

awarded a contract on such bid in said state? 

 

Answer:             

 

 

END  



 

 

 

 

 

 

 

 

 

 

 

 

 

(This Page left Intentionally Blank) 
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AGREEMENT SECTION 

Section 00500 

 

STATE OF TEXAS  

COUNTY OF TRAVIS 

 

THIS AGREEMENT is made and entered into by and between the City of Austin, Texas, a 

municipal corporation, organized and existing under laws of State of Texas, acting through 

its City Manager or other duly authorized designee, hereinafter referred to as the “OWNER,” 

and ______________________, of the City of ___________, County of ________, and 

State of________, hereinafter referred to as the “CONTRACTOR.”  

 

In consideration of the promises, performances, payments and agreements set forth herein 

CONTRACTOR hereby agrees to commence and complete the following Project:  

_________________________________________________________________________

_______________________________________________________________________ 

and all Work in accordance with the Project Manual, Drawings and Addenda, which are 

incorporated herein by reference and made a part hereof and which have been prepared by 

________________________ and approved by OWNER, and OWNER agrees to pay the 

CONTRACTOR the total amount of:  

 

 

 

$ 

 

 

 
(Figures) (Words) 

 

The CONTRACTOR hereby agrees to commence work on the date specified in the written 

"Notice to Proceed" to be issued by the OWNER and to <substantially> <finally> complete 

construction of the improvements, as required by the Project Manual, Drawings and 

Addenda for the Work within ____________ (___) <Working> <Calendar> Days. <If a 

Substantial Completion date has been specified, the CONTRACTOR further agrees to reach 

Final Completion within <_________> (<___>) <Working> <Calendar> Days after 

Substantial Completion as required by the Project Manual, Drawings and Addenda for the 

work.>  Waiver of any breach of this Contract shall not constitute waiver of any subsequent 

breach.  

 

In consideration of the award and execution of this Contract, and in consideration of the 

waiver of its right to attorney’s fees by the OWNER, the CONTRACTOR knowingly and 

intentionally waives its right to attorney’s fees under Section 271.153 of the Texas Local 

Government Code in any administrative proceeding, alternative dispute resolution 

proceeding, or litigation arising out of or connected to this Contract. 

 

OWNER agrees to pay CONTRACTOR from available funds for performance of the Contract in 

accordance with the Bid and the provisions of the Contract Documents, subject to additions 

and deductions, as provided therein.  

 

The OWNER's payment obligations are payable only and solely from funds available for the 

purposes of this Agreement.  

 

Although drafted by OWNER, this Agreement, in event of any disputes over its meaning or 

application, shall be interpreted fairly and reasonably, and neither more strongly for nor 

against either party.  

 

This Agreement is executed to be effective upon the date of the last party to sign. 
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The undersigned, by their signature, represents that they are authorized to bind the 
Contractor to fully comply with the Contract. The Contractor, by signing below, acknowledge 
that they have read the entire contract and agree to be bound by the terms contained herein. 
 

 

OWNER § 

§ 

CONTRACTOR 

By:____________________________ § By:_______________________________ 
(Signature) § (Signature) 

____________________________ § _____________________________ 
Date § Date 

__________________________________ § _____________________________________ 
Title of Signatory § Printed Name of Signatory 

 § 

§ 

 

 § Title of Signatory, Authorized Rep 

 §  

 § 

§ 

 

ATTEST (as applicable) 

 §  

 § _____________________________________ 
 § *Corporate Secretary of Corporate 

Bidder or Corporate General Partner 

 

 

END 
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PERFORMANCE BOND 

Section 00610 

STATE OF TEXAS       Bond No. __________________ 

COUNTY OF _______________________   C.I.P. ID No. _______________ 

 

 

Project Name______________________________________________________________ 

 

Know All Men By These Presents: That ________________ of the City of ______________, 

County of _____________, and State of __________, as Principal, and 

_____________________, a solvent company authorized under laws of the State of Texas 

to act as surety on bonds for principals, are held and firmly bound unto ______________ 

(OWNER), in the penal sum of ______________U.S. Dollars ($ ______U.S.) for payment 

whereof, well and truly to be made, said Principal and Surety bind themselves and their 

heirs, administrators, executors, successors and assigns, jointly and severally, by these 

presents: 

 

Conditions of this Bond are such that, whereas, Principal has entered into a certain written 

contract with OWNER, dated the _____ day of ____________, _____, which Agreement is 

hereby referred to and made a part hereof as fully and to the same extent as if copied at 

length herein. 

 

Now, therefore, the condition of this obligation is such, that if said Principal shall faithfully 

perform said Agreement and shall in all respects duly and faithfully observe and perform all 

and singular covenants, conditions and agreements in and by said contract agreed and 

covenanted by Principal to be observed and performed, and according to true intent and 

meaning of said Agreement hereto annexed, then this obligation shall be void; otherwise to 

remain in full force and effect. If OWNER notifies Principal and Surety the OWNER is 

considering declaring Principal in default, Surety agrees to meet with OWNER and Principal 

no later than fifteen days after receipt of such notice to discuss methods of performing the 

Work of the Contract. 

 

Provided, however, that this bond is executed pursuant to provisions of Chapter 2253, 

Texas Government Code as amended and all liabilities on this bond shall be determined in 

accordance with provisions of said Article to same extent as if it were copied at length 

herein. 

 

Surety, for value received, stipulates and agrees that no change in Contract Time or 

Contract Amount shall in anywise affect its obligation on this bond, and it does hereby waive 

notice of any such change in Contract Time or Contract Amount. 

 

In witness whereof, said Principal and Surety have signed and sealed this instrument this 

_________________day of _____________________, ________. 

 

_____________________________ _______________________________________ 

Principal       Surety 

 

By____________________________ By_____________________________________ 
          (Signature)     (Signature) 

 

Title_________________________ Title____________________________________ 

 

Address______________________  Address_________________________________ 

____________________________  _______________________________________ 
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_____________________________ _______________________________________ 

 

Telephone ____________   Fax______________ 

E-Mail Address ___________________________ 

 

Name and address of Resident Agent of Surety: 

_________________________________________________________________________

_________________________________________________________________________ 

 

Note: Bond shall be issued by a solvent Surety company authorized to do business in Texas, 

and shall meet any other requirements established by law or by OWNER pursuant to 

applicable law. A copy of surety agent's "Power of Attorney" must be attached hereto. 

 

END 
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PAYMENT BOND 

Section 00620 

STATE OF TEXAS       Bond No. ___________________ 

COUNTY OF ___________________   C.I.P. ID No. ______________ 

 

 

Project Name:  ______________________________________________________ 

 

Know All Men By These Presents: That _______________________ of the City of 

_____________, County of ____________, and State of ____________ as Principal, 

and _____________________, a solvent company authorized under laws of the State of 

Texas to act as surety on bonds for principals, are held and firmly bound unto 

____________________________ (OWNER), and all Subcontractors, workers, 

laborers, mechanics and suppliers as their interests may appear, all of whom shall have 

right to sue upon this bond in the penal sum of ___________________________ U.S. 

Dollars ($______________ U.S.) for payment whereof, well and truly to be made, said 

Principal and Surety bind themselves and their heirs, administrators, executors, successors 

and assigns, jointly and severally, by these presents: 

 

Conditions of this Bond are such that, whereas, Principal has entered into a certain written 

contract with OWNER, dated the ______ day of ______, ______, which Agreement is 

hereby referred to and made a part hereof as fully and to the same extent as if copied at 

length herein. 

 

Now, therefore, condition of this obligation is such, that if the said Principal shall well and 

truly pay all Subcontractors, workers, laborers, mechanics, and suppliers, all monies to 

them owing by said Principals for subcontracts, work, labor, equipment, supplies and 

materials done and furnished for the construction of improvement of said Agreement, then 

this obligation shall be and become null and void; otherwise to remain in full force and 

effect.  

 

Provided, however, that this bond is executed pursuant to provisions of Chapter 2253, 

Texas Government Code as amended and all liabilities on this bond shall be determined in 

accordance with provisions of said Article to same extent as if it were copied at length 

herein. 

 

Surety, for value received, stipulates and agrees that no change in Contract Time or 

Contract Amount shall in anywise affect its obligation on this bond, and it does hereby waive 

notice of any such change in Contract Time or Contract Amount. 

 

In witness whereof, said Principal and Surety have signed and sealed this instrument this 

____________day of _________________________, ________. 

 

 

_______________________  _______________________________________ 

        Principal       Surety 

 

By____________________________ By_____________________________________ 
 (Signature)      (Signature) 
 

Title__________________________ Title____________________________________ 
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Address______________________  Address_________________________________ 

____________________________  _______________________________________ 

____________________________  _______________________________________ 

 

Telephone_______________Fax___________________ 

           

 E-Mail Address ________________________________ 

 

 

 

Name and address of Resident Agent of Surety: 

________________________________________________________________________ 

________________________________________________________________________ 

 

 

Note: Bond shall be issued by a solvent Surety company authorized to do business in Texas, 

and shall meet any other requirements established by law or by OWNER pursuant to 

applicable law. A copy of surety agent's "Power of Attorney" must be attached hereto. 

 

END 

 



Bidding Requirements, Contract Forms and Conditions of the Contract 
 

Rev. Date 10/22/19   Non-Discrimination & Non-Retaliation / 00630 Page 1 of 3  

NON-DISCRIMINATION AND NON-RETALIATION CERTIFICATE 

Section 00630 

 

City of Austin, Texas 

Equal Employment/Fair Housing Office 

 

To: City of Austin, Texas, (“OWNER”) 

 

Our firm conforms to the Code of the City of Austin Section 5-4-2 as reiterated below: 

 

Chapter 5-4. Discrimination in Employment by City Contractors. 

 

Sec. 4-2 Discriminatory Employment Practices Prohibited. (B) As an Equal 

Employment Opportunity (EEO) employer, the Contractor will conduct its personnel 

activities in accordance with established federal, state and local EEO laws and regulations 

and agrees: 

 

  (1)  Not to engage in any discriminatory employment practice defined in this chapter. 

 (2) To take affirmative action to ensure that applicants are employed, and that 

employees are treated during employment, without discrimination being practiced 

against them as defined in this chapter. Such affirmative action shall include, but 

not be limited to: all aspects of employment, including hiring, placement, 

upgrading, transfer, demotion, recruitment, recruitment advertising; selection for 

training and apprenticeship, rates of pay or other forms of compensation, and 

layoff or termination. 

 (3) To post in conspicuous places, available to employees and applicants for 

employment, notices to be provided by OWNER setting forth the provisions of this 

chapter. 

 (4) To state in all solicitations or advertisements for employees placed by or on behalf 

of Contractor, that all qualified applicants will receive consideration for employment 

without regard to race, creed, color, religion, national origin, sexual orientation, 

gender identity, disability, veteran status, sex or age. 

 (5) To obtain a written statement from any labor union or labor organization furnishing 

labor or service to Contractors in which said union or organization has agreed not 

to engage in any discriminatory employment practices as defined in this chapter 

and to take affirmative action to implement policies and provisions of this chapter. 

 (6)  To cooperate fully with OWNER's Equal Employment/Fair Housing Office in 

connection with any investigation or conciliation effort of said Equal 

Employment/Fair Housing Office to ensure that the purpose of the provisions 

against discriminatory employment practices are being carried out. 

 (7)  To require compliance with provisions of this chapter by all subcontractors having 

fifteen or more employees who hold any subcontract providing for expenditure of 

$2,000.00 or more in connection with any contract with OWNER subject to the 

terms of this chapter. 
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For the purposes of this Bid and any resulting Contract, Contractor adopts the provisions of 

the City’s Minimum Standard Nondiscrimination and Non-Retaliation Policy as set forth 

below. 

City of Austin 

Minimum Standard Non-Discrimination and Non-Retaliation in Employment Policy 

 

As an Equal Employment Opportunity (EEO) employer, the Contractor will conduct its 

personnel activities in accordance with established federal, state and local EEO laws and 

regulations.  

 

The Contractor will not discriminate against any applicant or employee based on race, 

creed, color, national origin, sex, age, religion, veteran status, gender identity, disability, or 

sexual orientation. This policy covers all aspects of employment, including hiring, 

placement, upgrading, transfer, demotion, recruitment, recruitment advertising, selection 

for training and apprenticeship, rates of pay or other forms of compensation, and layoff or 

termination. 

 

The Contractor agrees to prohibit retaliation, discharge or otherwise discrimination against 

any employee or applicant for employment who has inquired about, discussed or disclosed 

their compensation.   

 

Further, employees who experience discrimination, sexual harassment, or another form of 

harassment should immediately report it to their supervisor. If this is not a suitable avenue 

for addressing their complaint, employees are advised to contact another member of 

management or their human resources representative. No employee shall be discriminated 

against, harassed, intimidated, nor suffer any reprisal as a result of reporting a violation of 

this policy.  Furthermore, any employee, supervisor, or manager who becomes aware of any 

such discrimination or harassment should immediately report it to executive management or 

the human resources office to ensure that such conduct does not continue. 

 

Contractor agrees that to the extent of any inconsistency, omission, or conflict with its 

current non-discrimination and non- retaliation employment policy, the Contractor has 

expressly adopted the provisions of the City’s Minimum Non-Discrimination Policy contained 

in Section 5-4-2 of the City Code as set forth above and the City’s Non-Retaliation Policy, as 

the Contractor’s Non-Discrimination and Non-Retaliation Policy or as an amendment to such 

Policy and such provisions are intended to not only supplement the Contractor’s policy, but 

will also supersede the Contractor’s policy to the extent of any conflict. 

 

UPON CONTRACT AWARD, THE CONTRACTOR SHALL PROVIDE A COPY TO THE CITY OF THE CONTRACTOR’S NON-

DISCRIMINATION AND NON-RETALIAITON POLICY ON COMPANY LETTERHEAD, WHICH CONFORMS IN FORM, 

SCOPE, AND CONTENT TO THE CITY’S MINIMUM NON-DISCRIMINATION AND NON-RETALIATION POLICY, AS SET 

FORTH HEREIN, OR THIS NON-DISCRIMINATION AND NON-RETALIATION POLICY, WHICH HAS BEEN ADOPTED BY 

THE CONTRACTOR FOR ALL PURPOSES (THE FORM OF WHICH HAS BEEN APPROVED BY THE CITY’S EQUAL 

EMPLOYMENT/FAIR HOUSING OFFICE), WILL BE CONSIDERED THE CONTRACTOR’S NON-DISCRIMINATION  AND 

NON-RETALIATION POLICY WITHOUT THE REQUIREMENT OF A SEPARATE SUBMITTAL. 

(http://austintexas.gov/page/bid-docs). 

 

Sanctions: 

Our firm understands that non-compliance with Chapter 5-4 may result in sanctions, 

including termination of the contract and suspension or debarment from participation in 

future City contracts until deemed compliant with the requirements of Chapter 5-4.   
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Term: 

The Contractor agrees that this Section 00630 Non-Discrimination and Non-Retaliation 

Certificate or the Contractor’s separate conforming policy, which the Contractor has 

executed and filed with the Owner, will remain in force and effect for one year from the date 

of filing.  The Contractor further agrees that, in consideration of the receipt of continued 

Contract payments, the Contractor’s Non-Discrimination Policy will automatically renew from 

year-to-year for the term of the underlying Contract.  

 

 

END 
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TITLE VI ASSURANCES APPENDIX A 
Section 00631 

Solicitation Number: _____________________ (to be filled in by Contractor) 
 
During the performance of this contract, the contractor, for itself, its assignees and 
successors in interest (hereinafter referred to as the “contractor”) agrees as follows: 

 
1. Compliance with Regulations: The contractor (hereinafter includes consultants) will  

comply with the Acts and the Regulations relative to Nondiscrimination in Federally-
assisted programs of the U.S. Department of Transportation, the Federal Highway 
Administration, as they may be amended from time to time, which are herein 
incorporated by reference and made a part of this contract. 

 
2. Nondiscrimination: The contractor, with regard to the work performed by it during the 

contract, will not discriminate on the grounds of race, color, or national origin in the 
selection and retention of subcontractors, including procurements of materials and 
leases of equipment. The contractor will not participate either directly or indirectly in the 
discrimination prohibited by the Acts and the Regulations, including employment 
practices when the contract covers any activity, project, or program set forth in 
Appendix B of 49 C.F.R. part 21. 

 
3. Solicitations for Subcontracts, Including Procurements of Materials and Equipment: In all 

solicitations, either by competitive bidding or negotiation made by the contract for work 
to be performed under a subcontract, including procurements of materials or leases of 
equipment, each potential subcontractor or supplier shall be notified by the contractor of 
the contractor’s obligations under this contract and the Acts and the Regulations relative 
to Nondiscrimination on the grounds of race, color, or national origin. 

 
4. Information and Reports: The contractor shall provide all information and reports 

required by the Acts, the Regulations, and directives issued pursuant thereto and will 
permit access to its book, records, accounts, other sources of information, and its 
facilities as may be determined by the Recipient or the Federal Highway Administration 
to be pertinent to ascertain compliance with such Acts, Regulations, and instructions.  
Where any information required of a contractor is in the exclusive possession of another 
who fails or refuses to furnish this information the contractor will so certify to the 
Recipient, or the Federal Highway Administration, as appropriate, and will set forth what 
efforts it has made to obtain the information. 

 
5. Sanctions for Noncompliance: In the event of the contractor’s noncompliance with the 

Nondiscrimination provisions of this contract, the Recipient will impose such contract 
sanctions as it or the Federal Highway Administration may determine to be appropriate, 
including, but not limited to: 

 
(a) withholding of payments to the contractor under the contract until the contractor 

complies, and or  
(b) cancelling, terminating or suspending a contract, in whole or in part. 

 
6. Incorporation of Provisions:  The contractor will include the provisions of paragraphs one 

through six in every subcontract, including procurements of materials and leases of 
equipment, unless exempt by the Acts, the Regulations and directives issued pursuant 
thereto. The contractor will take action with respect to any subcontract or procurement 
as the Recipient or the Federal Highway Administration may direct as a means of 
enforcing such provisions including sanctions for non-compliance: Provided, that if a 
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contractor becomes involved in, or is threatened with, litigation with a subcontractor or 
supplier because of such direction, the contractor may request the Recipient to enter 
into any litigation to protect the interests of the Recipient. In addition, the contractor 
may request the United States to enter into the litigation to protect the interests of the 
United States. 

 
(Source: DOT 1050.2A, Updated DOT Standard Title VI Assurances and Non-Discrimination 
Provisions 10/22/2013. Must be inserted into every contract/agreement regardless of 
funding sources.) 
 

Contractor's full name and entity status: 

 
 
         
 

 
         
(Name/Signature of Authorized Official)  
 
 

         
Title 
 
 
         
Date 

 

 

END 
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TITLE VI ASSURANCES APPENDIX E 
Section 00632 

 
Solicitation Number: _____________________ (to be filled in by Contractor) 
 
During the performance of this contract, the contractor (hereinafter includes consultants), 
for itself, its assignees, and successors in interest (hereinafter referred to as the 
“contractor”) agrees to comply with the following nondiscrimination statutes and authorities; 
including but not limited to: 
 
Pertinent Nondiscrimination Authorities: 
 
1. Title VI of the Civil Rights Act of 1964 (42 U.S.C. § 2000d et seq., 78 stat. 252), 

(prohibits discrimination on the basis of race, color, national origin); and 49 C.F.R. Part 
21. 

 
2. The Uniform Relocation Assistance and Real Property Acquisition Policies Act of 1970, 

(42 U.S.C.§ 4601), (prohibits unfair treatment of persons displaced or whose property 
has been acquired because of Federal or Federal-aid programs and projects); 

 
3. Federal-Aid Highway Act of 1973, (23 U.S.C. § 324 et seq.), (prohibits discrimination 

on the basis of sex); 
 
4. Section 504 of the Rehabilitation Act of 1973, (29 U.S.C. § 794 et seq.), as amended, 

(prohibits discrimination on the basis of disability); and 49 C.F.R. Part 27; 
 
5. The Age Discrimination Act of 1975, as amended, (42 U.S.C. § 6101 et seq.), 

(prohibits discrimination on the basis of age); 
 
6. Airport and Airway Improvement Act of 1982, (49 U.S.C. § 4 71, Section 4 7123), as 

amended, (prohibits discrimination based on race, creed, color, national origin, or 
sex); 

 
7. The Civil Rights Restoration Act of 1987, (PL 100-209), (Broadened the scope, 

coverage and applicability of Title VI of the Civil Rights Act of 1964, The Age 
Discrimination Act of 1975 and Section 504 of the Rehabilitation Act of 1973, by 
expanding the definition of the terms “programs or activities” to include all of the 
programs or activities of the Federal-aid recipients, subrecipients and contractors, 
whether such programs or activities are Federally funded or not); 

 
8. Titles II and III of the Americans with Disabilities Act, which prohibit discrimination on 

the basis of disability in the operation of public entities, public and private 
transportation systems, places of public accommodation, and certain testing entities 
(42 U.S.C. §§ 12131-12189) as implemented by Department of Transportation 
regulations at 49 C.F.R. parts 37 and 38; 

 
9. The Federal Aviation Administration's Nondiscrimination statute (49 U.S.C. § 47123) 

(prohibits discrimination on the basis of race, color, national origin, and sex); 
 
10. Executive Order 12898, Federal Actions to Address Environmental Justice in Minority 

Populations and Low-Income Populations, which ensures nondiscrimination against 
minority populations by discouraging programs, policies, and activities with 
disproportionately high and adverse human health or environmental effects on 
minority and low-income populations; 
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11. Executive Order 13166, Improving Access to Services for Persons with Limited English 

Proficiency, and resulting agency guidance, national origin discrimination includes 
discrimination because of limited English proficiency (LEP).  

 
12. To ensure compliance with Title VI, you must take reasonable steps to ensure that LEP 

persons have meaningful access to your programs (70 Fed. Reg. at 74087 to 74100); 
 
13. Title IX of the Education Amendments of 1972, as amended, which prohibits you from 

discriminating because of sex in education programs or activities (20 U.S.C. 1681 et 
seq). 

 
 
(Source: DOT 1050.2A, Updated DOT Standard Title VI Assurances and Non-Discrimination 
Provisions 10/22/2013. Must be inserted into every contract/agreement regardless of 
funding sources.) 
 

Contractor's full name and entity status: 

 
 
         
 

 
         
(Name/Signature of Authorized Official)  
 
 

         
Title 
 
 
         
Date 
 

 

END 
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CERTIFICATE OF INSURANCE 

Section 00650 

This Certificate shall be completed by a licensed insurance agent: 

Name and Address of Agency:    City of Austin Reference: 

__________________________________ Project Name:  
__________________________________ C.I.P. No.:  
__________________________________ Project Location:  
Phone: __________ / ________________  

 Managing Dept.:  

Name and Address of Insured: Contract No.:   
_________________________________________________ Project Mgr.:  
_________________________________________________ Insurers Affording Coverages: 
__________________________________ Insurer A: 
Phone: ___________/ ____________________       ____ 
 Insurer B: 
       ____ 
Prime or Sub-Contractor?: _____________ Insurer C: 
       ____ 
Name of Prime Contractor, if different from Insurer D: 

Insured:  ___________________________       ____ 

 
  INSR     

LTR 
TYPE OF INSURANCE POLICY 

NUMBER 
POLICY EFFE-
CTIVE DATE 

(MM/DD/YYYY) 

POLICY EXPIR- 
ATION DATE 

(MM/DD/YYYY) 

LIMITS OF LIABILITY 

 Commercial General 
Liability Policy 
As defined in the Policy, does 
the Policy provide: 

   
Each Occurrence  $ 

General Aggregate $ 

 Yes     No  --  Completed Operations/Products           Completed Operations 
/Products  Aggregate $ 

 Yes     No  --  Contractual Liability                Personal & 
Advertising Injury  $ 

 Yes     No  --  Explosion                                          Deductible or Self 
Insured Retention $ 

 Yes     No  --  Collapse                                            

            

 Yes     No  --  Underground                                     

 Yes     No  --  Contractors/ Subcontractors Work       

 Yes     No  --  Aggregate Limits per Project Form CG 2503 

 Yes     No  --  Additional Insured Form – CG 2010 and CG2037 

 Yes     No  --  30 Day Notice of Cancellation Form – CG 0205 

 Yes     No  --  Waiver of Subrogation Form – CG 2404 

 
Pollution/ Environmental 
Impairment Policy 

   Occurrence $ 

Aggregate $ 
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  INSR     

LTR 
TYPE OF INSURANCE POLICY 

NUMBER 
POLICY EFFE-
CTIVE DATE 

(MM/DD/YYYY) 

POLICY EXPIR-
ATION DATE 

(MM/DD/YYYY) 

LIMITS OF LIABILITY 

 Auto Liability Policy 
As defined in the Policy, does 
the Policy provide: 

   
CSL  $ 

Bodily Injury      
(Per Accident) $ 

 Yes     No  --  Any Auto           Bodily Injury      
(Per Person) $ 

 Yes     No  --  All Owned Autos                Property Damage 
(Per Accident) $ 

 Yes     No  --  Non-Owned Autos                                        

            

 Yes     No  --  Hired Autos                                         

 Yes     No  --  Waiver of Subrogation – CA0444     

 Yes     No  --  30 Day Notice of Cancellation – CA0244 

 Yes     No  --  Additional Insured – CA2048 

 Yes     No  --  MCS 90 

 Excess Liability 
 

 Umbrella Form 
 

 Excess Liability Follow Form 

   Occurrence $ 

Aggregate $ 

 Workers Compensation and 
Employers Liability 
As defined in the Policy, does 
the Policy provide: 

   
  Statutory 

Each Accident $ 

 Yes     No  --  Waiver of Subrogation – WC420304       Disease – Policy 
Limit $ 

 Yes     No  --  30 Day Notice of Cancellation – WC420601 Disease – Each 
Employee $ 

 
 

Is a Builders Risk or 
Installation Insurance Policy 
provided?      Yes     No     

   

 $ 

 Yes     No  --  Is the City shown as loss payee/mortgagee?       

 Professional Liability 
As defined in the Policy, does 
the Policy provide: 
 

   
Each Claim $ 

 
 Yes     No  --  30 Day Notice of Cancellation 

 
Retroactive Date: ___________ 

Deductible or Self 
Insured Retention $ 

 

This form is for informational purposes only and certifies that policies of insurance listed above 
have been issued to insured named above and are in force at this time.  Not withstanding any 
requirements, term or condition of any contract or other document with respect to which this 
certificate may be issued or may pertain, insurance afforded by policies described herein is subject 
to all terms, exclusions and conditions of such policies. 

CERTIFICATE HOLDER:     DATE ISSUED: _______________________________ 

City of Austin        
Capital Contracting Office               ___________________________________________ 
P.O. Box 1088                                                          AUTHORIZED REPRESENTATIVE SIGNATURE 
Austin, Texas 78767                                                Licensed Insurance Agent 

END 
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TEXAS SALES AND USE TAX EXEMPTION CERTIFICATE 

Section 00670 
 

City of Austin, Texas 

P.O. Box 1088 

Austin, Texas 78767 
 

CONTRACTOR/PURCHASER:  __________________________________________________ 

Street Address:  _____________________________________________________________   

City, State, ZIP Code:  ________________________________________________________ 

PROJECT:  ________________________________________________________________ 

Project Manager:  ___________________________________________________________ 

FDU No.:  _________________________________________________________________ 

CIP ID No.:  ________________________________________________________________ 

Description of items to be purchased or as described on the attached order or invoice: 

________________________________________________________________________ 

________________________________________________________________________ 

The Contractor may purchase all labor, materials, supplies, and equipment to be incorporated in 
the City of Austin realty, including easements, or completely consumed at the Project jobsite and 
services required by or integral to the performance of the contract for the Project without paying 
sales or use tax in accordance with State Comptroller Rule 3.291. 

 

Contractor/Purchaser claims this exemption for the following reason: This contract is to be performed for the 

City of Austin, a tax exempt entity under the Texas Tax Code. 
 

I understand that I will be liable for payment of sales and use taxes which may become due for failure to 
comply with the provisions of the Tax Code.  I also understand that it is a criminal offense to give an 
exemption certificate to the contractor for taxable items that I know, at the time of purchase, will be used in a 
manner other than that expressed in this certificate and depending on the amount of tax evaded, the offense 
may range from a Class B misdemeanor to a felony of the second degree. 

 

   
 

CONTRACTOR/PURCHASER:  ___________________________________________________ 

By:  _____________________________________________________________________ 

Title:  ____________________________________________________________________ 

Date: ____________________________________________________________________  

NOTE: This certificate cannot be issued for the purchase, lease, or rental of a motor vehicle. 

THIS CERTIFICATE DOES NOT REQUIRE A NUMBER TO BE VALID.  Sales and Use Tax "Exemption 
Numbers" or "Tax Exempt" Numbers do not exist. This certificate should be furnished to the supplier. 
Do not send the completed certificate to the Comptroller of Public Accounts. 

 

End 
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NON-USE OF ASBESTOS AFFIDAVIT (CONTRACTOR PRIOR TO CONSTRUCTION) 
Section 00680 

 
STATE OF TEXAS  
COUNTY OF TRAVIS 
 
BEFORE ME, the undersigned authority, personally appeared the Affiant who, being by me 
first duly sworn, upon oath deposed and stated: 
 
"My name is ___________________________________, hereinafter known as Affiant.  "I 
am over the age of 18 years and I have never been convicted of a crime. I am the 
__________________________of____________________________________ hereinafter 
known as CONTRACTOR. 
 
"I am fully competent to make this affidavit.  I have personal knowledge of the facts set 
forth below and they are all true and correct. 
 
"WHEREAS CONTRACTOR has submitted a bid to the City of Austin as the Prime 
CONTRACTOR and anticipates being awarded a contract for the construction of 
____________________________________located at____________________________, 
Austin, Texas, hereinafter known as Project, for the City of Austin, Texas, hereinafter known 
as OWNER, and "WHEREAS asbestos in a dust form is a recognized health hazard, and 
"WHEREAS  the  OWNER  desires  not  to  have  any  asbestos  containing materials  used  
or incorporated into the construction of the Project; "THEREFORE the CONTRACTOR affirms 
and understands the following: 
 
1. The CONTRACTOR, any person, firm or organization representing or represented by the 
CONTRACTOR, or employed by the CONTRACTOR shall not cause or allow any material to 
be incorporated into the construction of the project, or allow any building material on the 
project site that is an asbestos containing material or any other material defined as 
containing asbestos by any laws, rules or regulations promulgated by the United States 
Government, the State of Texas or any governmental organization or agency operating 
under the authority of either of those entities. 
 
2. Realizing that there might be some materials in which a satisfactory non-asbestos 
containing material could not be obtained, the Consultant has received prior approval from 
the OWNER before specifying any such asbestos containing material. Those approved 
materials are the only asbestos containing materials that are exempt from the above 
prohibition. 
 
3. The CONTRACTOR certifies and affirms their understanding that if any asbestos 
containing materials not approved by the City of Austin for inclusion into the Project, are 
determined, as a result of any inspection and sample analysis performed by an individual(s) 
and/or firm(s) certified and/or licensed to perform such inspection by the United States 
Government and/or the State of Texas, to have been incorporated into the construction of 
the Project, or brought onto the site of the Project, the OWNER shall look to the 
CONTRACTOR for reimbursement of any and all costs incurred in the removal and/or other 
abatement of said asbestos containing materials. 
 
4. CONTRACTOR further understands that OWNER shall also look to the CONTRACTOR for 
any and all damages to OWNER which result from the inability of the OWNER to use any 
portion or all of the Project due to the incorporation of asbestos containing materials that 
have not been approved by OWNER. 
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5. CONTRACTOR further understands that OWNER will pursue reimbursement of any said 
cost and compensation for any said damages from the CONTRACTOR by any and every means 
within OWNER's right and power. 
 
 
 
 
     Signature of Affiant: __________________________________ 
 
 
 
STATE OF TEXAS  
COUNTY OF TRAVIS 
 
ON ________________, 20___, personally appeared                                       and been 
duly sworn by me, subscribed to the foregoing affidavit and has stated that the facts stated 
therein are true and correct. 
 
 
 

 
Notary Public, State of Texas 
 
 
 

 
Printed Name of Notary 
 
My Commission Expires: _______________________ 

 
END 
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NON-USE OF ASBESTOS AFFIDAVIT (CONTRACTOR AFTER CONSTRUCTION) 
Section 00681 

 
STATE OF TEXAS  
COUNTY OF TRAVIS 
 
BEFORE ME, the undersigned authority, personally appeared the Affiant who, being by me 
first duly sworn, upon oath deposed and stated:  
 
"My name is ___________________________________, hereinafter known as Affiant.  "I 
am over the age of 18 years and I have never been convicted of a crime. I am the 
__________________________of____________________________________ hereinafter 
known as CONTRACTOR. 
 
"I am fully competent to make this affidavit. I have personal knowledge of the facts set forth 
below and they are all true and correct. 
 
"WHEREAS CONTRACTOR was awarded a Contract for, and was the Prime CONTRACTOR for 
the construction of __________________________ located at ________________, Austin, 
Texas, hereinafter known as Project, for the City of Austin, Texas, hereinafter known as 
OWNER, and "WHEREAS asbestos in a dust form is a recognized health hazard, and 
"WHEREAS  the  OWNER  desires  not  to  have  any  asbestos  containing  materials  used  
or incorporated into the construction of the Project; "THEREFORE the CONTRACTOR affirms 
and understands the following: 
 
1. The CONTRACTOR, any person, firm or organization representing or represented by the 
CONTRACTOR, or employed by the CONTRACTOR has not caused or allowed any material to 
be incorporated into the construction  of the project, or allowed any building material on the 
project site that is an asbestos containing material or any other material defined as containing 
asbestos by any laws, rules or regulation promulgated by the United States Government, the 
State of Texas or any governmental organization or agency operating under the authority of 
either of those entities. 
 
2. Realizing that there were some materials in which a satisfactory non-asbestos containing 
material could not be obtained, the Consultant received prior approval from the OWNER before 
specifying any such asbestos containing material. Those approved materials were the only 
asbestos containing materials incorporated into the construction of the Project and are listed 
below, with their locations: 
 

 
 

 
 

 
 
3. The CONTRACTOR certifies and affirms their understanding that if any asbestos containing 
materials not approved by the City of Austin for inclusion into the Project, are determined, as 
a result of any inspection and sample analysis performed by an individual(s) and/or firm(s) 
certified and/or licensed to perform such inspection by the United States Government and/or 
the State of Texas, to have been incorporated into the construction of the Project, or brought 
onto the site of the Project, the OWNER shall look to the CONTRACTOR for reimbursement of 
any and all costs incurred in the removal and/or other abatement of said asbestos containing 
materials. 
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4. CONTRACTOR further understands that OWNER shall also look to the CONTRACTOR for 
any and all damages to OWNER which result from the inability of the OWNER to use any 
portion or all of the Project due to the incorporation of asbestos containing materials that 
have not been approved by OWNER. 
 
5. CONTRACTOR further understands that OWNER will pursue reimbursement of any said 
cost and compensation for any said damages from the CONTRACTOR by any and every means 
within OWNER's right and power. 
 
 

Signature of Affiant:  
 
 
 
STATE OF TEXAS  
COUNTY OF TRAVIS 
 
 
On ________________, 20___, personally appeared                                       and been 
duly sworn by me, subscribed to the foregoing affidavit and has stated that the facts stated 
therein are true and correct. 
 
 
 
 _____________________________________________ 

Notary Public, State of Texas 
 
 
 

 
Printed Name of Notary 

 
My Commission Expires: __________________________ 

 
 

END 
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GENERAL CONDITIONS OF THE CONTRACT 
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ARTICLE 1 – DEFINITIONS 

Whenever used in these General Conditions or in the other Contract Documents the following terms 

have the meanings indicated which are applicable to both the singular and plural thereof: 

1.1 Addendum - Written instruments issued by the Contract Awarding Authority which clarify, 

correct or change the bidding requirements or the Contract Documents prior to the Due 

Date.  “Addenda” is the plural form of Addendum. 

1.2 Agreement - Prescribed form, Section 00500. 

1.3 Alternative Dispute Resolution - The process by which a disputed Claim may be settled if 

the OWNER and the CONTRACTOR cannot reach an agreement between themselves, as an 

alternative to litigation. 

1.4 Bid - A complete, properly signed response to an Invitation for Bid that, if accepted, would 

bind the Bidder to perform the resultant Contract. 

1.5 Bidder - A person, firm, or entity that submits a Bid in response to a Solicitation. Any 

Bidder may be represented by an agent after submitting evidence demonstrating the 

agent’s authority. The agent cannot certify as to his own agency status. 

1.6 Bid Documents - The advertisement or Invitation for Bids, instructions to Bidders, the Bid 

form, the Contract Documents and Addenda. 

1.7 Calendar Day - Any day of the week; no days being excepted.  Work on Saturdays, 

Sundays, and/or Legal Holidays shall be coordinated with OWNER. 

1.8 Change Directive - A written directive to CONTRACTOR, signed by OWNER, ordering a 

change in the Work and stating a proposed basis for adjustment, if any, in the Contract 

Amount or Contract Time, or both.  A Change Directive may be used in the absence of total 

agreement on the terms of a Change Order.  A Change Directive does not change the 

Contract Amount or Contract Time, but is evidence that the parties expect that the change 

directed or documented by a Change Directive will be incorporated in a subsequently issued 

Change Order. 

1.9 Change Orders - Written agreements entered into between CONTRACTOR and OWNER 

authorizing an addition, deletion, or revision to the Contract, issued on or after the 

Execution Date of the Agreement. 

1.10 Claim - A written demand seeking, as a matter of right, adjustment or interpretation of 

Contract terms, payment of money, extension of time or other relief with respect to the 

terms of the Contract. 

1.11 Contract - The binding legal agreement between the OWNER and the CONTRACTOR.  The 

Contract represents the entire and integrated agreement between OWNER and 

CONTRACTOR for performance of the Work, as evidenced by the Contract Documents. 

1.12 Contract Amount - The moneys payable by OWNER to CONTRACTOR for completion of the 

Work in accordance with the Contract Documents. 

1.13 Contract Awarding Authority - A City department authorized to enter into Contracts on 

behalf of the City. 

1.14 Contract Documents - Project Manual, Drawings, Addenda and Change Orders. 

1.15 Contract Time - The number of days allowed for completion of the Work as defined by the 

Contract.  When any period is referred to in days, it will be computed to exclude the first 

and include the last day of such period.  A day of twenty-four hours measured from 

midnight to the next midnight will constitute a day. 
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1.16 CONTRACTOR - The individual, firm, corporation, or other business entity with whom 

OWNER has entered into the Contract for performance of the Work. 

1.17 Critical Path - The longest series of tasks that runs consecutively from the beginning to the 

end of the project, as determined by duration and workflow sequence.  This longest path 

sets the managerial standard for how quickly a project can be completed, given appropriate 

resources. 

1.18 Drawings - Those portions of the Contract Documents which are graphic representations of 

the scope, extent and character of the Work to be furnished and performed by 

CONTRACTOR and which have been approved by OWNER.  Drawings may include plans, 

elevations, sections, details, schedules and diagrams.  Shop Drawings are not Drawings as 

so defined. 

1.19 Due Date - The date and time specified for receipt of Bids. 

1.20 Engineer/Architect (E/A) - The OWNER's design professional identified as such in the 

Contract.  The titles of "Architect/Engineer," "Architect" and "Engineer" used in the Contract 

Documents shall read the same as Engineer/Architect (E/A).  Nothing contained in the 

Contract Documents shall create any contractual or agency relationship between E/A and 

CONTRACTOR. 

1.21 Equal - The terms "equal" or "approved equal" shall have the same meaning. 

1.22 Execution Date - Date of last signature of the parties to the Agreement. 

1.23 Field Order - A written order issued by Owner's Representative which orders minor 

changes in the Work and which does not involve a change in the Contract Amount or the 

Contract Time. 

1.24 Final Completion - The point in time when OWNER determines that all Work has been 

completed and final payment to CONTRACTOR will be made in accordance with the Contract 

Documents. 

1.25 Force Account - a basis of payment for the direct performance of Work with payment 

based on the actual cost of the labor, equipment and materials furnished and consideration 

for overhead and profit as set forth in Section 11.5. 

1.26 Inspector - The authorized representative of any regulatory agency that has jurisdiction 

over any portion of the Work. 

1.27 Invitation for Bid (IFB) - a Solicitation requesting pricing for a specified Good or Service 

which has been advertised for Bid in a newspaper and/or the Internet. 

1.28 Legal Holidays 

1.28.1 The following are recognized by the OWNER: 

Holiday     Date Observed 

New Year's Day    January 1 

Martin Luther King, Jr.'s Birthday Third Monday in January 

President's Day    Third Monday in February 

Memorial Day    Last Monday in May 

Juneteenth    June 19 

Independence Day   July 4 

Labor Day     First Monday in September 

Veteran's Day    November 11 

Thanksgiving Day    Fourth Thursday in November 

Friday after Thanksgiving  Friday after Thanksgiving 
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Christmas Eve    December 24 

Christmas Day    December 25 

1.28.2 If a Legal Holiday falls on Saturday, it will be observed on the preceding Friday.  

If a Legal Holiday falls on Sunday, it will be observed on the following Monday. 

1.28.3 Christmas Eve is observed only if it falls on a Monday through Thursday.  If 

Christmas Eve falls on a Friday, that day is observed as the Christmas Day 

holiday. 

1.29 Milestones - A significant event specified in the Contract Documents relating to an 

intermediate completion date or time prior to Substantial Completion of all the Work. 

1.30 Notice to Proceed - A Written Notice given by OWNER to CONTRACTOR fixing the date on 

which the Contract Times will commence to run and on which CONTRACTOR shall start to 

perform CONTRACTOR's obligations under the Contract Documents. 

1.31 OWNER - City of Austin, Texas, a municipal corporation, home rule city and political 

subdivision organized and existing under the laws of the State of Texas, acting through the 

City Manager or his/her designee, officers, agents or employees to administer design and 

construction of the Project. 

1.32 Owner's Representative - The designated representative of the OWNER. The Owner’s 

Representative will be identified at the pre-construction conference. 

1.33 Partial Occupancy or Use - Use by OWNER of a substantially completed part of the Work 

for the purpose for which it is intended (or a related purpose) prior to Substantial 

Completion of all the Work, provided OWNER and CONTRACTOR have accepted in writing 

the responsibilities assigned to each of them for payments, retainage if any, security, 

maintenance, utilities, corrective work, insurance and warranties. 

1.34 Project - The subject of the Work and its intended result. 

1.35 Project Manual - That portion of the Contract Documents which may include the following:  

introductory information; bidding requirements, Contract forms and General and 

Supplemental General Conditions; General Requirements; Specifications; Drawings; 

MBE/WBE or DBE Procurement Program Package; Project Safety Manual; and Addenda. 

1.36 Resident Project Representative - The authorized representative of E/A who may be 

assigned to the site or any part thereof. 

1.37 Shop Drawings - All drawings, diagrams, illustrations, schedules and other data or 

information which are specifically prepared or assembled by or for CONTRACTOR and 

submitted by CONTRACTOR as required by the Contract Documents. 

1.38 Specifications - Those portions of the Contract Documents consisting of written technical 

descriptions as applied to the Work, which set forth to CONTRACTOR, in detail, the 

requirements which must be met by all materials, equipment, construction systems, 

standards, workmanship, equipment and services in order to render a completed and useful 

project. 

1.39 Solicitation - Solicitation means, as applicable, an Invitation for Bid or a Request for 

Proposal. 

1.40 Substantial Completion - The stage in the progress of the Work when the Work, or 

designated portion thereof, is sufficiently complete in accordance with the Contract 

Documents so OWNER can occupy or utilize the Work for its intended use, as evidenced by a 

Certificate of Substantial Completion approved by OWNER. 
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1.41 Subcontractor - An individual, firm, corporation, or other business entity having a direct 

contract with CONTRACTOR for the performance of a portion of the Work under the 

Contract. 

1.42 Sub-Subcontractor - A person or entity who has a direct or indirect contract with a 

Subcontractor to perform a portion of the work. 

1.43 Superintendent - The representative of CONTRACTOR authorized in writing to receive and 

fulfill instructions from the Owner's Representative, and who shall supervise and direct 

construction of the Work. 

1.44 Supplemental General Conditions - The part of the Contract Documents which amends 

or supplements the General Conditions.  All General Conditions which are not so amended 

or supplemented remain in full force and effect. 

1.45 Supplier - An individual or entity having a direct contract with CONTRACTOR or with any 

Subcontractor to furnish materials or equipment to be incorporated in the Work by 

CONTRACTOR or any Subcontractor. 

1.46 Time Extension Request - An approved request for time extension on a form acceptable 

to OWNER. 

1.47 Work - The entire completed construction, or the various separately identifiable parts 

thereof, required to be furnished under the Contract Documents. 

1.48 Working Day - Any day of the week, not including Saturdays, Sundays, or Legal Holidays 

in which conditions under the CONTRACTOR's control will permit work for a continuous 

period of not less than seven (7) hours between 7:00 a.m. and 6:00 p.m.  If other contract 

documents reduce the continuous period available for work to less than seven (7) hours, 

those reduced hours shall be considered a Working Day. Upon agreement with Owner's 

Representative, work on Saturdays, Sundays, and/or Legal Holidays may be allowed and 

will be considered a Working Day. 

1.49 Working Hours  

1.49.1 Working Day Contract: All Work shall be done between 7:00 a.m. and 6:00 

p.m. unless otherwise authorized by Owner's Representative.  However, 

emergency work may be done without prior permission as indicated in paragraph 

6.11.5.  If night Work is authorized and conditions under CONTRACTOR's control 

will permit Work for a continuous period of not less than seven (7) hours between 

12:00 a.m. and 11:59 p.m. it will be considered a Working Day.  Night Work may 

be revoked at any time by OWNER if CONTRACTOR fails to maintain adequate 

equipment and supervision for the prosecution and control of the night Work. 

1.49.2 Calendar Day Contract: All Work shall be done between 7:00 a.m. and 6:00 

p.m. unless authorized by Owner’s Representative.  However, emergency work 

may be done without prior permission as indicated in paragraph 6.11.5.  Night 

Work may be revoked at any time by OWNER if CONTRACTOR fails to maintain 

adequate equipment and supervision for the prosecution and control of the night 

Work. 

1.50 Written Notice - Written communication between OWNER and CONTRACTOR.  Written 

Notice shall be deemed to have been duly served if delivered in person to Owner's 

Representative or CONTRACTOR's duly authorized representative, or if delivered at or sent 

by registered or certified mail to the attention of Owner's Representative or CONTRACTOR's 

duly authorized representative at the last business address known to the party giving 

notice. 
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ARTICLE 2 - PRELIMINARY MATTERS 

2.1 Delivery of Agreement, Bonds, Insurance, etc.: Within five (5) Working Days after 

written notification of award of Contract, CONTRACTOR shall deliver to OWNER signed 

Agreement, Bond(s), Insurance Certificate(s) and other documentation required for 

execution of Contract.   

2.2 Copies of Documents: OWNER shall furnish to CONTRACTOR (1) copy of the executed 

Project Manual, one (1) set of Drawings and one (1) copy of the Contract Documents in .pdf 

format.  Additional copies will be furnished, upon request, at the cost specified in the 

Supplemental General Conditions.” 

2.3 Commencement of Contract Times; Notice to Proceed: The Contract Time(s) will begin 

to run on the day indicated in the Notice to Proceed. Notice to Proceed will be given at any 

time within sixty (60) calendar days after the Execution Date of the Agreement, unless 

extended by written agreement of the parties. 

2.4 Before Starting Construction:   

2.4.1 No Work shall be done at the site prior to the preconstruction conference without 

OWNER's approval. Before undertaking each part of the Work, CONTRACTOR 

shall carefully study the Contract Documents to check and verify pertinent 

figures shown thereon compare accurately to all applicable field measurements. 

CONTRACTOR shall promptly report in writing to Owner's Representative any 

conflict, error, ambiguity or discrepancy which CONTRACTOR may discover and 

shall obtain a written interpretation or clarification from Owner's Representative 

before proceeding with any Work affected thereby. CONTRACTOR shall be liable 

to OWNER for failure to report any conflict, error, ambiguity or discrepancy in the 

Contract Documents of which CONTRACTOR knew or reasonably should have 

known. 

2.4.2 It is mutually agreed between CONTRACTOR and OWNER that successful 

completion of the Work within the Contract completion date is of primary 

importance.  Therefore, the CONTRACTOR hereby agrees to submit to the 

Owner’s Representative for review and approval, or acceptance, as appropriate, 

all information requested within this section, including a Baseline Schedule, no 

later than five working days prior to the preconstruction conference.  The 

Owner’s Representative will schedule the preconstruction conference upon the 

timely submittal of the required documents, unless time is extended by written 

mutual agreement.  CONTRACTOR will submit the following: 

.1 A proposed Baseline Schedule developed using Microsoft Project software, 

unless otherwise approved by Owner’s Representative (“Baseline Schedule”) to 

confirm that all Work will be completed within the Contract time.  The Baseline 

Schedule must (i) indicate the times (number of days or dates) for starting 

and completing the various stages of the Work, including any Milestones 

specified in the Contract Documents, (ii) identify the Critical Path for 

completing the Work, (iii) identify when all Subcontractors will be utilized, and 

(iv) take into consideration any limitations on Working Hours, including 

baseline Rain Days on Calendar Day Contracts, and (v) be prepared 

accordance with Section 01310, Schedules and Reports, if applicable; 

otherwise in accordance with Section 01300, Submittals. This Baseline 

Schedule, a copy of which shall be made available at the job site(s), must 

contain sufficient detail to indicate that the CONTRACTOR has properly 

identified required Work elements and tasks, has provided for a sufficient and 

proper workforce and integration of Subcontractors, has provided sufficient 
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resources and has considered the proper sequencing of the Work required to 

result in a successful Project that can be completed within the Contract time;  

.2 An organizational chart showing the principals and management personnel 

who will be involved with the Work, including each one’s responsibilities for the 

Work; 

.3 To the extent not set forth in the Section 00400 Statement of Contractor’s 

Experience, a complete listing of the CONTRACTOR’s employees proposed for 

the Work.  List each one by name and job title, and show length of 

employment with CONTRACTOR; 

.4 To the extent not set forth in the Section 00410 Statement of Bidder’s Safety 

Experience, a discussion and confirmation of the CONTRACTOR’s commitment 

to safety by providing a copy of its employee’s safety handbook and the safety 

records for the past three years of CONTRACTOR’s proposed project manager 

and Superintendent; 

.5 A preliminary schedule of Shop Drawing and sample submittals; 

.6 A preliminary schedule of values for all of the Work, subdivided into 

component parts in sufficient detail to serve as the basis for progress 

payments during construction.  Such prices will be deemed to include an 

appropriate amount of overhead and profit applicable to each item of Work; 

.7 To the extent not set forth in the Section 00400 Statement of Contractor’s 

Experience, a letter designating CONTRACTOR's Superintendent and project 

manager, and a confirmation of past project experience for the 

CONTRACTOR’s Superintendent and project manager specifically intended for 

the Work; 

.8 A letter from CONTRACTOR and Subcontractor(s) listing salaried specialists.  A 

salaried specialist is anyone except an hourly worker whose wage rate is 

governed by Section 00830 of this agreement; 

.9 A letter designating the project’s Safety Representative along with a copy of 

their Department of Labor-issued OSHA card proving completion of the OSHA 

30-hour Construction Safety and Health training class in the OSHA Outreach 

Training Program; 

.10 If applicable, an excavation safety system plan; 

.11 If applicable, a plan illustrating proposed locations of temporary facilities; 

.12 A completed Non-Use of Asbestos Affidavit (Prior to Construction);  

.13 A letter designating the Texas Registered Professional Land Surveyor for 

layout of the Work, if the Work requires the services of a surveyor; and 

.14 Copies of the Department of Labor-issued OSHA cards proving completion of 

the OSHA 10-hour Construction Safety and Health training class in the OSHA 

Outreach Training Program for each worker (defined as a person covered by a 

prevailing wage determination) that will initially be on site.  Note that workers 

must possess other OSHA-required training as the work dictates in accordance 

with the OSHA Act; and specifically, the contractor must meet the required 

provisions in 509S Excavation Safety Systems required prior to commencing 

excavation; 



General Conditions / 00700 

Rev. Date 12/04/2020 General Conditions / 00700 Page 8 of 56  

.15 A certificate of worker’s compensation insurance coverage for all persons 

providing services on the Project (refer to 5.2.1.3 in Section 00700 for 

definition of persons providing services on the Project); 

.16 A Construction Equipment Emissions Reduction Plan. 

2.4.3 Neither the acceptance nor the approval of any of the submittals required in 

paragraph 2.4.2, above, will constitute the adoption, affirmation, or direction of 

the CONTRACTOR’S means and methods. 

2.5 Preconstruction Conference: Prior to commencement of Work at the site, CONTRACTOR 

must attend a preconstruction conference with Owner’s Representative and others, as set 

forth in Division 1.  Additionally, prior to commencement of work, the CONTRACTOR shall 

host a preconstruction conference for the Subcontractors identified on the originally 

approved compliance plan, Owner’s Representative and others, as set forth in Division 1.  

The CONTRACTOR shall notify all Subcontractors five (5) working days prior to the 

preconstruction conference. If the CONTRACTOR has included Subcontractors in the initial 

preconstruction conference, the additional Subcontractor preconstruction conference will not 

be required. 

2.6 Initially Acceptable Schedules: Unless otherwise provided in the Contract Documents, 

CONTRACTOR shall obtain approval of Owner's Representative on the Baseline Schedule 

submitted in accordance with paragraph 2.4.2.1 and Division 1 before the first progress 

payment will be made to CONTRACTOR. The Baseline Schedule must provide for an orderly 

progression of the designated portion of the Work to completion within any specified 

Milestones and Contract Times. Acceptance of the schedule by Owner's Representative will 

neither impose on Owner's Representative responsibility or liability for the sequencing, 

scheduling or progress of the Work nor interfere with or relieve CONTRACTOR from 

CONTRACTOR's full responsibility for such Work. CONTRACTOR's schedule of Shop Drawings 

and sample submissions must provide an acceptable basis for reviewing and processing the 

required submittals. CONTRACTOR's schedule of values must conform to the requirements 

set forth in Division 1.   

 

ARTICLE 3 - CONTRACT DOCUMENTS: INTENT, AMENDING, REUSE 

3.1 Intent: 

3.1.1 The intent of the Contract Documents is to include all information necessary for 

the proper execution and timely completion of the Work by CONTRACTOR. The 

CONTRACTOR will execute the Work described in and reasonably inferable from the 

Contract Documents as necessary to produce the results indicated by the Contract 

Documents. The Contract Documents are complementary, and what is required by 

one shall be as binding as if required by all.  In cases of disagreement, the 

following order of precedence shall generally govern (top item receiving priority of 

interpretation):   

Signed Agreement 

Addendum to the Contract Documents, including approved changes 

Supplemental General Conditions 

General Conditions 

Other Bidding Requirements and Contract Forms 

Special Provisions to the Standard Technical Specifications 

Special Specifications 

Standard Technical Specifications 
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Drawings (figured dimensions shall govern over scaled dimensions)  

Project Safety Manual (if applicable), 

with the understanding that a common sense approach will be utilized as 

necessary so that the Contract Documents produce the intended response.   

3.1.2 Unless otherwise stated in the Contract Documents, words that have well-known 

technical or construction industry meanings are used in the Contract Documents in 

accordance with such recognized meanings. 

3.2 Reporting and Resolving Discrepancies: If, during the performance of the Work, 

CONTRACTOR discovers any conflict, error, ambiguity or discrepancy within the Contract 

Documents or between the Contract Documents and any provisions of any such law or 

regulation applicable to the performance of the Work or of any such standard, specification, 

manual or code or instructions of any Supplier, CONTRACTOR shall report it to Owner's 

Representative in writing at once, and CONTRACTOR shall not proceed with the Work 

affected thereby until an amendment or supplement to the Contract Documents has been 

issued by one of the methods indicated in paragraph 3.3.1 or 3.3.2. CONTRACTOR shall be 

liable to OWNER for failure to report any such conflict, error, ambiguity or discrepancy of 

which CONTRACTOR knew or reasonably should have known. 

3.3 Modifying and Supplementing Contract Documents: 

3.3.1 The Contract Documents may be modified to provide for additions, deletions, and 

revisions in the Work or to modify the terms and conditions by change order or 

contract amendment. 

3.3.2 In addition, the requirements of the Contract Documents may be supplemented, 

and minor variations and deviations in the Work may be authorized, in one or more 

of the following ways: 

.1 Field Order. 

.2 Review of a Shop Drawing or sample. 

.3 Written interpretation or clarification. 

3.4 Reuse of Documents Prohibited: CONTRACTOR and any Subcontractor or Supplier or other 

person or organization performing or furnishing any of the Work under a direct or indirect 

contract with OWNER: (i) shall not have or acquire any title to or ownership rights in any of 

the Drawings, Specifications or other documents (or copies of any thereof) prepared by or 

bearing the seal of E/A or E/A's consultant, and (ii) shall not reuse any of such Drawings, 

Specifications, other documents or copies on extensions of the Project or any other project 

without written consent of OWNER and E/A. 

3.5 In the event of the breach by the OWNER or CONTRACTOR of any of its obligations under 

the Contract, so as to support a claim by the other party, the provisions of this Contract will 

be equitably construed to allow the resolution of such a claim and all of the other provisions 

of this Contract shall continue in full force and effect as to the rights, responsibilities, and 

remedies of the OWNER and CONTRACTOR. 

 

ARTICLE 4 - AVAILABILITY OF LANDS; SUBSURFACE AND PHYSICAL CONDITIONS; 

REFERENCE POINTS 

4.1 Availability of Lands: The OWNER will provide access to all land and interests in land 

required for the Work and will notify CONTRACTOR of any restrictions in such access.  

CONTRACTOR may make a claim if OWNER fails to provide timely access to the Work.  
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CONTRACTOR must obtain any additional temporary construction facilities, stockpiling or 

storage sites not otherwise provided.  

4.2 Subsurface and Physical Conditions: 

4.2.1 CONTRACTOR specifically represents that it has carefully examined the plans, the 

geotechnical report, if any, and the site of the proposed Work and is thoroughly 

familiar with all of the conditions surrounding construction of the Project, having 

had the opportunity to conduct any and all additional inquiry, tests and 

investigation that he/she deems necessary and proper.  CONTRACTOR 

acknowledges the receipt of the geotechnical report, if any, and agrees that the 

report, while it is an accurate record of the geotechnical conditions at the boring 

locations, is not a guarantee of specific site conditions which may vary between 

boring locations. 

4.2.2 CONTRACTOR must notify OWNER in writing as soon as reasonably possible, but 

no later than three (3) calendar days, if unforeseen conditions are encountered at 

the site which are (i) subsurface or otherwise concealed physical conditions that 

differ materially from those indicated in the Contract Documents or (ii) unknown 

physical conditions of an unusual nature, that differ materially from those normally 

encountered in the type of work being performed under this Contract.  

CONTRACTOR may not disturb the conditions until OWNER conducts an 

investigation.  Owner's Representative and E/A will promptly investigate such 

conditions with E/A.  If it is determined that such conditions differ materially and 

cause an increase or decrease in the CONTRACTOR's cost of or time required for 

performance of any part of the Work, Owner’s Representative will recommend an 

equitable adjustment in the Contract Amount or Contract Time, or both. If it is 

determined that such conditions are not materially different from those indicated in 

the Contract Documents, Owner’s Representative will notify CONTRACTOR in 

writing of such findings and the Contract will not be adjusted.  CONTRACTOR may 

dispute such a determination in accordance with Article 16.  

4.2.3 Notwithstanding any other provision of this Contract, CONTRACTOR is solely 

responsible for the location and protection of any and all public utility lines and 

utility customer service lines in the Work area.  "Public utility lines" means the 

utility distribution and supply system, and "utility customer service lines" means 

the utility lines connecting customers to the utility distribution and collection 

system.  Generally, existing utility customer service line connections are not shown 

on the Drawings.  CONTRACTOR shall notify "One Call" and exercise due care to 

locate, mark, uncover and otherwise protect all such lines in the construction zone 

and any of CONTRACTOR's work or storage areas. CONTRACTOR's responsibility 

for the location and protection of utilities is primary and nondelegable. 

CONTRACTOR shall indemnify or reimburse such expenses or 
costs (including fines that may be levied against OWNER) that 

may result from unauthorized or accidental damage to all 
public lines and utility customer service lines in the work 

area.  OWNER reserves the right to repair any damage 

CONTRACTOR causes to such utilities at CONTRACTOR's 
expense.  If a public line and/or customer service line is 

damaged by CONTRACTOR, CONTRACTOR shall give verbal 
notice within one (1) hour and written notice within twenty-

four (24) hours to the Owner’s Representative. 
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4.2.4 CONTRACTOR shall take reasonable precaution to avoid disturbing primitive 

records and antiquities of archaeological, paleontological or historical significance. 

No objects of this nature shall be disturbed without written permission of OWNER 

and Texas Historical Commission. When such objects are uncovered unexpectedly, 

CONTRACTOR shall stop all Work in close proximity and notify Owner's 

Representative and Texas Historical Commission of their presence and shall not 

disturb them until written permission and permit to do so is granted. All primitive 

rights and antiquities uncovered on OWNER's property shall remain property of 

State of Texas, Texas Historical Commission conforming to Texas Natural 

Resources Code. If it is determined by OWNER, in consultation with Texas 

Historical Commission, that exploration or excavation of primitive records or 

antiquities on Project site is necessary to avoid loss, CONTRACTOR shall cooperate 

in salvage work attendant to preservation. If the Work stoppage or salvage work 

causes an increase in CONTRACTOR's cost of, or time required for, performance of 

the Work, the Contract Amount and/or Contract Time will be equitably adjusted. 

4.3 Reference Points:  Unless otherwise specified, all control lines and bench marks suitable 

for use in layout will be furnished by OWNER. Lay out of the Work shall be performed in 

accordance with Division 1. Controls, bench marks and property boundary markers shall be 

carefully preserved by CONTRACTOR by use of flags, staffs or other visible devices and in 

case of destruction or removal by CONTRACTOR or its employees, such controls and bench 

marks shall be replaced by a Registered Professional Land Surveyor at CONTRACTOR's 

expense. City of Austin survey monuments damaged by CONTRACTOR will be reestablished 

by OWNER at CONTRACTOR's expense. 

4.4 Hazardous Materials: 

4.4.1 To the extent provided by applicable law, OWNER shall be responsible for any 

hazardous material uncovered or revealed at the site which was not shown, 

indicated or identified in the Contract Documents to be within the scope of the 

Work and which may present a substantial danger to persons or property exposed 

thereto in connection with the Work at the site. CONTRACTOR shall immediately 

notify Owner's Representative of any suspected hazardous materials encountered 

before or during performance of the Work and shall take all necessary precautions 

to avoid further disturbance of the materials. 

4.4.2 CONTRACTOR shall be responsible for any hazardous materials brought to the site 

by CONTRACTOR, Subcontractor, Suppliers or anyone else for whom CONTRACTOR 

is responsible. 

4.4.3 No asbestos-containing materials shall be incorporated into the Work or brought 

on Project site without prior approval of OWNER.  The CONTRACTOR shall not 

knowingly use, specify, request or approve for use any asbestos containing 

materials or lead-based paint without the OWNER'S written approval.  When a 

specific product is specified, the CONTRACTOR shall endeavor to verify that the 

product does not include asbestos containing material.  

4.4.4 Refer to Division 1 for hazardous material definitions and procedures. 

.1 Unless otherwise expressly provided in the Contract Documents to be part of 

the Work, CONTRACTOR is not responsible for any unexpected Hazardous 

Materials encountered at the site.  Upon encountering any Hazardous 

Conditions, CONTRACTOR must stop Work immediately in the affected area 

and duly notify OWNER and, if required by applicable law or regulations, all 

government or quasi-government entities with jurisdiction over the Project or 

site.   
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.2 Upon receiving notice of the presence of suspected Hazardous Materials, 

OWNER shall take the necessary measures required to ensure that the 

Hazardous Materials are remediated or rendered harmless.  Such necessary 

measures shall include OWNER retaining qualified independent experts to (i) 

ascertain whether Hazardous Materials have actually been encountered, and, if 

they have been encountered, (ii) prescribe the remedial measures that 

OWNER must take either to remove the Hazardous Materials or render the 

Hazardous Materials harmless. 

.3 CONTRACTOR shall be obligated to resume Work at the affected area of the 

Project only after OWNER’s Representative provides written certification that 

(i) the Hazardous Materials have been removed or rendered harmless and (ii) 

all necessary approvals have been obtained from all government and quasi-

government entities having jurisdiction over the Project or site.  The 

CONTRACTOR shall be responsible for continuing the Work in the unaffected 

portion of the Project and site. 

.4 CONTRACTOR will be entitled, in accordance with these General Conditions, to 

an adjustment in its Contract Amount and/or Contract Time(s) to the extent 

CONTRACTOR’s cost and/or time of performance have been adversely 

impacted by the presence of Hazardous Materials. 

.5 Notwithstanding the preceding provisions of this Section 4.1, OWNER is not 

responsible for Hazardous Materials introduced to the Site by CONTRACTOR, 

Subcontractors or anyone for whose acts they may be liable.  

CONTRACTOR shall indemnify, defend and hold harmless 
OWNER and OWNER’s officers, directors, employees and 

agents from and against all claims, losses, damages, 
liabilities and expenses, including attorneys’ fees and 

expenses, arising out of or resulting from those hazardous 
materials introduced to the site by CONTRACTOR, 

Subcontractors or anyone for whose acts they may be 

liable. 

4.4.5 CONTRACTOR shall be responsible for use, storage and remediation of any 

hazardous materials brought to the Site by CONTRACTOR, Subcontractors, 

Suppliers or anyone else for whom CONTRACTOR is responsible. 

 

ARTICLE 5 - BONDS AND INSURANCE 

5.1 Surety and Insurance Companies: All bonds and insurance required by the Contract 

Documents shall be obtained from solvent surety or insurance companies that are duly 

licensed by the State of Texas and authorized to issue bonds or insurance policies for the 

limits and coverages required by the Contract Documents. The bonds shall be in a form 

acceptable to OWNER and shall be issued by a surety which complies with the requirements 

of Texas Insurance Code, Title 12, Chapter 3503.  The surety must obtain reinsurance for 

any portion of the risk that exceeds 10% of the surety’s capital and surplus.  For bonds 

exceeding $100,000, the surety must also hold a certificate of authority from the U.S. 

Secretary of the Treasury or have obtained reinsurance for any liability in excess of 

$1,000,000 from a reinsurer that is authorized as a reinsurer in Texas or holds a certificate 

of authority from the U.S. Secretary of the Treasury.  In the event that the proposed surety 

for a contract award in excess of $100,000 does not hold a certificate of authority from the 
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U.S. Secretary of the Treasury and/or its proposed reinsurer does not hold a certificate of 

authority from the U.S. Secretary of the Treasury, the OWNER may require additional 

financial solvency information from the Bidder/Contractor and the proposed surety company 

and/or reinsurer as part of the 00400 Statement of Bidders Experience and determination of 

bidder responsibility in the award of the Contract. 

5.2 Workers' Compensation Insurance Coverage: 

5.2.1 Definitions: 

.1 Certificate of coverage ("certificate") - A copy of a certificate of insurance, a  

certificate of authority to self-insure issued by the commission, or a coverage 

agreement (DWC-81, DCW-82, DCW-83, or DCW84), showing statutory 

workers' compensation insurance coverage for the person's or entity's 

employees providing services on the Project, for the duration of the Project. 

.2 Duration of the Project - includes the time from the beginning of the Work on   

the Project until the CONTRACTOR's/ person's Work on the Project has been 

completed and accepted by OWNER. 

.3 Persons providing services on the Project ("subcontractor" in Texas Labor 

Code, Section 406.096) - includes all persons or entities performing all or part 

of the services the CONTRACTOR has undertaken to perform on the Project, 

regardless of whether that person contracted directly with the CONTRACTOR 

and regardless of whether that person has employees. This includes, without 

limitation, independent contractors, Subcontractors, leasing companies, motor 

carriers, owner-operators, employees of any such entity, or employees of any 

entity which furnishes persons to provide services on the Project. "Services" 

include, without limitation, providing, hauling, or delivering equipment or 

materials, or providing labor, transportation, or other service related to a 

project. "Services" does not include activities unrelated to the Project, such as 

food/beverage vendors, office supply deliveries, and delivery of portable 

toilets. 

5.2.2 CONTRACTOR shall provide coverage, based on proper reporting of classification 

codes and payroll amounts and filing of any coverage agreements, which meets 

the statutory requirements of Texas Labor Code, Section 401.011(44) for all 

employees of the CONTRACTOR providing services on the Project, for the duration 

of the Project. 

5.2.3 CONTRACTOR must provide a certificate of coverage to OWNER prior to being 

awarded the Contract. 

5.2.4 If the coverage period shown on the CONTRACTOR's current certificate of coverage 

ends during the duration of the Project, the CONTRACTOR must, prior to the end of 

the coverage period, file a new certificate of coverage with OWNER showing that 

coverage has been extended. 

5.2.5 CONTRACTOR shall obtain from each person providing services on the Project, and 

provide to OWNER: 

.1 A certificate of coverage, prior to that person beginning Work on the Project, 

so  OWNER will have on file certificates of coverage showing coverage for all 

persons providing services on the Project; and  

.2 No later than seven (7) days after receipt by CONTRACTOR, a new certificate 

of   coverage showing extension of coverage, if the coverage period shown on 

the current certificate of coverage ends during the duration of the Project. 
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5.2.6 CONTRACTOR shall retain all required certificates of coverage for the duration of 

the Project and for one (1) year thereafter. 

5.2.7 CONTRACTOR shall notify OWNER in writing by certified mail or personal delivery, 

within ten (10) days after CONTRACTOR knew or should have known, of any 

change that materially affects the provision of coverage of any person providing 

services on the Project. 

5.2.8 CONTRACTOR shall post on each Project site a notice, in the text, form and 

manner prescribed by the Texas Workers' Compensation Commission, informing all 

persons providing services on the Project that they are required to be covered, and 

stating how a person may verify coverage and report lack of coverage. 

5.2.9 CONTRACTOR shall contractually require each person with whom it contracts to 

provide services on a Project, to: 

.1 Provide coverage, based on proper reporting of classification codes and payroll 

amounts and filing of any coverage agreements, which meets the statutory 

requirements of Texas Labor Code, Section 401.011(44) for all of its 

employees providing services on the Project, for the duration of the Project; 

.2 Provide to CONTRACTOR, prior to that person beginning Work on the Project, 

a certificate of coverage showing that coverage is being provided for all 

employees of the person providing services on the Project, for the duration of 

the Project; 

.3 Provide CONTRACTOR, prior to the end of the coverage period, a new 

certificate of coverage showing extension of coverage, if the coverage period 

shown on the current certificate of coverage ends during the duration of the 

Project; 

.4 Obtain from each other person with whom it contracts, and provide to    

CONTRACTOR: a) a certificate of coverage, prior to the other person beginning 

Work on the Project; and b) a new certificate of coverage showing extension of 

coverage, prior to the end of the coverage period, if the coverage period 

shown on the current certificate of coverage ends during the duration of the 

Project; 

.5 Retain all required certificates of coverage on file for the duration of the 

Project and for one (1) year thereafter; 

.6  Notify OWNER in writing by certified mail or personal delivery, within ten (10) 

days after the person knew or should have known, of any change that 

materially affects the provision of coverage of any person providing services  

on the Project; and  

.7 Contractually require each person with whom it contracts, to perform as 

required by paragraphs 5.2.9.1 - 5.2.9.7, with the certificates of coverage to 

be provided to the person for whom they are providing services. 

5.2.10 By signing this Contract or providing or causing to be provided a certificate of 

coverage, CONTRACTOR is representing to OWNER that all employees of the 

CONTRACTOR who will provide services on the Project will be covered by workers' 

compensation coverage for the duration of the Project, that the coverage will be 

based on proper reporting of classification codes and payroll amounts, and that all 

coverage agreements will be filed with the appropriate insurance carrier or, in the 

case of a self-insured, with the Texas Worker’s Compensation Commission's 

Division of Self- Insurance Regulation. Providing false or misleading information 
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may subject CONTRACTOR to administrative penalties, criminal penalties, civil 

penalties, or other civil actions. 

5.2.11 CONTRACTOR's failure to comply with any of these provisions is a breach of 

Contract by CONTRACTOR which entitles OWNER to declare the Contract void if 

CONTRACTOR does not remedy the breach within ten (10) days after receipt of 

notice of breach from OWNER. 

5.3 Other Bond and Insurance Requirements: For additional insurance requirements, refer 

to the Supplemental General Conditions. 

5.4 Bonds: 

5.4.1 General. 

.1 Bonds, when required, shall be executed on forms furnished by or acceptable 

to OWNER.  All bonds signed by an agent must be accompanied by a certified 

copy of such agent's authority to act. 

.2 If the surety on any bond furnished by CONTRACTOR is declared bankrupt or 

becomes insolvent or its right to do business is terminated in the State of 

Texas or it ceases to meet the requirements of the preceding paragraph, 

CONTRACTOR shall within ten (10) days thereafter substitute another bond 

and surety, both of which must be acceptable to OWNER. 

.3 When Performance Bonds and/or Payment Bonds are required, each shall be 

issued in an amount of one hundred percent (100%) of the Contract Amount 

as security for the faithful performance and/or payment of all CONTRACTOR's 

obligations under the Contract Documents.  Performance Bonds and Payment 

Bonds shall be issued by a solvent surety company authorized to do business 

in the State of Texas, and shall meet any other requirements established by 

law or by OWNER pursuant to applicable law.  Any surety duly authorized to 

do business in Texas may write Performance and Payment Bonds on a project 

without reinsurance to the limit of ten percent (10%) of its capital and surplus.  

Such a surety must reinsure any obligations over ten percent (10%). 

5.4.2 Performance Bond. 

.1 If the Contract Amount exceeds $100,000, CONTRACTOR shall furnish OWNER 

with a Performance Bond in the form set out in Section 00610. 

.2 If the Contract Amount exceeds $25,000 but is less than or equal to $100,000, 

CONTRACTOR shall furnish OWNER with a Performance Bond in the form set 

out in Section 00610, unless the original Contract Time is 60 Calendar 

Days/40 Working Days or less, in which case CONTRACTOR can agree to the 

following terms and conditions for payment in lieu of providing a Performance 

Bond:  no moneys will be paid to CONTRACTOR until completion and 

acceptance of the Work by OWNER; CONTRACTOR shall be entitled to receive 

95% of the Contract Amount following Final Completion, and the remaining 

5% of the Contract Amount following the one (1) year warranty period. 

.3 If the Contract Amount is less than or equal to $25,000, CONTRACTOR will not 

be required to furnish a Performance Bond; provided that no moneys will be 

paid to CONTRACTOR until completion and acceptance of the Work by OWNER 

under the following terms and conditions: CONTRACTOR shall be entitled to 

receive 95% of the Contract Amount following Final Completion, and the 

remaining 5% of the Contract Amount following the one (1) year warranty 

period. 
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.4 If a Performance Bond is required to be furnished, it shall extend for the one 

(1) year warranty period. 

5.4.3 Payment Bond. 

.1 If the Contract Amount exceeds $50,000, CONTRACTOR shall furnish OWNER 

with a Payment Bond in the form set out in Section 00620. 

.2 If the Contract Amount is less than or equal to $50,000, CONTRACTOR will not 

be required to furnish a Payment Bond; provided that no moneys will be paid 

to CONTRACTOR until completion and acceptance of the Work by OWNER 

under the terms and conditions specified in paragraph 5.4.2.3. 

5.4.4 Maintenance Bond: If the Contract Documents contemplate a period of 

maintenance beyond the one (1) year contractual warranty period, OWNER agrees 

that any bond to be required for such maintenance work will be in the amount of 

the maintenance work during any extended maintenance period. 

 

ARTICLE 6 - CONTRACTOR'S RESPONSIBILITIES 

6.1 Supervision and Superintendence: 

6.1.1 CONTRACTOR shall supervise, inspect and direct the Work competently and 

efficiently, devoting such attention thereto and applying such skills and expertise as 

may be necessary to perform the Work in accordance with the Contract Documents. 

CONTRACTOR shall be solely responsible for the means, methods, techniques, 

sequences and procedures of construction. CONTRACTOR shall be responsible to see 

that the completed Work complies accurately with the Contract Documents.  

6.1.2 CONTRACTOR shall have a competent, qualified Superintendent on the Work at all 

times that work is in progress.  To be qualified, at a minimum, the Superintendent 

must be effective at (a) communicating both verbally and in writing with the 

OWNER’s representative; (b) receiving and fulfilling instructions from the Owner’s 

Representative; (c) supervising and directing the construction of the Work; (d) 

reading and interpreting the plans and specifications; (e) writing, preparing and 

submitting necessary paperwork; and (f) understanding work sequencing and 

scheduling.  The Superintendent will be CONTRACTOR’s representative on the Work 

and shall have the authority to act on the behalf of CONTRACTOR. All 

communications given to the Superintendent shall be as binding as if given to 

CONTRACTOR. Either CONTRACTOR or the Superintendent shall provide a cellular 

telephone number and an emergency and home telephone number at which one or 

the other may be reached if necessary when work is not in progress.  The 

Superintendent must be an employee of the CONTRACTOR, unless such requirement 

is waived in writing by the Owner’s Representative.  If the CONTRACTOR proposes a 

management structure with a Project Manager supervising, directing, and managing 

construction of the work in addition to or in substitution of a Superintendent, the 

requirements of these Construction Documents with respect to the Superintendent 

shall likewise apply to any such Project Manager. 

   

.1 CONTRACTOR shall present the resume of the proposed Superintendent to the 

Owner’s Representative showing evidence of experience and successful 

superintendence and direction of work of a similar scale and complexity. If, in 

the opinion of the Owner’s Representative, the proposed Superintendent does 
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not indicate sufficient experience in line with the Work, he/she will not be 

allowed to be the designated Superintendent for the Work.  

.2 The Superintendent shall not be replaced without Written Notice to Owner’s 

Representative. If CONTRACTOR deems it necessary to replace the 

Superintendent, CONTRACTOR shall provide the necessary information for 

approval, as stated above, on the proposed new Superintendent.  

.3 A qualified substitute Superintendent may be designated in the event that the 

designated Superintendent is temporarily away from the Work, but not to 

exceed a time limit acceptable to the Owner’s Representative. CONTRACTOR 

shall replace the Superintendent upon OWNER’s request in the event the 

Superintendent is unable to perform to OWNER’s satisfaction.  

6.2 Labor, Materials and Equipment: 

6.2.1 CONTRACTOR shall maintain a work force adequate to accomplish the Work within 

the Contract Time.  CONTRACTOR agrees to employ only orderly and competent 

workers, skillful in performance of the type of Work required under this Contract. 

CONTRACTOR, Subcontractors, Sub-subcontractors, and their employees may not 

use or possess any alcoholic or other intoxicating beverages, illegal drugs or 

controlled substances while on the job or on OWNER’s property, nor may such 

workers be intoxicated, or under the influence of alcohol or drugs, on the job.  

Subject to the applicable provisions of Texas law, CONTRACTOR, Subcontractors, 

Sub-subcontractors, and their employees may not use or possess any firearms or 

other weapons while on the job or on OWNER’S property.  If OWNER or Owner’s 

Representative notifies CONTRACTOR that any worker or representative of 

Contractor is incompetent, disorderly, abusive, or disobedient, has knowingly or 

repeatedly violated safety regulations, has possessed any firearms in contravention 

of the applicable provisions of Texas law, or has possessed or was under the 

influence of alcohol or drugs on the job, CONTRACTOR shall immediately remove 

such worker or representative, including an officer or owner of CONTRACTOR, from 

performing Contract Work, and may not employ such worker or representative again 

on Contract Work without OWNER’s prior written consent. CONTRACTOR shall at all 

times maintain good discipline and order on or off the site in all matters pertaining 

to the Project. Workers on Project shall be paid not less than wage rates, including 

fringe benefits, as published by the Department of Labor (DOL) for Building 

Construction and Heavy and Highway Trades “AS APPLICABLE” and/or the minimum 

wage required by City of Austin Ordinance No.  20160324-015, whichever is higher. 

The Total Minimum Wage required can be met using any combination of cash and 

non-cash qualified fringe benefits provided the cash component meets or exceeds 

the minimum wage required. 

6.2.2 Unless otherwise specified in Division 1, CONTRACTOR shall provide and pay for all 

materials, equipment, labor, transportation, construction equipment and machinery, 

tools, appliances, fuel, power, light, heat, telephone, water, sanitary facilities, 

temporary facilities and all other facilities and incidentals necessary for the 

furnishing, performance, testing, start-up and completion of the Work.  

6.2.3 All materials and equipment shall be of good quality and new (including new 

products made of recycled materials, pursuant to Section 361.426 of the Texas 

Health & Safety Code), except as otherwise provided in the Contract Documents. If 

required by Owner's Representative, CONTRACTOR shall furnish satisfactory 

evidence (reports of required tests, manufacturer's certificates of compliance with 

material requirements, mill reports, etc.) as to the kind and quality of materials and 

equipment. All materials and equipment shall be applied, installed, connected, 
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erected, used, cleaned and conditioned in accordance with instructions of the 

applicable Supplier, except as otherwise provided in the Contract Documents.  

6.2.4 Substitutes and "Approved Equal" Items: 

.1 Whenever an item of material or equipment is specified or described in the 

Contract Documents by using the name of a proprietary item or the name of a 

particular Supplier, the specification or description is intended to establish the 

type, function and quality required. Unless the specification or description 

contains words reading that no like, equivalent or "approved equal" item or no 

substitution is permitted, other items of material or equipment of other 

Suppliers may be submitted by CONTRACTOR, at CONTRACTOR’S sole risk, 

including disruptions to the Critical Path of the Progress Schedule, to E/A 

through Owner's Representative under the following circumstances: 

.1.1 "Approved Equal": If in E/A's sole discretion an item of material or 

equipment proposed by CONTRACTOR is functionally equal to that named 

and sufficiently similar so that no change in related Work will be required, 

it may be considered by E/A as an "approved equal" item, in which case 

review of the proposed item may, in E/A's sole discretion, be 

accomplished without compliance with some or all of the requirements for 

evaluation of proposed substitute items. CONTRACTOR shall provide E/A 

with the documentation required for E/A to make its determination. 

.1.2 Substitute Items: If in E/A's sole discretion an item of material or 

equipment proposed by CONTRACTOR does not qualify as an "approved 

equal" item under subparagraph 6.2.4.1.1, it will be considered a 

proposed substitute item. CONTRACTOR shall submit sufficient 

information as provided in Division 1 to allow E/A to determine that the 

item of material or equipment proposed is essentially equivalent to that 

named and a substitute therefor. 

.2 Substitute Construction Methods and Procedures: If a specific means, method, 

technique, sequence or procedure of construction is shown or indicated in and 

expressly required by the Contract Documents, CONTRACTOR may, at 

CONTRACTOR’S sole risk, including disruptions to the Critical Path of the 

Progress Schedule, with prior approval of E/A furnish or utilize a substitute 

means, method, technique, sequence, or procedure of construction. 

CONTRACTOR shall submit sufficient information to Owner's Representative to 

allow E/A, in E/A's sole discretion, to determine that the substitute proposed is 

equivalent to that expressly called for by the Contract Documents. The 

procedure for review by E/A will be same as that provided for substitute items 

in Division 1. 

.3 E/A's Evaluation: E/A will be allowed a reasonable time within which to 

evaluate each proposal or submittal made pursuant to subparagraphs 

6.2.4.1.1 and 6.2.4.1.2. E/A will be the sole judge of acceptability. No 

"approved equal" or substitute shall be ordered, installed, or utilized until E/A's 

review is complete, which will be evidenced by either a Change Order or 

completion of the Shop Drawing review procedure. OWNER may require 

CONTRACTOR to furnish at CONTRACTOR's expense a special performance 

guarantee or other surety bond with respect to any "approved equal" or 

substitute or for any other delay or disruption to the Critical Path of the Project 

Schedule attributable to any such substitution. OWNER shall not be 

responsible for any delay due to review time for any "approved equal" or 

substitute. 
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.4 CONTRACTOR's Expense: All data and documentation to be provided by 

CONTRACTOR in support of any proposed "approved equal" or substitute item 

will be at CONTRACTOR's expense. 

.5 The approval of the E/A will not relieve the CONTRACTOR from primary 

responsibility and liability for the suitability and performance of any proposed 

substitute item, method or procedure and will not relieve CONTRACTOR from 

its primary responsibility and liability for curing defective Work and performing 

warranty work, which the CONTRACTOR shall cure and perform, regardless of 

any claim the CONTRACTOR may choose to advance against the E/A or 

manufacturer. 

6.2.5 CONTRACTOR agrees to assign to OWNER any rights it may have to bring antitrust 

suits against its Suppliers for overcharges on materials incorporated in the Project 

growing out of illegal price fixing agreements. CONTRACTOR further agrees to 

cooperate with OWNER should OWNER wish to prosecute suits against Suppliers for 

illegal price fixing. 

6.3 Progress Schedule:  Unless otherwise provided in Division 1, CONTRACTOR shall adhere 

to the Baseline Schedule established in accordance with paragraph 2.6 as it may be 

adjusted from time to time as provided below: 

6.3.1 CONTRACTOR shall submit to Owner's Representative for review and approval any 

proposed adjustments in the Progress Schedule that will not change the Contract 

Times or Milestones on a monthly basis. Any such proposed adjustments must be 

substantiated with documentation of any changes to the underlying logic of the 

Progress Schedule. CONTRACTOR’s Progress Schedule must show how the 

CONTRACTOR will consistently advance the progress of the Work in accordance with 

the Critical Path of the Work and the Contract Time or Milestones. Such adjustments 

will conform generally to the Progress Schedule then in effect and additionally will 

comply with any provisions of Division 1 applicable thereto. 

6.3.2 Proposed adjustments in the Progress Schedule that will change the Contract Times 

or Milestones shall be submitted in accordance with the requirements of Article 12.  

Any such proposed adjustments must be substantiated with documentation of any 

changes to the underlying logic of the Progress Schedule.  Such adjustments may 

only be made by a Change Order or Time Extension Request in accordance with 

Article 12. 

6.4 Concerning Subcontractors, Suppliers and Others: 

6.4.1 Assignment: CONTRACTOR agrees to retain direct control of and give direct 

attention to the fulfillment of this Contract. CONTRACTOR agrees not to, by Power of 

Attorney, or otherwise, assign said Contract without the prior written consent of 

OWNER.  In addition, without OWNER’S written consent, the CONTRACTOR will not 

subcontract the performance of the entire Work or the supervision and direction of 

the Work. 

6.4.2 Award of Subcontracts for Portions of the Work: CONTRACTOR shall not employ any 

Subcontractor, Supplier or other person or organization, whether initially or as a 

substitute, against whom OWNER may have reasonable objection. OWNER will 

communicate such objections by Written Notice. If OWNER requires a change 

without good cause of any Subcontractor, person or organization previously 

accepted by OWNER, the Contract Amount shall be increased or decreased by the 

difference in the cost occasioned by any such change, and appropriate Change Order 

shall be issued. CONTRACTOR shall not substitute any Subcontractor, person or 
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organization that has been accepted by OWNER, unless the substitute has been 

accepted in writing by OWNER. No acceptance by OWNER of any Subcontractor, 

Supplier or other person or organization shall constitute a waiver of any right of 

OWNER to reject defective Work. 

6.4.3 CONTRACTOR shall enter into written agreements with all Subcontractors and 

Suppliers which specifically binds the Subcontractors or Suppliers to the applicable 

terms and conditions of the Contract Documents for the benefit of OWNER and E/A. 

The OWNER reserves the right to specify that certain requirements shall be adhered 

to by all Subcontractors and Sub-subcontractors as indicated in other portions of the 

Contract Documents and these requirements shall be made a part of the agreement 

between CONTRACTOR and Subcontractor or Supplier.  Subject to and in accordance 

with the above requirements, the CONTRACTOR must provide and will be deemed 

for all purposes to have provided in its contracts with major Subcontractors or 

Suppliers on the Project (those contracts of more than $10,000) the following 

specific provision: alternative dispute resolution (paragraphs 16.2 and 16.3), which 

shall be mandatory in the event of a subcontractor or supplier claim and a 

prerequisite for the submission of any derivative claim.  The CONTRACTOR’s 

standard subcontract form is subject to the OWNER’s review and approval.  The 

OWNER may request and the CONTRACTOR will provide within five (5) working days 

a copy of any subcontract requested by the OWNER.  

6.4.4 CONTRACTOR shall be fully responsible to OWNER for all acts and omissions of the 

Subcontractors, Suppliers and other persons and organizations performing or 

furnishing any of the Work under a direct or indirect contract with CONTRACTOR just 

as CONTRACTOR is responsible for CONTRACTOR's own acts and omissions. Nothing 

in the Contract Documents shall create for the benefit of any such Subcontractor, 

Supplier or other person or organization any contractual relationship between 

OWNER and any such Subcontractor, Supplier or other person or organization, nor 

shall it create any obligation on the part of OWNER or E/A to pay or to see to the 

payment of any moneys due any such Subcontractor, Supplier or other person or 

organization except as may otherwise be required by laws and regulations. 

6.4.5 CONTRACTOR shall be solely responsible for efficiently scheduling and coordinating 

the Work of Subcontractors, Suppliers and other persons and organizations 

performing or furnishing any of the Work under a direct or indirect contract with 

CONTRACTOR in order to avoid any delays or inefficiencies in the prosecution of the 

Work.  CONTRACTOR shall require all Subcontractors, Suppliers and such other 

persons and organizations performing or furnishing any of the Work to communicate 

with Owner's Representative through CONTRACTOR. 

6.4.6 The divisions and sections of the Specifications and the identifications of any 

Drawings shall not control CONTRACTOR in dividing or delineating the Work to be 

performed by any specific trade. 

6.4.7 CONTRACTOR shall pay each Subcontractor and Supplier their appropriate share of 

payments made to CONTRACTOR not later than ten (10) Calendar Days of 

CONTRACTOR’s receipt of payment from OWNER. Upon request from Owner, the 

CONTRACTOR has two (2) Working Days to provide documentation verifying 

Payment to Subcontractor(s).  The CONTRACTOR is required to notify the 

Subcontractor(s) in writing of rejection of Application for Payment within two (2) 

Working Days following notification by Owner. Failure of CONTRACTOR to make 

payments to Subcontractors or for labor, materials or equipment in accordance to 

this contract, may be cause to reject future Bids by the CONTRACTOR in accordance 
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with Section 00100 9.B.4 and may be cause to reject payment in accordance with 

00700 14.4.1.3. 

6.4.8 To the extent allowed by Texas law, the OWNER shall be deemed to be a third party 

beneficiary to each subcontract and may, if OWNER elects, following a termination of 

the CONTRACTOR, require that the Subcontractor(s) perform all or a portion of 

unperformed duties and obligations under its subcontract(s) for the benefit of the 

OWNER, rather than the CONTRACTOR; however, if the OWNER requires any such 

performance by a Subcontractor for the OWNER’s direct benefit, then the OWNER 

shall be bound and obligated to pay such Subcontractor the reasonable value for all 

Work performed by such Subcontractor to the date of the termination of the 

CONTRACTOR, less previous payments, and for all Work performed thereafter.  In 

the event that the OWNER elects to invoke its right under this section, OWNER will 

provide notice of such election to the CONTRACTOR and the affected 

Subcontractor(s). 

6.5 Patent Fees and Royalties:  

6.5.1 CONTRACTOR shall be responsible at all times for compliance with applicable patents 

or copyrights encompassing, in whole or in part, any design, device, material, or 

process utilized, directly or indirectly, in the performance of the Work or the 

formulation or presentation of its Bid. 

6.5.2 CONTRACTOR shall pay all royalties and license fees and shall provide, prior to 

commencement of Work hereunder and at all times during the performance of same, 

for lawful use of any design, device, material or process covered by letters, patent or 

copyright by suitable legal agreement with the patentee, copyright holder, or their 

duly authorized representative whether or not a particular design, device, material, 

or process is specified by OWNER. 

6.5.3 CONTRACTOR shall defend all suits or claims for infringement 
of any patent or copyright and shall save OWNER harmless 

from any loss or liability, direct or indirect, arising with respect 
to CONTRACTOR's process in the formulation of its Bid or the 

performance of the Work or otherwise arising in connection 
therewith. OWNER reserves the right to provide its own 

defense to any suit or claim of infringement of any patent or 
copyright in which event CONTRACTOR shall indemnify and 

save harmless OWNER from all costs and expenses of such 
defense as well as satisfaction of all judgments entered against 

OWNER.   

6.5.4 OWNER shall have the right to stop the Work and/or terminate this Agreement at 

any time in the event CONTRACTOR fails to disclose to OWNER that CONTRACTOR's 

work methodology includes the use of any infringing design, device, material or 

process. 

6.6 Permits, Fees: Unless otherwise provided in the Supplemental General Conditions, 

CONTRACTOR shall obtain and pay for all construction permits, licenses and fees required 

for prosecution of the Work. 

6.7 Laws and Regulations:  

6.7.1 CONTRACTOR shall give all notices and comply with all laws and regulations 

applicable to furnishing and performing the Work, including arranging for and 
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obtaining any required inspections, tests, approvals or certifications from any public 

body having jurisdiction over the Work or any part thereof.  Except where otherwise 

expressly required by applicable laws and regulations, neither OWNER nor E/A shall 

be responsible for monitoring CONTRACTOR's compliance with any laws and 

regulations. 

6.7.2 Maintaining clean water, air and earth or improving thereon shall be regarded as of 

prime importance. CONTRACTOR shall plan and execute its operations in compliance 

with all applicable Federal, State and local laws and regulations concerning control 

and abatement of water pollution and prevention and control of air pollution. 

6.7.3 If CONTRACTOR performs any Work knowing or having reason to know that it is 

contrary to laws or regulations, CONTRACTOR shall bear all claims, costs, losses and 

damages arising therefrom; however, it shall not be CONTRACTOR's primary 

responsibility to make certain that the Specifications and Drawings are in accordance 

with laws and regulations, but this does not relieve CONTRACTOR of CONTRACTOR's 

obligations under Article 3. 

6.8 Taxes: 

6.8.1 CONTRACTOR shall pay only those sales, consumer, use and other similar taxes 

required to be paid by CONTRACTOR in accordance with the laws and regulations of 

the State of Texas in the performance of this public works contract. 

6.8.2 OWNER is an exempt organization as defined by Chapter 11 of the Property Tax 

Code of Texas and is thereby exempt from payment of Sales Tax under Chapter 151, 

Limited Use Sales, Excise and Use Tax, Texas Tax Code, and Article 1066 (C), Local 

Sales and Use Tax Act, Revised Civil Statutes of Texas. 

6.9 Use of Premises: 

6.9.1 CONTRACTOR shall confine construction equipment, the storage of materials and 

equipment and the operations of workers to the site and land and areas identified in 

and permitted by the Contract Documents and other land and areas permitted by 

laws and regulations, right-of-way, permits and easements, and shall not 

unreasonably encumber the premises with construction equipment or other 

materials or equipment. CONTRACTOR shall assume full responsibility for any 

damage to any such land or area, or to the owner or occupant thereof or of any 

adjacent land or areas, resulting from the performance of the Work. Should any 

claim be made by any such owner or occupant because of or in connection with the 

performance of the Work, CONTRACTOR shall promptly settle with such other party 

by negotiation or otherwise resolve the claim by arbitration or other dispute 

resolution proceeding or at law. CONTRACTOR shall indemnify, defend 

and hold harmless OWNER, E/A, E/A'S Consultants and anyone 
directly or indirectly employed by any of them from and 

against all claims, costs, losses and damages (including court 
costs and reasonable attorney’s fees) arising out of or 

resulting from any claim or action, legal or equitable, brought 
by any such owner or occupant against OWNER, E/A or any 

other party indemnified hereunder to the extent caused by or 
based upon performance of the work or failure to perform the 

Work. 
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6.9.2 During the progress of the Work and on a daily basis, CONTRACTOR shall keep the 

premises free from accumulations of waste materials, rubbish and other debris 

resulting from the Work. At the completion of the Work, CONTRACTOR shall remove 

all waste materials, rubbish and debris from and about the premises as well as all 

tools, appliances, construction equipment and machinery and surplus materials. 

CONTRACTOR shall leave the site clean and ready for occupancy by OWNER at 

Substantial Completion of the Work. CONTRACTOR shall, at a minimum, restore to 

original condition all property not designated for alteration by the Contact 

Documents.  If the CONTRACTOR fails to clean up at the completion of the Work, 

OWNER may do so and the cost thereof will be charged against the CONTRACTOR. 

6.9.3 CONTRACTOR shall not load nor permit any part of any structure to be loaded in any 

manner that will endanger the structure, nor shall CONTRACTOR subject any part of 

the Work or adjacent property to stresses or pressures that will endanger it. 

6.10 Record Documents:  CONTRACTOR shall maintain in a safe place at the site, or other 

location acceptable to OWNER, one (1) record copy of all Drawings, Specifications, Addenda, 

Change Orders, Change Directives, Field Orders and written interpretations and clarifications 

(issued pursuant to paragraph 9.5) in good order and annotated to show all changes made 

during construction. These record documents together with all final samples and all final 

Shop Drawings will be available to OWNER and E/A for reference during performance of the 

Work. Upon Substantial Completion of the Work, these record documents, samples and 

Shop Drawings shall be promptly delivered to Owner's Representative. 

6.11 Safety and Protection: 

6.11.1 CONTRACTOR shall be responsible for initiating, maintaining and supervising all 

safety precautions and programs in connection with the Work. Upon request, and 

prior to installation of measures, CONTRACTOR shall submit a site security plan for 

approval by OWNER. By reviewing the plan or making recommendations or 

comments, OWNER will not assume liability nor will CONTRACTOR be relieved of 

liability for damage, injury or loss. CONTRACTOR shall take all necessary precautions 

for the safety of and shall provide the necessary protection to prevent damage, 

injury or loss to: 

.1 all persons on the Work site or who may be affected by the Work; 

.2 all the Work and materials and equipment to be incorporated therein, whether 

in storage on or off the site; and  

.3 other property at the site or adjacent thereto,  including, but not limited to, 

trees, shrubs, lawns, walks, pavements, roadways, structures, utilities and 

underground facilities not designated for removal, relocation or replacement in 

the course of construction.   

6.11.2 CONTRACTOR shall comply with all applicable laws and regulations of any public 

body having jurisdiction for safety of persons or property or to protect them from 

damage, injury or loss; and shall erect and maintain all necessary safeguards for 

such safety and protection. CONTRACTOR shall notify owners of adjacent property 

and of underground facilities, and utility owners when prosecution of the Work may 

affect them, and shall cooperate with them in the protection, removal, relocation 

and replacement of their property. All damage, injury or loss to any property 

referred to in paragraph 6.11.1.2 and 6.11.1.3 caused, directly or indirectly, in 

whole or in part, by CONTRACTOR, Subcontractor, Supplier or any person or 

organization directly or indirectly employed by any of them to perform or furnish any 

of the Work or anyone for whose acts any of them may be liable, shall be remedied 

by CONTRACTOR (except damage or loss attributable to the fault of Drawings or 
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Specifications or to the acts or omissions of OWNER, or E/A, or E/A's consultant or 

anyone employed by any of them or anyone for whose acts any of them may be 

liable, and not attributable, directly or indirectly, in whole or in part, to the faults or 

negligence of CONTRACTOR or any Subcontractor, Supplier or other person or 

organization directly or indirectly employed by any of them). CONTRACTOR's duties 

and responsibilities for safety and protection of the Work shall continue until such 

time as all the Work is completed and Owner's Representative has issued a notice to 

OWNER and CONTRACTOR in accordance with Article 14 that the Work is acceptable 

(except as otherwise expressly provided in connection with Substantial Completion).  

Without limitation, CONTRACTOR shall comply with the following specific provisions: 

It shall be the duty and responsibility of CONTRACTOR and all of its subcontractors 

to be familiar with and comply with 29 USC Section 651, et seq., the Occupational 

Safety and Health Act of 1970, as amended (“OSHA”) and to enforce and comply 

with all provisions of this Act. 

The CONTRACTOR and all of its subcontractors shall comply with all applicable 

requirements of Subpart P of Part 1926 of 29 C.F.R, OSHA Safety and Health 

Standards, Texas Health and Safety Code Section 756.023, as amended, and shall 

submit a unit price for the particular excavation safety systems to be utilized by 

the Contractor for all excavations which exceed a depth of five feet (5’). 

Before commencing any excavation which will exceed a depth of five feet (5’), the 

CONTRACTOR shall provide the Owner with detailed plans and specifications 

regarding the safety systems to be utilized.  Said plans and specifications shall 

include a certification from a Texas licensed professional engineer indicating full 

compliance with the OSHA provisions cited above. 

6.11.3 Safety Representative: CONTRACTOR shall designate in writing a qualified and 

experienced safety representative (the “Safety Representative”) at the site whose 

duties and responsibilities shall include safety training; identifying and mitigating 

hazardous conditions and unsafe work practices; and developing, maintaining and 

supervising the implementation of safe work practices and safety programs as 

deemed necessary and appropriate for the Project. The term “Safety Representative” 

includes any designated Safety Supervisor, Superintendent or Safety Manager.  The 

Safety Representative shall exercise due diligence in the execution of all Project 

related safety duties. Upon request of OWNER, CONTRACTOR shall provide 

certifications or other acceptable documentation of the Safety Representative's 

qualifications.  The following requirements will be effective as of September 1, 2010:  

.1 The Safety Representative shall present certification of completion of the 

OSHA 30-hour Construction Industry Training Outreach Program described at: 
http://www.osha.gov/dte/outreach/construction_generalindustry/construction.html   

.2 The Safety Representative shall verify that all construction workers (defined as 

persons covered by a prevailing wage determination) on the job site, whether 

employed by the CONTRACTOR or subcontractors, have completed the OSHA 

10-hour Construction Industry Training Outreach Program described at: 

http://www.osha.gov/dte/outreach/construction_generalindustry/construction.html.  The Safety 

Representative must receive a certificate of training completion before 

allowing a worker on site and shall have all such certificates available for 

inspection by the OWNER. 

.3 The Safety Representative shall ensure that workers, including designated 

competent persons, have completed all applicable OSHA specific or other 

training needed to perform their job assignments.  Training topics applicable 

http://www.osha.gov/dte/outreach/construction_generalindustry/construction.html
http://www.osha.gov/dte/outreach/construction_generalindustry/construction.html
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to the scope of the current Project may include, but are not limited to, 

scaffolds, fall protection, cranes, excavations, electrical safety, tools, concrete 

and masonry construction, steel erection, operation of motor vehicles and 

mechanized equipment. 

.4 The Safety Representative shall post notice on the site of the Work stating that 

all workers shall have completed OSHA Construction Industry Training.  The 

Owner may require, and the Safety Representative should consider providing a 

means of readily identifying workers who have completed the required training 

to monitor compliance with these requirements. 

.5 The Safety Representative shall ensure that all required OSHA and Workers 

Compensation notices to workers are posted in English and Spanish at one or 

more conspicuous locations on the work site.  

6.11.4 Hazard Communication Programs: CONTRACTOR shall be responsible for 

coordinating any exchange of material safety data sheets or other hazard 

communication information required to be made available to or exchanged between 

or among employers at the site in accordance with laws and regulations. 

6.11.5 Emergencies: 

.1 In emergencies affecting the safety or protection of persons or the Work at the 

site or adjacent thereto, CONTRACTOR, without special instruction or 

authorization from OWNER or E/A, is obligated to act reasonably to prevent 

threatened damage, injury or loss and to mitigate damage or loss to the Work. 

CONTRACTOR shall give Owner's Representative telephone notification as soon 

as reasonably practical and a prompt written notice if CONTRACTOR believes 

that any significant changes in the Work or variations from the Contract 

Documents have been caused thereby. If Owner's Representative determines 

that a change in the Contract Documents is required because of the action 

taken by CONTRACTOR in response to such an emergency, a Change Directive 

or Change Order will be issued to document the consequences of such action; 

otherwise OWNER will not be responsible for CONTRACTOR's emergency 

action. 

.2 Authorized agents of CONTRACTOR shall respond immediately to call-out at 

any time of any day or night when circumstances warrant the presence on 

Project site of CONTRACTOR or his agent to protect the Work or adjacent 

property from damage, restriction or limitation or to take such action or 

measures pertaining to the Work as may be necessary to provide for the 

safety of the public. Should CONTRACTOR and/or their agent fail to respond 

and take action to alleviate such an emergency situation, OWNER may direct 

other forces to take action as necessary to remedy the emergency condition, 

and OWNER will deduct any cost of such remedial action from the funds due 

CONTRACTOR under this Contract. 

.3 In the event there is an accident involving injury to any individual or damage 

to any property on or near the Work, CONTRACTOR shall provide to Owner's 

Representative verbal notification within one (1) hour and written notification 

within twenty-four (24) hours of the event and shall be responsible for 

recording the location of the event and the circumstances surrounding the 

event through photographs, interviewing witnesses, obtaining medical reports, 

police accident reports and other documentation that describes the event. 

Copies of such documentation shall be provided to Owner's Representative, for 

OWNER's and E/A's records, within forty-eight (48) hours of the event.  
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Contractor shall cooperate with OWNER on any OWNER investigation of any 

such incident. 

6.11.6 Rest Breaks: 

.1 Except as provided in subsection 6.11.6.2 below, an employee performing 

construction activity at a construction site is entitled to a rest break of not less 

than ten (10) minutes for every four (4) hours worked.  No employee may be 

required to work more than 3.5 hours without a rest break.  A rest break 

means a break from work within working hours, excluding meal breaks, during 

which an employee may not work.  A rest break shall be scheduled as near as 

possible to the midpoint of the work period. 

.2 An employee is not entitled to a rest break under subsection 6.11.6.1 on any 

day the employee works less than 3.5 hours or spends more than half of his or 

her work time engaged in non-strenuous labor in a climate controlled 

environment. 

.3 A sign describing the requirements of this Section 6.11.6 in English and 

Spanish shall be posted by the employer in each establishment subject to the 

requirement of a rest break in a conspicuous place or places where notices to 

employees are customarily posted, in accordance with the OWNER’s then 

current rules for size, content, and location of such signage. 

.4 The violation of Ordinance No. 20100729-047, enacted July 29, 2010, which 

establishes the rest break requirements set forth above, may be enforced with 

criminal penalties and civil remedies, as set forth in the Ordinance. 

6.11.7 If the Contractor fails to carry out the Work in accordance with the Contract 

Documents so that a safety violation has occurred, the Owner may order the 

Contractor to stop the Work or any portion thereof, until the cause for such order 

has been eliminated.  However, the right of the Owner to stop the Work under this 

paragraph shall not give rise to a duty on the part of the Owner to supervise the 

Contractor’s Work or to control the Contractor’s means and methods or to exercise 

this right for the benefit of the Contractor or any other person or entity.  All time lost 

due to Project shut down will be the Contractor’s sole responsibility, will be charged 

against the Contract Time, and the Contractor will be responsible for any and all 

expenses incurred.  This provision is in addition to and supplemental to the 

applicable provisions of the Project’s ROCIP Safety Manual. 

6.11.8 Confined Space Program 

.1 Contractor acknowledges and agrees that the Owner is temporarily 

transferring management and control of the site of the Work to the Contractor 

for the purpose of constructing the Project.  The Contractor‘s responsibilities to 

manage the Work includes the responsibility to manage the property for 

purposes of compliance with 29 CFR 1926 subpart AA.  To the best of Owner’s 

knowledge and belief, Owner has provided the following information in the 

plans and specifications and other Contract Documents: (i) the location of 

each known permit space, (ii) the hazards or potential hazards in each space 

or the reason it is a permit space; and (iii) any precautions that the Owner or 

any previous contractor has implemented for the protection of employees in 

the permit space.  This transfer will result in the Contractor being both the 

host employer and the controlling contractor for this portion of the Work. 
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6.12 Continuing the Work: CONTRACTOR shall carry on the Work and adhere to the Progress 

Schedule during all disputes or disagreements with OWNER. No Work shall be delayed or 

postponed pending resolution of any disputes or disagreements, except as OWNER and 

CONTRACTOR may otherwise agree in writing. 

6.13 CONTRACTOR's General Warranty and Guarantee: 

6.13.1 CONTRACTOR warrants and guarantees to OWNER that all Work will conform to the 

plans and specifications, be performed in a good and workmanlike manner in 

accordance with the Contract Documents and will not be defective.  This warranty 

will survive the termination or expiration of the Contract.  CONTRACTOR's warranty 

and guarantee hereunder excludes defects or damage caused by: 

.1 abuse, modification or improper maintenance or operation by persons other 

than CONTRACTOR, Subcontractors or Suppliers; or  

.2 normal wear and tear under normal usage. 

6.13.2 CONTRACTOR's obligation to perform and complete the Work in a good and 

workmanlike manner in accordance with the Contract Documents shall be absolute. 

None of the following will constitute an acceptance of Work that is not in accordance 

with the Contract Documents or a release of CONTRACTOR's obligation to perform 

the Work in accordance with the Contract Documents: 

.1 observations by Owner's Representative and/or E/A; 

.2 recommendation of any progress or final payment by Owner's Representative; 

.3 the issuance of a certificate of Substantial Completion or any payment by 

OWNER to CONTRACTOR under the Contract Documents; 

.4 use or occupancy of the Work or any part thereof by OWNER; 

.5 any acceptance by OWNER or any failure to do so; 

.6 any review of a Shop Drawing or sample submittal;  

.7 any inspection, test or approval by others; or  

.8 any correction of defective Work by OWNER. 

6.14 INDEMNIFICATION: 

6.14.1 CONTRACTOR shall defend, indemnify and hold harmless 

OWNER, E/A, E/A'S Consultants and Sub consultants and their 
respective officers, directors, partners, employees, agents and 

other Consultants and any of them (the “INDEMNIFIED 
PARTIES”) from and against all claims, costs, losses and 

damages (including but not limited to all fees and charges of 

engineers, architects, attorneys and other professionals and all 
court or arbitration or other dispute resolution costs) arising 

out of or resulting from the performance of the Work, provided 

that any such claim, cost, loss or damage: 

.1 Is attributable to bodily injury, sickness, disease or death, 
or to injury to or destruction of tangible property (other 

than the work itself), including the loss of use resulting 

therefrom, and 
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.2 Is caused in whole or in part by any negligent act or 
omission of CONTRACTOR, any Subcontractor, any 

Supplier, any person or organization directly or indirectly 
employed by any of them to perform or furnish any of the 

work or anyone for whose acts any of them may be liable, 
regardless of whether or not caused in part by any 

negligence or omission of the INDEMNIFIED PARTIES 
hereunder or whether liability is imposed upon such 

INDEMNIFIED PARTY by laws and regulations regardless 

of the negligence of any such person or entity. 

In the event that indemnification of the INDEMNIFIED 
PARTIES is prohibited by law, CONTRACTOR shall 

nonetheless be solely responsible for any liability arising 
out of or resulting from the performance of the Work, 

subject to the limitations set forth above, and shall 

indemnify and hold harmless the remaining INDEMNIFIED 
PARTIES, who may be legally indemnified, from such 

liability of the CONTRACTOR and the associated costs 

described above. 

6.14.2 The indemnification obligation under paragraph 6.14.1 shall 
not be limited in any way by any limitation on the amount or 

type of damages, or compensation or benefits payable by or for 
CONTRACTOR or any such Subcontractor, Supplier or other 

person or organization under workers' compensation acts, 

disability benefit acts or other employee benefit acts. 

6.14.3 The obligations of CONTRACTOR under paragraph 6.14.1 shall 
not extend to the liability of OWNER, E/A, E/A's consultants, 

and their officers, directors, partners, employees or agents 
caused primarily by negligent preparation of maps, drawings, 

surveys, designs or specifications upon which is placed the 

applicable state-authorized design professional seal of 
OWNER's, E/A's or E/A's consultant's officers, directors, 

partners, employees or agents. 

6.14.4 In the event CONTRACTOR fails to follow OWNER's directives 

concerning use of the site, scheduling or course of 
construction, or engages in other conduct which proximately 

causes damage to property based on inverse condemnation or 
otherwise, then and in that event, CONTRACTOR shall 

indemnify OWNER against all costs resulting from such claims. 

6.14.5 In the event CONTRACTOR unreasonably delays progress of the 

work being done by others on the site so as to cause loss for 
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which OWNER becomes liable, then CONTRACTOR shall 

indemnify OWNER from and reimburse OWNER for such loss.    

6.15 Survival of Obligations: All representations, indemnifications, warranties and 
guarantees made in, required by or given in accordance with the Contract 

Documents, as well as all continuing obligations indicated in the Contract 
Documents, will survive final payment, completion and acceptance of the 

Work and termination or completion of the Agreement. 

6.16 Losses from Natural Causes: Unless otherwise specified, all loss or damage to 

CONTRACTOR arising out of the nature of the Work to be done or from action of the 

elements, floods or from unforeseeable circumstances in prosecution of the Work or from 

unusual obstructions or difficulties which may be encountered in prosecution of the Work, 

shall be sustained and borne by CONTRACTOR at its own cost and expense. 

6.17 Notice of Claim: Should CONTRACTOR suffer injury or damage to person or property 

because of any error, omission or act of OWNER or of any of OWNER's employees or agents 

or others for whose acts OWNER is liable, a Claim must be made to the other party within 

thirty (30) calendar days of the event giving rise to such injury or damage. The provisions 

of this paragraph 6.17 shall not be construed as a substitute for or a waiver of the 

provisions of any applicable statute of limitations or statute of repose. 

6.18 Liquidated Damages:  CONTRACTOR or its Surety shall be liable for liquidated damages 

for the failure of the CONTRACTOR to timely complete the Work or any portion thereof 

within the Contract Time. 

 

ARTICLE 7 - OTHER WORK 

7.1 OWNER may perform other work related to the Project at the site by OWNER's own forces, 

or let other contracts therefor, or have other work performed by utility owners. 

CONTRACTOR and OWNER agree to and shall use best efforts to cooperate and coordinate 

the Work with others performing work and other work related to the Project in order to 

avoid conflicts and delays in the Work. If CONTRACTOR believes that delay or additional 

cost is involved because of such action by OWNER, CONTRACTOR may make a Claim as 

provided in Article 11 or 12. 

7.2 CONTRACTOR shall afford other contractors who are in a contract with OWNER and each 

utility owner (and OWNER, if OWNER is performing the additional work with OWNER's 

employees) proper and safe access to the site and a reasonable opportunity for the 

introduction and storage of materials and equipment and the execution of such other work 

and shall properly connect and coordinate the Work with theirs. Unless otherwise provided 

in the Contract Documents, CONTRACTOR shall do all cutting, fitting and patching of the 

Work that may be required to make its several parts come together properly and integrate 

with such other work. CONTRACTOR shall not endanger any work of others by cutting, 

excavating or otherwise altering their work and will only cut or alter their work with the 

written consent of Owner's Representative and the other contractors whose work will be 

affected. CONTRACTOR shall promptly remedy damage wrongfully caused by CONTRACTOR 

to completed or partially completed construction or to property of the OWNER or separate 

contractors. 

7.3 If the proper execution or results of any part of CONTRACTOR's Work depends upon work 

performed by others under this Article 7, CONTRACTOR shall inspect such other work and 

promptly report to Owner's Representative in writing any delays, defects or deficiencies in 
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such other work that render it unavailable or unsuitable for the proper execution and results 

of CONTRACTOR's Work. CONTRACTOR's failure to report will constitute an acceptance of 

such other work as fit and proper for integration with CONTRACTOR's Work except for latent 

or non-apparent defects and deficiencies in such other work. 

7.4 OWNER shall provide for coordination of the activities of the OWNER's own forces and of 

each separate contractor with the Work of CONTRACTOR, who shall cooperate with them. 

CONTRACTOR shall participate with other separate contractors and Owner's Representative 

in reviewing their construction Progress Schedules when directed to do so. On the basis of 

such review, CONTRACTOR shall make any revisions to the construction Progress Schedule 

deemed necessary after a joint review and mutual agreement. The agreed upon 

construction Progress Schedules shall then constitute the Progress Schedules to be used by 

CONTRACTOR, separate contractors and OWNER until subsequently revised. 

7.5 Costs caused by delays or by improperly timed activities or defective construction shall be 

borne by the party responsible therefor. 

 

ARTICLE 8 - OWNER'S RESPONSIBILITIES 

8.1 Prior to the start of construction, OWNER will designate in writing a person or entity to act 

as Owner's Representative during construction. Except as otherwise provided in these 

General Conditions, OWNER shall issue all communications to CONTRACTOR through 

Owner's Representative. 

8.2 OWNER will not supervise, direct, control or have authority over or be responsible for 

CONTRACTOR's means, methods, techniques, sequences or procedures of construction or 

the safety precautions and programs incident thereto. OWNER is not responsible for any 

failure of CONTRACTOR to comply with laws and regulations applicable to furnishing or 

performing the Work. OWNER is not responsible for CONTRACTOR's failure to perform or 

furnish the Work in accordance with the Contract Documents. Failure or omission of OWNER 

to discover, or object to or condemn any defective Work or material shall not release 

CONTRACTOR from the obligation to properly and fully perform the Contract. 

8.3 OWNER is not responsible for the acts or omissions of CONTRACTOR, or of any 

Subcontractor, any Supplier, or of any other person or organization performing or furnishing 

any of the Work.  CONTRACTOR acknowledges and agrees that OWNER’S direction to 

perform Work in accordance with the approved Progress Schedule is not a demand for 

acceleration or a dictation of CONTRACTOR’S means or methods. 

8.4 Information or services under the OWNER's control shall be furnished by the OWNER with 

reasonable promptness to avoid delay in orderly progress of the Work.  The OWNER shall 

have a reasonable amount of time to investigate site conditions, review submittals, analyze 

requests for changes, and to make other decisions in the orderly administration of the 

Contract.  CONTRACTOR must notify the OWNER in writing, if the time for the investigation, 

review, analysis of any submittals, required for changes or otherwise required for OWNER’S 

decision, impacts in any way the Critical Path of the approved Progress Schedule. 

8.5 The foregoing are in addition to other duties and responsibilities of the OWNER enumerated 

herein and especially those in respect to Article 4 (Availability of Lands; Subsurface and 

Physical Conditions; Reference Points), Article 7 (Other Work) and Article 14 (Payments to 

CONTRACTOR and Completion). 

8.6 Notice of Claim: Should OWNER suffer injury or damage to person or property because of 

any error, omission or act of CONTRACTOR or of any of CONTRACTOR's employees or 

agents or others for whose acts CONTRACTOR is liable, a Claim will be made to the other 
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party within thirty (30) calendar days of receipt of actual or constructive notice of the event 

giving rise to such injury or damage. The provisions of this paragraph 8.6 shall not be 

construed as a substitute for or a waiver of the provisions of any applicable statute of 

limitations or statute of repose. 

 

ARTICLE 9 - ENGINEER/ARCHITECT'S STATUS DURING CONSTRUCTION 

9.1 E/A's Authority and Responsibilities: 

9.1.1 The duties and responsibilities and the limitations of authority of E/A during 

construction, as set forth in the Contract Documents, may be assigned or assumed 

by the OWNER, but shall not be extended without written consent of OWNER 

and/or E/A. The assignment of any authority, duties or responsibilities to E/A 

under the Contract Documents, or under any agreement between OWNER and E/A, 

or any undertaking, exercise or performance thereof by E/A, is intended to be for 

the sole and exclusive benefit of OWNER and not for the benefit of CONTRACTOR, 

Subcontractor, Supplier, or any other person or organization, or for any surety or 

employee or agent of any of them. 

9.1.2 E/A will not supervise, direct, control or have authority over or be responsible for 

CONTRACTOR's means, methods, techniques, sequences or procedures of 

construction, or the safety precautions and programs incident thereto. E/A is not 

responsible for any failure of CONTRACTOR to comply with laws and regulations 

applicable to the furnishing or performing the Work. E/A is not responsible for 

CONTRACTOR's failure to perform or furnish the Work in accordance with the 

Contract Documents. Failure or omission of E/A to discover, or object to or 

condemn any defective Work or material shall not release CONTRACTOR from the 

obligation to properly and fully perform the Contract. 

9.1.3 E/A is not responsible for the acts or omissions of CONTRACTOR, or of any 

Subcontractor, any Supplier, or of any other person or organization performing or 

furnishing any of the Work. 

9.1.4 If OWNER and E/A agree, E/A will review the final Application for Payment and 

accompanying documentation and all maintenance and operating instructions, 

schedules, guarantees, bonds and certificates of inspection, tests and approvals 

and other documentation required to be delivered by Article 14, but only to 

determine generally that their content complies with the requirements of, and in 

the case of certificates of inspections, tests and approvals that the results certified 

indicate compliance with, the Contract Documents. 

9.1.5 The limitations upon authority and responsibility set forth in this paragraph 9.1 

shall also apply to E/A's Consultants, Resident Project Representative and 

assistants. 

9.2 E/A as Owner's Representative: E/A may be designated as the Owner's Representative 

under paragraph 8.1. 

9.3 Visits to Site: If OWNER and E/A agree, E/A will make visits to the site at intervals 

appropriate to the various stages of construction as E/A deems necessary in order to 

observe as an experienced and qualified design professional the progress that has been 

made and the quality of the various aspects of CONTRACTOR's executed Work. Based on 

information obtained during such visits and observations, E/A will endeavor for the benefit 

of OWNER to determine, in general, if the Work is proceeding in accordance with the 

Contract Documents. E/A will not be required to make exhaustive or continuous on-site 
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inspections to check the quality or quantity of the Work. E/A's efforts will be directed toward 

providing for OWNER a greater degree of confidence that the completed Work will conform 

generally to the Contract Documents. On the basis of such visits and on-site observations, 

E/A will keep OWNER informed of the progress of the Work and will endeavor to guard 

OWNER against defective Work. E/A's visits and on-site observations are subject to all the 

limitations on E/A's authority and responsibility set forth in paragraph 9.1. 

9.4 Resident Project Representative: If OWNER and E/A agree, E/A will furnish a Resident 

Project Representative to assist E/A in providing more continuous observation of the Work. 

The responsibilities and authority and limitations of any such Resident Project 

Representative and assistants will be as provided in paragraph 9.1 and in the Supplemental 

General Conditions. OWNER may designate another representative or agent to represent 

OWNER at the site who is not E/A, E/A's consultant, agent or employee. 

9.5 Clarifications and Interpretations:  E/A may determine that written clarifications or 

interpretations of the requirements of the Contract Documents (in the form of drawings or 

otherwise) are necessary. Such written clarifications or interpretations will be consistent 

with the intent of and reasonably inferable from the Contract Documents, will be issued with 

reasonable promptness by Owner's Representative and will be binding on OWNER and 

CONTRACTOR. If OWNER or CONTRACTOR believes that a written clarification or 

interpretation justifies an adjustment in the Contract Amount or the Contract Times, OWNER 

or CONTRACTOR may make a Claim therefor as provided in Article 11 or 12. 

9.6 Rejecting Defective Work:  E/A will recommend that OWNER disapprove or reject Work 

which E/A believes to be defective, or believes will not produce a completed Project that 

conforms to the Contract Documents or will prejudice the integrity of the design concept of 

the completed Project as a functioning whole as indicated by the Contract Documents. 

9.7 Shop Drawings: Refer to Division 1 for E/A's authority concerning Shop Drawings. 

 

ARTICLE 10 - CHANGES IN THE WORK 

10.1 Changes: 

10.1.1 Without invalidating the Contract and without notice to any surety, OWNER may, 

at any time or from time to time, order additions, deletions or revisions in the 

Work. Such changes in the Work will be authorized by Change Order, Change 

Directive or Field Order.  In the event that the OWNER and the CONRACTOR are 

unable to negotiate the terms of a Change Order for the performance of additional 

Work, the OWNER may, at its election, perform such additional Work with its own 

forces or with another contractor and such work will be considered "Other Work" in 

accordance with Article 7. 

10.1.2 Changes in the Work shall be performed under applicable provisions of the 

Contract Documents, and CONTRACTOR shall proceed promptly, unless otherwise 

provided in the Change Order, Change Directive or Field Order.  CONTRACTOR’s 

proposals for changes in the Contract Amount and/or Contract Time shall be 

submitted within ten (10) Calendar Days of request by Owner’s Representative, 

including impacts to the approved Progress Schedule, unless Owner’s 

Representative grants an extension.  OWNER will review each proposal and 

respond to CONTRACTOR within ten (10) Calendar Days.  After review by OWNER, 

CONTRACTOR shall provide any supporting data requested by Owner’s 

Representative within seven (7) Calendar Days, unless Owner’s Representative 

grants an extension.  OWNER will determine within seven (7) Calendar Days 

whether to pursue the change in Work. 
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10.1.3 CONTRACTOR shall not be entitled to an increase in the Contract Amount or an 

extension of the Contract Times with respect to any Work performed that is not 

required by the Contract Documents as amended, modified and supplemented as 

provided in paragraphs 3.3.1 and 3.3.2, except in the case of an emergency as 

provided in paragraph 6.11.5 or in the case of uncovering Work as provided in 

paragraph 13.4. 

10.1.4 Except in the case of an emergency as provided in paragraph 6.11.5, a Change 

Order or Change Directive is required before CONTRACTOR commences any 

activities associated with a change in the Work which, in CONTRACTOR 's opinion, 

will result in a change in the Contract Amount and/or Contract Times. 

10.1.5 If notice of any change affecting the general scope of the Work or the provisions of 

the Contract Documents (including, but not limited to, Contract Amount or 

Contract Times) is required by the provisions of any Bond to be given to a surety, 

the giving of any such notice will be CONTRACTOR's responsibility, and the amount 

of each applicable Bond will be adjusted accordingly. 

10.2 Change Orders: 

10.2.1 OWNER and CONTRACTOR shall execute appropriate written Change Orders 

covering: 

.1 a change in the Work; 

.2 the amount of the adjustment in the Contract Amount, if any; and  

.3 the extent of the adjustment in the Contract Time, if any. 

10.2.2 An executed Change Order shall represent the complete, equitable, and final 

amount of adjustment in the Contract Amount and/or Contract Time owed to 

CONTRACTOR or OWNER as a result of the occurrence or event causing the change 

in the Work encompassed by the Change Order.  

10.3 Change Directives: 

10.3.1 Without invalidating the Contract, OWNER may, by written Change Directive, using 

the Force Account method, order changes in the Work within the general scope of 

the Contract consisting of additions, deletions or other revisions, the Contract 

Amount and Contract Time being adjusted as necessary.  “Force Account” means a 

basis of payment for the direct performance of Work with payment based on the 

actual cost of the labor, equipment and materials furnished and consideration for 

overhead and profit as set forth in Section 11.5, below.  A Change Directive shall 

be used in the absence of complete and prompt agreement on the terms of a 

Change Order.  Where practicable, any items of Work that may be agreed upon, 

prior to the performance of Work under this Section, will be included in a separate 

Change Order.  For example, the cost of the installation of additional asphalt may 

be agreed upon based on the unit prices in the Bid. 

10.3.2 If the Change Directive provides for an adjustment to the Contract Amount, the 

adjustment shall be based on the method provided in paragraph 11.5. 

10.3.3 A Change Directive shall be effective immediately and shall be recorded later by 

preparation and execution of an appropriate Change Order. 

10.3.4 Upon receipt of a Change Directive, CONTRACTOR shall promptly proceed with the 

change in the Work involved, provided, prior to the commencement of any Work 

under this section, the CONTRACTOR must submit its proposed Work plan, 

anticipated schedule, and a list of its work force and equipment proposed to be 
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used in the Work for OWNER’S approval.  Upon such approval, CONTRACTOR must 

promptly commence and make continuous progress in the Work.  The OWNER 

reserves the right to withhold payment for low production or lack of progress.   

10.4 Field Order: 

10.4.1 Owner's Representative may authorize minor variations in the Work from the 

requirements of the Contract Documents which do not involve an adjustment in 

the Contract Amount or the Contract Times and are compatible with the design 

concept of the completed Project as a functioning whole as indicated by the 

Contract Documents. These shall be accomplished by written Field Order and shall 

be binding on OWNER and on CONTRACTOR who shall perform the Work involved 

promptly. 

10.4.2 If CONTRACTOR believes that a Field Order would require an adjustment in the 

Contract Amount and/or Contract Times, CONTRACTOR shall make a prompt 

written request to Owner's Representative for a Change Order. Any request by 

CONTRACTOR for an adjustment in Contract Amount and/or Contract Times must 

be made in writing prior to beginning the work covered by the Field Order. 

10.5 No Damages for Delay: CONTRACTOR shall receive no compensation for delays or 

hindrances to the Work, except when direct and unavoidable extra cost to CONTRACTOR is 

caused by failure of OWNER to provide information or material, if any, which is to be 

furnished by OWNER or access to the Work and only to the extent that such acts continue 

after the CONTRACTOR furnishes OWNER with written notice of such failure. When such 

extra compensation is claimed a written statement thereof shall be presented by 

CONTRACTOR to OWNER and if by OWNER found correct shall be approved. If delay is 

caused by specific orders given by OWNER to stop work or by performance of extra Work or 

by failure of OWNER to provide material or necessary instructions for carrying on the Work, 

then such delay will entitle CONTRACTOR to an equivalent extension of time, 

CONTRACTOR’s application for which shall, however, be subject to approval of OWNER. No 

such extension of time shall release CONTRACTOR or surety on its performance bond from 

all CONTRACTOR’s obligations hereunder which shall remain in full force until discharge of 

the Contract.  In no event shall the CONTRACTOR be entitled to any compensation or 

recovery of any special damages in connection with any delays, including without limitation: 

consequential damages, lost opportunity costs, impact damages, or other similar damages.  

The OWNER’S exercise of any of its rights or remedies under the Contract Documents 

(including without limitation ordering changes in the Work, or directing suspension, 

rescheduling, or correction of the Work), regardless of the extent or frequency of the 

OWNER’S exercise of such rights or remedies, shall not be construed as active interference 

in the CONTRACTOR’S performance of the Work.  Except as otherwise provided herein, an 

extension of Contract Time, to the extent permitted under Article 12, shall be the sole 

remedy of the CONTRACTOR for any acknowledged delays. 

 

ARTICLE 11 - CHANGE OF CONTRACT AMOUNT 

11.1 The Contract Amount is stated in the Agreement and, including authorized adjustments, is 

the total amount payable by OWNER to CONTRACTOR for performance of the Work under 

the Contract Documents. 

11.2 The original Contract Amount may not be increased by more than twenty-five percent 

(25%) and it may not be decreased more than twenty-five percent (25%) without the 

consent of the CONTRACTOR to such decrease, except in the event of a termination for 

convenience under paragraph 15.2 or the failure of the City Council to appropriate sufficient 
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funding for the Project, in which events it is agreed that the consent of the CONTRACTOR 

will not be required.  

11.3 The Contract Amount shall only be changed by a Change Order. Any claim for an 

adjustment in the Contract Amount shall be made by Written Notice delivered by the party 

making the Claim to the other party promptly (but in no event later than thirty (30) 

calendar days) after the start of the occurrence or event giving rise to the Claim and stating 

the general nature of the Claim. Notice of the amount of the Claim with supporting data 

shall be delivered within thirty (30) calendar days after Written Notice of Claim is delivered 

by claimant, and shall represent that the adjustment claimed covers all known amounts to 

which claimant is entitled as a result of said occurrence or event. If OWNER and 

CONTRACTOR cannot otherwise agree, all Claims for adjustment in the Contract Amount 

shall be determined as set out in Article 16. 

11.4 Determination of Value of Work: 

11.4.1 The value of any Work covered by a Change Order for an adjustment in the 

Contract Amount will be determined by one or more of the following methods: 

.1 by application of unit prices contained in the Contract Documents to the 

quantities of the items involved. 

.2 by a mutually agreed unit price, or lump sum properly itemized and supported 

by sufficient substantiating data, including documentation by subcontractors 

performing the work, to permit evaluation. 

.3 by cost of Work plus CONTRACTOR's fee for all overhead costs and profit 

(determined as provided in paragraph 11.5). 

.4 No cost will be included in the change order for time spent preparing the 

change order, nor will costs be included for an estimate of time to negotiate 

the change order costs for machinery, tools, or equipment as described in 

subparagraph 11.5.3 

11.4.2 Before using the method described in paragraph 11.4.1.3, OWNER and 

CONTRACTOR agree to negotiate a Change Order using the methods identified in 

paragraphs 11.4.1.1 and 11.4.1.2, as appropriate, to determine the adjustment in 

the Contract Amount.   

11.5 Cost of Work:  If neither of the methods defined in paragraphs 11.4.1.1 nor 11.4.1.2 can 

be agreed upon before a change in the Work is commenced which will result in an 

adjustment in the Contract Amount, then the change in the Work will be performed by 

Change Directive, using the Force Account method, and payment will be made as follows: 

11.5.1 For all personnel, CONTRACTOR will receive actual field cost wage rates for each 

hour that said personnel are actually engaged in such Work, as substantiated by 

its certified payroll, to which will be added an amount equal to twenty‐five percent 

(25%) of the sum thereof as compensation for CONTRACTOR's total overhead, 

profit, and small tools. No separate charge will be made by CONTRACTOR or its 

Subcontractor(s) for organization or overhead expenses. In no case will the rate of 

wage be less than the minimum shown in the Contract for a particular category. 

CONTRACTOR will also receive an amount equal to 55% of the wages paid 

personnel, excluding the 25% compensation provided above, for CONTRACTOR’s 

and any effected Subcontractor’s cost of premiums on public liability insurance, 

workers' compensation insurance, social security and unemployment insurance. 

The cost for superintendence, project management, and other salaried employees 

are considered as included in the twenty five percent (25%) total overhead, profit, 

and small tools mark-up unless considered necessary and ordered by Owner. 
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11.5.2 CONTRACTOR will receive the actual cost, including freight charges, of the 

materials used and installed on such Work, to which costs will be added a sum 

equal to twenty-five percent (25%) thereof as compensation for CONTRACTOR's 

and any affected Subcontractor's total overhead and profit. In case material 

invoices indicate a discount may be taken, the actual cost will be the invoice price 

minus the discount. 

11.5.3 For machinery, trucks, power tools, or other similar equipment (the “equipment”) 

agreed to be necessary by OWNER and CONTRACTOR, OWNER will allow 

CONTRACTOR the Regional and Model Year adjusted Monthly Ownership Cost 

divided by 176 plus the Hourly Estimated Operating Costs as given in the latest 

edition of the "Rental Rate Blue Book" as published by EquipmentWatch (1-800-

669-3282) for each hour that said equipment is in use on such work.  The 

established equipment rates will be paid for each hour that the equipment is 

utilized in the Work.  In the event that the equipment is used intermittently during 

the Work, full payment for an eight-hour day will be made if the equipment is not 

idle more than four (4) hours of the day.  If the equipment is idle more than four 

(4) hours in a day, then payment will be made only for the actual hours worked.  

No additional compensation will be allowed on the equipment for CONTRACTOR's 

or any affected Subcontractor’s overhead and profit.  OWNER may accept an actual 

rental invoice in lieu of the method of calculation set forth in paragraph 11.5.3 for 

equipment rented exclusively for Force Account Work or for equipment not 

included in the Rental Rate Blue Book. 

11.5.4 For Subcontractors, CONTRACTOR will receive the approved actual invoice cost 

plus 5% as compensation for CONTRACTOR’s total overhead and profit.  

11.5.5 CONTRACTOR will receive an additional 1% of the total of 11.5.1, 11.5.2, 11.5.3, 

and 11.5.4 as compensation for increased bond costs.  

11.5.6 The compensation, as herein provided for, shall be received by CONTRACTOR and 

any affected Subcontractor as payment in full for work done by Change Directive 

and will include use of small tools, and total overhead expense and profit. 

CONTRACTOR and Owner's Representative shall compare records of work done by 

Change Directive at the end of each day. Copies of these records will be made 

upon forms provided for this purpose by OWNER and signed by both Owner's 

Representative and CONTRACTOR, with one copy being retained by OWNER and 

one by CONTRACTOR. Refusal by CONTRACTOR to sign these records within two 

(2) working days of presentation does not invalidate the accuracy of the record. 

11.6 Unit Price Work: 

11.6.1 Where the Contract Documents provide that all or part of the Work is to be unit 

price Work, initially the Contract Amount will be deemed to include for all unit price 

work an amount equal to the sum of the established unit price for each separately 

identified item of unit price work times the estimated quantity of each item as 

indicated in the Bid. The estimated quantities of items of unit price work are not 

guaranteed and are solely for the purpose of comparison of Bids and determining 

an initial Contract Amount. Determinations of the actual quantities and 

classifications of unit price work performed by CONTRACTOR will be made by 

Owner's Representative. Owner's Representative will review with CONTRACTOR the 

preliminary determinations on such matters before rendering a written decision 

thereon (by recommendation of an Application for Payment or otherwise). 

11.6.2 When "plan quantity" is indicated for a Bid item, CONTRACTOR shall be paid 

amount specified in the Contract Documents without any measurements. 
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11.6.3 Each unit price will be deemed to include an amount considered by CONTRACTOR 

to be adequate to cover CONTRACTOR's overhead and profit for each separately 

identified item. 

11.6.4 A Major Item is any individual Bid item in the Bid that has a total cost equal to or 

greater than five percent (5%) of the original Contract Amount or $50,000, 

whichever is greater, computed on the basis of Bid quantities and Contract unit 

prices. 

11.6.5 OWNER or CONTRACTOR may make a Claim for an adjustment in the Contract 

Amount in accordance with Article 11 if: 

.1 the actual quantity of any Major Item should become as much as twenty 

percent (20%) more than or twenty percent (20%) less than that in the Bid; 

or 

.2 CONTRACTOR presents documentation contesting accuracy of "plan      

quantity" and Owner's Representative verifies quantity and determines original 

value is in error by five percent (5%) or more; 

Provided, however, in the event a Major Item is reduced by twenty percent (20%) 

or more of the amount in the Bid, no additional Article 11 profit or overhead will be 

added, if, due to other additions in the Work, the net value of the Contract Amount 

is not reduced.  

 

ARTICLE 12 - CHANGE OF CONTRACT TIMES 

12.1 Working Day and Calendar Day Contracts: 

12.1.1 The Contract Times (or Milestones) may only be changed by Change Order or Time 

Extension Request duly executed by both CONTRACTOR and Owner's 

Representative. Any claim for an adjustment of the Contract Times (or Milestones) 

shall be made by Written Notice delivered by the party making the Claim to the 

other party promptly (but in no event later than thirty (30) calendar days after the 

start of the occurrence or event giving rise to the delay) and stating the general 

nature of the delay. Notice of the extent of the delay with supporting data shall be 

delivered within thirty (30) calendar days after Written Notice of Claim is delivered 

by claimant, and shall represent that the adjustment claimed is the entire 

adjustment to which claimant is entitled as a result of said occurrence or event. If 

OWNER and CONTRACTOR cannot otherwise agree, all Claims for adjustment in 

the Contract Times (or Milestones) shall be determined as set out in Article 16. No 

Claim for an adjustment in the Contract Times (or Milestones) will be valid if not 

submitted in accordance with the requirements of this paragraph. 

12.1.2 When CONTRACTOR is at fault and OWNER stops the Work, so that corrections in 

the Work can be made by CONTRACTOR, no extension in time will be allowed. 

12.1.3 When CONTRACTOR is prevented from completing any part of the Work within the 

Contract Times (or Milestones) due to delay beyond the control of both OWNER 

and CONTRACTOR, an extension of the Contract Times (or Milestones) in an 

amount equal to the time lost due to such delay shall be CONTRACTOR's sole and 

exclusive remedy for such delay.  If performance by the CONTRACTOR or OWNER 

is interrupted by any occurrence not occasioned by its own conduct, whether such 

occurrence be an act of god or the result of war, riot, civil commotion, sovereign 

conduct, or the conduct of a third party, then such performance will be excused for 

a period of time necessary to remedy its effects, provided, however, in such an 
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event, a conference will be held within three (3) business days to establish a 

proposed new Progress Schedule for the Project. 

12.1.4 OWNER will consider time extension requests and may grant CONTRACTOR an 

extension of time because of: 

.1 Changes ordered in the work which justify additional time. 

.2 Failure of materials or products being at the Project site due to delays in 

transportation or failures of Suppliers, which are not the result of 

CONTRACTOR’s, Subcontractor’s or Supplier’s negligence. The request for an 

extension of time shall be supported by a citation of acts demonstrating that 

the delays are beyond CONTRACTOR's control, including, but not limited to, 

CONTRACTOR's efforts to overcome such delays documented as follows: 

a) Copy of purchase order for delayed item(s) indicating date ordered by 

CONTRACTOR/ Subcontractor and date purchase order received by 

Supplier. 

b) If item(s) require Shop Drawings or other submittal information in 

accordance with the Contract Documents, provide record of date 

submittal(s) forwarded to Owner's Representative, date submittal(s) 

returned to CONTRACTOR, and date submittal(s) forwarded to Supplier. 

c) Copy of document(s) from Supplier, on Supplier's letterhead, indicating 

date(s) item(s) would be ready for shipment and/or actual shipment 

date(s). 

d) Copies of all correspondence between CONTRACTOR /                  

Subcontractor and Supplier indicating CONTRACTOR /                   

Subcontractor's efforts to expedite item(s).  

e) If item(s) are being purchased by a Subcontractor, provide 

correspondence, meeting notes, etc., that reflect CONTRACTOR's efforts 

with the Subcontractor to expedite delivery of the item(s). 

.3 When acts of OWNER, E/A, utility owners or other contractors employed by 

OWNER delay progress of work through no fault of CONTRACTOR.  The 

CONTRACTOR will only be entitled to an extension of time for delays that 

affect the Critical Path of the Work and that are not caused by the 

CONTRACTOR. 

.4 When CONTRACTOR is delayed by strikes, lockouts, fires, losses from      

natural causes, or other unavoidable cause or causes beyond CONTRACTOR's 

control. 

12.2 Calendar Day Contracts: 

12.2.1 Under a Calendar Day Contract, CONTRACTOR may be granted an extension of 

time because of unusual inclement weather, including but not limited to unusual 

rainfall events, which are beyond the normal rainfall recorded and expected for 

Austin, Texas.  However, the CONTRACTOR will not be granted an extension of 

time for “normal rainfall”, as described below. 

12.2.2 "Unusual Inclement Weather" is defined as a rain event or other weather related 

event which occurs at the site and is of sufficient magnitude to prevent 

CONTRACTOR from performing units of Work critical to maintaining the Progress 

Schedule.    
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12.2.3 Baseline Rain Day Determination.  “Normal rainfall” compiled by the State 

climatologist, based on U.S. Weather Bureau Records for Austin, Texas, is 

considered a part of the Calendar Day Contract, and is not a justification for an 

extension of time. Listed below are the number of days in each month for which no 

compensatory days for rainfall events (“Rain Days”) in such months may be 

claimed: 

January.......................... 8 days 

February........................ 8 days 

March............................. 7 days 

April............................... 7 days 

May................................ 9 days 

June................................ 6 days 

July................................. 5 days 

August........................... 5 days 

September..................... 7 days 

October.......................... 7 days 

November..................... 7 days 

December...................... 7 days 

 

Rain Days in addition to the baseline Rain Day determination described above will 

be measured with the Owner’s Representative’s approval at the nearest 

operational public weather data collection facility to the site, including but not 

limited to the OWNER’s early warning flood gauge system. 

12.2.4 CONTRACTOR may receive credit in any month for Unusual Inclement Weather, 

and specifically for any Rain Days in that month which exceed the number of  Rain 

Days allocated to that month, if a Claim is made in accordance with paragraph 

12.1.1 and the weather event meets the definition for "Unusual Inclement 

Weather”, and as applicable, “Rain Day” and such claimed day is a day on which 

Work critical to maintaining the Progress Schedule is scheduled to be performed 

and is otherwise capable of being performed.   

 

ARTICLE 13 - TESTS AND INSPECTIONS; CORRECTION, REMOVAL OR 

ACCEPTANCE OF DEFECTIVE WORK 

13.1 Notice of Defects: Prompt notice of all defective Work of which OWNER or E/A has actual 

knowledge will be given to CONTRACTOR. All defective Work may be rejected, corrected or 

accepted as provided in Article 13.  CONTRACTOR must give OWNER and E/A prompt notice 

of any defective Work of which CONTRACTOR has actual knowledge. 

13.2 Access to Work: OWNER, E/A, E/A's Consultants, other representatives and personnel of 

OWNER, independent testing laboratories and governmental agencies having jurisdiction will 

have access to the Work at reasonable times for observing, inspecting and testing. 

CONTRACTOR shall provide them proper and safe conditions for such access, and advise 

them of CONTRACTOR's site safety procedures and programs so that they may comply 

therewith as applicable. 
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13.3 Tests and Inspections: 

13.3.1 CONTRACTOR shall give timely notice of readiness of the Work for all required 

inspections, tests or approvals, and shall cooperate with inspection and testing 

personnel to facilitate required inspections or tests. 

13.3.2 OWNER shall employ and pay for services of an independent testing laboratory to 

perform all inspections, tests or approvals required by the Contract Documents 

except: 

.1 for inspections, tests or approvals covered by paragraphs 13.3.3 and 13.3.4 

below; 

.2 that costs incurred for tests or inspections conducted pursuant to paragraph 

13.4.3 shall be paid as provided in paragraph 13.4.3; 

.3 for reinspecting or retesting defective Work, including any associated costs 

incurred by the testing laboratory for cancelled tests or standby time; and  

.4 as otherwise specifically provided in the Contract Documents. 

13.3.3 If laws or regulations of any public body having jurisdiction require any Work (or 

part thereof) specifically to be inspected, tested or approved by an employee or 

other representative of such public body, CONTRACTOR shall assume full 

responsibility for arranging and obtaining such inspections, tests or approvals, pay 

all costs in connection therewith and furnish Owner's Representative the required 

certificates of inspection or approval.  

13.3.4 CONTRACTOR shall also be responsible for arranging and obtaining and shall pay 

all costs in connection with any inspections, tests or approvals required for 

OWNER's and E/A's review of submittals covering materials, equipment, and mix 

designs to be incorporated in the Work. 

13.3.5 All testing laboratories shall meet the requirements of ASTM E-329. 

 

13.4 Uncovering Work: 

13.4.1 If any Work (or the work of others) that is to be inspected, tested or approved is 

covered by CONTRACTOR without written concurrence of Owner's Representative, 

or if any Work is covered contrary to the written request of Owner's 

Representative, it must, if requested by Owner's Representative, be uncovered and 

recovered at CONTRACTOR's expense. 

13.4.2 Uncovering Work as provided in paragraph 13.4.1 shall be at CONTRACTOR's 

expense unless CONTRACTOR has given Owner's Representative timely notice of 

CONTRACTOR's intention to cover the same and Owner's Representative has not 

acted within five (5) working days to such notice. 

13.4.3 If Owner's Representative considers it necessary or advisable that covered Work 

be observed, inspected or tested, CONTRACTOR shall uncover, expose or otherwise 

make available for observation, inspection or testing that portion of the Work in 

question, furnishing all necessary labor, material and equipment. If it is found that 

such Work is defective, CONTRACTOR shall pay all claims, costs, losses and 

damages caused by, arising out of or resulting from such uncovering, exposure, 

observation, inspection and testing and of satisfactory replacement or 

reconstruction (including but not limited to all costs of repair or replacement of 

work of others); and OWNER shall be entitled to an appropriate decrease in the 

Contract Amount, and may make a Claim therefor as provided in Article 11. If, 
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however, such Work is not found to be defective, CONTRACTOR shall be allowed an 

increase in the Contract Amount or an extension of the Contract Times (or 

Milestones), or both, directly attributable to such uncovering, exposure, 

observation, inspection, testing, replacement and reconstruction; and 

CONTRACTOR may make a Claim therefor as provided in Articles 11 and 12. 

13.5 OWNER May Stop the Work: 

13.5.1 If the Work is defective, or CONTRACTOR fails to supply sufficient skilled workers, 

suitable materials, and/or equipment; or fails to furnish or perform the Work in 

such a way that the Work in progress or the completed Work will conform to the 

Contract Documents, OWNER may order CONTRACTOR to stop the Work, or any 

portion thereof, until the cause for such order has been eliminated; however, this 

right of OWNER to stop the Work shall not give rise to any duty on the part of 

OWNER to exercise this right for the benefit of CONTRACTOR or any surety or 

other party. 

13.5.2 If CONTRACTOR fails to correct defective Work or submit a satisfactory plan to 

take corrective action, with procedure and time schedule, OWNER may order 

CONTRACTOR to stop the Work, or any portion thereof, until cause for such order 

has been eliminated, or take any other action permitted by this Contract. A notice 

to stop the Work, based on defects, shall not stop calendar or working days 

charged to the Project. 

13.6 Correction or Removal of Defective Work:  If required by OWNER, CONTRACTOR shall 

promptly, as directed, either correct all defective Work, whether or not fabricated, installed 

or completed, or, if the Work has been rejected by Owner's Representative, remove it from 

the site and replace it with Work that is not defective. CONTRACTOR shall correct or remove 

and replace defective Work, or submit a plan of action detailing how the deficiency will be 

corrected, within the time frame identified in the notice of defective Work. CONTRACTOR 

shall pay all claims, costs, losses and damages caused by or resulting from such correction 

or removal (including but not limited to all costs of repair or replacement of work of others). 

13.7 Warranty period: 

13.7.1 If within one year after the date of Substantial Completion or such longer period of 

time as may be prescribed by laws or regulations or by the terms of any applicable 

special guarantee required by the Contract Documents or by any specific provision 

of the Contract Documents (e.g. paragraph 14.11.2), any Work, including work 

performed after the Substantial Completion date, is found to be defective, 

CONTRACTOR shall promptly, without cost to OWNER and in accordance with 

OWNER's written instructions: 

(i) correct such defective Work, or, if it has been rejected by OWNER, remove it 

from the site and replace it with Work that is not defective, and 

(ii) satisfactorily correct or remove and replace any damage to other Work or the 

work of others resulting therefrom. 

If CONTRACTOR does not promptly comply with the terms of such instructions, or 

in an emergency where delay would cause serious risk of loss or damage, OWNER 

may have the defective Work corrected or the rejected Work removed and 

replaced, and all claims, costs, losses and damages caused by or resulting from 

such removal and replacement (including but not limited to all costs of repair or 

replacement of work of others) will be paid by CONTRACTOR.  The warranty period 

will be deemed to be renewed and recommenced in connection with the completed 

items of Work requiring correction. 
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13.7.2 In special circumstances where a particular item of equipment is placed in 

continuous service before Substantial Completion of all the Work, the warranty 

period for that item may start to run from an earlier date if so provided in the 

Contract Documents. 

13.7.3 If correction of defective Work will affect the function or use of the facility 

CONTRACTOR shall not proceed with correction of defective Work without prior 

coordination and approval of OWNER. 

13.7.4 The obligations of the CONTRACTOR to perform warranty work will survive the 

acceptance of the Work and any termination of the Contract. 

13.8 Acceptance of Defective Work: If, instead of requiring correction or removal and 

replacement of defective Work, OWNER decides to accept it, OWNER may do so. 

CONTRACTOR shall pay all claims, costs, losses and damages attributable to OWNER's 

evaluation of and determination to accept such defective Work. If any such acceptance 

occurs prior to recommendation of final payment, a Change Order will be issued 

incorporating the necessary revisions in the Contract Documents and compensating OWNER 

for the diminished value of the defective Work. If the acceptance occurs after such 

recommendation, an appropriate amount will be paid by CONTRACTOR to OWNER after a 

calculation by OWNER of the diminution in value of the defective Work. 

13.9 OWNER May Correct Defective Work: If CONTRACTOR fails within a reasonable time 

after Written Notice of OWNER to correct defective Work, or to remove and replace rejected 

Work, or if CONTRACTOR fails to perform the Work in accordance with the Contract 

Documents, or if CONTRACTOR fails to comply with any other provision of the Contract 

Documents, OWNER may, after seven (7) calendar days' Written Notice to CONTRACTOR, 

correct and remedy any such deficiency. If, in the opinion of the Owner's Representative, 

significant progress has not been made during this seven (7) calendar day period to correct 

the deficiency, the OWNER may exercise any actions necessary to remedy the deficiency. In 

exercising the rights and remedies under this paragraph, OWNER shall proceed 

expeditiously. In connection with such corrective and remedial action, OWNER may exclude 

CONTRACTOR from all or part of the site, take possession of all or part of the Work, and 

suspend CONTRACTOR's services related thereto, and incorporate in the Work all materials 

and equipment stored at the site or for which OWNER has paid CONTRACTOR but which are 

stored elsewhere. CONTRACTOR shall allow OWNER, its agents and employees, OWNER's 

other contractors, E/A and E/A's consultants access to the site to enable OWNER to exercise 

the rights and remedies under this paragraph. All claims, costs, losses and damages 

incurred or sustained by OWNER in exercising such rights and remedies will be charged 

against CONTRACTOR and a Change Order will be issued incorporating the necessary 

revisions in the Contract Documents with respect to the Work. Such claims, costs, losses 

and damages will include but not be limited to all costs of repair or replacement of work of 

others destroyed or damaged by correction, removal or replacement of CONTRACTOR's 

defective Work. CONTRACTOR shall not be allowed an extension of the Contract Times (or 

Milestones), or claims of damage because of any delay in the performance of the Work 

attributable to the exercise by OWNER of OWNER's rights and remedies hereunder. 

 

ARTICLE 14 - PAYMENTS TO CONTRACTOR AND COMPLETION 

14.1 Application for Progress Payment: 

14.1.1 Within 45 days from when the work was performed by the Contractor and 

Subcontractors, but not more often than once a month, CONTRACTOR shall submit 

to Owner's Representative for review an Application for Payment, in a form 
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acceptable to OWNER, filled out and signed by CONTRACTOR covering the Work 

completed as of the date of the Application and accompanied by such supporting 

documentation as is required by the Contract Documents. 

14.1.2 Such applications shall not include requests for payment on account of changes in 

the Work which have been properly authorized by Change Directives but not yet 

included in Change Orders. 

14.1.3 Such applications shall not include requests for payment of amounts the 

CONTRACTOR does not intend to pay to a Subcontractor or Supplier because of a 

dispute or other reason. 

14.1.4 If payment is requested on the basis of materials or equipment not incorporated in 

the Work but delivered and suitably stored at the site or at another location agreed 

to in writing, the Application for Payment shall be accompanied by such bills of 

sale, data and other procedures satisfactory to OWNER substantiating OWNER’s 

title to such materials or equipment or otherwise protecting OWNER’s interest. 

Payment on account of such materials or equipment will not include any amount 

for CONTRACTOR’s overhead or profit or relieve CONTRACTOR of its obligation to 

protect and install such materials or equipment in accordance with the 

requirements of the Contract and to restore damaged or defective Work. If 

materials or equipment are stored at another location, at the direction of the 

OWNER they shall be stored in a bonded and insured facility, accessible to E/A and 

OWNER, and shall be clearly marked as property of OWNER.  Title to materials 

delivered to the site of the Work or a staging area will pass to OWNER upon 

payment by OWNER without the necessity for further documentation.  Risk of loss 

will not pass to OWNER until acceptance. 

14.1.5 Where the original Contract Amount is less than $400,000, OWNER will pay 

CONTRACTOR total amount of approved Application for Payment, less ten percent 

(10%) of amount thereof, which ten percent (10%) will be retained until final 

payment, less all previous payments and less all other sums that may be retained 

by OWNER under the terms of this Agreement. Where the original Contract 

Amount is $400,000 or more, OWNER will pay CONTRACTOR total amount of 

approved Application for Payment, less five percent (5%) of amount thereof, which 

five percent (5%) will be retained until final payment, less all previous payments 

and less all other sums that may be retained by OWNER under the terms of this 

Agreement. In either case, if the Work is near completion and delay occurs due to 

no fault or neglect of CONTRACTOR, OWNER may pay a portion of the retained 

amount to CONTRACTOR. CONTRACTOR, at OWNER's option, may be relieved of 

the obligation to complete the Work and, thereupon, CONTRACTOR shall receive 

payment of the balance due under the Contract subject to the conditions stated 

under paragraph 15.2. A Subcontractor may submit a written request to the 

CONTRACTOR and Project Manager requesting release of retainage for work by the 

Subcontractor that has been completed and approved. The Project Manager will 

evaluate the request and if it is approved, the Project Manager will request the 

CONTRACTOR to include the request for release of an appropriate amount of 

retainage in the next Pay Application. 

14.1.6 Applications for Payment shall include the following documentation: 

.1 updated Progress Schedule; 

.2 monthly subcontractor report;  

.3 any other documentation required under the Supplemental General Conditions. 
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14.2 CONTRACTOR's Warranty of Title: CONTRACTOR warrants and guarantees that title to all 

Work, materials and equipment covered by any Application for Payment, whether 

incorporated in the Project or not, will pass to OWNER free and clear of all Liens no later 

than the time of payment to CONTRACTOR. 

14.3 Review of Applications for Progress Payment: 

14.3.1 Owner's Representative will, within seven (7) calendar days after receipt of each 

Application for Payment, either indicate a recommendation for payment and 

forward the Application for processing by OWNER, or return the Application to 

CONTRACTOR indicating Owner's Representative's reasons for refusing to 

recommend payment. In the latter case, CONTRACTOR shall make the necessary 

corrections and resubmit the Application. 

14.3.2 Owner's Representative's recommendation of any payment requested in an 

Application for Payment will constitute a representation by Owner's 

Representative, based upon Owner's Representative's on-site observations of the 

executed Work and on Owner's Representative's review of the Application for 

Payment and the accompanying data and schedules, that to the best of Owner's 

Representative's knowledge, information and belief: 

.1 the Work has progressed to the point indicated; and 

.2 the quality of the Work is generally in accordance with the Contract 

Documents (subject to an evaluation of the Work as a functioning whole prior 

to or upon Substantial Completion, to the results of any subsequent tests 

called for in the Contract Documents, to a final determination of quantities and 

classifications for unit price Work, and to any other qualifications stated in the 

recommendation). 

14.3.3 By recommending any such payment, Owner's Representative will not thereby be 

deemed to have represented that: 

.1 exhaustive or continuous on-site inspections have been made to check the 

quality or the quantity of the Work; 

.2 examination has been made to ascertain how or for what purpose  

CONTRACTOR has used money previously paid on account of the Contract 

Amount; 

.3 CONTRACTOR's construction means, methods, techniques, sequences or 

procedures have been reviewed; or 

.4 that there may not be other matters or issues between the parties that might 

entitle CONTRACTOR to be paid additionally by OWNER or entitle OWNER to 

withhold payment to CONTRACTOR. 

14.4 Decisions to Withhold Payment: 

14.4.1 OWNER may withhold or nullify the whole or part of any payment to such extent as 

may be necessary on account of: 

.1 defective Work not remedied; 

.2 third party Claims filed or reasonable evidence indicating probable filing of 

such Claims; 

.3 failure of CONTRACTOR to make payments properly to Subcontractors for 

labor, materials or equipment; 
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.4 reasonable evidence that the Work cannot be completed for the unpaid 

balance of the Contract Amount; 

.5 damage to OWNER or another contractor; 

.6 reasonable evidence that the Work will not be completed within the Contract 

Time, and that the unpaid balance would not be adequate to cover actual or 

liquidated damages for the anticipated delay; 

.7 failure of CONTRACTOR to submit a schedule of values in accordance with the 

Contract Documents; 

.8 failure of CONTRACTOR to submit a submittal schedule in accordance with the 

Contract Documents;  

.9 failure of CONTRACTOR to submit and update a construction Progress 

Schedule in accordance with the Contract Documents; 

.10 failure of CONTRACTOR to maintain a record of changes on drawings and 

documents; 

.11 failure of CONTRACTOR to maintain weekly payroll reports and, as applicable, 

provide copies of reports in a timely manner upon request of OWNER; 

.12 failure of CONTRACTOR to submit monthly subcontractor reports; 

.13 CONTRACTOR's neglect or unsatisfactory prosecution of the Work, including 

failure to clean up; 

.14 failure of CONTRACTOR to comply with the Austin City Code, Chapter 2-9-A, 

as amended, “Minority-Owned and Women-Owned Business Enterprise 

Procurement Program;” or  

.15 failure of CONTRACTOR to comply with any provision of the Contract 

Documents. 

14.4.2 When the above reasons for withholding payment are removed, CONTRACTOR 

shall resubmit a statement for the value of Work performed. Payment will be made 

within thirty (30) calendar days of receipt of approved Application for Payment. 

14.4.3 Subcontractors may request Partial Payment when the OWNER withholds payment 

of an invoice to the CONTRACTOR for any reason listed in Section 14.4.1. If 

payment is withheld by the OWNER, the CONTRACTOR shall notify all affected 

Subcontractors within two (2) working days of notice that payment is being 

withheld.  Upon notification, Subcontractors may submit a formal written request 

for Partial Payment to the CONTRACTOR and OWNER.  If directed by the OWNER, 

the CONTRACTOR shall within three (3) working days resubmit to the OWNER an 

invoice for the same period that includes only the work performed by the 

requesting Subcontractors during this period. The OWNER will review this 

resubmitted invoice in accordance with Section 14.3.1. Upon receipt of payment 

for the resubmitted invoice, CONTRACTOR shall pay the subcontractor within ten 

(10) Calendar Days in accordance with Section 6.4.7. 

14.5 Delayed Payments: Should OWNER fail to make payment to CONTRACTOR of sum named 

in any Application for Payment within thirty (30) calendar days after the day on which 

OWNER received the mutually acceptable Application for Payment, then OWNER will pay to 

CONTRACTOR, in addition to sum shown as due by such Application for Payment, interest 

thereon at the rate specified in Government Code, Section 2251.025(b) from date due until 

fully paid, which shall fully liquidate any injury to CONTRACTOR growing out of such delay in 

payment. 
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14.6 Arrears: No money shall be paid by OWNER upon any claim, debt, demand or account 

whatsoever, to any person, firm or corporation who is in arrears to City for taxes; and City 

shall be entitled to counterclaim and automatically offset against any such debt, claim, 

demand or account in the amount of taxes so in arrears and no assignment or transfer of 

such debt, claim, demand or account after said taxes are due, shall affect the right of 

OWNER to so offset said taxes, and associated penalties and interest if applicable, against 

the same. 

14.7 Substantial Completion: 

14.7.1 When the CONTRACTOR considers that the Work, or a portion thereof which the 

OWNER agrees to accept separately, is substantially complete, the CONTRACTOR 

shall notify Owner's Representative and request a determination as to whether the 

Work or designated portion thereof is substantially complete. If Owner's 

Representative does not consider the Work substantially complete, Owner's 

Representative will notify CONTRACTOR giving reasons therefor. After performing 

any required Work, CONTRACTOR shall then submit another request for Owner's 

Representative to determine Substantial Completion. If Owner's Representative 

considers the Work substantially complete, Owner's Representative will prepare 

and deliver a certificate of Substantial Completion which shall establish the date of 

Substantial Completion, shall include a punch list of items to be completed or 

corrected before final payment, shall establish the time within which CONTRACTOR 

shall finish the punch list, and shall establish responsibilities of the OWNER and 

CONTRACTOR for security, maintenance, heat, utilities, damage to the Work, 

warranty and insurance. Failure to include an item on the punch list does not alter 

the responsibility of CONTRACTOR to complete all Work in accordance with the 

Contract Documents. If a Certificate of Occupancy is required by public authorities 

having jurisdiction over the Work, said certificate shall be issued before the Work 

or any portion thereof is considered substantially complete. The certificate of 

Substantial Completion shall be signed by OWNER and CONTRACTOR to evidence 

acceptance of the responsibilities assigned to them in such certificate. 

14.7.2 OWNER shall have the right to exclude CONTRACTOR from the Work after the date 

of Substantial Completion, but OWNER will allow CONTRACTOR reasonable access 

to complete or correct items on the punch list and complete warranty work. 

14.8 Partial Utilization: Use by OWNER, at OWNER's option, of any substantially completed 

part of the Work which: (i) has specifically been identified in the Contract Documents, or (ii) 

OWNER and CONTRACTOR agree constitutes a separately functioning and usable part of the 

Work that can be used by OWNER for its intended purpose without significant interference 

with CONTRACTOR's performance of the remainder of the Work, may be accomplished prior 

to Substantial Completion of all the Work in accordance with the following: 

14.8.1 OWNER at any time may request CONTRACTOR to permit OWNER to use any such 

part of the Work which OWNER believes to be ready for its intended use and 

substantially complete. If CONTRACTOR agrees that such part of the Work is 

substantially complete, CONTRACTOR shall certify to Owner's Representative that 

such part of the Work is substantially complete and request Owner's 

Representative to issue a certificate of substantial Completion for that part of the 

Work. CONTRACTOR at any time may notify Owner's Representative that 

CONTRACTOR considers any such part of the Work ready for its intended use and 

substantially complete and request Owner's Representative to issue a certificate of 

Substantial Completion for that part of the Work. The provisions of paragraphs 

14.7.1 and 14.7.2 will apply with respect to certification of Substantial Completion 
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of that part of the Work and the division of responsibility in respect thereof and 

access thereto. 

14.8.2 Such partial utilization is authorized by public authorities having jurisdiction over 

the Work. 

14.9 Final Inspection: Upon Written Notice from CONTRACTOR that the entire Work or an 

agreed portion thereof is complete, Owner's Representative will make a final inspection with 

CONTRACTOR and provide Written Notice of all particulars in which this inspection reveals 

that the Work is incomplete or defective. CONTRACTOR shall immediately take such 

measures as are necessary to complete such Work or remedy such deficiencies.  

14.10 Final Application for Payment: CONTRACTOR may make application for final payment 

following the procedure for progress payments after CONTRACTOR has completed all such 

corrections to the satisfaction of Owner's Representative and delivered the following 

documents: 

14.10.1 Affidavit by CONTRACTOR certifying the payment of all debts and claims; 

14.10.2 Three (3) complete operating and maintenance manuals, each containing 

maintenance and operating instructions, schedules, guarantees, and other 

documentation required by the Contract Documents; 

14.10.3 Record documents (as provided in paragraph 6.10); 

14.10.4 Consent of surety, if any, to final payment. If surety is not provided, complete 

and legally effective releases or waivers (satisfactory to OWNER) of all claims 

arising out of or filed in connection with the Work; 

14.10.5 Certificate evidencing that insurance required by the Supplemental General 

Conditions will remain in force after final payment and through the warranty 

period; 

14.10.6 Non-Use of Asbestos Affidavit (After Construction); 

14.10.7 Subcontractor report and all other documentation necessary for evaluation of 

CONTRACTOR’s fulfillment of the Contract MBE/WBE or DBE goals;  

14.10.8 Documentation of notice to claimants, to the extent applicable and subject to 

subparagraph 14.11.4;   

14.10.9 Proof of performance Bond extension through warranty period, if a performance 

Bond was required; and 

14.10.10 Any other documentation called for in the Contract Documents. 

14.11 Final Payment and Acceptance: 

14.11.1 If, on the basis of observation of the Work during construction, final inspection, 

and review of the final Application for Payment and accompanying documentation 

as required by the Contract Documents, Owner's Representative is satisfied that 

the Work has been completed and CONTRACTOR's other obligations under the 

Contract Documents have been fulfilled and there are no outstanding claims, 

Owner's Representative will recommend the final Application for Payment and 

thereby notify the OWNER, who will pay to CONTRACTOR the balance due 

CONTRACTOR under the terms of the Contract.  If the sole remaining unfinished 

item to complete the Work is the reestablishment of vegetation, CONTRACTOR 

may execute a revegetation letter with fiscal posted (letter of credit) to ensure 

completion of this item.  This Work must be accomplished within one hundred 

twenty (120) Calendar Days of the date of Final Completion of the Work.  When 
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the permanent erosion control has been established, OWNER will initiate an 

inspection for final acceptance of the erosion controls.  If the revegetation is not 

completed within the one hundred twenty (120) Calendar Days, OWNER, at its 

option, may complete the Work using the posted fiscal.   

14.11.2 If the Contract measures Contract Time to Final Completion, rather than 

Substantial Completion, Owner's Representative will issue a letter of final 

acceptance to CONTRACTOR which establishes the Final Completion date and 

initiates the one-year warranty period.  If the sole remaining unfinished item to 

complete the Work is the reestablishment of vegetation and CONTRACTOR has 

executed a revegetation letter with fiscal posted (letter of credit) to ensure 

completion of this item, the Owner’s Representative will issue a letter of 

conditional acceptance to CONTRACTOR which established the Final Completion 

date and initiates the one-year warranty period. 

14.11.3 Final payment is considered to have taken place when CONTRACTOR or any of its 

representatives negotiates OWNER's final payment check, whether labeled final or 

not, for cash or deposits check in any financial institution for its monetary return.  

14.11.4 The OWNER will withhold funds sufficient to cover the amount of any unresolved 

contract claims from final payment for six months under the following limited 

conditions: 

.1 CONTRACTOR must provide written notice to the claimant (via certified mail or 

hand delivery) that (i) OWNER will hold funds in the amount of the disputed 

claim for six (6) months from the date of the receipt of the notice and (ii) 

CONTRACTOR and the claimant have certain alternative dispute resolution 

rights; and 

.2 CONTRACTOR must provide OWNER with a copy of the receipted notice.   

Provided the claimant has received notice under this section, OWNER will release 

the withheld funds, if the CONTRACTOR provides a bond in substantial compliance 

with the provisions of Section 52.231 of the Texas Property Code; when the 

OWNER receives a settlement or release of the claim with accompanying 

instructions regarding payment; upon resolution of the claim in litigation, if suit is 

filed within such six (6) month period and the OWNER receives written notice of 

such filing; or  when such six (6) month period has passed, if no such bond, 

settlement, release, or notice of filing of suit have been received.  The above 

provisions notwithstanding, if efforts to timely resolve a disputed claim are not 

being made to OWNER’S reasonable satisfaction, OWNER may, in its complete 

discretion, file an interpleader action and deposit the withheld funds in the registry 

of a court of competent jurisdiction.  In addition, CONTRACTOR must include a 

provision in each of its subcontracts that the prevailing party in any litigation 

arising thereunder will be entitled to recover its costs of court and reasonable 

attorney’s fees. 

14.12 Waiver of Claims: The making and acceptance of final payment will constitute: 

14.12.1 a waiver of claims by OWNER against CONTRACTOR, except claims       arising 

from unsettled claims, from defective Work appearing after final inspection, from 

failure to comply with the Contract Documents or the terms of any warranty 

specified therein, or from CONTRACTOR's continuing obligations under the 

Contract Documents; and  

14.12.2 a waiver of all claims by CONTRACTOR against OWNER other than those previously 

made in writing and still unsettled. 
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ARTICLE 15 - SUSPENSION OF WORK AND TERMINATION 

15.1 OWNER May Suspend Work Without Cause: At any time and without cause, OWNER 

may suspend the Work or any portion thereof for a period of not more than ninety (90) 

calendar days by Written Notice to CONTRACTOR which will fix the date on which the Work 

will be resumed. CONTRACTOR shall resume the Work on the date so fixed. CONTRACTOR 

shall be allowed an adjustment in the Contract Amount or an extension of the Contract 

Times, or both, directly attributable to any such suspension if CONTRACTOR makes an 

approved Claim therefor as provided in Articles 11 and 12. 

15.2 OWNER May Terminate Without Cause: Upon seven (7) calendar days' Written Notice to 

CONTRACTOR, OWNER may, without cause and without prejudice to any right or remedy of 

OWNER, elect to terminate the Agreement. In such case, CONTRACTOR shall be paid 

(without duplication of any items): 

15.2.1 for completed and acceptable Work executed in accordance with the Contract 

Documents prior to the effective date of termination;  

15.2.2 for reasonable demobilization costs; and 

15.2.3 for anticipated profits on completed and accepted Work not previously paid and not 

included in separate pay items calculated to date of termination but not for 

anticipated profit on the entire Contract not previously paid, unabsorbed overhead, 

or lost opportunity.  

15.3 OWNER May Terminate With Cause: 

15.3.1 Upon the occurrence of any one or more of the following events: 

.1 if CONTRACTOR persistently fails to perform the Work in accordance with the 

Contract Documents; 

.2 if CONTRACTOR disregards laws or regulations of any public body having 

jurisdiction; 

.3 if CONTRACTOR disregards the authority of Owner's Representative; 

.4 if CONTRACTOR makes fraudulent statements; 

.5 if CONTRACTOR fails to maintain a work force adequate to accomplish the 

Work within the Contract Time; 

.6 if CONTRACTOR fails to make adequate progress and endangers successful 

completion of the Contract; or  

.7 if CONTRACTOR otherwise violates in any substantial way any provisions of

 the Contract Documents; 

OWNER may, after giving CONTRACTOR (and the surety, if any) seven (7) 

calendar days Written Notice terminate the services of CONTRACTOR. OWNER, at 

its option, may proceed with negotiation with surety for completion of the Work. 

Alternatively, OWNER may under these circumstances exclude CONTRACTOR from 

the site and take possession of the Work (without liability to CONTRACTOR for 

trespass or conversion), incorporate in the Work all materials and equipment 

stored at the site or for which OWNER has paid CONTRACTOR but which are stored 

elsewhere, and finish the Work as OWNER may deem expedient. In such case 

CONTRACTOR shall not be entitled to receive any further payment until the Work is 

finished. If the unpaid balance of the Contract Amount exceeds all claims, costs, 
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losses and damages sustained by OWNER arising out of or resulting from 

completing the Work, such excess will be paid to CONTRACTOR. If such claims, 

costs, losses and damage exceed such unpaid balance, CONTRACTOR or surety 

shall pay the difference to OWNER.  In the event that a termination for cause is 

found to be wrongful, the termination shall be converted to a termination without 

cause as set forth in Section 15.2 and CONTRACTOR’S remedy for wrongful 

termination is limited to the recovery of the payments permitted for termination 

without cause as set forth in Section 15.2.  

15.3.2 Where CONTRACTOR's services have been so terminated by OWNER, the 

termination will not affect any rights or remedies of OWNER against CONTRACTOR 

and surety then existing or which may thereafter accrue. Any retention or payment 

of moneys due CONTRACTOR by OWNER will not release CONTRACTOR from 

liability. In the event OWNER terminates Contract with cause, OWNER may reject 

any and all Bids submitted by CONTRACTOR for up to three (3) years after the 

date of such termination.  These sanctions will be administered in accordance with 

the City of Austin Purchasing Office Probation, Suspension, and Debarment 

Procedures for Vendors, which include notice and an opportunity for a hearing.   

15.4 CONTRACTOR May Stop Work or Terminate: If through no act or fault of CONTRACTOR, 

the Work is suspended for a period of more than ninety (90) calendar days by OWNER or 

under an order of court or other public authority, or (except during disputes) Owner's 

Representative fails to forward for processing any mutually acceptable Application for 

Payment within thirty (30) calendar days after it is submitted, or (except during disputes) 

OWNER fails for sixty (60) calendar days after it is submitted to pay CONTRACTOR any sum 

finally determined by OWNER to be due, then CONTRACTOR may, upon seven (7) calendar 

days' Written Notice to OWNER, and provided OWNER does not remedy such suspension or 

failure within that time, terminate the Agreement and recover from OWNER payment on the 

same terms as provided in paragraph 15.2. In lieu of terminating the Agreement and 

without prejudice to any other right or remedy, if (except during disputes) Owner's 

Representative has failed to forward for processing any mutually acceptable Application for 

Payment within thirty (30) calendar days after it is submitted, or (except during disputes) 

OWNER has failed for sixty (60) calendar days after it is submitted to pay CONTRACTOR any 

sum finally determined by OWNER to be due, CONTRACTOR may upon seven (7) calendar 

days' Written Notice to OWNER stop the Work until payment of all such amounts due 

CONTRACTOR, including interest thereon. The provisions of this paragraph 15.4 are not 

intended to preclude CONTRACTOR from making a Claim under Articles 11 and 12 for an 

increase in Contract Amount or Contract Times or otherwise for expenses or damage 

directly attributable to CONTRACTOR's stopping Work as permitted by this paragraph. 

15.5 Discretionary Notice to Cure: In its complete discretion, OWNER may, but is not required 

to, provide a Notice to Cure to CONTRACTOR and its surety to cure an event of default 

described above and/or an anticipatory breach of contract and, if required by OWNER, to 

attend a meeting with OWNER, regarding the Notice to Cure, the event of default, and/or 

the anticipatory breach of contract.  The Notice to Cure will set forth the time limit in which 

the cure is to be completed or commenced and diligently prosecuted.  Upon receipt of any 

Notice to Cure, CONTRACTOR shall prepare a report describing its program and measures to 

affect the cure of the event of default and/or anticipatory breach of contract within the time 

required by the Notice to Cure.  The CONTRACTOR’S report must be delivered to OWNER at 

least three (3) days prior to any requested meeting with the OWNER and surety. 

15.6 Bankruptcy: If CONTRACTOR declares bankruptcy or is adjudged bankrupt or makes an 

assignment for the benefit of creditors or if a receiver is appointed for the benefit of 

creditors or if a receiver is appointed by reason of CONTRACTOR’S insolvency, 

CONTRACTOR may be unable to perform this Contract in accordance with the Contract 
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requirements.  In such an event, OWNER may demand CONTRACTOR or its successor in 

interest provide OWNER with adequate assurance of CONTRACTOR’S future performance in 

accordance with the terms and conditions of the Contract.  If CONTRACTOR fails to provide 

adequate assurance of future performance to OWNER’S reasonable satisfaction within ten 

(10) days of such a request, OWNER may terminate the CONTRACTOR’S services for cause 

or without cause, as set forth above.  If CONTRACTOR fails to provide timely adequate 

assurance of its performance and actual performance, OWNER may prosecute the Work with 

its own forces or with other contractors on a time and material or other appropriate basis 

and the cost of which will be charged against the Contract balance. 

15.7 Duty to Mitigate:  In the event of any termination or suspension under this Contract, the 

CONTRACTOR agrees to and shall take all reasonable actions to mitigate its damages and 

any and all claims which may be asserted against the OWNER. 

15.8 Responsibility during Demobilization:  While demobilizing, the CONTRACTOR will take 

all necessary and reasonable actions to preserve and protect the Work, the site and other 

property of the OWNER or others at the site. 

 

ARTICLE 16 - DISPUTE RESOLUTION 

16.1 Filing of Claims: 

16.1.1 Claims arising from the circumstances identified in paragraphs 3.2, 4.1, 4.2.2, 

4.2.4, 6.4.2, 6.11.5.2, 6.17, 7.5, 8.6, 9.5, 10.4.2, 13.4.3, 13.8, 13.9, 15.1, 15.2, 

15.3, or 15.4, or other occurrences or events, shall be made by Written Notice 

delivered by the party making the Claim to the other party within thirty (30) 

calendar days after the start of the occurrence or event giving rise to the Claim 

and stating the general nature of the Claim. Notice of the amount of the Claim with 

supporting data shall be delivered in writing within thirty (30) calendar days after 

Written Notice of Claim is delivered by claimant and shall represent that the 

adjustment claimed covers all known amounts and/or extensions of time to which 

claimant is entitled. 

16.1.2 Within thirty (30) calendar days of receipt of notice of the amount of the Claim 

with supporting data, Owner's Representative and CONTRACTOR shall meet to 

discuss the Claim, after which an offer of settlement or notification of no 

settlement offer will be made to claimant. If claimant is not satisfied with the 

proposal presented, claimant shall have thirty (30) calendar days in which to: (i) 

submit additional supporting data requested by the other party; (ii) modify the 

initial Claim; or (iii) request Alternative Dispute Resolution. 

16.2 Alternative Dispute Resolution: 

16.2.1 If a dispute exists concerning a Claim, the parties agree to use the following 

procedure prior to pursuing any other available remedies. OWNER reserves the 

right to include the E/A as a party. 

16.2.2 Negotiating with Previously Uninvolved Personnel:  Either party may make a 

written request for a meeting to be held between representatives of each party 

within fourteen (14) Calendar Days of the request or such later period that the 

parties may agree to.   Each party shall endeavor to include, at a minimum, one 

(1) previously uninvolved senior level decision maker (an owner, officer, or 

employee of each organization) empowered to negotiate on behalf of their 

organization.  If a previously uninvolved senior level decision maker is unavailable 

due to the size of the CONTRACTOR’S organization or any other reason, the 
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CONTRACTOR shall nonetheless provide an appropriate senior level decision maker 

for the meeting.  The purpose of this and any subsequent meetings will be good 

faith negotiations of the matters constituting the dispute.  Negotiations shall be 

concluded within thirty (30) Calendar Days of the first meeting, unless mutually 

agreed otherwise.  This step may be waived by a written agreement signed by 

both parties, in which event the parties may proceed directly to mediation as 

described below. 

16.2.3 Mediation: 

.1 If the procedure described in 16.2.2 proves unsuccessful or is waived pursuant 

to its terms, the parties shall initiate the mediation process. OWNER and 

CONTRACTOR agree to select within thirty (30) calendar days a mediator 

trained in mediation skills, to assist with resolution of the dispute. OWNER and 

CONTRACTOR agree to act in good faith in the selection of the mediator and to 

give consideration to qualified individuals nominated to act as mediator. 

Nothing in this agreement prevents the parties from relying on the skills of a 

person who also is trained in the subject matter of the dispute and/or a 

contract interpretation expert. Should the parties fail to agree on a mediator 

within thirty (30) calendar days of initiation of the mediation process, the 

parties agree to ask the Travis County Dispute Resolution Center to select a 

qualified individual, which selection shall be binding on the parties. 

.2 Mediation is a forum in which an impartial person, the mediator, facilitates 

communication between parties to promote reconciliation, settlement, or 

understanding among them. The parties hereby agree that mediation, at a 

minimum, shall provide for (i) conducting an on-site investigation, if 

appropriate, by the mediator for fact gathering purposes, (ii) a meeting of all 

parties for the exchange of points of view and (iii) separate meetings between 

the mediator and each party to the dispute for the formulation of resolution 

alternatives. The parties agree to participate in mediation in good faith for up 

to thirty (30) calendar days from the date of the first mediation session, 

unless mutually agreed otherwise. Should the parties fail to reach a resolution 

of the dispute through mediation, then each party is released to pursue other 

remedies available to them. 

16.3 Resolution of Disputes between Contractor and Subcontractor or Supplier: If a 

dispute exists concerning a claim between a CONTRACTOR and a Subcontractor or Supplier, 

the CONTRACTOR agrees to participate with such Subcontractor and/or Supplier in a 

process substantially paralleling the steps set out in paragraphs 16.1 and 16.2 above, 

including the delivery of written notices, submission of supporting data, negotiation with 

previously uninvolved personnel, and, if such alternative dispute resolution process is 

unsuccessful, mediation between the parties to the claim.  If the CONTRACTOR and 

Subcontractor or Supplier agreement provides an alternative dispute resolution process, 

which provides substantially equivalent rights to those set forth herein, it may be followed, 

unless the CONTRACTOR and affected Subcontractor or Supplier agree to follow the process 

outlined above.  The OWNER is not a party to the alternative dispute resolution process 

between the CONTRACTOR and Subcontractor or Supplier and will not pay any costs 

incurred in the process.  Each party will be responsible for its own expenses incurred in the 

process, which will include an equal share of the mediation expenses, unless otherwise 

determined by the mediator.  NOTICE:  THE PROCESS SET FORTH HEREIN IS NOT A 

SUBSTITUTE FOR THE STATUTORY PAYMENT BOND CLAIM PROCESS.  

16.4 Claim Calculation:  
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16.4.1 Delay Claims:  The intent of paying for delay damages is to reimburse the 

CONTRACTOR for actual expense arising out of a compensable delay.  No profit or 

force account markups, other than labor burden, will be allowed for delay claims 

by the CONTRACTOR seeking reimbursement for expenses arising out of an alleged 

event of delay.  No consequential damages will be allowed to the CONTRACTOR in 

connection with any claimed delays.  If the CONTRACTOR requests compensation 

for delay damages and the delay is determined to be compensable, then standby 

equipment costs and project overhead compensation will be based on the duration 

of the compensable delay and the following: 

.1 Standby equipment costs will not be allowed during periods when the 

equipment would have otherwise been idle.  Standby equipment time will not 

exceed more than eight (8) hours per twenty-four (24) hour day, forty (40) 

hours per week, and one hundred seventy-six (176) hours per month.  

Standby equipment costs will be paid at 50 percent (50%) of the applicable 

Rental Rate Blue Book rates and calculated by dividing the monthly rate by 

one hundred seventy-six (176), multiplying the result by the number of 

standby hours and multiplying that number by the regional adjustment factor 

and the rate adjustment factor contained in the Blue Book.  Operating costs 

will not be allowed.  

.2 Project overhead will be determined from actual costs that the CONTRACTOR 

will be required to document.  Project overhead is defined as the 

administrative and supervisory expenses incurred at the work site and will not 

include home office overhead.   

16.4.2 General:  Except as limited with respect to delay claims, as set forth above, the 

criteria set forth in Section 11.4.1 may be used as a basis to calculate an 

adjustment in the Contract Amount in the resolution of a claim, provided that there 

will be no compensation for home office overhead. 

16.5 MBE/WBE Program Progressive Sanctions: CONTRACTOR is subject to progressive 

sanctions for failure of CONTRACTOR to comply with Austin City Code, Chapter 2-9A, as 

amended: “Minority-owned and Women-owned Business Enterprise Procurement Program.”  

Available sanctions for Program violations are set forth in Program rules adopted by the 

Small and Minority Business Resources Department (SMBR), as amended, and may include 

the following progressive sanctions for Program violations within a rolling 24-month period: 

(i) a period of probation for up to six (6) months for the first violation (ii) a period of 

suspension from bidding for up to 24 months for the second violation, and (iii) a period of 

debarment for up to five (5) years for the third violation.    If the CONTRACTOR engages in 

more than one of the violations listed below at any given time, OWNER has the discretion to 

determine whether such actions should be counted as multiple violations of the MBE/WBE 

Ordinance.  Program violations include: 

.1 providing false or misleading information to the OWNER in connection with the 

submission of a Bid, responses to request for qualifications or Proposals, Good Faith 

Efforts documentation, post award compliance or other Program operations; 

.2 substituting M/WBE Subcontractors without first receiving approval for such 

substitutions;  

.3 failure to comply with the approved Compliance Plan without an approved request for 

a change, an approved Change Order or other approved change to the Contract; 

.4 violation of any other provision of the “Minority-owned and Women-owned Business 

Enterprise Procurement Program”; 
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.5 providing false or misleading information to the OWNER in connection with an 

application for or challenge to certification, recertification or decertification as a 

MBE/WBE; and 

 

 .6 bid shopping. 
 

The Progressive Sanctions will be administered in accordance with the City of Austin 

Purchasing Office Probation, Suspension, and Debarment Procedures for Vendors, which 

includes notice and an opportunity for a hearing. 

 

 

ARTICLE 17 – MISCELLANEOUS 

17.1 Venue:  In the event of any suit at law or in equity involving the 

Contract, venue shall be exclusively in Travis County, Texas and the 
laws of the State of Texas shall apply to the interpretation and 

enforcement of the Contract. 

17.2 Extent of Agreement: This Contract represents the entire and integrated agreement 

between the OWNER and CONTRACTOR with respect to the subject matter hereof and 

supersedes all prior negotiations, representations or agreements, either written or oral. 

17.3 Cumulative Remedies: The rights and remedies available to the parties are not to be 

construed in any way as a limitation of any rights and remedies available to any or all of 

them which are otherwise imposed or available by laws or regulations, by special warranty 

or guarantees or by other provisions of the Contract Documents, and the provisions of this 

paragraph will be as effective as if repeated specifically in the Contract Documents in 

connection with each particular duty, obligation, right and remedy to which they apply.  

Specifically, the OWNER is not required to only assess liquidated damages, and OWNER may 

elect to pursue its actual damages resulting from the failure of the CONTRACTOR to 

complete the Work in accordance with the requirements of the Contract Documents. 

17.4 Severability: If any word, phrase, clause, sentence or provision of the Contract, or the 

application of same to any person or set of circumstances is for any reason held to be 

unconstitutional, invalid or unenforceable, that finding shall only effect such word, phrase, 

clause, sentence or provision, and such finding shall not affect the remaining portions of this 

Contract; this being the intent of the parties in entering into the Contract; and all provisions 

of the Contract are declared to be severable for this purpose.  

17.5 Independent Contractor: The Contract shall not be construed as creating an 

employer/employee relationship, a partnership, or a joint venture. CONTRACTOR is an 

independent contractor and CONTRACTOR’s services shall be those of an independent 

contractor. CONTRACTOR agrees and understands that the Contract does not grant any 

rights or privileges established for employees of OWNER.  

17.6 Prohibition of Gratuities:  OWNER may, by Written Notice to CONTRACTOR, terminate 

the Contract without liability if is determined by OWNER that gratuities were offered or 

given by CONTRACTOR or any agent or representative of CONTRACTOR to any officer or 

employee of OWNER with a view toward securing the Contract or securing favorable 

treatment with respect to the awarding or amending or the making of any determinations 

with respect to the performing of such Contract. In the event the Contract is terminated by 

OWNER pursuant to this provision, OWNER shall be entitled, in addition to any other rights 
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and remedies, to recover or withhold the amount of the cost incurred by CONTRACTOR in 

providing such gratuities.  

17.7 Prohibition Against Personal Interest in Contracts:  No officer, employee, independent 

consultant, or elected official of OWNER who is involved in the development, evaluation, or 

decision-making process of the performance of any solicitation shall have a financial 

interest, direct or indirect, in the Contract resulting from that solicitation. Any violation of 

this provision, with the knowledge, expressed or implied, of CONTRACTOR shall render the 

Contract voidable by OWNER. 

17.8 OWNER’S Right to Audit: 

17.8.1 Records means all records generated by or on behalf of CONTRACTOR and each 

Subcontractor and Supplier of CONTRACTOR, whether paper, electronic, or other 

media, which are in any way related to performance of or compliance with this 

Contract, including, without limitation: 

.1 accounting records;  

.2 written policies and procedures;  

.3 subcontract files (including proposals of successful and unsuccessful Bidders, 

Bid recaps, etc.);  

.4 original estimates and estimating work sheets;  

.5 correspondence;  

.6 Change Order files (including documentation covering negotiated 

settlements);  

.7 back charge logs and supporting documentation;  

.8 general ledger entries detailing cash and trade discounts earned, insurance 

rebates and dividends; 

.9 lump sum agreements between CONTRACTOR and any Subcontractor or 

Supplier; 

.10 records necessary to evaluate: Contract compliance, Change Order pricing, 

and any Claim submitted by CONTRACTOR or any of its payees; and 

.11 any other CONTRACTOR record that may substantiate any charge related to 

this Contract. 

17.8.2 CONTRACTOR shall allow OWNER’S agent or its authorized representative to 

inspect, audit, and/or reproduce, or all three, all Records generated by or on 

behalf of CONTRACTOR and each Subcontractor and Supplier, upon OWNER’S 

written request.  Further, CONTRACTOR shall allow OWNER’S agent or authorized 

representative to interview any of CONTRACTOR’S employees, all Subcontractors 

and all Suppliers, and all their respective employees.   

17.8.3 CONTRACTOR shall retain all its Records, and require all its Subcontractors and 

Suppliers to retain their respective Records, during this Contract and for three (3) 

years after final payment, until all audit and litigation matters that OWNER has 

brought to the attention of CONTRACTOR are resolved, or as otherwise required by 

law, whichever is longer.  OWNER’S right to inspect, audit, or reproduce Records, 

or interview employees of CONTRACTOR or its respective Subcontractors or 

Suppliers exists during this Contract, and for three (3) years after final payment, 

until all audit and litigation matters that OWNER has brought to CONTRACTOR’S 

attention are resolved, or as otherwise required by law, whichever is longer, and at 
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no cost to OWNER, either from CONTRACTOR or any of its Subcontractors or 

Suppliers that may furnish Records or make employees available for interviewing. 

17.8.4 CONTRACTOR must provide sufficient and accessible facilities during its normal 

business hours for OWNER to inspect, audit, or reproduce Records, or all three, 

and to interview any person about the Records. 

17.8.5 CONTRACTOR shall insert these requirements in each written contract between 

CONTRACTOR and any Subcontractor or Supplier and require each Subcontractor 

and Supplier to comply with these provisions. 

17.9 Survival:  The terms and conditions of this Contract, which contemplate a period of time 

beyond completion or termination will survive such completion or termination and not be 

merged therein or otherwise terminated. 

17.10 No Waiver:  The waiver of any provision of this Contract will not be deemed to be a waiver 

of any other provision of this Contract.  No waiver of any provision of this Contract will be 

deemed to constitute a continuing waiver unless expressly provided in writing, nor will a 

waiver of any default be deemed a waiver of any subsequent defaults of the same type.  

The failure at any time to enforce this Contract, whether the default is known or not, shall 

not constitute a waiver or estoppel of the right to do so. 

17.11 Conditions Precedent to Right to Sue:  Notwithstanding anything herein to the contrary, 

the CONTRACTOR will have at least 90 days to give notice of a claim for damages as a 

condition precedent to the right to sue on the Contract, subject to the contractual claim and 

alternative dispute resolution processes set forth herein. 

17.12 Waiver of Trial by Jury:  OWNER and CONTRACTOR agree that they have knowingly 

waived the right to trial by jury and have instead agreed that, in the event of any litigation 

arising out of or connected to this Contract, to proceed with a trial before the court, unless 

both parties subsequently agree otherwise in writing.   

17.13 Contractor Evaluation: The Owner will review and evaluate the Contractor’s Work and 

performance on the Project and provide the Contractor with a written Contractor Evaluation Report 

in accordance with City of Austin Administrative Rule R161-13.37.  Rule R161-13.37 provides an 

appeal process.  

http://www.austintexas.gov/department/contract-management 

 

 

 

End 

http://www.austintexas.gov/department/contract-management
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SUPPLEMENTAL GENERAL CONDITIONS 

Section 00810 

 

The Supplemental General Conditions contained herein amend or supplement the General 

Conditions, Section 00700. 

 

ARTICLE 1 – DEFINITIONS 

 

Add to the following definition: 

 

1.20 Engineer/Architect (E/A): The OWNER’s design professional for this contract is: 

Name: MWM Design Group, Inc.  

    Owen Harrod, AIA, LEED AP BC+C  

    Address:  305 E. Huntland Dr., STE. 200  

               Austin, Texas 78752  

                 512-453-0767 

 

Add the following definition: 

 

1.51  Allowance - Allowance is defined as "a not-to-be-exceeded amount”, either 

individually or in the aggregate, which is established between the Owner and the Contractor 

as part of its Bid Proposal when the precise scope of a particular line item(s) has not been 

defined to a level which is adequate for the Contractor to provide a definitive line item 

pricing for that particular scope of Work. The use of any Allowances by the Contractor will 

be subject to the Owner’s sole approval and it is the Owner’s intent to minimize the use 

of Allowances to the fullest extent possible. For any Allowances which the Owner allows 

the Contractor to use, the following rules shall apply: (i) Allowances shall cover the cost to 

the Contractor of the Cost of Work; (ii) Contractor’s overhead and profit associated with the 

stated Allowance shall be included in the Allowance; and (iii) upon completion of the portion 

of the Work subject to an Allowance, the Contract Amount for that portion of the Work will 

be adjusted based upon the approved actual cost of the Work, which will not exceed the 

approved aggregate amount of the Allowances. 

 

ARTICLE 2 - PRELIMINARY MATTERS 

 

2.4 Before Starting Construction:  

 

Delete 2.4.2.6 and replace with the following (changes to the original text are identified by 

underlining): 

 

 .6 A preliminary schedule of values for all of the Work, subdivided into component 

parts in sufficient detail to serve as the basis for progress payments during construction. At 

a minimum, the schedule of values shall be broken out by trade and split between materials 

and labor. Prices will include an appropriate amount of overhead and profit applicable to 

each item of Work; 

 

ARTICLE 4 - AVAILABILITY OF LANDS; SUBSURFACE AND PHYSICAL CONDITIONS; 

REFERENCE POINTS 

 

4.1 Availability of Lands: Add the following to the end of the paragraph: 

 

CONTRACTOR shall contact OWNER’s Transportation Department to obtain a Temporary Use 

of Right-of-Way Permit prior to beginning construction on any sidewalk/driveway or 

occupying any parking area/meters within the public right-of-ways. 
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ARTICLE 5 - BONDS AND INSURANCE   

 

5.3 Other Bond and Insurance Requirements: 

 

5.3.1 CONTRACTOR Provided Insurance 

 

5.3.1.1 General Requirements. 

 

 .1 CONTRACTOR shall carry insurance in the types and amounts indicated below for 

the duration of the Contract, which shall include items owned by OWNER in the care, 

custody and control of CONTRACTOR prior to and during construction and warranty period. 

 

 .2 CONTRACTOR must complete and forward the Certificate of Insurance, Section 

00650, to OWNER before the Contract is executed as verification of coverage required 

below.  CONTRACTOR shall not commence Work until the required insurance is obtained and 

until such insurance has been reviewed by OWNER. Approval of insurance by OWNER shall 

not relieve or decrease the liability of CONTRACTOR hereunder and shall not be construed to 

be a limitation of liability on the part of CONTRACTOR. CONTRACTOR must also complete 

and forward the Certificate of Insurance, Section 00650, to OWNER whenever a previously 

identified policy period has expired as verification of continuing coverage. 

 

 .3 CONTRACTOR's insurance coverage is to be written by companies authorized to 

do business in the State of Texas at the time the policies are issued and shall be written by 

companies with A.M. Best ratings of B+VII or better, except for hazardous material 

insurance which shall be written by companies with A.M. Best ratings of A- or better. 

 

 .4 All endorsements naming the OWNER as additional insured, waivers, and notices 

of cancellation endorsements as well as the Certificate of Insurance shall indicate: City of 

Austin, Capital Contracting Office, P.O. Box 1088, Austin, Texas 78767. 

 

 .5 The "other" insurance clause shall not apply to the OWNER where the OWNER is 

an additional insured shown on any policy. It is intended that policies required in the 

Contract, covering both OWNER and CONTRACTOR, shall be considered primary coverage as 

applicable. 

 

 .6 If insurance policies are not written for amounts specified below, CONTRACTOR 

shall carry Umbrella or Excess Liability Insurance for any differences in amounts specified. If 

Excess Liability Insurance is provided, it shall follow the form of the primary coverage. 

 

 .7 OWNER shall be entitled, upon request and without expense, to receive certified 

copies of policies and endorsements thereto and may make any reasonable requests for 

deletion or revision or modification of particular policy terms, conditions, limitations, or 

exclusions except where policy provisions are established by law or regulations binding upon 

either of the parties hereto or the underwriter on any such policies.   

 

 .8 OWNER reserves the right to review the insurance requirements set forth during 

the effective period of this Contract and to make reasonable adjustments to insurance 

coverage, limits, and exclusions when deemed necessary and prudent by OWNER based 

upon changes in statutory law, court decisions, the claims history of the industry or financial 

condition of the insurance company as well as CONTRACTOR. 

 

 .9 CONTRACTOR shall not cause any insurance to be canceled nor permit any 

insurance to lapse during the term of the Contract or as required in the Contract. 
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 .10 CONTRACTOR shall be responsible for premiums, deductibles and self-insured 

retentions, if any, stated in policies. All deductibles or self-insured retentions shall be 

disclosed on the Certificate of Insurance. 

 

 .11 CONTRACTOR shall provide OWNER thirty (30) days written notice of erosion of 

the aggregate limits below occurrence limits for all applicable coverages indicated within the 

Contract. 

 

 .12 If OWNER owned property is being transported or stored off-site by 

CONTRACTOR, then the appropriate property policy will be endorsed for transit and storage 

in an amount sufficient to protect OWNER's property. 

 

 .13 The insurance coverages required under this contract are required minimums and 

are not intended to limit the responsibility or liability of CONTRACTOR. 

 

5.3.1.2 Business Automobile Liability Insurance. Provide coverage for all owned, non-

owned and hired vehicles.  The policy shall contain the following endorsements in favor of 

OWNER: 

 

a) Waiver of Subrogation endorsement CA 0444; 

b) 30-day Notice of Cancellation endorsement CA 0244; and 

c) Additional Insured endorsement CA 2048. 

 

Provide coverage in the following types and amounts: 

 

 .1 A minimum combined single limit of $500,000 per occurrence for bodily injury 

and property damage. Alternate acceptable limits are $250,000 bodily injury per person, 

$500,000 bodily injury per occurrence and at least $100,000 property damage liability each 

accident. 

 

5.3.1.3 Workers' Compensation And Employers' Liability Insurance. Coverage shall be 

consistent with statutory benefits outlined in the Texas Workers' Compensation Act (Section 

401). CONTRACTOR shall assure compliance with this Statute by submitting two (2) copies 

of a standard certificate of coverage (e.g. ACCORD form) to Owner's Representative for 

every person providing services on the Project as acceptable proof of coverage. The 

Certificate of Insurance, Section 00650, must be presented as evidence of coverage for 

CONTRACTOR.  CONTRACTOR's policy shall apply to the State of Texas and include these 

endorsements in favor of OWNER: 

 

a) Waiver of Subrogation, form WC 420304; and 

b) 30-day Notice of Cancellation, form WC 420601. 

 

The minimum policy limits for Employers' Liability Insurance coverage shall be as follows: 

 

 .1 $100,000 bodily injury per accident, $500,000 bodily injury by disease policy 

limit and $100,000 bodily injury by disease each employee. 

 

5.3.1.4 Commercial General Liability Insurance.  The Policy shall contain the following 

provisions: 

 

a) Contractual liability coverage for liability assumed under the Contract and all 

contracts relative to this Project. 

b) Completed Operations/Products Liability for the duration of the warranty 

period. 

c) Explosion, Collapse and Underground (X, C & U) coverage. 

d) Independent Contractors coverage (Contractors/ Subcontractors work). 
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e) Aggregate limits of insurance per project, endorsement CG 2503. 

f) OWNER listed as an additional insured, endorsements CG 2010 and CG 2037 

or equivalent. 

g) 30-day notice of cancellation in favor of OWNER, endorsement CG 0205. 

h) Waiver of Transfer of Recovery Against Others in favor of OWNER, 

endorsement CG 2404. 

 

Provide coverages A&B with minimum limits as follows: 

 

 .1 A combined bodily injury and property damage limit of $500,000 per occurrence. 

 

5.3.1.5 Professional Liability Insurance.  For Work which requires professional engineering 

or professional survey services to meet the requirements of the Contract, including but not 

limited to excavation safety systems, traffic control plans, and construction surveying, the 

CONTRACTOR or Subcontractors, responsible for performing the professional services shall 

provide Professional Liability Insurance with a minimum limit of $500,000 per claim and in 

the aggregate to pay on behalf of the assured all sums which the assured shall become 

legally obligated to pay as damages by reason of any negligent act, error, or omission 

committed with respect to all professional services provided in due course of the Work of 

this Contract. CONTRACTOR's policy shall include the following endorsement in favor of the 

OWNER: 

 

a) 30-day Notice of Cancellation endorsement CA 0244 

  

ARTICLE 6 - CONTRACTOR'S RESPONSIBILITIES 

 

OWNER will obtain and pay for the following permits, licenses and/or fees: 

 

 6.6.1 Site Development Permit.  OWNER will be responsible for obtaining and 

paying for, if applicable. 

 

 6.6.2 Building Permit(s). OWNER's responsibility for obtaining and paying for the 

Building Permit(s) shall be limited to the following where applicable:  Building Permit Review 

Fees, the required Electrical Service (Aid of Construction) Fee, Water and Wastewater Tap 

Fees, Water and Wastewater Capital Recovery Fees, and Septic Permit Fee.  The OWNER’s 

responsibility for obtaining and paying for the Building Permit(s) excludes securing and 

paying for the following where applicable: overall Building Permit Fees, Driveway Permit 

(Concrete) Fee, Electrical Permit, Mechanical Permit, Plumbing Permit, Water Engineering 

Inspection Fee, Temporary Use of Right-of Way Permit, the gas company’s Gas Yard Line 

Contribution Fee, and any other permits/fees not listed above. 

 

ARTICLE 13 - TESTS AND INSPECTIONS; CORRECTION, REMOVAL OR ACCEPTANCE 

OF DEFECTIVE WORK 

 

13.7 Warranty Period: Add the following: 

 

13.7.5 OWNER will utilize a "Warranty Item Form" (attached at the end of this Section) 

for the purpose of providing Written Notice of warranty defects to CONTRACTOR.  

CONTRACTOR shall date, sign, complete and return the form to OWNER when the defect is 

corrected, including such information on or attached to the form to describe the nature of 

the repairs or corrections that were made.  If the defect cannot be corrected in seven (7) 

Calendar Days, CONTRACTOR shall provide a written explanation to the Owner's 

Representative describing the repairs needed and the time required to complete the repairs. 

 

ARTICLE 14 - PAYMENTS TO CONTRACTOR AND COMPLETION 
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14.1 Application for Progress Payment: Delete 14.1.6.3 and replace with the 

following: 

 

 .3 Time Extension Request. 

 

ARTICLE 17 - MISCELLANEOUS 

 

17.1.1 Notice of Building Project Defect and Right to Cure.   

.1 Pursuant to Texas Government Code Chapter 2272, before the OWNER 

brings a court proceeding with respect to alleged defective Work, the 

OWNER shall: (a) provide each party with whom the OWNER has a 

contract for the construction of a building a written report by certified 

mail, return receipt requested, describing with reasonable clarity: (i) 

the defective Work or related condition; (ii) the present physical 

condition of the building; and (iii) any modification, maintenance, or 

repairs to the building made by the OWNER or others since the building 

was initially occupied or used (the “Report”);  b) allow each party 

against whom the OWNER has claimed and any known subcontractor or 

supplier, who is subject to the claim: (i) a reasonable opportunity to 

inspect the alleged defective Work or related condition identified in the 

Report for a period of 30 days after OWNER sends the Report; and (ii)  

at least 120 days after the inspection to: (A) correct the defective Work 

or related condition identified in the Report; or (B) enter into a 

separate agreement with the OWNER to correct the defective Work or 

related condition. 

.2 The CONTRACTOR must provide bonds and insurance in accordance 

with Contract requirements to cover the correction of the defective 

Work or related condition. 

.3 The right to correct the defective Work or related condition is 

unavailable, if the CONTRACTOR has been previously terminated for 

cause by the OWNER; or has been convicted of a felony.   

.4 In addition, the right to correct defective Work or related condition 

terminates, if OWNER complies with the Report, inspection, and cure 

period process and a) the defective Work or condition was not 

corrected within 120 days or as otherwise agreed; or b) the attempt to 

correct the defective Work or condition resulted in new defective Work 

or condition. 

.5 The CONTRACTOR shall provide a copy of the Report to its insurers and 

sureties and each subcontractor and supplier whose Work is subject to 

the claim not later than the fifth day after its receipt.  The insurer shall 

treat the received Report as the filing of a suit asserting a claim against 

its insured for purposes of the relevant policy terms, but only with 

respect to an insurance policy delivered, issued, or renewed on or after 

January 1, 2020. 

.6 This section does not prohibit or limit the OWNER from making 

emergency repairs to the property in question as necessary to protect 

the health, safety, and welfare of the public or building occupants. 

.7 This section does not apply to an action for personal injury, survival or 

wrongful death, residential construction, a project with TxDOT or 

federal highway funding, or a “civil works” project as defined by Texas 

Government Code Section 2269.351. 
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WARRANTY ITEM NO. _____  (PROJECT NAME) 

 

The General Conditions of the Contract require that Warranty Defects be corrected 

within 7 days after written notice is received. 

 

TO:                

     contractor name address / telephone / fax / email 

 

ATTENTION OF:              

 

FROM:                 

   project manager name / address / telephone / fax / email 

 

PROJECT:              

   name / location / CIP ID number  

 

END OF ONE YEAR WARRANTY:          

        

SUBJECT:             

[  ] If checked, the damage requires immediate attention.  The Contractor has been called. 

[ ] If checked, the Consultant has been asked to consult with the Contractor on the 

problem. 

 

PLEASE CORRECT OR REPAIR THE FOLLOWING ITEM(S): 

 

DATE OF REQUEST     SIGNATURE        

           Project Manager 

xc:  

[    ]          Phone No.    

[    ]            Phone No.    

[    ]           Phone No.    

[    ]            Phone No.    

RESPONSE FROM CONTRACTOR:    DATE CORRECTION WAS MADE:_____________ 

 

The Contractor must endeavor to correct the defect within 7 calendar days after written 

notice is given.  If the defect cannot be corrected in that time, Contractor shall provide a 

written explanation to the Owner's Representative describing the repairs needed and the 

time required to complete the repairs. 

 

Description of corrections made:  

  

DATE OF REPLY     SIGNATURE      

When the repair is complete, the contractor should return a copy to each of the following: 

[    ]          Phone No.    

[    ]            Phone No.    

[    ]           Phone No.    

[    ]            Phone No.    

 

 

 

 

END 
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WAGE RATES AND PAYROLL REPORTING  

Section 00830  

 
  

1. PAYMENT  

  

1.1 Classification Definitions, Building and Heavy and Highway  

  

1.1.1 Definitions for Building Construction and Heavy and Highway classifications shall 

conform to the current “Occupational Information Network (O*NET)” as approved by the U.S. 

Department of Labor.  For interpretive guidance, the Core Task list in O*NET will be used to 

make prevailing wage determinations.  Final classification of workers will be made by the 

OWNER.       

  

1.2 Minimum Wages  

  

1.2.1 Workers on Project shall be paid not less than wage rates, including fringe 

benefits, as published by the Department of Labor (DOL) or the $15.00 minimum wage 

required by City of Austin Ordinance No. 20160324-015, whichever is higher. The Total 

Minimum Wage required can be met using any combination of cash and non-cash qualified 

fringe benefits provided the cash component meets or exceeds the $15.00 minimum wage 

required.  

  

 1.2.2 Such wage rates shall be used throughout the Contract. If a classification is to be used, 

which is not listed in the attached wage rates, CONTRACTOR shall submit to OWNER rates 

and classification proposed for use, for approval, prior to performance of the Work.  

  

 1.2.3 All laborers and mechanics working upon the Work for this Project shall be paid 

unconditionally and without subsequent deduction or rebate on any account (except such 

payroll deductions as are permitted by regulations issued by Secretary of Labor under the 

Copeland Act, Title 29 CFR, Part 3) full wages accrued and when due, computed at rates not 

less than wage rates bound herein pertaining to type of Work being performed. When Work 

is of such a nature that both Building and Heavy and Highway wage scales are incorporated 

into contract, CONTRACTOR shall pay wage rates to mechanics or laborers performing Work 

in more than one classification at the rate indicated for each classification for time actually 

worked as determined by area practice applicable to type (Site Construction Crafts or Building 

Construction Crafts) of Work being performed without regards to skill. Salaried specialists 

(project superintendent and administrative personnel only) in the permanent employment of 

CONTRACTOR do not fall under any Wage Classification. A supervisor/foreman who is not 

exempt under 29 CFR Part 541 and who spends more than a substantial amount of time (20 

percent) in a given workweek as a laborer or mechanic must be paid the applicable Wage 

Rate for the classification of work performed for all hours engaged in such work as a laborer 

or mechanic.  

  

 1.2.4 Wage rates shall be posted by CONTRACTOR at site(s) of Work in prominent, easily 

accessible places where they can be seen by all workers. The following shall also be posted 

by the CONTRACTOR: City of Austin wage contact posters (English and Spanish), City of Austin 

Equal Employment Opportunity posters (English and Spanish), Workers’ Compensation Notice 

(English and Spanish), Texas Payday Law (English and Spanish), City Rest Break Ordinance 
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(English and Spanish), City of Austin Non-Discrimination Statement (related to Title VI of the 

Civil Rights Act), and Federal Notices, as appropriate.  

  

1.3 Overtime Requirements  

  

 1.3.1 No CONTRACTOR, Subcontractor, or Sub-subcontractor contracting for any part of 

contract Work which may require or involve the employment of laborers or mechanics shall 

require or permit any laborer or mechanic in any workweek in which he is employed on such 

Work, to work in excess of forty hours in such workweek unless such laborer or mechanic 

receives compensation at a rate not less than one and one-half times their basic rate of pay 

for all hours in excess of forty hours in such workweek.  

  

  1.3.2  Overtime wages must be calculated using the Adjusted Wage Rate specified in 

the Wage Rate Determination or the actual basic rate of pay, whichever is higher.    

  

2. APPRENTICES  

  

2.1  Locally and Federally Funded Projects  

  

 2.1.1  The terms journeyman and apprentice apply to both union and independent workers, 

and are not intended to imply that these positions are union workers only.  

  

 2.1.2  Apprentices and Trainees will be permitted to work as such only when they are 

registered, individually, under a bonafide Apprenticeship or Trainee program registered with 

the Bureau of Apprenticeship and Training, United States Department of Labor. The allowable 

ratio of Apprentices or Trainees to journeymen in any craft classification shall not be greater 

than the ratio permitted to CONTRACTOR as stated in the registered apprenticeship program 

standards. Any employee listed on a payroll at an Apprentice or Trainee wage rate, who is not 

registered as above, shall be paid the wage rate provided in Contract for Work employee 

actually performed. CONTRACTOR, Subcontractor, or Subsubcontractor shall furnish to 

OWNER written evidence of registration of his program for Apprentices and Trainees as well 

as of the appropriate ratios and wage rates, for the area of construction prior to using any 

Apprentices or Trainees on this Contract.  

  

3. WITHHOLDING PAYMENTS  

  

3.1 OWNER may withhold or cause to be withheld from CONTRACTOR as much of the accrued 

payments as necessary to pay laborers and mechanics employed by CONTRACTOR, 

Subcontractors, or Sub-subcontractors the amount of wages required to comply with the 

Contract. In the event of nonpayment of wages to laborers or mechanics working on the site 

of the Work of this Contract, OWNER may, after Written Notice to CONTRACTOR, take such 

action as may be necessary to cause suspension of any further payments or advance of funds 

to CONTRACTOR until such violations have ceased and until restitution has been made. 

Payments may also be withheld if CONTRACTOR fails to maintain weekly payroll reports or 

fails to provide copies in a timely manner upon request of Owner.  

  

4. PAYROLLS  

  

4.1 CONTRACTOR shall keep records showing:  
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  4.1.1  The name, address and occupation of each worker employed by the  

CONTRACTOR or subcontractor(s) in the construction of the public work.  

  

  4.1.2  The actual per diem wages paid to each worker  

  

 4.1.3  Employee Certification. CONTRACTOR, all levels of Subcontractors shall identify in 

writing, the classification agreed to by all laborers and mechanics employed by them in the 

execution of the Contract, and pay not less than rates specified in the attached Wage Rate 

Determination(s). Contractor shall prepare a completed form for the signature of Employee 

and a witness shall sign the form in the presence of Employee. If work performed by worker 

is different than the trade classification agreed upon, the worker shall be paid for that work 

no less than the minimum prevailing wage for that specified trade.  

  

 4.1.4  Payroll Deduction Authorization Form. CONTRACTOR, Subcontractor, and Sub 

subcontractor shall prepare for employee signature a payroll deduction authorization form to 

identify all payroll deductions excluding those required by statute, such as federal income 

taxes, Medicare and social security.  

  

4.2 The record shall be open at all reasonable hours to inspection by the officers and agents 

of the Owner as requested. CONTRACTOR will be responsible to provide copies of records as 

requested by the Owner within two (2) working days. Payrolls relating to this Work shall be 

maintained during term of Contract and preserved for a period of three (3) years thereafter 

by CONTRACTOR for all laborers and mechanics working on the Work.  

  

4.3 A Statement of Compliance, a letter signed and dated by party responsible for supervising 

the payment of persons employed by CONTRACTOR or subcontractor shall accompany payrolls 

required by Owner. The Statement of Compliance letter shall identify but is not limited to:  

  

  4.3.1  Name of signatory party and title  

  

  4.3.2  Name of project, payroll period and  

  

  4.3.3  Name of CONTRACTOR or Subcontractor  

  

4.4 The signed letter attests that the payroll complies with 29CFR issued by the Secretary of 

Labor.  

  

4.5 Federal Funding. In the event that federal funding is used:  

  

 4.5.1  Contractor and all levels of Subcontractors shall submit weekly certified payroll reports 

and signed wage compliance statements to the Owner’s designated office no later than seven 

(7) calendar days after the scheduled payday.  

  

 4.5.2  Contractors and all levels of Subcontractors shall pay all “mechanics and laborers” not 

less often than once per week, for work performed the previous week.  

  

 4.5.3  Submit to the Owner’s designated office Standard Form 1413, Statement and 

Acknowledgement, from each subcontractor prior to the subcontractor performing work on 

the project.    
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5. NONCOMPLIANCE  

  

5.1 According to Chapter 2258 Texas Government Code Title 10A, a CONTRACTOR or 

subcontractor(s) who violates this section shall pay to the political subdivision on whose behalf 

the contract is made, $60 for each worker employed for each calendar day or part of the day 

that the worker is paid less than the wage rates stipulated in the contract. A public body shall 

use any money collected under this section to offset the costs incurred in the administration 

of this chapter.  

  

5.2 Confirmed Disciplinary action taken by CONTRACTOR against employees who provide 

information during an interview or investigation by the Owner on wages received, may result 

in suspension or debarment from consideration of award of City contracts.  

  

6. AREA PRACTICE  

  

6.1 Heavy and Highway Construction Rates shall be used on this Project, unless the Project 

consists primarily of Building Construction and Building Construction Rates are to be used.    

  

 6.1.1  Building Construction consists generally of all aspects of construction of buildings, 

which are sheltered enclosures with walk-in access for the purpose of housing persons, 

machinery, equipment or supplies, including without limitation the installation of utilities and 

equipment, both above and below grade level, as well as incidental demolition, grading, 

utilities, paving and other site work. Buildings need not be “habitable” to be classified as 

Building Construction and the installation of heavy machinery and/or equipment will not 

generally change a Building Construction project’s classification.  

  

 6.1.2  The determination of Building Construction Wage Rates includes all construction trades 

and work necessary to complete a building, regardless of the number of contracts involved, 

so long as all such contracts are closely related in purpose, time and place.  

  

6.2 For projects that involve both Building Construction and Heavy and Highway trades, the 

following classifications shall be used:  

  

 6.2.1  A multiple classification shall be used if Building Construction items are more than 

20% of the Heavy and Highway project cost.  

  

 6.2.2  A multiple classification shall be used if Heavy and Highway Construction items are 

more than 20% of the Building Construction Project cost.  

  

6.3 Split classifications/multiple wage rate schedules: When construction work requires that 

an employee perform work under multiple classifications or multiple wage scales, the 

employer must pay that worker (at least) the highest prevailing wage or the employer payroll 

records must accurately set forth the times spent performing the work of each classification 

and under each scale. For those projects that involve both Building Construction and Heavy 

and Highway trades, the Heavy and Highway wage rates may only be applied to workers when 

engaged in site work at least five (5) feet beyond the building.  

  

7. TEXAS OPEN RECORDS ACT  
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7.1 Unless covered by an exception to mandatory disclosure under the Texas Public 

Information Act, Chapter 552, Texas Government Code, any and all documents submitted to 

the City of Austin become Public Records and are, therefore, subject to public disclosure.  

  

  

Wage Rates for This Project Are Attached  

  

  

END  
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 Building Construction Type / 00830BC 

WAGE RATES AND PAYROLL REPORTING 

Section 00830BC 

 

WAGE RATE DETERMINATION 
 

Building Construction Type 

County Name: TRAVIS 
 
Wages based on DOL Prevailing Wage Rate General Decision: TX20200271 01/01/2021 TX271 and 
City of Austin Ordinance #20160324-015 

 

DOL Rate column is for information only. The Total Minimum Wage Rate is derived 
from the Adjusted Wage Rate Required pursuant to City Ordinance plus the DOL 

Fringes and can be met using any combination of cash and non-cash qualified fringe 

benefits, provided the cash component is at least $15.00/hour. 

 

Classification 

DOL 
Rate 

For info 

Only 

Adjusted 

Wage Rate 
Required 

Pursuant to 

City 
Ordinance 

DOL 

Fringes 

Total 
Minimum 

Wage 
Rate 

Required 

Asbestos Worker/Heat & Frost Insulator 

(Duct, Pipe, and Mechanical System Insulation) 

 

$  23.97 

 

$  23.97 

 

$  10.79 

 

$  34.76 

Boilermaker $  28.00 $  28.00 $  22.35 $  50.35 

Bricklayer $  20.07 $  20.07 $         - $  20.07 

Carpenter $  21.96 $  21.96 $    7.90 $  29.86 

Carpenter (Acoustical Ceiling Installation only) $  14.00 $  15.00 $         - $  15.00 

Carpenter (Form Work Only) $  15.62 $  15.62 $    0.05 $  15.67 

Cement Mason/Concrete Finisher $  15.71 $  15.71 $         - $  15.71 

Drywall Finisher/Taper $  17.06 $  17.06 $    4.43 $  21.49 

Drywall Hanger and Metal Stud Installer $  17.47 $  17.47 $    3.45 $  20.92 

Electrical Installer (Sound and Communication 

Systems, Excluding Wiring) 

$  18.00 $  18.00 $    2.30 $  20.30 

** Electrician (Excludes Installation of Sound 
and Communication Systems 

Communication Systems) 

$  29.44 $  29.44 $    8.97 $  38.41 

***Elevator Mechanic <5 years’ experience $  42.30 $  42.30 $  34.77 $  77.07 

***Elevator Mechanic >5 years’ experience $  42.30 $  42.30 $  35.59 $  77.89 

Floor Layer (Carpet) $  21.88 $  21.88 $         - $  21.88 

Glazier $  12.83 $  15.00 $         - $    15.00 

HVAC Mechanic (HVAC Unit Installation Only) $  23.78 $  23.78 $    6.89 $  30.67 

Ironworker, Ornamental $  25.26 $  25.26 $    7.13 $  32.39 

Ironworker, Reinforcing $  12.27 $  15.00 $         - $  15.00 

Ironworker, Structural $  20.73 $  20.73 $    5.24 $  25.97 

*Lead Paint or Asbestos Abatement Worker * $  15.00 $         - $  15.00 

Laborer, Common or General $  11.44 $  15.00 $         - $  15.00 

Laborer, Mason Tender - Brick $  12.22 $  15.00 $         - $  15.00 

Laborer, Mason Tender - Cement/Concrete 

 

 

  

 

$  11.85 $  15.00 $         - $  15.00 
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 Building Construction Type / 00830BC 

Laborer, Pipelayer $  12.45 $  15.00 $         - $  15.00 

Laborer, Roof Tearoff $  11.28 $  15.00 $         - $  15.00 

Operator, Backhoe/Excavator/Trackhoe $  19.43 $  19.43 $    3.49 $  22.92 

Operator, Bobcat/Skid Steer/Skid Loader $  13.00 $  15.00 $         - $  15.00 

Operator, Bulldozer $  14.00 $  15.00 $         - $  15.00 

Operator, Crane $  34.85 $  34.85  $   9.85 $ 44.70 

Operator, Drill $  14.50 $ 15.00 - $ 15.00 

Operator, Forklift $  16.64 $  16.64     $   6.26  $ 22.90 

Operator, Grader/Blade $  19.30 $  19.30 $         - $ 19.30 

Operator, Loader $  14.00 $  15.00 $         - $ 15.00 

Operator, Mechanic $  18.75 $  18.75  $   5.12 $ 23.87 

Operator, Paver (Asphalt, Aggregate, and 
Concrete) 

$  16.03 $  16.03 $         - $ 16.03 

Operator, Roller $  11.25 $  15.00 $         - $ 15.00 

Painter (Brush, Roller, and Spray, Excludes 

Drywall 
Finishing/Taping) 

$  18.76 $  18.76     $   6.35 $ 25.11 

Pipefitter (Including HVAC Pipe Installation) $  31.00 $  31.00 $ 14.37 $ 45.37 

Plumber, Excludes HVAC Pipe Installation $  23.57 $  23.57 $  6.37 $ 29.94 

Roofer $  12.00 $  15.00 $        - $ 15.00 

*Roofer, Metal $  14.05 $  15.00 $        - $ 15.00 

Sheet Metal Worker (Excluding HVAC, Including 
HVAC Duct Installation) $  27.29 $  27.29 $ 15.08 $ 42.37 

HVAC Duct Installation Only $  27.29 $  27.29 $ 15.08 $ 42.37 

Sprinkler Fitter (Fire Sprinklers) $  30.64 $  30.64 $ 21.68 $ 52.32 

Tile Finisher $  11.32 $  15.00 $        - $ 15.00 

Tile Setter $  16.35 $  16.35 $        - $ 16.35 

Truck Driver, Dump Truck $  12.39 $  15.00 $ 1.18 $ 16.18 

Truck Driver, Flatbed Truck $  19.65 $  19.65 $ 8.57 $ 28.22 

Truck Driver, Semi-Trailer Truck $  12.50 $  15.00 - $ 15.00 

Truck Driver, Water Truck $  12.00 $  15.00 $ 4.11 $ 19.11 

Waterproofer $  16.30 $  16.30 $ 0.06 $ 16.36 

http://www.wdol.gov/wdol/scafiles/davisbacon/tx.html 

See below for Additional Wage Information. 

Note: *Lead Paint & Asbestos Abatement and Roofer, Metal Classifications have been added 

to this Prevailing Wage Rate Determination pursuant to a City of Austin Prevailing Wage 

Survey (trades absent from DOL). 

 

The Wage Compliance information detailed below was excerpted from DOL 

General Decision TX180323 or other sources. 
 

1. ADDITIONAL TRADE INFORMATION 
 

**Electricians - Including low voltage wiring for computers, fire/smoke alarms. 
***Elevator Mechanics - also must be paid for 7 holidays - New Year’s Day, Memorial Day, 

Independence Day, Labor Day, Thanksgiving Day, the Friday after Thanksgiving Day, 
Christmas Day, and Veterans Day. 

Welders - Receive rate prescribed for craft performing operation to which welding is 

incidental. 
 

Unlisted classifications needed for work not included within the scope of the classifications 

http://www.wdol.gov/wdol/scafiles/davisbacon/tx.html%23
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listed may be added upon the advance approval of City of Austin Contract Administration.  
CONTRACTOR shall submit to City of Austin Contract Administration for review the 

classification, a bona fide definition of work to be performed and a proposed wage with 
sample payrolls conforming to area practice prior to the start of the job for that type of 

work. 
 

2. WAGES 
 

The Total Wage may be met by any combination of cash wages and credible "bona fide" 

fringe benefits paid for by the employer.   Overtime wages must be calculated using the 
Adjusted Wage Rate specified in the Wage Rate Determination or the actual basic rate of 

pay, whichever is higher. City of Austin Ordinance No. 20160324-015 requires that 
construction workers are paid a Minimum Wage of at least $15.00/hour. The cash portion of 

their compensation must meet or exceed this amount. 
 

3. CREDITING FRINGE BENEFIT CONTRIBUTIONS TO MEET DBA/DBRA AND CITY 
OF AUSTIN REQUIREMENTS 

 

The Davis-Bacon Act (and 29 CFR 5.23), list fringe benefits to be considered. Examples are: 
 

> Life Insurance 
> Health Insurance 

> Pension 
> Vacation 

> Holidays 
> Sick Leave 

 

Note:  The use of a truck is not a fringe benefit; a Thanksgiving turkey or Christmas bonus 
is not a fringe benefit. No credit may be taken for any benefit required by federal, state, 

or local law such as: workers compensation, unemployment compensation; or social 
security contributions. 

 
Contributions to fringe benefit plans must be made regularly, e.g. daily, weekly, etc. They 

must be more frequent than quarterly.  (See 29 CFR 5.5 (a)(1)(I))  A periodic bonus may 
not be counted as a fringe benefit. 

 

4. ANNUALIZATION OF BENEFIT COSTS 
 

If a firm provides an electrician with $200 per month medical insurance, to calculate 
allowable fringe benefit credit contributions per hour, the formula ([$200 x 12 months] 

divided by 2080 hours = $1.15 per hour) should be used. 
 

5. PROPER DESIGNATION OF TRADE 
 

A work classification on the wage decision for each worker must be made based on the 

actual type of work he/she performed and each worker must be paid no less than the 
wage rate on the wage decision for that classification regardless of his or her level of 

skill. 
 

6. SPLIT CLASSIFICATION 
 

If a firm has employees that perform work in more than one classification, it can pay the 
wage rates specified f o r  each classification ONLY if it maintains accurate time records 

showing the amount of time spent in each classification. If accurate time records are not 
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maintained, these employees must be paid the highest wage rate of all the classifications 
of work performed by each worker.  Accurate time records tracking how many hours a 

worker performed the work of one trade and then switched to another trade must be 
accounted for on a daily basis and reflected on Employer Certified Payroll accordingly. 

----------------------------------------------------------------------------------------------------- 
WELDERS - Receive rate prescribed for craft performing operation to which welding is 

incidental. 
========================================================= 

Unlisted classifications needed for work not included within the scope of the classifications 

listed may be added after award only as provided in the labor standards contract clauses 
(29CFR 5.5 (a) (1) (ii)). 

----------------------------------------------------------------------------------------------------- 
The body of each wage determination lists the classification and wage rates that have been 

found to be prevailing for the cited type(s) of construction in the area covered by the wage 
determination. The classifications are listed in alphabetical order of "identifiers" that indicate 

whether the particular rate is a union rate (current union negotiated rate for local), a survey 
rate (weighted average rate) or a union average rate (weighted union average rate). 

 

6.1 Union Rate Identifiers 
 

A four letter classification abbreviation identifier enclosed in dotted lines beginning with 
characters other than "SU" or "UAVG" denotes that the union classification and rate were 

prevailing for that classification in the survey. Example: PLUM0198-005 07/01/2014. 
PLUM is an abbreviation identifier of the union which prevailed in the survey for this 

classification, which in this example would be Plumbers. 0198 indicates the local union 
number or district council number where applicable, i.e., Plumbers Local 0198. The next 

number, 005 in the example, is an internal number used in processing the wage 

determination. 07/01/2014 is the effective date of the most current negotiated rate, which 
in this example is July 1, 2014. Union prevailing wage rates are updated to reflect all rate 

changes in the collective bargaining agreement (CBA) governing this classification and rate. 
 

6.2 Survey Rate Identifiers 
 

Classifications listed under the "SU" identifier indicate that no one rate prevailed for this 
classification in the survey and the published rate is derived by computing a weighted 

average rate based on all the rates reported in the survey for that classification. As this 

weighted average rate includes all rates reported in the survey, it may include both union 
and non-union rates. Example: SULA2012-007 5/13/2014. SU indicates the rates are 

survey rates based on a weighted average calculation of rates and are not majority rates. 
LA indicates the State of Louisiana. 2012 is the year of survey on which these classifications 

and rates are based. The next number, 007 in the example, is an internal number used in 
producing the wage determination. 5/13/2014 indicates the survey completion date for the 

classifications and rates under that identifier. Survey wage rates are not updated and 
remain in effect until a new survey is conducted. 

 

6.3 Union Average Rate Identifiers 
 

Classification(s) listed under the UAVG identifier indicate that no single majority rate 
prevailed for those classifications; however, 100% of the data reported for the 

classifications was union data. EXAMPLE: UAVG-OH-0010 08/29/2014. UAVG indicates 
that the rate is a weighted union average rate. OH indicates the state. The next number, 

0010 in the example, is an internal number used in producing the wage determination. 
08/29/2014 indicates the survey completion date for the classifications and rates under that 

identifier. 
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A UAVG rate will be updated once a year, usually in January of each year, to reflect a 

weighted average of the current negotiated/CBA rate of the union locals from which the rate 
is based. 

 
7. WAGE DETERMINATION APPEALS PROCESS 

 
7.1 Has there been an initial decision in the matter? This can be: 

 

.1 An existing published wage determination 

.2 A survey underlying a wage determination 

.3 A Wage and Hour Division letter setting forth a position on a wage determination 
matter 

.4 A conformance (additional classification and rate) ruling 
 

On survey related matters, initial contact, including requests for summaries of surveys, 
should be with the Wage and Hour Regional Office for the area in which the survey was 

conducted because those Regional Offices have responsibility for the Davis-Bacon survey 

program. If the response from this initial contact is not satisfactory, then the process 
described in .2 and .3 should be followed. 

 
7.2 With regard to any other matter not yet ripe for the formal process described here, 

initial contact should be with the Branch of Construction Wage Determinations. Write to:  
 

Branch of Construction Wage Determination 
Wage and Hour Division 

U.S. Department of Labor 

200 Constitution Avenue, N.W. Washington, DC 20210 
 

7.3 If the answer to the question in .1 is yes, then an interested party (those affected by 
the action) can request review and reconsideration from the Wage and Hour Administrator 

(See 29 CFR Part 1.8 and 29 CFR Part 7). Write to: 
 

Wage and Hour Administrator 
U.S. Department of Labor 

200 Constitution Avenue, N.W. Washington, DC 20210 

 
The request should be accompanied by a full statement of the interested party's position 

and by any information (wage payment data, project description, area practice material, 
etc.) that the requestor considers relevant to the issue. 

 
7.3 If the decision of the Administrator is not favorable, an interested party may appeal 

directly to the Administrative Review Board (formerly the Wage Appeals Board). Write to: 
 

Administrative Review Board 

U.S. Department of Labor 
200 Constitution Avenue, N.W. Washington, DC 20210 

 
7.4 All decisions by the Administrative Review Board are final. 

 
 

 
END 
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ADDENDUM 

Section 00900 

 

Notice to Bidders: This form, Addendum, Section 00900, is included for your information 

only. If an actual Addendum is issued for this project, the format shown below will be used. 

Additionally, issued addenda will be bound at the beginning of the Project Manual following 

the Table of Contents at the time of contract execution. 

 

 

ADDENDUM NO. ______ 

 

Date _________________________, ______ 

 

City of Austin 

 

Project Name __________________________________________________ 

 

C.I.P. No. _________________________  IFB No.: ____________________ 

 

This Addendum forms a part of the Contract and corrects or modifies original Bid Documents, 

dated _______, ____ (first advertisement date). Acknowledge receipt of this addendum 

in space provided on bid form. Failure to do so may subject bidder to disqualification. 

 

A.  Project Manual Revisions:   

 

 

 

B.  Drawing Revisions:  

 

 

 

This addendum consists of ____ page(s)/sheet(s). 

 

 

 

_________________________________________ 

 Approved by OWNER  

 

_________________________________________ 

 Approved by ENGINEER/ARCHITECT (as applicable per license requirements)  

 

END 
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PART 1 - GENERAL 

 

1.1  RELATED DOCUMENTS 

 

Drawings and general provisions of Contract, including General Conditions, Section 00700, 

and Supplemental General Conditions, Section 00810, and Division 1 requirements.  

 

1.2 DESCRIPTION OF WORK 

 

The Work consists of the renovation and upgrade of the equipment in the existing truck wash 

facility, consisting of two wash bays and attached equipment room. In general, this includes 

the following types of work: Removal of existing equipment and installation of new truck wash 

equipment, including one truck wash bay with manual truck wash equipment and one truck 

wash bay with an automatic truck wash assembly.  Truck wash equipment located in the 

existing equipment room will be updated to service both truck wash bays. 

 

Contract documents indicate the Work of the contract and related requirements and 

conditions. 

 

1.3  SUBMITTALS 

 

Provide shop drawings and other information as required by Section 01300 for coordination 

of the work. 

 

1.4  CONTRACTOR'S USE OF CONSTRUCTION SITE 

 

The area comprising the Kenneth Gardner Serivce Center surrounding the limits of 

construction at the construction site will be in use by Austin Resource Recovery (the Project 

Sponsor) throughout the duration of contract. The CONTRACTOR will be required to minimize 

disturbance to the Service Center’s operation, and hazards to pedestrian as well as automobile 

traffic as well.  CONTRACTOR shall not unreasonably encumber the construction site with 

materials or equipment ouside of the limits of construction without prior approval.  

CONTRACTOR shall assume reasonable responsibility for protection of construction site. 

 

PART 2 – PRODUCTS 

 

NOT USED 

 

 

PART 3 - EXECUTION 

 

NOT USED 

 

END 
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ALLOWANCES 

Section 01020 

 

PART 1 – GENERAL 

 

1.1 RELATED DOCUMENTS 

Applicable portions of the Project Manual including but not limited to the Drawings and 

Specifications. 

 

1.2 SUMMARY 

This Section includes administrative and procedural requirements governing allowances. 

Definition: 

 

Allowances. “’Allowance’ is defined as "a not-to-be-exceeded amount”, either individually or 

in the aggregate, which is established between the Owner and the CONTRACTOR as part of 

the bid documents when the precise scope of a particular line item(s) has not been defined 

to a level which is adequate for the CONTRACTOR to provide a definitive line item pricing for 

that particular scope of Work.   

 

1.3 COORDINATION 

At the earliest practical date after award of the Contract, the Contractor shall advise Owner 

of the date when final selection and purchase of each product or Work described by an 

Allowance must be completed to avoid delaying the Work. 

Coordinate Allowance items with other portions of the Work. Furnish templates as required to 

coordinate installation. 

 

1.4 PROCEDURES 

Submit cost proposals for purchase of products or work included in Allowances in the form 

specified for Change Orders. 

Coordinate and process submittals for Allowance items in accordance with Section 01300 as 

for other portions of the Work. 

The use of any Allowances by the CONTRACTOR will be subject to the Owner’s sole approval 

and it is the Owner’s intent to minimize the use of Allowances to the fullest extent possible. 

For any Allowances which the Owner allows the CONTRACTOR to use, the following rules shall 

apply: (i) the Allowance shall cover the cost to the CONTRACTOR of the cost of Work, as 

defined in the Agreement and the CONTRACTOR’s portion of overhead and profit associated 

with the stated Allowance; and (iii) upon completion of the portion of the Work subject to an 

Allowance, the Contract Amount for that portion of the Work will be adjusted based upon the 

approved actual Cost of the Work, including the proportionate overhead and profit, provided 

however that the total amount of payments under the Allowances will not exceed the approved 

aggregate amount of the Allowances. 

 

PART 2 – PRODUCTS 

NOT USED 

 

PART 3 – EXECUTION 

 

3.1 SCHEDULE OF ALLOWANCES 

 

Allowance No. 1–Automatic & Manual Truck Wash Systems Allowance $290,000.00 

 

(The provision and installation of (1) an Automatic Truck Wash System, (2) a Manual High-

Pressure Truck Wash System; and, (3) water-softener with tank, air compressor, water rec-

lamation system.  Contact:  Rusty Thornell, W.E.T., (512) 389-2822.  CONTRACTOR respon-

sible for all water, gas, electrical and air provisions to equipment that has connections, in-

cluding utilities in-ground or above - with System Provider to make final system connections. 
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3.2  PAYMENT 

 

Once the cost proposal for the Allowance has been incorporated into the Contract by Change 

Order, Payment for the Allowance will be based upon either the unit prices or a schedule of 

values provided with the proposal and incorporated in the Change Order. 

 

END 
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 Reference Standards And Definitions Section 01095 
 
DEFINITIONS 
General:  Basic Contract definitions are included in the General Conditions, Section 00700 included herein. 
 
Approved:  The term approved, when used in conjunction with the Owner's Representative's action on the 
CONTRACTOR'S submittals, applications, and requests, is limited to the Owner's Representative's duties and 
responsibilities as stated in the Conditions of the Contract.  A stamp reading "No Exceptions Taken" shall have 
the same intent as "Approved". 
 
Furnish:  The term furnish means supply and deliver to the Project site, ready for unloading, unpacking, assembly, 
installation, and similar operations. 
 
Indicated:  The term indicated refers to graphic representations, notes, or schedules on the Drawings, or other 
paragraphs or schedules in the Specifications, and similar requirements in the Contract Documents.  Terms such 
as shown, noted, scheduled, and specified are used to help the reader locate the reference.  There is no limitation 
on location. 
 
Install:  The term install describes operations at the Project site including the actual unloading, unpacking, 
assembly, erecting, placing, anchoring, applying, working to dimension, finishing, curing, protecting, cleaning, and 
similar operations. 
 
Installer:  An Installer is the CONTRACTOR or another entity engaged by the CONTRACTOR, either as an 
employee, subcontractor, or contractor of lower tier, to perform a particular construction activity, including 
installation, erection, application, and similar operations.  Installers are required to be experienced in operations 
they are engaged to perform. 
 
Project Site:  The space available to the CONTRACTOR for performing construction  activities either exclusively 
or in conjunction with others performing other work as part of the Project.  The extent of the Project site is shown 
on the Drawings and may or may not be identical with the description of the land on which the Project is to be 
built. 
 
Provide:  The term provide means to furnish and install, complete and ready for the intended use. 
 
Regulations:  The term regulations includes laws, ordinances, statutes, and lawful orders issued by authorities 
having jurisdiction, as well as rules, conventions, and agreements within the construction industry that control 
performance of the Work. 
 
Trades:  Using terms such as carpentry is not intended to imply that certain construction activities must be 
performed by accredited or unionized individuals of a corresponding generic name, such as carpenter.  It also 
does not imply that requirements specified apply exclusively to trades persons of the corresponding generic 
name. 
 
INDUSTRY STANDARDS 
 
Applicability of Standards:  Except where the Contract Documents include more stringent requirements, 
applicable construction industry standards have the same force and effect as if bound or copied directly into the 
Contract Documents to the extent referenced.  Such standards are made a part of the Contract Documents by 
reference. 
 
Publication Dates:  Comply with the standards in effect as of the date of the Contract Documents. 
 
Conflicting Requirements:  Where compliance with two or more standards is specified and where the standards 
may establish different or conflicting requirements for minimum quantities or quality levels, refer to the Owner's 
Representative for a decision before proceeding. 
 
Copies of Standards:  Each entity engaged in construction on the Project is required to be familiar with industry 
standards applicable to its construction activity.  Copies of applicable standards are not bound with the Contract 
Documents. 
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Abbreviations and Names:  Trade association names, titles of general standards, and names and titles of 
government agencies are frequently abbreviated.  Where such acronyms or abbreviations are used in the 
Specifications or other Contract Documents, they mean the recognized name of the trade association, standards-
generating organization, authority having jurisdiction, or other entity applicable to the context of the text provision.  
Refer to the "Encyclopedia of Associations," published by Gale Research Co., available in most libraries. 
 
    AA    Aluminum Association 
 
       AABC  Associated Air Balance Council     
 
       AAMA       American Architectural Manufacturer's Association 
 
       AAN         American Association of Nurserymen. 
 
       AASHTO     American Association of State Highway and Transportation  
                    Officials. 
 
       AATCC      American Association of Textile Chemists and Colorists 
 
       ACI        American Concrete Institute 
 
       ACIL       American Council of Independent Laboratories 
 
       ACPA       American Concrete Pipe Association 
 
       ADC        Air Diffusion Council 
 
       AFBMA    Anti-Friction Bearing Manufacturers Association 
 
 AGA        American Gas Association 
 
       AGC        Associated General Contractors of America 
 
       AGMA       American Gear Manufacturers Association 
 
       AHA  American Hardboard Association 
 
 AHAM       Association of Home Appliance Manufacturers 
 
       AI          Asphalt Institute 
 
       AIA         American Institute of Architects 
 
       AIHA  American Industrial Hygiene Association 
 
 AISC       American Institute of Steel Construction 
 
       AISI        American Iron and Steel Institute 
 
       AITC       American Institute of Timber Construction. 
 
 ALCA  Associated Landscape Contractors of America 
 
 ALI  Associated Laboratories, Inc. 
 
       ALSC       American Lumber Standards Committee 
 
       AMCA       Air Movement and Control Association 
 
       ANSI       American National Standards Institute. 
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 AOAC  Association of Official Analytical Chemists 
 
 AOSA  Association of Official Seed Analysts 
 
       APA        American Plywood Association 
 
       API         American Petroleum Institute. 
 
       AREA       American Railroad Engineers Association 
 
 ARI  Air Conditioning and Refrigeration Institute 
 
 ARMA  Asphalt Roofing Manufacturers Association 
 
 ASA  Acoustical Society of America 
 
       ASA        American Standards Association. 
 
       ASC        Adhesive and Sealant Council 
 
       ASCE       American Society of Civil Engineers 
 
       ASHRAE     American Society of Heating, Refrigerating & Air  
                    Conditioning Engineers 
 
       ASME       American Society of Mechanical Engineers 
 
       ASPE       American Society of Plumbing Engineers 
 
       ASSE       American Society of Sanitary Engineering 
 
       ASTM       American Society for Testing and Materials. 
 
 AWCMA American Window Covering Manufacturers Association 
  
       AWG        American Wire Gage 
 
       AWI        Architectural Woodwork Institute 
 
       AWPA       American Wood Preservers Association 
 
       AWPB       American Wood Preservers Bureau 
 
       AWPI       American Wood Preservers Institute 
 
       AWS        American Welding Society 
 
       AWWA       American Water Works Association 
 
       BHMA       Builders Hardware Manufacturers Association 
 
 BIA  Brick Institute of America 
 
 BIFMA  Business and Institutional Furniture Manufacturers Association 
 
 CAGI  Compressed Air and Gas Institute 
 
 CAUS  Color Association of the United States 
 
       CBM        Certified Ballast Manufacturers 
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 CCC  Carpet Cushion Council 
 
       CDA        Copper Development Association 
 
       CE   Corps of Engineers 
 
 CFR  Code of Federal Regulations 
 
 CGA        Compressed Gas Association 
 
 CISCA  Ceiling and Interior Systems Construction Association 
 
 CISPI  Cast Iron Soil Pipe Institute 
 
 CPSC  Consumer Product Safety Commission 
 
       CRI        Carpet and Rug Institute 
 
       CRSI       Concrete Reinforcing Steel Institute 
 
       CS         Commercial Standard of NBS (U.S. Dept. of Commerce) 
 
       CTI         Ceramic Tile Institute 
 
       DFPA       Douglas Fir Plywood Association 
 
       DHI        Door and Hardware Institute 
 
 DLPA  Decorative Laminate Products Association 
 
 DOC  U.S. Department of Commerce 
 
 DOT  Department of Transportation 
 
 ECSA  Exchange Carriers Standards Association 
 
 EIA  Electronic Industries Association 
 
 EIMA  Exterior Insulation Manufacturers Association 
 
 EJMA  Expansion Joint Manufacturers Association 
 
 EPA  Environmental Protection Agency 
 
 FAA  Federal Aviation Administration 
 
 FCC  Federal Communications Commission 
 
       FGMA       Flat Glass Marketing Association 
 
 FHA  Federal Housing Administration 
 
       FM         Factory Mutual Research Organization 
 
 FS  Federal Specifications 
  
 FSC  Forest Stewardship Council 
 
 FTI  Facing Tile Institute 
 
       GA         Gypsum Association 
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       GSA        General Services Administration 
 
 HEI  Heat Exchange Institute 
 
 HI  Hydronics Institute 
 
 H.I.  Hydraulic Institute 
 
 HMA  Hardwood Manufacturers Association 
  
 HPMA  Hardwood Plywood Manufacturers Association 
 
 IBD  Institute of Business Designers 
 
 ICEA  Insulated Cable Engineers Association, Inc. 
 
       IEEE       Institute of Electrical and Electronic Engineers, Inc. 
 
       IESNA      Illuminating Engineering Society of North American 
 
       IGCC       Insulating Glass Certification Council 
 
 ILI  Indiana Limestone Institute of America 
 
       IMSA       International Municipal Signal Association 
 
 IRI  Industrial Risk Insurers 
 
 ISA  Instrument Society of America 
 
       ITE         Institute of Transportation Engineers 
  
 LEEDTM  Leadership in Energy and Environmental Design 
 
 LIA  Lead Industries Association, Inc. 
 
 LPI  Lightning Protection Institute 
 
 MBMA  Metal Building Manufacturer's Association 
 
 MCAA  Mechanical Contractors Association of America 
 
 MFMA  Maple Flooring Manufacturers' Association 
 
 MIA  Marble Institute of America 
 
       ML/SFA     Metal Lath/Steel Framing Association 
 
       MSS        Manufacturers Standardization Society of the Valve and  
                    Fittings Industry 
 
       MUTCD      Texas Department of Transportation Manual on Uniform Traffic Control Devices 
 
       NAAMM      National Association of Architectural Metal  
                    Manufacturers 
 
 NAIMA  North American Insulation Manufacturers Association 
 
 NAPA  National Asphalt Pavement Association 
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       NBFU       National Board of Fire Underwriters 
 
       NBGQA      National Building Granite Quarries Association 
      
  NBS        National Bureau of Standards (U.S. Dept. of Commerce) 
 
       NCMA  National Concrete Masonry Association 
 
 NCRPM National Council on Radiation Protection and Measurements 
 
 NCSPA  National Corrugated Steel Pipe Association 
 
 NEC        National Electrical Code (Published by NFPA) 
 
       NECA       National Electrical Contractors Association 
 
 NEII  National Elevator Industry, Inc. 
 
       NEMA       National Electrical Manufacturers Association 
 
 NETA  International Electrical Testing Association 
 
       N.F.P.A.       National Forest Products Association 
 
       NFPA       National Fire Protection Association 
       
       NHLA       National Hardwood Lumber Association 
 
 NIST  National  Institute of Standards and Technology 
 
 NLGA  National Lumber Grades Authority 
 
 NOFMA National Oak Flooring Manufacturers Association 
 
 NPA  National Particleboard Association 
 
 NPCA  National Paint and Coatings Association 
 
       NRCA       National Roofing Contractors Association 
 
       NWMA       National Woodwork Manufacturers Association 
 
 OSHA  Occupational Safety and Health Administration 
 
 PCA  Portland Cement Association 
 
 PCI  Precast/Prestressed Concrete Institute 
 
 PDI  Plumbing and Drainage Institute 
 
 PE  Professional Engineer 
 
 REA  Rural Electrification Administration 
 
 RFCI  Resilient Floor Covering Institute 
 
       RMA        Rubber Manufacturing Association 
 
 RPLS  Registered Professional Land Surveyor 
 
       SDI  Steel Deck Institute 
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 S.D.I.  Steel Door Institute 
 
       SFPA       Southern Forest Products Association 
  
 SGCC  Safety Glazing Certification Council 
 
 SIGMA  Sealed Insulating Glass Manufacturers Association 
 
 SJI  Steel Joist Institute 
 
 SMACNA Sheet Metal and Air Conditioning Contractors National Association 
 
       SPIB       Southern Pine Inspection Bureau 
 
 SPRI  Single Ply Roofing Institute 
 
 SSPC  Steel  Structures Painting Council 
 
 SSPMA    Sump and Sewage Pump Manufacturers Association 
 
 SWI  Steel Window Institute        
 
 SWPA  Submersible Wastewater Pump Association 
 
 TCA  Tile Council of America 
 
 TEX TEST   TxDOT Laboratory Test 
 
 TIMA  Thermal Insulation Manufacturers Association 
 
 TPI  Truss Plate Institute 
       
 TxDOT   Texas Department of Transportation 
 
       UL          Underwriters Laboratory, Inc. 
 
 USDA  U. S. Department of Agriculture 
 
 USGBC  U. S. Green Building Council 
 
 USPS  U. S. Postal Service 
  
 WCLIB   West Coast Lumber Inspection Bureau 
 
 WCMA   Wallcovering Manufacturers Association 
 
 WIC  Woodwork Institute of California 
 
 WLPDIA Western Lath, Plaster, Drywall Industries Association 
 
 WRI  Wire Reinforcement Institute 
 
 WSC  Water Systems Council 
 
 WSFI  Wood and Synthetic Flooring Institute 
  
       WWPA       Western Wood Products Association 
 
 W.W.P.A. Woven Wire Products Association 
END 
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 Division 1 General Requirements 

PROJECT MEETINGS 
Section 01200 

 
PART 1 - GENERAL 

  
1.1 RELATED DOCUMENTS 
 

Documents related to this section will include the construction drawings, the project manual, and general 
provisions of the Contract. 
 
1.2  SUMMARY 

 
A.   This section describes the preconstruction conference and other Project related meetings which 

may be held on a routine schedule throughout the duration of the Project. 
 

B.   The CONTRACTOR, or his authorized representative(s), shall attend all Project related meetings 

as indicated herein.  The CONTRACTOR's representatives, as a minimum, shall include his 
Project Manager and Superintendent. 

 
C.   The CONTRACTOR shall provide all pertinent reports, copies of reports, etc., for each meeting 

as may be required by this or other sections of the Contract. 
 
1.3   PRECONSTRUCTION CONFERENCE 
 

A.   Attendees 
  
 A preconstruction conference shall be held as soon after the award and execution of the Contract 

as possible and before any Work at the site is started.  The conference will be held at a location 

selected by the Owner’s Project Manager.  The Owner’s Project Manager shall prepare and 
distribute the meeting agenda, preside over the conference, and may distribute meeting 
minutes. The conference shall be attended by: 

 
1. CONTRACTOR's Project Manager. 

2. CONTRACTOR's Superintendent. 

3. Any Subcontractors' and/or Suppliers' representatives whom the CONTRACTOR may desire 
to invite or whom the ENGINEER/ARCHITECT or OWNER may request to attend. 

4. ENGINEER/ARCHITECT's representative. 

5. OWNER’s Project Manager. 

6. OWNER’s REPRESENTATIVE 

7. OWNER’s Sponsor Department Representative. 

B.   Meeting topics 

  The topics to be discussed may include, but will not be limited to, the following items: 

1. Introduction of persons attending the meeting. 

2. General project description, including length of contract and liquidated damages. 

3. Key personnel associated with the construction (may include, but is not limited to the 

following): 

• CONTRACTOR’s Project Manager 

• CONTRACTOR’s Superintendent 

• OWNER’s Project Manager 

• ENGINEER/ARCHITECT’s representative 

• OWNER’s Sponsor Department Representative. 

• Representatives of the various utilities. 
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4. Lines of communication and chains of command. 

5. Wage and personnel records and reporting requirements. 

6. Subcontractors and suppliers. 

7. Submittal review and approval procedure.  Submittals may include, but are not limited to 
the following: 

• Schedule of Values 

• Schedule for submittals 

• Shop drawings 

• Construction schedule  

• Documentation for all workers initially on site who are governed by a prevailing wage 

classification as described in Section 00830.  

8. Job and traffic safety. 

9. Permits. 

10. Utility coordination report. 

11. Job meetings. 

12. Use of the site for construction, storage, staging, etc., and interrelationship with other 
contracts. 

13. Progress estimate and payment procedure. 

14. Posting of signs. 

15. Project safety.  

16. Other 

 
1.5   JOB MEETINGS 
 

A.   General 

 
 Job meetings shall be held as deemed necessary by the ENGINEER/ARCHITECT or OWNER or as 

requested by the CONTRACTOR throughout the duration of the Project.  The meetings shall be 
held at a location selected by or approved by the Owner’s Representative.  The OWNER's 
REPRESENTATIVE or CONTRACTOR, as agreed to,  shall preside over the meeting and  issue 
meeting minutes.  

 

B.   Attendees 
 

 Job meetings will be attended by the following: 
 

1. CONTRACTOR's Project Manager, when requested to attend. 

2. CONTRACTOR's Construction Superintendent. 

3. Any subcontractors' and/or suppliers' representatives whom the CONTRACTOR may desire 
to invite or whom the ENGINEER/ARCHITECT or OWNER requests to attend. 

4. OWNER’s REPRESENTATIVE 

5. ENGINEER/ARCHITECT's representative(s), if needed or required. 

6. OWNER’s PROJECT MANAGER, if needed or required 

7. OWNER’s Sponsor Department representative(s), if needed or required. 

 
C.   Meeting topics 
 

  The topics will include, but not necessarily be limited to, the following subjects: 
 

1. Review of previous meetings' notes and update of pertinent information and Project status. 
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2. Identification and discussion of new job related construction problems.  Such discussion will 
be toward resolving identified problems. 

3. Review work accomplished to date and establish proposed construction activities for the 
upcoming week(s). 

4. Discuss the status of or need for change orders. 

5. Check of required bonds and insurance certificates. 

6. Status of pay requests. 

7. Work in progress. 

8. Review and update construction schedule. 

9. Review of submittals schedule and status of submittals. 

10. Status of SMBR Compliance Plan. 

11. Other. 

 

1.6  OTHER MEETINGS 
 
Other meetings shall be held from time to time as may be requested by the CONTRACTOR, the 
ENGINEER/ARCHITECT, or the OWNER.  The time and place of the meetings shall be as mutually agreed 

upon.  The attendance at the meetings shall be as requested by the party requesting the meeting. 
 
 
 
END 
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Division 1 General Requirements 

Submittals 

Section 01300 

 
PART 1 - GENERAL 

 

1.1 RELATED DOCUMENTS: 

 

The Contractor prepares submittals.  Drawings and general provisions of Contract, Division 1 

requirements and City of Austin Technical Specifications and Special Provisions thereto, should be 

used as the related documents for this requirement.   

 

1.2 SUMMARY 

 

A. This Section includes administrative and procedural requirements for submittals 

required for performance of the Work, including the following: 

1. Security plan. 

2. Contractor's construction schedule. 

3. Submittal schedule. 

4. Shop drawings. 

5. Product data. 

6. Samples. 

7. Quality assurance and quality control submittals, including calculations, mix designs 

and substantiating test results.  

 

B. Administrative Submittals:  Refer to other Division 1 Sections and other Contract 

Documents for requirements for administrative submittals.  Such submittals include, but 

are not limited to, the following:                                                                                                                                                                                                                                                                                                                                                                                 

1. Permits. 

2. Applications for Payment. 

3. Performance and Payment bonds. 

4. Insurance certificates. 

5. Monthly Subcontractors expense report. 

6. Non-use of asbestos affidavits 

C. Related Sections: The following Sections contain requirements that relate to this 

Section: 

1. Division 1, Section 01200, "Project Meetings" specifies requirements for submittal 

and distribution of meeting and conference minutes. 

2.  Technical Submittals:  Technical information required to be submitted by the Standard 

Specifications, Special Provisions or Special Specifications.  

PART 2 - PRODUCTS - not used 

PART 3 - EXECUTION 

3.1 SUBMITTAL PROCEDURES 

Contractor shall be responsible for the following: 

A. Coordination:  Coordinate preparation and processing of submittals with performance of 

construction activities.  Transmit each submittal sufficiently in advance of performance of 

related construction activities to avoid delay. 

1. Coordinate each submittal with fabrication, purchasing, testing, delivery, other 

submittals, and related activities that require sequential activity. 
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2. Coordinate transmittal of different types of submittals for related elements of the 

Work so processing will not be delayed by the need to review submittals or 

resubmittals concurrently.  

a. The E/A reserves the right to withhold action on a submittal requiring 

coordination with other submittals until all related submittals are received. 

3. Processing:  To avoid the need to delay installation as a result of the time required 

to process submittals, allow sufficient time for submittal review, including time for 

resubmittals. 

a. Allow fourteen (14) calendar days for initial review.  Allow additional time if the 

Engineer must delay processing to permit coordination with subsequent 

submittals. 

b. If an intermediate submittal is necessary, process the same as the initial 

submittal. 

c. Allow fourteen (14) calendar days for processing each resubmittal. 

d. No extension of Contract Time will be authorized because of failure to transmit 

submittals to the E/A sufficiently in advance of the Work to permit processing. 

B. Submittal Preparation: Place a permanent label or title block on each submittal for 

identification.  Indicate the name of the entity that prepared each submittal on the label 

or title block. 

1. Provide a space approximately 4 inches by 5 inches (100 by 125 mm) on the label 

or beside the title block on Shop Drawings to record the Contractor's review and 

approval markings and the action taken. 

2. Include the following information on the label for processing and recording action 

taken. 

a. Project name. 

b. Date. 

c. Name and address of the Contractor’s Engineer. 

d. Name and address of the Contractor. 

e. Name and address of the subcontractor. 

f. Name and address of the supplier. 

g. Name of the manufacturer. 

h. Number and title of appropriate Specification Section. 

i. Drawing number and detail references, as appropriate. 

 

C. Number of Copies: 

1. Two (2) copies of the proposed Construction schedule and subsequent revision are 

required. 

2. Two (2) copies of the proposed Submittal schedule and subsequent revision are 

required. 

3. Two (2) copies of Shop Drawings, Product, Product Samples, Quality Assurance and 

Quality Control submittals are required. 

D. Submittal Transmittal: Package each submittal appropriately for transmittal and handling.  

Transmit each submittal from the Contractor to the E/A through the Owner’s 

Representative using a transmittal form (An example Transmittal Form is provided at the 

end of this section).  The E/A will not accept submittals received from sources other than 

the Contractor. 

1. On the transmittal, record relevant information and requests for data.  On the form, 

or separate sheet, record deviations from Contract Document requirements, 
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including variations and limitations.  Include Contractor's certification that 

information complies with Contract Document requirements. 

2. Number transmittals in sequence for each Series of the Specifications thus:  x-xxx.  

The number after the dash indicates the Section of the Specifications, and the number 

before the dash is the sequence number of the transmittal.  For example, the first 

item submitted related to Specification Item No. 506, “Manholes” would be labeled 

1-506, the second item submitted would be labeled 2-506, etc.  If the submittal 

item relates to a Special Provision or Special Specification, use SP506 or SS5061, 

for example, to indicate the applicable Specification Section.  Identify resubmittals 

with a letter of the alphabet following the original sequence number, using “A” for 

the first resubmittal, “B” for the second resubmittal, etc.  For example, the first 

resubmittal of the second item submitted for Specification SP506 would be labeled 

2A-SP506. 

3.2 CONTRACTOR'S CONSTRUCTION SCHEDULE 

A. Construction Schedule: Prepare a fully developed Contractor’s construction schedule 

("Baseline Schedule") using Microsoft Project© software unless otherwise approved by 

Owner's Representative.  Submit Baseline Schedule at the preconstruction conference, or 

within 7 days after, and submit updated schedules as specified by the E/A, usually at 

each regularly scheduled Project Meeting and with each pay application. 

 

1. Detail each significant construction activity and use a weekly timeframe for the 

schedule.  Use the same breakdown of units of the Work as indicated in the "Schedule 

of Values." 

2. With each update, revise task completion percentage and mark completed tasks.   

3. Prepare the schedule on a sheet, or series of sheets, of stable transparency, or other 

reproducible media, of sufficient width to show data for the entire construction period. 

4. Secure time commitments for performing critical elements of the Work from parties 

involved.  Coordinate each element on the schedule with other construction activities; 

include minor elements involved in the sequence of the Work.  Show each activity in 

proper sequence.  Indicate graphically the critical path items and the sequences 

necessary for completion of related portions of the Work. 

5. Indicate the phases of work in which subcontractors will be participating.  

Subcontractors shall be indicated by name. 

6. Coordinate the Contractor's Construction Schedule with the Schedule of Values, list 

of subcontracts, Submittal Schedule, progress reports, payment requests, and other 

schedules. 

7. Indicate substantial completion in advance of the date established for Final 

Completion to allow time for the E/A's procedures necessary for certification of 

Substantial and Final Completion. 

B. Work Stages: Indicate important stages of construction for each major portion of the 

Work, including submittal review, testing, and installation. 

C. Distribution: Following response to the Baseline Schedule submittal, distribute electronic 

copies to the E/A, subcontractors, suppliers, and other parties required to comply with 

scheduled dates. Keep a copy at the Project Site at all times. 

1. When revisions are made, distribute to the same parties and post in the same 

locations.  Delete parties from distribution when they have completed their assigned 

portion of the Work and are no longer involved in construction activities. 
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E. Schedule Updating: Revise the schedule after each meeting, event, or activity where 

revisions have been recognized or made and as requested by the E/A.  Issue the updated 

schedule concurrently with the report of each meeting, or as requested by the E/A. 

3.3 SUBMITTAL SCHEDULE 

A. Concurrently with the development of the Contractor's Construction Schedule, prepare a 

complete schedule of submittals.  Submit the initial Submittal Schedule along with the 

Construction Schedule, at the preconstruction conference, or within 7 days after, 

1. Coordinate Submittal Schedule with the list of subcontractors, Schedule of Values, 

and the list of products as well as the Contractor's Construction Schedule. 

2. Prepare the schedule in chronological order.  Provide the following information: 

a. Scheduled date for the first submittal. 

b. Related Section number or Specification number. 

c. Submittal category (Shop Drawings, Product Data, Calculations, Test Results, or 

Samples). 

d. Name of the subcontractor. 

e. Description of the part of the Work covered. 

f. Scheduled date for resubmittal. 

g. Scheduled date for completion of the E/A's review. 

B. Contractor’s schedule of submittals will be reviewed to verify that the list of submittals 

provided is all inclusive and the schedule is reasonable and realistic for delivery of the 

project.  Owner will provide a response to the Contractor based on the assessment of the 

schedule of submittals. 

C.    Distribution: Upon Owner’s agreement with the schedule of submittals, print and 

distribute copies to the Owner’s Representative, E/A, Owner, subcontractors, suppliers, and 

other parties required to comply with submittal dates indicated.  Keep copies at the Project 

Site at all times. 

1. When revisions are made, distribute to the same parties and post in the same 

locations.  Delete parties from distribution when they have completed their assigned 

portion of the Work and are no longer involved in construction activities. 

D. Schedule Updating: Revise the schedule after each meeting or activity where revisions 

have been recognized or made.  Issue the updated schedule concurrently with the report 

of each meeting, or as requested by the E/A. 

3.4 SHOP DRAWINGS 

A. Submit newly prepared information drawn accurately to scale.  Highlight, circle, or 

otherwise indicate deviations from the Contract Documents.  Do not reproduce Contract 

Documents or copy standard information as the basis of Shop Drawings.  Standard 

information prepared without specific reference to the Project is not a Shop Drawing. 

 

B. Shop Drawings include fabrication and installation Drawings, setting diagrams, schedules, 

patterns, templates and similar Drawings.  Include the following information: 

1. Dimensions; 

2. Identification of products and materials included by sheet and detail number; 

3. Compliance with specified standards; 

4. Notation of coordination requirements; and 

5. Notation of dimensions established by field measurement. 

6. Sheet Size: Except for templates, patterns and similar full-size Drawings, submit 

Shop Drawings on sheets at least 8-1/2 inches by 11 inches but no larger than 24 

inches by 36 inches. 

7. Do not use Shop Drawings without an appropriate stamp indicating action taken. 



Rev. Date 01/11/19 Submittals / 01300 Page 5 of 8 

3.5 PRODUCT DATA 

A. Collect Product Data into a single submittal for each element of construction or system.  

Product Data includes printed information, such as manufacturer's installation 

instructions, catalog cuts, standard color charts, roughing-in diagrams and templates, 

standard wiring diagrams, applicable certifications and performance curves. 

1. Mark each copy to show applicable choices and options.  Where printed Product Data 

includes information on several products that are not required, mark copies to 

indicate the applicable information.  Include the following information: 

a.  Manufacturer's printed recommendations; 

b.  Compliance with trade association standards; 

c.  Compliance with recognized testing agency standards; 

d.  Application of testing agency labels and seals; 

e.  Notation of dimensions verified by field measurement; and 

f.   Notation of coordination requirements. 

2. Do not submit Product Data until compliance with requirements of the Contract 

Documents has been confirmed. 

3. Distribution:  Furnish copies of final submittal to installers, subcontractors, suppliers, 

manufacturers, fabricators, and others required for performance of construction 

activities.  Show distribution on transmittal forms. 

a.  Do not proceed with installation until a copy of the final submission of Product 

Data is in the Installer's possession. 

b.  Do not permit use of unmarked copies of Product Data in connection with 

construction. 

3.6 SAMPLES 

A. Submit full-size, fully fabricated Samples cured and finished when specified and physically 

identical with the material or product proposed.  Samples include partial sections of 

manufactured or fabricated components. 

1. Submit Samples in the manner to facilitate review of qualities indicated.  Include the 

following: 

a. Specification Section number and reference; 

b. Generic description of the Sample; 

c. Sample source; 

d. Product name or name of the manufacturer; 

e. Compliance with recognized standards; and 

f. Availability and delivery time. 

2. Submit Samples for review of size, kind, color, pattern, and texture.  Submit Samples 

for a final check of these characteristics with other elements and a comparison of 

these characteristics between the final submittal and the actual component as 

delivered and installed. 

a. Where variation in color, pattern, texture, or other characteristic is inherent in 

the material or product represented, submit at least 3 multiple units that show 

approximate limits of the variations. 

b. Refer to other Specification Sections for requirements of Samples that illustrate 

workmanship, fabrication techniques, details of assembly, connections, 

operation, and similar construction characteristics. 

c. Refer to other Sections for Samples to be returned to the Contractor for 

incorporation in the Work.  Such Samples must be undamaged at time of use.  
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On the transmittal, indicate special requests regarding disposition of Sample 

submittals. 

d. Samples not incorporated into the Work, or otherwise designated as the Owner's 

property, are the property of the Contractor and shall be removed from the site 

prior to Substantial Completion. 

3. Maintain sets of Samples, as returned, at the Project Site, for quality comparisons 

throughout the course of construction. 

a. Unless noncompliance with Contract Document provisions is observed, the 

submittal may serve as the final submittal. 

b. Sample sets may be used by Owner for final acceptance of the construction 

associated with each set. 

B. Distribution of Samples:  Prepare and distribute additional sets to subcontractors, 

manufacturers, fabricators, suppliers, installers, and others as required for performance 

of the Work.  Show distribution on transmittal forms. 

3.7 QUALITY ASSURANCE AND QUALITY CONTROL SUBMITTALS 

A. Submit quality assurance and quality control submittals, including design data, 

certifications, manufacturer's instructions, manufacturer's field reports, materials test 

results, field testing and inspection reports, and other quality-control submittals as 

required under other Sections of the Specifications. 

B. Certifications:  Where other Sections of the Specifications require certification that a 

product, material, or installation complies with specified requirements, submit a 

certification from the manufacturer or responsible Engineer certifying compliance with 

specified requirements. 

1. Signature:  Certification shall be signed by an officer of the corporation or other 

individual authorized to sign documents on behalf of the company. 

C. Calculations:  When required in the technical specification, calculations shall be prepared 

and stamped by a Professional Engineer registered in the State of Texas. 

D. Concrete, Controlled Low Strength Material, Asphalt Stabilized Base and Hot Mix Asphaltic 

Concrete Mix Designs and Substantiating Test Data:  Requirements for submittal of mix 

designs and substantiating test data are specified in the applicable Technical Specification 

Section.  Each separate batch plant supplying ASB, HMAC and/or concrete shall submit 

mix designs to the Owner’s Representative for review. 

3.9 ENGINEER/ARCHITECT'S ACTION 

A. Except for submittals, for the record, or for information where action and return is not 

required, the E/A will review each submittal, mark to indicate action taken, and return 

within the time frame specified in Paragraph 3.1.A.3. 

 

1. Compliance with specified characteristics is the Contractor's responsibility. 

B. Action Stamp:  The E/A will stamp each submittal with a uniform, action stamp.  The E/A 

will mark the stamp appropriately to indicate the action taken, as follows: 

1. “Reviewed”: the Work covered by the submittal may proceed provided it complies 

with requirements of the Contract Documents.  Final payment depends on that 

compliance. 

2. "Reviewed with Comments”: the Work covered by the submittal may proceed 

provided it complies with notations or corrections on the submittal and requirements 

of the Contract Documents.  Final payment depends on that compliance. 
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3. "Revise and Resubmit” or “Rejected": do not proceed with Work covered by the 

submittal, including purchasing, fabrication, delivery, or other activity.  Revise or 

prepare a new submittal according to the notations and resubmit without delay.  

Repeat if necessary to obtain different action mark. 

a. Do not use, or allow others to use, submittals marked "Revise and Resubmit" or 

“Rejected” at the Project Site or elsewhere where Work is in progress. 

4. Other Action:  Where a submittal is for information, or for record purposes, or for 

special processing, or for other activity, the E/A will return the submittal marked 

“Record Copy”, “Action Not Required” or “No Action Taken." 

C. Unsolicited Submittals:  The E/A will return unsolicited submittals to the sender without 

action. 

3.10 PREPARATION AND SUBMITTAL OF CONSTRUCTION RECORD DRAWINGS 

The Owner’s Representative and the Contractor’s Superintendent will each maintain a set of bluelines 

noting any changes in ink during construction of the Project.  The Owner’s Representative and the 

Contractor’s Superintendent will compare bluelines at least weekly (at a time mutually acceptable to 

both) to exchange information and compare notes to ensure all items installed and changes are 

documented.  The following is a recommended minimum of items to be noted: 

GENERAL 

1. Notes should be sufficiently clear to allow a draftsperson to easily make the necessary 

changes without the need for field checks and interpretation. 

2. One complete set of Construction Record bluelines will be submitted prior to the final 

pay request and forwarded to the Owner. 

WATER/WASTEWATER PROJECTS 

1. Type, name and model numbers of all valves (with # of turns to open/close), air 

release valves, drain and fire hydrants noted at locations installed. 

2. Installed locations of all assignments, appurtenances and elevations which differ from 

those indicated on the Drawings. 

3. Pipe manufacturer type and classification noted in sufficient detail to determine 

location and extent of each type or classification installed. 

4. Modification to any standard or special details noted. 

5. Location and description of pipe closures. 

6. Thrust blocking locations and restrained pipe lengths, approximate dimensions and 

quantities noted. 

7. Location, type and quantity of all addition and deletions. 

8. Changes in grade. 

The above list is not intended to be complete.  Any information noted which could be used for future 

maintenance, location and construction projects is encouraged to be noted on the bluelines. 
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Shop Drawing Transmittal 
 

Month XX, 2008 

 

 

Transmittal No.    

Previous Transmittal No.   

Previous Submittal Date   

 

City of Austin  

Construction Inspection Division 

Public Works Department 

P.O. Box 1088 

Austin, Texas 78767 

 

Project Name:  Austin Lakeside Drive  

 

Attention: Owner’s Representative 

 

Enclosed are nine (9) copies of the following items for your review: 

 

Item 

No. 

 

Description 

Submittal 

Type  

Specification 

Section 

 

Subcontractor/Supplier 

     

1. 6”  DI Pipe Produce Data 510 ABC Company 

2. 8” Resilient Seat 

Gate Valve 

 

Product Data 

 

511 

 

DEF  Company 

     

 

 

 

 

 

NOTE: Item 1 above contains a deviation from the Specifications as indicated on the item  

 

Submitted by:       

   XYZ Company 

   101 Ranch Road 2974 

   Austin, Texas 78759 

 

 

 

 

 

 

 

 

END  
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Division 1 General Requirements 

CONSTRUCTION EQUIPMENT EMISSIONS REDUCTION PLAN 
Section 01353 

 
1. GENERAL 

 

1.1. RELATED DOCUMENTS 

 

A. This Section applies to Drawings and all provisions of Contract. 

 

1.2. SUMMARY – CONSTRUCTION EQUIPMENT EMISSIONS PLAN  

 

A. The OWNER, as part of the Council Resolution No. 20100211-019, has decided to take 

steps to reduce emissions associated with construction process including Nitrogen 

Oxides (NOx), particulate matter and greenhouse gas.  Construction activity is a source 

of large quantities of particulate matter and ozone forming Nitrogen Oxides that 

adversely affect the health of our community and the natural environment. 

 

B. The CONTRACTOR shall employ practices and take actions that reduce emissions from 

NOx, particulate matter (black soot) and greenhouse gases resulting from activities 

associated with new construction and demolition Projects. 

C. The CONTRACTOR shall maximize the use of equipment and vehicles with advanced 

emission controls in support of the City’s goals, utilizing equipment that meets defined 

EPA emissions standards. 

 

1.3. DEFINITIONS 

 

A. “Construction Equipment” means equipment powered by an internal combustion 

engine and used for performing or otherwise advancing the Work on the Project, other 

than motor vehicles intended for use on public highways and registered pursuant to 

Section 502.002 of the Texas Transportation Code. 

 

B. The list of applicable Construction Equipment includes, but is not limited to excavators, 

backhoes, loaders, bulldozers, graders, rock saws, generators, and other similar 

equipment. 

 

C. “EPA” means the United States Environmental Protection Agency. 

 

D. “Low-Use Equipment” means any piece of construction equipment which is used for 

less than ten (10) hours per week on site for a single construction contract.   

 

E. “Greenhouse Gases” are emissions that absorb and emit radiation within the 

atmosphere. Greenhouse Gases can be one or a combination of, these gases: carbon 

dioxide, methane, nitrous oxide and three groups of fluorinated gases (sulfur 

hexafluoride, hydro fluorocarbons, and perfluorocarbons) 

 

1.4. REQUIREMENTS – Not Used 

 

1.5. SUBMITTALS 

A. CONSTRUCTION EQUIPMENT EMISSIONS REDUCTION PLAN: 

1. The CONTRACTOR agrees to prepare a draft Emissions Reduction Plan (referred to 

as PLAN) prior to start of construction. This PLAN shall include an inventory report 

http://en.wikipedia.org/wiki/Absorption_(electromagnetic_radiation)
http://en.wikipedia.org/wiki/Emission_(electromagnetic_radiation)
http://en.wikipedia.org/wiki/Fluorine
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containing identifying data for each piece of equipment to be used on the worksite 

and shall include the following: 

• Vehicle/Equipment: Make & Model Year 

• Vehicle/Equipment: Engine Make & Model Year 

• Vehicle/Equipment: Fuel Type 

• Vehicle/Equipment: Expected gallons or hours used for project duration 

a) The OWNER will provide Emissions Reduction Toolkit to help the CONTRACTOR 

in preparation of the PLAN and inventory.  

2. The CONTRACTOR shall develop a list of strategies to be used in this Project in 

order to reduce emissions from NOx, particulate matter and greenhouse gas (CO2 

equivalent). Once prepared, the agreed upon strategies shall be incorporated into 

the PLAN.  The PLAN will then be signed by the CONTRACTOR and made ready for 

implementation.  Implementation progress will be reviewed once a month in 

regularly scheduled project progress meetings. The PLAN may be modified during 

construction if changes are made to the Project, but adjustments shall be approved 

by the OWNER prior to implementation. 

3. This PLAN may be used by the Owner’s Representative or Inspector to conduct site 

inspections and/or verify compliance with specification elements.   

 

4. If additional equipment is brought on-site after construction begins, the Contractor 

shall provide this same inventory information to the Owner’s Representative for 

the new equipment on or before the day it begins work on-site.  All additional 

equipment shall conform to the PLAN. 

 

5. Reports shall be provided for all equipment used on-site.  

 

B. EQUIPMENT EMISSIONS CLOSEOUT DOCUMENTATION: 

1. Submit the following prior to final payment: 

a) Record of changes made to the original PLAN and reasons. 

b) Provide a summary and documentation of strategies used and estimated 

reductions in fuel & emissions. 

c) Provide documentation of amount and % of alternative fuel used. 

2. PRODUCTS 

Not used 

3. EXECUTION 

3.1. GENERAL 

A. Implement the submitted PLAN. Provide personnel, documentation, equipment, 

signage, transportation, and other items as required to implement the PLAN during 

the entire duration of the Contract.  

3.2. EQUIPMENT EMISSIONS PLAN IMPLEMENTATION 

A. Plan Coordinator (Could be same as superintendent): Designate an on-site person 

responsible for instructing workers on the Owner’s intent to reduce emissions, 

overseeing implementation and documenting results of the PLAN for the Project.  
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B. Plan Review: Review the PLAN in monthly progress meeting and include comments in 

the meeting notes. 

C. Instruction: Provide on-site instructions to all subcontractors of emissions reduction 

methods to be used by all parties for the appropriate activities of the Project.  

D. Discuss Owner’s goals and requirements at the following meetings: 

1. Pre-bid conference. 

2. Pre-construction conference. 

3. Progress meetings (monthly). 

 

3.3 EQUIPMENT EMISSIONS REDUCTION TOOLKIT 

A. Equipment Emissions Reduction Toolkit available at: 

1. Website: (http://austintexas.gov/department/capital-improvement-program) 

2. City of Austin Public Works Department, Project Management Division, One Texas 

Center, Suite 900 

3. Construction Job Site Office (after contract award) 

B. Equipment Emissions Reduction Toolkit consists of: 

1. A list of Construction Equipment Emissions Reduction Strategies 

2. EPA fuel savings calculator by idling reductions 

3. Posting of Anti-idling signs 

4. Memorandum of Agreement by Local Area Governments 

5. Equipment Inventory Form 

3.4 A LIST OF EQUIPMENT EMISSIONS REDUCTION STRATEGIES 

The following are suggested emissions reduction strategies and references.  As per the 

specification section 01353, 1.5 Submittals, the CONTRACTOR shall develop a list of 

strategies to be used in this Project at the start of construction. 

C-1 Anti-Idling Strategies: 

1. Implement and enforce anti-idling practices for all equipment and vehicles on and 

adjacent to the site and associated with the project.  City will provide a construction 

site sign and stickers for vehicles and equipment. Add Hyperlink to COA Idling flyer 

location TBD 

Also refer to: 

   https://www.nctcog.org/trans/quality/air/for-everyone/engine-off-north-texas 
 

Another potential resource for the COA website on emission specifications:  
https://www.tceq.texas.gov/airquality/mobilesource/vehicleidling.html 

 

2. Limit all idling of project associated vehicles and equipment operations to five (5) 

minutes unless the idling is applicable to one or more of the following exceptions: 

a) Idling is being used for emergency response purposes; 

b) Idling is necessary for component of mechanical operation, maintenance, or 

diagnostic purposes; or 

c) Idling is for the health or safety of the equipment operator.  

https://gcc01.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.nctcog.org%2Ftrans%2Fquality%2Fair%2Ffor-everyone%2Fengine-off-north-texas&data=02%7C01%7CPeter.Davis%40austintexas.gov%7C485e7e239f2445d3996508d7b710b95d%7C5c5e19f6a6ab4b45b1d0be4608a9a67f%7C0%7C1%7C637179154767728853&sdata=yqTYDtmXssOP6cOBtq2GKDLvgJGWOJJ1%2FcaFyAx6C5I%3D&reserved=0
https://gcc01.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.tceq.texas.gov%2Fairquality%2Fmobilesource%2Fvehicleidling.html&data=02%7C01%7CPeter.Davis%40austintexas.gov%7C485e7e239f2445d3996508d7b710b95d%7C5c5e19f6a6ab4b45b1d0be4608a9a67f%7C0%7C1%7C637179154767738806&sdata=5eq3OkunH8Au1YuPzT%2FHlVDmMatCSeeSlrdzxjzxPZc%3D&reserved=0
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3. Provide education to all staff, vendors and subcontractors about emissions hazards 

and anti-idling practices and encourage use of EPA calculator for fuel savings.  

 

4. To the extent possible, do not stop or idle haulage trucks directly under tree limbs 

and foliage overhanging the street along the haul route. Further avoid such damage 

from truck exhaust by means of exhaust diversion devices to redirect or diffuse 

exhaust from being directed in a concentrated manner to tree limbs and foliage. 

5. Avoid vehicle loitering or queuing outside or inside the gates of the work area to 

minimize degradation of localized air quality.  

 (http://austintexas.gov/airquality/) 

C-2 Alternative Fuels: 

6. Utilize alternative fuels including, Texas LED Compliant B20 (or higher) biodiesel, 

Compressed Natural Gas (CNG), propane and electric. (Refer to EPA Energy Policy 

Act for full list).   

7. Avoid unnecessary fuel use by providing on-site fuelling for alternate fuels. 

 (http://www.tceq.texas.gov/airquality/mobilesource/txled/cleandiesel.html) 

 (http://www.eere.energy.gov/cleancities) 

 (http://lonestarcfa.org)     

C-3 Vehicle/Equipment Improvements: 

8. It is recommended that CONTRACTOR takes advantage of the Texas Emission 

Reduction Plan (TERP) grant incentives to upgrade (replace or repower) vehicles 

with    retrofitted emission reduction technologies.                                   

(http://www.tceq.texas.gov/airquality/terp/index.html) or (www.terpgrants.com) 

9. Utilize battery powered and/or solar powered equipment where available. 

This strategy can be combined with anti-idling strategies by using this technology 

for sign boards. (evtransportal.org/dieselengineidlereduction.pdf) 

10. Consider using voluntary and mandatory sections of the City of Chicago Clean Diesel Program 
related to  https://www.chicago.gov/city/en/progs/env/clean-
diesel.htmlfile:///C:/Users/user/Documents/Downloads/O2011-1418.pdf 

11.   Consider an air quality training section administered by a governmental entity to help 
comply with an updated 

COA Construction Equipment Emission Reduction Plan by using the California Air Resources 
Board (CARB) training section in the link below: 
https://ww2.arb.ca.gov/our-work/topics/construction-earthmoving-equipment 

C-4 Maintenance Program: 

1. Establish a preventative maintenance program addressing issues including 

but not limited to, fuel use, air emissions, tire pressure, smoke from exhaust 

and noise. 

2. Make all efforts to prevent oil/fuel spillage on to site surfaces. 

C-5 Resource Management: 

3. Utilize equipment companies that are located closest to the construction site. 

https://gcc01.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.chicago.gov%2Fcity%2Fen%2Fprogs%2Fenv%2Fclean-diesel.html&data=02%7C01%7CPeter.Davis%40austintexas.gov%7C485e7e239f2445d3996508d7b710b95d%7C5c5e19f6a6ab4b45b1d0be4608a9a67f%7C0%7C1%7C637179154767748766&sdata=Jr68I6ELr5ikqoO%2BXeknpNsTIdBHIDmf73lT9n7cpZI%3D&reserved=0
https://gcc01.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.chicago.gov%2Fcity%2Fen%2Fprogs%2Fenv%2Fclean-diesel.html&data=02%7C01%7CPeter.Davis%40austintexas.gov%7C485e7e239f2445d3996508d7b710b95d%7C5c5e19f6a6ab4b45b1d0be4608a9a67f%7C0%7C1%7C637179154767748766&sdata=Jr68I6ELr5ikqoO%2BXeknpNsTIdBHIDmf73lT9n7cpZI%3D&reserved=0
file:///C:/Users/user/Documents/Downloads/O2011-1418.pdf
https://gcc01.safelinks.protection.outlook.com/?url=https%3A%2F%2Fww2.arb.ca.gov%2Four-work%2Ftopics%2Fconstruction-earthmoving-equipment&data=02%7C01%7CPeter.Davis%40austintexas.gov%7C485e7e239f2445d3996508d7b710b95d%7C5c5e19f6a6ab4b45b1d0be4608a9a67f%7C0%7C1%7C637179154767758722&sdata=48jzkgHiiBzSwreeRF7HjZJOZ5rR303XVA5%2Bayz7ONI%3D&reserved=0
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4. Store equipment on site during construction use or arrange for closest 

overnight storage including temporary use of the Right of Way if possible. 

5. To the extent possible, CONTRACTOR shall maximize use of local and regional 

materials to reduce transportation emissions.   

6. CONTRACTOR shall maximize salvage and reuse of appropriate on-site 

materials.  (http://www.usgbc.org/ShowFile.aspx?DocumentID=1095) 

 

7. To the greatest extent possible, stage equipment and vehicles away from, 

and minimize operation near, sensitive receptors including, but not limited to, 

operable windows, fresh air intakes, hospitals, schools, licensed day care 

facilities, residences and areas where people congregate. 

END 
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Division 1 General Requirements 

TEMPORARY FACILITIES                                  

Section 01500 

 

PART 1 - GENERAL 

1.1   Related Documents: 

Drawings and general provisions of Contract and Division 1 requirements.  

PART 2 - PRODUCTS  (NOT USED) 

PART 3 – EXECUTION 

3.1   Office at the Work Site (Job Shack) 

During the performance of this Contract, CONTRACTOR shall maintain a suitable 

office at the site of the Work which shall be the headquarters of his superintendent.  

Any communication given to the superintendent or delivered to CONTRACTOR's office 

at the site of the Work in his absence shall be deemed to have been delivered to 

CONTRACTOR.  CONTRACTOR shall pay all electricity and heating bills and shall 

provide telephone services with a telephone as specified hereinafter. 

3.2   Water for Construction  

All water required for and in connection with the Work to be performed shall be 

furnished by and at the expense of the OWNER by existing delivery means at the site 

of the Work.   CONTRACTOR to verify with OWNER acceptable access points, and 

acceptable usage times. 

3.3   Electrical Power for Construction  

All electrical power required for and in connection with the Work to be performed 

shall be furnished by and at the expense of the OWNER by existing delivery means at 

the site of the Work.   CONTRACTOR to verify with OWNER acceptable access points, 

and acceptable usage times. 

3.4   Telephone Service 

CONTRACTOR shall make all necessary arrangements for telephone service in his 

offices at the site and shall provide all telephone instruments. 

3.5   Sanitary Facilities 

CONTRACTOR shall furnish temporary sanitary facilities at the site, as provided 

herein, for the needs of all construction workers and others performing Work or 

furnishing services on the Project. 

Sanitary facilities shall be of reasonable capacity, properly maintained throughout 

the construction period, and obscured from public view to the greatest practical 

extent.  If toilets of the chemically treated type are used, at least one toilet shall be 

furnished for each 20 employees.  CONTRACTOR shall enforce the use of such 

sanitary facilities by all personnel at the site. 

3.6   Protection of Public and Private Property 

CONTRACTOR shall protect, shore, brace, support and maintain all underground 

pipes, conduits, drains, and other underground construction uncovered or otherwise 

affected by the CONTRACTOR’s operations.  All pavement, surfacing, driveways, 

curbs, walks, buildings, utility poles, guy wires, fences, and other surface structures 

affected by construction operations, together with all sod and shrubs in yards, 

parkways, and medians, shall be restored to their original condition, whether within 

or outside the easement/right-of-way.  All replacements shall be made with new 

materials.  

CONTRACTOR shall be responsible for all damage to streets, roads, curbs, sidewalks, 

highways, shoulders, ditches, embankments, culverts, bridges, or other public or 
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private property, which may be caused by transporting equipment, materials, or men 

to or from the Work, whether by him or his Subcontractors. CONTRACTOR shall 

make satisfactory and acceptable arrangements with the owner of, or the agency 

having jurisdiction over, the damaged property concerning its repair or replacement 

or payment of costs incurred in connection with the damage. 

All fire hydrants and water control valves shall be kept free from obstruction and 

available for use at all times. 

3.7    Security 

CONTRACTOR shall be responsible for protection of the site, and all Work, materials, 

equipment, and existing facilities hereon, against vandals and other unauthorized 

persons. 

No claim shall be made against OWNER by reason of any act of an employee or 

trespasser, and CONTRACTOR shall make good all damage to the OWNER's property 

resulting from CONTRACTOR's failure to provide security measures as specified. 

Security measures shall be at least equal to those usually provided by OWNER to 

protect existing facilities during normal operations, and shall also include such 

additional security fencing, barricades, lighting, and other measures as required to 

protect the site.  When required, the CONTRACTOR shall provide a security plan to 

the OWNER for review as to appropriateness of the security measures proposed. 

3.8   Parking 

CONTRACTOR shall provide and maintain suitable parking areas for the use of all 

construction workers and others performing Work or furnishing services in 

connection with the Project, as required, to avoid any need for parking personal 

vehicles where they may interfere with public traffic, the OWNER's operations, or 

construction activities.  OWNER will provide a certain agreed upon number of existing 

parking lot spaces, at the site, for this purpose. 

3.9   Dust Control 

Dust Control during construction of this Project shall conform to Standard 

Specifications Item No. 220S, “Sprinkling for Dust Control".  No direct payment will 

be made for dust control.  Dust Control shall be considered subsidiary work relating 

to various Bid items of the Contract. 

3.10   Temporary Drainage Provisions 

CONTRACTOR shall be responsible for providing for the drainage of stormwater and 

such water as may be applied or discharged on the site in performance of the Work.  

CONTRACTOR shall obtain E/A approval for temporary drainage facilities which will 

handle, carry through, or divert around his Work all drainage flow, including storm 

flow and flows created by construction activity, to prevent silting of waterways or 

flooding damage to the property and adjacent property. 

3.11   Erosion Control 

CONTRACTOR shall prevent erosion of soil on the site and adjacent property resulting 

from his construction activities.  Effective measures shall be initiated prior to the 

commencement of clearing, grading, excavation, or other operations which will 

disturb the natural protection. 

CONTRACTOR shall use controls found in "Environmental Criteria Manual" or 

developed from successful techniques elsewhere as approved by E/A.   

3.12   Pollution Control 

CONTRACTOR shall prevent the pollution of drains and watercourses by sanitary 

wastes, sediment, debris and the substances resulting from construction activities.  

No sanitary wastes will be permitted to enter any drain or watercourse. No sediment, 

debris or other substance will be permitted to enter sanitary sewers and reasonable 
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measures shall be taken by CONTRACTOR to prevent such materials from entering 

any drain or watercourse. 

CONTRACTOR shall observe the rules and regulations of the State of Texas and 

agencies of the U.S. Government prohibiting the pollution of any lake, stream, river, 

or wetland by the dumping of any refuse, rubbish, dredge material, or debris therein. 

CONTRACTOR is specifically cautioned that disposal of materials into any water of the 

State must conform to the requirements of the Texas Commission on Environmental 

Quality (TCEQ), and any applicable permit from the U.S. Army Corps of Engineers. 

 

3.13  Required Job Site Postings and Notices 

 

CONTRACTOR shall post the following postings and notices in English and Spanish at 

one or more conspicuous locations on the job site.  In the case of Projects with 

multiple sites, the notices and postings must be displayed at each site.  In the case 

of Projects that do not have a job shack or other temporary facility on the site, 

CONTRACTOR shall post all notices on a temporary bulletin board. Other special 

conditions are noted below. 

 

Required for all Projects 

Poster Available at: 

Baseline Schedule for 

Project identifying when 

all subcontractors will be 

used  

N/A (as required under Section 00700, paragraph 2.4.2.1.) 

Wage Rates as required 

under Section 00830. 
 

Section 00830BC and/or Section 008300HH 

City of Austin Wage 

Contact posters 

Provided at Pre-Construction meeting (English and Spanish) 

City of Austin Equal 

Employment Opportunity 

posters 

http://austintexas.gov/department/wage-compliance (English and 

Spanish) 

Texas Commission on 

Environmental Quality 

“Construction Site Notice” 

form, if applicable, as 

required or the required 

TPDES information  

http://www.tceq.state.tx.us/assets/public/permitting/waterquality/attac

hments/stormwater/txr152d2.pdf  (Option 1 – as required under 

Section 00810, 6.7.4.2 

 

N/A (Option 2 – as required under Section 00810, 2.6.7.4.3) 

OSHA poster “Job Safety 

and Health: It's the Law”  

http://www.osha.gov/Publications/osha3165.pdf  (English) 

http://www.osha.gov/Publications/osha3167.pdf  (Spanish) 

City of Austin Rest Break 

Ordinance Signs 

http://austintexas.gov/department/wage-compliance (English and 

Spanish) 

As required to be posted in English and Spanish under Ordinance No. 

20100729-047 

Texas Payday Law Poster http://www.twc.state.tx.us/ui/lablaw/ll10.pdf  (English) 

http://www.twc.state.tx.us/ui/lablaw/ll10s.pdf  (Spanish) 

Texas Workers 

Compensation notice that 

the employer does or 

does not carry Workers 

Compensation insurance  

Does not carry Workers Compensation Insurance: 

http://www.tdi.state.tx.us/forms/dwc/notice5.pdf  (English) 

http://www.tdi.state.tx.us/forms/dwc/notice5s.pdf  (Spanish) 

 

Does carry Workers Compensation Insurance: 

http://www.tdi.state.tx.us/forms/dwc/notice6.pdf  (English) 

http://www.tdi.state.tx.us/forms/dwc/notice6s.pdf  (Spanish) 

 

TWC Employer’s http://www.oiec.state.tx.us/documents/Employer_Notice_of_O.pdf  

http://www.tceq.state.tx.us/assets/public/permitting/waterquality/attachments/stormwater/txr152d2.pdf
http://www.tceq.state.tx.us/assets/public/permitting/waterquality/attachments/stormwater/txr152d2.pdf
http://www.osha.gov/Publications/osha3165.pdf
http://www.osha.gov/Publications/osha3167.pdf
http://austintexas.gov/department/wage-compliance
http://www.twc.state.tx.us/ui/lablaw/ll10.pdf
http://www.twc.state.tx.us/ui/lablaw/ll10s.pdf
http://www.tdi.state.tx.us/forms/dwc/notice5.pdf
http://www.tdi.state.tx.us/forms/dwc/notice5s.pdf
http://www.tdi.state.tx.us/forms/dwc/notice6.pdf
http://www.tdi.state.tx.us/forms/dwc/notice6s.pdf
http://www.oiec.state.tx.us/documents/Employer_Notice_of_O.pdf
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Notification of the 

Ombudsman Program to 

Employees 

(both versions) 

DOL – The Uniformed 

Services Employment and 

Reemployment Rights Act 

(USERRA) 

http://www.dol.gov/vets/programs/userra/USERRA_Private.pdf   

EEOC Equal Employment 

Act and the Americans 

with Disabilities Act (ADA) 

http://www.dol.gov/ofccp/regs/compliance/posters/pdf/eeopost.pdf  

(English) 

http://www.dol.gov/ofccp/regs/compliance/posters/pdf/eeosp.pdf  

(Spanish) 

Fair Labor Standards Act 

(FLSA) Minimum Wage 

Poster 

http://www.dol.gov/whd/regs/compliance/posters/flsa.htm  (English) 

http://www.dol.gov/whd/regs/compliance/posters/flsaspan.htm  

(Spanish) 

If applicable:  Employee 

Rights for Workers with 

Disabilities/Special 

Minimum Wage Poster – 

Employment Standards 

http://www.dol.gov/whd/regs/compliance/posters/disabc.pdf    

http://www.dol.gov/whd/regs/compliance/posters/disabspanc3p.pdf    

“Your Rights Under the 

Family and Medical Leave 

Act (FLMA)” 

http://www.dol.gov/whd/regs/compliance/posters/fmlaen.pdf  (English) 

http://www.dol.gov/whd/regs/compliance/posters/fmlasp.pdf  (Spanish) 

 

Title VI Rights Poster http://austintexas.gov/department/wage-compliance 

 

Additional Postings Required for Federally Funded Projects 

“Employee Rights Under 

the Davis-Bacon Act” 

http://www.dol.gov/whd/regs/compliance/posters/fedprojc.pdf  

(English) 

http://www.dol.gov/whd/regs/compliance/posters/davispan.pdf  

(Spanish) 

Applies to USDOT/FHWA 

funded projects: 

“Notice of False 

Statements Concerning 

Highway Projects”  

http://www.mdt.mt.gov/publications/docs/forms/dbe/eeo_board/false_s

tatements.pdf 

 

(as required in Section 00810A Standard Federal-Aid Assurances) 

Applies to USDOT/FHWA 

funded projects; 

“Contractors EEO Policy” 

N/A (as required in Section 00810A Standard Federal-Aid Assurances) 

 

 

 

END 

http://www.dol.gov/vets/programs/userra/USERRA_Private.pdf
http://www.dol.gov/ofccp/regs/compliance/posters/pdf/eeopost.pdf
http://www.dol.gov/ofccp/regs/compliance/posters/pdf/eeosp.pdf
http://www.dol.gov/whd/regs/compliance/posters/flsa.htm
http://www.dol.gov/whd/regs/compliance/posters/flsaspan.htm
http://www.dol.gov/whd/regs/compliance/posters/disabc.pdf
http://www.dol.gov/whd/regs/compliance/posters/disabspanc3p.pdf
http://www.dol.gov/whd/regs/compliance/posters/fmlaen.pdf
http://www.dol.gov/whd/regs/compliance/posters/fmlasp.pdf
http://austintexas.gov/department/wage-compliance
http://www.dol.gov/whd/regs/compliance/posters/fedprojc.pdf
http://www.dol.gov/whd/regs/compliance/posters/davispan.pdf
http://www.mdt.mt.gov/publications/docs/forms/dbe/eeo_board/false_statements.pdf
http://www.mdt.mt.gov/publications/docs/forms/dbe/eeo_board/false_statements.pdf
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       General Requirements 
 Prohibition of Asbestos Containing Materials 

Section 01900 
 
ARTICLE 1 - GENERAL 
 
1.1  RELATED DOCUMENTS 
 

The following documents are a part of this section: 
 
All documents in Bidding Requirements, Contract Forms and Conditions of the Contract. 
 
Other sections of Division 1 - General Requirements apply to this section. 

 
1.2  DESCRIPTION AND INTENT OF THE WORK 
 

No asbestos containing material (ACM) shall be brought onto the Project site, and/or incorporated into the 
Project construction without the written consent of the OWNER.  Any asbestos containing material found at 
any time including after contract completion, to have been brought onto the site or incorporated into the 
Project construction by the CONTRACTOR, or any Subcontractors, Sub-Subcontractors or Suppliers, shall 
be removed and disposed of in accordance with the then current governmental regulatory standards. 

 
All costs associated with the inspection, sampling, testing, removal and disposal of ACM as described above 
shall be paid by the CONTRACTOR. 

 
1.3  DEFINITIONS 
 

ASBESTOS:  The asbestiform varieties of serpentine (chrysotile), riebeckite (crocidolite) cummingtonite-
grunerite (amosite), anthophyllite, actinolite and tremolite. 
 
ASBESTOS CONTAINING MATERIAL (ACM):  Any material containing more than one percent (1%) by 
weight of asbestos of any type or mixture of types. 
 
ASBESTOS CONTAINING BUILDING MATERIAL (ACBM):  Any material used in the construction of, or 
incorporated into the construction of, any building that contains more than one percent (1%) by weight of 
asbestos of any type or mixture of types. 
 
MSDS: A material safety data sheet (MSDS) is a form containing data regarding the properties of component   
substances that comprise a manufactured product. They are a basic hazard communication tool that gives 
details on chemical and physical dangers, safety procedures, and emergency responses for chemicals. 

 
1.4  QUALITY ASSURANCE 
 

PROHIBITION OF ASBESTOS CONTAINING MATERIALS 
 

The E/A has been instructed to not permit any asbestos containing materials to be specified, requested or 
approved for use in conjunction with this Project. 
 
The E/A has signed the following: 

 
A. 01900A Statement of Non-Inclusion of Asbestos Containing Material (E/A, Prior to Design):  

stating that the Engineer/Architect shall not specify, request or approve any ACM in this Project 
without prior written approval of OWNER. 

 
B. 01900B Statement of Non-Inclusion of Asbestos Containing Material (E/A, After Design):  stating 

that the Engineer/Architect has not specified, requested or approved any ACM in this Project 
without the prior written approval of the OWNER, and that any ACM allowed in this Project is 
identified in the Statements. 

 
These Statements are included in the Construction Documents. 
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ASBESTOS CONTAINING MATERIALS PROHIBITED FROM SITE   
 

No asbestos containing materials will be permitted as part of the Project construction.  The following list is 
intended to be used as a general guide to show which types of materials are suspected to contain 
asbestos: 

 
• Cement Pipes • Elevator Brake Shoes 
• Cement Wallboard • HVAC Duct Insulation 
• Cement Siding • Boiler Insulation 
• Asphalt Floor Tile • Breeching Insulation 
• Vinyl Floor Tile • Ductwork Flexible Fabric Connections 
• Vinyl Sheet Flooring/vinyl wall 

coverings 
• Cooling Towers 

• Flooring Backing • Pipe Insulation (corrugated air-cell, block, etc.) 
• Construction Mastics (floor tile, 

carpet, ceiling tile, etc.) 
• Heating and Electrical Ducts 

• Acoustical Plaster • Electrical Panel Partitions 
• Decorative Plaster / stucco • Electric Cloth 
• Textured Paintings/Coatings • Electric Wiring Insulation 
• Ceiling Tiles and Lay-in Panels • Chalkboards 
• Spray-Applied Insulation • Roofing Shingles / tiles / membranes 
• Blown-in Insulation • Roofing Felt 
• Fireproofing Materials • Roof Coatings 
• Taping Compounds (thermal) • Base Flashing 
• Packing Materials (for wall/floor 

penetrations) 
• Thermal Paper Products 

• High Temperature Gaskets • Fire Doors 
• Laboratory Gloves • Caulking/Putties 
• Fire Blankets • Adhesives / mastics 
• Fire Curtains • Wallboard 
• Elevator Equipment Panels • Joint Compounds 
 • Spackling Compounds 
 • Laboratory hoods/tabletops 
 • CMU block fill materials 

 
If any of these suspect materials are specified for use on the Project, and if they do not have specific 
labelling identifying them as asbestos free, then the CONTRACTOR shall notify the OWNER 
immediately.  Laboratory analysis of the material by an OWNER-approved laboratory shall be 
performed at CONTRACTOR's expense in order to warrant that the material does not contain 
asbestos.  A copy of the package labelling or results of laboratory testing must be provided to the 
OWNER prior to inclusion of the specified material during construction. Contractor’s construction 
submittals must include MSDSs for all new materials used in construction of buildings, facilties and 
infrastructure.  
 

1.5  SUBMITTALS 
 

NON-USE OF ASBESTOS AFFIDAVITS 
 

At the time that the CONTRACTOR signs the Agreement, they shall sign a Non-Use of Asbestos Affidavit 
(Contractor Prior to Construction), Contract Document 00680. This Affidavit certifies that the 
CONTRACTOR agrees that they will not allow any asbestos containing materials to be incorporated into 
the construction of the Project or allow any asbestos containing building materials on the site for which 
the OWNER has not given prior written approval. 

 
Prior to final payment, the CONTRACTOR will provide to the OWNER a Non-Use of Asbestos Affidavit 
(Contractor After Construction), Contract Document 00681. This Affidavit certifies that the CONTRACTOR 
did not allow asbestos containing materials to be incorporated into the construction or allowed any 
asbestos containing building materials on the site for which the OWNER of the Project did not give prior 
written approval. 

 
ASBESTOS CONTAINING MATERIALS:  When any asbestos containing materials are used on the 
Project, provide the following information: 
 
A detailed description of the material containing the asbestos. 
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The type and percent of asbestos contained in the material. 
 
The quantity of the materials used, including the square footage, or in the case of pipe insulation, the size 
and linear footage. 
 
A drawing showing the exact location of any asbestos containing materials. 
 
Final payment shall be withheld until the above described Affidavits, submittals and/or information are 
received and approved. 

 
 
END 



 

 

 

 

 

 

 

 

 

 

 

 

 

(This Page left Intentionally Blank) 



CITY OF AUSTIN 
STATEMENT OF NON-INCLUSION OF ASBESTOS CONTAINING MATERIAL 
STATE OF TEXAS 
COUNTY OF TRAVIS 

"My name is W. Owen Harrod 
Representative. 

ENGINEER/ARCHITECT 
PRIOR TO DESIGN 

hereinafter known as 

"I am over the age of 18 years and I have never been convicted of a crime . I am the _A_r_c_h_it_e_c_t_o_f_R_e_c_o_r_d _________ of 

Authorized 

_K_G_S_C_T_r_u_c_k_W_a_s_h_F_a_c_il_it~y_R_e_n_o_v_a_ti_o_n_s _____________________ hereinafter known as 
ENGINEER/ARCHITECT. 

"I am fully competent to make this statement. I have personal knowledge of the facts set forth below and they are all true and correct. 

"WHEREAS ENGINEER/ARCHITECT has been selected to provide designs, to prepare the bid and construction documents, and to assist 

the City of Austin , Texas, hereinafter known as OWNER, during the construction of KGSC Truck Wash Facility 

_R_e_n_o_v_a_t_io_n_s ____________________________________ , located at 

4108 Todd Lane A t. T ---------------- ---------------------· us 1n, exas, 
hereinafter known as Project, and 

"WHEREAS asbestos in a dust form is a recognized health hazard, and 
"WHEREAS the OWNER desires not to have any asbestos containing ·materials used or incorporated into the construction of the Project; 
"THEREFORE the ENGINEER/ARCHITECT affirms that to the best of its knowledge and belief: 

1. The ENGINEER/ARCHITECT, any person , firm or organization representing or represented by the ENGINEER/ARCHITECT, shall not 
knowingly specify, request , or approve for use in conjunction with the Project, any asbestos containing materials or any other materials 
defined as containing asbestos by any laws, rules or r.egulations promulgated by the United States Government, the State of Texas or 
any governmental organization or agency operating under the authority of either of those entities . 

2. Realizing that there might be materials required in which a satisfactory non-asbestos containing material cannot be obtained , the 
ENGINEER/ARCHITECT will do the following before specifying any asbestos containing material: 
A. Inform the OWNER's Project Manager for this Project, in writing , of any intent to specify asbestos containing materials. 
B. Receive written approval from the City of Austin Project Manager for the specifying of any asbestos containing materials. 
C. At the completion of the design phase, and before the OWNER receives any bids for this Project, provide to the Project Manager, 

in writing , the proposed location of any asbestos containing materials, the type of asbestos they contain , and the percent of 
asbestos by types . 

3. The ENGINEER/ARCHITECT states its understanding that if any asbestos containing materials not approved by the OWNER for 
inclusion into the Project, are determined , as a result of any inspection and sample analysis performed by an individual(s) and/or 
firm(s) certified and/or licensed to perform such inspection by the United States Government and/or the State of Texas , to have been 
knowingly specified , requested and/or approved by the ENGINEER/ARCHITECT for inclusion in the Project, the OWNER shall look to 
the ENGINEER/ARCHITECT for reimbursement of any and all costs incurred in the removal and/or other abatement of said asbestos 
containing materials. 

4. ENGINEER/ARCHITECT further understands that OWNER shall also look to the ENGINEER/ARCHITECT for any and all damages to 
OWNER which result from the inability of the OWNER to use any portion or all of the Project due to the incorporation of asbestos 
containing materials that have been knowingly specified , requested and/or approved by the ENGINEER/ARCHITECT. 

5. ENGINEER/ARCHITECT further understands that OWNER will pursue reimbursement of any said cost and compensation for any said 
damages from the ENGINEER/ARCHITECT by any and every means within OWNER's right and power. 

Signature of Authorized Representative: ~ .. 0 . ~~"" ,..,._.,. ~ 
STATE OF TEXAS 
COUNTY OF TRAVIS 

ON - j- k.f\..........,_ ..,,Z'--'t,=--------· 20~! personally appeare)t.},Q>. 18'!/\ rd~~ 
-----------------and been duly sworn by me, subscribed to the foregoing statement and has stated that the facts 
stated therein are true and correct. 

01900a 

...... ..., ........ 
. ....-. . . .. . . . _...:_o~*!'····~<~· .. ~ 

~-~L ..... ,.;,~~; 
., .. . , "'•' ...... ..... 

MADGIE HOLLINGSHEAD 
My Notaiy ID # 126329089 
Expires December 22, 2023 
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CITY OF AUSTIN 
STATEMENT OF NON-INCLUSION OF ASBESTOS CONTAINING MATERIAL 

STATE OF TEXAS 
COUNTY OF TRAVIS 

ENGINEER/ARCHITECT 
AFTER DESIGN 

"My name is W. Owen Harrod , hereinafter known as Authorized 
Representative. 

"I am over the age of 18 years and I have never been convicted of a crime. I am the Architect of Record of 

--'K~G..,,S,,_,C..._,Tu.r ... u...,c~k_.W~a~s~h~F_.a~c~i~lit..,.y_.R~e~n~o~va~t~io~n~s-____________ hereinafter known as ENGINEER/ARCHITECT. 

"I am fully competent to make this statement. I have personal knowledge of .the facts set forth below and they are all true and correct. 

"WHEREAS ENGINEER/ARCHITECT has been selected to provide designs, to prepare the bid and construction documents, and to assist 

the City of Austin , Texas, hereinafter known as OWNER, during the construction of KGSC Truck Wash Facility 

_R_e_n_o_v_at_io_n_s ___________________________________ , located at 

_4_1_0_8_T_o_d_d_L_a_n_e _________________________________ Austin , Texas , 

hereinafter known as Project, and 

"WHEREAS asbestos in a dust form is a recognized health hazard, and 
"WHEREAS the OWNER desires not to have any asbestos containing materials used or incorporated into the construction of the Project; 
"THEREFORE the ENGINEER/ARCHITECT affirms that to the best of its knowledge and belief: 

1. The ENGINEER/ARCHITECT, any person , firm or organization representing or represented by the ENGINEER/ARCHITECT, 
shall not knowingly specify, request , or approve for use in conjunction with the Project, any asbestos containing materials or 
any other materials defined as containing asbestos by any laws, rules or regulations promulgated by the United States 
Government, the State of Texas or any governmental organization or agency operating under the authority of either of those 
entities. 

2. The only exceptions to the above statement are the following materials that are required because a satisfactory non-asbestos 
containing material cannot be obtained. The inclusion of these materials has been approved by the OWNER's Project 
Manager for this Project. 

3. The ENGINEER/ARCHITECT states its understanding that if any asbestos containing materials not approved by the OWNER 
for inclusion into the Project, are determined, as a result of any inspection and sample analysis performed by an individual(s) 
and/or firm(s) certified and/or licensed to perform such inspection by the United States Government and/or the State of Texas , 
to have been knowingly specified , requested and/or approved by the ENGINEER/ARCHITECT for inclusion in the Project, the 
OWNER shall look to the ENGINEER/ARCHITECT for reimbursement of any and all costs incurred in the removal and/or 
other abatement of said asbestos containing materials . 

4. ENGINEER/ARCHITECT further understands that OWNER shall also look to the ENGINEER/ARCHITECT for any and all 
damages to OWNER which result from the inability of the OWNER to use any portion or all of the Project due to the 
incorporation of asbestos containing materials that have been knowingly specified , requested and/or approved by the 
ENGINEER/ARCHITECT. 

5. ENGINEER/ARCHITECT further understands that OWNER will pursue reimbursement of any said cost and compensation for 
any said damages from the ENGINEER/ARCHITECT by any and every means within OWNER's right and power. 

STATE OF TEXAS 
COUNTY OF TRAVIS 

ON j~ il::, 
-----------------and been duly sworn by me, subscrib d to the foregoing statement and has stated that 
the facts stated therein are true and correct. 

01900b 

MAOGIE HOLLINGSHEAD 
My Notaty ID# 126329089 
Expires December 22, 2023 
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Item No.  104S 
  Removing Portland Cement Concrete 

104S.1  Description  

This item shall govern the demolition, removal and satisfactory disposal of existing 
Portland cement concrete, as classified, at locations indicated on the Drawings or as 
directed by the Engineer or designated representative.  
 
This specification is applicable for projects or work involving either inch-pound or SI units.  
Within the text inch-pound units are given preference followed by SI units shown within 
parentheses. 

104S.2  Submittals 

The submittal requirements of this specification item may include: 

A. A permit when utility adjustments are made in the right-of-way, and 

B.   A plan for removal and deposition of all 'broken up' existing Portland cement 

(p.c.) concrete materials and debris. 

104S.3  Classification 

Existing Portland cement concrete, when removed under this section, will be classified as 
follows: 
 

1.    Concrete Curb will include curb, curb and gutter and combinations thereof, 

2.    Concrete Slabs will include, but not be limited to, house slabs, patio slabs, 
porch slabs, concrete riprap and concrete pavement,  

3.    Sidewalks and Driveways will include concrete sidewalks and driveways, 

4.    Concrete Walls will include all walls, regardless of height, and wall footings, 

5.    Concrete Steps will include all steps and combinations of walls and steps, 

6.    Abandoned Foundations will include abandoned utility foundations, 

7.   Miscellaneous Concrete shall include all other concrete items, which are not 
identified in items 1 through 6 above. 

104S.4  Materials 

Mortar shall conform to mortar specified in Standard Specification Item No. 403S, 
“Concrete for Structures”. 

104S.5  Construction Methods  

Prior to commencement of this work, all required erosion control and tree protection 
measures shall be in place.  The existing utilities shall be located and protected as 
specified in the Standard Contract Documents, Section 00700, "General Conditions".  A 
permit shall be required when utility adjustments are to be made in preparation for 
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highway construction, as specified in Section 5.2.0 of the City of Austin Utilities Criteria 
Manual.  
 
The existing Portland cement concrete shall be broken up, removed in accordance with 
Item No. 101S, "Preparing Right of Way" and disposed of by the Contractor and 
deposited at a permitted disposal site. 

 
When it is specified that only a portion of the existing Portland cement (p.c.) concrete is to 
be removed and that the remaining p.c. concrete will continue to serve its purpose, 
special care shall be exercised to avoid damage to that portion which will remain in place.  
Unless otherwise established by the Engineer or designated representative, existing p.c. 
concrete shall be cut to the neat lines, that are indicated on the Drawings, by sawing with 
an appropriate type circular type circular concrete saw to a minimum depth of 1/2 inch 
(12.5 mm).  Any reinforcing steel encountered shall be cut off 1 inch (25 mm) inside of 
p.c. concrete sawed line.  Any existing p.c. concrete, which is damaged or destroyed 
beyond the neat lines so established, shall be replaced at the Contractor's expense.  
Remaining p.c. concrete shall be mortared to protect the reinforcing steel and provide a 
neat clean appearance. 
 
When reinforcement is encountered during the removal of portions of existing structures 
to be modified, a minimum of 1 foot (300 mm) of steel length shall be cleaned of all old 
p.c. concrete and left in place to tie into the new construction where applicable.  All 
unsuitable material shall be removed and replaced with approved material.  All 
foundations, walls or other objectionable material shall be removed to a minimum depth 
of 18 inches (450 mm) below all structures and 12 inches (300 mm) below areas to be 
vegetated. 

104S.6  Measurement  

When included in the contract as a separate pay item, the removal of p.c. concrete curb 
and p.c. concrete wall as prescribed above will be measured by the lineal foot (meter: 1 
meter is equal to 3.281 feet) in its original position regardless of the dimensions or size.  
The removal of p.c. concrete slabs, p.c. concrete sidewalks and driveways, as prescribed 
above, will be measured by the square foot (square meter: 1 square meter is equal to 
10.764 square feet) in original position, regardless of the thickness and existence of 
reinforcing steel.  Portland cement concrete steps removed will be measured per lineal 
foot (meter: 1 meter is equal to 3.281 feet) of each individual step tread including the 
bottom step.  The removal of p.c. concrete foundations will be measured per each 
individual foundation. The removal of miscellaneous concrete will be measured per lump 
sum. 

104S.7  Payment  

The work and materials presented herein will generally not be paid for directly, but shall 
be included in the unit price bid for the item of construction in which this item is used. 
  
When specified in the contract bid form as a separate pay item, the item will be paid for at 
the contract unit bid price(s) for "Remove P.C. Concrete Curb", "Remove P.C. Concrete 
Slab", "Remove P.C. Concrete Sidewalks and Driveways", "Remove P.C. Concrete 
Walls", "Remove P.C. Concrete Steps", "Remove P.C. Concrete Foundations" and 
"Remove Miscellaneous P.C. Concrete".  The bid prices shall include full compensation 
for all Work herein specified, including the disposal of all material not required in the 
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Work, the furnishing of all materials, equipment, tools, labor and incidentals necessary to 
complete the Work. 
 
 
Payment will be made under one of the following: 

 
Pay Item No.  104S-A:  Remove P.C. Concrete Curb  Per Lineal foot.  

Pay Item No.  104S-B:  Remove P.C. Concrete Slab  Per Square foot. 

Pay Item No.  104S-C:  Remove P.C. Concrete Sidewalks and Driveways  

   Per Square foot 

Pay Item No.  104S-D:  Remove P.C. Concrete Wall  Per Lineal foot. 

Pay Item No.  104S-E:  Remove P.C. Concrete Steps   Per Lineal foot. 

Pay Item No.  104S-F:  Remove P.C. Concrete Foundations   Per Each. 

Pay Item No.  104S-G: Remove Miscellaneous P.C. Concrete  Per Lump Sum. 
 

 
End 
 
 

SPECIFIC CROSS REFERENCE MATERIALS 
 Specification Item 104S, “REMOVING CONCRETE” 

 
City of Austin Standard Contract Documents 
Designation               Description 
00700                        General Conditions 

City of Austin Utilities Criteria Manual 
Designation          Description 
Section 5.2.0          Permit for Excavation in the Public Right-of-Way   
City of Austin Standard Specifications 
Designation              Description 
Item No. 101S            Preparing Right of Way 
Item No. 110S            Street Excavation 
Item No. 111S            Excavation 
Item No. 120S            Channel Excavation 
Item No. 132S            Embankment 
Item No. 403S      Concrete for Structures 
Item No. 610S      Preservation of Trees and Other Vegetation 
 

 
RELATED CROSS REFERENCE MATERIALS 

 
City of Austin Standard Contract Documents 
Designation                Description 
01500                         Temporary Facilities 
01550                         Public Safety and Convenience 
The Code of the City of Austin, Code of Ordinances, Volume 1 
Designation           Description 
Article 14-11-181  Permit Required 
Article 14-11-189  Conditions for Permit Issuance 
Article 14-11-190  Excavation Sequence and Permit Term  
City of Austin Standard Specifications 
Designation            Description 
Item No. 201S            Subgrade Preparation 
Item No. 602S      Sodding for Erosion Control 
Item No. 604S      Seeding for Erosion Control 
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Item No. 622S      Diversion Dike 
Item No. 628S      Sediment Containment Dikes  
Item No. 642S      Silt Fence  

RELATED CROSS REFERENCE MATERIALS - Continued 
 Specification Item 104S, “REMOVING CONCRETE”  

City of Austin Standard Details  
Designation             Description 
610S-1              Tree Protection Fence Locations 
610S-2              Tree Protection Fence, Type B Chainlink 
610S-3              Tree Protection Fence, Type B Wood 
610S-4              Tree Protection Fence, Modified Type A 
610S-5              Tree Protection Fence, Modified Type B 
621S-1              Diversion 
622S-1              Diversion Dike 
624S-1              Earth Outlet Sediment Trap 
625S-1              Grade Stabilization Structure 
627S-1              Grass Lined Swale 
627S-2              Grass Lined Swale With Stone Center 
628S                    Triangular Sediment Filter Dike 
628S-1              Hay Bale Dike 
629S-1              Brush Berm 
630S-1              Interceptor Dike 
631S-1              Interceptor Swale 
632S-1              Storm Inlet Sediment Trap 
633S-1              Landgrading 
634S-1              Level Spreader 
635S-1              Perimeter Dike 
636S-1              Perimeter Swale 
637S-1              Pipe Slope Drain (Flexible) 
637S-2              Pipe Slope Drain (Flexible) 
638S-1              Pipe Outlet Sediment Trap 
639S-1              Rock Berm 
641S-1              Stabilized Construction Entrance 
642S-1              Silt Fence 
643S-1              Stone Outlet Structure 
644S-1              Stone Outlet Sediment Trap 
 
Texas Department of Transportation: Standard Specifications for Construction  
and Maintenance of Highways, Streets, and Bridges 
Designation               Description 
Item No. 100               Preparing Right of Way  
Item No. 104               Removing Concrete 
Item No. 110               Excavation 
Item No. 112               Subgrade Widening 
Item No. 132               Embankment 
Item No. 158               Specialized Excavation Work 
Item No. 420               Concrete Structures 
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Item No. 111S 
Excavation 

111S.1  Description  

This item shall govern: (1) the excavation and proper utilization or satisfactory disposal of all 
excavated materials, of whatever character, within the limits of the Work and (2) 
construction, compaction, shaping and finishing of all designated earthwork areas in 
accordance with the specification requirements outlined herein and in conformity with the 
required lines, grades and typical cross sections indicated on the Drawings or as directed by 
the Engineer or designated representative.  When not otherwise included in the Contract 
Documents, this item shall include the work described in Specification Item Nos. 101S, 
"Preparing Right of Way", No. 102S, "Clearing and Grubbing", No. 104S, "Removing 
Portland Cement Concrete", No. 132S "Embankment" and No. 201S, "Subgrade 
Preparation". 
 
This specification is applicable for projects or work involving either inch-pound or SI units.  
Within the text inch-pound units are given preference followed by SI units shown within 
parentheses. 

111S.2  Submittals 

The submittal requirements of this specification item may include: 

A. A permit when utility adjustments are made in the right-of-way,  

B. A plan for removal and deposition of all 'Waste' materials, and 

C. A Blasting Permit if blasting is required and allowed on the project. 

111S.3  Classification  

All excavation shall be unclassified and shall include all materials encountered regardless of 
their nature or the manner in which they are removed. 

111S.4  Construction Methods  

Prior to commencement of this work, all required erosion control and tree protection 
measures shall be in place.  The existing utilities shall be located and shall be protected as 
specified in the Standard Contracts Document Section 00700, "General Conditions" and/or 
indicated on the Drawings.  A permit shall be required when utility adjustments are to be 
made in preparation for construction in the right-of-way, as specified in Section 5.2.0 of the 
City of Austin Utilities Criteria Manual.   
 
Construction equipment shall not be operated nor construction materials stockpiled under 
the canopies of trees, unless otherwise indicated on the Drawings.  Excavation or 
embankment materials shall not be placed within the drip line of trees until tree wells are 
constructed, that conform to Specification Item No. 610S, “Preservation of Trees and Other 
Vegetation”. 
 
All excavation shall be performed as specified herein and shall conform to the established 
alignment, grades and cross sections indicated on the Drawings.  Suitable excavated 
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materials shall be utilized, insofar as practical, in constructing required embankments.  The 
construction of all embankments shall conform to Specification Item No. 132S, 
"Embankment".  No material shall be stockpiled within the banks of a waterway. 
 
Unsuitable excavated materials or excavation in excess of that needed for construction shall 
be known as "Waste" and shall become the property of the Contractor.  Unsuitable material 
encountered below the subgrade elevation in roadway cuts, when declared “Waste” by the 
Engineer or designated representative, shall be replaced with material from the roadway 
excavation or with other suitable material as approved by the Engineer.  It shall become the 
Contractor’s responsibility to dispose of this material off the limits of the right of way in an 
environmentally sound manner at a permitted disposal site. 
 
All blasting shall conform to the Provisions of the Standard Contract Document Section 
01550, "Public Safety and Convenience".  In all cases, a Blasting Permit must be obtained in 
advance from the City of Austin, Department of Public Works and Transportation. 

 
Adequate dewatering and drainage of excavation shall be maintained throughout the time 
required to complete the excavation work. 

111S.5  Measurement  

All accepted excavation will be measured by either Method A or B as follows: 
 

(1)   Method A  
 

 Measurement of the volume of excavation in cubic yards (cubic meters: 1 square 
meter is equal to 1.306 square yards) by the average end area methods.  Cross-
sectional areas shall be computed from the existing ground surface to the established 
line of the subgrade, as shown on typical sections in the Drawings, over the limits of 
the right of way or other work limits, including parkway slopes and sidewalk areas. 

 
(2)  Method B 
 
 Measurement of the volume of excavation in cubic yards (cubic meters: 1 square 

meter is equal to 1.306 square yards), based upon the average end area method 
taken from pre-construction cross sections and planned grades. The planned 
quantities for excavation will be used as the measurement for payment for this item. 

111S.6  Payment  

This item will be paid for at the contract unit bid price for "Excavation", as provided under 
measurement Method A or B as included in the bid.  The bid price shall include full 
compensation for all work herein specified including dewatering, drainage, subgrade 
preparation, unless otherwise indicated, and the furnishing of all materials, equipment, tools, 
labor and incidentals necessary to complete the work. 
 
Payment will be made under one of the following: 

 
Pay Item No. 111S-A:  Excavation   Per Cubic Yard. 
Pay Item No. 111S-B:  Excavation, Plan Quantity   Per Cubic Yard. 

 
 
End 
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SPECIFIC CROSS REFERENCE MATERIALS 

 Specification Item 111S, “EXCAVATION” 
 

City of Austin Standard Contract Documents 
Designation              Description 
00700                          General Conditions 
01550                          Public Safety and Convenience  
 
City of Austin Utilities Criteria Manual 
Designation                Description 
Section 5.2.0               Permit for Excavation in the Public Right-of-Way  
 
City of Austin Technical Specifications 
Designation                 Description 
Item No. 101S             Preparing Right of Way 
Item No. 102S             Clearing and Grubbing- 
Item No. 104S             Removing Portland Cement Concrete 
Item No. 132S             Embankment 
Item No. 201S            Subgrade Preparation 
Item No. 236S            Proof Rolling  
Item No. 610S       Preservation of Trees and Other Vegetation 
 
 
  

RELATED CROSS REFERENCE MATERIALS 
 Specification Item 111S, “EXCAVATION” 

 
 
City of Austin Standard Contract Documents 
Designation               Description 
01500                          Temporary Facilities  
 
City of Austin Standard Specifications 
Designation                 Description 
Item No. 120S             Channel Excavation 
Item No. 203     Lime Treatment for Materials In Place 
Item No. 204S       Portland Cement Treatment for Materials In Place 
Item No. 230S       Rolling (Flat Wheel) 
Item No. 232S       Rolling (Pneumatic Tire) 
Item No. 234S       Rolling (Tamping) 
Item No. 602S       Sodding for Erosion Control 
Item No. 604S       Seeding for Erosion Control 
Item No. 622S       Diversion Dike 
Item No. 628S       Sediment Containment Dikes  
Item No. 642S       Silt Fence  
 
City of Austin Standard Details 
Designation               Description 
No. 610S-1               Tree Protection Fence Locations 
No. 610S-2               Tree Protection Fence, Type B Chainlink 
No. 610S-3               Tree Protection Fence, Type B Wood 
No. 610S-4             Tree Protection Fence, Modified Type A 
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No. 610S-5               Tree Protection Fence, Modified Type B 
No. 621S-1               Diversion 
No. 622S-1               Diversion Dike 
No. 624S-1               Earth Outlet Sediment Trap 
No. 625S-1               Grade Stabilization Structure 
No. 627S-1               Grass Lined Swale 
No. 627S-2               Grass Lined Swale With Stone Center 
No. 628S                    Triangular Sediment Filter Dike 
 
City of Austin Standard Details 
Designation               Description 
No. 628S-1               Hay Bale Dike 
No. 629S-1               Brush Berm 
No. 630S-1               Interceptor Dike 
No. 631S-1               Interceptor Swale 
No. 632S-1               Storm Inlet Sediment Trap 
No. 633S-1               Landgrading 
No. 634S-1             Level Spreader 
No. 635S-1           Perimeter Dike 
No. 636S-1               Perimeter Swale 
No. 637S-1               Pipe Slope Drain (Flexible) 
No. 637S-2               Pipe Slope Drain (Flexible) 
No. 638S-1               Pipe Outlet Sediment Trap 
No. 639S-1               Rock Berm 
No. 641S-1               Stabilized Construction Entrance 
No. 642S-1               Silt Fence 
No. 643S-1               Stone Outlet Structure 
No. 644S-1               Stone Outlet Sediment Trap  
 
The Code of the City of Austin, Code of Ordinances, Volume 1 
Designation           Description 
Article 14-11-181  Permit Required 
Article 14-11-189  Conditions for Permit Issuance 
Article 14-11-190  Excavation Sequence and Permit Term  
 
Texas Department of Transportation: Standard Specifications for Construction and  
Maintenance of Highways, Streets, and Bridges 
Designation               Description 
Item No. 100               Preparing Right of Way  
Item No. 110               Excavation 
Item No. 112               Subgrade Widening 
Item No. 132               Embankment 
Item No. 150               Blading 
Item No. 158               Specialized Excavation Work 
Item No. 160               Furnishing and Placing Topsoil 
Item No. 164               Seeding for Erosion Control 
Item No. 204               Sprinkling 
Item No. 210               Rolling (Flat Wheel) 
Item No. 211               Rolling (Tamping) 
Item No. 213               Rolling (Pneumatic Tire) 
Item No. 260               Lime Treatment for Materials Used as Subgrade (Road Mixed) 
Item No. 265               Lime-Fly Ash (LFA) Treatment for Materials Used as Subgrade   
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Texas Department of Transportation: Manual of Testing Procedures 
Designation             Description 
Tex-103-E                   Determination of Moisture Content of Soil Materials 
Tex-104-E                   Determination of Liquid Limit of Soils 
Tex-105-E                   Determination of Plastic Limit of Soils  
Tex-106-E                   Method of Calculating the Plasticity Index of Soils 
Tex-114-E                   Laboratory Compaction Characteristics and Moisture- 
   Density Relationship of Subgrade & Embankment Soil 
Tex-115-E                   Field Method for Determination of In-Place Density of Soils 

   and Base Materials 
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 Item No. 201S 
Subgrade Preparation  

201S.1  Description  

This item shall govern scarifying; blading and rolling the subgrade to obtain a uniform 
texture and provide as nearly as practicable a uniform density for the top 6 inches (150 
mm) of the subgrade. 
 
This specification is applicable for projects or work involving either inch-pound or SI 
units. Within the text and accompanying tables, the inch-pound units are given 
preference followed by SI units shown within parentheses. 

201S.2  Submittals 

The submittal requirements of this specification item may include: 

A. A plan identifying classification and characteristics (P.I., optimum moisture-density, 
etc.) of insitu subgrade soils, as well as the source, classification and characteristics of 
any proposed borrow material,   

B. Type and size of equipment proposed to produce the required compaction, and 

C.  Compaction (moisture-density, etc) test results for in-situ subgrade soils and/or borrow 
materials. 

201S.3  Construction Methods  

Prior to initiation of subgrade preparation activities, all operations involving Standard 
Specification Item No. 101S,” Preparing Right of Way” and/or Standard Specification 
Item No. 102S, “Clearing and Grubbing” shall be completed.  The surface of the 
subgrade shall be scarified and shaped in conformity with the typical sections and the 
lines and grades indicated on the Drawings; by the removal of existing material or 
addition of approved material as established by the Engineer or designated 
representative.  Any deviation in the subgrade cross section which exceeds 1/2 inch in a 
length of 10 feet (12 mm in a length of 3 meters), measured longitudinally, shall be 
corrected by loosening, adding or removing material, and then reshaping and 
compacting by sprinkling and rolling. 
 
All unsuitable material shall be removed and replaced with approved material.  All 
foundations, walls or other objectionable material shall be removed in accordance with 
Standard Specification Item No. 104S, “Removing Portland Cement Concrete” to a 
minimum depth of 18 inches (450 mm) under all structures and 12 inches (300 mm) 
under areas to be vegetated.  All holes, ruts and depressions shall be filled with 
approved material and compacted by approved methods.   
 
The subgrade shall be prepared sufficiently in advance to insure satisfactory prosecution 
of the Work.  The Contractor will be required to set blue tops for the subgrade on the 
centerline, at the quarter points and along the curb lines or edge of pavement at 
maximum intervals of 50 feet (15 meters). The subgrade shall be tested by proof rolling 
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in conformity with Standard Specification Item No. 236S, “Proof Rolling” prior to 
placement of the first course of base material.  Any unstable or spongy subgrade areas 
identified by proof rolling shall be corrected either by additional re-working, drying and 
compaction, or by removal and replacement of unsuitable materials. When specifically 
directed by the Engineer or designated representative, the Contractor shall re-work the 
subgrade* as follows:   

A.  Remove the unstable subgrade to the full depth of the unstable insitu material or to 
a minimum depth of 6 inches (150 mm), whichever is greater; 

B.  Spread the material over a sufficient area to allow reworking of the excavated 
material; 

C.  Disc, scarify or otherwise breakup the excavated material and allow to dry (Note: If 
approved by the Engineer or designated representative, the addition of lime or 
other additive may be used to aid in the drying process or to stabilize the unstable 
material); 

D.  Fill the excavated area with the re-worked material and compact to specified 
densities; and  

E.   Proof roll the re-worked area.   
 
*  The Rework process will not be allowed for unstable organic subgrade soils.  These 

type soils will be permanently removed and replaced with materials approved by the 
Engineer or designated representative. 

 
All suitable material removed in accordance with Standard Specification Item No, 111S, 
“Excavation”, may be utilized in the subgrade with the approval of the Engineer or 
designated representative.  All other material required for completion of the Subgrade, 
including those defined in accordance with Specification Item No. 130S, “Borrow”, shall 
also be subject to approval by the Engineer or designated representative. 
 
It is the intent of this specification to provide the required density and moisture control for 
the subgrade based on the plasticity characteristics of the approved materials. The 
subgrade materials shall be sprinkled as required and compacted to the extent 
necessary to provide the density specified below, unless otherwise indicated on the 
Drawings.  The Plasticity Index (P.I.) will be established in accordance with TxDOT Test 
Methods Tex-104-E, Tex-105-E and Tex-106-E.  The density determination will be made 
in accordance with TxDOT Test Method Tex-114-E and field density measurements will 
be made in accordance with TxDOT Test Method Tex-115-E. 
 

       Description Density, Percent Moisture 

Non-swelling Soils (P.I. less than 20)  Not less than 95  
Swelling Soils (P.I. between 20 and 35)  Not less than 95 

nor more than 102
Not less than optimum 

Swelling Soils (P.I. greater than 35) Not less than 95 
nor more than 100

Not less than optimum 

 
Subgrade materials on which planting or turf will be established shall be compacted to a 
minimum of 85 percent of the density as determined in accordance with TxDOT Test 
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Method Tex-114-E.  Field tests for density in accordance with TxDOT Test Method Tex-
115-E will be made as soon as possible after compaction operations are completed.  If 
the material fails to meet the density specified, it shall be reworked as necessary to 
obtain the density required.   
 
Prior to placement of any base materials, the in-place density and moisture content of 
the top 6 inches (150 mm) of compacted subgrade shall be checked.  If the tests indicate 
that the relative density and moisture do not meet the limits specified in the table above, 
the subgrade shall be reworked as necessary to obtain the specified compaction and 
moisture content.  All initial testing will be paid for by the City of Austin.  All retesting 
shall be paid for by the Contractor. 

201S.4  Measurement  

All acceptable subgrade preparation when included in the contract as a separate pay 
item,  will be measured by the square yard (square meter: 1 square meter equals 1.196 
Square yards).  The measured area includes the entire width of the roadway for the 
entire length as indicated on the Drawings. 

201S.5  Payment  

The work and materials presented herein will generally not be paid for directly, but shall 
be included in the unit price bid for the item of construction in which this item is used 
when specified as a separate pay item in the contract bid form,  subgrade preparation 
shall be measured as specified above and paid for at the contract unit bid price for 
"Subgrade Preparation".   The bid price shall include full compensation for all work 
herein specified, including the furnishing of all materials, equipment, tools and labor and 
incidentals necessary to complete the work. 

Payment, when included as a contract pay item, will be made under: 

Pay Item No. 201S:  Subgrade Preparation   Per Square Yard. 
 
End 
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SPECIFIC CROSS REFERENCE MATERIALS 

 Specification Item 201S, “SUBGRADE PREPARATION” 
 
City of Austin Standard Specification Items 
Designation               Description 
Item No. 101S           Preparing Right of Way 
Item No. 102S           Clearing and Grubbing 
Item No. 104S           Removing Portland Cement Concrete 
Item No. 110S           Street Excavation 
Item No. 111S           Excavation 
Item No. 130S           Borrow 
Item No. 236S       Proof Rolling 
 
Texas Department of Transportation: Manual of Testing Procedures 
Designation               Description 
Tex-103-E                  Determination of Moisture Content of Soil Materials 
Tex-104-E                  Determination of Liquid Limit of Soils 
Tex-105-E                  Determination of Plastic limit of Soils  
Tex-106-E                  Method of Calculating the Plasticity Index of Soils 
Tex-114-E                  Laboratory Compaction Characteristics & Moisture Density 

                                Relationship of Subgrade & Embankment Soil 
Tex-115-E                  Field Method for Determination of In-Place Density of  
                                       Soils & Base Materials 
 

RELATED CROSS REFERENCE MATERIALS 
 
City of Austin Standard Specifications 
Designation           Description 
Item No.132S            Embankment 
 
Texas Department of Transportation: Standard Specifications for Construction and 
Maintenance of Highways, Streets, and Bridges 
Designation               Description 
Item No. 100              Preparing Right of Way  
Item No. 110              Excavation 
Item No. 112              Subgrade Widening 
Item No. 132              Embankment 
Item No. 150              Blading 
Item No. 158              Specialized Excavation Work 
Item No. 204              Sprinkling 
Item No. 210              Rolling (Flat Wheel) 
Item No. 211              Rolling (Tamping) 
Item No. 213              Rolling (Pneumatic Tire)  
 
Texas Department of Transportation: Manual of Testing Procedures 
Designation                Description 
Tex-103-E                  Determination of Moisture Content of Soil Materials 
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Item No. 210S 
Flexible Base 

210S.1 Description 

This item governs furnishing and placing a crushed stone base course for surfacing, 
pavement, or other base courses.  “Flexible Base" shall be constructed on an 
approved, prepared surface in one or more courses conforming to the typical 
sections and to the lines and grades, indicated on the Drawings or established by 
the Engineer or designated representative. 
 
This specification is applicable for projects or work involving either inch-pound or SI 
units.  Within the text and accompanying tables, the inch-pound units are given 
preference followed by SI units shown within parentheses. 

210S.2  Submittals 

The submittal requirements of this specification item may include: 

A.  Source, gradation and test results for the crushed limestone material,  

B.  Notification that the crushed limestone stockpile is completed and ready for 
testing, and 

C.  Field density test results for in-place compacted flexible base,  

210S.3  Material 

A. Mineral Aggregate 
 
 The material shall be crushed argillaceous limestone meeting the requirements 

specified herein.  The material shall be from sources approved by the City and 
shall consist of durable crushed stone that has been screened to the required 
gradation.  

 
 Flexible base materials shall be tested according to the following TxDoT 

standard test methods: 

 

a) Preparation for Soil Constants and Sieve Analysis Tex-101-E 

b) Liquid Limit Tex-104-E 

c) Plastic Limit1 Tex-105-E 

d) Plasticity Index Tex-106-E 

e) Sieve Analysis Tex-110-E 

f)  Wet Ball Mill2 Tex-116-E 

g) Triaxial Test Tex-117-E, Part II
 

1. Plasticity Index shall be determined in accordance with Tex-107-
E (Linear Shrinkage) when liquid limit is unattainable as 
defined in Tex-104-E. 

2. When a soundness value is required on the drawings, the 
material shall be tested in accordance with Tex-411-A. 
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Base material shall be stockpiled after crushing, then tested by the City's 
designated laboratory and approved by the Engineer or designated 
representative prior to being hauled to the Project. 
 
The material shall be well graded and shall meet the following requirements: 

 

Sieve Designation Other Requirements % Retained  

US SI   

1 3/4" 45 mm  0 

7/8" 22.4 mm  10-35 

3/8" 9.5 mm  30-50 

#4 4.75 mm  45-65 

#40 425 m  70-85 

  Maximum Plasticity Index  10 

  Maximum Wet Ball Mill  42 

Maximum Increase in passing #40 (425 m)  
sieve from Wet Ball Mill Test 

 
20 

 

 
Minimum compressive strength when subjected to the triaxial 
test shall be 35 psi at 0 psi lateral pressure [240 kiloPascal 
(kPa) at 0 kPa lateral pressure] and 175 psi at 15 psi lateral 
pressure [1200 kiloPascal (kPa) at 100 kPa lateral pressure]. 
 

B. Asphaltic Material 
 
 Prime Coat.  Prime Coat shall conform to the requirements of Standard 

Specification Item 306S, "Prime Coat", except for measurement and payment. 

210S.4  Stockpiling, Storage and Management  

A. Managing Material:   
 
 The stockpile shall be constructed on a relatively smooth area that has been 

cleared of debris, weeds, brush, trees and grass.  Stockpiles shall contain 
between 25,000 and 50,000 cubic yards (19,100 to 38,200 cubic meters).  The 
stockpile shall be constructed using scrapers, bottom dumps or other similar 
equipment that allows dumping and spreading without rehandling.  The 
stockpile shall be constructed to allow dumping and spreading in one direction 
only.  The height of the stockpile shall not exceed the capabilities of available 
equipment to make a full cut (bottom to top) on any of the four sides. 

 
A stockpile shall be completed before being tested by the City.  The 
Contractor’s supplier shall notify the City when a stockpile has been completed 
and is ready to be tested.  The stockpile shall not be added to after it has been 
tested. 
 
The Contractor shall provide material only from stockpiles that have been 
inspected, tested and accepted by the City.  A ticket showing the date, source, 
stockpile number, and net weight (mass) shall be provided to the Inspector 
with each load of material delivered to the Project.  
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Material shall be loaded from the stockpile by making successive vertical cuts 
through its entire depth. 

B. Test Sampling:   
 
 The Contractor’s supplier may choose the method of sample gathering for 

testing by the City’s laboratory as follows: 
 

1.  The supplier shall make a full-height cut a sufficient distance into each side 
of the stockpile to obtain a uniform sample.  The four samples (one from 
each side of the stockpile) shall then be combined and mixed into a single 
"test" specimen from which the City's laboratory can obtain a sample. 

 
2.  As the stockpile is constructed, a perpendicular cut will be made across the 

spreading direction at every two feet to four feet (0.6 to 1.2 meters) of height 
and the sample used to start a "mini" stockpile.  The process shall be 
repeated in two feet to four feet (0.6 to 1.2 meter) increments of height, until 
the stockpile and the "mini" stockpile are completed.  Samples shall be 
obtained from the "mini" stockpile in the same manner described in (1) 
above.  

 
C.  Testing and Acceptance: 

 
When initial tests indicate  
that the material is unacceptable, the City may, if requested by the Contractor’s 
supplier, sample and test the material one more time.  The additional sampling 
and testing shall be paid for by the supplier. 

210S.5  Construction Methods 

A.  Preparation of Subgrade:  
 
 Flexible base shall not be placed until the Contractor has verified by proof rolling 

that the subgrade has been prepared and compacted in conformity with 
Standard Specification Item 201S, "Subgrade Preparation," to the typical 
sections, lines and grades indicated on the Drawings.  Any deviation shall be 
corrected and proof rolled prior to placement of the flexible base material. 

 
 The Contractor shall not place flexible base until the subgrade has cured to the 

satisfaction of the Engineer or designated representative, regardless of whether 
or not the subgrade has been successfully proof rolled.  As a minimum, this will 
be after the surface displays no damp spots and there is no evidence of 
“sponginess” in the subgrade. 

B.  First Lift:  

 Immediately before placing the flexible base material, the subgrade shall be 
checked for conformity with grade and section.  The thickness of each lift of 
flexible base shall be equal increments of the total base depth.  No single lift 
shall be more than six inches (150 mm) or less than three inches (75 mm) 
compacted thickness. 

 The material shall be delivered in approved vehicles.  It shall be the 
responsibility of the Contractor to deliver the required amount of material.  If it 
becomes evident that insufficient material was placed, additional material as 



Current Version: 02/24/10   Previous Versions: 06/16/08, 
08/18/00, 05/17/99, 8/18/98 and 
11/22/95 

210S 02/24/10 Page 4 Flexible Base 

necessary shall be delivered and the entire course scarified, mixed and 
compacted. 

 Material deposited upon the subgrade shall be spread and shaped the same day 
unless otherwise approved by the Engineer or designated representative.  In the 
event inclement weather or other unforeseen circumstances render spreading of 
the material impractical, the material shall be spread as soon as conditions 
allow. 

 Additionally, if the material cannot be spread and worked the same day it is 
deposited, the Contractor shall "close up" the dump piles before leaving the job 
site.  “Closed up” shall be defined as the use of a motor grader to blade all dump 
piles together, leaving no open space between piles. 

 The material shall be spread, sprinkled, if required, then thoroughly mixed; 
bladed, dragged and shaped to conform to the typical sections indicated on the 
Drawings.  

 All areas and "nests" of segregated coarse or fine material shall be corrected or 
removed and replaced with well-graded material. 

 Each lift shall be sprinkled as required to bring the material to optimum moisture 
content, then compacted to the extent necessary to provide not less than the 
percent density specified in Section 210S.5.D, "Density."  In addition to the 
requirements specified for density, the full depth of flexible base material shall 
be compacted to the extent necessary to remain firm and stable under 
construction equipment.  After each section of flexible base material is 
completed, tests, as necessary, will be made by the Engineer or designated 
representative.  As a minimum, three in-place density tests per section per day 
will be taken.  If the material fails to meet the density requirements, it shall be 
reworked as necessary to meet these requirements.  All initial testing will be paid 
for by the City.  All retesting shall be paid for by the Contractor. 

 Throughout the entire operation, the surface of the material shall be maintained 
by blading and, upon completion, shall be smooth and shall conform to the 
typical section indicated on the Drawings and to the established lines and 
grades. 

 In that area on which pavement is to be placed, any deviation in excess of 1/4 
inch (6.5 mm) in cross section or 1/4 inch in a length of 16 feet (6.5 mm in a 
length of 5 meters) measured longitudinally shall be corrected by loosening, 
adding or removing material, and by reshaping and recompacting.  All 
irregularities, depressions or weak spots shall be corrected immediately by 
scarifying the areas affected, adding suitable material as required, and by 
reshaping and recompacting.  Should the lift, due to any reason or cause, lose 
the required stability, density and/or finish before the surfacing is complete, it 
shall be recompacted and refinished at the Contractor's expense. 

C. Succeeding Lifts:   

 Construction methods for succeeding lifts shall be the same as prescribed for 
the first lift.  For that lift of the flexible base upon which the curb and gutter will 
be constructed, as well as the last flexible base lift (i.e. top of the flexible base), 
the Contractor shall check the surface of the lift for conformity to the lines and 
grades by setting "blue tops" at intervals not exceeding 50 feet (15 meters) on 
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the centerline, at quarterpoints, at curb lines or edge of pavement, and at other 
points that may be indicated on the Drawings. 

 When the thickness of a particular lift of the flexible base is in question, the 
Contractor shall check the surface of the lift for conformity to the lines and 
grades by setting "blue tops" at intervals not exceeding 50 feet (15 meters) on 
the centerline, at quarter points, at curb lines or edge of pavement, and at other 
points that may be indicated on the Drawings 

D. Density:  

 The flexible base shall be compacted to not less than 100 percent density as 
determined by TxDoT Test Method Tex-113-E. 

 Field density determination shall be made in accordance with TxDoT Test 
Method Tex-115-E unless otherwise approved by the Engineer or designated 
representative.  Each lift of the flexible base shall also be tested by proof rolling 
in conformity with Standard Specification Item 236S “Proof Rolling.” 

E. Priming:  

 After the flexible base material has been compacted to not less than 100 percent 
density, and tested by proof rolling, a prime coat will be applied in accordance 
with Standard Specification Item 306S, "Prime Coat." 

F.  Curing:   

 Pavement materials, such as a tack coat or surface course, shall not be placed 
on the primed surface until the prime coat has been absorbed into the base 
course.  At least 24 hours, or longer if designated by the Engineer or designated 
representative, shall be allowed when cutback asphalt is used as the prime coat. 

210S.6   Measurement 

"Flexible Base" will be measured by the cubic yard (cubic meter: 1 cubic meter equals 
1.196 cubic yards), complete in place, as indicated in the Contract Documents. 

210S.7  Payment 

This item will be paid for at the contract unit bid price for "Flexible Base".  The unit bid 
price shall include full compensation for all work specified herein, including the 
furnishing, hauling, placing and compacting of all materials; for rolling, proof rolling, 
recompacting and refinishing; for all water required; for retesting as necessary; for 
priming; and for all equipment, tools, labor and incidentals necessary to complete the 
Work. 

 
Prime coat will not be measured and paid for directly but shall be included in the unit 
price bid for Standard Specification Item 210S, "Flexible Base.” 
 

Payment will be made under one of the following: 
 

Pay Item No. 210S-A:      Flexible Base  Per Cubic Yard. 
 

End 
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SPECIFIC CROSS REFERENCE MATERIALS 

City of Austin Standard Specifications 

Designation                 Description 
Item No. 201S             Subgrade Preparation 
Item No. 236S             Proof Rolling 
Item No. 306S      Prime Coat 
 
Texas Department of Transportation: Standard Specifications for  
Construction and Maintenance of Highways, Streets, and Bridges 
Designation           Description 
Tex-101-E              Preparation of Soil and Flexible Base Materials for Testing 
Tex-104-E              Determination of Liquid Limit of Soils 
Tex-105-E              Determination of Plastic Limit of Soils 
Tex-106-E              Method of Calculating the Plasticity Index of Soils 
Tex-107-A Determination of Bar Linear Shrinkage of Soils 
Tex-110-E              Determination of Particle Size Analysis of Soils 
Tex-113-E              Laboratory Compaction Characteristics and Moisture-Density 

Relationship of Base Materials and Cohesionless Sands 
Tex-115-E              Field Method for Determination of In-Place Density of Soils 

and Base Materials 
Tex-116-E             Ball Mill Method for Determination of the Disintegration of 

Flexible Base Material 
Tex-117-E             Triaxial Compression Tests for Disturbed Soils and Base 

Materials 

Tex-411-A Soundness of Aggregate By Use Of Sodium Sulfate Or 
Magnesium Sulfate 

 

 

RELATED CROSS REFERENCE MATERIALS  

City of Austin Standard Details 
Designation                 Description 
No. 1000S-2 Flexible Base with Asphalt Surface Trench Repair-Existing Pavement 
No.    510S-3     Typical Trench with Paved Surface 
No. 1000S    Bus Stop Paving 
No. 1000S-10   Local Street Sections   
No. 1000S-11(1)   Residential and City of Austin Neighborhood Collector Street Sections 
No. 1000S-11(2)    Industrial and Commercial Collector Street Sections  
No. 1000S-12(1)    Primary Collector Street Sections 
No. 1000S-12(2)    Primary Arterial Street Sections 
No. 1000S-13(1)    Minor Arterial Street Sections (4 Lanes) 
No. 1000S-13(2)    Minor Arterial Street Sections-(4 Lanes divided) 
No. 1000S-14    Major Arterial Street Sections 
 
City of Austin Utility Criteria Manual 
Designation                 Description 
Section 5.8.2 Flexible Base                     
Section 5.7.3 Flexible Base with Asphalt Surface 
Section 5.9.1 Excavation in Alley  
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City of Austin Transportation Criteria Manual 
Designation                 Description  
Section 3.2.0              General Criteria   
Section 3.4.3 .D         Layer Data-Minimum Thickness     
Table 3-1                   Minimum Layer Thickness 
Section 3.4.3 .F         Layer Data- Minimum Thickness 
Table 3-2                   Layer Thickness Increment 
Section 3.4.3 .J         Layer Data- Stiffness Coefficient 
Table 3-3                   Stiffness Coefficient 
Table 3-9                   Recommended Salvage values 
Table 3-10                 AASHTO Layer Coefficients    
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Item No. 401S  
Structural Excavation and Backfill 

401S.1 Description  

This item shall govern the excavation for placement of structures, except pipe sewers, 
the disposal of such excavated material and the backfill around completed structures to 
the level of the original ground or grade indicated on the Drawings.  The work shall 
include all necessary pumping or bailing, sheathing, drainage, and the construction and 
removal of any required cofferdams.  Unless otherwise indicated on the Drawings, the 
work included hereunder shall provide for the removal of old structures or portions 
thereof (abutments, buildings, foundations, wingwalls, piers, etc.), trees and all other 
obstructions necessary to the proposed construction. 

Where excavation is not classified, it will be grouped under "Unclassified Structural 
Excavation", which shall include the removal of all materials encountered regardless of 
their nature or the manner in which they are removed. 

Where excavation is classified, it shall be classed as "Common Structural Excavation" or 
"Rock Structural Excavation" in accordance with the following criteria: 

"Common Structural Excavation" shall include the removal of all materials other 
than rock. 

"Rock Structural Excavation" shall include the removal of firm and compact 
materials that    cannot be excavated with power equipment, without first being 
loosened or broken by blasting, sledging or drilling. 

This specification is applicable for projects or work involving either inch-pound or 
SI units.  Within the text and accompanying tables, the inch-pound units are given 
preference followed by SI units shown within parentheses. 

401S.2  Submittals 

The submittal requirements of this specification item may include: 

Supplier and certified test results for fine aggregate/sand material 

Supplier and certified test results for flexible base material 

Mix design and test results for lime stabilized subgrade material 

Mix design and test results for Class J Concrete Base 

Supplier and certified test results for granular material (coarse aggregate, 
foundation rock and pea gravel) 

Mix design and test results for cement-stabilized backfill 

Mix design and test results for controlled low strength material (CLSM) 
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Excavation Safety System Plan for proposed cofferdams, trench excavation and 
special shoring installations   

401S.3  Materials  

A. Sand  

1. Fine aggregate sand shall be Grade 1 conforming to Standard Specification 
Item No. 302S, "Aggregates for Surface Treatments". 

2. Native Sand shall be local material obtained from approved sources and 
subject to the approval of the Engineer or designated representative. 

B. Flexible Base  

Flexible base shall conform to the requirements of Standard Specification Item No. 
210S, "Flexible Base". 

C. Lime Stabilized Base  

Lime stabilized base shall conform to the requirements of Standard Specification 
Item No. 202S, "Hydrated Lime and Lime Slurry" and Item No. 203S, "Lime 
Treatment for Materials in Place". 

D. Concrete Base  

Concrete base shall conform to a Class J Concrete as defined in Standard 
Specification Item No. 403S, "Concrete for Structures". 

E. Granular Material  

1. Coarse aggregate shall conform to the requirements of section 403S.3.C of 
Standard Specification Item No. 403S "Concrete for Structures". 

2. Foundation Rock 

 Foundation rock shall be well graded, hard, durable coarse aggregate 
ranging in size from 2 to 6 inches (50 to 150 mm). 

3. Pea Gravel 

Pea gravel shall consist of hard, durable, opaque gravel, free of clay, loam, 
sand or other foreign substances, ranging in size from 1/4 inch to 3/8 inch 
(6.4 to 9.5 mm) conforming to ASTM C 33. 

F. Cement Stabilized Backfill  

Cement stabilized backfill shall contain aggregate, water and a minimum of 7% 
hydraulic cement based on the dry weight of the aggregate in accordance with 
TxDoT Test Method Tex-120-E, “Soil-Cement Testing".   Unless directed otherwise 
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on the Drawings, the aggregate shall be clean sand approved by the Engineer or 
designated representative. 

G. Controlled Low Strength Material 

Controlled low strength material (CLSM) shall conform to Standard Specification 
Item No. 402S, "Controlled Low Strength Material" and shall be approved by the 
Engineer or designated representative. 

401S.4 Construction Methods  

A. Erosion Control and Tree Protection 

Prior to commencement of this work, all required erosion control and tree 
protection measures indicated on the Drawings shall be in place. The existing 
utilities shall be located and protected as specified in the Standard Contract 
Documents, Section 00700, "General Conditions" and/or indicated on the 
Drawings.  A permit shall be required when utility adjustments are to be made in 
preparation for construction in the right-of-way, as specified in Section 5.2.0 of the 
City of Austin Utilities Criteria Manual.   

Areas within the construction limits indicated on the Drawings shall be cleared of 
all trees, stumps, brush, etc., except trees or shrubs scheduled for preservation 
which shall be carefully trimmed as directed by the Engineer or designated 
representative, in accordance with Standard Specification Item No. 610S, " 
Preservation of Trees and Other Vegetation" and shall be protected from scarring, 
barking or other injuries during construction operations.  All exposed cuts over 2 
inches (50 millimeters) in diameter, exposed ends of pruned limbs or scarred bark 
shall be treated with an approved asphalt material within 24 hours of the pruning or 
injury. 

Construction equipment shall not be operated nor construction materials stockpiled 
under the canopies of trees, unless otherwise indicated on the Drawings and/or 
specified in the Contract Documents.  Excavation or embankment materials shall 
not be placed within the drip line of trees until tree wells are constructed. 

Within the construction limits or areas indicated, all obstructions, stumps, roots, 
vegetation, abandoned structures, rubbish and objectionable material shall be 
removed to the following depths: 

1. In areas to receive 6 inches (150 mm) or more embankment, a minimum of 
12 inches (300 mm) below natural ground. 

2. In areas to receive embankment less than 6 inches (150 mm), a minimum of 
18 inches (450 mm) below the lower elevation of embankment, structure or 
excavation. 

3. In areas to be excavated a minimum of 18 inches (450 mm) below the lower        
elevation of the embankment, structure or excavation.  

4. In all other areas a minimum of 12 inches (300 mm) below natural ground. 
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When abandoned storm drains, sewers or other drainage systems are encountered 
they shall be removed as required to clear the new structure and plugged in a 
manner approved by the Engineer or designated representative.  

Holes remaining after removal of all obstructions, objectionable material, trees, 
stumps, etc. shall be backfilled with select embankment material and compacted 
by approved methods.  All cleared and grubbed material shall be disposed of in a 
manner satisfactory to the Engineer or designated representative.  Unless 
otherwise provided, all materials as described above shall become the property of 
the Contractor and removed from the site and disposed of at a permitted disposal 
site. 

Burning materials at the site shall conform to Standard Contract Document Section 
01550, "Public Safety and Convenience". 

B. Excavation 

1. Excavation shall be done in accordance with the lines and depths indicated 
on the Drawings or as established by the Engineer or designated 
representative.  Unless otherwise indicated on the Drawings or permitted by 
the Engineer or designated representative no excavation shall be made 
outside a vertical plane 3 feet (0.9 meter) from the footing lines and parallel 
thereto.   

When structures are installed in streets, highways or other paved areas, the 
pavement and base shall be cut to neat lines. After completion of the 
excavation and backfilling, the pavement structure shall be restored to the 
satisfaction of the Engineer or designated representative. 

2. Slopes, benching, sheeting, bracing, pumping and bailing shall be provided 
as necessary to maintain the stability and safety of excavations up to 5 feet 
(1.5 meters) deep. Excavation protection for excavations deeper than 5 feet 
(1.5 meters) shall be governed by Standard Specification Item No. 509S, 
"Excavation Safety Systems”. 

3. Excavation shall conform to elevations indicated on the Drawing or raised or 
lowered by written order of the Engineer or designated representative, when 
such alterations are judged proper.  When it is deemed necessary to increase 
or decrease the plan depth of footings, the alterations in the details of the 
structure shall be as directed by the Engineer or designated representative.  
The Engineer or designated representative shall have the right to substitute 
revised details resulting from consideration of changes in the design 
conditions. 

4. When a structure is to rest on an excavated surface other than rock, special 
care shall be taken not to disturb the bottom of the excavation and the final 
excavation to grade shall not be performed until just before the footing is 
placed.  Equipment selected and used by the Contractor for excavation which 
results in disturbance of what was otherwise stable subgrade material, as 
shown by laboratory tests, will not be used as a justification for payment for 
excavating to extra depth or for payment for stabilizing materials which may 
be ordered by the Engineer or designated representative. 
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5. Excavated material required to be used for backfill may be deposited by the 
Contractor in storage piles as indicated on the Drawing or at points 
convenient for its rehandling during the backfilling operations, subject to the 
approval of the Engineer or designated representative, who may require that 
the survey center line of the structure and the transverse or hub line of any 
unit of the structure be kept free of any obstruction.  The Contractor shall 
adjust any stockpiles, to facilitate surveying and the work of other Contractors 
working in the immediate proximity, as directed by the Engineer or 
designated representative. 

6. Excavated material required to be wasted shall be disposed of as directed by 
the   Engineer or designated representative, in a manner which will not 
obstruct the stream or otherwise impair the efficiency or appearance of the 
structure or other part of the work. 

7. For all single and multiple box culverts, pipe culverts, pipe arch culverts and 
box sewers of all types, where the soil encountered at established footing 
grade is a quicksand, muck or similar unstable material, the following 
procedure shall be used unless other methods are indicated: 

a) The depth to which unstable material is removed will be determined by 
the Engineer or designated representative.  It will not exceed 2 feet (0.6 
meter) below the footing of culverts that are 2 feet (0.6 meter) or more 
in height and will not exceed the height of culverts for those less than 2 
feet (0.6 meter) high. Excavation shall be carried at least 1 foot (0.3 
meter) horizontally beyond the limits of the structure on all sides.  All 
unstable soil removed shall be replaced with suitable stable material, in 
uniform layers of suitable depth for compaction as directed by the 
Engineer or designated representative.  Each layer shall be wetted, if 
necessary and compacted by rolling or tamping as required to provide a 
stable foundation for the structure.  Soil, which has sufficient stability to 
properly sustain the adjacent sections of the roadway embankment, will 
be considered a suitable foundation material. 

b) When, in the opinion of the Engineer or designated representative, it is 
not feasible to construct a stable footing as outlined above, the 
Contractor shall construct it by the use of special materials, such as 
flexible base, cement stabilized base, cement stabilized rockfill or other 
material, as directed by the Engineer or designated representative.  
This work will be paid for as provided in Section 401S.9, “ Payment”. 

8. When the material encountered at footing grade of a culvert is found to be 
partially rock or incompressible material and partially a compressible soil 
which is satisfactory for the foundation, the incompressible material shall be 
removed for a depth of 6 inches (150 mm) below the footing grade and 
backfilled with a compressible material similar to that used for the rest of the 
structure. 

9. When the material encountered at footing grade of a bridge bent or pier is 
found to be partially of rock or incompressible material, and partially of a 
compressible material, the foundation shall not be placed until the Engineer 
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or designated representative has inspected the footing and authorized such 
changes found necessary to provide an adequate foundation. 

401S.5 Bridge Foundations and Retaining Walls 

The material below the bottom of the footing grade shall not be disturbed. Backfill 
material shall not be used to compensate for excavation that is extended below the 
proposed footing grade. When excavation is carried below the proposed footing grade, 
the over excavated area shall be filled with concrete at the time the footing is placed. 
The additional concrete placement shall be at the Contractor’s sole expense. 

When required by the Engineer or designated representative, cores shall be taken to 
determine the character of the supporting material(s). The cores shall be taken when the 
excavation is nearing completion and shall be an intact sample adequate to judge the 
character of the founding material. The cores shall be acquired at a minimum depth of 5 
feet (1.5 meters) below the proposed footing founding grade. 

When the founding stratum is rock or other hard material, all loose material shall be 
removed and the founding grade cleaned and cut to a firm surface that is level, stepped 
or serrated as directed by the Engineer or designated representative. All soft seams 
shall be cleaned and filled with concrete at the time the footing is placed. 

When the material at the footing grade of a retaining wall, bridge bent or pier is a mixture 
of compressible and incompressible material, the foundation shall not be placed until the 
Engineer or designated representative has inspected the excavation and authorized 
changes to provide a uniform bearing condition. 

401S.6  Cofferdams  

The term cofferdams, whenever used in this specification, designates any temporary or 
removable structure constructed to hold the surrounding earth, water or both, out of the 
excavation, whether the structure is formed of earth, timber, steel, concrete or a 
combination of these.  It includes earthen dikes, timber cribs, any type of sheet piling, 
removable steel shells and the like and all necessary bracing and it shall be understood 
also to include the use of pumping wells or well points for de-watering.  The cost of 
cofferdams, when required, shall be included as a part of the bid price for excavation. 

It is the intent of this specification to require that a suitable cofferdam be provided, when 
necessary, to insure that the foundation may be placed in a dry condition, as to preclude 
sliding and caving of the walls of the excavation. The cofferdam shall conform with the 
requirements of Standard Specification Item No. 509S, “Excavation Safety Systems” and 
shall provide a safe work area with sufficient clearance for the construction, inspection 
and removal of required forms and, if necessary, sufficient room to allow pumping 
outside the forms.  Where no ground or surface water is encountered, the cofferdam 
need be sufficient only to protect the workmen and to avoid cave-ins or slides beyond 
the excavation limits. 
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Unless otherwise indicated on the Drawings, cofferdams shall be removed by the 
Contractor after the completion of the substructure without disturbing or marring the 
structure. 

401S.7 De-Watering  

Structures shall not be constructed or placed in the presence of water unless otherwise 
approved by the Engineer or designated representative. Precast members, pipe and 
concrete shall only be placed on a dry, firm surface. Water shall be removed by bailing, 
pumping, well-point installation, deep wells, underdrains or other approved method. 

When structures are approved for placement in the presence of water, standing water 
shall be removed in a manner that shall preclude the possibility of the movement of 
water through or alongside any concrete being placed.  Pumping or bailing will not be 
permitted during the placing of concrete or for a period of at least 36 hours thereafter, 
unless from a suitable sump separated from the concrete work by a water-tight wall. 

Pumping or bailing during placement of seal concrete shall only be allowed to the extent 
necessary to maintain a static head of water within the cofferdam. De-watering inside a 
sealed cofferdam shall not commence until the seal has aged a minimum of 36 hours. 

When the bottom of an excavation cannot be de-watered to the point that the subgrade 
is free of mud or it is difficult to keep the reinforcing steel clean a stabilizing material 
(e.g. flexible base, cement-stabilized-backfill or lean concrete) shall be placed in the 
bottom of the excavation. When a lean concrete is used, the concrete shall include a 
minimum of 275 Pounds of cement per cubic yard (163 kilograms of cement per cubic 
meter) and be placed to a minimum depth of 3 inches (75 mm). Stabilizing material that 
is placed for the convenience of the Contractor will be at the Contractor’s own expense. 

401S.8 Backfilling 

A. General  

As soon as practicable, all portions of excavation not occupied by the permanent 
structure shall be backfilled.  Back-fill material shall be free from stones large 
enough to interfere with compaction, large or frozen lumps that will not break down 
readily under compaction, wood or other extraneous material. Backfill material shall 
be approved by the Engineer or designated representative. 

That portion of backfill which will support any portion of completed roadbed, 
retaining wall or embankment shall be placed in layers not more than 8 inches (200 
mm) in depth (loose measurement) and shall be compacted to meet the density 
requirements of the roadbed, retaining wall, embankment material, or as indicated 
on the Drawings. 

That portion of backfill which will not support any portion of completed roadbed or 
embankment shall be placed in layers not more than 10 inches (250 mm) in depth 
(loose measurement) and shall be compacted to a minimum of 95 percent of 
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maximum density as determined by TxDoT Test Method Tex-114-E and the re-
excavated to the proper grade and dimensions. 

If the excavation has been made through a hard material resistant to erosion, the 
backfill around piers and in front of abutments and wings may be ordered by the 
Engineer or designated representative to be of stone or lean concrete.  Unless 
otherwise indicated on the Drawings, such backfill shall be paid for as extra work. 

That portion of the backfill which will support any portion of the roadbed, retaining 
wall or embankment shall be placed in uniform layers not more than 8 inches (200 
mm) in depth (loose measurement) and shall be compacted to a minimum of 95 
percent of maximum density, as determined by TxDoT Test Method Tex-114-E and 
then re-excavated to the proper grade and wetted uniformly to the moisture content 
required to obtain the specified density and shall be compacted to that density by 
means of mechanical tampers or rammers, except that the use of rolling equipment 
of the type generally used in compaction embankments will be permitted on 
portions which are accessible to such equipment.  

All portions of embankment too close to any portion of a structure to permit 
compaction by the use of the blading and rolling equipment used on adjoining 
sections of embankment, shall be placed and compacted with mechanical tamps 
and rammers to avoid damage to the structure.   

These provisions require mechanical compaction by means of either rolling 
equipment or mechanical tampers or rammers, of all backfill and embankment 
adjoining the barrels and wingwalls or culverts and adjoining all sides of bridge 
abutments and retaining walls, regardless of whether or not such embankment or 
backfill is above or below the original surface of the ground and regardless of 
whether the excavation at structure site was performed conforming to Standard 
Specification Item No.111S, "Excavation", this item 401S, "Structural Excavation", 
Standard Specification Item No. 110S, "Street Excavation" or Standard 
Specification Item No. 120S, "Channel Excavation". Unless otherwise indicated on 
the Drawings, hand tamping will not be accepted as an alternate for mechanical 
compaction.   

As a general rule, material used in filling or backfilling the portions described in this 
paragraph shall be an earth, free of any appreciable amount of gravel or stone 
particles larger than 4 inches (100 mm) in greater dimension and of a gradation 
that permits thorough compaction.  When, in the opinion of the Engineer or 
designated representative, such material is not readily available, the use of rock or 
gravel mixed with earth will be permitted, provided that no particles larger than 12 
inches (300 mm) or smaller than 6 inches (150 mm) may be used.  The percentage 
of fines shall be sufficient to fill all voids and insure a uniform and thoroughly 
compacted mass of proper density.  When required by the Drawings or by written 
order of the Engineer or designated representative, cement-stabilized-backfill 
material shall be used for backfilling. 

All portions of fill and backfill described in the preceding paragraph shall be 
compacted to the same density requirements specified for the adjoining sections of 
embankment in accordance with the governing specifications. Where no 
embankment is involved on the project and no relevant specifications are included 
in the contract, all backfill shall be compacted to a density comparable with the 
adjacent undisturbed material. 
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No backfill shall be placed against any abutment or retaining wall until such 
structure has been in place at least 7 days.  No backfill shall be placed adjacent to 
or over single and multiple boxes until the top slab has attained 500 psi (3450 kPa) 
flexural strength.  Backfill placed around abutments and piers shall be deposited 
on both sides to approximately the same elevation at the same time. 

Care shall be taken to prevent any wedging action of backfill against the structure 
and the slopes bounding the excavation shall be stepped or serrated to prevent 
such action. Backfill shall be uniformly placed around bridge foundations.  

 B. Pipe Culverts  

The following requirements shall apply to the backfilling of pipe culverts in addition 
to the pertinent portions of the general requirements given in the preceding 
section. 

Selected materials from excavation, borrow or other approved material shall be 
wetted, if required and placed along both sides of the pipe equally, in uniform 
layers not exceeding 8 inches (200 mm) in depth (loose measurement) and 
thoroughly compacted so that there shall be a berm of thoroughly compacted 
material on each side of the pipe.  The method and degree of compaction shall be 
the same as specified above for portions of backfill within the limits of embankment 
or roadbed. 

Filling and/or backfilling shall be continued in this manner to the elevation of the 
top of the pipe. Special care shall be taken to secure thorough compaction of the 
material placed under the haunches of the pipe to prevent damage or displacement 
of the pipe.  All fill or backfill below the top of pipe shall be compacted 
mechanically in the manner and to the density prescribed above, regardless of 
whether or not such material is placed within the limits of the embankment or 
roadbed.  In the case of pipe placed in trenches, that portion of the backfill above 
the top of the pipe which supports embankment or the roadbed shall receive 
mechanical compaction as specified above and the portion which will not support 
any portion of embankment or roadbed shall be placed in layers not more than 8 
inches (200 mm) in depth (loose measurement) and shall be compacted by 
whatever means the Contractor chooses, to a density comparable with the 
adjacent, undisturbed material.  Embankments above the top of pipe shall be 
placed conforming to Item No. 132S, "Embankment".  During construction 
adequate cover must be provided to protect the structure from damage. 

The Engineer or designated representative may reject backfill material that 
contains more than 20% by weight of material retained on a 3-in (75 mm) sieve, 
with large lumps not easily broken down, or that cannot be spread in loose layers. 
Material excavated by a trenching machine will generally meet the requirements of 
this Section as long as large stones are not present. 

Where pipe extends beyond the toe of slope of the embankment and the depth of 
cover provided by backfill to the original ground level is less than the minimum 
required by the specifications for the type of pipe involved, additional material shall 
be placed and compacted until the minimum cover has been provided. 

Whenever excavation is made for installing pipe culverts or box sewers across 
private property or beyond the limits of the embankment, the top soil removed in 



Current Version: September 26, 2012 Previous Versions: 11/13/07, 09/14/05, 
09/30/87 

401S 09/26/12 Page 10 Structural Excavation and Backfill 
 

excavating the trench shall be kept separate and replaced as nearly as feasible in 
its original position and the entire area involved in the construction operations shall 
be restored to a presentable condition. 

C. Cement Stabilized Backfill  

When indicated on the Drawings, trenches shall be backfilled to the elevations 
shown with cement stabilized backfill. The cement-stabilized backfill shall be 
placed equally along the sides of structures to prevent strain on or displacement of 
the structure. 

Cement stabilized backfill below the spring line of pipe culverts shall be sufficiently 
plastic to completely fill all voids in the trench.  Hand operated tampers may be 
used if necessary to fill the voids. The pipe shall be held in alignment by jacks or 
other suitable means to prevent the mortared joints from cracking due to 
displacement caused by placing the backfill material. 

Cement stabilized backfill above the spring line of pipe culverts may be dry enough 
to be transported without special mixing equipment. 

On structures other than pipe culverts, special mixing equipment will not be 
required to transport the cement stabilized backfill unless otherwise indicated on 
the Drawings. 

D. Controlled Low Strength Material (CLSM) 

When indicated on the Drawings the excavation shall be backfilled with CLSM to 
the elevations shown. The structure shall be prevented from being displaced or 
“floated out” during the placement of CLSM. The CLSM shall be prevented from 
entering culverts and drainage structures. 

401S.9 Measurement  

Unless otherwise indicated on the Drawings, structural excavation for pipe headwalls, 
inlets, manholes, culvert widening (extensions), bridge abutments and side road and 
private entrance pipe culverts will not be measured in the field but shall be included in 
the Plan Quantity unit price bid by the cubic yard (cubic meters: 1 cubic meter is equal to 
1.308 cubic yards).  Determination of plan quantities for structural excavation shall be 
made by the method of average end-areas using the following limits to establish 
templates for measurement. 

A. For all structures requiring measurement, except the barrels of pipe culverts, no 
material outside of vertical planes 1 foot (300 mm) beyond the edges of the 
footings and parallel thereto will be included. 

B. For the barrels of pipe culverts of 42 inches (1.09 meters) or less nominal or 
equivalent diameter, no material outside of vertical planes 1 foot (300 mm) beyond 
the horizontal projection of the outside surfaces of the pipe and parallel thereto will 
be included.  For the barrels of pipe culverts more than 42 inches (1.09 meters) in 
nominal or equivalent diameter, no material outside of vertical planes located 2 feet 
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(600 mm) beyond the horizontal projection of the outside surfaces of the pipe and 
parallel thereto will be included. 

C. If a cofferdam, as herein defined, is used, the limitations indicated above shall 
apply just as if no cofferdams were used. 

D. Where excavation in addition to that allowed for the footings is required for other 
portions of the structure, such as for the cap, cross strut or tie beam of a pier or 
bent or for the superstructure, measurements for such additional excavation will be 
limited laterally by vertical planes 1 foot (300 mm) beyond the face of the member 
and parallel thereto and vertically to a depth of 1 foot (300 mm) below the bottom 
of such member. 

E. Except as allowed by the above conditions, no account will be taken of any 
excavation necessary for placing forms or falsework. 

F. Except at side road culverts, all street excavation called for on the contract 
drawings at all structure sites shall be assumed to be completed before starting the 
structural excavation and the measurement of structural excavation will include 
only material below or outside the limits of the completed street excavation.  
Excavation for side road and private entrance pipe culverts will not be measured 
for payment but shall be included in the unit price bid for this specification item. 

G. On all structures of bridge classification where the contract drawings call for 
channel excavation at the structure site, it shall be assumed to have been 
completed before starting the structural excavation and the measurement of 
structural excavation will include only material below or outside the limits of the 
completed channel section. The method of measurement for payment will be in 
accordance with this procedure regardless of the actual construction methods 
followed. 

H.  Where excavation diagrams are indicated on the Drawings, they shall take 
precedence over these provisions. 

I.  Measurement will not include materials removed below footing grades to 
compensate for anticipated swellage due to pile driving and it will not include 
material required to be removed due to swellage beyond the specified limits during 
pile driving operations. 

J. Measurement will not include additional yardage caused by slips, slides, cave-ins, 
siltings or fillings due to the action of the elements or the carelessness of the 
Contractor.  Water will not be classed as excavated material. 

K. Where rock, other incompressible or unstable material is undercut to provide 
suitable foundation for pipe or box culverts, such material below grade, ordered by 
the Engineer or designated representative to be removed, will be measured for 
payment. 

L. Except for any required undercut, quantities for "Structural Excavation", as 
indicated on the Drawings, shall be considered as final quantities and no further 
measurement will be required, unless the alignment, grades or structure locations 
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are revised by the Engineer or designated representative during construction.  
Final determination of quantities for individual structures will be made, if in the 
opinion of the Engineer or designated representative or upon evidence furnished 
by the Contractor, substantial variations exist between quantities indicated on the 
Drawings and actual quantities due to changes in cross sections or apparent 
errors.  Excavation quantities for foundations indicated on the Drawings where 
cofferdams are required shall be considered as final quantities and no further 
measurement will be made. 

M. For any footing, foundation or other structure unit within the scope of this 
specification, additional measurement will be made of the volume of excavation 
involved in the lowering or raising of the elevation of a footing, foundation or 
structure unit, when such grade change is authorized by the Engineer or 
designated representative.  Measurement will be made by the addition to or the 
deduction from, the original quantities for the volume of excavation involved in the 
authorized grade change. 

N. Cement stabilized backfill shall be measured by the backfill diagram as indicated 
on the Drawings.  The quantity of "Cement Stabilized Backfill" as indicated on the 
Drawings shall be considered as final quantities and no further measurement will 
be required, unless alignment or grade elevations as indicated are revised by the 
Engineer or designated representative. If such revisions result in an increase or 
decrease in this quantity, the final quantity will be revised by the amount 
represented by the changes in alignment or grade elevations. 

401S.10  Payment  

Payment for all work prescribed under this item and measured as provided above will be 
made at the unit bid price per cubic yard for the particular class of excavation specified 
on the Drawings in the amount shown on the Drawings and in the proposal.  Payment for 
revised quantities will be made as specified above and for the removal of unstable and 
incompressible material as noted below. 

Payment for removal and replacement of unstable or incompressible material below the 
footing grades of culverts and box sewers as indicated above will be made as follows: 

When indicated on the Drawings or the Engineer or designated representative directs 
the use of special materials such as flexible base, concretebase, cement stabilized 
backfill, controlled low strength material or other special material, payment for 
excavation below the footing grades shall be made at the unit bid price for "Unclassified 
Structural Excavation", "Common Structural Excavation" or "Rock Structural 
Excavation", as the case may be.  Payment for furnishing, hauling, placing and 
compacting the flexible base, concretebase, cement stabilized backfill, controlled low 
strength material or other special material will be made at the unit bid price for these 
items in the bid or in accordance with pertinent provisions for extra work. 

Where special materials are not required or specified, the removal and replacement of 
the unstable material will be performed as described above.  Payment therefore will be 
made at a price equal to 200 percent of the unit bid price per cubic yard for "Unclassified 



Current Version: September 26, 2012 Previous Versions: 11/13/07, 09/14/05, 
09/30/87 

401S 09/26/12 Page 13 Structural Excavation and Backfill 
 

Structural Excavation",  "Common Structural Excavation" or  "Rock Structural 
Excavation", as the case may be.  The unit bid price shall include full compensation for 
removing the unstable or incompressible material, for furnishing, hauling, placing and 
compacting suitable material required to replace it and for all labor, equipment, tools and 
incidentals necessary to complete the work. 

Payment for "Concrete Base", "Cement Stabilized Backfill" and “Controlled Low Strength 
Material” measured as prescribed above shall be made at the unit bid price per cubic 
yard. The unit bid price shall include full compensation for furnishing all materials, tools, 
labor, equipment, sheathing and incidentals required to perform the applicable work 
prescribed herein. 

When the Engineer or designated representative judges it necessary to lower the 
structure footings to an elevation below the grade indicated on the Drawings, payment 
for the "Unclassified Structural Excavation", "Common Structural Excavation" or "Rock 
Structural Excavation" as the case may be, required below plan grade down to and 
including an elevation 5 feet (1.5 meters) below drawing grade for any individual footing 
will be made at a unit price equal to 115 percent of the contract unit bid price.  Payment 
for the excavation from an elevation over 5 feet (1.5 meters) below plan grade down to 
and including an elevation 10 feet (3.05 meters) below plan grade will be made at a unit 
price equal to 125 percent of the contract unit bid price for "Unclassified Structural 
Excavation", "Common Structural Excavation" or "Rock Structural Excavation" as the 
case may be.  No increase in unit price will be allowed for other bid items of the contract 
and no additional compensation will be allowed for any required cofferdam adjustments 
made necessary by such lowering of footings.  These provisions shall not apply to the 
lowering of culverts, except when the flow line grade is lowered 1 foot (300 mm) or more 
below plan grade. 

In cases where the extra depths required for any footing or footings exceeds 10 feet 
(3.05 meters), a supplemental agreement shall be made covering the quantities 
removed from depths in excess of 10 feet (3.05 meters) below plan grade. 

No direct payment will be made for filling or backfilling around structures.  Payment for 
the backfilling and compacting of areas, which were removed as structural excavation 
shall be included in the unit bid prices for the various classes of structural excavation. 

At the end of each estimate period, the Engineer or designated representative shall 
determine the completed portion of the total work under Standard Specification Item No. 
401S "Structural Excavation and Backfill" and payment shall be made accordingly. 

Filling or backfilling of areas above the natural ground level or above the limits of street 
excavation or channel excavation sections shall be considered as Standard 
Specification Item No. 132S, "Embankment" and payment therefore shall be included in 
the unit prices bid for the various classes of Standard Specification Item No. 110S, 
"Street Excavation", Standard Specification Item No. 120S, "Channel Excavation" or 
Standard Specification Item No. 130S, "Borrow". 

Where no channel excavation is provided for at culvert sites and where it is necessary to 
excavate beyond the limits of structural excavation, as herein described in order that the 
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culvert may function properly, such excavation shall be included with structural 
excavation as may be indicated on the Drawings. 

Payment for all work prescribed under this item shall include full compensation for all 
excavation and backfill including compaction, all soundings, construction of all 
cofferdams, all dewatering and for furnishing all materials, labor, equipment, tools, 
sheathing, bracing, cofferdams, pumps, drills, explosives and incidentals necessary to 
complete the work, except for specific allowances stated above. 

Special materials used or additional excavation made for the Contractor's convenience 
to expedite the work will not be paid for directly, but shall be included in the unit price bid 
for this specification item.  In addition, if the Contractor's construction methods and 
equipment creates conditions necessitating usage of special materials or additional 
excavation, the work and materials will not be paid for directly, but shall be included in 
the unit price bid for this specification item. 

When specified in the contract bid form as separate pay item(s), the item(s) will be paid 
for at the contract unit price(s) for "Flexible Base", "Lime Stabilized Base" and 
"Controlled Low Strength Material". The bid prices shall include full compensation for all 
Work herein, specified, including the disposal of all material not required in the Work, the 
furnishing of all material, equipment, tools, labor and incidentals necessary to complete 
the Work.  

Payment will be made under one of the following: 

Pay Item No. 401S-A:  Unclassified Structural Excavation, Plan Quantity. Per Cubic Yard. 

Pay Item No. 401S-B:  Common Structural Excavation Per Cubic Yard. 

Pay Item No. 401S-C:  Rock Structural Excavation Per Cubic Yard. 

Pay Item No. 401S-D:  Concrete Base Per Cubic Yard. 

Pay Item No. 401S-E:  Cement Stabilized Backfill Per Cubic Yard. 

Pay Item No. 401S-F:  Flexible Base Per Cubic Yard. 

Pay Item No. 401S-G:  Lime Stabilized Base Per Square Yard. 

Pay Item No. 401S-H:  Controlled Low Strength Material Per Cubic Yard. 

Pay Item No. 401S-I:  Cofferdams,    type ______ Per Cubic Yard. 

Pay Item No. 401S-J:  Dewatering Per Cubic Yard. 

End 
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SPECIFIC CROSS REFERENCE MATERIALS 

Standard Specification Item 401S, “Structural Excavation and Backfill” 

  

City of Austin Standard Contract Documents 

Designation  Description 

Section 00700 General Conditions 

Section 01550 Public Safety and Convenience 

 

City of Austin Utilities Criteria Manual 

Designation  Description 

Section 5.2.0 Permit Information and Format 

 

City of Austin Standard Specification Items 

Designation  Description 

Item No. 110S    Street Excavation 

Item No. 111S    Excavation 

Item No. 120S    Channel Excavation 

Item No. 130S Borrow 

Item No. 132S     Embankment 

Item No. 202S Hydrated Lime and Lime Slurry 

Item No. 203S Lime Treatment for Materials in Place 

Item No. 210S Flexible Base 

Item No. 302S Aggregates for Surface Treatments 
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Item No. 402S Controlled Low Strength Material 

Item No. 403S Concrete for Structures 

Item No.509S Excavation Safety Systems 

Item No. 610S Preservation of Trees and Other Vegetation 

 

Texas Department of Transportation: Departmental Material Specifications 

Designation  Description 

DMS-4640 Chemical Admixtures for Concrete 

 

American Society for Testing and Materials, ASTM 

Designation  Description 

ASTM C 33   Specification For Concrete Aggregates 

 

Texas Department of Transportation: Manual of Testing Procedures 

Designation Description 

Tex-114-E  Laboratory Compaction Characteristics & Moisture-Density 
Relationship of Subgrade & Embankment Soil 

Tex-120-E Soil-Cement Testing 

 

RELATED  CROSS REFERENCE MATERIALS 
Standard Specification Item 401S, “Structural Excavation and Backfill” 

 

Texas Department of Transportation: Standard Specifications for Construction and 
Maintenance of Highways, Streets, and Bridges 

Designation           Description 
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Item 110  Excavation 

Item 132 Embankment 

Item 400   Excavation and Backfill for Structures 

Item 401  Flowable Backfill 

Item 402 Trench Excavation Protection 

Item 403 Temporary Special Shoring 

Item 421   Hydraulic Cement Concrete 
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Item No. 403S 
Concrete for Structures 

403S.1 Description 

This item shall govern quality, storage, handling, proportioning and mixing of materials 
for hydraulic cement concrete construction of buildings, bridges, culverts, slabs, 
prestressed concrete and incidental appurtenances. 

This specification is applicable for projects or work involving either inch-pound or SI 
units.  Within the text, the inch-pound units are given preference followed by SI units 
shown within parentheses. 

403S.2 Submittals 

The submittal requirements of this specification item may include: 

Mix design option(s) of the class of concrete required on the project, 

The supplier of the concrete mix design(s) and type of mixing equipment, and 

Type of admixtures to be used with the concrete mixes. 

403S.3 Materials 

Concrete shall be composed of hydraulic cement or hydraulic cement and 
supplementary cementing materials, water, aggregates (fine and coarse), and 
admixtures proportioned and mixed as hereinafter provided to achieve specified results. 

A. Cementitious Materials 

Hydraulic cement shall conform to ASTM C 150, Type I (General Purpose), Type II 
(General Purpose with Moderate Sulfate Resistance) and Type III (High Early 
Strength).  Type I shall be used when none is specified or indicated on the 
drawings.  Type I and Type III cements shall not be used when a Type II cement is 
specified or indicated on the drawings.  Type III cement may be used in lieu of a 
Type I cement, when the anticipated air temperature for the succeeding 12 hours 
will not exceed 60oF (15.6oC).  A Type III cement shall only be used in precast 
concrete or when otherwise specified or allowed. All cement shall be of the same 
type and from the same source for a monolithic placement. 

Unless otherwise specified the cementitious material content shall be limited to no 
more than 700 lbs. per cubic yard (417 kg per cubic meter). When supplementary 
cementing materials are used, cement is defined as “cement plus supplementary 
cementing material.” Supplementary cementing materials include fly ash (DMS 
4610), ultra-fine fly ash (DMS-4610), ground granulated blast furnace slag grade 
100 or 120 (DMS-4620), silica fume (DMS-4630) and metakaolin (DMS-4635). 
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Supplementary cementing materials shall not be used when white hydraulic 
cement is specified. 

Class C flyash shall not be used in sulfate-resistant concrete. 

Hydraulic cement manufactured in a cement kiln fueled by hazardous waste shall 
be considered as an approved product if the production facility is authorized to 
operate under regulation of the Texas Commission on Environmental Quality 
(TCEQ) and the U. S. Environmental Protection Agency (EPA).  Supplier shall 
provide current TNRCC and EPA authorizations to operate the facility. 

When sulfate-resistant concrete is required for a project, mix design options 1, 2, 3 
or 4 presented in Section 403S.8, “Mix Design Options” shall be used to develop 
appropriate mix design utilizing Type I/II, II, V, IP or IS cement. 

B. Mixing Water 

Water for use in concrete and for curing shall be potable water free of oils, acids, 
organic matter or other deleterious substances and shall not contain more than 
1,000 parts per million of chlorides as Cl or sulfates as SO4. 

Water from the City of Austin will not require testing. Contractor may request 
approval of water from other sources.  Contractor shall arrange for samples to be 
taken from the source and tested at the Contractor’s expense.  When water from 
other sources is proposed, test reports shall be provided that indicates compliance 
with Table 1 before use. 

Table 1: Chemical Limits for Mix Water 

Contaminant Test Method 
Maximum Concentration 
(ppm) 

Chloride (CL) 
Prestressed concrete 
Bridge decks & 
superstructure 
All other concrete 

ASTM D-512  
500 
500 
1,000 

Sulfate (SO4) ASTM D-516 1,000 

Alkalies (NA2O + 0.658 K2O)
ASTM D-4191 & D-
4192 

600 

Total Solids AASHTO T-26 50,000 

 

Water that has an adverse effect on the air-entraining agent or any other chemical 
admixture or on strength or time of set of the concrete shall not be used. Water 
used in white Portland cement concrete shall be free from iron and other impurities, 
which may cause staining, or discoloration. 

C. Coarse Aggregate 

Coarse aggregate shall consist of durable particles of crushed or uncrushed 
gravel, crushed blast furnace slag, crushed stone or combinations thereof; free 
from frozen material or injurious amounts of salt, alkali, vegetable matter or other 
objectionable material either free or as an adherent coating. When white hydraulic 
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cement is specified, the coarse aggregates used in the concrete shall be light 
colored. Quality shall be reasonably uniform throughout.   

The coarse aggregate from each source shall not contain more than 0.25 percent 
by weight of clay lumps, nor more than 1.0 percent by weight of shale nor more 
than 5 percent by weight of laminated and/or friable particles when tested in 
accordance with TXDOT Test Method TEX-413-A. The coarse aggregate from 
each source shall have a wear of not more than 40 percent when tested in 
accordance with TXDOT Test Method TEX-410-A. 

Unless otherwise indicated on the drawings, the coarse aggregate from each 
source shall be subjected to 5 cycles of the soundness test conforming to TXDOT 
Test Method TEX-411-A.  The loss shall not be greater than 12 percent when 
sodium sulfate is used or 18 percent when magnesium sulfate is used. 

Coarse aggregate shall be washed.  The Loss by Decantation (TXDOT Test 
Method TEX-406-A), plus allowable weight of clay lumps, shall not exceed 1 
percent or the value indicated on the drawings or in the project manual, whichever 
is less.  If material finer than the # 200 (75 micrometer) sieve is definitely 
established to be dust of fracture of aggregates made primarily from crushing of 
stone, essentially free from clay or shale as established by Part III of TXDOT Test 
Method TEX-406-A, the percent may be increased to 1.5. When crushed limestone 
coarse aggregate is used in concrete pavements, the decant may exceed 1% but 
not more than 3% if the material finer than the # 200 (75 micrometer) sieve is 
determined to be at least 67% calcium carbonate in accordance with TxDoT Test 
Method Tex-406-A, Part III. 

The coarse aggregate factor may not be more than 0.82; however, when voids in 
the coarse aggregate exceed 48 percent of the total rodded volume, the coarse 
aggregate factor shall not exceed 0.85.  The coarse aggregate factor may not be 
less than 0.68 except for a Class I machine extruded mix that shall not have a 
coarse aggregate factor lower than 0.61. 

When exposed aggregate surfaces are required, the coarse aggregate shall 
consist of particles with at least 40 percent crushed faces.  Uncrushed gravel, 
polished aggregates and clear resilient coatings are not acceptable for exposed 
aggregate finishes. 

When tested by approved methods, the coarse aggregate including combinations 
of aggregates when used, shall conform to the grading requirements shown in 
Table 2. 

Table 2:    Coarse Aggregate Gradation Chart (Percent Passing) 

Grade Nom. Size 
2-1/2" 
(62.5
mm) 

2" 
(50 
mm) 

1 ½" 
(37.5
mm) 

1" 
(25 
mm) 

3/4" 
(19
mm) 

1/2" 
(12.5
mm) 

3/8" 
(9.5
mm) 

No. 4 
(4.75
mm) 

No. 8 
(2.36
mm) 

1 2" (50 mm) 100 
80-
100 

50-85  
20-
40 

  0-5  

2 
(467)* 

1 1/2" (37.5 
mm) 

 100 
95-
100 

 
35-
70 

 
10-
30 

0-5  

3 1" (50 mm)  100 
95-
100 

 
60-
90 

25-60  0-5  
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4 (57)* 1” (50 mm)   100 
95-
100 

 25-60  0-10 0-5 

5 (67)* 3/4” (19 mm)    100 
90-
100 

 
20-
55 

0-10 0-5 

6 (7)* 
½" (12.5 
mm) 

    100 
90-
100 

40-
70 

0-15 0-5 

7 
3/8" (9.5 
mm) 

     100 
70-
95 

0-25  

8 
3/8" (9.5 
mm) 

     100 
95-
100 

20-65 0-10 

Notes: 

1. Recycled crushed concrete fine aggregate shall be limited to a maximum of 
20% of the fine aggregate.     

2. The use of recycled crushed hydraulic cement concrete as a coarse 
aggregate shall be limited to Concrete Classes A, B and D (see Table 5). 

D. Fine Aggregate 

Fine aggregate shall be washed and consist of clean, hard, durable and uncoated 
particles of natural or manufactured sand or a combination thereof, with or without 
a mineral filler.  When white hydraulic cement is specified, the fine aggregates 
used in the concrete shall be light colored. Quality shall be reasonably uniform 
throughout It shall be free from frozen material or injurious amounts of salt, alkali, 
vegetable matter or other objectionable material and it shall not contain more than 
0.5 percent by weight of clay lumps in accordance with TEX-413-A.  When 
subjected to color test for organic impurities per TXDOT Test Method TEX-408-A, it 
shall not show a color darker than standard. 

Unless indicated otherwise on the drawings the acid insoluble residue of fine 
aggregate used in slab concrete subject to direct traffic shall not be less than 60 
percent by weight (mass) when tested conforming to TXDOT Test Method TEX-
612-J. 

Unless indicated otherwise on the Drawings, fine aggregate shall be blended, 
when necessary, to meet the acid insoluble residue requirement. 

When blending the following equation shall be used: 

Acid Insoluble (%) = (A1)(P1)+(A2)(P2)/100 

Where: 

A1 = acid insoluble (%) of aggregate 1, 

A2 = acid insoluble (%) of aggregate 2, 

P1 = % by weight of A1 of the fine aggregate blend, and 

P2 = % by weight of A2 of the fine aggregate blend. 
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When tested in accordance with TxDoT Test Method Tex-401-A, the fine 
aggregate, including mineral filler and combinations of aggregates, when used, 
shall conform to the grading requirements shown in Table 3. 

Table 3: Fine Aggregate Gradation Chart1 (Grade 1 - Percent Passing) 

3/8 
(9.5 
mm) 

  No. 4 
(4.75 
mm) 

  No. 8 
(2.36 
mm) 

No. 16 
(1.18 
mm) 

  No. 30
(600 
µm) 

No. 50 
(300 µm) 

No. 100 
(150 µm) 

No. 200 
(75 µm) 

100 95-100 80-100 50-85 25-65 10-351 0-10 0-32 

Notes: 

1. Recycled crushed concrete fine aggregate shall be limited to a maximum of 
20% of the fine aggregate.     

2. The use of recycled crushed hydraulic cement concrete as a fine aggregate 
shall be limited to Concrete Classes A, B and D (see Table 5). 

3. 6 to 35 when sand equivalent value is greater than 85. 

4. 0 to 6 for manufactured sand.  

Sand equivalent per TXDOT Test Method TEX-203-F shall not be less than 
80 nor less than otherwise indicated on the drawings, whichever is greater.   

The fineness modulus will be determined by adding the percentages by 
weight retained on sieve Nos. 4, 8, 16, 30, 50 and 100 (4.75 mm, 2.36 mm, 
1.18mm, 600 µm, 300 µm, and 150 µm) and dividing the sum of the six 
sieves by 100.  For all classes of concrete except K (see Table 5), the 
fineness modulus shall be between 2.30 and 3.10.  For Class K concrete, the 
fineness modulus shall be between 2.40 and 2.90, unless indicated otherwise 
on the Drawings. 

E. Mineral Filler 

Mineral filler shall consist of stone dust, clean crushed sand or other approved inert 
material. When tested in accordance with TxDoT Test Method Tex-401-A, it shall 
conform to the following gradation: 

Passing the No. 30 (600 µm) Sieve 100 percent 

Passing the No. 200 (75 µm) Sieve 65 to 100 percent 

F. Mortar and Grout 

Unless otherwise specified, indicated on the drawings or approved by the Engineer 
or designated representative mortar and grout shall consist of 1 part hydraulic 
cement, 2 parts finely graded sand and enough water to make the mixture plastic.  
When required to prevent color difference, white cement shall be added to produce 
color required.  When required by the Engineer or designated representative, 
approved latex adhesive may be added to the mortar. Mortar shall be provided with 
a consistency such that the mortar can be easily handled and spread by trowel. 
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Grout shall be provided of a consistency that will flow into and completely fill all 
voids. 

G. Admixtures 

All chemical admixtures including water reducing, placticizers and air entrainment 
shall conform to TxDoT DMS-4640, “Chemical Admixtures for Concrete”.  Calcium 
chloride-based admixtures shall not be approved. Admixtures shall be included in 
the prequalified concrete admixtures list maintained by TxDot’s Construction 
Division. High-range water-reducing admixtures (TxDoT Type F or G) and 
accelerating admixtures (TxDoT Type C or E) shall not be used in bridge deck 
concrete. 

H. Air Entrainment 

Unless indicated otherwise on the drawings, all concrete classes with the 
exception of Class B shall be air;entained in accordance with Table 8. If the air 
content is more than 1-1/2 percentage points below or 3 percentage points above 
the required air, the load of concrete will be rejected. If the air content is more than 
1-1/2 but less than 3 percentage points above the required air, the concrete may 
be accepted based on strength test results. 

403S.4 Storage of Materials 

A. Cement, Supplementary Cementing Materials and Mineral Filler 

All cement, supplementary cementing materials and mineral filler shall be stored in 
separate and well ventilated, weatherproof buildings or approved bins, which will 
protect the material from dampness or absorption of moisture.  Storage facilities 
shall be easily accessible and each shipment of packaged cement shall be kept 
separated to provide for identification and inspection.  The Engineer or designated 
representative may permit small quantities of sacked cement to be stored in the 
open for a maximum of 48 hours on a raised platform and under waterproof 
covering. 

B. Aggregates 

The method of handling and storing concrete aggregates shall prevent 
contamination with foreign materials. If the aggregates are stored on the ground, 
the sites for the stockpiles shall be clear of all vegetation and shall be level. 
Aggregates shall be stockpiled in sizes to facilitate blending.  If the aggregate is 
not stockpiled on a hard, non-contaminant base, the bottom 6-inch (150 mm) layer 
of the stockpile shall not be used without recleaning the aggregate.  

When conditions require the use of 2 or more grades of coarse aggregates, 
separate stockpiles shall be maintained to prevent intermixing. Where space is 
limited, stockpiles shall be separated by walls or other appropriate barriers.    

Aggregate shall be stockpiled and protected from the weather a minimum of 24 
hours prior to use to minimize free moisture content.  When stockpiles are too 
large to protect from the weather, accurate and continuous means acceptable to 
the Engineer or designated representative shall be provided to monitor aggregate 
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temperature and moisture.  Aggregates shall be stockpiled and handled such that 
segregation and contamination are minimized. 

The stockpiles shall be sprinkled to control moisture and temperature as 
necessary. A reasonably uniform moisture content shall be maintained in 
aggregate stockpiles. 

C. Admixtures 

Admixtures shall be stored in accordance with manufacturer’s recommendations 
and shall be protected against freezing. 

D. Hot Weather Concrete Mixes 

Ice may be used during hot weather concrete placement (Section 13 of Standard 
Specification Item No. 410S, “Concrete Structures”) to lower the concrete 
temperature; however, the Contractor shall furnish a mix design acceptable to the 
Engineer or designated representative for class of concrete specified.  The addition 
of ice shall not exceed 50% of the total mix water weight.   

403S.5 Measurement of Materials 

Water shall be accurately metered.  Fine and coarse aggregates, mineral filler, bulk 
cement and fly ash shall be weighed separately.  Allowances shall be made in the water 
volume and aggregate weights during batching for moisture content of aggregates and 
admixtures.  Volumetric and weight measuring devices shall be acceptable to the 
Engineer or designated representative. Measurement of materials in non-volumetric and 
volumetric mixers shall conform to Section 421.4.D of TxDot Specification Item 421, 
“Hydraulic Cement Concrete”. 

Batch weighing of sacked cement is not required; however, bags, individually and entire 
shipments, may not vary by more than 3 percent from the specified weight of 94 pounds 
(42.6 kilograms) per bag.  The average bag weight of a shipment shall be determined by 
weighing 50 bags taken at random. 

403S.6 Mix Design 

The Contractor shall furnish a mix design acceptable to the Engineer or designated 
representative for the class of concrete required in accordance with Table 5.  The mix 
shall be designed by a qualified commercial laboratory and signed/sealed by a 
registered Professional Engineer, licensed in the state of Texas to conform with 
requirements contained herein, to ACI 211.1 or TXDOT Bulletin C-11 (and supplements 
thereto).  The maximum water-to-cementitious material ratio identified in Table 5 for 
specific classes of concrete shall not be exceeded.  

A higher-strength class of concrete with equal or lower water-to-cementituous-material 
ratio may be substituted for the specified class of concrete. 



Current Version: September 26, 2012 Previous Versions: 01/04/11, 06/16/08, 11/13/07, 
03/13/06, 09/14/05, 02/18/04, 02/19/02 and 05/19/95 

 

403S    09/26/12 Page 8  Concrete for Structures 

The mix design shall be over-designed in accordance with Table 5 in order to account 
for production variability and to ensure minimum compressive strength requirements are 
met. 

Allowable mix design options are presented in Section 403S.8. 

The Contractor shall perform, at the Contractor’s expense, the work required to 
substantiate the design, including testing of strength specimens.  Complete concrete 
design data shall be submitted to the Engineer or designated representative for 
approval.  The mix design will be valid for a period of one (1) year provided that there 
are no changes to the component materials. 

When there are changes in aggregates or in type, brand or source of cement, 
supplementary cementing material or chemical admixtures, the mix shall be evaluated 
as n new mix design. A change in vendor does not necessarily constitute a change in 
materials or source. When only the brand or source of cement is changed and there is a 
prior record of satisfactory performance of the cement with the ingredients, the submittal 
of new trial batches may be waived by the Engineer or designated representative. 

At the end of one (1) year, a previously approved mix may be resubmitted for approval if 
it can be shown that no substantial change in the component materials has occurred and 
that test results confirming the adequacy of the mix designs have been acquired during 
the previous year. The resubmittal analysis must be reviewed, signed and sealed by a 
registered Professional Engineer, licensed in the state of Texas. This resubmittal shall 
include a reanalysis of specific gravity, absorption, fineness modulus, sand equivalent, 
soundness, wear and unit weights of the aggregates.  Provided that the fineness 
modulus did not deviate by more than 0.20 or that the re-proportioned total mixing water, 
aggregate and cement (or cement plus fly ash) are within 1, 2, and 3 percent, 
respectively, of pre-approved quantities, a one-year extension on the approval of the mix 
may be granted by the Engineer or designated representative.  Updated cement, fly ash, 
and admixture certifications shall accompany the resubmittal. 

Approved admixtures that are included in the prequalified concrete admixtures list 
maintained by TxDot’s Construction Division may be used with all classes of concrete at 
the option of the Contractor provided that specific requirements of the governing 
concrete structure specification are met.  Water reducing and retarding agents shall be 
required for hot weather, large mass, and continuous slab placements.  Air entraining 
agents may be used in all mixes but must be used in the classes indicated on Table 5.  
Unless approved by the Engineer or designated representative, mix designs shall not 
exceed air contents for extreme exposure conditions as recommended by ACI 211.1 for 
the various aggregate grades. 

403S.7 Consistency and Quality of Concrete 

Concrete shall be workable, cohesive, possess satisfactory finishing qualities and of 
stiffest consistency that can be placed and vibrated into a homogeneous mass within 
slump requirements specified in Table 4 without the development of segregation or 
honeycombing.  No concrete will be permitted with a slump in excess of the maximums 
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shown unless water-reducing admixtures have been previously approved.  Concrete that 
exceeds the maximum acceptable placement slump at time of delivery will be rejected. 
Slump values shall be conducted in accordance with TXDOT Test Method TEX-415-A. 

Consistency and quality of concrete should allow efficient placement and completion of 
finishing operations before initial set.  Re-tempering (i.e. addition of water and reworking 
concrete after initial set) shall not be allowed.  When field conditions are such that 
additional moisture is needed for final concrete surface finishing operation, the required 
water shall be applied to surface by fog spray only and shall be held to a minimum.  
Excessive bleeding shall be avoided and in no case will it be permissible to expedite 
finishing and drying by sprinkling the surface with cement powder.   

 

Table 4:  Slump Requirements 

 Slump1, inches (mm) 
Type of Construction Maximum Minimum 
Cased Drilled Shafts 4 (100) 3 (75) 
Reinforced Foundation Caissons and Footings 3 (75) 1 (25) 
Reinforced Footings and Substructure Walls 3 (75) 1 (25) 
Uncased Drilled Shafts 6 (150) 5 (125) 
Thin-walled Sections; 9 inches (225 mm) or less 6 ½  (165) 4 (100) 
Prestressed Concrete Members1 6 ½  (165) 4 (100) 
Precast Drainage Structures 6 (150) 4 (100) 
Wall Sections over 9 inches (225 mm) 5 (125) 3 (75) 
Reinforced Building Slabs, Beams, Columns and Walls 4 (100) 1 (25) 
Bridge Decks 4 (100) 2 (50) 
Pavements, Fixed-form 6 ½  (165) 4 (100) 
Pavements, Slip-form 3 (75 ) 1-½ (37.5) 
Sidewalks, Driveways and Slabs on Ground 4 (100) 2 (50) 
Curb & Gutter, Hand-vibrated 3 (75) 1 (25) 
Curb & Gutter, Hand-tamped or spaded 4 (100) 2 (50) 
Curb & Gutter, Slip-form/extrusion machine 2 (50) ½ (12.5) 
Heavy Mass Construction 2 (50) 1 (25) 
High Strength Concrete 4 (100) 3 (75) 
Riprap and Other Miscellaneous Concrete 6 (150) 1 (25) 
Under Water or Seal Concrete 8 ½  (213) 6 (150) 

1. Slump values when a high range water reducer (HRWR) is not used. 

2. When a high range water reducer (HRWR) is used, maximum acceptable 
placement slump will be 9 in (225 mm) 

During progress of the work, the Engineer or designated representative shall cast test 
cylinders as a check on compressive strength of concrete actually placed.  The Engineer 
or designated representative may also perform slump tests, entrained air tests and 
temperature checks to ensure compliance with specifications. 
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Proportioning of all material components shall be checked prior to discharging.  
Excluding mortar material for pre-coating of the mixer drum [see section 403S.8.B and 
adjustment for moisture content of admixtures and aggregates, material components 
shall fall within the range of + 1% for water, + 2% for aggregates, + 3% for cement, +2% 
for fly ash and within manufacturer recommended dosage rates for admixtures except 
that air entrainment shall be within + 1-1/2 percentage points of the mix design 
requirements. 

Unless otherwise specified or indicated on the drawings, concrete mix temperature shall 
not exceed 90°F (32oC) except in mixes with high range water reducers where a 
maximum mix temperature of 100°F (38oC) will be allowed.  Cooling an otherwise 
acceptable mix by addition of water or ice during agitation will not be allowed.  

Test cylinders will be required for small placements such as manholes, inlets, culverts, 
wing walls, etc.  The Engineer or designated representative may vary the number of 
tests to a minimum of 1 for each 25 cubic yards (1 for each 19 cubic meters) placed over 
a several day period. 

Test cylinders shall be required for each monolithic placement of bridge decks or 
superstructures, top slabs of direct traffic culverts, cased drilled shafts, structural beams 
and as otherwise directed by Engineer or designated representative for design strength 
confirmation or early form removal.  Test cylinders made for early form removal or for 
consideration of use of structure will be at Contractor's expense, except when required 
by Engineer or designated representative. 

A strength test shall be defined as the average breaking strength of 2 cylinders.  A 
minimum of four test cylinders shall be prepared; two each to be tested at 7 and 28 
days. Specimens will be tested conforming to TXDOT Test Method TEX-418-A.  If 
required strength or consistency of class of concrete being produced cannot be secured 
with minimum cementitious material specified or without exceeding maximum 
water/cementitious material ratio, Contractor will be required to furnish different 
aggregates, use a water reducing agent, an air entraining agent or increase the cement 
content in order to provide concrete meeting these specifications.   

Slump tests will be performed in accordance with TxDoT Test Method Tex-415-A.  
Entrained air tests will be performed in accordance with TxDoT Test Method Tex-416-A. 

Test specimens shall be cured using the same methods and under the same conditions 
as the concrete represented.  Design strength cylinders shall be cured conforming to 
TXDOT Bulletin C-11 (and supplements thereto). 

When control of concrete quality is by 28-day compressive tests, job control testing will 
be by 7-day compressive strength tests.  The minimum strength requirement for seven 
(7) day test will be 70 percent of the specified minimum 28-day compressive strength. If 
the required 7-day strength is not secured with the quantity of cement specified in Table 
4, changes in the mix design shall be made and resubmitted for approval. For an 
occasional failure of the seven-day compressive test, the concrete may be tested at 28 
days for final evaluation. 
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Table 5:  Classes of Concrete 

Class 
Cement 
Sks Per CY 

Minimum Strength, psi 
(MPa) Maximum 

W/C Ratio1
Coarse Aggr. 
Grade 2,3,4 

Air 
Entrain. 

  28 Days 7 Days  

A 
5.0 (280 
kg/m3) 

3000 (20.6) 2100 (14.5) 0.6 1,2,3,4, 8 Yes 

B 
4.0 (225 
kg/m3) 

2000 (13.8) 1400 (9.7) 0.6 2,3,4,5,6,7 No 

C5 
6.0 (335 
kg/m3) 

3600(24.8) 2520 (17.4) 0.45 1,2,3,4,5,6 Yes 

D 
4.5 (252 
kg/m3) 

2500 (17.2) 1750 (12.1) 0.6 2,3,4,5,6,7 No 

H5 
6.0 (335 
kg/m3) 

As 
indicated 

As Indicated 0.45 3,4,5,6 Yes 

I 
5.5 (308 
kg/m3) 

3500 (24.1) 2450 (16.9) 0.45 2,3,4,5 Yes 

J 
2.0 (112 
kg/m3) 

800 (5.5) 560 (3.9) N/A 2,3,4,5 No 

S5 
6.0 (335 
kg/m3) 

4000 (27.6) 2800 (19.3) 0.45 2,3,4,5 Yes 

 

Notes: 

1. Maximum water-cement or water-cementitious ratio by weight 

2 Unless otherwise allowed, Grade 1 coarse aggregate shall only be used in 
massive foundations with 4-in (100-mm) minimum clear spacing between 
reinforcing steel bars.  

3. Grade 1 coarse aggregate grading shall not be used in drilled shafts. 

4. Unless otherwise allowed, Grade 8 coarse aggregate shall be used in 
extruded curbs. 

5. Structural concrete classes. 

6. When Type II cement is used in Class C, S or A concrete, the 7-day 
compressive strength requirement will be 2310 psi (15.9 MPa) for Class C, 
2570 psi (17.7 MPa) for Class S and 1925 psi (13.3 MPa) for Class A 
minimum. 

 

Table 6: Over Design Required to Meet Compressive Strength Requirements1 

Number 
Of Tests 2,3 

Standard Deviation, psi (MPa) 

300 (2.06 ) 400 (2.75 ) 
500  
(3.44 ) 

600  
(4.13) 

700  
(4.82 ) 

15 470 (3.24 ) 620 (4.27) 850 (5.85) 1,120 1,390 
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(7.71) (9.57) 

20 430 (2.96 ) 580 (3.99) 760 (5.23)
1,010 
(6.95) 

1,260 
(8.67) 

30 or more 400 (2.75 ) 530 (3.65) 670 (4.61) 900 (6.20) 
1,130 
(7.78) 

Notes: 

1. When designing the mix, add the tabulated amounts to the minimum design 
strength in Table 5.Maximum water-cement or water-cementitious ratio by 
weight 

2. Number of tests of a concrete mixture used to estimate the standard 
deviation of a concrete production facility. Test of another mix within 1,000 
psi (6.88 MPa) of the specified strength may be used.  

3. If less than 15 prior tests are available, the overdesign should be 1,000 psi 
(6.88 MPa) for specified strength less than 3,000 psi (20.65 MPa), 1,200 psi 
(8.26 MPa) for specified strengths from 3,000 to 5,000 psi (20.65 to 34.42 
MPa) and 1,400 psi (9.64 MPa) for specified strengths greater than 5,000 psi 
(34.42 MPa). 

 

Table 7: Expected Usage of Concrete Classes 

Class General Usage 

A Inlets, manholes, curb, gutter, curb & gutter, concrete retards, 
sidewalks, driveways, backup walls and anchors 

B Riprap, small roadside signs and anchors 
C5 Drilled shafts, bridge substructure, bridge railing, culverts except top 

slab of direct traffic culverts, headwalls, wing walls, approach slabs, 
and cast-in-place concrete traffic barrier 

D Riprap 
H5 Prestressed concrete beams, boxes, piling and precast concrete 

traffic barrier 
J Utility trench repair 
S5 Bridge slabs and top slabs of direct traffic culverts 

 

Table 8: Air Entrainment1 

Nominal Maximum 
Aggregate Size In (mm) 

% Air Entrainment 
Moderate Exposure Severe Exposure 

3/8 (9.5)- Grades 7 & 8 6 7-1/2 
1/2 (12.5)- Grades 6 5-1/2 7 
3/4 (19)- Grades 5 5 6 
1 (25)- Grades 4 4-1/2 6 
1-1/2 (37.5)- Grades 2 & 3 4-1/2 5-1/2 
2 (50)- Grades 2 4 5 
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1. For specified concrete strengths above 5,000 psi (34.42 MPa) a reduction of 
1 percentage point is allowed. 

403S.8 Mix Design Options 

For the structural concretes identified in Table 5 (Classes C, H and S) and any other 
class of concrete designed using more than 520 lbs. of cementitious material per cubic 
yard (310 kgs per cubic meter), one of the mix design options presented below shall be 
used. 

For the non-structural concretes identified in Table 5 (Classes A, B, D and I) and any 
other class of concrete designed using less than 520 lbs. of cementitious material per 
cubic yard (310 kgs per cubic meter), one of the mix design options presented below will 
be used, except that Class C fly ash may be used instead of Class F fly ash for Options 
1, 3 and 4 unless a sulfate-resistant concrete is required. 

A. Option 1: Twenty (20) to thirty-five (35) percent of the cement may be replaced 
with Class F fly ash. 

B. Option 2: Thirty-five (35) to fifty (50) percent of the cement may be replaced with 
ground granulated blast-furnace slag. 

C. Option 3: Thirty-five (35) to fifty (50) percent of the cement may be replaced with a 
combination of Class F fly ash, ground granulated blast-furnace slag or silica fume. 
The combination may not include more than thirty-five (35) percent fly ash and no 
more than ten (10) percent silica fume. 

D.  Option 4: Type IP or Type IS will be used and up to ten (10) percent of the cement 
may be replaced with Class F fly ash, ground granulated blast-furnace slag or 
silica fume. 

E. Option 5: Thirty-five (35) to fifty (50) percent of the cement may be replaced with a 
combination of Class C fly ash and at least six (6) percent of silica fume, ultra fine 
fly ash or metakaolin.  The combination may not include more than thirty-five (35) 
percent fly ash and no more than ten (10) percent silica fume. 

F. Option 6: A lithium nitrate admixture will be added at a minimum dosage of 0.55 
gal. Of thirty (30) percent lithium nitrate solution per pound of alkalis present in the 
hydraulic cement. 

G. Option 7: When hydraulic cement only is used in the design, the total alkali 
contribution from the cement in the concrete does not exceed 4.0 lbs. Per cubic 
yard, when calculated as follows: 

alkali (lbs. per CY) = .01 (lbs cement/CY) (% Na2O equivalent in cement) 

where (% Na2O equivalent in cement) is assumed to be the maximum cement 
alkali content reported on the cement mill certificate. 
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H. Option 8: When there are deviations from Options 1 through 7, the following shall 
be performed: 

1. Conduct tests on both coarse and fine aggregate separately in accordance 
with ASTM C-1260, using 440 g of the proposed cementitious in the same 
proportions of hydraulic cement to supplementary cementing material to be 
used in the mix. 

2. Prior to use of the mix, a certified test report signed and sealed by a 
Professional Engineer, licensed in the state of Texas shall be submitted that 
demonstrates that ASTM C 1260 test results for each aggregate do not 
exceed 0.10 percent expansion. 

403S.9 Mixing and Mixing Equipment 

All equipment, tools and machinery used for hauling materials and performing any part 
of the work shall be maintained in such condition to insure completion of the work 
without excessive delays for repairs and replacement. Mixing shall be done in a mixer of 
approved type and size that will produce uniform distribution of material throughout the 
mass and shall be capable of producing concrete meeting requirements of ASTM C 94, 
Ready-mixed Concrete and these specifications.  Mixing equipment shall be capable of 
producing sufficient concrete to provide required quantities.  Entire contents of the drum 
shall be discharged before any materials are placed therein for a succeeding batch.  
Improperly mixed concrete shall not be placed in a structure.  For all mixers an adequate 
water supply and an accurate method of measuring the water shall be provided. 

The mixer may be batched by either volumetric or weight sensing equipment and shall 
be equipped with a suitable timing device that will lock the discharging mechanism and 
signal when specified time of mixing has elapsed. 

A. Proportioning and Mixing Equipment 

For all miscellaneous concrete placements, a mobile, continuous, volumetric mixer 
or a volumetric or weight batch mixer of the rotating paddle type may be used. 

When approved by Engineer or designated representative in writing or when 
specified for use in other items, these mixers may be used for other types of 
concrete construction, including structural concrete, if the number of mixers 
furnished will supply the amount of concrete required for the particular operation in 
question. 

These mixers shall be designed to receive all the concrete ingredients, including 
admixtures, required by the mix design in a continuous uniform rate and mix them 
to the required consistency before discharging.  

For continuous volumetric mixers, the materials delivered during a revolution of the 
driving mechanism or in a selected interval, will be considered a batch and the 
proportion of each ingredient will be calculated in the same manner as for a batch 
type plant. 



Current Version: September 26, 2012 Previous Versions: 01/04/11, 06/16/08, 11/13/07, 
03/13/06, 09/14/05, 02/18/04, 02/19/02 and 05/19/95 

 

403S    09/26/12 Page 15  Concrete for Structures 

Mixing time shall conform to recommendations of manufacturer of mixer unless 
otherwise directed by Engineer or designated representative. 

B. Ready-mixed Concrete 

Use of ready-mixed concrete will be permitted provided the batching plant and 
mixer trucks meet quality requirements specified herein.  When ready-mixed 
concrete is used, additional mortar (1 sack cement, 3 parts sand and sufficient 
water) shall be added to each batch to coat the mixer drum.  Ready-mixed 
concrete, batching plant and mixer truck operation shall include the following: 

1. A ticket system will be used that includes a copy for the Inspector.  Ticket will 
have machine stamped time/date of concrete batch, a mix design 
designation, weight of cement, fly ash, sand and aggregates; exact 
nomenclature and written quantities of admixtures and water.  Any item 
missing or incomplete on ticket may be cause for rejection of concrete. 

2. Sufficient trucks will be available to support continuous placements. The 
Contractor will satisfy the Engineer or designated representative that 
adequate standby trucks are available to support monolithic concrete 
placement requirements. 

3. A portion of mixing water required by the mix design to produce the specified 
slump may be withheld and added at the job site, but only with permission of 
the Engineer or designated representative and under the Inspector's 
observation.  When water is added under these conditions, the concrete 
batch will be thoroughly mixed before any slump or strength samples are 
taken.  Additional cement shall not be added at the job site to otherwise 
unacceptable mixes. 

4. A metal plate(s) shall be attached in a prominent place on each truck mixer 
plainly showing the various uses for which it was designed.  The data shall 
include the drum's speed of rotation for mixing and for agitating and the 
capacity for complete mixing and/or agitating only.  A copy of the 
manufacturer's design, showing dimensions of blades, shall be available for 
inspection at the plant at all times.  Accumulations of hardened concrete shall 
be removed to the satisfaction of the Engineer or designated representative. 

5. The loading of the transit mixers shall not exceed capacity as shown on the 
manufacturer's plate attached to the mixer or 63 percent of the drum volume, 
whichever is the lesser volume.  The loading of transit mixers to the extent of 
causing spill-out enroute to delivery will not be acceptable.  Consistent 
spillage will be cause for disqualification of a supplier. 

6. Excess concrete remaining in the drum after delivery and wash water after 
delivery shall not be dumped on the project site unless approval of the dump 
location is first secured from the Engineer or designated representative. 

C. Volumetric Batching 
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Use of volumetric batched concrete will be permitted provided the batching and 
continuous mixing operations conform to ASTM C 685, “Concrete Made By 
Volumetric Batching and Continuous Mixing”.  This type concrete shall be made 
from materials continuously batched by volume, mixed in a continuous mixer and 
delivered to the site in a freshly mixed and unhardened state. Tests and criteria for 
batching accuracy and mixing efficiency shall be as specified in ASTM C 685. 

A ticket system will be used that includes a copy for the Inspector.  The ticket will 
have machine stamped time/date of concrete batch, a mix design designation, 
weight of cement, fly ash, sand and aggregates; exact nomenclature and written 
quantities of admixtures and water.  Any item missing or incomplete on ticket may 
be cause for rejection of concrete. 

Each batching or mixing unit, or both, shall carry in a prominent place a metal plate 
or plates on which are plainly marked the gross volume of the unit in terms of 
mixed concrete, discharge speed and the weight-calibrated constant of the 
machine in terms of a revolution counter or other output indicator. The mixer shall 
produce a thoroughly mixed and uniform concrete. 

The batcher-mixer unit shall contain in separate compartments all the necessary 
ingredients needed for the manufacture of concrete. The unit shall be equipped 
with calibrated proportioning devices to vary the mix proportions and it shall 
produce concrete as required by the Work and ASTM C 685. 

D. Truck-mixed Concrete 

The concrete shall be mixed in a truck mixer from 70 to 100 revolutions at the 
mixing speed designated by the manufacturer that will produce a uniform concrete 
mix. The concrete shall be delivered to the project in a thoroughly mixed and 
uniform mass and shall be discharged with a satisfactory degree of uniformity. 
Additional mixing at the job site, at the mixing speed designated by the 
manufacturer, may be allowed by the Engineer or designated representative as 
long as the concrete is discharged before the drum has revolved a total of 300 
revolutions after the introduction of the mixing water to the cement and the 
aggregates. 

Re-tempering or adding concrete chemical admixtures is only permitted at the job 
site when concrete is delivered in a truck mixer. Water shall not be added after 
introduction of mixing water at the batch plant except on arrival at the job site with 
approval of the Engineer or designated representative, in order to adjust the slump 
of the concrete. When this water is added, the mix design water-cementitious-
material ratio shall not be exceeded. The drum or blades shall be turned at least 30 
additional revolutions at mixing speed to ensure thorough and uniform mixing of 
the concrete. Water or chemical admixtures shall not be added to the batch after 
any concrete has been discharged. 

When the concrete contains silica fume, mixing times and batching operations 
shall be adjusted as necessary to ensure that the material is completely and 
uniformly dispersed in the mix. The dispersion of the silica fume within the mix shall 
be verified in trial batches. 

E. Hand-mixed Concrete 
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Hand mixing of concrete may be permitted for small placements or in case of an 
emergency and then only on authorization of the Engineer or designated 
representative.  Hand-mixed batches shall not exceed a 4 cubic foot (0.113 cubic 
meters) batch in volume.  Material volume ratios shall not be leaner than 1 part 
cement, 2 parts large aggregate, 1 part fine aggregate and enough water to 
produce a consistent mix with a slump not to exceed 4 inches (100 mm).  
Admixtures shall not be used unless specifically approved by the Engineer or 
designated representative. 

403S.10 Excavation, Placing of Concrete, Finishing, Curing and Backfill 

Excavation, placing of concrete, finishing, curing and backfill shall conform to Standard 
Specification Item No. 401S, "Structural Excavation and Backfill", Standard Specification 
Item No. 410S, "Concrete Structures” and Standard Specification Item No. 411S, 
"Surface Finishes for Concrete”.  

403S.11 Measurement 

Where measurement of concrete for a structure is not provided by another governing 
pay item, measurement shall be made under this specification in accordance with the 
following. 

The quantities of concrete of the various classifications which constitute the completed 
and accepted structure or structures in place will be measured by the cubic yard (cubic 
meters:1 cubic meter is equal to 1.308 cubic yards), each, square yard (square meter: 1 
square yard equals 0.836 square meters) or linear foot as indicated in the Contract 
Documents.  Measurement will be as follows: 

A. General 

1. Measurement based on dimensions shall be for the completed structure as 
measured in place.  However, field-measured dimensions shall not exceed 
those indicated on the drawings or as may have been directed by the 
Engineer or designated representative in writing. 

2. No deductions shall be made for chamfers less than 2 inches (50 mm) in 
depth, embedded portions of structural steel, reinforcing steel, nuts, bolts, 
conduits less than 5 inches (125 mm) in diameter, pre/post tensioning 
tendons, keys, water stops, weep holes and expansion joints 2 inches (50 
mm) or less in width. 

3. No measurement shall be made for concrete keys between adjoining beams 
or prestressed concrete planks. 

4. No measurement shall be made for fill concrete between the ends or 
adjoining prestressed concrete planks/box beams at bent caps or between 
the ends of prestressed concrete planks/box beams and abutment end walls. 
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5. No measurement shall be made for inlet and junction box invert concrete. 

6. No measurement shall be made for any additional concrete required above 
the normal slab thickness for camber or crown. 

B. Plan Quantity. For those items measured for plan quantity payment, adequate 
calculations have been made.  If no adjustment is required by Article 403S.12, 
additional measurements or calculations will not be required or made. 

C. Measured in Place.  For those items not measured for Plan Quantity payment, 
measurement will be made in place, subject to the requirements of Article 
403S.10.A.1 above. 

403S.12 Payment 

The work performed and materials furnished as prescribed by this item and measured in 
accordance with the applicable provisions of "Measurement" above will be paid for as 
follows. 

The quantity to be paid for will be that quantity indicated in the contract documents 
and/or shown on the drawings, regardless of errors in calculations, except as may be 
modified by the following. 

Plan Quantities will be adjusted: 

A. When a complete structure element has been erroneously included or omitted from 
the drawings, the quantity shown on the drawings for that element will be added to 
or deducted from the plan quantity and included for payment.  A complete structure 
element will be the smallest portion of a total structure for which a quantity is 
included on the drawings.  Quantities revised in this manner will not be subject to 
the provisions of the "General Conditions", Article 11. 

B. When the plan quantity for a complete structure element is in error by 5 percent or 
more, a recalculation will be made and the corrected quantity included for 
payment.  Quantities revised in this manner will not be subject to the provisions of 
the "General Conditions", Article 11 

C. When quantities are revised by a change in design, the "plan quantity" will be 
increased or decreased by the amount involved in the design change.  Quantities 
revised in this manner will be subject to the provisions of the "General Conditions", 
Article 11. 

The party to the contract requesting the adjustment shall present to the other, a 
copy of the description and location, together with calculations of the quantity for 
the structure element involved.  When this quantity is certified correct by the 
Engineer or designated representative, it will become the revised plan quantity. 

Payment for increased or decreased costs due to a change in design on those 
items measured as "Cubic Yard", "Each", "Square Foot", "Square Yard" or "Linear 
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Foot" will be determined by Change Order.  Quantities revised in this manner will 
be subject to the provisions of the "General Conditions", Article 11. 

The unit prices bid for the various classes of concrete shown shall include full 
compensation for furnishing, hauling, and mixing all concrete material; placing, 
finishing and curing all concrete; all grouting, pointing and finishing; furnishing and 
placing drains; furnishing and placing metal flashing strips; furnishing and placing 
expansion joint material required by this item; and for all forms and false work, 
labor, tools, equipment and incidentals necessary to complete the work. 

Pay Item No. 403S-CY: (Structure or Structural Component) -  Per Cubic Yard. 

Pay Item No. 403S-EA: (Structure or Structural Component) - Per Each. 

Pay Item No. 403S-SY: (Structure or Structural Component) -  Per Square Yard. 

Pay Item No. 403S-LF: (Structure or Structural Component) -  Per Lineal Foot. 

 

End  



Current Version: September 26, 2012 Previous Versions: 01/04/11, 06/16/08, 11/13/07, 
03/13/06, 09/14/05, 02/18/04, 02/19/02 and 05/19/95 

 

403S    09/26/12 Page 20  Concrete for Structures 

 

 

SPECIFIC CROSS REFERENCE MATERIALS 
Standard Specification Item 403S, “Concrete For Structures” 

 

City of Austin Standard Specification Items 

Designation  Description 

Item No. 401S Structural Excavation and Backfill 

Item No. 410S Concrete Structures 

Item No. 411S Surface Finishes for Concrete 

 

Texas Department of Transportation: Departmental Material Specifications 

Designation  Description 

DMS-4640 Chemical Admixtures for Concrete 

DMS-4610 Fly Ash 

DMS-4620 Ground Granulated Blast-Furnace Slag 

DMS-4630 Silica Fume 

DMS-4635 Metakaolin 

 

American Association of State Highway & Transportation Officials,  

AASHTO Standard Method of Test for 

 

Designation  Description 

Method T 26 Quality of Water to be Used in Concrete 

 



Current Version: September 26, 2012 Previous Versions: 01/04/11, 06/16/08, 11/13/07, 
03/13/06, 09/14/05, 02/18/04, 02/19/02 and 05/19/95 

 

403S    09/26/12 Page 21  Concrete for Structures 

American Concrete Institute, ACI 

Designation  Description 

ACI 211.1 Standard Practice for Selecting Proportions for Normal, 
Heavyweight, and Mass Concrete 

 

American Society for Testing and Materials, ASTM 

Designation  Description 

ASTM C 94 Specification For Ready-Mixed Concrete 

ASTM C 150 Specification For Portland Cement 

ASTM C 685 Concrete Made By Volumetric Batching and Continuous Mixing 

ASTM C-1260 Standard Test Method for Potential Alkali Reactivity of Aggregates 

ASTM D-512 Test Methods for Chloride Ion in Water 

ASTM D-516 Test Methods for Sulfate Ion in Water 

ASTM D-4191 Test Method for Sodium in Water by Atomic Absorption 

ASTM D-4192 Test Method for Potassium Water by Atomic Absorption 

 

Texas Department of Transportation: Manual of Testing Procedures 

Designation Description 

TEX-203-F Sand Equivalent Test 

TEX-401-A Sieve Analysis of Fine and Coarse Aggregate 

TEX-406-A Mineral Finer than 75 µm (No. 200) Sieve in Mineral Aggregates 
(Decantation Test for Concrete Aggregates) 

TEX-408-A Organic Impurities in Fine Aggregate for Concrete 

TEX-410-A Abrasion of Coarse Aggregate Using The Los Angeles Machine 
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TEX-411-A Soundness of Aggregate by Use of Sodium Sulfate or Magnesium 
Sulfate 

TEX-413-A Determination of Deleterious Materials in Mineral Aggregate  

TEX-415-A Slump of Portland Cement Concrete 

TEX-416-A Air Content of Freshly-Mixed Concrete by the Pressure Method 

TEX-418-A Compressive Strength of Cylindrical Concrete Specimens 

TEX-612-J Acid Insoluble Residue 
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Item No. 406S 
Reinforcing Steel 

406S.1  Description  

This item shall govern furnishing and placement of reinforcing steel, deformed and 
smooth, of the size and quantity indicated on the drawings and in accordance with these 
specifications. 

This specification is applicable for projects or work involving either inch-pound or SI 
units.  Within the text and accompanying tables, the inch-pound units are given 
preference followed by SI units shown within parentheses. 

406S.2  Submittals 

The submittal requirements of this specification item may include: 

A. Evidence that the steel reinforcement producer is included on the TxDoT list of 
approved producing mills 

B. Listing of the size, grade, type and quantity of reinforcing steel proposed for the 
project. 

C. If welding of reinforcing steel is proposed, evidence that carbon equivalent (C.E.) 
of the proposed steel is at least 0.55% with a report of chemical analysis showing 
the percentages of elements necessary to establish C.E.  

D. If epoxy coated steel is proposed, evidence that the steel reinforcement producer 
is included on the TxDoT list of approved epoxy coating applicators 

E. If epoxy coated steel is proposed, written certification that the epoxy-coated 
reinforcing steel meets the requirements of this Item with a copy of the 
manufacturer’s control tests. 

F. When mechanical splices are proposed, the types of couplers proposed for use. 

406S.3 Materials 

A. Approved Mills 

Prior to furnishing reinforcing steel, the producing mills must be included on the list 
of approved producing mills that is maintained by the Construction Division of the 
State of Texas Department of Transportation 

B. Deformed Bars and Wire Reinforcement  
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Unless indicated otherwise on the drawings, Bar reinforcement shall be Grade 60 
and deformed.  Reinforcing steel must conform to one of the following: 

ASTM A615/ 615M, Grades 40 or 60 (300 or 420) 

ASTM A996/ 996M, Type A, Grades 40 or 60 (300 or 420) 

ASTM A996/996M, Type R, Grade 60 (420), permitted in concrete pavement 
only (furnished as straight bars only without bends. Bend tests are not 
required) 

ASTM A706/706M 

In cases where the provisions of this item are in conflict with the provisions of the 
ASTM Designation to which reference is made, the provisions of this item shall 
govern. 

The nominal size, area and weight (mass) of reinforcing steel bars covered by 
these specifications are as follows: 

 

Bar Size Number 

1/8th ins (mm) 

Nominal Diameter, 
inches (mm) 

Nominal Area, 

 Sq. ins. (mm2) 

Weight/Linear Foot 

Lbs. (kg) 

2 (6) 0.250 (6.6) 0.05 (32) 0.167 (.075) 

3 (10) 0.375 (9.5) 0.11 (71) 0.376 (.171) 

4 (13) 0.500 (12.5) 0.20 (127) 0.668 (.303) 

5 (16) 0.625 (15.5) 0.31 (198) 1.043 (.473) 

6 (19) 0.750 (19.0) 0.44 (285) 1.502 (.681) 

7 (22) 0.875 (22.0) 0.60 (388) 2.044 (.927) 

8 (25) 1.000 (25.5) 0.79 (507) 2.670 (2.211) 

9 (29) 1.128 (28.5) 1.00 (641) 3.400 (1.542) 

10 (32) 1.270 (32.0) 1.27 (792) 4.303 (1.952) 

11 (36) 1.410 (36.0) 1.56 (958) 5.313 (2.410) 

14 (43) 1.693 (43.0) 2.25 (1552) 7.65 (3.470) 
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18 (57) 2.257 (57.5) 4.00 (2565) 13.60 (6.169) 

Smooth, round bars shall be designated by size number through a No. 4.  Smooth 
bars above No. 4 shall be designated by diameter in inches. 

C. Smooth Bar and Spiral Reinforcement 

Smooth bars and dowels for concrete pavement must have a minimum yield 
strength of 60 ksi (414 MPa) and meet ASTM A615/615M. Smooth bars that are 
greater in diameter than a No. 3 (10 mm) designation shall conform to ASTM A615 
or meet the physical requirements of ASTM A36. 

Spiral reinforcement shall be either smooth or deformed bars or wire of the 
minimum size or gauge indicated on the drawings.  Bars for spiral reinforcement 
shall comply with ASTM A615 Grade 40(300), ASTM A996, Type A, Grade 40 
(300); or ASTM A675, Grade 80(550), meeting dimensional requirements of ASTM 
A615. Smooth wire shall comply with ASTM A82, and deformed wire shall comply 
with ASTM A496. 

D. Weldable Reinforcing Steel 

Reinforcing steel to be welded must comply with ASTM A706 or have a carbon 
equivalent (C.E.) of at most 0.55%. A report of chemical analysis showing the 
percentages of elements necessary to establish C.E. is required for reinforcing 
steel that does not meet ASTM A706 to be structurally welded. No tack welding will 
be allowed. All welding shall conform to the requirements of AWS D1.1/D1.1M. 

The requirements above do not apply to the following miscellaneous welding 
applications: 

Splicing reinforcing steel to extend bars in the bottom of a drilled shaft; 

Attaching chairs to the reinforcing steel cage of a drilled shaft; 

Armor joints and their supports; 

Screed rail and form hanger supports where permitted on steel units; 

Reinforcing steel to R-bars for lateral stability between prestressed beams, 
spirals, or bands of reinforcing bars in drilled shaft cages; 

Permanent bridge deck forms; 

Steel added in railing when slip-form construction is used; and 

Other similar miscellaneous members that have no load carrying capacity in 
the completed structure. 

E. Welded Wire Fabric  

Wire shall conform to the requirements of the Standard Specifications for Cold-
Drawn Steel Wire for Concrete Reinforcement, ASTM A 82 or A 496.  Wire fabric, 
when used as reinforcement, shall conform to ASTM A 185 or A 497. 



Current Version: September 26, 2012 Previous Versions: 11/13/07, 
09/14/05, 04/17/86 

 

406S 09/26/12     Page 4 Reinforcing Steel 

When wire is ordered by size numbers, the following relation between size number, 
diameter in inches and area shall apply unless otherwise indicated on the 
drawings: 

Size, W Number 

1/100 in2 (mm2) 

Nominal Diameter 

inch (mm) 

Nominal Area,  

sq. inches (mm2) 

31 (200) 0.628 (16.0)  0.310 (200) 

30 (194) 0.618 (15.7) 0.300 (194) 

28 (181) 0.597 (15.2) 0.280 (181) 

26 (168) 0.575 (14.6) 0.260 (168) 

24 (155) 0.553 (14.0) 0.240 (155) 

22 (142) 0.529 (13.4) 0.220 (142) 

20 (129) 0.505 (12.8) 0.200 (129) 

18 (116) 0.479 (12.2) 0.180 (116) 

16 (103) 0.451 (11.5) 0.160 (103) 

14 (90) 0.422 (10.7) 0.140 (90) 

12 (77) 0.391 (9.9) 0.120 (77) 

10 (65) 0.357 (9.1) 0.100 (65) 

8 (52) 0.319 (8.1) 0.080 (52) 

7 (45) 0.299 (7.6) 0.070 (45) 

6 (39) 0.276 (7.0) 0.060 (39) 

5.5 (35) 0.265 (6.7) 0.055 (35) 

5 (32) 0.252 (6.4) 0.050 (32) 

4.5 (29) 0.239 (6.1) 0.045 (29) 
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4 (26) 0.226 (5.7) 0.040 (26) 

3.5 (23) 0.211 (5.4) 0.035 (23) 

3 (19) 0.195 (5.0) 0.030 (19) 

2.5 (16) 0.178 (4.5) 0.025 (16) 

2 (13) 0.160 (4.1) 0.020 (13) 

1.5 (9) 0.138 (3.5) 0.015 (9.7) 

1.2 (8) 0.124 (3.1) 0.012 (7.7) 

1 (6) 0.113 (2.9) 0.010 (6.5) 

0.5 (3) 0.080 (2.0) 0.005 (3.2) 

 

Where deformed wire is required, the size number shall be preceded by D and for 
smooth wire the prefix W shall be shown. 

Welded wire fabric shall be designated as follows: 6 x 12 – W16 x W8, which 
indicates a 6 in. (150 mm) longitudinal wire spacing and 12-in (300 mm) transverse 
wire spacing with smooth No. 16 (103) wire longitudinally and smooth no. 8 (52) 
wire transversely. 

F. Epoxy Coating 

Epoxy coating shall be required as indicated on the drawings. Prior to furnishing 
epoxy-coated reinforcing steel, the epoxy applicator must be included on the list of 
approved applicators that is maintained by the Construction Division of the State of 
Texas Department of Transportation. 

The reinforcing steel shall be epoxy coated in accordance with the following. 

Epoxy Coating Requirements for Reinforcing Steel 

Material Specification 

Bar ASTM A775 or A934 

Wire or Fabric ASTM A884 Class A or B 

Mechanical Coupler As indicated on the drawings 
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Hardware As indicated on the drawings 

 

The epoxy coating material and coating repair material shall comply with TxDoT’s 
DMS-8130, “Epoxy Powder Coating for Reinforcing Steel”. The applicator shall not 
patch more than ¼ inch total length in any foot (20 mm total length in any meter) at 
the applicator’s plant. 

The epoxy-coated reinforcing steel shall be sampled and tested in accordance with 
TxDoT Test Method Tex-739-I, “Sampling and Testing Epoxy Coated Reinforcing 
Steel“. 

The identification of all reinforcing steel shall be maintained throughout the epoxy 
coating and fabrication and until delivery to the project site. 

Written certification that the epoxy-coated reinforcing steel meets the requirements 
of this Item shall be provided along with a copy of the manufacturer’s control tests. 

G. Mechanical Couplers 

When mechanical splices in reinforcing steel bars are indicated on the drawings, 
the following types of couplers may be used: 

Sleeve-filler 

Sleeve-threaded 

Sleeve-swaged, or 

Sleeve-wedge. 

H. Chairs and Supports  

Chairs and Supports shall be steel, precast mortar or concrete blocks cast in molds 
meeting the approval of the Engineer or designated representative of sufficient 
strength to position the reinforcement as indicated on the drawings when 
supporting the dead load of the reinforcement, the weight of the workers placing 
concrete and the weight of the concrete bearing on the steel.  Chairs shall be 
plastic coated when indicated on the drawings. 

Chair Types and Applicable Uses 

Structural or Architectural Elements 
(columns, beams, walls, slabs) 
exposed to weather, not subjected to 
sand blasting, water blasting or 
grinding. 

Galvanized steel or steel chairs with 
plastic coated feet. 



Current Version: September 26, 2012 Previous Versions: 11/13/07, 
09/14/05, 04/17/86 

 

406S 09/26/12     Page 7 Reinforcing Steel 

Structural or Architectural Elements 
exposed to weather and subject to 
sand blasting, water blasting or 
grinding. 

Stainless steel chairs. 

Structural or Architectural Elements 
not exposed to weather or corrosive 
conditions. 

Uncoated steel chairs 

Slabs and grade beams cast on 
grade. 

Steel chairs with a base with 9 inch² 
(58 cm2) minimum area or sufficient 
area to prevent the chair from sinking 
into fill or subgrade.  Precast mortar 
or concrete blocks meeting the 
requirements of this item may be 
used. 

406S.4 Bending  

The reinforcement shall be bent cold, true to the shapes indicated on the drawings.  
Bending shall preferably be done in the shop.  Irregularities in bending shall be cause for 
rejection. Improperly fabricated, damaged or broken bars shall be replaced at no 
additional expense to the City. Damaged or broken bars embedded in a previous 
concrete placement shall be repaired using a method approved by the Engineer or 
designated representative. 

Unless otherwise indicated on the drawings, the inside diameter of bar bends, in terms 
of the nominal bar diameter (d), shall be as follows: 

Bends of 90 degrees and greater in stirrups, ties and other secondary bars that enclose 
another bar in the bend. 

Bar Number in 

1/8th inches (mm) 

 

Diameter 

3, 4, 5 (10, 13, 16) 4d 

6, 7, 8 6d 

All bends in main bars and in secondary bars not covered above. 
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Bar Number in 

1/8th inches (mm) 

 

Diameter 

3 thru 8 (10 thru 25) 6d 

9, 10, 11 (29, 32, 36) 8d 

14, 18 (43, 57) 10d 

406S.5 Tolerances  

Fabricating tolerances for bars shall not be greater than shown on Standard (Detail) 
406S-1. 

406S.6 Storing  

Steel reinforcement shall be stored above the surface of the ground upon platforms, 
skids or other supports and shall be protected as far as practicable from mechanical 
injury and surface deterioration caused by exposure to conditions producing rust.  When 
placed in the work, reinforcement shall be free from dirt, paint, grease, oil or other 
foreign materials.  Reinforcement shall be free from injurious defects such as cracks and 
laminations.  Rust, surface seams, surface irregularities or mill scale will not be cause 
for rejection, provided the minimum dimensions, cross sectional area and tensile 
properties of a hand wire brushed specimen meets the physical requirements for the 
size and grade of steel indicated on the drawings. 

406S.7 Splices  

Splicing of bars, except when indicated on the drawings or specified herein, will not be 
permitted without written approval of the Engineer or designated representative.  No 
substitution of bars will be allowed without the approval of the Engineer or designated 
representative.  Any splicing of substituted bars shall conform to the requirements in the 
Table below. 

Splices not indicated on the drawings will be permitted in slabs not more than 15 inches 
(380 mm) in thickness, columns, walls and parapets. 

Splices will not be permitted in bars 30 feet (9.1 meters) or less in plan length unless 
otherwise approved.  For bars exceeding 30 feet (9.1 meters) in plan length, the 
distance center to center of splices shall not be less than 30 feet (9.1 meters) minus 1 
splice length, with no more than 1 individual bar length less than 10 feet (3 meters).  
Splices not indicated on the drawings, but permitted hereby, shall conform to the Table 
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below.  The specified concrete cover shall be maintained at such splices and the bars 
placed in contact and securely tied together. 

 

Minimum Lap Requirements 

Bar Number in 

1/8th inches 
(mm) 

Uncoated 

Lap Length 

Coated 

Lap Length 

3 (10) 1 foot 4 inches (0.4 meters) 2 foot 0 inches (0.610 meters) 

4 (13) 1 foot 9 inches (0.533 meters) 2 foot 8 inches (0.813 meters) 

5 (16) 2 foot 2 inches (0.660 meters) 3 feet 3 inches (0.991meters) 

6 (19) 2 foot 7 inches (0.787 meters) 3 feet 11 inches (1.194 meters) 

7 (22) 3 feet 5 inches (1.041 meters) 5 feet 2 inches (1.575 meters) 

No. 8 (25) 4 feet 6 inches (1.372 meters) 6 feet 9 inches (2.057 meters) 

No. 9 (29) 5 feet 8 inches (1.727 meters) 8 feet 6 inches (2.591 meters) 

No. 10 (32) 7 feet 3 inches (2.210 meters) 10 feet 11 inches (3.327 meters) 

No. 11 (36) 8 feet 11 inches (2.718 meters) 13 feet 5 inches (4.089 meters) 

 

Spiral steel shall be lapped a minimum of 1 turn.  Bar No. 14 and No. 18 may not be 
lapped. 

Welded wire fabric shall be spliced using a lap length that includes an overlap of at least 
2 cross wires plus 2 inches (50 mm) on each sheet or roll. 

Splices using bars that develop equivalent strength and are lapped in accordance with 
the table above are permitted. 

Welding of reinforcing bars may be used only where indicated on the drawings or as 
permitted herein.  All welding operations, processes, equipment, materials, quality of 
work and inspection shall conform to the requirements indicated on the drawings.  All 
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splices shall be of such dimension and character as to develop the full strength of the 
bar being spliced. 

End preparation for butt-welding reinforcing bars shall be done in the field, except Bar 
No. 6 and larger shall be done in the shop.  Delivered bars shall be of sufficient length to 
permit this practice. 

For box culvert extensions with less than 1 foot (0.3 meters) of fill, the existing 
longitudinal bars shall have a lap with the new bars as shown in the table above.  For 
box culvert extensions with more than 1 foot (0.3 meters) of fill, a minimum lap of 12 
inches (300 mm) will be required. 

Unless otherwise indicated on the drawings, dowel bars transferring tensile stresses 
shall have a minimum embedment equal to the minimum lap requirements shown in the 
table above.  Shear transfer dowels shall have a minimum embedment of 12 inches (300 
mm). 

406S.8  Placement 

Reinforcement shall be placed as near as possible in the position indicated on the 
drawings.  Unless otherwise indicated on the drawings, dimensions shown for 
reinforcement are to the centers of the bars.  In the plane of the steel parallel to the 
nearest surface of concrete, bars shall not vary from plan placement by more than 1/12 
of the spacing between bars.  In the plane of the steel perpendicular to the nearest 
surface of concrete, bars shall not vary from plan placement by more than 1/4 inch (6 
mm).  Cover of concrete to the nearest surface of steel shall be as follows: 

 

 
Minimum Cover, 
Inches (mm) 

(a)  Concrete cast against and permanently exposed to 
earth 

3 (76 mm) 

(b)  Concrete exposed to earth or weather:  

Bar No. 6 (19) through No. 18 bars (57)  2 (51 mm) 

Bar No. 5 (16), W31 (W200) or D31 (D200) wire 
and smaller 

1 ½ (38 mm) 

(c)  Concrete not exposed to weather or in contact with 
ground: 

 



Current Version: September 26, 2012 Previous Versions: 11/13/07, 
09/14/05, 04/17/86 

 

406S 09/26/12     Page 11 Reinforcing Steel 

Slabs, walls, joists:  

Bar No. 14 (43) and 18 (57) 1 ½ (38mm) 

Bar No. 11 (36) and smaller 1 (25 mm) 

Beams, columns:  

Primary reinforcement, ties, stirrups, spirals 1 ½ (38 mm) 

Shells, folded plate members:  

Bar No. 6 (19) and larger 1 (25 mm) 

Bar No. 5 (16), W31 (W200) or D31 (D200) 
wire, and smaller 

1 (25 mm) 

 

Vertical stirrups shall always pass around the main tension members and be attached 
securely thereto.   

The reinforcing steel shall be located accurately in the forms and held firmly in place 
before and during concrete placement by means of bar supports that are adequate in 
strength and number to prevent displacement and to keep the steel at the required 
distance from the form surface. Bars shall be supported by means of approved 
galvanized metal spacers, metal spacers with plastic coated tips, stainless steel 
spacers, plastic spacers or approved precast mortar or concrete blocks when supports 
are in contact with removable or stay-in-place forms.  Bright basic bar supports shall be 
used to support reinforcing steel placed in slab overlays on concrete panels or on 
existing concrete slabs. Bar supports in contact with soil or subgrade shall be approved. 

For bar supports with plastic tips, the plastic protection must be at least 3/32 in. (2.4 mm) 
thick and extend upward on the wire to a point at least ½ in. (12.5 mm) above the 
formwork. 

For approval of plastic spacers on a project, representative samples of the plastic shall 
show no visible indications of deterioration after immersion in a 5 percent solution of 
sodium hydroxide for 120 hours. 

All accessories such as tie wires, bar chairs, supports, or clips used with epoxy-coated 
reinforcement shall be of steel, fully coated with epoxy or plastic. When approved by the 
Engineer or designated representative, plastic supports may also be used with epoxy-
coated reinforcement. 
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All reinforcing steel shall be tied at all intersections, except that where spacing is less 
than 1 foot (300 mm) in each direction, alternate intersections only need be tied.  For 
reinforcing steel cages for other structural members, the steel shall be tied at enough 
intersections to provide a rigid cage of steel.  Mats of wire fabric shall overlap each other 
1 full space as a minimum to maintain a uniform strength and shall be tied at the ends 
and edges. 

Where prefabricated deformed wire mats are specified or if the Contractor requests, 
welded wire fabric may be substituted for a comparable area of steel reinforcing bar 
plan, subject to the approval of the Engineer or designated representative. 

Mortar or concrete blocks shall be cast to uniform dimensions with adequate bearing 
area. A suitable tie wire shall be provided in each block, to be used for anchoring to the 
steel.  Except in unusual cases and when specifically authorized by the Engineer, the 
size of the surface to be placed adjacent to the forms shall not exceed 2 1/2 inches (63.5 
mm) square or the equivalent thereof in cases where circular or rectangular areas are 
provided.  Blocks shall be cast accurately to the thickness required and the surface to be 
placed adjacent to the forms shall be a true plane, free of surface imperfections. The 
blocks shall be cured by covering them with wet burlap or mats for a period of 72 hours. 
Mortar for blocks should contain approximately 1 part hydraulic cement to three parts 
sand. Concrete for blocks should contain 850 pounds of hydraulic cement per cubic yard 
(500 kilograms per cubic meter) of concrete 

Individual bar supports shall be placed in rows at 4-ft (1.22 meters) maximum spacing in 
each direction. Continuous type bar supports shall be placed at 4-ft (1.22 meters) 
maximum spacing. Continuous bar supports shall be used with permanent metal deck 
forms. 

The exposure of the ends of longitudinals, stirrups and spacers used to position the 
reinforcement in concrete pipe and in precast box culverts or storm drains is not a cause 
for rejection. 

Reinforcing steel for bridge slabs, top slabs of direct traffic culverts, and top slabs of 
prestressed box beams at all intersections, except tie only alternate intersections where 
spacing is less than 1 ft. (300 mm) in each direction. 

For steel reinforcing cages for other structural members, reinforcement shall be 
supported and tied in such a manner that a sufficiently rigid cage of steel is provided.  
Fasten mats of wire fabric securely at the ends and edges. If the cage is not adequately 
supported to resist settlement or floating upward of the steel, overturning of truss bars or 
movement in any direction during concrete placement, permission to continue concrete 
placement will be withheld until corrective measures are taken.  Sufficient 
measurements shall be made during concrete placement to insure compliance with the 
above. 

No concrete shall be deposited until the Engineer or designated representative has 
reviewed the placement of the reinforcing steel and all mortar, mud, dirt, etc, shall be 
cleaned from the reinforcement, forms, workers' boots and tools. Do not place concrete 
until authorized by the Engineer or designated representative 
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406S.9 Handling, Placement and Repair of Epoxy-coated Reinforcement Steel  

A. Handling 

Systems for handling coated-reinforcement with padded contact areas shall be 
provided. Handling bands shall be padded to prevent damage to the coating. 
Bundles of coated reinforcement shall be lifted with a strongback, spreader bar, 
multiple supports or a platform bridge. The bundled reinforcement shall be carefully 
transported and stored on protective cribbing.  The coated reinforcement should 
not be dropped or drug during handling. 

B. Construction Methods 

Coated reinforcement shall not be flame-cut but shall be sawn or shear-cut only 
when approved. Cut ends shall be coated as specified in Section C, “Repair of 
Coating”. 

Coated reinforcement steel shall not be welded or mechanically coupled except 
where specifically indicated on the drawings. When welding or coupling is indicated 
on the drawing, the epoxy coating shall be removed at least 6 in. (150 mm) beyond 
the weld limits before welding and 2 in. (50 mm) beyond the limits of the 
mechanical coupler before assembly. After the welding or coupling operation is 
completed the steel shall be cleaned of oil, grease, moisture, dirt, welding 
contamination (slag or acid residue) and rust to a near-white finish. The existing 
epoxy coating shall be examined for damage and any damaged or loose epoxy 
shall be removed to expose sound epoxy coating. 

After cleaning the coated-steel, the splice area shall be coated with epoxy repair 
material to a thickness of 7 to 17 mils (0.18 to 0.43 mm) after curing. A second 
application of the repair material shall be applied to the bar and coupler interface to 
ensure complete sealing of the joint. 

C. Repair of Coating 

The material used for coating repair shall comply with the requirements of this Item 
and ASTM D3963/D3963M, “Specification for Fabrication and Jobsite Handling of 
Epoxy-coated Reinforcing Steel Bars”.  Repairs shall be made in accordance with 
procedures recommended by the manufacturer of the epoxy coating powder. For 
areas to be patched, a minimum coating thickness as required for the original 
coating shall be applied. All visible damage to the coating shall be repaired. 

Sawed and sheared ends, cuts, breaks and other damage shall be promptly 
repaired before additional oxidation occurs.  The areas to be repaired shall be 
cleaned to ensure that they free from surface contaminants. Repairs shall be made 
in the shop or in the field as required. 

406S.10 Measurement  

The measurement of quantities of reinforcement furnished and placed will be based on 
the calculated weight of the steel actually placed as indicated on the drawings, with no 
allowance made for added bar lengths for splices requested by the Contractor nor for 
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extra steel used when bars larger than those indicated on the drawings are used or for a 
higher grade of steel that is substituted with the permission of the Engineer or 
designated representative. Tie wires and supporting devices will not be included in the 
calculated weights.  The calculated weight of bar reinforcement will be determined using 
the theoretical bar weight set forth in this item. 

Measurement required by a change in design will be computed as described above for 
the actual steel required to complete the work. 

406S.11 Payment  

Reinforcing steel will generally not be paid for directly, but shall be included in the unit 
price bid for the items of construction in which the reinforcing steel is used. 

When specified in the contract bid form as a separate pay item, this item shall be paid 
for at the contract unit price bid per pound of "Reinforcing Steel". The unit bid price shall 
include full compensation for all work specified herein including furnishing, bending, 
fabricating, welding and placing reinforcement, for all clips, blocks, metal spacers, ties, 
chairs, wire or other materials used for fastening reinforcement in place and for all tools, 
labor, equipment and incidentals necessary to complete the work. 

Payment, when included as a contract pay item, will be made under: 

Pay Item No. 406S-RC:  Reinforcing Steel -  Per Pound. 

Pay Item No. 406S-ERC:  Epoxy-Coated Reinforcing Steel -  Per Pound. 

 

END 
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SPECIFIC CROSS REFERENCE MATERIALS 

Standard Specification Item 406S, “Reinforcing Steel” 

 

American Society for Testing and Materials, ASTM 

Designation Description 

ASTM A 36/A 36M Carbon Structural Steel 

ASTM A 82 Steel Wire, Plain, for Concrete Reinforcement 

ASTM A 185 Steel Welded Wire Fabric, Plain, for Concrete Reinforcement 

ASTM A 496 Steel Wire, Deformed, for Concrete Reinforcement 

ASTM A 497 Steel Welded Wire Fabric, Deformed, for Concrete Reinforcement 

ASTM A 615/A 615M Deformed and Plain Billet-steel Bars for Concrete 
Reinforcement 

ASTM A 675/A 675M Steel Bars, Carbon, Hot-Wrought, Special Quality, 
Mechanical Properties 

ASTM A 706/A 706M Low- Alloy Steel Deformed and Plain Bars for Concrete 
Reinforcement 

ASTM A 775/A 775M Epoxy-Coated Reinforcing Steel Bars 

ASTM A 884/A 884M Epoxy-Coated Steel Wire and Welded Wire Fabric For 
Reinforcement 

ASTM A 934/A 934M Epoxy-Coated Prefabricated Reinforcing Steel Bars 

ASTM A 996/A 996M Rail-Steel and Axle-Steel Deformed Bars for Concrete 
Reinforcement 

ASTM D3963/D3963M Fabrication and Jobsite Handling of Epoxy-coated 
Reinforcing Steel Bars 

 

Texas Department of Transportation: Manual of Testing Procedures 
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Designation Description 

Tex-739-I Sampling and Testing Epoxy Coated Reinforcing Steel 

 

City of Austin Standard (Details) 

Designation Description 

Standard 406S-1 Reinforced Steel Tolerances 

 

Texas Department of Transportation: Departmental Material Specifications 

Designation Description 

DMS 8130 Epoxy Powder Coating for Reinforcing Steel 

 

American Welding Society 

Designation Description 

AWS D1.1/D1.1M Structural Welding Code 

 

RELATED CROSS REFERENCE MATERIALS 
Standard Specification Item 406S, “Reinforcing Steel” 

 

City of Austin Standard Specification Items 

Designation  Description 

Item No. 360  Concrete Pavement 

Item No. 403S  Concrete for Structures 

Item No. 410S  Concrete Structures 

Item No. 414S  Concrete Retaining Walls 
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Item No. 420S   Drilled Shaft Foundations 

Item No. 830S          Traffic Signal Controller Foundation 

Item No. 831S          Traffic Signal Drilled Shaft Foundation 

 

Texas Department of Transportation: Standard Specifications for Construction and 
Maintenance of Highways, Streets, and Bridges 

Designation           Description 

Item No. 360  Concrete Pavement 

Item No. 420  Concrete Structures 

Item No. 421   Hydraulic Cement Concrete 

Item No. 422  Reinforced Concrete Slab 

Item No. 423  Retaining Walls 

Item No. 440 Reinforcing Steel 
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Item No. 410S 
Concrete Structures 

410S.1  Description  

This item shall govern the construction of all types of structures involving the use of structural 
concrete, except where the requirements are waived or revised by other governing 
specifications. 

All concrete structures shall be constructed in accordance with the design requirements and 
details indicated on the drawings, in conformity with the pertinent provisions of the items 
contracted for, the incidental items referred to and in conformity with the requirements herein. 
 
This specification is applicable for projects or work involving either inch-pound or SI units.  
Within the text and accompanying tables, the inch-pound units are given preference followed by 
SI units shown within parentheses. 

410S.2  Submittals 

 The submittal requirements of this specification item may include: 

Appropriate mix designs for class of concrete for each type of structure or unit; 

Appropriate mortar and grout mix designs; 

Product name, description, technical information and supplier of any acrylic-polymer latex 
admixture; 

Type, supplier and certified test results for expansion joint materials; 

Type of waterstop and confirmation that the product conforms to TxDoT DMS-6160; 

Type and manufacturer of proposed evaporation retardant and confirmation that it meets the 
requirements of test results for TxDoT DMS-4650; 

Type and manufacturer of proposed chemical admixtures and confirmation that it meets the 
requirements of test results for TxDoT DMS-4640; 

Type and manufacturer of proposed curing admixtures and confirmation that it meets the 
requirements of test results for TxDoT DMS-4640; 

Type and manufacturer of proposed chemical admixtures and confirmation that it meets the 
requirements of test results for TxDoT DMS-4640; 

Type and manufacturer of proposed epoxy and/or adhesives and confirmation that it meets 
the requirements of test results for TxDoT DMS-6100; 

Reinforcing steel shall conform to Standard Specification Item No. 406S, “Reinforcing Steel”. 

Contractors formwork plan for placing and consolidating concrete around wall penetrations 
and at locations designated as having congested reinforcing steel. 

410S.3  Materials 

A. Concrete  
 

Concrete shall conform to Item No. 403S, "Concrete for Structures". 
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The class of concrete for each type of structure or unit shall be as indicated on the 
drawings or by pertinent governing specifications. 

B. Grout or Mortar 

When required or shown on the drawings, mortar and grout consisting of 1 part 
hydraulic cement and 2 parts sand with sufficient water to provide the desired 
consistency shall be provided. Mortar shall be provided with a consistency that can be 
handled easily and spread by a trowel. Grout shall be provided with a consistency 
that will flow into and completely fill all voids. 

C. Latex 

When required an acrylic-polymer latex admixture (acrylic resin emulsion in 
accordance with TxDoT DMS-4640, “Chemical Admixtures for Concrete”) suitable for 
producing polymer-modified concrete or mortar shall be provided. The latex shall not 
be allowed to freeze. 

The following information shall be submitted for latex: 

Name and information of company contact personnel, 

Product name and polymer description, and 

The latex shall meet the following requirements. 

Table 1:   LATEX ADDITIVE REQUIREMENTS 

Property Value 
Total Solids, minimum, percent 47 

PH 9.0 to 11.0 

Brookfield viscosity (# 1 spindle @ 10 rpm),
mPas, maximum 

60 

Butadiene Content, percent 30 to 40 

Freeze-thaw stability, 2 cycles. maximum 0.1 

Specification targets and production tolerances shall also be provided for the 
following properties. 

1. viscosity (including test method and temperature reference), 
2. percent solids, 
3. pH, 
4. specific gravity, and 
5. styrene/butadiene ratio. 

D. Reinforcing Steel 

Reinforcing steel shall conform to Standard Specification Item No. 406S, “Reinforcing 
Steel”. 

E.  Expansion Joint Material 

The expansion joint material shall conform to the requirements of TxDoT DMS-6310, 
“Joint Materials and Fillers”. 
 
1.   Preformed Fiber Sheets 
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Unless otherwise indicated on the drawings preformed bituminous fiber material 
shall be provided. The preformed fiber material shall conform to the dimensions 
indicated on the drawings. Preformed fiber sheets shall meet the requirements of 
ASTM D-1751, “Preformed Expansion Joint Filler for Concrete Paving and 
Structural Construction (Nonextruding and Resilient Bituminous Types). The 
requirements related to bitumen content, density and water absorption shall not 
apply to nonbituminous materials.  

2.  Joint Sealing Material 

Unless otherwise indicated on the drawings a Class 4, 5 or 7 low-modulus silicone 
sealant shall be provided that conforms to the requirements of TxDoT DMS-6310, 
“Joint Sealants and Fillers”. 

3. Timber Boards 

Timber boards shall be made from redwood or cypress and must be free from 
sapwood, knots, clustered bird’s eye, checks and splits. When oven dried at 230oF 
(110oC) to a constant weight (mass), the density of the board shall be between 20 
and 35 lbs. Per cubic foot (between 320 and 560 kgs per cubic meter) 

4.   Asphalt Board 

Asphalt Board shall conform to the dimensions indicated on the drawings and shall 
meet the description, general requirements and distortion testing of ASTM D-994, 
“Preformed Expansion Joint Filler for Concrete (bituminous Type)”.  

5.   Rebonded Neoprene Filler Sheet 
 

Rebonded neoprene filler shall consist of ground closed cell neoprene particles, 
rebonded and molded into sheets of uniform thickness of the dimensions indicated 
on the drawings. These sheets shall meet the requirements of ASTM D-1752, Type 
I. 
 
The manufacturer shall furnish the Engineer or designated representative with 
certified test results as to the compliance with the above requirements. 

F.  Waterstop  

Unless otherwise indicated on the drawings, rubber waterstops or Polyvinyl Chloride 
(PVC) waterstops that conform to TxDoT DMS-6160, “Waterstops, Nylon Reinforced 
Neoprene Sheet, and Elastomeric Pads” shall be provided. 
 

G. Evaporation Retardants 
 

Evaporation retardants shall conform to the requirements of TxDoT DMS-4650, 
“Hydraulic Cement Concrete Curing Materials and Evaporation Retardants”. The 
evaporation retardant must be a commercially available monomolecular film 
compound. The evaporation retardant shall have no adverse effect on the cement 
hydration process or the concrete and shall reduce surface moisture evaporation from 
the concrete when performing concrete operations in direct sun, wind, high 
temperatures, or low relative humidity. The producer of the evaporation retardant shall 
certify that it meets these specified requirements. 

H.  Curing Materials  

1. Liquid Membrane Forming compounds  
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Liquid Membrane Forming compounds shall conform to the requirements of TxDoT 
DMS-4650, “Hydraulic Cement Concrete Curing Materials and Evaporation 
Retardants”. The compound shall be applied to damp concrete as a fine mist 
through atomizing nozzles at a wet film thickness of 8 to 9 mils (200 to 230 µm). 
The liquid membrane-forming compound must not react deleteriously with concrete 
or its components. It must produce a firm, continuous, uniform moisture-
impermeable film that is free of pinholes, cracks, or other film defects. It must also 
exhibit satisfactory adhesion. 

 
The consistency must be such that the compound can be applied satisfactorily by 
conventional or airless spray at atmospheric and material temperatures above 40oF 
(5oC) without thinning. When applied at the manufacturer's recommended 
thickness, not less than 8 mils (200 µm) wet, to vertical surfaces of damp concrete, 
the compound must not run off or appreciably sag. The liquid membrane-forming 
compound must not disintegrate, check, peel, or crack during the required curing 
period. It must not peel or pick up under traffic, and must disappear from the surface 
of the cured concrete by gradual disintegration. 

2.  Cotton Mats 

 Cotton mats shall consist of a filling material of cotton “bat” or “bats” [at least 12 
oz. Per square yard (400 grams per square meter)] completely covered with 
unsized cloth [at least 6 oz. Per square yard (200 grams per square meter)] 
stitched longitudinally with continuous parallel rows of stitching spaced at less 
than 4 in. (100 mm), or tuft both longitudinally and transversely at intervals less 
than 3 in. (75 mm). 

 The cotton mats shall be free from tears and in good general condition. A flap at 
least 6 in. (150 mm) wide with two (2) thicknesses of the covering that extends 
along one side of the mat shall be provided. 

3.  Polyethylene Sheeting 

The polyethylene sheeting shall be at least 4 mils thick (0.1 mm) and free from 
visible defects. Clear or opaque white sheeting shall be provided when the ambient 
temperature during curing exceeds 60oF (15oC) or when applicable to control 
temperature during mass pours. 

4.  Burlap-Polyethylene Mats 

 The burlap-polyethylene mats shall be made from burlap impregnated on 1 side 
with a film of opaque white-pigmented polyethylene, free from visible defects. The 
laminated mats shall have at least 1 layer of an impervious material such as 
polyethylene, vinyl plastic, or other acceptable material (either as a solid sheet or 
impregnated into another fabric) and shall be free of visible defects. 

I.  Chemical Admixtures 

Chemical admixtures including water reducing, placticizers and air entrainment shall 
conform to TxDoT DMS-4640, “Chemical Admixtures for Concrete”  Calcium chloride 
shall not be used. Admixtures shall be included in the prequalified concrete admixtures 
list maintained by TxDot’s Construction Division. 

J.  City of Austin Survey Monuments  
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The Public Works Department may furnish permanent survey monuments to be cast 
in concrete as indicated on the drawings or as directed by the Engineer or designated 
representative. 

K.   Epoxy 

 Unless indicated otherwise on the drawings, epoxy materials shall conform to TxDoT 
DMS-6100, “Epoxy and Adhesives”. 

410S.4  General Requirements  

Before starting work, the Contractor shall inform the Engineer or designated 
representative fully of the construction methods the Contractor proposes to use, the 
adequacy of which shall be subject to the review by the Engineer or designated 
representative.  Drawings for forms and falsework for piers and superstructure spans over 
20 feet (6 meters) long, bracing systems for girders when the overhang exceeds 3 ft. 6 in. 
(1 meter) and for all bridge widening details shall be submitted to the Engineer or 
designated representative for review, if requested.  Similar drawings shall be submitted for 
other units of the structure, if requested by the Engineer or designated representative.  
The drawings shall be prepared on standard 22 inch by 36-inch (550mm by 900 mm) 
sheets and shall show all essential details of the proposed forms, falsework and bracing to 
permit a structural analysis.  Four sets of such drawings will be required. 

Concurrence on the part of the Engineer or designated representative in any proposed 
construction methods, approval of equipment or of form and falsework drawings does not 
relieve the Contractor of the responsibility for the safety or correctness of the Contractor’s 
methods, adequacy of equipment or from carrying out the work in full accordance with the 
contract. 

Unless otherwise indicated on the drawings, the requirements in the succeeding 
paragraphs shall govern the time sequence in which construction operations may be 
carried on and for the opening of completed structures to traffic: 

Superstructure members, forms, falsework or erection equipment shall not be placed on 
the substructure before the concrete therein has attained a 3000 psi (20.7 MPa) 
compressive strength. 

Storage of materials on completed portions of a structure will not be permitted until all 
curing requirements for those particular portions have been met. 
  
No forms shall be erected on concrete footings supported by piling or drilled shafts until 
the concrete therein has attained a minimum compressive strength of 2500 psi (17.2 
MPa).  Such work may begin on spread footings after the therein has aged at least 2 
curing days.  Concrete may be placed as soon as the forms and reinforcing steel are 
approved by the Engineer or designated representative. 

The support of tie beam and/or forms by falsework placed on previously placed tie beams 
is permissible provided such beams have attained 3000 psi (20.7 MPa) compressive 
strength, curing requirements are completed and the beams are properly supported to 
eliminate stresses not provided for in the design. 



 Current Version: September 26, 2012               Previous Versions: 11/13/07, 03/13/06, 09/14/05,   
                                                                                                                        11/17/03, 02/26/02, and 09/30/87 

410S   09/26/12  Page 6           Concrete Structures 

Bridges and direct traffic culverts shall not be opened to construction traffic or to the 
traveling public until authorized by the Engineer or designated representative in 
accordance with the following: 

Authorization may be given after the last slab concrete has been in place at least 14 days 
for light construction traffic not to exceed a 3/4-ton (0.68 Mg) vehicle. 

Authorization to place embankments to allow normal construction traffic and when 
necessary to the traveling public, may be given after the last slab concrete has been in 
place 30 days or when the minimum compressive strength (fc

’) has reached the 28 day 
strength conforming to Item No. 403S, "Concrete for Structures" or as indicated on the 
drawings. 

410S.5    Drains  

Weep holes and roadway drains shall be installed and constructed as indicated on the 
drawings. 

410S.6  Expansion Joints  

Joints and devices shall be used to provide for expansion and contraction of concrete slabs 
and shall be constructed as indicated on the drawings. 

The bearing area under the expansion ends of concrete slabs and slab and girder spans 
shall be given a steel trowel finish and finished to the exact grades required on the 
drawings.  The material used to separate expansion surfaces shall be as indicated on the 
drawings and placed so that concrete or mortar cannot be subsequently worked around or 
under it. The bridging of concrete or mortar around expansion joint material in bearings and 
expansion joints shall be prevented. 

Concrete adjacent to armor joints and finger joints shall be placed carefully to avoid 
defective anchorage and porous or honeycombed concrete in such areas. 

All open joints and joints to be filled with expansion joint material shall be constructed using 
forms adaptable to loosening or early removal.  To avoid expansion or contraction damage 
to the adjacent concrete, these forms shall be loosened as soon as possible after final 
concrete set to permit free movement of the span without requiring full form removal. 

Preformed fiber joint material or other material indicated shall be used in the vertical joints 
of the roadway slab, curb, median or sidewalk.  The top 1-inch (25 mm) thereof shall be 
filled with joint sealing material, as specified herein.  The sealer shall be installed in 
accordance with Standard Specification Item No. 413S, “Cleaning and/or Sealing Joints 
and Cracks (PC Concrete)” and the manufacturer’s recommendations. 

Prior to placing the sealing material, the vertical faces of the joint shall be cleaned of all 
laitance by sandblasting or by mechanical routing.  Cracked or spalled edges shall be 
repaired.  The joint shall be blown clean of all foreign material and sealed. 

Where preformed fiber joint material is used, it shall be anchored to the concrete on one 
side of the joint by light wire or nails to prevent the material from falling out. 
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Finished joints shall conform to the drawing details with the concrete sections completely 
separated by the specified opening or joint material. 

Soon after form removal and where necessary after surface finishing, all projecting 
concrete shall be removed along exposed edges to secure full effectiveness of the 
expansion joints. 

410S.7  Construction Joints  

The joint formed by placing plastic concrete in direct contact with concrete that has attained 
its initial set shall be deemed a construction joint.  The term monolithic placement shall be 
interpreted to mean that the manner and sequence of concrete placing shall not create 
construction joints. 

Construction joints shall be of the type and at the locations indicated on the drawings.  
Additional joints will not be permitted without written authorization from the Engineer or 
designated representative and when authorized, shall have details equivalent to those 
indicated for joints in similar locations. 

Unless otherwise provided, construction joints shall be square and normal to the forms.  
Bulkheads shall be provided in the forms for all joints, except when horizontal.  All vertical 
construction joints shall be chamfered.  All horizontal construction joints shall be routed or 
grooved. 

Construction joints requiring the use of joint sealing material shall be as indicated on the 
drawings or as directed by the Engineer or designated representative.  The material will be 
indicated on the drawings without reference to joint type.  

A concrete placement terminating at a horizontal construction joint shall have the top 
surface roughened thoroughly as soon as practicable after initial set is attained.  The 
surfaces at bulkheads shall be roughened as soon as the forms are removed. 

The hardened concrete surface shall be thoroughly cleaned of all loose material, laitance, 
dirt or foreign matter and saturated with water so it is moist when placing fresh concrete 
against it.  Remove all free water and moisten the surface before concrete or bonding grout 
is placed against it. Forms shall be drawn tight against the existing concrete and the joint 
surface flushed with grout just prior to placing the fresh concrete. 
 
The joint surface shall be coated with bonding mortar, grout, epoxy or other material as 
indicated on the drawings or other items. A Type V epoxy shall be provided in accordance 
with TxDoT DMS-6100, “Epoxies and Adhesives” for bonding fresh concrete to hardened 
concrete. The epoxy shall be placed on a clean dry surface and the fresh concrete shall be 
placed while the epoxy is still tacky.  Bonding mortar or grout shall be placed on a surface 
that is saturated surface dry and the concrete shall be placed before the bonding mortar or 
grout dries. Other bonding agents shall be placed in accordance with the manufacturer’s 
recommendations. 
 

410S.8 Foundation and Substructure 
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Excavation for foundations and substructure shall conform to Standard Specification Item 
No. 401S, "Structural Excavation and Backfill". 

Concrete for foundation seals, unless otherwise indicated on the drawings, shall be Class 
C Concrete with a coarse aggregate grade of 2, 3, 4 or 5 and placed in accordance with the 
requirements herein.  The top of the completed seal shall not vary from plan grade or the 
grade established by the Engineer or designated representative. 

Where a concrete seal is indicated on the Drawings, the design will be based on the normal 
water elevation as indicated on the Drawings.  If the foundation concrete can be placed in 
the dry at the time of construction, the seal will not be required.  If additional seal is 
necessary for the conditions existing during the time of construction, its thickness shall be 
increased as deemed necessary by the Contractor and at the Contractor’s expense.  If the 
conditions existing at the time of construction require a seal for placing the foundation 
concrete in the dry and none is indicated on the Drawings, the Contractor shall place an 
adequate seal at the Contractor’s expense. 

The seal shall be allowed to set for at least 36 hours before the caisson or cofferdam is 
dewatered, after which the top of the seal shall be cleaned of all laitance or other soft 
material and all high spots exceeding the above limitation shall be cut off and removed. 

410S.9 Falsework  

The Contractor is totally responsible for all falsework.  The Contractor shall design and 
construct it to safely carry the maximum anticipated loads and to provide the necessary 
rigidity.  Details of falsework construction shall be subject to review by the Engineer or 
designated representative, but Engineer's review shall in no way relieve the Contractor of 
responsibility of the adequacy and safety of the falsework design. 

All timber used in falsework centering shall be sound, in good condition and free from 
defects which will impair its strength.  When wedges are used to adjust falsework to 
desired elevations, they shall be used in pairs to insure even bearing. 

Sills or grillages shall be large enough to support the superimposed load without settlement 
and unless founded on solid rock, shale or other hard materials, precautions shall be taken 
to prevent yielding of the supporting material. 

Falsework, which cannot be founded on a satisfactory spread footing, shall be placed on 
piling driven to a bearing capacity sufficient to support the superimposed load without 
settlement.  The safe bearing capacity of piling shall be determined by test loads or by such 
other methods that may be required or acceptable to the Engineer or designated 
representative. 

In general, each falsework bent shall be capped transversely by a member of proper size.  
A short cap section forming a T-head may be substituted to permit the removal of portions 
of the forms without disturbing the falsework.  Caps shall be securely fastened to each pile 
or column in the bent and set at the proper elevation to produce, in conjunction with the use 
of approved wedges or jacks, permanent camber indicated on the Drawings, plus a 
construction camber covering allowance for deformation of the forms and falsework.  The 
use of wedges to compensate for incorrectly cut bearing surfaces will not be permitted.  
Each falsework bent shall be securely braced to provide the stiffness required with the 
bracing securely fastened to each pile or column it crosses. 
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In setting falsework for arches, allowances shall be made for settlement of falsework, 
deflection of the arch and permanent camber.  Provision shall be made by suitable wedges, 
sand jacks or other acceptable devices for the controlled lowering of falsework when the 
arch is swung.  Falsework may be required to be placed on jacks to provide for settlement 
correction during concrete placement. 

When the falsework is no longer required, it shall be removed.  Falsework piling shall be 
pulled or cut off not less than 2 feet (0.6 meter) below finished ground level.  Falsework and 
piling in a stream, lake or bay shall be completely removed to a point specified by the 
Engineer or designated representative to prevent any obstruction to the waterway. 

410S.10  Forms  

Forms for precast prestressed concrete members and for prestressed piling shall be 
constructed conforming to Item No. 425S, "Prestressed Concrete Structures". 
 
A.    General  
 

Except where otherwise indicated on the drawings, forms may be of either timber or 
metal. 

Forms for round columns exposed to view shall be of steel, except that other materials 
will be allowed with written permission of the Engineer or designated representative. 

Forming plans shall be submitted for approval by the Engineer or designated 
representative.  Forms shall be designed for the pressure exerted by a liquid weighing 
150 pounds per cubic foot (2.4 Mega grams per cubic meter).  The rate of placing the 
concrete shall be taken into consideration in determining the depth of the equivalent 
liquid.  For job-fabricated forms an additional live load of 50 pounds per square foot 
(1.675 MPa)  shall be allowed on horizontal surfaces.  The maximum unit stresses 
shall not exceed 125 percent of the allowable stresses used by the Engineer or 
designated representative for the design of structures. 

Formwork for wall and/or column pours equal or exceeding 8 feet (2.44 meters) shall 
be designed in accordance with ACI 347, “Guide to Formwork for Concrete” and 
sealed by a Registered Civil Engineer Licensed in the State of Texas, who is 
experienced in formwork design. 

Commercially produced structural units used in formwork shall not exceed the 
manufacturer's maximum allowable working load for moment, shear or end reaction.  
The maximum working load shall include a live load of 35 pounds per square foot 
(1.175 MPa) of horizontal form surface and sufficient details and data shall be 
submitted for use in checking formwork details for approval. 

Forms shall be practically mortar-tight, rigidly braced and strong enough to prevent 
bulging between supports and maintained to the proper line and grade during concrete 
placement.  Forms shall be maintained in a manner that will prevent warping and 
shrinkage. 

Deflections due to cast-in-place slab concrete and railing shown in the dead load 
deflection diagram shall be taken into account in the setting of slab forms. 

All forms and footing areas shall be cleaned of any extraneous matter before placing 
concrete. 
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Permission to place concrete will not be given until all of such work is complete to the 
satisfaction of the Engineer or designated representative. 

If, at any stage of the work, the forms show signs of bulging or sagging, the portion of 
the concrete causing such condition shall be removed immediately, if necessary and 
the forms shall be reset and securely braced against further movement. 

B. Timber Forms  

Lumber for forms shall be properly seasoned, of good quality and free from 
imperfections, which would affect its strength or impair the finished surface of the 
concrete.  The lumber used for facing or sheathing shall be finished on at least 1 side 
and 2 edges and shall be sized to uniform thickness. 

Form or form lumber that will be reused shall be maintained clean and in good 
condition. Lumber that is split, warped, bulged, or marred or that has defects that will 
produce inferior forms shall not be used but shall be removed from the work. 

Form lining will be required for all formed surfaces, except for the inside of culvert 
barrels, inlets, manholes and box girders, the bottom of bridge decks between beams 
or girders, surfaces that are subsequently covered by backfill material or are 
completely enclosed and any surface formed by a single finished board.   Lining will 
not be required when plywood forms are used. 

Form lining shall be of an approved type such as masonite or plywood.  Thin 
membrane sheeting such as polyethylene sheets shall not be used for form lining. 

Forms may be constructed of plywood not less than ¾  inch (19 mm) in thickness, with 
no form lining required.  The grain of the face plies on plywood forms shall be placed 
parallel to the span between the supporting studs or joists. 

Plywood used for forming surfaces, which remain exposed, shall be equal to that 
specified as B-B Plyform Class I or Class II Exterior of the U.S. Department of 
Commerce Voluntary Product Standard, PS 1. 

Studs and joists shall be spaced so that the facing form material remains in true 
alignment under the imposed loads. 

Wales shall be spaced close enough to hold forms securely to the designated lines 
and scabbed at least 4 feet (1.22 meters) on each side of joints to provide continuity.  
A row of wales shall be placed near the bottom of each placement. 

Facing material shall be placed with parallel and square joints and securely fastened 
to supporting studs. 

Forms for surfaces receiving only an ordinary finish and exposed to view shall be 
placed with the form panels symmetrical, i.e., long dimensions set in the same 
direction.  Horizontal joints shall be continuous. 

Molding specified for chamfer strips or other uses shall be made of materials of a 
grade that will not split when nailed and which can be maintained to a true line without 
warping.  Wood molding shall be mill cut and dressed on all faces.  Unless indicated 
otherwise on the drawings, forms shall be filleted at all sharp corners and edges with 
triangular chamfer strips measuring 3/4 inch (19 mm) on the sides. 
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Forms for railings and ornamental work shall be constructed to standards equivalent to 
first class millwork.  All moldings, panel work and bevel strips shall be straight and true 
with neatly mitered joints designed so the finish work is true, sharp and clean cut.  All 
forms shall be constructed to permit their removal without marring or damaging the 
concrete.  The forms may be given a slight draft to permit ease of removal. 

Metal form ties of an approved type or a satisfactory substitute shall be used to hold 
forms in place and shall be of a type that permits ease of removal of the metal as 
hereinafter specified. 

All metal appliances used inside of forms for alignment purposes shall be removed to 
a depth of at least 1/2 inch (13 mm) from the concrete surface.  They shall be made so 
the metal may be removed without undue chipping or spalling and when removed, 
shall leave a smooth opening in the concrete surface.  Burning off of rods, bolts or ties 
will not be permitted. 

Any wire ties used shall be cut back at least 1/2 inch (13 mm) from the face of the 
concrete and properly patched. 

Devices holding metal ties in place shall be capable of developing the strength of the 
tie and adjustable to allow for proper alignment. 

Metal and wooden spreaders, which are separate from the forms, shall be removed 
entirely as the concrete is being placed. 

Adequate clean-out openings shall be provided for narrow walls and other locations 
where access to the bottom of the forms is not readily attainable. 

Prior to placing concrete, the facing of all forms shall be treated with oil or other bond 
breaking coating of such composition that it will not discolor or otherwise injuriously 
affect the concrete surface.  Care shall be exercised to prevent coating of the 
reinforcing steel. 

C.    Metal Forms 

The foregoing requirements for timber forms as regards design, mortar-tightness, 
filleted corners, beveled projections, bracing, alignment, removal, reuse and wetting 
shall also apply to metal forms, except that these will not require lining, unless 
specifically indicated on the drawings. 

The thickness of form metal shall be as required to maintain the true shape without 
warping or bulging.  All bolt and rivet heads on the facing sides shall be countersunk.  
Clamps, pins or other connecting devices shall be designed to hold the forms rigidly 
together and to allow removal without injury to the concrete. Metal forms, which do not 
present a smooth surface or line up properly, shall not be used.  Metal shall be kept 
free from rust, grease or other foreign materials. 

 
D.    Form Supports for Overhang Slabs  

 
Form supports which transmit a horizontal force to a steel girder or beam or to a 
prestressed concrete beam will be permitted, but shall not be used unless a structural 
analysis has been made of the affect on the girder or beam and approval is granted by 
the Engineer or designated representative. 
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In normal or skewed spans with standard overhangs not exceeding 3 feet, 1 1/2 inches 
(0.95 meter), beam bracing as shown in the drawings shall be used.  

Spans in which the overhang width exceeds 3 feet, 1 1/2 inches (0.95 meter) will 
require additional support for the outside beams to resist torsion.  Details of the 
Contractor's proposed method of providing additional support shall be included with 
the slab forming plans submitted to the Engineer or designated representative for 
review and approval. 

Holes in steel members for support of overhang brackets may be punched or drilled 
full size or may be torch cut to 1/4 inch (6 mm) under size and reamed full size.  In no 
case shall the holes be burned full size.  The hole shall be left open unless indicated to 
be filled with a button head bolt.  They shall never be filled by welding. 

410S.11 Placing Reinforcement  

 
Reinforcement in concrete structures shall be placed carefully and accurately and rigidly 
supported as provided in Standard Specification Item No. 406S, "Reinforcing Steel".  
Reinforcing steel supports shall not be welded to I-beams or girders or stirrups of 
prestressed concrete beams. 
 
410S.12  Placing Concrete 
 
A. General  

 
Concrete shall not be placed when impending weather conditions would impair the 
quality of the finished work. If conditions of wind, humidity and temperature are such 
that concrete cannot be placed without the potential for shrinkage cracking, the 
concrete should be placed in early morning, at night or on a schedule with more 
favorable weather. When mixing, placing and finishing concrete is scheduled during 
non-daylight hours; the entire placement site should be illuminated to the satisfaction of 
the Engineer or designated representative. 
 
If changes in weather conditions require protective measures after work starts, 
adequate shelter shall be provided to protect the concrete against damage from rainfall 
or from freezing temperatures as outlined in this Item. Operations during rainfall shall 
only be continued if approved by the Engineer or designated representative. Aggregate 
stockpiles shall be covered to the extent necessary to control the moisture conditions in 
the aggregates. 
 
Slab concrete shall be mixed in a plant located off the structure.  Carting or wheeling 
concrete batches over completed slabs will not be permitted until they have aged at 
least 4 full curing days or timber planking placed on top of the slab for the carts to 
traverse along.  Carts shall be equipped with pneumatic tires.  Curing operations shall 
not be interrupted for the purpose of wheeling concrete over finished slabs. 

Exposed concrete surfaces, while still plastic, shall be stamped with an impression 
having the Contractor's name, the month and year.  The stamp shall be of an approved 
design. 
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At least 1 day of curing shall be allowed after the concrete has achieved initial set 
before placing strain on projecting reinforcement to prevent damage to the concrete. 
 
The storing of reinforcing or structural steel on completed roadway slabs generally shall 
be avoided and when permitted, shall be limited to quantities and distribution that will 
not induce excessive stresses. 
 

B. Preparation of Surfaces 
 

All forms, prestressed concrete panels, T-beams and concrete box beams on which 
concrete will be placed shall be thoroughly wetted before the placement of concrete.  
Puddles of excess water shall be removed before placing the concrete. The various 
surfaces shall be in a moist, saturated surface dry condition when concrete is placed on 
or against them. 
 
The subgrade or foundation shall be moist before placing concrete for bridge approach 
slabs or other concrete placed on grade. If dry the subgrade shall be lightly sprinkled. 

 
C.  Placing Temperature 
 

The minimum temperature of all concrete at the time of placement shall not be less 
than 50oF (10oC).  The maximum temperature of any concrete, unless otherwise 
indicated on the drawings, shall not exceed 95oF (35oC) when placed.  The maximum 
temperature of cast-in-place concrete in bridge superstructures, diaphragms, parapets, 
concrete portions of railing, curbs and sidewalks and direct traffic box culverts shall not 
exceed 85oF (30oC) when placed.  Other portions of structures, when indicated on the 
drawings, shall require the temperature control specified. 

For continuous placement of the deck on continuous steel units, the initial set of the 
concrete shall be retarded sufficiently to insure that it remains plastic in not less than 3 
spans immediately preceding the one being placed.  For simple spans, retardation shall 
be required only if necessary to complete finishing operations. 

The consistency of the concrete as placed should allow the completion of all finishing 
operations without the addition of water to the surface.  When conditions are such that 
additional moisture is needed for finishing, the required water shall be applied to the 
surface by fog spray only and shall be held to a minimum amount.  Fog spray for this 
purpose may be applied with hand operated fogging equipment. 

The height of free fall of concrete shall be limited to 5  feet (1.575 meters) to prevent 
segregation. 

 

 

D.  Transporting Time 
  

The maximum time interval between the addition of cement to the batch and the placing 
of concrete in the forms shall not exceed the following: 
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Table 2: Allowable Transportation Times  
Air	or	ConcreteTemperature	

whichever is higher 
Maximum Time
w/o Retarder 

Maximum Time with Retarder 

 *Specific Applications All others 

Non-agitated Concrete   

35oF to 79oF (2oC to 26oC) 45 minutes 45 minutes 45 minutes 

Over 80oF (Over 25oC) 30 minutes 45 minutes 45 minutes 

Agitated Concrete   

90oF (32oC) or above  45 minutes 75 minutes 105 minutes 

75oF to 89oF (24oC to 32oC) 60 minutes 90 minutes 120 minutes 

35oF to 74oF (2oC to 23oC) 90 minutes 120 minutes 150 minutes 

* Specific applications include Bridge decks, cased drilled shafts and slabs of direct 
traffic culverts 

 
The use of an approved retarding agent in the concrete will permit the extension of 
each of the above temperature-time maximums by 30 minutes for bridge decks, top 
slabs of direct traffic culverts and cased drilled shafts and 1 hour for all other concrete 
except that the maximum time shall not exceed 45 minutes for non-agitated concrete. 

E.  Handling and Placing 

The Contractor shall give the Engineer or designated representative sufficient advance 
notice before placing concrete in any unit of the structure to permit the review of forms, 
reinforcing steel placement and other preparations.  Concrete shall not be placed in any 
unit prior to the completion of formwork and placement of reinforcement therein. 

The sequence for placing concrete shall be as indicated on the drawings or as required 
herein.  The placing shall be regulated so the pressures caused by the plastic concrete 
shall not exceed the loads used in the form design. 

The method of handling, placing and consolidation of concrete shall minimize 
segregation and displacement of the reinforcement and produce a uniformly dense and 
compact mass.  Concrete shall not have a free fall of more than 5 feet (1.5 meters), 
except in the case of drilled shafts, thin wall sections such as in culverts, or as allowed 
by other Items.  Any hardened concrete spatter ahead of the plastic concrete shall be 
removed. 

Each part of the forms shall be filled by depositing concrete as near its final position as 
possible.  The coarse aggregate shall be worked back from the face and the concrete 
forced under and around the reinforcement bars without displacing them.  Depositing 
large quantities at one point and running or working it along the forms will not be 
allowed. 

Concrete shall be deposited in the forms in layers of suitable depth but not more than 
36 inches (0.9 meter) in thickness, unless otherwise directed by the Engineer or 
designated representative. 
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Cold joints in a monolithic placement shall be avoided. The sequence of successive 
layers or adjacent portions of concrete shall be such that they can be vibrated into a 
homogeneous mass with the previously placed concrete without a cold joint.  Not more 
than 1 hour (1 ½ hours if a normal dosage of retarding admixture is used) shall elapse 
between adjacent or successive placements of concrete.  Unauthorized construction 
joints shall be avoided by placing all concrete between the authorized joints in one 
continuous operation. 

An approved retarding agent shall be used to control stress cracks and/or authorized 
cold joints in mass placements where differential settlement and/or setting time may 
induce stress cracking, such as on false work, in deep girder stems, etc. 

Openings in forms shall be provided, if needed, for the removal of laitance or foreign 
matter of any kind. 

All forms shall be wetted thoroughly before the concrete is placed therein. 

F.  Consolidation 

All concrete shall be carefully consolidated and the mortar flushed to the form surfaces 
by continuous working with immersion type vibrators.  Vibrators which operate by 
attachment to forms or reinforcement will not be permitted, except on steel forms.  At 
least 1 standby vibrator shall be provided for emergency use in addition to the ones 
required for placement.  For lightweight concrete, vibrators of the high frequency type, 
which produce a minimum of 7000 impulses per minute, will be required. 

The concrete shall be vibrated immediately after deposition.  Prior to the beginning of 
work, a systematic spacing of the points of vibration shall be established to insure 
complete consolidation and thorough working of the concrete around the reinforcement, 
embedded fixtures and into the corners and angles of the forms.  Immersion type 
vibrators shall be inserted vertically, at points 18 to 30 inches (450 to 750 mm) apart 
and slowly withdrawn.  The vibrator may only be inserted in a sloping or horizontal 
position in shallow slabs.  The entire depth of each lift shall be vibrated, allowing the 
vibrator to penetrate several inches (several cms) into the preceding lift. The vibrator 
shall not be used to move the concrete to other locations. In addition the vibrator shall 
not be dragged through the concrete.   Concrete along construction joints shall be 
thoroughly consolidated by operating the vibrator along and close to but not against the 
joint surface.  The vibration shall continue until thorough consolidation and complete 
embedment of reinforcement and fixtures is produced, but not long enough to cause 
segregation.  Vibration may be supplemented by hand spading or rodding, if necessary, 
to insure the flushing of mortar to the surface of all forms. 

G.  Finishing 

From the time of initial strike off until final finish is completed and required interim curing 
is in place, the unformed surfaces of slab concrete in bridge decks and top slab of 
direct traffic culverts and concrete slabs, shall be kept damp, not wet, to offset the 
effects of rapid evaporation of mixing water from the concrete due to wind, temperature, 
low humidity or combinations thereof.  Fogging equipment capable of applying water in 
the form of a fine fog mist, not a spray, will be required.  Fogging will be applied at the 
times and in the manner directed by the Engineer or designated representative. 
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Fogging equipment may be either water pumped under high pressure or a combination 
of air and water, either system in combination with a proper atomizing nozzle.  The 
equipment shall be sufficiently portable for use in the direction of any prevailing winds.  
The equipment shall be adapted for intermittent use to prevent excessive wetting of the 
surfaces. 

Upon completion of the final finish, interim curing will be required for slab concrete in 
bridge decks and top slabs of direct traffic culverts as follows: 
 

(1)  Required water curing shall begin as soon as it can be done without damaging 
the concrete finish. 

 
(2) Unless otherwise indicated on the Drawings, Type 1-D membrane curing 

compound that conforms to TxDoT DMS-4650, “Hydraulic Cement Concrete 
Curing Materials and Evaporation Retardants” shall be applied to the slab 
surface. 

H.  Installation of Dowels and Anchor Bolts 

Dowels and anchor bolts shall be installed by casting them in place or by grouting with 
grout, epoxy, or epoxy mortar unless indicated otherwise on the drawings.  

Holes for grouting shall be formed or drilled. Holes for anchor bolts shall be drilled to 
accommodate the bolt embedment required on the drawings. Holes for dowels shall be 
made at least 12 in. (300 mm) deep unless indicated otherwise on the drawings. When 
grout or epoxy mortar is specified the diameter of the hole shall be at least twice the 
dowel or bolt diameter but shall not exceed the dowel or bolt diameter plus 1 ½ in (38 
mm). When epoxy is specified the hole diameter should be 1/16 to ¼ in. (1.6 to 6.35 
mm) greater than the dowel or bolt diameter. 

Holes for anchor bolts in piers, abutments, bents or pedestals may be drilled or formed 
by the insertion of oiled wooden plugs or metal sleeves in the plastic concrete.  Formed 
holes shall be large enough to permit horizontal adjustments of the bolts.  The bolts 
shall be carefully set in mortar.  In lieu of the above, anchor bolts may be set to exact 
locations when the concrete is placed. 

The holes shall be thoroughly cleaned of all loose material, oil, grease or other bond-
breaking substance and blow them clean with filtered compressed air. When an epoxy 
type material is used the holes shall be in a surface dry condition. When hydraulic 
cement grout is used the holes shall be in a surface moist condition. The void space 
between the hole and the dowel or bolt shall be completely filled with grouting material. 
The requirements for cleaning outlined in the product specification for prepackaged 
systems shall be followed exactly. 

The following should be used as a guide in selection of an appropriate grout, mortar, 
epoxy or epoxy grout. 

Table 3: Guide for Selection of Epoxy, Epoxy Mortar, Grout and Epoxy Grout 

Material Type Recommendation 

Epoxy, Epoxy Mortar or other 
prepackaged Mortar 

As Approved 

Cast-in-place or Grouted system 1 part hydraulic cement, 2 parts sand and 
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sufficient water for desired consistency 

Neat Epoxy Type III epoxy per TxDoT DMS-6100, 
“Epoxies and Adhesives” 

Epoxy Grout Type III epoxy per TxDoT DMS-6100, 
“Epoxies and Adhesives” 

Provide grout, epoxy or epoxy mortar as the binding agent unless otherwise 
indicated on the drawings 

410S.13  Placing Concrete in Cold Weather  

A. General  
 
 The Contractor is responsible for the protection of concrete placed under any and all 

weather conditions and is responsible for producing concrete equal in quality to that 
placed under normal conditions.  Permission given by the Engineer or designated 
representative to allow placement of the concrete during cold weather does not 
relieve the Contractor of the responsibility for producing concrete equal in quality to 
that placed under normal conditions. Concrete placed under adverse weather 
conditions that proves to be unsatisfactory shall be removed and replaced at 
Contractor’ expense. 

 
B.  Cast-in-Place Concrete  
 

Concrete may be placed when the ambient temperature is not less than 35oF (2oC) in 
the shade and rising or above 40oF (4oC).  Concrete shall not be placed when the 
ambient temperature in the shade is below 40oF (4oC) and falling unless approved by 
the Engineer or designated representative. Concrete shall not be placed in contact 
with any material coated with frost or having a temperature less than 32oF (0oC). 

Aggregates shall be free from ice, frost and frozen lumps.  When required, in order to 
produce the minimum specified concrete temperature; the aggregate and/or the water 
shall be heated uniformly, in accordance with the following: 

The water temperature shall not exceed 180oF(82oC) and/or the aggregate 
temperature shall not exceed 150oF(66oC).  The heating apparatus shall heat the 
mass of aggregate uniformly.  The temperature of the mixture of aggregates and 
water shall be between 50oF(10oC) and 85oF(29oC) before introduction of the 
cement. 

All concrete shall be effectively protected as follows: 
 

1.  The temperature of slab concrete of all unformed surfaces shall be maintained at 
50oF(10oC) or above for a period of 72 hours from time of placement and above 
40oF(4oC) for an additional 72 hours. 

2. The temperature at the surface of all concrete in bents, piers, culvert walls, 
retaining walls, parapets, wingwalls, bottom of slabs and other similar forms shall 
be maintained at 40oF(4oC)  or above for a period of 72 hours from time of 
placement. 

3.  The temperature of all concrete, including the bottom slabs of culverts placed on 
or in the ground, shall be maintained above 32oF(0oC)  for a period of 72 hours 
from time of placement. 



 Current Version: September 26, 2012               Previous Versions: 11/13/07, 03/13/06, 09/14/05,   
                                                                                                                        11/17/03, 02/26/02, and 09/30/87 

410S   09/26/12  Page 18           Concrete Structures 

 
Protection shall consist of providing additional covering, insulated forms or other 
means and if necessary, supplementing such covering with artificial heating.  Avoid 
applying heat directly to concrete surfaces. Curing shall be provided during this period 
until all requirements for curing have been satisfied. 

When impending weather conditions indicate the possibility of the need for such 
temperature protection, all necessary heating and covering material shall be on hand 
ready for use before permission is granted to begin placement. 

Sufficient extra test specimens will be made and cured with the placement to ascertain 
the condition of the concrete as placed prior to form removal and acceptance. 

C.  Precast Concrete  
 

A fabricating plant for precast products which has adequate protection from cold 
weather in the form of permanent or portable framework and covering, which protects 
the concrete when placed the forms and is equipped with approved steam curing 
facilities may place concrete under any low temperature conditions provided: 

 
1.  The framework and covering are placed and heat is provided for the concrete and 

the forms within 1 hour after the concrete is placed.  This shall not be construed 
to be 1 hour after the last concrete is placed, but that no concrete shall remain 
unprotected longer than 1 hour. 

2.  Steam heat shall keep the air surrounding the concrete between 50oF (10oC) and 
85oF(29oC) for a minimum of 3 hours prior to beginning the temperature rise, 
which is required for steam curing. 

410S.14  Placing Concrete in Hot Weather  

When the temperature of the air is above 85ºF (29oC), an approved retarding agent will be 
required in all exposed concrete, concrete used in superstructures, top slabs of direct traffic 
culverts and all cased drilled shafts regardless of temperatures.  Concrete mix temperatures 
shall not exceed 90ºF (32oC) except for mixes that include high range water reducers where 
a maximum mix temperature of 100ºF (38oC) will be allowed.   

If the concrete mix temperature is expected to exceed 90ºF (32oC)  (or 100ºF (38oC) in 
mixes with high range water reducers) ice may be utilized to lower the concrete mix 
temperature.  Ice may be added to the concrete mix as a portion by weight of the mix water.  
However the addition of ice shall not exceed 50% of the total mix water weight.   

When weather conditions are such that the addition of ice at 50% of the mix water is not 
sufficient to reduce the concrete mix temperature to an acceptable temperature, concrete 
work shall not be allowed.   

When ice is to be used in hot weather concrete placement, the Contractor shall furnish a 
mix design (Section 4.4 of Standard Specification Item 360S, “Concrete Pavement” and 
Section 6 of Standard Specification Item No. 403S, “Concrete for Structures”) acceptable to 
the Engineer or designated representative for class of concrete specified on the drawings. 

410S.15  Placing Concrete in Water  
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Concrete shall be deposited in water only when indicated on the drawings or with written 
permission of the Engineer or designated representative.  The forms, cofferdams or 
caissons shall be sufficiently tight to prevent any water current passing through the space in 
which the concrete is being deposited.  Pumping will not be permitted during the concrete 
placing nor until it has set for at least 36 hours. 
 
The concrete shall be placed with a tremie, pump or other approved method and shall not 
be permitted to fall freely through the water nor shall it be disturbed after it has been placed.  
Its surface shall be kept approximately level during placement. 
 

The tremie shall be supported or the pump operated so that it can be easily moved 
horizontally to cover all the work area and vertically to control the concrete flow. The lower 
end of the tremie or pump hose shall be submerged in the concrete at all times.  

 
The placing operations shall be continuous until the work is complete. 

For concrete to be placed under water, the concrete mix shall be designed in accordance 
with Standard Specification Item No. 403S, “Concrete For Structures” with a minimum 
cement content of 650 lb. Per cubic yard (10.4 Mg per cubic meter). An anti-wash admixture 
may be included in the mix design as necessary to produce a satisfactory finished product.  

410S.16  Placing Concrete in Superstructure  

A.  General 

Unless otherwise indicated on the drawings, simple span roadway slabs shall be placed 
without transverse construction joints by using a mechanical longitudinal screed or a 
self-propelled transverse finishing machine or a mechanical longitudinal screed.  For 
small placements or unusual conditions such as narrow widening, variable cross-slopes, 
or transitions, manually operated screeding equipment may be used if approved by the 
Engineer or designated representative. 

B.  Transverse Screeding 

Unless otherwise indicated on the drawings, slabs on continuous units shall be placed in 
one continuous operation without transverse construction joints using a longitudinal 
screed or a self-propelled transverse finishing machine.  Rails for transverse finishing 
machines supported from the beams or girders shall be installed so they may be 
removed without damage to the slab.  Bond between removable supports and the 
concrete shall be prevented in a manner acceptable to the Engineer or designated 
representative.  Rail support parts, which remain embedded in the slab, shall not project 
above the upper mat of reinforcing steel.  Rail or screed supports attached to I-beams or 
girders shall be subject to "General Requirements" stated above. Unless indicated 
otherwise on the drawings, the minimum rate of concrete placement is 30 lineal feet 
(9.144 lineal meters) of bridge slab per hour. The concrete shall be deposited parallel to 
the skew of the bridge so that all girders are loaded uniformly along their length. Slab 
concrete shall be deposited between the exterior beam and the adjacent beam before 
placing concrete in the overhang portion of the slab. Personnel and equipment shall be 
furnished that is capable of placing, finishing and curing the slab at an acceptable rate to 
ensure compliance with this Item. Concrete shall be placed in transverse strips. On 
profile grades greater than 1.5 %, placement shall be started at the lower end.  
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C.  Longitudinal Screeding 

The screed shall be adequately supported on a header or rail system sufficiently stable 
to withstand the longitudinal or lateral thrust of the equipment.  Unless otherwise 
indicated on the drawings, temporary intermediate headers will be permitted for 
placements exceeding 50 feet (15.24 meters) in length for the longitudinal screed, 
provided the rate of placement is rapid enough to prevent a cold joint and these headers 
are designed for early removal to permit satisfactory consolidation and finish of the 
concrete at their locations. The slab concrete shall be deposited between the exterior 
beam and the adjacent beam before placing concrete in the overhang portion of the 
slab. 

For longitudinal screeding, concrete shall be placed in longitudinal strips starting at a 
point in the center of the segment adjacent to one side, except as provided herein and 
the strip completed by placing uniformly in both directions toward the ends except that 
for spans on a grade of 1.5 percent or more, placing shall start at the lower end.  The 
width of strips shall be such that the concrete therein will remain plastic until the 
adjacent strip is placed.  Where monolithic curb construction is specified, the concrete 
shall be placed therein in proper sequence to be monolithic with the adjacent 
longitudinal strips of the slabs. 

D.  Placements on Continuous Steel Units 

Unless otherwise indicated on the drawings, slabs on continuous steel units shall be 
placed in a single continuous operation without transverse construction joints using a 
mechanical longitudinal screed or a self-propelled transverse finishing machine. The 
initial set of the concrete shall be retarded sufficiently to ensure that concrete remains 
plastic in at least 3 spans immediately preceding the slab being placed. Construction 
joints shall be used, when required for slab placements on steel beams or girders, as 
shown on the drawings. When staged placement of a slab is specified in the drawings, it 
shall be necessary to ensure that the previously placed concrete attains a compressive 
strength of 3000 psi (20.7 MPa) before placing the next stage concrete. Multiple stages 
may be placed in a single day if approved by the Engineer or designated representative. 
When drawings permit staged concrete placement without specifying a particular order 
of placement, a placing sequence that will not overstress any of the supporting members 
shall be submitted for the approval of the Engineer or designated representative. 

E.  Slab and Girder Units 

Unless indicated otherwise on the drawings, girders, slab and curbs of slab and girder 
spans shall be placed monolithically. Concrete girders shall be filled first, and the slab 
concrete placed within the time limits specified in this Item. If a transverse screed is 
used, the concrete shall be placed in the stem for a short distance and then the concrete 
placed in transverse strips. If a longitudinal screed is used, the concrete shall be placed 
in the outside girder stem first beginning at the low end or side, and then continue the 
concrete placed in longitudinal strips.  

410S.17  Placing Concrete in Concrete Arches  

Concrete shall be placed in arch rings so the loading is kept symmetrical on the falsework.  
The arch rings and ribs shall be placed in one continuous operation unless otherwise 
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indicated on the drawings or permitted by the Engineer or designated representative.  The 
spandrel walls or columns and the beams shall not be placed until the arch is swung.  Floor 
slab, railing, parapet walls, etc., shall not be placed until all spandrels are complete.  Slab 
placement shall be symmetrical about the transverse centerline so the loading of the arch is 
kept approximately symmetrical. 

The placing sequence shall be as indicated on the drawings. 

410S.18  Placing Concrete in Box Culverts  

In general, construction joints will be permitted only where indicated on the drawings. 

Where the top slab and walls are placed monolithically in culverts more than 4 feet (1.22 
meters) in clear height, an interval of not less than 1 nor more than 2 hours shall elapse 
before placing the top slab to allow for settlement and shrinkage in the concrete wall. 
 
The base slab shall be trowel finished accurately at the proper time to provide a smooth 
uniform surface.  Top slabs, which carry traffic, shall be finished as specified for roadway 
slabs in "Finish of Roadway Slabs", below.  Top slabs of fill type culverts shall be given a 
reasonably smooth float finish. 

410S.19  Placing Concrete in Foundations and Substructure  

Concrete shall not be placed in footings until the depth and character of the foundation has 
been inspected by the Engineer or designated representative and permission has been 
given to proceed. 

Placing of concrete footings upon seal courses will be permitted after the caissons or 
cofferdams are free from water and the seal course cleaned.  Any necessary pumping or 
bailing during the concrete placement shall be done from a suitable sump located outside 
the forms. 

All temporary wales or braces inside cofferdams or caissons shall be constructed or 
adjusted as the work proceeds to prevent unauthorized construction joints in footings or 
shafts. 

When footings can be placed in a dry excavation without the use of cofferdams or caissons, 
forms may be omitted if desired by the Contractor and approved by the Engineer or 
designated representative and the entire excavation filled with concrete to the elevation of 
the top of footing. 

Concrete in columns shall be placed monolithically unless otherwise indicated on the 
drawings.  Columns and caps and/or tie beams supported thereon may be placed in the 
same operation or separately.  To allow for settlement and shrinkage of the column 
concrete, it shall be placed o the lower level of the cap or tie beam and placement delayed 
for not less than 1 hour nor more than 2 before proceeding with the cap or tie beam 
placement. 

410S.20  Treatment and Finishing of Horizontal Surfaces Except Bridge Slabs  
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All unformed upper surfaces shall be struck off to grade and finished.  The use of mortar 
topping for surfaces under this classification will not be permitted. 

After the concrete has been struck off, the surface shall be floated with a suitable float.  
Bridge sidewalks shall be given a wood float or broom finish or may be striped with a brush 
as specified by the Engineer or designated representative. 

The tops of caps and piers between bearing areas shall be sloped slightly from the center 
toward the edge and the tops of abutments and transition bents sloped from the back wall to 
the edge, as directed by the Engineer or designated representative, so that water will drain 
from the surface. The concrete shall be given a smooth trowel finish. Bearing areas for steel 
units shall be constructed in such a manner to have a full and even bearing upon the 
concrete.  When the concrete is placed below grade, bearing areas may be raised to grade 
on beds of Portland cement mortar consisting of 1 part cement, 2 parts sand and a minimum 
amount of water. 

Bearing seat buildups or pedestals for concrete units shall be cast integrally with the cap or 
with a construction joint. The construction joint area under the bearing shall have the 
surface roughened thoroughly as soon as practical after initial set is obtained.  The bearing 
seat buildups shall be placed using a latex based grout, an epoxy grout, or an approved 
proprietary bearing mortar,  mixed in accordance with the manufacturer's recommendation.  
Pedestals shall be placed using Class C concrete, reinforced as indicated on the drawings. 
 
The bearing area under the expansion end of concrete slabs and slab and girder spans 
shall be given a steel-trowel finish to the exact grades required on the drawings. Bearing 
areas under elastomeric bearing pads or nonreinforced bearing seat buildups shall be given 
a textured wood float finish. The bearing area shall not vary from a level plane more than 
1/16 in. (1.6 mm) in all directions. 

410S.21  Finish of Bridge Slabs  

In all roadway slab-finishing operations, camber for specified vertical curvature and 
transverse slopes shall be provided. 

For concrete flat slab and concrete slab and girder spans cast in place on falsework, an 
additional amount of camber shall be provided to offset the initial and final deflections of the 
span indicated in the drawings.  For concrete slab and girder spans using pan forms, a 
camber of approximately 3/8 in. for 30 ft. (9.5 mm for 9.14 meter) spans and ½ in. for 40 ft. 
(12.7 mm for 12.19 meter) spans shall be provided to offset initial and final deflections 
unless otherwise directed by the Engineer or designated representative. When dead load 
deflection requirements for concrete flat slab and concrete slab and girder spans not using 
pan forms is not indicated on the drawings, the additional amount of camber shall be 1/8 
inch per 10 foot (3.2 mm per 3 meter) of span length but not to exceed 1/2 inch (12.7 mm). 

Bridge slabs supported on prestressed concrete beams, steel beams or girders shall receive 
no additional camber, except that for slabs without vertical curvature, the longitudinal 
camber shall be approximately 1/4 inch (6.35 mm). 

Work bridges or other suitable facilities shall be provided from which to perform all finishing 
operations and to provide access, if necessary, for the Engineer or designated 
representative to check measurements for slab thickness and reinforcement cover. 
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As soon as the concrete has been placed and vibrated in a section of sufficient width to 
permit working, the surface shall be struck off, leveled and screeded, carrying a slight 
excess of concrete ahead of the screed to insure filling of all low spots.  The screed shall be 
designed rigid enough to hold true to shape and shall have sufficient adjustments to provide 
for the required camber.  A vibrating screed shall be used in all slabs more than 20 feet (6.1 
meters) in width.  A vibrating screed may be used if heavy enough to prevent undue 
distortion.  The screeds shall be provided with a metal edge. 

Longitudinal screeds shall be moved across the concrete with a saw like motion while their 
ends rest on headers or templates set true to the roadway grade or on the adjacent finished 
slab. The transverse screeds shall be moved longitudinally approximately 1/5 of the drum 
length for each complete out-and-back pass of the carriage. 

The surface of the concrete shall be screeded a sufficient number of times and at such 
intervals to produce a uniform surface, true to grade and free of voids.  If necessary, the 
screeded surface shall be worked to a smooth finish with a long handled wood or metal float 
of the proper size or hand floated from bridges over the slab. Floating may not be necessary 
if the pan float attached to a transverse screed produces an acceptable finish. Overworking 
the concrete surface and overuse of finish water shall be avoided. 

The Contractor shall perform in the presence of the Engineer or designated representative 
sufficient checks with a long handled 16-foot (5 meter) straightedge on the plastic concrete 
to insure that the final surface will be within the specified tolerances.  The check shall be 
made with the straightedge parallel to the centerline.  Each pass thereof shall lap half of the 
preceding pass.  All high spots shall be removed and all depressions over 1/16 inch (1.6 
mm) in depth shall be filled with fresh concrete and floated.  The checking and floating shall 
be continued until the surface is true to grade and free of depressions, high spots, voids or 
rough spots. 

Screed-rail support holes shall be filled with concrete and finished to match the top of the 
slab. 
 
The concrete surface shall be finished to a uniform texture using a carpet drag, burlap drag 
or broom finish.  The surface shall be finished to a smooth sandy texture without blemishes, 
marks or scratches deeper than 1/16 inch (1.6 mm). The surface texturing shall be applied 
using a work bridge or platform immediately after completing the straightedge checks. The 
carpet or burlap drag shall be drug longitudinally along the concrete surface, adjusting the 
surface contact area or pressure to provide a satisfactory coarsely textured surface. A 
broom finish may be performed using a fine bristle broom transversely. 

The concrete surface shall be coated immediately after the carpet or burlay drag, or broom 
finish with a single application of evaporation retardant at a rate recommended by the 
manufacturer. The time between the texturing at any location and subsequent application of 
evaporation retardant shall not exceed 10 minutes. The evaporation retardant may be 
applied using the same workbridge used for surface texturing. The concrete surface shall 
not be worked once the evaporation retardant has been applied. 

Interim and final curing shall be applied in accordance with Section P410S.23, “Curing 
Concrete”. 

The Contractor is responsible for the ride quality of the finished bridge slab. The Engineer or 
designated representative will use a 10-ft. (3.05 meter) straightedge to verify ride quality [1/8 
in. or less in 10 ft (3.2 mm or less in 3.05 meters)] and to determine locations where 
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corrections are needed. If the Engineer or designated representative determines that the 
ride quality is unacceptable, then the Contractor shall submit to the Engineer or designated 
representative for approval a plan to produce a ride of acceptable quality.  All corrections for 
ride-quality shall be made before saw-cutting grooves. 

At the option of the Contractor or when indicated on the drawings, the hardened concrete 
surface of bridge slabs, bridge approach slabs and direct-traffic culverts shall be given its 
final texture by saw grooving to meet the above requirements after completion of the 
required curing period. Grooves shall be cut perpendicular to the structure centerline. The 
grooves shall be cut continuously across the slab to within 18 in. (450 mm) of the barrier rail, 
curb or median divider. At skewed metal expansion joints in bridge slabs, groove cutting 
shall be adjusted by using narrow-width cutting heads so that all grooves end within 6 in. 
(150 mm) of the joint, measured perpendicular to the centerline of the metal joint. There 
should not be any ungrooved surface wider than 6 in. (150 mm) adjacent to either side of 
the joint. The minimum distance to the first groove, measured perpendicular to the edge of 
the concrete joint or from the junction between the concrete and the metal leg of the joint 
shall be 1 in. (25 mm), Grooves shall be continuously cut across construction joints or other 
joints in the concrete that are less than ½ in. (13 mm) wide. The same procedure described 
above shall be used where barrier rails, curbs or median dividers are not parallel to the 
structure centerline in order to maintain the 18-in. (450-mm) maximum dimension from the 
end of the grooves to the gutter line. The grooves shall be cut continuously across formed 
concrete joints. 

When the plans require that a concrete overlay be placed on the slab (new construction) or 
on prestressed concrete box beams or other precast elements, a carpet drag, burlap drag or 
broom finish shall be given to all concrete surfaces to be overlaid. Saw grooving is not 
necessary in this case. An average texture depth for the finish of approximately 0.035 in. 
(0.9 mm) shall be provided with no individual test falling below 0.020 in. (0.5 mm), unless 
otherwise indicated on the drawings, when tested in accordance with TxDoT’s Tex-436-A, 
“Measurement of Texture Depth by the Sand Patch Method”. If the texture depth falls below 
what is specified, the finishing procedure shall be revised to produce the desired texture. 
 
When the drawings require an asphalt seal with or without overlay on the slab (new 
construction), on prestressed concrete box beams or on other precast elements, all 
concrete surfaces to be covered shall be given a lightly textured broom or carpet drag finish, 
similar to a sidewalk finish having an average texture depth of approximately 0.025 inch 
(0.635 mm), when tested in accordance with TxDoT’s Tex-436-A, “. 

 

 

410S.22  Placing Survey Monuments  

The Contractor shall obtain City Survey Monuments, for a fee of 10 dollars, from the 
Department of Public Works, Construction Inspection Division.  Monuments shall be 
embedded in freshly poured concrete at locations indicated on the drawings and accessible 
to survey equipment at the completion of the project.  The monuments shall be installed 
flush with the adjacent concrete. 

410S.23  Curing Concrete  
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The Contractor shall inform the Engineer or designated representative fully of the methods 
and procedures proposed for curing, shall provide the proper equipment and material in 
adequate amounts and shall have the proposed method, equipment and material approved 
by the Engineer or designated representative prior to placing concrete. 

Inadequate curing and/or facilities therefore shall be cause for the Engineer or designated 
representative to notify the Contractor, in writing, that the work is unsatisfactory and the 
concrete will have to be removed and replaced. 

All concrete shall be cured for a period of 4 curing days except as noted herein. A curing 
day is a calendar day when the temperature, taken in the shade away from artificial heat is 
above 50oF (10oC) for at least 19 hours or on colder days if the temperature of all surfaces 
of the concrete is maintained above 40oF (4oC) for the entire 24 hours. The required curing 
shall begin when all concrete has attained its initial set. TxDoT’s Tex-440-A, “Initial Time-of-
Set of Fresh Concrete” may be used to establish when the concrete has attained its initial 
set. 

Table 4:  Exceptions to 4-Day Curing 
 

Description	 Type	of	Cement	 Required	Curing	Days	

Upper Surfaces of Bridge 
Slabs,  Top Slabs of 
Direct Traffic Culverts 
and Concrete Overlays 

I or II 8 

II or I/II 10 

All types with 
supplementary cementing 

materials 

 

10 

Concrete Piling buildups   6 
 

For upper surfaces of bridge slabs, bridge support slabs, median and sidewalk slabs and 
culvert top slabs constructed using Class S Concrete (Standard Specification Item No. 
403S, “Concrete for Structures”) interim curing using a Type 1-D curing compound shall be 
applied as soon as possible after application of the evaporation retardant and after the 
water sheen has disappeared, but no more than 45 minutes after application of the 
evaporation retardant. Membrane interim curing shall be applied using a work bridge or 
other approved apparatus to ensure a uniform application. Final curing with water cure in 
accordance with this section shall start as soon as possible without damaging the surface 
finish. Water curing shall be maintained for the duration noted in the table above. 
Polyethylene sheeting, burlap-polyethylene blankets, laminated mats or insulating curing 
mats shall be placed in direct contact with the slab when the ambient temperature is 
expected to drop below 40oF (4oC) during the first 72 hours of the curing period. The curing 
materials will be weighed down with dry mats to maintain direct contact with the concrete 
and to provide insulation against cold weather. Supplemental heating or insulation may be 
required in cold and wet weather if the insulating cotton mats become wet or if the concrete 
temperature drops below the specified curing temperature. Application of heat directly to 
concrete surfaces shall be avoided. 

For the top surface of any concrete unit upon which concrete is to be placed and bonded at 
a later date (i.e. stub walls, risers, etc.), only water-cure in accordance with this Section 
shall be used. 

All other concrete shall be cured as specified in pertinent Items. 
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The following methods are permitted for curing concrete subject to the restrictions of this 
Item . 
 
A.  Form Curing  

 
When forms are left in intimate contact with the concrete, other curing methods will not 
be required except for exposed surfaces and for cold weather protection. 

When forms are striped before the 4-day minimum curing time has elapsed, curing 
shall continue by an approved method. 

 
B.  Water Curing  

 
All exposed surfaces of the concrete shall be kept wet continuously for the required 
curing time.  The water used for curing shall meet the requirements for concrete mixing 
water as indicated in Item No. 403S, "Concrete for Structures".  Seawater will not be 
permitted.  Water, which stains or leaves an unsightly residue, shall not be used. 

 
1.  Wet Mats 

 
Wet cotton mats placed in direct contact with the slab shall be maintained for the 
required curing time.  If needed damp burlap blankets made from 9-ounce (255 
gm) stock may be placed on the damp concrete surface for temporary protection 
prior to the application of the cotton mats, which may be placed dry and wetted 
down after placement. 

 
The mats shall be weighted down adequately to provide continuous contact with 
all concrete surfaces where possible.  The surfaces of the concrete shall be kept 
wet for the required curing time.  Surfaces, which cannot be cured by contact, 
shall be enclosed with mats, anchored positively to the forms or to the ground, so 
that outside air cannot enter the enclosure.  Sufficient moisture shall be provided 
inside the enclosure to keep all surfaces of the concrete wet. 

 
2.  Water Spray 

 
This method shall consist of overlapping sprays or sprinklers that keep all 
unformed surfaces continuously wet. 

 
3.  Ponding 

 
This method requires the covering of the surfaces with a minimum of 2 inches (50 
mm) of clean granular material, kept wet at all times or a minimum of 1 inch (25 
mm) depth of water. Satisfactory provisions shall be made to provide a dam to 
retain the water or saturated granular material. 

C.  Membrane Curing  

Unless otherwise indicated on the drawings, either Type 1-D or Type 2 membrane 
curing compound may be used where permitted except that Type 1-D (Resin Base 
Only) will be permitted for slab concrete in bridge decks and top slabs of direct traffic 
culverts and all other surfaces that require a higher grade of surface finish. For 
substructure concrete, only one Type of curing compound will be permitted on any one 
structure.   

 
TABLE 5 
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 REQUIRED PERMITTED 

STRUCTURE UNIT DESCRIPTION Water 
 for 

Complete 
Curing 

Membrane 
for 

Interim 
Curing 

Water  
for 

Complete 
Curing 

Membrane 
for 

Complete 
Curing 

1. Upper surfaces of Bridge Roadway, 
Median and Side walk Slabs, Top 
Slabs of Direct Traffic, and Culverts. 

X X 

(resin base)

  

2.Top Surface of any Concrete Unit 
upon which Concrete is to be placed 
and bonded at a later interval (Stub 
Walls, Risers, etc.). Other Super-
structure Concrete (curbs, wing- 
walls, Parapet Walls, etc.). 

X  *X *X 

3. Top Surface of Precast and/or Pre-
stressed Piling. 

X X   

4. All Substructure Concrete Culverts. 
Box Sewers, Inlets, Manholes, 
Retaining Walls, Riprap. 

   

*X 

 

*X 
 

* Polyethylene Sheeting, Burlap-Polyethylene Mats or Laminated Mats in close 
intimate contact with the concrete surfaces, will be considered equivalent to 
water or membrane curing for items under 4. 

The membrane curing shall be applied just after free moisture has disappeared in a 
single, uniform coating at the rate of coverage recommended by the manufacturer and 
as approved by the Engineer or designated representative, but not less than 1 gallon 
per 180 square feet (1 liter per 4.4 square meters) of area.  Tests for acceptance shall 
be at this specified rate. 
 

Membrane curing shall not be applied to dry surfaces, but shall be applied just after free 
moisture has disappeared.  Formed surfaces and surfaces which have given a first rub 
shall be dampened and shall be moist at the time of application of the membrane. 

When membrane is used for complete curing, the film shall remain unbroken for the 
minimum curing period specified.  Membrane, which is damaged, shall be corrected 
immediately by reapplication of membrane.  Polyethylene sheeting, burlap-polyethylene 
mats or laminated mats in close intimate contact with the concrete surfaces, will be 
considered equivalent to membrane curing. Unless otherwise indicated on the drawing, 
the choice of membrane type shall be at the option of the Contractor, except that the 
Engineer or designated representative may require the same curing method for like 
portions of a single structure. 

410S.24    Removal of Forms and Falsework  

Unless otherwise indicated on the drawing, forms for vertical surfaces may be removed 
when the concrete has aged 12 hours after initial set, provided it can be done without 
damage to the concrete. Forms for mass concrete placements shall be maintained in place 
for 4-days following concrete placement. Mass placements are defined as concrete 
placements with a least dimension greater than equal to 5 ft. (1.575 meters), or those 
designated as such on the drawings. 
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Forms for inside curb faces may be removed in approximately 3 hours provided it can be 
done without damage to the curb. 

Unless indicated otherwise on the drawings weight supporting forms and falsework 
spanning more than 1 ft. (300 mm) for structures, bridge components and culvert slabs shall 
remain in place until the concrete has attained a minimum compressive strength of 2500 psi 
(17.25 MPa).  Forms for other structural components may be removed as specified by the 
Engineer or designated representative. 

Inside forms (walls and top slabs) for inlets, box culverts and sewers may be removed after 
the concrete has attained a minimum compressive strength of 1800 psi (12.4 MPa), 
provided an overhead support system, approved by the Engineer or designated 
representative, is used to transfer the weight (mass) of the top slab to the walls of the box 
culvert or sewer before the support provided by the forms is removed. 

If all test cylinders made for the purpose of form removal have been broken without attaining 
the required strength, forms shall remain in place for a total of 14 curing days. 

The above provisions relative to form removal shall apply only to forms or parts thereof 
which are constructed to permit removal without disturbing forms or falsework required to be 
left in place for a longer period on other portions of the structure. 

Remove all metal appliances used inside forms for alignment shall be removed to a depth of 
at least ½ in. (13 mm) from the concrete surface. The appliances shall be manufactured to 
allow the removal without undue chipping or spalling of the concrete, and so that it leaves a 
smooth opening in the concrete surface when removed. Rods, bolts and ties shall not be 
burned-off. 

Backfilling against walls of Type I or Type II cement shall not take place for a minimum of 7 
days.  Backfilling against walls of Type III cement shall not take place until the cylinder 
compressive strength has reached 3000 psi (20.7 MPa) or the wall has cured for 5 days. 

All forms and falsework shall be removed unless indicated otherwise on the drawings. 

410S.25  Defective Work  

Any defective work discovered after the forms have been removed shall be repaired as soon 
as possible in accordance with "Finishing Exposed Surfaces", below. 
 
If the surface of the concrete is bulged, uneven or shows excess honeycombing or form 
marks, which in the opinion of the Engineer or designated representative, cannot be 
repaired satisfactorily, the entire section shall be removed and replaced at the expense of 
the Contractor. 

410S.26  Finishing Exposed Surfaces 

A.  Ordinary Surface Finish  
 

An Ordinary Surface Finish shall be applied to all concrete surfaces either as a final 
finish or preparatory to a higher grade or class of finish.  Higher grades and classes of 
finish shall conform to Item No. 411S, "Surface Finishes for Concrete".  Where neither a 
grade or class of finish is specified, an Ordinary Surface Finish only, will be required. 
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Ordinary Surface Finish shall be provided as follows: 

1.  After formal removal, all porous, honeycombed areas and spalled areas shall be 
corrected by chipping away all loose or broken material to sound concrete. 

2.  Featheredges shall be eliminated by saw-cutting and chipping spalled areas to a 
depth at least ½ in. (13 mm) deep perpendicular to the surface.  Shallow cavities 
shall be repaired using a latex adhesive grout, cement mortar or epoxy grout 
approved by the Engineer or designated representative.  If judged repairable by 
the Engineer or designated representative, large defective areas shall be 
corrected using concrete or other material approved by the Engineer or 
designated representative. 

3.  Holes and spalls caused by removal of form ties, etc., shall be cleaned and filled 
with latex adhesive grout, cement mortar or epoxy grout approved by the 
Engineer or designated representative.  Only the holes shall be filled. The patch 
shall not be blended with the surrounding concrete. On surfaces to receive a rub 
finish in accordance with Standard Specification Item No. 411S, “Surface Finishes 
for Concrete” the exposed parts of metal chairs shall be chipped out to a depth of 
1/2 inch (13 mm) and the surface repaired. 

4. All fins, runs, drips or mortar that will be exposed shall be removed from surfaces.  
Form marks and chamfer edges shall be smoothed by grinding and/or dry 
rubbing. 

5.  Grease, oil, dirt, curing compound, etc., shall be removed from surfaces requiring 
a higher grade of finish.  Discolorations resulting from spillage or splashing of 
asphalt, paint or other similar material shall be removed. 

6.  Repairs shall be dense, well bonded and properly cured and when made on 
surfaces, which remain exposed and do not require a higher finish, shall be 
finished to blend with the surrounding concrete. 

Unless otherwise indicated on the drawings Ordinary Surface Finish shall be the final 
finish for the following exposed surfaces:  

1.  inside and top of inlets,  

2.  inside and top of manholes,  

3.  inside of sewer appurtenances,  

4.  inside of culvert barrels,  

5.  bottom of bridge decks between beams or girders,  

6.  vertical and bottom surfaces of interior concrete beams or girders. 

B.  Rubbed Finish  

In general, the following areas shall require a rubbed finish and shall receive a first and 
second rubbing: 

 
1.   The top, exterior and roadway facia of curbs and parapet walls. 

2.   All concrete surfaces of railing. 

3.   The exterior vertical facia of slab spans, rigid frames, arches and box girders. 

4. The outside and bottom surfaces of facia beams or girders (except precast 
concrete beams). 
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5. The underside of overhanging slabs to the point of juncture of the supporting 
beams. 

6. All vertical surfaces of piers, columns, bent caps, abutments, wing walls and 
retaining walls which are exposed to view after all backfill and embankments is 
placed. 

7. Exposed formed surfaces of inlet and outlet structures on culverts, transition 
structures, headwalls and inlets. 

8.  Such other surfaces specified elsewhere to receive a rubbed finish and such 
additional surfaces required by the Engineer or designated representative to 
receive a rubbed finish. 

After removal of forms and as soon as the mortar used in pointing has set sufficiently, 
surfaces to be rubbed shall be wet with a brush and given a first surface rubbing with a 
medium coarse carborundum stone.  This rubbing shall be done before the concrete 
has cured more than 48 hours. 

The second rubbing shall present a cleaned uniform appearance free from drip marks 
and discoloration.  It shall be given with a No.30 carborundum stone or an abrasive of 
equal quality. 

If the Contractor elects to use epoxy paint in lieu of the second rubbings the Contractor 
may do so upon approval of the Engineer or designated representative. 

C.  Special Surface Finishes  
 

Striated, exposed aggregate and other special surface finishes shall conform to 
Standard Specification Item No. 411S, "Surface Finishes for Concrete" and/or with the 
requirements indicated on the drawings. 

410S.27  Measurement and Payment  

No direct measurement or payment will be made for the work to be done or the equipment 
to be furnished under this item, but shall be included in the unit price bid for the item of 
construction in which this item is used. 
 
End 

 
 

SPECIFIC CROSS REFERENCE MATERIALS 
Standard Specification Item 410S, “Concrete Structures”  

City of Austin Standard Specification Items 
Designation  Description 
Item No. 360S  Concrete Pavement 
Item No. 401S Structural Excavation and Backfill 
Item No. 403S Concrete for Structures 
Item No. 406S Reinforcing Steel 
Item No. 411S Surface Finishes for Concrete 
Item No. 413S Cleaning and/or Sealing Joints and Cracks (PC Concrete) 
Item No. 425S Prestressed Concrete Structures 
 
U.S. Department of Commerce Voluntary Product Standard, PS 1 
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American Concrete Institute 
Designation  Description 
ACI 347 Guide to Formwork for Concrete 

American Society for Testing and Materials (ASTM) 
Designation  Description 
ASTM D-994 Preformed Expansion Joint Filler for Concrete (bituminous Type) 
ASTM D-1751 Prefprmed Expansion  Joint Filler for Concrete Paving and Structural 

Construction (Nonextruding and Resilient Bituminous Types) 
ASTM D-1752 Prefprmed Sponge Rubber and Cork Expansion Joint Fillers for 

Concrete Paving and Structural Construction 

Texas Department of Transportation: Departmental Material Specifications 
Designation  Description 
DMS-4640 Chemical Admixtures for Concrete 
DMS-4650 Hydraulic Cement Concrete Curing Materials and Evaporation 

Retardants” 
DMS-6100 Epoxy and Adhesives 
DMS-6160 Waterstops, Nylon Reinforced Neoprene Sheet, and Elastomeric 

Pads 
DMS-6310 Joint Materials and Fillers 

 

Texas Department of Transportation: Manual of Testing Procedures 
Designation    Description 
Tex-436-A Measurement of Texture Depth by the Sand Patch Method 
Tex-440-A Initial Time-of-Set of Fresh Concrete 

 

RELATED CROSS REFERENCE MATERIALS 
Standard Specification Item 410S, “Concrete Structures” 

American Society for Testing and Materials, ASTM 
Designation      Description 
A 36/A 36M Carbon Structural Steel 
A 82 Steel Wire, Plain, for Concrete Reinforcement 
A 185 Steel Welded Wire Fabric, Plain, for Concrete Reinforcement 
A 496 Steel Wire, Deformed, for Concrete Reinforcement 
A 497 Steel Welded Wire Fabric, Deformed, for Concrete Reinforcement 
A 615/A 615M Deformed and Plain Billet-steel Bars for Concrete Reinforcement 
A 675/A 675M Steel Bars, Carbon, Hot-Wrought, Special Quality, Mechanical 

Properties 
A 706/A 706M Low- Alloy Steel Deformed and Plain Bars for Concrete 

Reinforcement 
A 775/A 775M Epoxy-Coated Reinforcing Steel Bars 
A 884/A 884M Epoxy-Coated Steel Wire and Welded Wire Fabric For Reinforcement 
A 934/A 934M Epoxy-Coated Prefabricated Reinforcing Steel Bars 
A 996/A 996M Rail-Steel and Axle-Steel Deformed Bars for Concrete Reinforcement 
D3963/D3963M Fabrication and Jobsite Handling of Epoxy-coated Reinforcing Steel Bars 
Texas Department of Transportation: Manual of Testing Procedures 
Designation      Description 
Tex-739-I Sampling and Testing Epoxy Coated Reinforcing Steel 
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City of Austin Standard (Details) 
Designation  Description 
Standard 406S-1  Reinforced Steel Tolerances 

Texas Department of Transportation: Departmental Material Specifications 
Designation  Description 
DMS 8130  Epoxy Powder Coating for Reinforcing Steel 

City of Austin Standard Specification Items 
Designation  Description 
Item No. 404S  Pneumatically Placed Concrete 
Item No. 407S  Fibrous Concrete 
Item No. 414S  Concrete Retaining Walls 
Item No. 420S   Drilled Shaft Foundations 

Texas Department of Transportation: Standard Specifications for Construction and 
Maintenance of Highways, Streets, and Bridges 
Designation           Description 
Item No. 360  Concrete Pavement 
Item No. 420  Concrete Structures 
Item No. 421   Hydraulic Cement Concrete 
Item No. 422  Reinforced Concrete Slab 
Item No. 423  Retaining Walls 
Item No.  440 Reinforcing Steels 
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Item No. 503S 

                                                                                Frames, Grates, Rings and Covers 

503S.1  Description 

This item shall govern furnishing and installation of frames, grates, rings and covers for 
inlets, manholes and other structures indicated on the Drawings. 
 
This specification is applicable for projects or work involving either inch-pound or SI units.  
Within the text, the inch-pound units are given preference followed by SI units shown 
within parentheses. 

503S.2  Submittals 

The submittal requirements of this specification item include manufacturer, model 
number, description, painting requirements and characteristics of frames, grates, rings, 
covers, height adjustment insert and nuts and bolts required for completion of the work. 

503S.3  Materials 

The Contractor shall submit descriptive information and evidence that the materials and 
equipment the Contractor proposes for incorporation in the Work is the kind and quality 
that satisfies the specified functions and quality.  The City of Austin Water and 
Wastewater Utility Standard Products Lists (SPLs) form a part of these Specifications.  
Contractors may, when appropriate, elect to use products from the SPLs; however, 
submittal to the Engineer or designated representative is still required.  If the Contractor 
elects to use any materials from these lists, each product shall be completely and clearly 
identified by its corresponding SPL number when making the product submittal.  
 
The purpose of the SPLs is to expedite the review by the Engineer or designated 
representative and, if necessary, the City of Austin Water and Wastewater Utility 
Standard Products Committee of Contractor product submittals.  The SPL’s should not be 
interpreted as being a pre-approved list of products necessarily meeting the requirements 
for a given construction Project.  Items contained in the SPL cannot be substituted for 
items that are shown on the Drawings, called for in the specifications, or specified in the 
Bidding Requirements, Contract Forms and Conditions of Contract, unless approved by 
the Engineer or designated representative in conjunction with the Water and Wastewater 
Utility Standard Products Committee.  The Standard Product List current at the time of 
plan approval will govern. 

A.  Welded Steel 

Welded steel grates and frames shall conform to the number; size, dimensions and 
details indicated on the Drawings and shall be welded into an assembly in 
accordance with those details.  Steel shall conform to the requirements of ASTM A 
36/A 36M, “Specification for Structural Steel”. 

 



 PRESENT VERSION: 2/17/2000       REPLACES PREVIOUS VERSION: 8/23/96 
 

 503S       02/17/00 Page 2     Frames, Grates, Rings and Covers 

B.  Castings 

Castings, whether Carbon-Steel, Gray Cast Iron or Ductile Iron shall conform to the 
shape and dimensions indicated on the Drawings and shall be clean substantial 
castings, free from sand or blowholes or other defects.  Surfaces of the castings shall 
be free from burnt on sand and shall be reasonably smooth.  Runners, risers, fins and 
other cast on pieces shall be removed from the castings and such areas ground 
smooth.  Bearing surfaces between manhole rings and covers or grates and frames 
shall be cast or machined with such precision that uniform bearing shall be provided 
throughout the perimeter area of contact.  Pairs of machined castings shall be 
matchmarked to facilitate subsequent identification at installation with the exception of 
water and wastewater manhole and valve castings.  These manhole and valve 
castings shall be fabricated with such draft, tolerances, bolt hole spacing, etc., that all 
rings and covers of a particular type or class are interchangeable and match-marking 
will not be required. 
 
Steel castings shall conform to ASTM A 27/27M, “Specifications for Steel Castings, 
Carbon, for General Application”.  Grade 70-36 (480-250) shall be furnished unless 
otherwise specified on the Drawings. 
 
Cast iron castings shall conform to ASTM A 48, “Specification for Gray Iron Castings”, 
Class 30. 
 
Ductile Iron castings shall conform to ASTM A 536, “Specification for Ductile Iron 
Castings”.  Grade 60-40-18 (415-275-125) shall be used unless otherwise indicated 
on the Drawings. 

C.  Manhole Cover Riser Rings 

Height-adjustment inserts for wastewater manhole rings, which are used for raising 
standard manhole covers, shall be those models listed in Water and Wastewater 
Standard Products List item QPL WW-330. 

D.   Nuts and Bolts 

Nuts and bolts shall be hex head 5/8” x 2.5” (16 mm x 63.5 mm) #11 National Coarse 
Thread, Type 316 stainless steel.  For bolted manhole covers, a thin film of an 
approved "Anti-freeze" compound, approved by the Engineer or designated 
representative, shall be applied to all bolts. 

E.  Mortar 

Unless otherwise specified or approved by the Engineer or designated representative, 
the mortar for bedding castings shall consist of one (1) part Portland cement and 
three (3) parts sand and sufficient water to provide the desired consistency.  The 
gradation of the fine aggregate shall meet the requirements for Grade No. 1, Item No. 
403, "Concrete for Structures". 

503S.4  Construction Methods 

Frames, grates, rings and covers shall be constructed of the specified materials in 
accordance with the details indicated on the Drawings or in the City of Austin Standard 
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Details.  The Frames, grates, rings and covers shall be placed carefully to the lines or 
grades indicated on the Drawings or as directed by the Engineer or designated 
representative. 
 
All welding shall conform to the requirements of the ANSI/AWS Structural Welding Code  
D1.1.  Welded frames, grates, rings and covers shall be given 1 coat of a commercial 
grade red lead oil paint and 2 coats of commercial grade aluminum paint.  All coats shall 
be a minimum of 1.5 mils (0.4 mm), dry. 
 
Painting of gray iron castings will not be required, except when used in conjunction with 
structural steel shapes. 

503S.5 Measurement and Payment 

Frames, grates, rings and covers will not be measured and payment for furnishing all 
materials, tools, equipment, labor and incidentals to complete the Work will be included in 
the Bid Items which constitute the complete structures. 
 
End 

 
 
 

SPECIFIED Cross Reference Materials 
Standard Specification Item Number 503S, "Frames, Grates, Rings and Covers" 

 
City of Austin Standard Specifications 
Designation                 Description                  
Item No. 403S   Concrete for Structures 
 
City of Austin Water and Wastewater Standard Products List  
Designation                 Description 
QPL WW-330              Manhole Cover Riser Rings for raising City of Austin Standard 

Manhole Covers 
 
American Society for Testing Materials (ASTM) 
Designation                 Description                  
A36/A36M                   Specification for Structural Steel 
A27/A27M                   Specification for Steel Castings, Carbon, for General Application 
A48                            Specification for Gray Iron  Castings 
A536                           Specification for Ductile Iron Castings 
 
ANSI/AWS  
Designation                 Description 
Code D 1.1                  Structural Welding Code 

 
 
 
 
 
 
 



 PRESENT VERSION: 2/17/2000       REPLACES PREVIOUS VERSION: 8/23/96 
 

 503S       02/17/00 Page 4     Frames, Grates, Rings and Covers 

 
RELATED Cross Reference Materials 

Standard Specification Item Number 503S, "Frames, Grates, Rings and Covers" 
 

City of Austin Standard Specifications 
Designation                 Description                  
Item No. 504S   Adjusting Structures 
Item No. 510   Pipe 
 
City of Austin Standard Details 
Designation                 Description                  
No. 503S-1   457mm (18") Cover and Frame 
No. 503S-2S   Storm Sewer Manhole Ring and 610 mm (24") Cover 
No. 503S-2W   Sanitary Sewer Manhole Ring and 610 mm (24") Cover 
No. 503S-3S   Bolted Storm Sewer Manhole Ring and 610 mm (24") Cover 
No. 503S-3W   Bolted Sanitary Sewer Manhole Ring and 610 mm (24") Cover 
No. 503S-4S   Storm Sewer Manhole Ring and 813 mm (32") Cover 
No. 503S-4W   Sanitary Sewer Manhole Ring and 813 mm (32") Cover 
No. 503S-5S   Bolted Storm Sewer Manhole Ring and 813 mm (32") Cover 
No. 503S-5W   Watertight Manhole Ring and 813 mm (32") Cover 
No. 506S-2  Major Manhole Adjustment 
No. 506S-11   Storm Sewer Manhole Details 
 
TxDOT Specifications 
Designation                 Description 
Item 421                      Portland Cement Concrete 
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<8A!":8� ,)<#!)(- )K"�/)?+8--)�$@)=TL�)U�V��)<+8�. -�

;  %/ 8,)A#+�-2)�(�-)8�,)K8-/ !-)<#!)' :/8�":8+)H#"��-)-/8++)A )/"./)-�! �.�/2)+#K)8++#*2):#!!#-"#�)! -"-�8��

-�  +)-�#:S) J(8+)�#)W?PX%;YT)=W)/8I"�.)ZT?)?+8--)$)!#++ ,)�/! 8,-)#!)8++#* ,),(:�"+ )"!#�):#�<#!'"�.)�#

=L;&)=)@EV[) "�/ !)-/8++)A )<8A!":8� ,)"�)8::#!,8�: )K"�/)=TL�O=>>=)=$����O?%����

\ Q)/ 8,)A#+�-)8�,)�(�-)-/8++)-8�"-<*)�/ ):/ '":8+)8�,)' :/8�":8+)! J("! ' ��-)#<)=L;&)=116)L=Y)B!8, )@

4+8"�2)8�,)-/8++)A )<8A!":8� ,)"�)8::#!,8�: )K"�/)=L;&)U)�D�$)K"�/)ZT?)?+8--)$)!#++ ,)�/! 8,-�

Y"�/ !);  %\ 8,)#!)\ Q%\ 8,)A#+�-2)�(�-)8�,)K8-/ !-)8-)! J("! ,2)-/8++)A )4!#� :� ,)K"�/)A#�, ,)<+(#!#%

4#+*' !):#!!#-"#�)! -"-�8��):#8�"�.)K/ ! )-4 :"<":8++*)! J("! ,)A*)�/ )YO=�

=++)�/! 8, ,)<8-� � !-)-/8++)A )'8!S ,)K"�/)8)! 8,"+*)I"-"A+ )-*'A#+):8-�2)<#!. ,)#!)-�8'4 ,)#�) 8:/)�(�)8�,

A#+�2)K/":/)K"++)", ��"<*)�/ )<8-� � !)'8� !"8+)8�,).!8, �);/ )4!#,(: !)8�,)�/ )-(44+" !)-/8++)4!#I", 

8, J(8� )+"� !8�(! )�#)<8:"+"�8� )-(:/)", ��"<":8�"#�[)48"�� ,)'8!S"�.-)8! )�#�)8:: 4�8A+ �
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$%&'()*'&(+(,-.&/,0123

4&&,.1%+,3.3(5,6.)).+78,2+9,2  (88%1.(8,8*2&&,:(,;1233(9,;.)*,8)2+9219,<,/.&,�/.+./=/!,&%;,9(+8.)'

3%&'()*'&(+(,6.&/,%1,�>/.&,�/.+./=/!, 1%88,&2/.+2)(9,*.7*>9(+8.)',3%&'()*'&(+(, %+6%1/.+7,)%,4004,?>"@�5

;.)*,2&&,(97(8,%A(1&233(9,2+9,)23(9,8( =1(&',;.)*,9= ),)23(,)%,31%A.9(,2, %+).+=%=8,;123,)%,31(A(+), %+)2 )

:();((+,)*(,3.3.+7,2+9,)*(,8=11%=+9.+7,:2 B6.&&�,C(32.1,2&&,3=+ )=1(8,%6,)*(,3%&'()*'&(+(5,.+ &=9.+7,)*%8(

 2=8(9,.+,)*(,3&2 (/(+),%6,:(99.+7,2771(72)(85,;.)*,9= ),)23(,)%,1(8)%1(,)*(, %+).+=%=8,31%)( ).A(,;123

:(6%1(,:2 B6.&&.+7�,$%&'()*'&(+(,6.&/,;123,6%1,1( &2./(9,;2)(1,3.3(,8*2&&,:(,3=13&(�

D21B.+7

E2 *,3.3(,F%.+),2+9,6.)).+7,8*2&&,:(,/21B(9,28,1(G=.1(9,:',)*(,233&. 2:&(,4004,83( .6. 2).%+�,H*.8,.+ &=9(8,.+

2&&, 28(8I,D2+=62 )=1(1J8,.9(+).6. 2).%+5,?%=+)1',;*(1(, 28)5,'(21,%6, 28).+75,2+9,KLM?HNOEK,%1,KLNK�,P211(&8,%6

6&2+7(9,3.3(,8*2&&,8*%;,)*. B+(88, &288Q,%)*(18,8*2&&,8*%;,31(88=1(, &288�,H*(,6&2+7(8,%6,3.3(,8( ).%+8,8*2&&,:(

8)2/3(9,;.)*,)*(,62:1. 2)%18,.9(+).6. 2).%+Q,6.)).+78,8*2&&,8*%;,31(88=1(,12).+75,)*(,+%/.+2&,9.2/()(1,%6

%3(+.+78,2+9,)*(,+=/:(1,%6,9(71((8,6%1,:(+98�,$2.+)(9,/21B.+78,21(,+%),2  (3)2:&(�

021+.+7,H23(

021+.+7,)23(,6%1,.9(+).6'.+7,1(8)12.+(9,F%.+),3.3(,2+9,6.)).+78,8*2&&,:(,'(&&%;,2+9,8*2&&,*2A(,:&2 B,&())(1.+7,2)

&(28),#.+ *(8,*.7*,)*2),1(298,KC(8)12.+(9,R%.+),S,R=+)2,9(,C(8)1.  .%+K,2),.+)(1A2&8,+%),(T ((9.+7,#�,.+ *(8�

H*(,;21+.+7,)23(,8*2&&,:(,3%&'31%3'&(+(,*2A.+7,2,/.+./=/,)*. B+(88,%6,#,/.&85,2,/.+./=/,;.9)*,%6,�,.+ *(85

2+9,29*(8.A(,:2 B.+7,%+,)*(,8.9(,%33%8.)(,)*(,&())(1.+7�

?%+ 1()(

U(+(12&

$.3(,8*2&&, %+6%1/,)%,4VHD,?,WX,6%1,?.1 =&21,$.3(�,?%+ 1()(,3.3(,8/2&&(1,)*2+,"#,.+ *(8,.+,9.2/()(1,8*2&&

 %+6%1/,)%,4VHD,?,"�5,ET)12,V)1(+7)*�,4&&,3.3(,8*2&&,:(,/2 *.+(,/29(,%1, 28),:',2,31% (88,;*. *,;.&&,31%A.9(

=+.6%1/,3&2 (/(+),%6,)*(, %+ 1()(,.+,)*(,6%1/,2+9, %/32 ).%+,:',/( *2+. 2&,9(A. (85,;*. *,;.&&,288=1(,2

9(+8(, %+ 1()(�,?%+ 1()(,8*2&&,:(,/.T(9,.+,2, (+)12&,:2) *,3&2+),%1,%)*(1,2331%A(9,:2) *.+7,62 .&.)',61%/

;*. *,)*(,G=2&.)',2+9,=+.6%1/.)',%6,)*(, %+ 1()(, 2+,:(,288=1(9�,H12+8.),/.T(9, %+ 1()(,8*2&&,+%),:(

2  (3)2:&(,6%1,=8(,.+,31( 28),3.3(�,H*(,3.3(,8*2&&,:(,?&288,NNN,%1,)*(, &288,.+9. 2)(9�,V)%1/,8(;(1,3.3(,8*2&&,:(

%6,)*(,)%+7=(,2+9,71%%A(,%1,@>1.+7,F%.+),9(8.7+�,028)(;2)(1,3.3(,8*2&&,:(,%6,)*(,@>1.+7,F%.+),9(8.7+Q,.),8*2&&,:(

2  (3)2:&',&.+(9,6%1, %11%8.%+,31%)( ).%+�

D21B.+7

E2 *,F%.+),%6,3.3(,8*2&&,:(,/21B(9,;.)*,)*(,3.3(, &2885,)*(,92)(,%6,/2+=62 )=1(5,)*(,/2+=62 )=1(1J8,+2/(,%1

)129(,/21B5,9.2/()(1,%6,3.3(,2+9,%1.(+)2).%+5,.6,1(G=.1(9�

$.3(,/21B.+7,8*2&&,:(,;2)(131%%6,2+9, %+6%1/,)%,4VHD,?,WX�

D.+./=/,47(,6%1,V*.3/(+)

$.3(,8*2&&,:(, %+8.9(1(9,1(29',6%1,8*.3/(+),;*(+,.), %+6%1/8,)%,)*(,)(8)8,83( .6.(9,.+,4VHD,?,WX�

R%.+),D2)(1.2&8

0*(+,.+8)2&&.+7,8)%1/,8(;(18,�%1,8)%1/,912.+8!5,)*(,?%+)12 )%1,8*2&&,*2A(,)*(,%3).%+,%6,=8.+7,F%.+)8,;.)*

31(6%1/(9,6&(T.:&(,F%.+),8(2&2+)8,%1,;.)*,1=::(1,728B()8�,$1(6%1/(9,6&(T.:&(,F%.+),8(2&2+)8,6%1,8)%1/,912.+

F%.+)8,8*2&&, %/3&',;.)*,4VHD,?YY@5,2+9,1=::(1,728B()8,6%1,8)%1/,912.+,F%.+)8,8*2&&, %/3&',;.)*,4VHD,?

"X"Y�,D%1)21,8*2&&,+%),:(,=8(9,)%,8(2&,31(>62:1. 2)(9,F%.+)8�,$.3(,/2+=62 )=1(1,8*2&&,:(,1(83%+8.:&(,6%1

8=:/.)).+7,)%,)*(,Z;+(1,2,9()2.&(9,9(8.7+,%6,)*(,F%.+),=3%+,1(G=(8)�,H*(,3.3(,/2+=62 )=1(1,8*2&&,:(

1(83%+8.:&(,6%1,8=:/.)).+7,)%,)*(,Z;+(1,2, %/3&()(,&.8),%6,F%.+),8.[(8,8*%;.+7,)*(,/.+./=/,8.[(,%6,/2)(1.2&

)%,:(,=8(9,;.)*,(2 *,8.[(,F%.+)5,2&%+7,;.)*, %/3&()(,.+8)1= ).%+8,%+,1( %//(+9(9,.+8)2&&2).%+,31% (9=1(8�
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2(�'*/&("�"!&'$5234627$4)/�("-)'"� $8�")(!� *$9/)%!.!%�"!&'*$54897$:;<=>$?@)!'.&(%)0$A&'%()")$B!/)$C'0

8�%,!')D8�0)$B()%�*"$A&'%()")$E&3$A� F)("$G��(!%�"!&'$C'0$B �'"$��� !.!%�"!&'?�$2,)$/!/)$-�'�.�%"�()(

*,�  $�)$F)(!.!)0$�*$%&-/ !�'"$1!",$23462$489$:;<=$�"$"!-)$&.$/!/)$0) !F)(#$"&$",)$H&�*!")�

8&("�(

8&("�($.&($H&!'"*$*,�  $-))"$",)$()I�!()-)'"*$*)"$.&(",$�) &1$!'$?8&("�(?�

A& 0$C// !)0$B().&(-)0$B �*"!%$J�*K)"*

A& 0$C// !)0$B �*"!%$J�*K)"*$*,�  $�)$*�!"�� )$.&($*)� !'+$H&!'"*$&.$"&'+�)$�'0$+(&&F)$%&'%()")$/!/)�$2,)

+�*K)"$*)� !'+$",)$H&!'"$*,�  $�)$/(&0�%)0$.(&-$� )'0*$&.$().!')0$,#0(&%�(�&'$()*!'*$�'0$/ �*"!%!L!'+

%&-/&�'0*$()!'.&(%)0$1!",$!')("$-!')(� $.!  )($�'0$*,�  $%&'"�!'$'&$*& F)'"*>$!((!"�"!'+$.�-)*$&(

&�'&3!&�*$&0&(*�$2,)$+�*K)"$H&!'"$*)� )($*,�  $'&"$0)/)'0$&'$&3!0!L!'+>$)F�/&(�"!'+$&($%,)-!%� $�%"!&'

.&($!"*$�0,)*!F)$&($%&,)*!F)$*"()'+",$�'0$*,�  $�)$*�// !)0$!'$)3"(�0)0$(&/)$.&(-$&.$*�!"�� )$%(&**

*)%"!&'�$2,)$*!L)$&.$",)$/ �*"!%$+�*K)"$H&!'"$*)� )($*,�  $�)$!'$�%%&(0�'%)$1!",$",)$-�'�.�%"�()(M*

()%&--)'0�"!&'*$�'0$*�..!%!)'"$"&$&�"�!'$*I�))L)D&�"$�(&�'0$",)$H&!'"�$2,)$+�*K)"$H&!'"$*)� )($*,�  $�)

/(&")%")0$�#$�$*�!"�� )$()-&F�� )$1(�//)($",�"$-�#$�)$()-&F)0$ &'+!"�0!'�  #$1!",&�"$0!*"�(�!'+$",)

H&!'"$*)� )($"&$.�%! !"�")$�// !%�"!&'�

2,)$%,)-!%� $%&-/&*!"!&'$&.$",)$+�*K)"$H&!'"$*)� !'+$%&-/&�'0$�*$*,!//)0$*,�  $-))"$",)$.&  &1!'+

()I�!()-)'"*N

A&-/&*!"!&'$5O$�#$1)!+,"7 2)*"$8)",&0 2#/!%� $C'� #*!*

E!"�-)'$5/)"(& )�-$/ �*"!%$%&'")'"7 C928$4$P Q=D:=

C*,D!')("$8!')(� $R�")( 2)3DQSTDA ;=DQ=

U& �"! )$8�"")($5�"$;SQ$G7 2)3DQ=TDA S�=$8�3!-�-

V

2,)$+�*K)"$H&!'"$*)� !'+$%&-/&�'0$1,)'$!--)(*)0$.&($;=$0�#*$�"$�-�!)'"$(&&-$")-/)(�"�()$*)/�(�") #

!'$Q$/)(%)'"$*& �"!&'$&.$%��*"!%$/&"�*,>$�$-!3"�()$&.$Q$/)(%)'"$,#0(&%, &(!%$�%!0>$�$Q$/)(%)'"$*& �"!&'$&.

*� .�(!%$�%!0$�'0$�$*�"�(�")0$WS9$*& �"!&'$*,�  $*,&1$'&$F!*!� )$0)")(!&(�"!&'�

2,)$/,#*!%� $/(&/)("!)*$&.$",)$+�*K)"$H&!'"$*)� !'+$%&-/&�'0$�*$*,!//)0$*,�  $-))"$",)$.&  &1!'+

()I�!()-)'"*N

B(&/)("# 2)*"$8)",&0 2#/!%� $C'� #*!*

8!'!-�- 8�3!-�-

9/)%!X%$J(�F!"#$�"$::$G C928$4$:< <�S= <�;Q

4�%"! !"#$�"$::G$5%-7$8!'!-�- 2)3DQ=;DA Q�=
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34,%.%54**%$6%7*%8!9 '!()�*,)+ -�

3--%.%5:�*%$6%�%8!9 '!()�*,)+ �* :,*

::�%.%5:�*%$6%�%8!9 '!()�*,)+ :�*

.;18<&�#" %+�=�+�%. '!()�*>)+ 7**%.

.#0!%/�#" %+�=�+�%. '!()�*>)+ 7,�%.

?

@<!"%9�"8 0A9 #"$%B18 !B1 !0%;#"!8C% <!%+�" 019 �0%8<1;;%A8!%*)0#"$%$18D! %E�#" 8%9�"��0F#"$% �%G�'H%+

>>4�%IA8 %J!��0!%F1D#"$%1%E�#" C% <!%!"K8%��% <!%&#&!%8<1;;%J!%9;!1"C%K0LC%�0!!%��%J;#8 !08%�0%��0!#$"%F1  !0

1"K%8<1;;%J!%B#0!%J0A8<!K�%.�0%=)0#"$%E�#" 8C% <!%$18D! %1"K% <!%#"8#K!%8A0�19!%��% <!%J!;;%8<1;;%J!

;AJ0#91 !K%B# <%1%;#$< %�#;F%��%8�� %M!$! 1J;!%8�1&%9�F&�A"K% �%�19#;# 1 !%188!FJ;L%��% <!%E�#" �%'<!%0AJJ!0

=)0#"$%$18D! %8<1;;%J!%8 0! 9<!K%A"#��0F;L%#"% <!%E�#" �%@!K$!%8!1;% L&!%5N.�08<!K1N%&0!);AJ0#91 !K6

$18D! 8%F1L%J!%A8!K%#�%E�#" %K! 1#;8%8AJF#  !K%10!%1&&0�M!KO%#"8 1;;1 #�"%��%8A9<%$18D! 8%8<1;;%J!%#"%8 0#9 

199�0K1"9!%B# <% <!%F1"A�19 A0!0P8%0!9�FF!"K1 #�"8C%1"K%8<1;;%J!% <!%8�;!%!;!F!" %K!&!"K!K%A&�"% �

F1D!% <!%E�#" %�;!(#J;!%1"K%B1 !0 #$< �

Q"%B18 !B1 !0%;#"!8%"�%<�0#R�" 1;%�0%M!0 #91;%1"$;!8%#"% <!%1;#$"F!" %��%&#&!8%8<1;;%J!%&!0F#  !K%A";!88

#"K#91 !K�%'<!%8&#$� %8<1;;%J!%9!" !0!K%#"% <!%J!;;C% <!%&#&!%&A8<!K%A"#��0F;L%<�F!%1"K%J0�A$< %#" �% 0A!

1;#$"F!" �%S!KK#"$%F1 !0#1;%8<1;;%J!%&;19!K%1"K% 1F&!K%1$1#"8 %&#&!% �%8!9A0!% <!%E�#" �

S!"K8

@<!"%<�0#R�" 1;%�0%M!0 #91;%1"$;!8%#"% <!%1;#$"F!" %��%8 �0F%8!B!08%10!%#"K#91 !KC% <!%J!"K%�0%1"$;!%8<1;;%J!

9�"8 0A9 !K%JL%9A  #"$%�"%1%J#18%�"!%�0%J� <%&#&!8%18%F1L%J!%0!TA#0!K%��0% <!%1;#$"F!" %#"K#91 !K�%'<!%&#&!

9A %8<1;;%J!%8A��#9#!" ;L%;�"$% �%1;;�B%!(&�8#"$% <!%0!#"��09!F!" C%B<#9<%8<1;;%J!%J!" C%B!;K!K%1"K

#"9�0&�01 !K%#" �% <!%&#&!%J!"K%1"K%0!#"��09!K%9�"90! !%9�;;10% �%F1#" 1#"% <!%8 0A9 A01;%#" !$0# L�%'<!%9�;;10

8<1;;%J!%7%#"9<!8%F#"#FAFC%0!#"��09!K%B# <%U>%J108%�"%1%:%��� %9!" !0%J� <%K#0!9 #�"8�%SA#;K!0P8%<10KB10!

9;� <%F1L%J!%A8!K%�"% <!%�A 8#K!%��% <!%E�#" % �%1#K%#"%<�;K#"$%9!F!" #"$%F1 !0#1;8%#"%&;19!�%/;LB��KC

�#J!0J�10K%�0%� <!0%F1 !0#1;8%&;19!K%�"% <!%#"8#K!%��% <!%&#&!%18%��0FB�0D%8<1;;%J!%0!F�M!K%18%8��"%18% <!

E�#" %F1 !0#1;8%<1M!%�J 1#"!K%#"# #1;%8! C%1� !0%B<#9<% <!%#"8#K!%8A0�19!%��% <!%&#&!%E�#" %8<1;;%J!%�#"#8<!K

8F�� <%1"K% 0A!% �% <!%;#"!%1"K%$01K!%!8 1J;#8<!K�%'<!%+�" 019 �0%F1L%A8!%&0!�1J0#91 !K%J!"K8%F!! #"$% <!

8&!9#�#91 #�"%0!TA#0!F!" 8%#"%;#!A%��%�#!;K%�1J0#91 !K%J!"K8�%G;;%J!"K8%8<1;;%J!%B1 !0 #$< C%<1M!%1%8F�� <%�;�B

;#"!%1"K%J!%!TA1;%�0%$0!1 !0%#"%8 0!"$ <% �% <!%1KE19!" %&#&!�

V�0#R�" 1;%�0%M!0 #91;%9<1"$!8%#"%1;#$"F!" %#"%B18 !B1 !0%;#"!8%8<1;;%J!%199�F&;#8<!K%JL%A8!%��%F1"<�;!8�

@# <% <!%WXGP8%1&&0�M1;C%<�0#R�" 1;%9<1"$!8%#"%1;#$"F!" %F1L%J!%F1K!%JL% <!%NI�#" %Y!�;!9 #�"N%F! <�K�%I�#" 

K!�;!9 #�"%#8%;#F# !K%JL%0!$A;1 #�"8%��% <!%'!(18%+�FF#88#�"%�"%W"M#0�"F!" 1;%ZA1;# L%5'+WZ6% �%[*%&!09!" 

��% <!%F1(#FAF%0!9�FF!"K!K%JL% <!%F1"A�19 A0!0O%8A9<%K!�;!9 #�"%F1L%"� %!(9!!K%�%K!$0!!8%1 %1"L%E�#" �

+<1"$!8%#"%1;#$"F!" %A8#"$%&#&!%�;!(A0!%8<1;;%"� %J!%1;;�B!K�
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0$$(1,*1-'/'(2&2'(#.'�(%,-(3)./'3)/'-(&*./)$$)/&,*.(.4)$$(5'(2-,/'1/'�(%-,6(.#$%&�'()*�(1,--,.&,*(�)6)7'(58

#.&*7($&6'./,*'()77-'7)/'�

+,*1-'/'("/''$(+8$&*�'-(�+"+�(9&2'

:'*'-)$(;'<#&-'6'*/.

=4'(+,*/-)1/,-(.4)$$(.#56&/(/,(/4'(>?0(%,-()22-,@)$()$,*7(3&/4(,/4'-(-'<#&-'�(�)/)()(/)5#$)/'�($)8,#/

.14'�#$'(3&/4(-'%'-'*1'(/,(/4'(./)/&,*&*7()*�(7-)�'($&*'.(/,(5'(#.'��

=4'(6)*#%)1/#-'-(.4)$$(%#-*&.4()$$(%&//&*7.()*�(.2'1&)$(2&'1'.(-'<#&-'�(%,-(1$,.#-'.A(5'*�.A(5-)*14'.A

6)*4,$'.A()&-(@)$@'.A(5$,3(,%%.()*�(1,**'1/&,*.(/,(6)&*($&*'(@)$@'.()*�(,/4'-(%&//&*7.().(&*�&1)/'��

>)14(2&2'($'*7/4A(%&//&*7()*�(.2'1&)$(B,&*/(.4)$$(4)@'(2$)&*$8(6)-C'�(,*(/4'(5'$$('*�(,%(/4'(2&2'A(/4'(4')�

1,*�&/&,*(%,-(34&14(&/(&.(�'.&7*'��(D*()��&/&,*A(6)-C&*7(.4)$$(5'(-'<#&-'�(/,(&*�&1)/'(/4'($,1)/&,*(,%(')14(2&2'

$'*7/4(,-(.2'1&)$(B,&*/(&*(/4'($&*'()*�(.#14(6)-C&*7.(3&$$(5'(-'%'-'*1'�(/,(/4'($)8,#/(.14'�#$'.()*�(�-)3&*7.

)*�(.#56&//'�(%,-()22-,@)$�

+,*1-'/'(./''$(18$&*�'-(%&//&*7.(.4)$$(5'(/'./'�().(-'<#&-'�(58(/4'()22$&1)5$'(0EE0("/)*�)-�.�

F'.&7*()*�(D*.2'1/&,*

E4'-'(*,/(,/4'-3&.'(&*�&1)/'�A(1,*1-'/'(./''$(18$&*�'-(2&2'(.4)$$(5'(+$)..(�GHA(�'.&7*'�(/,(3&/4./)*�()

@)1##6(,%(*,/($'..(/4)*( I(%''/(,%(3)/'-�(J)$@'(-'�#1'-.A(/''.()*�(,#/$'/.(%-,6()(2&2'(-#*(.4)$$(5'(�'.&7*'�

)*�(%)5-&1)/'�(.,(/4)/()$$(./-'..'.()-'(1)--&'�(58(/4'(./''$(%,-6&*7(/4'(%&//&*7(,-(,#/$'/�

+,*1-'/'(./''$(18$&*�'-(2&2'(.4)$$(6''/(,*'(,%(/4'(%,$$,3&*7(.2'1&%&1)/&,*.K

0EE0(+L!H�(L(0*8("&M'

0EE0(+L!H!(L( NL&*14(6)O&6#6(.&M'

0$$(2&2'(%$)*7'.(.4)$$(1,*%,-6(/,(0EE0(+L HPA(-'<#&-'6'*/.(%,-(./)*�)-�(./''$(%$)*7'.(,%(2-'..#-'(1$)..'.

1,--'.2,*�&*7(/,(/4'(2&2'(1$)..�

9&2'(/,(5'(&*./)$$'�(&*()(/#**'$(,-('*1).'6'*/(.4)$$(5'(6)*#%)1/#-'�(3&/4(�(&*14(/4&1C(58( NL&*14(3&�'(.C&�

5)*�.(,%(6'14)*&1)$$8(&62)1/'�(6,-/)-(&*()��&/&,*(/,(/4'(*,-6)$(1,)/&*7�

0$$(1,*1-'/'(./''$(18$&*�'-(%&//&*7.(.4)$$(5'(1,*./-#1/'�(,%(./''$(2$)/'(,%()�'<#)/'(./-'*7/4(/,(3&/4./)*�(5,/4

&*/'-*)$(2-'..#-'()*�('O/'-*)$($,)�&*7�(;,�(-'&*%,-1&*7(.4)$$(*,/(5'(#.'�(/,(%&7#-'(/4'(-'<#&-'�(./''$()-')�

=4'(%&//&*7.(.4)$$(4)@'()(1,*1-'/'($&*&*7()*�(�(&*14(6&*&6#6(1,)/&*7(,%(1'6'*/(6,-/)-A('O1'2/(/4)/

1'*/-&%#7)$$8(.2#*($&*&*7(*''�(*,/(5'(-'&*%,-1'��

Q&*&6#6($&*&*7(/4&1C*'..(.4)$$(5'(R(&*14(%,-(��L&*14(2&2'()*�(S(&*14(%,-(.&M'.($)-7'-(/4)*(��L&*14(2&2'�

E4'-'(&/(&.(&62-)1/&1)$(/,(2$)1'(.#14(1,*1-'/'(2-,/'1/&,*(,*(&*/'-&,-(.#-%)1'.(,%(.6)$$(,#/$'/.A( (1,)/.(,%

TU&/#6)./&1(=)*C(",$#/&,*T(.4)$$(5'()22$&'��

V,(%&//&*7(.4)$$(5'(6)�'(58(1#//&*7(,%(./)*�)-�(2&2'A('O1'2/(/4)/(,#/$'/.(,%($'..(/4)*(PG(2'-1'*/(,%(/4'(2&2'

�&)6'/'-(6)8(5'(2$)1'�(&*()(./)*�)-�(2&2'�(U'@'$'�(.2&7,/.(6)8(5'(2$)1'�(,*(./)*�)-�(2&2'�

W,&*/(Q)/'-&)$.

W,&*/.(.4)$$(5'(,%(/4'(-#55'-(7).C'/(/82'(1,*%,-6&*7(/,(/4'()22$&1)5$'(./)*�)-�.�(=4'(&*.&�'()*�(,#/.&�'

-'1'..'.(5'/3''*(/4'(5'$$()*�(.2&7,/(.4)$$(5'(1,62$'/'$8(%&$$'�(3&/4(+'6'*/(:-,#/(&*()11,-�)*1'(3&/4(/4'

2&2'(6)*#%)1/#-'-X.(-'1,66'*�)/&,*.�(:-,#/(6)/'-&)$.(%,-(B,&*/&*7(.#14(2&2'A(#*$'..(,/4'-3&.'(&*�&1)/'�A

.4)$$(5'().(�'.1-&5'�(4'-'&*�
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+,-.�/$.-�0�1234%0#

5�0�(6-

7--18,-.�/$.-�0�1�+9�1/34%0#1'$6--14�1$%#$1*�0'%/.:1$%#$1;,-�<3-6(1=�%#$/18-6'/%<1/34%0#1;��/%0#17>2?1@ A!AB

%/1'$6--14�18(�''3(�1(6/�*16/1 CC18'%1=,(D%0#18(�''3(�160*1;3'/14�6(1/$�1E6/%,06-1>60%/6/%,01F,30*6/%,01'�6-

,�1688(,)6-1�,(18,/64-�1=6/�(1'�()%<��1+%8�1;603�6</3(�('1'$6--14�1-%'/�*1,01>+G1HHIJK�

?6/�(%6-'

+,-.�/$.-�0�18-6'/%<'1'$6--14�1@�'%#06/%,01+9!"CL1�5(6*�1+!"1=%/$1$.*(,'/6/%<1*�'%#01'/(�''1,�1LCC18'%��

?6(D%0#'

+�(;60�0/1;6(D%0#1,01/$�1/34%0#1'$6--1%0<-3*�1/$�1�,--,=%0#16/1%0/�()6-'1,�10,/1;,(�1/$601K1���/M

E,;%06-1/34%0#1'%N��

2.8�1,�18-6'/%<1;6/�(%6-:1%���:1+91!"CL�

@%;�0'%,01&6/%,1�>@&�160*18(�''3(�1(6/%0#1%018'%1�,(1=6/�(16/1A!�"1F1���#�:1>@&IO:1 CC18'%��

7>2?1@1 A!A1*�'%#06/%,0�

?603�6</3(�(P'106;�1,(1/(6*�;6(D:1<,*�160*1'�6-1,�1688(,)6-1�E>F1;6(D�1,�1/$�1E6/%,06-1>60%/6/%,0

F,30*6/%,0�

+,-.�/$.-�0�1/34%0#1�,(1(�<-6%;�*1'�()%<�1-%0�'1'$6--14�183(8-��

234�1>%N�

+91/34%0#1'$6--14�1'/60*6(*1<,88�(1/34�1'%N�1,3/'%*�1*%6;�/�(:1=%/$1>/60*6(*1@%;�0'%,01&6/%,1�>@&�1,�1O�

Q,88�(1234%0#

7--1<,88�(1'�()%<�1/34%0#1'$6--14�1600�6-�*1'�6;-�''12.8�1R1=6/�(1/34�1;��/%0#17>2?1SLL160*1(6/�*16/1�KC18'%

=,(D%0#18(�''3(��12$�1/34%0#1'$6--14�1$,;,#�0,3'1/$(,3#$,3/160*1�(��1�(,;1<(6<D':1$,-�':1<(%;8%0#:1�,(�%#0

%0<-3'%,0'1,(1,/$�(1*���</'�1T/1'$6--14�130%�,(;1%01*�0'%/.160*1,/$�(18$.'%<6-18(,8�(/%�'�1Q,88�(1/34%0#1�,(

(�<-6%;�*1=6/�(1'$6--14�1=(688�*1%0183(8-�18,-.�/$.-�0�1�%-;1=(68�1+%8�1;603�6</3(�('1'$6--14�1-%'/�*1,01>+G

HHIJ�!�

>�()%<�1Q,00�</%,01F%//%0#'

7--1�%//%0#'13'�*1%01<3'/,;�(1'�()%<�1<,00�</%,01I1/688%0#1;6%0':1<,00�</%0#1;�/�(':1�/<�1I1;3'/14�1<3((�0/-.1-%'/�*

,01/$�1688-%<64-�1H6/�(160*1H6'/�=6/�(1>/60*6(*1+(,*3</'1G%'/1�>+G1HHIJL�:1,(1<6--�*1�,(1%01/$�1Q%/.1,�173'/%0

>/60*6(*1@�/6%-'1�K C1I1'�(%�'��

S(6''15,,*'

7--14(6''1)6-)�':1<,38-%0#':14�0*':1<,00�</%,0':10%88-�'160*1;%'<�--60�,3'14(6''18%8�1�%//%0#'160*16<<�'',(%�'

3'�*1%01;�/�(1<,00�</%,0':1'�()%<�1-%0�':16%(1(�-�6'�18%8%0#16''�;4-%�':160*1=$�(�)�(10��*�*1%01/$�1=6/�(

*%'/(%43/%,01'.'/�;:1'$6--1<,0�,(;1/,1/$�1Q%/.1,�173'/%01>/60*6(*':173'/%01H6/�(1U/%-%/.1>/60*6(*1+(,*3</'1G%'/':

60*17HH71QILCC:1�V<�8/16'1$�(�%01;,*%�%�*1,(1'388-�;�0/�*�

U0-�''1,/$�(=%'�10,/�*:1/$�1#,,*'1*�'<(%4�*1$�(�%01'$6--14�1�64(%<6/�*1,�1'/60*6(*1&�*1S(6''1�H6/�(=,(D'

S(6''�1;��/%0#17>2?1SJ 1,(1SKL":16--,.1L!JCC:1<,0'%'/%0#1,�1LK18�(<�0/1<,88�(160*1K18�(<�0/1�6<$1,�1/%0:1-�6*

60*1N%0<�

9V8,'�*1/$(�6*'1'$6--14�1<,)�(�*1=%/$18-6'/%<1<68'1,(1'$��/%0#1/,18(,/�</1/$�1/$(�6*'�
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"#$%%&'(()%&(*&+$,-&./0+&$1)&,2$%%&%-$22&3+&,(40$.532+&65.-&(.-+#&*5..51'%&51&,(44(1&7%$'+&*(#&%5452$#&07#0(%+%�

8-+#+&1(.&(.-+#65%+&51)5,$.+)9&$22&%7,-&4$.+#5$2%&%-$22&4++.&.-+&*(22(651'&#+:75#+4+1.%;

<12+.&.-#+$)%&(*&,(#0(#$.5(1&=$2=+%&%-$22&3+&>88>&5#(1&050+&�<?�&.-#+$)&�4$2+�@&(7.2+.%&(*&%+#=5,+&%$))2+%&%-$22&3+

.$00+)&65.-&>88>&<?&.-#+$)&�*+4$2+��&>88>&<?&.-#+$)%&%-$22&,(1*(#4&.(&>AB<C>BDE&"�� F��&$%&#+:75#+)&3/

>88>&GHFF&*(#&IJ+1+#$2&?7#0(%+&�<1,-�&?50+&K-#+$)%I�&L(#&MI&$1)&�N&%5O+%&(12/9&,(#0(#$.5(1&=$2=+&512+.&.-#+$)%9

$1)&.-+&51.+#1$2&.-#+$)%&(*&%$))2+%&4$/&3+&.-+&>88>&.$0+#&.-#+$)&,(1*(#451'&.(&>88>&GHFF&L5'7#+&�&$1)

K$32+&P�&EQ.+#1$2&.-#+$)%&(*&,(#0(#$.5(1&=$2=+&512+.&47%.&3+&,(40$.532+&65.-&51.+#1$2&.-#+$)%&(*&.-+&%+#=5,+

%$))2+�

G(11+,.5(1%&(*&$22&1+6&.7351'9&$1)&(*&.7351'&#+0$5#%&6-+#+=+#&0(%%532+9&%-$22&3+&3/&,(40#+%%5(1&*5..51'%�

G(40#+%%5(1&,(11+,.5(1%&%-$22&3+&)+%5'1+)&.(&0#(=5)+&$&%+$2&$1)&.(&#+.$51&.-+&.7351'9&65.-(7.&%2500$'+9&$.&$

6(#�51'&6$.+#&0#+%%7#+&(*&�RF&0%5'�

L2$1'+%&%-$22&,(1*(#4&.(&>AB<&"�P��9&G2$%%&� R9&$%&.(&)54+1%5(1%9&)#52251'%9&+.,�&G(00+#&.7351'9&6-+1&7%+)9&%-$22

3+&K/0+&S&.7351'&-$=51'&)54+1%5(1%&$1)&6+5'-.%&'5=+1&51&K$32+&>��&(*&>88>&GHFF�

"#$%%&050+&%-$22&,(1*(#4&.(&.-+&6+5'-.%&$1)&)54+1%5(1%&*(#&EQ.#$&B.#(1'&050+&'5=+1&51&K$32+&>� &(*&>88>&GHFF�

>22&*5..51'%&%-$22&3+&%75.$32+&*(#&7%+&$.&-/)#(%.$.5,&6(#�51'&0#+%%7#+%&70&.(&�RF&0%5'&�-/)#(%.$.5,&.+%.51'&(*

51%.$22+)&%/%.+4%&5%&$.& FF&0%5'��

T+%+#=+)

?(2/=51/2&G-2(#5)+&?(.$32+CT+,2$54+)&8$.+#&?50+

J+1+#$2

>22&0(2/=51/2&,-2(#5)+&�?UG�&0(.$32+C#+,2$54+)&6$.+#&050+&%-$22&3+&(*&.-+&#5'5)&�VA?W>BK<G<XEY�&./0+&$1)&47%.

3+$#&.-+&A$.5(1$2&B$15.$.5(1&L(71)$.5(1&%+$2&(*&$00#(=$2&*(#&0(.$32+&6$.+#&050+�&E$,-&�(51.&(*&050+&%-$22

,(1%5%.&(*&%51'2+&,(1.517(7%&+Q.#7%5(1@&3+22%&(#&(.-+#&,(40(1+1.%&$..$,-+)&3/&%(2=+1.&6+2)51'&$#+&1(.

$,,+0.$32+�&?50+&%-$22&3+&0#+%%7#+&#$.+)&$.& FF&0%5&�BYTZ�[��

?50+&%-$22&-$=+&07%-Z(19&#733+#&'$%�+.&�(51.%&(*&.-+&3+22&$1)&%05'(.&./0+&65.-&.-5,�+1+)&51.+'#$2&3+22%&65.-

#733+#&'$%�+.&�(51.%�&K-+&6$22&.-5,�1+%%&(*&+$,-&050+&3+22&$1)&�(51.&,(70251'&47%.&3+&'#+$.+#&.-$1&.-+

%.$1)$#)&050+&3$##+2&.-5,�1+%%�&G2+$#$1,+&47%.&3+&0#(=5)+)&51&+=+#/&'$%�+.&�(51.&*(#&3(.-&2$.+#$2&050+

)+*2+,.5(1&$1)&*(#&251+$#&+Q0$1%5(1&$1)&,(1.#$,.5(1�&G(1,#+.+&.-#7%.&32(,�51'&%-$22&3+&02$,+)&3+-51)&3+1)%

$1)&.++%�&G(1,#+.+&%700(#.&,#$)2+%&(#&32(,�51'&%-$22&3+&#+:75#+)&*(#&%700(#.&(*&$22&*5#+&-/)#$1.%9&=$2=+%&$1)

>88>&G��F&*5..51'%@&%7,-&%700(#.&%-$22&3+&0#(=5)+)&*(#&>88>&G�R!&*5..51'%&6-+1&#+:75#+)&3/&.-+&EC>�

>0025,$32+&B0+,5*5,$.5(1%

EQ,+0.&$%&4()5*5+)&(#&%7002+4+1.+)&-+#+519&?UG&050+&%-$22&4++.&.-+&*(22(651'&%.$1)$#)%;

>88>&GZ\FF9&(#&BYT&�[&*(#&?UG&?#+%%7#+&?50+9&51&[9&P9&H&$1)&� &51,-&1(451$2&%5O+%9&-$=51'&G$%.&<#(1&?50+&%5O+

(7.%5)+&)5$4+.+#%�

L5..51'%&7%+)&65.-&?UG&?#+%%7#+&050+&%-$22&3+&>88>&GZ��F&(#&>88>&GZ�R!&,(40$,.&)7,.52+&5#(1&*5..51'%�

>22&050+&[&51,-+%&$1)&2$#'+#&47%.&3+&$00#(=+)&V1)+#6#5.+#]%&W$3(#$.(#5+%&*(#&7%+&51&37#5+)&6$.+#&%7002/&$1)

*5#+&0#(.+,.5(1&%/%.+4%�

D$.+#5$2&T+:75#+4+1.%

>22&050+&$1)&*5..51'%&%-$22&3+&4$)+&*#(4&,2+$19&=5#'519&ABL&,+#.5*5+)9&G2$%%&� [R["&?UG�&G2+$1&#+6(#�+)

4$.+#5$2%&'+1+#$.+)&*#(4&.-+&4$17*$,.7#+#%&(61&0#()7,.5(1&4$/&3+&7%+)&65.-51&.-+&,7##+1.&2545.%&(*&.-+

#+*+#+1,+)&>88>&GZ\FF�
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+,-./0&.&12�%(314.5(5()*.67%��.81.59&5�1.0&.:&%5514.().59&5�1.50�;1<7;�1)1./(�3.:&%5�

+1&3%)1)<.3%&'()*.0).1%27.=0()<.0/.5(51.67%��.()2�941.<71./0��0:()*.%<.()<1&>%�6.0/.)0<.30&1.<7%).�./11<?

@03()%�.5(51.6(A1.%)4.BC.8%61.�1�*�D.�.-E+F �

G;51.0/.5�%6<(2.3%<1&(%�.�1�*�D.+,-.!"���H �

F<%)4%&4.C(31)6(0).I%<(0.%)4.<71.5&1669&1.&%<()*.().56(./0&.:%<1&.%<.J#.K.�1�*�D.FCI.!LD.!�M.56( �

NOON.416(*)%<(0).:(<7.:7(27.<71.5(51.2035�(16.�1�*�D.NOON.-PQMM �

$%)9/%2<9&1&R6.)%31.0&.2041.%)4.<71.@%<(0)%�.F%)(<%<(0).K09)4%<(0).�@FK .3%&'�

G&%21&.G%51

E)492<(>1.G&%21&.C1<12<(0).G%51.67%��.81.5�%214.4(&12<�;.%80>1.<71.21)<1&�()1.0/.%��.)0)P31<%��(2.5(51.%

3()(393.0/.!".()2716.81�0:.698*&%41.0&D.().%&1%6.09<6(41.<71.�(3(<6.0/.5%>131)<D.%.3()(393.0/.!L.()2716

81�0:./()(6714.*&%41�.G71.<&%21&.<%51.67%��.81.1)2%614.().%.5&0<12<(>1D.()1&<D.5�%6<(2.=%2'1<.%)4.20�0&.20414

%220&4()*.<0.N31&(2%).+98�(2.O0&'6.N6602(%<(0).S)(/0&3.-0�0&.-041�.TU215<./0&.3()(393.415<7.0/.20>1&D.<71

<&%21&.<%51.67%��.81.5�%214.%220&4()*.<0.3%)9/%2<9&1&R6.&120331)4%<(0)6�.$%)9/%2<9&1&6.396<.81.�(6<14.0)

F+V.OOP�QJ�

+0�;>();�.-7�0&(41.�+,- .+(51.�@0)5&1669&1 .%)4.K(<<()*6

W1)1&%�

+,-.61:1&.%)4.:%6<1:%<1&.5(51.%)4./(<<()*6.X.<7&09*7.!�.()27.4(%31<1&.67%��.20)/0&3.<0.NFG$.C.#M#��.+(51

67%��.7%>1.3()(393.21��.2�%66(/(2%<(0).0/.!"#X�.0&.!"����.K(<<()*6.67%��.7%>1.21��.2�%66(/(2%<(0).0/.!"���.0&

!##�#�.+(51.6<(//)166.67%��.81.%<.�1%6<.!!�.56(.%6.41<1&3()14.8;.NFG$.C."�!"�.+(51.3%)9/%2<9&1&6.67%��.81.0)

F+V.OOP""JD.%)4./(<<()*.3%)9/%2<9&1&6.67%��.81.0).F+V.OOP""JH�
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)*%-"!;9.*.%$+"!&&%#'*%#"*4+'%D'9(*%!-*4%$4.%#'*%(94*&%&'$((%)*%"*&#!"*.%D'*4%#'*%)$+O/9((94:%'$&%-"!:"*&&*.%#!%#'*

!"9:94$(%)*..94:%(94*&%!/%#'*%&*D*"%&!%+8#�

0'*%5!4#"$+#!"%&'$((%94/!",%8#9(9#1%!D4*"&%&8//9+9*4#(1%94%$.;$4+*%!/%#'*%5!4#"$+#!"Q&%!-*"$#9!4&%#!%*4$)(*%&8+'%8#9(9#1

!D4*"&%#!%"*"!8#*7%-"!;9.*%#*,-!"$"1%.*#!8"&%!"%#!%,$O*%!#'*"%$.R8&#,*4#&%#!%8#9(9#1%(94*&%94%!".*"%#'$#%#'*

5!4#"$+#!"%,$1%N!"O%D9#'%$%,949,8,%!/%.*($1%$4.%*C-*4&*�%0'*%5!4#"$+#!"%&'$((%+!!-*"$#*%D9#'%$((%8#9(9#1%!D4*"&

+!4+*"4*.%94%*//*+#94:%$41%8#9(9#1%$.R8&#,*4#&%4*+*&&$"1%$4.%&'$((%4!#%'!(.%#'*%59#1%(9$)(*%/!"%$41%*C-*4&*%.8*%#!

.*($1%!"%$..9#9!4$(%N!"O%)*+$8&*%!/%+!4/(9+#&%$"9&94:%/"!,%*C9&#94:%8#9(9#9*&�

0'*%5!4#"$+#!"%&'$((%.!%$((%#"*4+'94:%94%$++!".$4+*%D9#'%#'*%-"!;9&9!4&%$4.%#'*%.9"*+#9!4&%!/%#'*%STK%$&%#!%#'*

$,!84#%!/%#"*4+'%(*/#%84/9((*.%$#%$41%#9,*�%K((%*C+$;$#9!4%$4.%)$+O/9((94:%&'$((%)*%$++!,-(9&'*.%$&%94.9+$#*.%$4.%94

+!,-(9$4+*%D9#'%A#$#*%A#$#8#*&�

N'*"*%*C+$;$#9!4%/!"%$%-9-*%(94*%9&%"*M89"*.%94%$4%*C9&#94:%59#1%&#"**#7%$%&#"**#%+8#%-*",9#%9&%"*M89"*.%$4.%+!4#"!(%!/

#"$//9+%&'$((%)*%$&%94.9+$#*.%94%$++!".$4+*%D9#'%#'*%0*C$&% $48$(%!4%L49/!",%0"$//9+%5!4#"!(%U*;9+*&�

N'*"*;*"%*C9&#94:%8#9(9#1%)"$4+'%+!44*+#9!4&7%&*D*"&7%."$94&7%+!4.89#&7%.8+#&7%-9-*&%!"%&#"8+#8"*&%-"*&*4#

!)&#"8+#9!4&%#!%#'*%:"$.*%$4.%$(9:4,*4#%!/%#'*%-9-*7%#'*1%&'$((%)*%-*",$4*4#(1%&8--!"#*.7%"*,!;*.7%"*(!+$#*.%!"

"*+!4&#"8+#*.%)1%#'*%5!4#"$+#!"%#'"!8:'%+!!-*"$#9!4%D9#'%#'*%!D4*"%!/%#'*%8#9(9#17%&#"8+#8"*%!"%!)&#"8+#9!4%94;!(;*.�

24%#'!&*%94&#$4+*&%D'*"*%#'*9"%"*(!+$#9!4%!"%"*+!4&#"8+#9!4%9&%9,-"$+#9+$(7%$%.*;9$#9!4%/"!,%(94*%$4.%:"$.*%D9((%)*

!".*"*.%)1%#'*%STK%$4.%#'*%+'$4:*%&'$((%)*%,$.*%94%#'*%,$44*"%.9"*+#*.�

K.*M8$#*%#*,-!"$"1%&8--!"#7%-"!#*+#9!4%$4.%,$94#*4$4+*%!/%$((%84.*":"!84.%$4.%&8"/$+*%8#9(9#1%&#"8+#8"*&7%."$94&7

&*D*"&%$4.%!#'*"%!)&#"8+#9!4&%*4+!84#*"*.%94%#'*%-"!:"*&&%!/%#'*%N!"O%&'$((%)*%/8"49&'*.%)17%$4.%$#%#'*%*C-*4&*%!/7

#'*%5!4#"$+#!"%$4.%$&%$--"!;*.%)1%#'*%STK�

N'*"*%#"$//9+%,8&#%+"!&&%!-*4%#"*4+'*&7%#'*%5!4#"$+#!"%&'$((%-"!;9.*%&89#$)(*%)"9.:*&%94%+!4/!",$4+*%D9#'%A#$4.$".

V>=AH=�%K.*M8$#*%-"!;9&9!4&%&'$((%)*%,$.*%/!"%#'*%/(!D%!/%&*D*"&W%."$94&%$4.%D$#*"+!8"&*&%*4+!84#*"*.%.8"94:

+!4&#"8+#9!4%$4.%$41%&#"8+#8"*&7%D'9+'%,$1%'$;*%)**4%.9&#8")*.7%&'$((%)*%&$#9&/$+#!"9(1%"*&#!"*.%8-!4%+!,-(*#9!4%!/
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 %&'(")*'+),,(!"("-'!++(*.(!//-""*'0(!"(*.(+!"&/).1(23(1%&(4$5$( &)1%&"(5&"6*/&7(1%&(8!'1")/1!"(.%),,('!1(9&"+!":(!"

)11&:91()'3(&;/)6)1*!'(!"(!1%&"(&)"1%(:!6*'0( !"#(*'(!"('&)"(1%&(+,!!<(9,)*'(!+()'3(.1"&):(!"(=)1&"/!-".&(!"(!'

.,!9&.(.-2>&/1(1!(&"!.*!'(!"("-'!++7(-',&..(0*6&'(.9&/*+*/()99"!6),(23(1%&(?@A$( %&'(.-/%(/!'<*1*!'.(<&,)3(1%&( !"#7

)'(&;1&'.*!'(!+(1*:&(+!"(=!"#*'0(<)3(/!'1")/1.(=*,,(2&(),,!=&<(*'()//!"<)'/&(=*1%(BC&'&"),(8!'<*1*!'.B$

 )1&"(D*'&@E&=( ).1&=)1&"(D*'&(5&9)")1*!'

5&9)")1*!'(2&1=&&'(=)1&"7("&/,)*:&<(=)1&"7()'<(=).1&=)1&"(,*'&.(.%),,(2&(9"!6*<&<().(.%!='(*'(1%&(F")=*'0.$

8"!..*'0.(!+(=)1&"7("&/,)*:&<(=)1&"7()'<(=).1&=)1&"(,*'&.(.%),,(/!'+!":(1!(<&1)*,.(*'(1%&(F")=*'0.$

 ).1&=)1&"(:)'%!,&.(=*1%*'(G(+&&1(!+(=)1&"()'<("&/,)*:&<(=)1&"(,*'&.(.%),,(2&(:)<&(=)1&"1*0%1()//!"<*'0(1!(<&1)*,.

*'(1%&(F")=*'0.$

41*,*13()'<(51!":(5&=&"(8"!..*'0.

 %&'(1%&(8!'1")/1!"(*'.1),,.()(9*9&(1%)1(/"!..&.(-'<&"()(-1*,*13(!"(.1!":(.&=&"(.1"-/1-"&()'<(1%&(1!9(!+(1%&(9*9&(*.

=*1%*'(HI(*'/%&.(!+(1%&(2!11!:(!+(1%&(.1"-/1-"&7(1%&(9*9&(.%),,(2&(2)/#+*,,&<().(.%!='(*'(1%&(F")=*'0.$( %&'(1%&

8!'1")/1!"(*'.1),,.()(9*9&(1%)1(/"!..&.(-'<&"()(-1*,*13(!"(.1!":(.&=&"(.1"-/1-"&(1%)1(*.('!1(.%!='(*'(1%&(F")=*'0.7(1%&

9*9&(.%),,(2&(2)/#+*,,&<().(<*"&/1&<(23(1%&(?'0*'&&"$(J)3:&'1(+!"(2)/#+*,,*'0(9*9&()1(-1*,*13(!"(.1!":(.&=&"(.1"-/1-"&.

'!1(.%!='(*'(1%&(F")=*'0.(.%),,(2&(23(8%)'0&(K"<&"$

L"&'/%(?;/)6)1*!'

?;/)6)1*!'(*'()(9)6&<(.1"&&1(.%),,(2&(9"&/&<&<(23(.)=(/-11*'0(/!:9,&1&,3(1%"!-0%()'3().9%),1*/(/&:&'1(/!'/"&1&(!"

J!"1,)'<(/&:&'1(/!'/"&1&(.-"+)/&7(2).&7(!"(.-22).&(1!(1%&(-'<&",3*'0(.-20")<&$(L%*.("&M-*"&:&'1(.%),,('!1()99,3(1!

&;/)6)1*!'.(:)<&(=*1%(1"&'/%*'0(:)/%*'&.(1%)1(-.&()("!1)1*'0(/!'1*'-!-.(2&,1(!"(/%)*'(+!"(/-11*'0()'<("&:!6*'0(!+

:)1&"*),$

4'<&"0"!-'<(9*9&<(-1*,*1*&.(.%),,(2&(/!'.1"-/1&<(*'()'(!9&'(/-1(*'()//!"<)'/&(=*1%(N&<&"),("&0-,)1*!'.7()99,*/)2,&

51)1&(51)1-1&.(/!'+!":*'0(1!(O1&:(E!$(�PG57(B?;/)6)1*!'(5)+&13(53.1&:.B()'<(=*1%()(1"&'/%(=*<1%()'<(<&91%

<&./"*2&<(2&,!=$( %&'(9*9&(*.(1!(2&(/!'.1"-/1&<(*'(+*,,()2!6&(1%&(')1-"),(0"!-'<7(8!'1")/1!"(.%),,(/!'.1"-/1

&:2)'#:&'1(1!()'(&,&6)1*!'('!1(,&..(1%)'(!'&(+!!1()2!6&(1%&(1!9(!+(1%&(9*9&7()+1&"(=%*/%(1"&'/%(*.(&;/)6)1&<$

Q&M-*"&<(6&"1*/),(.*<&.(.%),,(2&(.%&&1&<()'<(2")/&<().(*'<*/)1&<(1!(:)*'1)*'(1%&(.*<&.(!+(1%&("&M-*"&<(6&"1*/),

&;/)6)1*!'(1%"!-0%!-1(1%&(/!'.1"-/1*!'(9&"*!<$(A<&M-)/3(!+(1%&(<&.*0'(!+(.%&&1*'0()'<(2")/*'0(.%),,(2&(1%&

"&.9!'.*2*,*13(!+(1%&(8!'1")/1!"R.(<&.*0'(9"!+&..*!'),$(L%&(8!'1")/1!"(.%),,(2&("&.9!'.*2,&(+!"(*'.1),,)1*!'().

*'<*/)1&<$(A+1&"(1%&(9*9&(%).(2&&'(,)*<()'<(1%&(2)/#+*,,(9,)/&<()'<(/!:9)/1&<(1!(H�(*'/%&.()2!6&(1%&(1!9(!+(1%&(9*9&7

)'3(.%&&1*'07(.%!"*'0()'<(2")/*'0("&M-*"&<(:)3(2&("&:!6&<(=*1%(.9&/*),(/)"&(1!(*'.-"&(1%)1(1%&(9*9&(*.('!1

<*.1-"2&<$(A.(&)/%(9*&/&(!+(.%&&1*'0(*.("&:!6&<7(1%&(.9)/&(,&+1(23(*1.("&:!6),(:-.1(2&(1%!"!-0%,3(+*,,&<()'<

/!:9)/1&<(=*1%(.-*1)2,&(:)1&"*),()'<(9"!6*.*!'.(:)<&(1!(9"&6&'1(1%&(.*<&.(!+(1%&(1"&'/%(+"!:(/)6*'0(-'1*,(1%&

2)/#+*,,(%).(2&&'(/!:9,&1&<$(A'3(.%&&1*'0(,&+1(*'(9,)/&(=*,,('!1(2&(9)*<(+!"()'<(.%),,(2&(*'/,-<&<(*'(1%&(-'*1(9"*/&(2*<

+!"(9*9&$

L"&'/%( *<1%

L"&'/%&.(+!"(=)1&"7("&/,)*:&<7()'<(=).1&=)1&"(,*'&.(.%),,(%)6&()(/,&)"(=*<1%(!'(&)/%(.*<&(2&3!'<(1%&(!-1.*<&

.-"+)/&.(!+(1%&(9*9&(2&,,(!"(/!-9,*'0(!+('!1(,&..(1%)'(S(*'/%&.('!"(:!"&(1%)'(H�(*'/%&.$

L"&'/%&.(+!"(51!":(5&=&".(-9(1!(��(*'/%&.(.%),,(%)6&()(=*<1%(!+(H(+!!1(!'(&)/%(.*<&(2&3!'<(1%&(!-1.*<&(.-"+)/&.(!+

1%&(9*9&$(J*9&.(:!"&(1%)'(��(*'/%&.(.%),,(%)6&()(1"&'/%(=*<1%('!1(1!(&;/&&<(HI(*'/%&.(!'(&)/%(.*<&(2&3!'<(1%&

!-1.*<&(.-"+)/&.(!+(1%&(9*9&$
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&'()*+(),+-.*(/01)*(/0)*0-()*+(202+(34-+(+5.++16()*06(7�507879()*+(+-)0,+(202+(34-+(6*�::(#+(,+'0::+1(/0)*(�22,4;+1

#�.<'0::(7�)+,0�:9()*4,48=*:>(.472�.)+1()4(�(70-0787(4'(?@(2+,.+-)(4'(7�50787(1+-60)>(�6(1+)+,70-+1(#>(A5BCA

A+6)(D+)*41(A+5E��FEG(�-1()*+-(,+E+5.�;�)+1()4()*+(2,42+,(=,�1+(�-1(107+-604-6 (G5.�;�)04-(�:4-=(.8,;+6(�-1

#+-16(6*�::(#+(64(4,0+-)+1()*�)()*+(),+-.*(�-1(202+(�,+(�22,4507�)+:>(.+-)+,+1(4-()*+(.+-)+,:0-+(4'()*+(.8,;+9(860-=

6*4,)(:+-=)*6(4'(202+(�-1H4,(#+-1('0))0-=6(0'(-+.+66�,> 

I4,(�::(8)0:0)0+6()4(#+(.4-6),8.)+1(0-('0::(�#4;+(-�)8,�:(=,48-19()*+(+7#�-<7+-)(6*�::('0,6)(#+(.4-6),8.)+1()4(�-

+:+;�)04-(-4)(:+66()*�-(�('44)(�#4;+()*+()42(4'()*+(8)0:0)>(�')+,(/*0.*(+5.�;�)04-('4,()*+(8)0:0)>(6*�::(#+(7�1+ 

A,+-.*(B+2)*(�-1(B+2)*(4'(J4;+,

K::(202+(�-1(0-E:0-+(�228,)+-�-.+6(6*�::(#+(:�01()4()*+(=,�1+6(0-10.�)+1 (A*+(1+2)*(4'(.4;+,(6*�::(#+(7+�68,+1(',47

)*+(+6)�#:06*+1('0-06*(=,�1+9(-�)8,�:(=,48-1(68,'�.+9(68#=,�1+('4,(6)�=+1(.4-6),8.)04-9(6),++)(4,(4)*+,(2+,7�-+-)

68,'�.+()4()*+()42(4,(822+,746)(2,4L+.)04-(4'()*+(202+ 

M*+,+(-4)(4)*+,/06+(0-10.�)+19(�::(24)�#:+H,+.:�07+1(/�)+,(2020-=(6*�::(#+(:�01()4()*+('4::4/0-=(70-0787(1+2)*6N

O4)�#:+H,+.:�07+1(/�)+,(2020-=(0-6)�::+1(0-(8-106)8,#+1(=,48-1(0-(+�6+7+-)6(4'(8-1+;+:42+1(�,+�69(/*0.*

�,+(-4)(/0)*0-(+506)0-=(4,(2:�--+1(6),++)69(,4�16(4,(4)*+,(),�''0.(�,+�6(6*�::(#+(:�01(/0)*(�)(:+�6)("�(0-.*+6(4'

.4;+, 

O4)�#:+H,+.:�07+1(/�)+,(2020-=(0-6)�::+1(0-(+506)0-=(6),++)69(,4�16(4,(4)*+,(),�''0.(�,+�6(6*�::(#+(:�01(/0)*(�)

:+�6)(F%(0-.*+6(4'(.4;+,(#+:4/('0-06*(=,�1+ 

P-:+66(�22,4;+1(#>()*+(GHK9(0-6)�::�)04-(4'(24)�#:+H,+.:�07+1(/�)+,(2020-=(0-(2,4246+1(-+/(6),++)6(/0::(-4)

#+(2+,70))+1(8-)0:(2�;0-=(�-1(1,�0-�=+(2:�-6(*�;+(#++-(�22,4;+1(�-1()*+(,4�1/�>(),�''0.(�,+�6(+5.�;�)+1()4

)*+(62+.0'0+1(4,(6)�-1�,1(2�;0-=(68#=,�1+9(/0)*(�::(2�,</�>6(�-1(601+/�:<(�,+�6(=,�1+1(�..4,10-=()4(�->

�22:0.�#:+(2,4;0604-6(4'()*+(1,�0-�=+(2:�-6(4,(6:42+1(82/�,1(',47()*+(.8,#(:0-+()4()*+(,0=*)E4'E/�>(:0-+(�)(�

70-0787(6:42+(4'(Q(0-.*(2+,('44) (O020-=(�-1(�228,)+-�-.+6(0-6)�::+1(0-(68.*(2,4246+1(6),++)6(6*�::(#+(:�01

/0)*(�)(:+�6)("�(0-.*+6(4'(.4;+,(#+:4/()*+(�.)8�:(68#=,�1+ 

M*+,+(-4)(4)*+,/06+(0-10.�)+19(�::(/�6)+/�)+,(2020-=(6*�::(#+(:�01()4()*+('4::4/0-=(70-0787(1+2)*6N

M�6)+/�)+,(2020-=(0-6)�::+1(0-(-�)8,�:(=,48-1(0-(+�6+7+-)6(4,(4)*+,(8-1+;+:42+1(�,+�69(/*0.*(�,+(-4)

/0)*0-(+506)0-=(4,(2:�--+1(6),++)69(,4�16(4,(4)*+,(),�''0.(�,+�6(6*�::(#+(:�01(/0)*(�)(:+�6)(F!(0-.*+6(4'(.4;+, 

M�6)+/�)+,(2020-=(0-6)�::+1(0-(+506)0-=(6),++)69(,4�16(4,(4)*+,(),�''0.(�,+�6(6*�::(#+(:�01(/0)*(�)(:+�6)(��(0-.*+6

4'(.4;+, 

M�6)+/�)+,(2020-=(0-6)�::+1(0-(68.*(2,4246+1(6),++)6(6*�::(#+(:�01(/0)*(�)(:+�6)(F%(0-.*+6(4'(.4;+,(#+:4/()*+

�.)8�:(68#=,�1+ 

J:�660'0.�)04-(4'(G5.�;�)04-

G5.�;�)04-(/0::(-4)(#+(.4-601+,+1(4,(2�01('4,(�6(�(6+2�,�)+(0)+7(4'(M4,<9(64(+5.�;�)+1(7�)+,0�:(/0::(-4)(#+(.:�660'0+1

�6()4()>2+(4,(7+�68,+1(�6()4(R8�-)0)> (I8::(2�>7+-)('4,(�::(+5.�;�)04-(,+R80,+1('4,()*+(.4-6),8.)04-(6*�::(#+(0-.:81+1

0-()*+(;�,0486(8-0)(4,(:872(687(J4-),�.)(2,0.+6('4,()*+(;�,0486(0)+76(4'(M4,<(0-6)�::+19(.472:+)+(0-(2:�.+ (S4(+5),�

.472+-6�)04-9(62+.0�:(),+�)7+-)(4,(4)*+,(.4-601+,�)04-(/0::(#+(�::4/+1(18+()4(,4.<9(2�;+7+-)9(.�;0-=9(6*++)0-=(�-1

#,�.0-=9('�::0-=(4,(,060-=(/�)+,9(/4,<0-=(8-1+,(�-1(0-()*+(2,45070)>(4'(),++6(4,(�->(4)*+,(*�-10.�26()4(+5.�;�)04- 

B+/�)+,0-=(G5.�;�)04-

P-1+,=,48-1(202+1(8)0:0)0+6(6*�::(-4)(#+(.4-6),8.)+1(4,()*+(202+(:�01(0-()*+(2,+6+-.+(4'(/�)+, (K::(/�)+,(6*�::(#+

,+74;+1(',47()*+(+5.�;�)04-(2,04,()4()*+(202+(2:�.0-=(42+,�)04-()4(0-68,+(�(1,>('0,7(=,�-8:�,(#+1(4-(/*0.*()4(2:�.+

)*+(8-1+,=,48-1(202+1(8)0:0)0+6(�-1(6*�::(#+(7�0-)�0-+1(0-(68.*(8-/�)+,+1(.4-10)04-(8-)0:(�::(.4-.,+)+(�-1(74,)�,(06

6+) (T+74;�:(4'(/�)+,(7�>(#+(�..472:06*+1(#>(#�0:0-=9(28720-=(4,(#>(�(/+::E240-)(0-6)�::�)04-(�6(.4-10)04-6(/�,,�-) 
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@;,"*0&$&#4,0#:$06*$60&3@7#/+$%#(#5+"+565#.&1$%#,4#?#+"*%&39

A0&"*%#;,".+$+,"3

<&4,0&#($$&51$+"2#$,#8(B#1+1&7#(88#/($&07#3863%7#.&-0+37#8,,3&#5($&0+(87#&$*97#&"*,6"$&0&.#+"#$%&#$0&"*%#563$#-&
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,*../17/573-N791*./3<9�/15*1/(7/971/2D�22(/"PT 

G52/8378742(/>3*(-291/,73/2*�5/.-,1/73/423-24/7,/.-,14/45*../62/241*6.-452(/6*42(/79/152/�*8*6-.-1-24/7,/152

2;<-80291/8378742(/17/*11*-9/152/32;<-32(/�708*�1-79 

H*�5/.-,1/7,/6*�+,-../0<41/837@-(2/152/(294-1:/*4/482�-,-2(/5232-9 /J?2..-9>/47-.4/�47-.4/?-15/*/0-9-0<0/U-;<-(/U-0-1
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()*+,-.-/0-.1,23

45-*/+166-2/7),/8*/.5-/982:/()*+,-.-/,-.1,23/;866/<-/=182/>*2-,/?.-@/A)B/ $�C:/()*+,-.-/0-.1,23BD

9),8*E/),/F1+G8*EB

45-*/+166-2/7),/8*/.5-/982:/<),8*E/),/H1+G8*E/;866/<-/=182/>*2-,/?.-@/ &%C:/DF1+G8*E/),/9),8*E/I8=-B

4-./()**-+.8)*3/.)/I).1<6-/),/0-+618@-2/41.-,/J18*3

45-*/+166-2/7),/8*/.5-/<82:/;-./+)**-+.8)*3/;866/<-/=182/1./.5-/>*8./=,8+-/<82/=-,/-1+5:/+)@=6-.-/8*/=61+-:/1++),28*E/.)

.5-/38K-/)7/.5-/@18*/.51./83/8*/3-,L8+-/1*2/35166/<-/7>66/+)@=-*31.8)*/7),/166/4),G/,-M>8,-2/.)/@1G-/.5-/+)**-+.8)*

1*2/=61+-/.5-/=8=-/8*/3-,L8+-B/�C--/3><3-+.8)*/ %&B�/N()*3.,>+.8)*/J-.5)23N/=1,./�'��/�<�/N4-./()**-+.8)*3/.)/OP83.8*E

41.-,/CQ3.-@N�B

R8..8*E3

S>+.86-/8,)*/78..8*E3:/7>,*835-2/8*/1++),21*+-/;8.5/.5-3-/3=-+878+1.8)*3:/;866/<-/=182/7),/1./.5-/>*8./=,8+-/<82/=-,/.)*:

+)@=6-.-/8*/=61+-:/1++),28*E/.)/.5-/3+5-2>6-/)7/;-8E5.3/8*/C.1*21,2/I,)2>+.3/T83./44U'"(B/9)6.3:/E61*23:/1*2/E13G-.3

;866/*)./<-/=182/7),/3-=1,1.-6Q/1*2/35166/<-/8*+6>2-2/8*/.5-/+)*.,1+./>*8./=,8+-/7),/78..8*E3B

()*+,-.-/V,-*+5/(1=/1*2/O*+13-@-*.

45-,-/.5-/283.1*+-/<-.;--*/.5-/.)=/)7/.5-/+)*+,-.-/-*+13-@-*./1*2/.5-/.)=/)7/.5-/.,-*+5/+1=/83/6-33/.51*/�!/8*+5-3:

.5-/+)*+,-.-/+1=/1*2/-*+13-@-*./35166/<-/=)>,-2/13/)*-/>*8./1*2/=182/7),/>*2-,/.583/<82/8.-@/1./.5-/()*.,1+./=,8+-

<82/=-,/68*-1,/7)).B/45-*/.5-/283.1*+-/1<)L-/83/E,-1.-,/.51*/�!/8*+5-3/),/;5-*/.5-/.,-*+5/+1=/83/=61+-2/3-=1,1.-6Q:

.5-/.,-*+5/+1=/35166/<-/=182/7),/13/1/3-=1,1.-/8.-@:/=-,/68*-1,/7)).:/+)@=6-.-/8*/=61+-B

(-@-*.UC.1<868K-2/91+G7866

(-@-*.U3.1<868K-2/<1+G7866/;866/<-/=182/7),/1./.5-/>*8./=,8+-/<82/=-,/68*-1,/7))./1*2/35166/<-/7>66/=1Q@-*./.)/.5-

()*.,1+.),/7),/7>,*8358*E/1*2/8*3.1668*E/.5-/,-M>8,-2/@1.-,816:/@8P-2:/=61+-2/1*2/+>,-2/+)@=6-.-/8*/=61+-B

()*+,-.-/O*+13-@-*.

45-*/+166-2/7),/8*/.5-/982:/()*+,-.-/I8=-/O*+13-@-*./;866/<-/=182/>*2-,/?.-@/A)B/ & C:/DO*+13-@-*./1*2

O*+13-@-*./I8=-DB

I,-33>,-/V1=3

I,-33>,-/.1=3/;866/<-/=182/7),/1./.5-/>*8./=,8+-/<82:/+)@=6-.-/8*/=61+-:/1++),28*E/.)/.5-/38K-/.1=/@12-/1*2/.5-/38K-

@18*/.1==-2/1*2/35166/<-/7>66/=1Q@-*./7),/7>,*8358*E/166/*-+-331,Q/@1.-,8163:/8*+6>28*E/.1==8*E/36--L-/1*2/L16L-:

@1G8*E/.5-/.1=:/.-3.8*E/1*2/=61+8*E/.5-/+)**-+.8)*/8*/3-,L8+-B

OP+1L1.8)*/C17-.Q/CQ3.-@3

45-*/+166-2/7),/8*/982:/V,-*+5/C17-.Q/CQ3.-@3/35166/+)*7),@/.)/?.-@/A)B/ &$C:/DOP+1L1.8)*/C17-.Q/CQ3.-@3BD

()**-+.8*E/1/A-;/41.-,:/413.-;1.-,:/),/0-+618@-2/41.-,/C-,L8+-/.)/1*/-P83.8*E:/+)@=1,1<6-/.Q=-/)7/=,8L1.-/3-,L8+-

;866/<-/=182/7),/1./.5-/>*8./=,8+-/<82:/+)@=6-.-/8*/=61+-:/1++),28*E/.)/.5-/38K-/)7/*-;/3-,L8+-/1*2/38K-/)7/-P83.8*E

=,8L1.-/3-,L8+-:/1*2/35166/<-/7>66/=1Q@-*./7),/7>,*8358*E/1*2/8*3.1668*E/166/*-+-331,Q/@1.-,8163:/3>+5/13/+6-1*)>.3:

=8=-:/+)>=68*E3:/1*2/78..8*E3:/1*2/8*+6>28*E/-P+1L1.8)*/1*2/<1+G7866B

W82-)/?*3=-+.8)*

W82-)/?*3=-+.8)*/)7/A-;6Q/?*3.166-2/9)P/(>6L-,.3/1*2/C.),@/S,18*/I8=-/;866/<-/=182/7),/1./.5-/>*8./=,8+-/<82/=-,/68*-1,

7))./1*2/35166/<-/7>66/=1Q@-*./7),/166/61<),:/-M>8=@-*.:/1*2/@1.-,8163/,-M>8,-2/7),/L82-)/8*3=-+.8)*/=-,/.583

3=-+878+1.8)*:/8*+6>28*E/166/3><@8..163/)7/(SXSWS/13/,-M>8,-2B

F>@=-,/Y)3-
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Item No. 701S 

Fencing	

701S.1 Description  

This item shall govern furnishing and installing fencing and gates at locations shown on the 
Drawings or directed by the Engineer or designated representative, including all posts, bracing 
and accessories as specified in this Item and as indicated on the Drawings. 

This specification is applicable for projects or work involving either inch-pound or SI units.  
Within the text inch-pound units are given preference followed by SI units shown within 
parentheses. 

701S.2  Submittals 

Prior to installation of the fencing the Contractor shall furnish the Engineer or designated 
representative with certification from the manufacturer that all fencing materials comply with the 
requirements specified in this Item. 

701S.3  Materials 

A.  Chain Link Fabric 

1. Wire fabric for fencing shall be 9 gauge (3.76 mm) steel with a minimum breaking 
strength of 1,290 pounds per foot (1 750 Newtons per square meter).  The overall height 
of the fence when erected shall be the height above grade as indicated on the Drawings.  
The fabric shall be woven into an approximately 2-inch ± 1/8-inch (50 mm ± 3 mm) mesh 
such that in a vertical dimension of 23 inches (585 mm) along the diagonals of the 
openings there shall be at least 7 meshes.  Unless indicated otherwise on the Drawings 
the fabric shall have a knuckled (K) and twisted (T) finish for the top and bottom 
selvages respectively.  The wire in the fabric shall withstand a minimum tensile strength 
test of 75,000 psi (517 kPa) after galvanizing.  Except as provided herein, the chain link 
fence fabric shall conform to ASTM A392, Class I or ASTM A491.   

2. The fabric shall be hot dip galvanized after weaving and shall have a minimum coating of 
1.2 ounces per square foot (0.4 kilograms per square meter) of uncoated surface 
conforming to ASTM A392, Class I. 

3. Between posts the fabric shall be fastened at 12-inch (300-mm) intervals to a top and 
bottom tension wire.  When a top rail is shown on the Drawings, the fabric shall also be 
fashioned in the same manner.  On gate frames, the fabric shall be fastened to top and 
bottom of the gate frame at all 12-inch (300-mm) intervals.  Steel or aluminum wire fabric 
ties with a minimum 9 gauge (3.76 mm) diameter shall be used. 

B.  Woven Wire Fencing 

 Woven wire fencing shall be either galvanized steel wire fencing or aluminum-coated steel 
wire fencing conforming to the following requirements: 

1.  Galvanized steel wire fencing shall conform to ASTM A116, Class 1. 
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2. Aluminum-coated steel wire fencing shall consist of aluminum-coated steel wire 
conforming to the requirement for galvanized steel wire fencing, except the wire shall be 
aluminum coated.  The wire shall not have less than 0.40 ounce (11 grams) coating of 
aluminum alloy per square foot of uncoated surface in accordance with ASTM A491 

C.  Wire Fencing 

 Wire shall be either galvanized or aluminum alloy coated 9 gage (3.76 mm) steel wire 
conforming to the specifications for galvanized steel or aluminum alloy coated woven wire 
fencing above. 

D.  Wood Fencing 

 Wood for wood fencing shall be Wolmanized pine, cedar or as indicated on the Drawings.  
The timber shall be sound and free from all decay, shakes, splits or any other defects, 
which would make it structurally unsuitable for the intended purpose. 

E.  Metal Posts, Top Rails, Braces and Gates 

 Steel pipe used for posts, top rails, braces and gate frames shall conform to the 
specifications of ASTM A 53.  Steel sections used for posts, top rails, frames and braces 
shall be a good commercial quality weldable steel.  All material shall be new and no used, 
re-rolled or open seam material will be acceptable.  All posts shall meet the weight and 
length requirements indicated.  The fabric bands and steel wire ties shall conform to the 
gauge and spacing indicated and shall be of suitable design to fasten fabric to the posts.  
Wire ties of the gauge shown may be used in lieu of fabric bands.  All fittings required for 
posts shall be pressed or rolled steel, forge steel, malleable iron or wrought iron of good 
commercial quality and spaced as indicated on the Drawings. 

1.  Line Posts 

Line posts may be either C-section or tubular.  Tubular line posts shall be fitted with 
watertight malleable iron caps. Line posts shall be furnished in sufficient quantity to 
provide a maximum spacing of 10 feet (3 meters) 

2.  Terminal Posts 

All end, corner and pull posts shall be known as terminal posts and shall be of either 
round or square sections.  All terminal posts shall be furnished with watertight malleable 
iron caps.  Fabric shall be fastened to terminal posts by steel stretcher bars and 
stretcher bar bands fitted with carriage bolts and nuts of the size and spacing indicated 
on the Drawings. 

3.  Gate Posts 

Gateposts shall be either round or square.  All gateposts shall be furnished with 
watertight malleable iron caps.  The fabric shall be attached to the gateposts by means 
of steel stretcher bars and stretcher bar bands fitted with carriage bolts and nuts of the 
size and spacing indicated on the Drawings. 

4.  Post Caps 

 Post caps for pipe sections shall be designed to exclude all moisture.  Where a top rail is 
shown on the Drawings, post caps shall have an opening for the top rail.  All post caps 
shall have a 2-inch (50-mm) skirt for rigidity. When barbed wire is allowed for topping a 
six-foot (1.82 meter) or higher fence (LDC Section 10-1-9) the barbed wire support arms 
shall be integral with post caps. 

5.  Gates 
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  a. Single Swing Gate 

   The gate frames shall be fabricated from sections either round or square of the size 
 and weight indicated on the Drawings and shall be filled out with the same type 
 fabric specified for the chain link fence.  All gates shall be equipped with approved 
 malleable iron or steel latches, stops and center rest.  A satisfactory locking device 
 suitable for padlocking shall be provided.  The gates shall be hung by at least 2 
 steel or malleable iron hinges securely fastened to the posts.  Hinges shall not twist 
 or turn under the action of the gate, shall be capable of allowing a full 180 degree 
 opening turn, shall be so arranged that a closed gate cannot be lifted off the hinges 
 to obtain entry and shall be easily operated by one person. 

 b. Double Swing Gate 

   Double Swing gates shall be furnished and installed as indicated on the drawings. 
Gates shall be of the same height as the fence and shall have a single vertical mat of 
barbed wire. The gates shall be hinged to swing 180 degrees from closed to open. The 
gates shall be complete with frames,  latches, stops, keepers, hinges, fabric, braces, 
padlocks and three strands of barbed wire. Gates shall have intermediate members and 
diagonal truss rods as required for rigid construction and shall be free from sag and 
twist. Gates shall be fitted with vertical extension arms or shall have frame end members 
intended to carry barbed wire. 

  Hinges shall be pinned type, heavy pattern with large bearing surface and shall not twist 
or turn under the action of gate. Latches for double swing gates shall be plunger bar 
type, full gate height, and arranged to engage the gate stop. Stops shall consist of a 
roadway plate with anchor set in Portland Cement concrete and arranged to engage the 
plunger. Keepers shall consist of mechanical devices for securing and supporting the 
free end when in the full open position. Latches shall be arranged for padlocking with 
padlock accessible from sides of the gate. Gates shall be installed so that they cannot 
be removed without disassembly of the hardware. Hardware attachment bolt shall be 
penned to prevent easy removal. 

6.  Top Rail 

  The top rail shall be of size and weight indicated on the Drawings and shall be furnished 
in random lengths, not less than 18 feet (5.5 meters) per section with outside sleeve type 
couplings at least 6 inches (150 mm) long and having a wall thickness of not less than 
0.70-inch (18-mm).  One coupling in five shall have a heavy spring to take up expansion 
and contraction of the rail.  The top rail shall be installed before installing chain link fabric 
and shall pass through post tops. 

7. Braces 

  All braces shall be of the size, weight and length indicated on the Drawings.  All braces 
shall be trussed with rods and turnbuckles of the dimensions indicated on the Drawings.  
Braces shall be installed on all terminal posts and shall extend to the adjacent line posts.  
All corner and pull posts shall have braces on each side of terminal. 

8. Fittings, Bolts and Other Miscellaneous Hardware 

 All fittings, bolts and miscellaneous hardware shall be hot dip galvanized in conformance 
with TxDoT Standard Specification Item No. 445, “Galvanizing. 

9. Tension Wire 

  Between posts, the fabric shall be fastened to a top and bottom tension wire or to the top 
rail and bottom tension wire by steel wire ties of the gauge and spacing indicated on the 
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Drawings.  The tension wire shall be at least 7 gauge (4.5 mm) galvanized coil spring 
steel of good commercial quality. 

  Tension wire shall have a minimum coating of 0.8 ounce per square foot (0.2 kilogram 
per square meter) of uncoated surface when tested in conformance with ASTM A116. 

10. Security Fence 

 The security fence shall be 8 feet (2.44 meters) high with brackets and 3 strands barbed 
wire.   

 Barbed wire, when specified on the Drawings, shall be 12-1/2 gauge wire (2.51 mm), 
twisted with two-point 14 gauge (2.03 mm) barbs spaced approximately 5 inches (125 
mm) apart and shall conform to ASTM A121 or ASTM A585.  Three strands of barbed 
wire will be required when a barbed wire top is specified on the Drawings. 

Barbed wire support arms shall be at an angle or 45o from vertical and shall have clips 
for attaching three (3) strands of barbed wire to each support arm.  Each support arm 
shall be of sufficient strength to support a 200-pound (90 kilograms) weight (mass) 
applied at the outer strand of barbed wire. 

11.  Galvanizing 

 Thin-wall, high-strength pipe posts shall be externally hot-dip galvanized with a 
minimum weight of coating of 0.9 ounce per square foot (0.3 kilogram per square 
meter).  After galvanizing, thin-wall, high-strength pipe posts shall be externally 
chromated by total immersion followed by application of clear polyurethane finish. 

 Interior surfaces shall have a hot-dip galvanized coating, a zinc base coating with 
thickness 0.5 mil ± 0.2 mil (13 micrometer  ± 5 micrometer).  The coating shall be 94 
percent zinc powder by weight (mass). 

 All tubular posts, rails and braces shall comply with the following salt spray performance 
requirements when tested in accordance with ASTM B117. 

Exterior – 1250 hours to maximum 5 % red rust 
Interior – 650 hours to maximum 5 % red rust 

The uniformity of the zinc coating shall be determined by visual inspection.  If, in the 
opinion of the Engineer or designated representative, visual examination is not 
conclusive, he may use the Preece Test as described in ASTM A239.  When so tested, 
all items shall withstand a minimum of 6 one-minute dips except for those items 
designated in ASTM A153 as Class B-2, B-3, C and D, which shall withstand a 
minimum of 4 one-minute dips. 

Careful visual inspection shall be made to determine the quality of the zinc coating.  
Excessive roughness, blisters, salammoniac spots, bruises and flaking if present to any 
considerable extent, shall provide a basis for rejection.  Where practicable, all 
inspection and tests shall be made at the place of manufacturer prior to shipment and 
shall be so conducted as not to interfere unnecessarily with the progress of the work. 

Damaged spelter coating shall be repaired by thoroughly wire brushing the damaged 
area and removing all loose, cracked or weld-burner spelter coating.  The cleaned area 
shall be painted with 2 coats of zinc oxide-zinc dust paint conforming to the 
requirements of Federal Specification TT-P-641B.  The paint shall be furnished at the 
Contractor’s expense. 
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F.  Concrete Post Anchorages 

 Concrete for post footings, catch blocks, anchors and other such items related to the fence 
construction, shall be Class B Concrete conforming to Item No. 403S, "Concrete for 
Structures" or as indicated on the Drawings.  Maximum size of aggregate shall be 3/4 inch 
(19 mm).  Hand mixing of concrete will be permitted on batches under 1/2 cubic yard (0.38 
cubic meter).  All batches exceeding this volume will be machine mixed. 

 Concrete shall be placed promptly and without segregation after mixing.  The Contractor 
shall consolidate the concrete satisfactorily by tamping or vibrating.  Excess excavation 
from footings shall be satisfactorily disposed of. 

 The tops of post footings shall extend slightly above ground and shall be steel troweled to a 
smooth finish sloped to drain away from posts.  Posts, braces and other units shall be 
centered in footings. 

G. Mowing Strip 

 When called out in the drawings, a mowing strip shall be Class A concrete. It shall be 24 
inches (610 mm) wide and a minimum of 4 inches (100 mm) thick. Three (3) number (#3) 
bars shall be evenly spaced and supported along the full length of the mow strip, and a 
number 3 (#3) bar shall be cross-tied every 4 feet (1.2 m). Fence posts shall be installed in 
center of mow strip. 

701S.4 Inspection and Sampling 

The Contractor shall furnish, upon request of the Engineer or designated representative, 
samples of each component part of the fence including fittings.  These samples shall be 
subjected to the galvanizing, weight and where required, strength tests.  A sample may be taken 
for each project or for each shipment to a project, when requested by the Engineer or 
designated representative.  All samples shall be furnished to the City free of charge. 

If any specimen tested fails to meet the requirements of this specification, two (2) additional 
specimens shall be cut from the remainder of the sample and tested, both of which shall meet 
the requirements in every respect or the lot represented by the sample may be rejected. 

701S.5 Construction Methods 

The Chain Link Fence shall be erected to lines and grades established by the Engineer or 
designated representative in accordance with the details indicated on the Drawings.  The fence 
shall be true to line, taut and shall comply with the best practice for fence construction of this 
type. 

A.  Clearing and Grading 

 The Contractor shall perform all clearing of brush, rocks and debris necessary for the 
installation of this fencing. 

B.  Erection of Posts 

 Posts shall be set plumb and permanently positioned and anchorages firmly set before 
fabric is placed.  Posts shall be set in concrete, unless otherwise indicated on the Drawings. 



Current Version: September 26, 2012  Previous Versions: 06/16/08, 05/20/02 
and 09/30/87 

701S 09/26/12  Page 6 Fencing 

 Concrete footings shall be carried to the depth and dimensions indicated on the Drawings.  
Where rock is encountered within the required depth to which the post is to be erected, a 
hole of a diameter slightly larger than the largest dimension of the post may be drilled into 
the rock and the post grouted in.  The regular dimensioned concrete footing as indicated on 
the Drawings shall then be placed between the top of the rock and required grade indicated 
on the Drawings.  Posts shall be approximately centered in their footings.  All concrete shall 
be placed promptly and compacted by tamping or other approved methods.  Concrete shall 
be finished in a dome and shall be cured a minimum of 48 hours before further work is done 
on the posts. 

 Pull posts shall be placed not over 500 feet (15.25 meters) apart in straight runs and at each 
vertical angle point, all as directed by the Engineer or designated representative.  Corner 
posts shall be placed at each horizontal angle point greater than 15 degrees.  Corner and 
pull posts shall have horizontal braces and tie rods as specified above and as indicated or 
designated representative. 

C.  Erection of Top Rail and Tension Wire 

 The top rail and bottom tension wire and/or top and bottom tension wires shall be installed 
before installing the chain link fabric.  The top rail shall be firmly attached in final position.  
Tension wires shall be within 4 inches (100 mm) of the top and bottom of the fabric and shall 
be pulled taut. 

D.  Erection of Fabric 

  After all posts have been permanently positioned and anchorages firmly set with the cables 
drawn taut with the turnbuckles, the fabric shall be placed by securing one end and applying 
sufficient tension to the other end to remove all slack before making attachments.  Unless 
otherwise indicated on the Drawings, the fabric shall be cut and each span shall be attached 
independently at all corner posts and pull posts. 

  Fabric shall be fastened as indicated on the Drawings and the bottom of the fabric shall be 
placed a normal distance of 2 inches (50 mm) above the ground line; however, over 
irregular ground this distance may vary between 1 inch (25 mm) and 6 inches (150 mm) for 
a distance not to exceed 8 feet (2.44 meters).  Any necessary backfilling required, in order 
to comply with these provisions, will be considered as incidental work. 

E.  Fence Grounding 

  This fence shall be grounded where a power line passes over the fence.  In any case, a 
ground shall be provided at locations not to exceed 1,000 feet (30 meters) apart in straight 
runs of fence.  Each individual section of fence shall have at least 1 ground.  The ground 
shall consist of a copper-weld rod 8 feet (2.44 meters) long and a minimum of 5/8 inch (16 
mm) in diameter driven or drilled in vertically until the top of the rod is approximately 6 
inches (150 mm) below the top of the ground.  A No. 6 solid copper conductor shall be 
brazed to the rod and to the fence in such a manner that each element of the fence is 
grounded. 

F.  Erection of Wood Fencing Material 

After all posts have been permanently positioned and anchorages firmly set, stringers shall 
be placed and boards secured to the stringers.  Other techniques utilizing modular precut 
panels may be used, when indicated on the Drawings. 

701S.6  Measurement 
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Chain Link Fence, of each height specified, will be measured by the lineal foot of fence 
measured at the bottom of the fabric along the centerline of fence from center to center of 
terminal posts, excluding gates.  Gates will be measured as each gate, complete in place. 

701S.7  Payment 

The work performed and material furnished as prescribed by this item, measured as provided 
under "Measurement" will be paid for at the unit bid price for "Chain Link Fence" of the height 
specified.  The unit bid price shall include full compensation for furnishing and installing all 
fencing materials (except gates) including all miscellaneous fittings, braces, post caps, line 
wires, connection clips or wires; digging post holes and grouting in rock where required; 
furnishing and placing concrete for setting posts; furnishing and installing all electrical grounds; 
all hauling and handling charges; and for all manipulations, labor, tools, equipment and 
incidentals necessary to complete the work, including excavation, backfilling and disposal of 
surplus material. 

Gates measured as provided under "Measurement" will be paid for at the unit bid price for 
"Pedestrian Gate" or "Vehicular Gate", of the type, height and opening specified.  The unit bid 
price shall include full compensation for furnishing all materials; fabricating, preparation, 
hauling, handling charges and erecting, including all miscellaneous fittings, braces, latches, 
gate hinges, stops and center anchorage; and for all manipulations, labor, tools, equipment 
and incidentals necessary for complete installation. 

Payment will be made under one of the following: 

Pay Item No. 701S -AS:    Chain Link Fence, -   Per Lineal Foot 
Pay Item No. 701S –B:  Chain Link Pedestrian Single Swing Gate, ___Foot. x __Foot.  
   Per Each 
Pay Item No. 701S -BD:   Chain Link Pedestrian Double Swing Gate, __Foot. x __Foot.  
  Per Each 
Pay Item No. 701S -CS:   Chain Link Vehicular Single Swing Gate, ____Foot. x ___Foot.   
   Per Each 
Pay Item No. 701S -CD:   Chain Link Vehicular Double Swing Gate, __Foot. x ___Foot.   
  Per Each 
Pay Item No. 701S -D:    Wire Fence    Per Lineal Foot 
Pay Item No. 701S -E:    Wood Fence    Per Lineal Foot  
Pay Item No. 701S -F:    Wood Fence Pedestrian Gate, ___Foot. x __Foot.    Per Each 
Pay Item No. 701S -G:   Wood Fence Vehicular Gate, ___Foot. x ___Foot.    Per Each  
Pay Item No. 701S -H:   Security Fence, ___Foot, High Type ___  Per Lineal Foot  
Pay Item No. 701S -T:  Temporary Fence, ___Foot High, ____Type   Per Lineal Foot 
Pay Items No. 701S-MS:  Mowing Strip  Per Lineal Foot 
  

End 
 

SPECIFIC CROSS REFERENCE MATERIALS  
City of Austin Standard Specifications 
Designation               Description 
Item No. 403S Concrete for Structures  
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City of Austin Code of Ordinances, Volume I 
Designation               Description 
Section 10-1-9 Barbed Wire Fences 

Texas Department of Transportation: Standard Specifications  
For Construction of Highways, Streets and Bridges 
Designation            Description 
Item No. 445 Galvanizing 

American Society For Testing And Materials (ASTM) 
Designation            Description 
A 53/A 53M Specification For Pipe, Steel, Black and Hot-Dipped, Zinc-Coated, 

Welded and Seamless  
A 116 Specification For Zinc-Coated (Galvanized) Steel Woven Wire Fence 

Fabric  
A 121 Specification For Zinc-Coated (Galvanized) Steel Barbed Wire 
A 153/A 153M Specification For Zinc-Coated (Hot-Dip) on Iron and Steel Hardware 
A 239 Practice for Locating the Thinnest Spot in a Zinc (Galvanized) 

Coating on Iron and Steel Articles 
A 392 Specification For Zinc-Coated Steel Chain-Link Fence Fabric 
A 491 Specification For Aluminum-Coated Steel Chain-Link Fence Fabric 
A 585 Specification For Aluminum-Coated Steel Barbed Wire 
B 117 Practice for Operating Salt Spray (Fog) Apparatus 

Federal Specification TT-P-641B 

RELATED CROSS REFERENCE MATERIALS 

Texas Department of Transportation: Standard Specifications for  
Construction and Maintenance of Highways, Streets, and Bridges 
Designation               Description 
Item No. 550              Chain Link Fence  
Item No. 552 Wire Fence 
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SPECIAL PROVISION 
To Standard Specification Item 401S 
Structural Excavation and Backfill 

09-26-2012 Version 
 
 
For this project, City of Austin Standard Technical Specification Item 401S, “Structural Excavation and 
Backfill”, is hereby amended with respect to the paragraphs cited below.  No other paragraphs or 
requirements of this City of Austin standard specification are changed or waived. 
 
1. Section 401S.2 Submittals, Add the following item to the end of the list under the first paragraph: 
 
 Supplier and certified test results for materials proposed for use as select fill below foundations and backfill 

against below-ground walls 
 

  

End 
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SPECIAL PROVISION 
To Standard Specification Item 403S 

Concrete for Structures 
09-26-2012 Version 

 
 
For this project, City of Austin Standard Technical Specification Item 403S, “Concrete for Structures”, is 
hereby amended with respect to the paragraphs cited below.  No other paragraphs or requirements of this 
City of Austin standard specification are changed or waived. 
 
1. Section 403S.2 Submittals,   Replace the first paragraph with the following: 
 
 The submittal requirements of this specification item shall include the following: 
 
2. Section 403S.2 Submittals, Under the first paragraph, add the following to the list of submittal requirements: 
 

Product information and material certificates for the cementitious materials to be used with each concrete mix 
 
Material Test Reports indicating compliance of the aggregate materials with the requirements of this 

specification 
 

Concrete Test Cylinder Laboratory Reports 
 

1. Conduct tests as per test procedures ASTM C31 and C39 for Compression Test. 
 
2. Submit written results to Engineer and Contractor no later than four days after tests are performed; 

verbal results – pass or fail - within two days. 
 
3. Failure to Meet Specifications: 
 

a) Concrete failing to meet specifications will be rejected. 
b) Should a 7-day (normal cement) test fail to meet established strength requirements, 

extended curing, or resumed curing, may be required. 
c) CONTRACTOR to strengthen structures, or replace portions thereof, which fail to meet 

established strength requirements, at CONTRACTOR’s expense. 
d) Test cores, when required, to be in accordance with procedures of ASTM C42, at no 

additional cost to OWNER. 
 

3. Section 403S.4 Storage of Materials, Delete the reference to “Section 13” in Subparagraph D and replace it 
with a reference to “Section 14”. 

 
4. Section 403S.6 Mix Design,   In the Subparagraph beginning with “The mix design …”, delete the words 

“Table 5” and insert the words “ Table 6”. 
 
5. Section 403S.7 Consistency and Quality of Concrete, In the Subparagraph beginning with “When control of 

concrete quality…”, delete the reference to “Table 4” and replace with a reference to “Table 5”. 
 

 
 

End 
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 SPECIAL PROVISION  
 To Standard Specification Item 406S 
 Reinforcing Steel 
 09-26-2012 Version 
 
 
For this project, City of Austin Standard Technical Specification Item 406S, “Reinforcing Steel”, is hereby 
amended with respect to the paragraphs cited below.  No other paragraphs or requirements of this City of 
Austin standard specification are changed or waived. 
 
1. Section 406S.2 Submittals, Delete Subparagraph B and insert the following: 
 

B. Shop Drawings for Reinforcing Steel shall detail fabrication, bending, and placement.  Include bar sizes, 
lengths, material, grade, bar schedules, stirrup spacing, bent bar diagrams, bar arrangement, splices and 
laps, mechanical connections, tie spacing, hoop spacing, and supports for concrete reinforcement. 

 
2. Section 406S.3 Materials, Add the following to the end of Subparagraph G: 
 
 Mechanical couplers shall develop at least 125-percent of the specified yield strength of the bar, in tension or 

compression, as applicable. 
 
3. Section 406S.5 Tolerances, Insert the following additional text at the end of the paragraph: 
 
 Fabricate reinforcing according to CRSI’s “Manual of Standard Practice”, latest edition. 
 
4. Section 406S.7 Splices, Delete 3rd subparagraph, including the “Minimum Lap Requirements” table, and 

insert the following: 
 
 Splicing of steel reinforcing bars, except when indicated specifically on the drawings, will not be permitted 

without written approval of the Engineer or designated representative.  No substitution of bars will be permitted 
without approval of the Engineer or designated representative.  Lap splices shall be placed in direct contact 
and securely tied together. Refer to design drawings for lap length table. 

 
 Welding of reinforcing bars shall not be permitted, unless specified or approved by the Engineer. 
 
5.   Specific Cross Reference Materials, insert the following reference: 
 
 Concrete Reinforcing Steel Institute, CRSI 
 

Designation Description 
 
MSP-1 Manual of Standard Practice 

 
 

End 
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 SPECIAL PROVISION  
 To Standard Specification Item 410S 
 Concrete Structures 
 09-26-2012 Version 
 
 
For this project, City of Austin Standard Technical Specification Item 410S, “Concrete Structures”, is 
hereby amended with respect to the paragraphs cited below.  No other paragraphs or requirements of this 
City of Austin standard specification are changed or waived. 
 
 
1. Section 410S.14:  Placing Concrete in Hot Weather, Add the following Subparagraph: 
 

Reinforcing steel, steel beam flanges, and other surfaces in contact with concrete to be cooled to below 85°F 
by means of water spray or other approved methods. 

 
 
  
 

End 
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SECTION 024100 

SELECTIVE DEMOLITION 

 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 

other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Demolition and removal of selected portions of a building or structure. 

2. Repair procedures for selective demolition operations. 

1.3 DEFINITIONS 

A. Remove: Detach items from existing construction and legally dispose of them off-site, unless indicated 

to be removed and salvaged or removed and reinstalled. 

B. Remove and Salvage: Detach items from existing construction and deliver them to Owner. 

C. Remove and Reinstall: Detach items from existing construction, prepare them for reuse, and reinstall 

them where indicated. 

D. Existing to Remain: Existing items of construction that are not to be removed and that are not otherwise 

indicated to be removed, removed and salvaged, or removed and reinstalled. 

1.4 MATERIALS OWNERSHIP 

A. Except for items or materials indicated to be reused, salvaged, reinstalled, or otherwise indicated to 

remain Owner's property, demolished materials shall become Contractor's property and shall be 

removed from Project site. 

1.5 SUBMITTALS 

A. Qualification Data: For firms and persons specified in "Quality Assurance" Article to demonstrate their 

capabilities and experience. Include lists of completed projects with project names and addresses, 

names and addresses of architects and owners, and other information specified. 
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1.6 QUALITY ASSURANCE 

A. Demolition Firm Qualifications: An experienced firm that has specialized in demolition work similar in 

material and extent to that indicated for this Project. 

B. Regulatory Requirements: Comply with governing EPA notification regulations before beginning 

selective demolition. Comply with hauling and disposal regulations of authorities having jurisdiction. 

C. Standards: Comply with ANSI A10.6 and NFPA 241. 

D. Predemolition Conference: Conduct conference at Project site. Review methods and procedures related 

to selective demolition including, but not limited to, the following: 

1. Inspect and discuss condition of construction to be selectively demolished. 

2. Review structural load limitations of existing structure. 

3. Review and finalize selective demolition schedule and verify availability of materials, demolition 

personnel, equipment, and facilities needed to make progress and avoid delays. 

4. Review requirements of work performed by other trades that rely on substrates exposed by 

selective demolition operations. 

1.7 PROJECT CONDITIONS 

A. Owner will occupy portions of building immediately adjacent to selective demolition area. Conduct 

selective demolition so Owner's operations will not be disrupted. Provide not less than 72 hours' notice 

to Owner of activities that will affect Owner's operations. 

B. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities. 

1. Do not close or obstruct walkways, corridors, or other occupied or used facilities without written 

permission from authorities having jurisdiction. 

C. Owner assumes no responsibility for condition of areas to be selectively demolished. 

1. Conditions existing at time of inspection for bidding purpose will be maintained by Owner as far 

as practical. 

D. Hazardous Materials: It is not expected that hazardous materials will be encountered in the Work. 

1. If materials suspected of containing hazardous materials are encountered, do not disturb; 

immediately notify Architect and Owner. Hazardous materials will be removed by Owner under a 

separate contract. 

E. Utility Service: Maintain existing utilities indicated to remain in service and protect them against 

damage during selective demolition operations. 

PART 2 - PRODUCTS 

2.1 REPAIR MATERIALS 

A. Use repair materials identical to existing materials. 
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1. If identical materials are unavailable or cannot be used for exposed surfaces, use materials that 

visually match existing adjacent surfaces to the fullest extent possible. 

2. Use materials whose installed performance equal or surpasses that of existing materials. 

B. Comply with material and installation requirements specified in individual Specification Sections. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verify that utilities have been disconnected and capped. 

B. Survey existing conditions and correlate with requirements indicated to determine extent of selective 

demolition required. 

C. Inventory and record the condition of items to be removed and reinstalled and items to be removed and 

salvaged. 

D. When unanticipated mechanical, electrical, or structural elements that conflict with intended function 

or design are encountered, investigate and measure the nature and extent of conflict. Promptly submit 

a written report to Architect. 

3.2 UTILITY SERVICES 

A. Existing Utilities: Maintain services indicated to remain and protect them against damage during 

selective demolition operations. 

B. Do not interrupt existing utilities serving occupied or operating facilities unless authorized in writing by 

Owner and authorities having jurisdiction. Provide temporary services during interruptions to existing 

utilities, as acceptable to Owner and to authorities having jurisdiction. 

1. Provide at least 72 hours' notice to Owner if shutdown of service is required during changeover. 

3.3 PREPARATION 

A. Site Access and Temporary Controls: Conduct selective demolition and debris-removal operations to 

ensure minimum interference with roads, streets, walks, walkways, and other adjacent occupied and 

used facilities. 

1. Do not close or obstruct streets, walks, walkways, or other adjacent occupied or used facilities 

without permission from Owner and authorities having jurisdiction. Provide alternate routes 

around closed or obstructed traffic ways if required by governing regulations. 

2. Erect temporary protection, such as walks, fences, railings, canopies, and covered passageways, 

where required by authorities having jurisdiction. 

3. Protect existing site improvements, appurtenances, and landscaping to remain. 

B. Temporary Facilities: Provide temporary barricades and other protection required to prevent injury to 

people and damage to adjacent buildings and facilities to remain. 
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1. Provide protection to ensure safe passage of people around selective demolition area and to and 

from occupied portions of building.  Contractor shall install fire-rated dust control plastic 

partitions utilizing manufactured extendable support poles as scaffold. 

2. Provide temporary weather protection, during interval between selective demolition of existing 

construction on exterior surfaces and new construction, to prevent water leakage and damage to 

structure and interior areas. 

3. Protect walls, ceilings, floors, and other existing finish work that are to remain or that are 

exposed during selective demolition operations. 

4. Cover and protect furniture, furnishings, and equipment that have not been removed. 

3.4 SELECTIVE DEMOLITION 

A. General: Demolish and remove existing construction only to the extent required by new construction 

and as indicated. Use methods required to complete the Work within limitations of governing 

regulations and as follows: 

1. Proceed with selective demolition systematically, from higher to lower level. Complete selective 

demolition operations above each floor or tier before disturbing supporting members on the 

next lower level. 

2. Neatly cut openings and holes plumb, square, and true to dimensions required. Use cutting 

methods least likely to damage construction to remain or adjoining construction. Use hand tools 

or small power tools designed for sawing or grinding, not hammering and chopping, to minimize 

disturbance of adjacent surfaces. Temporarily cover openings to remain. 

3. Cut or drill from the exposed or finished side into concealed surfaces to avoid marring existing 

finished surfaces. 

4. Do not use cutting torches until work area is cleared of flammable materials. At concealed 

spaces, such as duct and pipe interiors, verify condition and contents of hidden space before 

starting flame-cutting operations. Maintain portable fire-suppression devices during flame-

cutting operations. 

5. Maintain adequate ventilation when using cutting torches. 

6. Dispose of demolished items and materials promptly. 

7. Return elements of construction and surfaces that are to remain to condition existing before 

selective demolition operations began. 

B. Removed and Salvaged Items: Comply with the following: 

1. Clean salvaged items. 

2. Pack or crate items after cleaning. Identify contents of containers. 

3. Store items in a secure area until delivery to Owner. 

4. Transport items to Owner's storage area on-site. 

5. Protect items from damage during transport and storage. 

C. Removed and Reinstalled Items: Comply with the following: 

1. Clean and repair items to functional condition adequate for intended reuse.  

2. Protect items from damage during transport and storage. 

3. Reinstall items in locations indicated. Comply with installation requirements for new materials 

and equipment. Provide connections, supports, and miscellaneous materials necessary to make 

item functional for use indicated. 

D. Existing Items to Remain: Protect construction indicated to remain against damage and soiling during 

selective demolition. When permitted by Architect, items may be removed to a suitable, protected 
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storage location during selective demolition and cleaned and reinstalled in their original locations after 

selective demolition operations are complete. 

E. Concrete Slabs-on-Grade: Saw-cut perimeter of area to be demolished, then break up and remove.  

Refer to structural drawings for specific instructions and details. 

F. Roofing: Remove no more existing roofing than can be covered in one day by new roofing. Refer to 

applicable Division 7 Section for new roofing requirements. 

G. Air-Conditioning Equipment: Remove equipment without releasing refrigerants. 

3.5 PATCHING AND REPAIRS 

A. General: Promptly repair damage to adjacent construction caused by selective demolition operations. 

B. Repairs: Where repairs to existing surfaces are required, patch to produce surfaces suitable for new 

materials. 

1. Completely fill holes and depressions in existing masonry walls that are to remain with an 

approved masonry patching material applied according to manufacturer's written 

recommendations. 

C. Finishes: Restore exposed finishes of patched areas and extend restoration into adjoining construction 

in a manner that eliminates evidence of patching and refinishing. 

3.6 DISPOSAL OF DEMOLISHED MATERIALS 

A. General: Promptly dispose of demolished materials. Do not allow demolished materials to accumulate 

on-site.   

B. Burning: Do not burn demolished materials. 

C. Disposal: Transport demolished materials off Owner's property and legally dispose of them per 

Specification 01505 Construction and Demolition Waste Management. 

END OF SECTION 024100 
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SECTION 033920 

PENETRATING CONCRETE SEALANT 

 

PART 1 GENERAL 

 

1.01 SECTION INCLUDES 

 

A. Materials and procedures for applying protective penetrating concrete sealant. 

 

1.02 RELATED SECTIONS Not Used 

 

1.03 REFERENCES 

 

A. AASHTO T 242: Standard Test Method for Frictional Properties of Paved Surfaces Using a Full-

Scale Tire. 

 

1.04 DEFINITIONS Not Used 

 

1.05 SUBMITTALS 

 

A. Manufacturer’s product data, specifications, and recommended installation instructions. 

 

B. Certification of a minimum Friction Number of 40 for at least 90 percent of friction numbers. Re-

fer to AASHTO T 242.  

1. Applies only to traveled way surfaces where the plans require sealant. 

 

 

PART 2 PRODUCTS 

 

2.01 PENETRATING CONCRETE SEALANTS 

 

A.  Choose from the following list: 

1.  Silane 

2.  Siloxane 

3.  Styrene Acrylic Copolymer 

 

B. Physical Properties: 

1.  Crystal clear (non-yellowing) 

2.  High-gloss finish 

 

C. Compliance: 

1. ASTM C-1315 Type I Class A 

2. NCHRP 244 Chloride Ion 

3. Meets USDA and ADA non-slip requirements 
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PART 3 EXECUTION 

 

3.01 PREPARATION 

 

A. Keep surfaces dry and free of laitance, dirt, dust, paint, grease, oil, rust, and other contaminants. 

 

B. Remove any curing compound from the surface of the concrete before applying penetrating 

sealant. 

 

C.  Use one of the following cleaning methods: 

1.  Hydroblasting - 700 psi min. 

2.  Shotblasting 

3.  Sandblasting 

4.  Etching 

 

D.  Keep concrete surface matrix intact without exposing any large aggregate. 

 

E.  Cure concrete for 28 days before sealant application. 

 

F.  Obtain approval from the Architect before applying material. 

 

3.02 APPLICATION 

 

A.  Application Rate: 

1. Apply according to manufacturer’s recommendations for each of the following surfaces: 

a. Horizontal 

 

B. Application Drying Time: Select a sealant with maximum drying time of 1½ hours. 

 

C. Do not apply sealant to portland cement concrete pavement (PCCP). Meet the minimum Friction 

Number of 40 for at least 90 percent of friction numbers when plans specify application to other 

traveled way surfaces such as approach slabs, bridge decks, etc. Refer to AASHTO T 242. 

END OF SECTION 
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SECTION 220517  
SLEEVES AND SLEEVE SEALS FOR PLUMBING PIPING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Sleeves. 
2. Sleeve-seal systems. 
3. Grout. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. 

PART 2 - PRODUCTS 

2.1 SLEEVES 

A. Cast-Iron Wall Pipes: Cast or fabricated of cast or ductile iron and equivalent to ductile-iron pressure 
pipe, with plain ends and integral waterstop unless otherwise indicated. 

B. Galvanized-Steel Wall Pipes: ASTM A 53/A 53M, Schedule 40, with plain ends and welded steel collar; 
zinc coated. 

C. Galvanized-Steel-Pipe Sleeves: ASTM A 53/A 53M, Type E, Grade B, Schedule 40, zinc coated, with plain 
ends. 

D. PVC-Pipe Sleeves: ASTM D 1785, Schedule 40. 

E. Galvanized-Steel-Sheet Sleeves: 0.0239-inch minimum thickness; round tube closed with welded 
longitudinal joint. 

2.2 SLEEVE-SEAL SYSTEMS 

A. Manufacturers: Subject to compliance with requirements, available manufacturers offering products 
that may be incorporated into the Work include, but are not limited to the following: 

1. Advance Products & Systems, Inc. 
2. CALPICO, Inc. 
3. GPT; an EnPro Industries company. 
4. Metraflex Company (The). 
5. Proco Products, Inc. 

B. Description: Modular sealing-element unit, designed for field assembly, for filling annular space 
between piping and sleeve. 

1. Sealing Elements:  EPDM-rubber interlocking links shaped to fit surface of pipe. Include type and 
number required for pipe material and size of pipe. 

11/13/20

http://www.specagent.com/Lookup?ulid=1677
http://www.specagent.com/Lookup?uid=123456804938
http://www.specagent.com/Lookup?uid=123456804939
http://www.specagent.com/Lookup?uid=123457075827
http://www.specagent.com/Lookup?uid=123456804940
http://www.specagent.com/Lookup?uid=123456804942


 220517 - Page 2 of 3 SLEEVES AND SLEEVE SEALS FOR 
Encotech Engineering Consultants TBPE Firm 1141  PLUMBING PIPING 

2. Pressure Plates:  Stainless steel. 
3. Connecting Bolts and Nuts:  Stainless steel of length required to secure pressure plates to sealing 

elements. 

2.3 GROUT 

A. Standard: ASTM C 1107/C 1107M, Grade B, post-hardening and volume-adjusting, dry, hydraulic-cement 
grout. 

B. Characteristics: Non-shrink; recommended for interior and exterior applications. 

C. Design Mix: 5000-psi, 28-day compressive strength. 

D. Packaging: Premixed and factory packaged. 

PART 3 - EXECUTION 

3.1 SLEEVE INSTALLATION 

A. Install sleeves for piping passing through penetrations in floors, partitions, roofs, and walls. 

B. For sleeves that will have sleeve-seal system installed, select sleeves of size large enough to provide 1-
inch annular clear space between piping and concrete slabs and walls. 

1. Sleeves are not required for core-drilled holes. 

C. Install sleeves in concrete floors, concrete roof slabs, and concrete walls as new slabs and walls are 
constructed. 

1. Cut sleeves to length for mounting flush with both surfaces. 

a. Exception: Extend sleeves installed in floors of mechanical equipment areas or other wet 
areas 2 inches above finished floor level. 

2. Using grout, seal the space outside of sleeves in slabs and walls without sleeve-seal system. 

D. Install sleeves for pipes passing through interior partitions. 

1. Cut sleeves to length for mounting flush with both surfaces. 
2. Install sleeves that are large enough to provide 1/4-inch annular clear space between sleeve and 

pipe or pipe insulation. 
3. Seal annular space between sleeve and piping or piping insulation; use joint sealants appropriate 

for size, depth, and location of joint.  

E. Fire-Barrier Penetrations: Maintain indicated fire rating of walls, partitions, ceilings, and floors at pipe 
penetrations. Seal pipe penetrations with firestop materials.  

3.2 SLEEVE-SEAL-SYSTEM INSTALLATION 

A. Install sleeve-seal systems in sleeves in exterior concrete walls and slabs-on-grade at service piping 
entries into building. 
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B. Select type, size, and number of sealing elements required for piping material and size and for sleeve ID 
or hole size. Position piping in center of sleeve. Center piping in penetration, assemble sleeve-seal 
system components, and install in annular space between piping and sleeve. Tighten bolts against 
pressure plates that cause sealing elements to expand and make a watertight seal. 

3.3 SLEEVE AND SLEEVE-SEAL SCHEDULE 

A. Use sleeves and sleeve seals for the following piping-penetration applications: 

1. Exterior Concrete Walls above Grade: 

a. Piping Smaller than NPS 6:  Galvanized-steel-pipe sleeves. 
b. Piping NPS 6 and Larger:  Cast-iron wall sleeves. 

2. Exterior Concrete Walls below Grade: 

a. Piping Smaller Than NPS 6:  Cast-iron wall sleeves with sleeve-seal system. 

1) Select sleeve size to allow for 1-inch annular clear space between piping and sleeve 
for installing sleeve-seal system. 

b. Piping NPS 6 and Larger:  Cast-iron wall sleeves with sleeve-seal system. 

1) Select sleeve size to allow for 1-inch annular clear space between piping and sleeve 
for installing sleeve-seal system. 

3. Concrete Slabs-on-Grade: 

a. Piping Smaller Than NPS 6:  Galvanized-steel wall sleeves with sleeve-seal system. 

1) Select sleeve size to allow for 1-inch annular clear space between piping and sleeve 
for installing sleeve-seal system. 

b. Piping NPS 6 and Larger:  Cast-iron wall sleeves with sleeve-seal system. 

1) Select sleeve size to allow for 1-inch annular clear space between piping and sleeve 
for installing sleeve-seal system. 

4. Concrete Slabs above Grade: 

a. Piping Smaller Than NPS 6:  Galvanized-steel-pipe sleeves, PVC-pipe sleeves, or stack-
sleeve fittings. 

b. Piping NPS 6 and Larger:  Galvanized-steel-pipe sleeves or stack-sleeve fittings. 

5. Interior Partitions: 

a. Piping Smaller Than NPS 6:  Galvanized-steel-pipe sleeves. 
b. Piping NPS 6 and Larger:  Galvanized-steel-sheet sleeves. 

END OF SECTION 220517 
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SECTION 220518  
ESCUTCHEONS FOR PLUMBING PIPING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Escutcheons.  
2. Floor plates. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. 

PART 2 - PRODUCTS 

2.1 ESCUTCHEONS 

A. One-Piece, Cast-Brass Type: With polished, chrome-plated and rough-brass finish and setscrew fastener. 

B. One-Piece, Deep-Pattern Type: Deep-drawn, box-shaped brass with chrome-plated finish and spring-clip 
fasteners. 

C. One-Piece, Stamped-Steel Type: With chrome-plated finish and spring-clip fasteners. 

2.2 FLOOR PLATES 

A. One-Piece Floor Plates: Cast-iron flange with holes for fasteners. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install escutcheons for piping penetrations of walls, ceilings, and finished floors. 

B. Install escutcheons with ID to closely fit around pipe, tube, and insulation of piping and with OD that 
completely covers opening. 

1. Escutcheons for New Piping: 

a. Piping with Fitting or Sleeve Protruding from Wall: One-piece, deep-pattern type. 
b. Chrome-Plated Piping: One-piece, cast-brass type with polished, chrome-plated finish. 
c. Insulated Piping: One-piece, stamped-steel type. 
d. Bare Piping at Wall and Floor Penetrations in Finished Spaces: One-piece, cast-brass type 

with polished, chrome-plated finish. 
e. Bare Piping at Wall and Floor Penetrations in Finished Spaces: One-piece, stamped-steel 

type. 
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f. Bare Piping at Ceiling Penetrations in Finished Spaces: One-piece, cast-brass type with 
polished, chrome-plated finish. 

g. Bare Piping at Ceiling Penetrations in Finished Spaces: One-piece, stamped-steel type. 
h. Bare Piping in Unfinished Service Spaces: One-piece, cast-brass type with polished, 

chrome-plated finish. 
i. Bare Piping in Unfinished Service Spaces: One-piece, stamped-steel type. 
j. Bare Piping in Equipment Rooms: One-piece, cast-brass type with polished, chrome-plated 

finish. 
k. Bare Piping in Equipment Rooms: One-piece, stamped-steel type. 

C. Install floor plates for piping penetrations of equipment-room floors. 

D. Install floor plates with ID to closely fit around pipe, tube, and insulation of piping and with OD that 
completely covers opening. 

1. New Piping: One-piece, floor-plate type. 

3.2 FIELD QUALITY CONTROL 

A. Replace broken and damaged escutcheons and floor plates using new materials. 

END OF SECTION 220518 
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SECTION 220519  
 METERS AND GAGES FOR PLUMBING PIPING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Bimetallic-actuated thermometers.  
2. Liquid-in-glass thermometers. 
3. Thermowells. 
4. Dial-type pressure gages. 
5. Gage attachments. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1.4 INFORMATIONAL SUBMITTALS 

A. Product Certificates: For each type of meter and gage. 

1.5 CLOSEOUT SUBMITTALS 

A. Operation and Maintenance Data: For meters and gages to include in operation and maintenance 
manuals. 

PART 2 - PRODUCTS 

2.1 BIMETALLIC-ACTUATED THERMOMETERS 

A. Bimetallic-Actuated Thermometers: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Ashcroft Inc. 
b. Tel-Tru Manufacturing Company. 
c. Trerice, H. O. Co. 
d. Watts; a Watts Water Technologies company. 
e. Weiss Instruments, Inc. 

 
2. Standard: ASME B40.200. 
3. Case:  sealed type; stainless steel with 3-inch nominal diameter. 
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4. Dial:  Non-reflective aluminum with permanently etched scale markings and scales in deg F. 
5. Connector Type(s): Union joint, adjustable angle, with unified-inch screw threads. 
6. Connector Size:  1/2 inch, with ASME B1.1 screw threads. 
7. Stem: 0.25 or 0.375 inch in diameter; stainless steel. 
8. Window: Plain glass. 
9. Ring: Stainless steel. 
10. Element: Bimetal coil. 
11. Pointer: Dark-colored metal. 
12. Accuracy: Plus or minus 1.5 percent of scale range. 

2.2 LIQUID-IN-GLASS THERMOMETERS 

A. Metal-Case, Compact-Style, Liquid-in-Glass Thermometers: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Tel-Tru Manufacturing Company. 
b. Trerice, H. O. Co. 
c. Weiss Instruments, Inc. 
d. Watts; a Watts Water Technologies company. 
 

2. Standard: ASME B40.200. 
3. Case:  Cast aluminum; 6-inch nominal size. 
4. Case Form:  Straight unless otherwise indicated. 
5. Tube: Glass with magnifying lens and blue or red organic liquid. 
6. Tube Background: Non-reflective aluminum with permanently etched scale markings graduated 

in deg F. 
7. Window: Glass or plastic. 
8. Stem: Aluminum or brass and of length to suit installation. 

a. Design for Thermowell Installation: Bare stem. 

9. Connector: 3/4 inch, with ASME B1.1 screw threads. 
10. Accuracy: Plus or minus 1 percent of scale range or one scale division, to a maximum of 1.5 

percent of scale range. 

B. Metal-Case, Industrial-Style, Liquid-in-Glass Thermometers: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Tel-Tru Manufacturing Company. 
b. Trerice, H. O. Co. 
c. Weiss Instruments, Inc. 

2. Standard: ASME B40.200. 
3. Case:  Cast aluminum; 7-inch nominal size unless otherwise indicated. 
4. Case Form:  Adjustable angle unless otherwise indicated. 
5. Tube: Glass with magnifying lens and blue or red organic liquid. 
6. Tube Background: Nonreflective aluminum with permanently etched scale markings graduated in 

deg F. 
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7. Window:  Glass. 
8. Stem:  Aluminum and of length to suit installation. 

a. Design for Thermowell Installation: Bare stem. 

9. Connector: 1-1/4 inches, with ASME B1.1 screw threads. 
10. Accuracy: Plus or minus 1 percent of scale range or one scale division, to a maximum of 1.5 

percent of scale range. 

2.3 THERMOWELLS 

A. Thermowells: 

1. Standard: ASME B40.200. 
2. Description: Pressure-tight, socket-type fitting made for insertion into piping tee fitting. 
3. Material for Use with Copper Tubing:  CNR or CUNI. 
4. Material for Use with Steel Piping:  CRES. 
5. Type: Stepped shank unless straight or tapered shank is indicated. 
6. External Threads: NPS 1/2, NPS 3/4, or NPS 1, ASME B1.20.1 pipe threads. 
7. Internal Threads: 1/2, 3/4, and 1 inch, with ASME B1.1 screw threads. 
8. Bore: Diameter required to match thermometer bulb or stem. 
9. Insertion Length: Length required to match thermometer bulb or stem. 
10. Lagging Extension: Include on thermowells for insulated piping and tubing. 
11. Bushings: For converting size of thermowell's internal screw thread to size of thermometer 

connection. 

B. Heat-Transfer Medium:  Mixture of graphite and glycerin. 

2.4 PRESSURE GAGES 

A. Direct-Mounted, Metal-Case, Dial-Type Pressure Gages: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Ashcroft Inc. 
b. Tel-Tru Manufacturing Company. 
c. Trerice, H. O. Co. 
d. Watts; a Watts Water Technologies company. 
e. Weiss Instruments, Inc. 

2. Standard: ASME B40.100. 
3. Case:  Sealed type; cast aluminum or drawn steel; 4-1/2-inch nominal diameter. 
4. Pressure-Element Assembly: Bourdon tube unless otherwise indicated. 
5. Pressure Connection: Brass, with NPS 1/4 or NPS 1/2, ASME B1.20.1 pipe threads and bottom-

outlet type unless back-outlet type is indicated. 
6. Movement: Mechanical, with link to pressure element and connection to pointer. 
7. Dial: Nonreflective aluminum with permanently etched scale markings graduated in psi. 
8. Pointer: Dark-colored metal. 
9. Window:  Glass. 
10. Ring:  Metal. 
11. Accuracy:  Grade B, plus or minus 2 percent of middle half of scale range. 
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2.5 GAGE ATTACHMENTS 

A. Snubbers: ASME B40.100, brass; with NPS 1/4 or NPS 1/2, ASME B1.20.1 pipe threads and porous-metal-
type surge-dampening device. Include extension for use on insulated piping. 

B. Valves:  Brass or stainless-steel needle, with NPS 1/4 or NPS 1/2, ASME B1.20.1 pipe threads. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install thermowells with socket extending one-third of pipe diameter and in vertical position in piping 
tees. 

B. Install thermowells of sizes required to match thermometer connectors. Include bushings if required to 
match sizes. 

C. Install thermowells with extension on insulated piping. 

D. Fill thermowells with heat-transfer medium. 

E. Install direct-mounted thermometers in thermowells and adjust vertical and tilted positions. 

F. Install remote-mounted thermometer bulbs in thermowells and install cases on panels; connect cases 
with tubing and support tubing to prevent kinks. Use minimum tubing length. 

G. Install direct-mounted pressure gages in piping tees with pressure gage located on pipe at the most 
readable position. 

H. Install remote-mounted pressure gages on panel. 

I. Install valve and snubber in piping for each pressure gage for fluids. 

J. Install thermometers in the following locations: 

1. Inlet and outlet of each water heater. 

K. Install pressure gages in the following locations: 

1. Building water service entrance into building. 
2. Inlet and outlet of each pressure-reducing valve. 

L. Install meters and gages adjacent to machines and equipment to allow service and maintenance of 
meters, gages, machines, and equipment. 

M. Adjust faces of meters and gages to proper angle for best visibility. 

3.2 THERMOMETER SCHEDULE 

A. Thermometers at inlet and outlet of each domestic water heater shall be one of the following: 

1.  Sealed, bimetallic-actuated type. 
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2. Metal case, compact or industrial-style, liquid-in-glass type. 

B. Thermometer stems shall be of length to match thermowell insertion length. 

3.3 THERMOMETER SCALE-RANGE SCHEDULE 

A. Scale Range for Domestic Cold-Water Piping:  0 to 100 deg F. 

B. Scale Range for Domestic Hot-Water Piping:  30 to 240 deg F. 

3.4 PRESSURE-GAGE SCHEDULE 

A. Pressure gages at discharge of each water service into building shall be the following:  

1.  Sealed, direct-mounted, metal case. 

B. Pressure gages at inlet and outlet of each water pressure-reducing valve shall be one of the following:  

1.  Sealed, direct-mounted, metal case. 
2. Test plug with EPDM self-sealing rubber inserts. 

3.5 PRESSURE-GAGE SCALE-RANGE SCHEDULE 

A. Scale Range for Water Service Piping:  0 to 160 psi. 

B. Scale Range for Domestic Water Piping:  0 to 100 psi. 

END OF SECTION 220519 
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SECTION 220523.12  
 BALL VALVES FOR PLUMBING PIPING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Brass ball valves.  
2. Bronze ball valves. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of valve. 

1. Certification that products comply with NSF 61 Annex G. 

PART 2 - PRODUCTS 

2.1 GENERAL REQUIREMENTS FOR VALVES 

A. Source Limitations for Valves: Obtain each type of valve from single source from single manufacturer. 

B. ASME Compliance: 

1. ASME B1.20.1 for threads for threaded end valves. 
2. ASME B16.10 and ASME B16.34 for ferrous valve dimensions and design criteria. 
3. ASME B16.18 for solder-joint connections. 
4. ASME B31.9 for building services piping valves. 

C. NSF Compliance: NSF 61 Annex G for valve materials for potable-water service. 

D. Bronze valves shall be made with dezincification-resistant materials. Bronze valves made with copper 
alloy (brass) containing more than 15 percent zinc are not permitted. 

E. Valve Pressure-Temperature Ratings: Not less than indicated and as required for system pressures and 
temperatures. 

F. Valve Sizes: Same as upstream piping unless otherwise indicated. 

G. Valve Actuator Types: 

1. Gear Actuator: For quarter-turn valves NPS 4 and larger. 
2. Handlever: For quarter-turn valves smaller than NPS 4. 

H. Valves in Insulated Piping: 

1. Include 2-inch stem extensions. 
2. Extended operating handles of non-thermal-conductive material and protective sleeves that 

allow operation of valves without breaking vapor seals or disturbing insulation. 
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3. Memory stops that are fully adjustable after insulation is applied. 

2.2 BRASS BALL VALVES 

A. Brass Ball Valves, Two-Piece with F Port and Brass Trim: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Apollo Valves; Conbraco Industries, Inc. 
b. Hammond Valve. 
c. Milwaukee Valve Company. 
d. NIBCO INC. 
e. Watts; a Watts Water Technologies company. 

2. Description: 

a. Standard: MSS SP-110. 
b. CWP Rating: 600 psig. 
c. Body Design: Two piece. 
d. Body Material: Forged brass. 
e. Ends: Threaded and soldered. 
f. Seats: PTFE. 
g. Stem: Brass. 
h. Ball: Chrome-plated brass. 
i. Port: Full. 

2.3 BRONZE BALL VALVES 

A. Bronze Ball Valves, Two-Piece with Full Port and Bronze or Brass Trim: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Apollo Valves; Conbraco Industries, Inc. 
b. Hammond Valve. 
c. Milwaukee Valve Company. 
d. NIBCO INC. 
e. Watts; a Watts Water Technologies company. 

2. Description: 

a. Standard: MSS SP-110. 
b. CWP Rating: 600 psig. 
c. Body Design: Two piece. 
d. Body Material: Bronze. 
e. Ends: Threaded. 
f. Seats: PTFE. 
g. Stem: Bronze or brass. 
h. Ball: Chrome-plated brass. 
i. Port: Full. 
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PART 3 - EXECUTION 

3.1 VALVE INSTALLATION 

A. Install valves with unions or flanges at each piece of equipment arranged to allow service, maintenance, 
and equipment removal without system shutdown. 

B. Locate valves for easy access and provide separate support where necessary. 

C. Install valves in horizontal piping with stem at or above center of pipe. 

D. Install valves in position to allow full stem movement. 

3.2 GENERAL REQUIREMENTS FOR VALVE APPLICATIONS 

A. If valves with specified CWP ratings are unavailable, the same types of valves with higher CWP ratings 
may be substituted. 

B. Select valves with the following end connections: 

1. For Copper Tubing, NPS 2 and Smaller: Threaded ends except where solder-joint valve-end 
option is indicated in valve schedules below. 

2. For Steel Piping, NPS 2 and Smaller: Threaded ends. 

3.3 DOMESTIC HOT- AND COLD-WATER VALVE SCHEDULE 

A. Pipe NPS 2 and Smaller: 

1. Bronze and Brass Valves: May be provided with solder-joint ends instead of threaded ends. 
2. Brass ball valve, one piece. 
3. Bronze ball valve, one piece with bronze trim. 
4. Brass ball valves, two-piece with full port and brass trim. 
5. Bronze ball valves, two-piece with full port and bronze or brass trim. 

END OF SECTION 220523.12 
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SECTION 220523.14  
CHECK VALVES FOR PLUMBING PIPING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Bronze swing check valves.  

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of valve. 

1. Certification that products comply with NSF 61 Annex G. 

PART 2 - PRODUCTS 

2.1 GENERAL REQUIREMENTS FOR VALVES 

A. Source Limitations for Valves: Obtain each type of valve from single source from single manufacturer. 

B. ASME Compliance: 

1. ASME B1.20.1 for threads for threaded end valves. 
2. ASME B16.10 and ASME B16.34 for ferrous valve dimensions and design criteria. 
3. ASME B16.18 for solder joint. 
4. ASME B31.9 for building services piping valves. 

C. NSF Compliance: NSF 61 Annex G for valve materials for potable-water service. 

D. Bronze valves shall be made with dezincification-resistant materials. Bronze valves made with copper 
alloy (brass) containing more than 15 percent zinc are not permitted. 

E. Valve Pressure-Temperature Ratings: Not less than indicated and as required for system pressures and 
temperatures. 

F. Valve Sizes: Same as upstream piping unless otherwise indicated. 

G. Valve Bypass and Drain Connections: MSS SP-45. 

2.2 BRONZE SWING CHECK VALVES 

A. Bronze Swing Check Valves with Bronze Disc, Class 125: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Apollo Valves; Conbraco Industries, Inc. 
b. Hammond Valve. 
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c. Milwaukee Valve Company. 
d. NIBCO INC. 
e. Watts; a Watts Water Technologies company. 

2. Description: 

a. Standard: MSS SP-80, Type 3. 
b. CWP Rating: 200 psig. 
c. Body Design: Horizontal flow. 
d. Body Material: ASTM B 62, bronze. 
e. Ends: Threaded or soldered. See valve schedule articles. 
f. Disc: Bronze. 

PART 3 - EXECUTION 

3.1 VALVE INSTALLATION 

A. Install valves with unions or flanges at each piece of equipment arranged to allow service, maintenance, 
and equipment removal without system shutdown. 

B. Locate valves for easy access and provide separate support where necessary. 

C. Install valves in horizontal piping with stem at or above center of pipe. 

D. Install valves in position to allow full stem movement. 

E. Install swing check valves for proper direction of flow in horizontal position with hinge pin level. 

3.2 ADJUSTING 

A. Adjust or replace valve packing after piping systems have been tested and put into service but before 
final adjusting and balancing. Replace valves if persistent leaking occurs. 

3.3 GENERAL REQUIREMENTS FOR VALVE APPLICATIONS 

A. If valve applications are not indicated, use the following: 

1. Pump-Discharge Check Valves: 

a. NPS 2 and Smaller: Bronze swing check valves with bronze disc. 

B. If valves with specified CWP ratings are unavailable, the same types of valves with higher CWP ratings 
may be substituted. 

C. End Connections: 

1. For Copper Tubing, NPS 2 and Smaller: Threaded or soldered. 
2. For Steel Piping, NPS 2 and Smaller: Threaded. 
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3.4 DOMESTIC HOT- AND COLD-WATER VALVE SCHEDULE 

A. Pipe NPS 2 and Smaller: Bronze swing check valves bronze disc, Class 125, with soldered or threaded 
end connections. 

END OF SECTION 220523.14 
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SECTION 220529  
HANGERS AND SUPPORTS FOR PLUMBING PIPING AND EQUIPMENT 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Metal pipe hangers and supports. 
2. Trapeze pipe hangers. 
3. Thermal-hanger shield inserts. 
4. Fastener systems. 
5. Pipe positioning systems. 
6. Equipment supports. 

1.2 PERFORMANCE REQUIREMENTS 

A. Delegated Design: Design trapeze pipe hangers and equipment supports, including comprehensive 
engineering analysis by a qualified professional engineer, using performance requirements and design 
criteria indicated. 

B. Structural Performance: Hangers and supports for plumbing piping and equipment shall withstand the 
effects of gravity loads and stresses within limits and under conditions indicated according to 
ASCE/SEI 7. 

1. Design supports for multiple pipes capable of supporting combined weight of supported systems, 
system contents, and test water. 

2. Design equipment supports capable of supporting combined operating weight of supported 
equipment and connected systems and components. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. 

B. Shop Drawings: Signed and sealed by a qualified professional engineer. Show fabrication and installation 
details and include calculations for the following; include Product Data for components: 

1. Trapeze pipe hangers. 
2. Equipment supports. 

C. Delegated-Design Submittal: For trapeze hangers indicated to comply with performance requirements 
and design criteria, including analysis data signed and sealed by the qualified professional engineer 
responsible for their preparation. 

1.4 INFORMATIONAL SUBMITTALS 

A. Welding certificates. 
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1.5 QUALITY ASSURANCE 

A. Structural Steel Welding Qualifications: Qualify procedures and personnel according to 
AWS D1.1/D1.1M, "Structural Welding Code - Steel." 

B. Pipe Welding Qualifications: Qualify procedures and operators according to ASME Boiler and Pressure 
Vessel Code. 

PART 2 - PRODUCTS 

2.1 METAL PIPE HANGERS AND SUPPORTS 

A. Carbon-Steel Pipe Hangers and Supports: 

1. Description: MSS SP-58, Types 1 through 58, factory-fabricated components. 
2. Galvanized Metallic Coatings: Pre-galvanized or hot dipped. 
3. Nonmetallic Coatings: Plastic coating, jacket, or liner. 
4. Padded Hangers: Hanger with fiberglass or other pipe insulation pad or cushion to support 

bearing surface of piping. 
5. Hanger Rods: Continuous-thread rod, nuts, and washer made of carbon steel. 

B. Stainless-Steel Pipe Hangers and Supports: 

1. Description: MSS SP-58, Types 1 through 58, factory-fabricated components. 
2. Padded Hangers: Hanger with fiberglass or other pipe insulation pad or cushion to support 

bearing surface of piping. 
3. Hanger Rods: Continuous-thread rod, nuts, and washer made of stainless steel. 

C. Copper Pipe Hangers: 

1. Description: MSS SP-58, Types 1 through 58, copper-coated-steel, factory-fabricated 
components. 

2. Hanger Rods: Continuous-thread rod, nuts, and washer made of copper-coated steel or stainless 
steel. 

2.2 TRAPEZE PIPE HANGERS 

A. Description: MSS SP-69, Type 59, shop- or field-fabricated pipe-support assembly made from structural 
carbon-steel shapes with MSS SP-58 carbon-steel hanger rods, nuts, saddles, and U-bolts. 

2.3 THERMAL-HANGER SHIELD INSERTS 

A. Insulation-Insert Material for Cold Piping:  ASTM C 552, Type II cellular glass with 100-psig or 
ASTM C 591, Type VI, Grade 1 polyisocyanurate with 125-psig minimum compressive strength and vapor 
barrier. 

B. Insulation-Insert Material for Hot Piping:  Water-repellent treated, ASTM C 533, Type I calcium silicate 
with 100-psig, ASTM C 552, Type II cellular glass with 100-psig or ASTM C 591, Type VI, Grade 1 
polyisocyanurate with 125-psig minimum compressive strength. 

C. For Trapeze or Clamped Systems: Insert and shield shall cover entire circumference of pipe. 
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D. For Clevis or Band Hangers: Insert and shield shall cover lower 180 degrees of pipe. 

E. Insert Length: Extend 2 inches beyond sheet metal shield for piping operating below ambient air 
temperature. 

2.4 FASTENER SYSTEMS 

A. Powder-Actuated Fasteners: Threaded-steel stud, for use in hardened Portland cement concrete with 
pull-out, tension, and shear capacities appropriate for supported loads and building materials where 
used. 

B. Mechanical-Expansion Anchors: Insert-wedge-type, zinc-coated or stainless- steel anchors, for use in 
hardened Portland cement concrete; with pull-out, tension, and shear capacities appropriate for 
supported loads and building materials where used. 

2.5 PIPE POSITIONING SYSTEMS 

A. Description: IAPMO PS 42, positioning system of metal brackets, clips, and straps for positioning piping 
in pipe spaces; for plumbing fixtures in commercial applications. 

2.6 EQUIPMENT SUPPORTS 

A. Description: Welded, shop- or field-fabricated equipment support made from structural carbon-steel 
shapes. 

2.7 MISCELLANEOUS MATERIALS 

A. Structural Steel: ASTM A 36/A 36M, carbon-steel plates, shapes, and bars; black and galvanized. 

B. Grout: ASTM C 1107, factory-mixed and -packaged, dry, hydraulic-cement, non-shrink and nonmetallic 
grout; suitable for interior and exterior applications. 

1. Properties: Non-staining, noncorrosive, and nongaseous. 
2. Design Mix: 5000-psi, 28-day compressive strength. 

PART 3 - EXECUTION 

3.1 HANGER AND SUPPORT INSTALLATION 

A. Metal Pipe-Hanger Installation: Comply with MSS SP-69 and MSS SP-89. Install hangers, supports, 
clamps, and attachments as required to properly support piping from the building structure. 

B. Metal Trapeze Pipe-Hanger Installation: Comply with MSS SP-69 and MSS SP-89. Arrange for grouping of 
parallel runs of horizontal piping, and support together on field-fabricated trapeze pipe hangers. 

1. Pipes of Various Sizes: Support together and space trapezes for smallest pipe size or install 
intermediate supports for smaller diameter pipes as specified for individual pipe hangers. 

2. Field fabricate from ASTM A 36/A 36M, carbon-steel shapes selected for loads being supported. 
Weld steel according to AWS D1.1/D1.1M. 

C. Thermal-Hanger Shield Installation: Install in pipe hanger or shield for insulated piping. 
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D. Fastener System Installation: 

1. Install powder-actuated fasteners for use in lightweight concrete or concrete slabs less than 4 
inches thick in concrete after concrete is placed and completely cured. Use operators that are 
licensed by powder-actuated tool manufacturer. Install fasteners according to powder-actuated 
tool manufacturer's operating manual. 

2. Install mechanical-expansion anchors in concrete after concrete is placed and completely cured. 
Install fasteners according to manufacturer's written instructions. 

E. Pipe Positioning-System Installation: Install support devices to make rigid supply and waste piping 
connections to each plumbing fixture. 

F. Install hangers and supports complete with necessary attachments, inserts, bolts, rods, nuts, washers, 
and other accessories. 

G. Equipment Support Installation: Fabricate from welded-structural-steel shapes. 

H. Install hangers and supports to allow controlled thermal movement of piping systems, to permit 
freedom of movement between pipe anchors, and to facilitate action of expansion joints, expansion 
loops, expansion bends, and similar units. 

I. Install lateral bracing with pipe hangers and supports to prevent swaying. 

J. Install building attachments within concrete slabs or attach to structural steel. Install additional 
attachments at concentrated loads, including valves, flanges, and strainers, NPS 2-1/2 and larger and at 
changes in direction of piping. Install concrete inserts before concrete is placed; fasten inserts to forms 
and install reinforcing bars through openings at top of inserts. 

K. Load Distribution: Install hangers and supports so that piping live and dead loads and stresses from 
movement will not be transmitted to connected equipment. 

L. Pipe Slopes: Install hangers and supports to provide indicated pipe slopes and to not exceed maximum 
pipe deflections allowed by ASME B31.9 for building services piping. 

M. Insulated Piping: 

1. Attach clamps and spacers to piping. 

a. Piping Operating above Ambient Air Temperature: Clamp may project through insulation. 
b. Piping Operating below Ambient Air Temperature: Use thermal-hanger shield insert with 

clamp sized to match OD of insert. 
c. Do not exceed pipe stress limits allowed by ASME B31.9 for building services piping. 

2. Install MSS SP-58, Type 39, protection saddles if insulation without vapor barrier is indicated. Fill 
interior voids with insulation that matches adjoining insulation. 

a. Option: Thermal-hanger shield inserts may be used. Include steel weight-distribution plate 
for pipe NPS 4 and larger if pipe is installed on rollers. 

3. Install MSS SP-58, Type 40, protective shields on cold piping with vapor barrier. Shields shall span 
an arc of 180 degrees. 

11/13/20



 220529 - Page 5 of 8 HANGERS AND SUPPORTS FOR 
Encotech Engineering Consultants TBPE Firm 1141  PLUMBING PIPING AND EQUIPMENT 

a. Option: Thermal-hanger shield inserts may be used. Include steel weight-distribution plate 
for pipe NPS 4 and larger if pipe is installed on rollers. 

4. Shield Dimensions for Pipe: Not less than the following: 

a. NPS 1/4 to NPS 3-1/2: 12 inches long and 0.048 inch thick. 
b. NPS 4: 12 inches long and 0.06 inch thick. 
c. NPS 5 and NPS 6: 18 inches long and 0.06 inch thick. 
d. NPS 8 to NPS 14: 24 inches long and 0.075 inch thick. 
e. NPS 16 to NPS 24: 24 inches long and 0.105 inch thick. 

5. Pipes NPS 8 and Larger: Include wood or reinforced calcium-silicate-insulation inserts of length at 
least as long as protective shield. 

6. Thermal-Hanger Shields: Install with insulation same thickness as piping insulation. 

3.2 EQUIPMENT SUPPORTS 

A. Fabricate structural-steel stands to suspend equipment from structure overhead or to support 
equipment above floor. 

B. Grouting: Place grout under supports for equipment and make bearing surface smooth. 

C. Provide lateral bracing, to prevent swaying, for equipment supports. 

3.3 METAL FABRICATIONS 

A. Cut, drill, and fit miscellaneous metal fabrications for trapeze pipe hangers and equipment supports. 

B. Fit exposed connections together to form hairline joints. Field weld connections that cannot be shop 
welded because of shipping size limitations. 

C. Field Welding: Comply with AWS D1.1/D1.1M procedures for shielded, metal arc welding; appearance 
and quality of welds; and methods used in correcting welding work; and with the following: 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. Finish welds at exposed connections so no roughness shows after finishing and so contours of 

welded surfaces match adjacent contours. 

3.4 ADJUSTING 

A. Hanger Adjustments: Adjust hangers to distribute loads equally on attachments and to achieve indicated 
slope of pipe. 

B. Trim excess length of continuous-thread hanger and support rods to 1-1/2 inches. 

3.5 PAINTING 

A. Touchup: Clean field welds and abraded areas of shop paint. Paint exposed areas immediately after 
erecting hangers and supports. Use same materials as used for shop painting. Comply with SSPC-PA 1 
requirements for touching up field-painted surfaces. 
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1. Apply paint by brush or spray to provide a minimum dry film thickness of 2.0 mils. 

B. Touchup: Cleaning and touchup painting of field welds, bolted connections, and abraded areas of shop 
paint on miscellaneous metal. 

C. Galvanized Surfaces: Clean welds, bolted connections, and abraded areas and apply galvanizing-repair 
paint to comply with ASTM A 780. 

3.6 HANGER AND SUPPORT SCHEDULE 

A. Specific hanger and support requirements are in Sections specifying piping systems and equipment. 

B. Comply with MSS SP-69 for pipe-hanger selections and applications that are not specified in piping 
system Sections. 

C. Use hangers and supports with galvanized metallic coatings for piping and equipment that will not have 
field-applied finish. 

D. Use nonmetallic coatings on attachments for electrolytic protection where attachments are in direct 
contact with copper tubing. 

E. Use carbon-steel pipe hangers and supports and metal trapeze pipe hangers and attachments for 
general service applications. 

F. Use stainless-steel pipe hangers and stainless-steel or corrosion-resistant attachments for hostile 
environment applications. 

G. Use copper-plated pipe hangers and copper or stainless-steel attachments for copper piping and tubing. 

H. Use padded hangers for piping that is subject to scratching. 

I. Use thermal-hanger shield inserts for insulated piping and tubing. 

J. Horizontal-Piping Hangers and Supports: Unless otherwise indicated and except as specified in piping 
system Sections, install the following types: 

1. Adjustable, Steel Clevis Hangers (MSS Type 1): For suspension of non-insulated or insulated, 
stationary pipes NPS 1/2 to NPS 30. 

2. Yoke-Type Pipe Clamps (MSS Type 2): For suspension of up to 1050 deg F, pipes NPS 4 to NPS 24, 
requiring up to 4 inches of insulation. 

3. Carbon- or Alloy-Steel, Double-Bolt Pipe Clamps (MSS Type 3): For suspension of pipes NPS 3/4 to 
NPS 36, requiring clamp flexibility and up to 4 inches of insulation. 

4. Adjustable, Steel Band Hangers (MSS Type 7): For suspension of non-insulated, stationary pipes 
NPS 1/2 to NPS 8. 

5. U-Bolts (MSS Type 24): For support of heavy pipes NPS 1/2 to NPS 30. 
6. Pipe Saddle Supports (MSS Type 36): For support of pipes NPS 4 to NPS 36, with steel-pipe base 

stanchion support and cast-iron floor flange or carbon-steel plate. 
7. Pipe Stanchion Saddles (MSS Type 37): For support of pipes NPS 4 to NPS 36, with steel-pipe base 

stanchion support and cast-iron floor flange or carbon-steel plate, and with U-bolt to retain pipe. 
8. Single-Pipe Rolls (MSS Type 41): For suspension of pipes NPS 1 to NPS 30, from two rods if 

longitudinal movement caused by expansion and contraction might occur. 
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9. Complete Pipe Rolls (MSS Type 44): For support of pipes NPS 2 to NPS 42 if longitudinal 
movement caused by expansion and contraction might occur but vertical adjustment is not 
necessary. 

K. Vertical-Piping Clamps: Unless otherwise indicated and except as specified in piping system Sections, 
install the following types: 

1. Extension Pipe or Riser Clamps (MSS Type 8): For support of pipe risers NPS 3/4 to NPS 24. 
2. Carbon- or Alloy-Steel Riser Clamps (MSS Type 42): For support of pipe risers NPS 3/4 to NPS 24 if 

longer ends are required for riser clamps. 

L. Hanger-Rod Attachments: Unless otherwise indicated and except as specified in piping system Sections, 
install the following types: 

1. Steel Turnbuckles (MSS Type 13): For adjustment up to 6 inches for heavy loads. 
2. Steel Clevises (MSS Type 14): For 120 to 450 deg F piping installations. 

M. Building Attachments: Unless otherwise indicated and except as specified in piping system Sections, 
install the following types: 

1. Steel or Malleable Concrete Inserts (MSS Type 18): For upper attachment to suspend pipe 
hangers from concrete ceiling. 

2. Top-Beam C-Clamps (MSS Type 19): For use under roof installations with bar-joist construction, 
to attach to top flange of structural shape. 

3. Side-Beam or Channel Clamps (MSS Type 20): For attaching to bottom flange of beams, channels, 
or angles. 

4. Center-Beam Clamps (MSS Type 21): For attaching to center of bottom flange of beams. 
5. Welded Beam Attachments (MSS Type 22): For attaching to bottom of beams if loads are 

considerable and rod sizes are large. 
6. C-Clamps (MSS Type 23): For structural shapes. 
7. Welded-Steel Brackets: For support of pipes from below, or for suspending from above by using 

clip and rod. Use one of the following for indicated loads: 

a. Light (MSS Type 31): 750 lb. 
b. Medium (MSS Type 32): 1500 lb. 
c. Heavy (MSS Type 33): 3000 lb. 

8. Side-Beam Brackets (MSS Type 34): For sides of steel or wooden beams. 
9. Plate Lugs (MSS Type 57): For attaching to steel beams if flexibility at beam is required. 

N. Saddles and Shields: Unless otherwise indicated and except as specified in piping system Sections, install 
the following types: 

1. Steel-Pipe-Covering Protection Saddles (MSS Type 39): To fill interior voids with insulation that 
matches adjoining insulation. 

2. Protection Shields (MSS Type 40): Of length recommended in writing by manufacturer to prevent 
crushing insulation. 

3. Thermal-Hanger Shield Inserts: For supporting insulated pipe. 

O. Spring Hangers and Supports: Unless otherwise indicated and except as specified in piping system 
Sections, install the following types: 
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1. Spring Cushions (MSS Type 48): For light loads if vertical movement does not exceed 1-1/4 
inches. 

2. Spring-Cushion Roll Hangers (MSS Type 49): For equipping Type 41, roll hanger with springs. 
3. Variable-Spring Base Supports (MSS Type 52): Preset to indicated load and limit variability factor 

to 25 percent to allow expansion and contraction of piping system from base support. 

P. Comply with MSS SP-69 for trapeze pipe-hanger selections and applications that are not specified in 
piping system Sections. 

Q. Use mechanical-expansion anchors instead of building attachments where required in concrete 
construction. 

R. Use pipe positioning systems in pipe spaces behind plumbing fixtures to support supply and waste 
piping for plumbing fixtures. 

END OF SECTION 220529 
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SECTION 220533  
 HEAT TRACING FOR PLUMBING PIPING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes plumbing piping heat tracing for freeze prevention with the following electric heating 
cables: 

1. Self-regulating, parallel resistance. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: For electric heating cable. 

1.3 INFORMATIONAL SUBMITTALS 

A. Field quality-control reports. 

B. Sample Warranty: For special warranty. 

1.4 CLOSEOUT SUBMITTALS 

A. Operation and maintenance data. 

1.5 WARRANTY 

A. Special Warranty: Manufacturer agrees to repair or replace electric heating cable that fails in materials 
or workmanship within specified warranty period. 

1. Warranty Period:  Five years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 SELF-REGULATING, PARALLEL-RESISTANCE HEATING CABLES 

A. Manufacturers: Subject to compliance with requirements, available manufacturers offering products 
that may be incorporated into the Work include, but are not limited to the following: 

1. Chromalox, Inc. 
2. Delta-Therm Corporation. 
3. Nelson Heat Trace. 
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4. Raychem; Pentair Thermal Management. 
5. Thermon Americas Inc. 

B. Comply with IEEE 515.1. 

C. Heating Element: Pair of parallel No. 16 AWG, nickel-coated, stranded copper bus wires embedded in 
crosslinked conductive polymer core, which varies heat output in response to temperature along its 
length. Terminate with waterproof, factory-assembled, non-heating leads with connectors at one end, 
and seal the opposite end watertight. Cable shall be capable of crossing over itself once without 
overheating. 

D. Electrical Insulating Jacket: Flame-retardant polyolefin. 

E. Cable Cover:  Tinned copper braid and polyolefin outer jacket with ultraviolet inhibitor. 

F. Maximum Operating Temperature (Power On):  150 deg F. 

G. Maximum Exposure Temperature (Power Off):  185 deg F. 

H. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by a qualified 
testing agency, and marked for intended location and application. 

I. Capacities and Characteristics: 

1. Maximum Heat Output:  3 W/ft. 
2. Electrical Characteristics for Single-Circuit Connection: 

a. Volts:  120. 

2.2 CONTROLS 

A. Pipe-Mounted Thermostats for Freeze Protection: 

1. Remote bulb unit with adjustable temperature range from 30 to 50 deg F. 
2. Snap action; open-on-rise, single-pole switch with minimum current rating adequate for 

connected cable. 
3. Remote bulb on capillary, resistance temperature device, or thermistor for directly sensing pipe-

wall temperature. 
4. Corrosion-resistant, waterproof control enclosure.  

2.3 ACCESSORIES 

A. Cable Installation Accessories: Fiberglass tape, heat-conductive putty, cable ties, silicone end seals and 
splice kits, and installation clips all furnished by manufacturer, or as recommended in writing by 
manufacturer. 

B. Warning Labels: Refer to Section 22 0553 "Identification for Plumbing Piping and Equipment." 

C. Warning Tape: Continuously printed "Electrical Tracing"; vinyl, at least 3 mils thick, and with pressure-
sensitive, permanent, waterproof, self-adhesive back. 
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1. Width for Markers on Pipes with OD, Including Insulation, Less Than 6 Inches: 3/4 inch minimum. 
2. Width for Markers on Pipes with OD, Including Insulation, 6 Inches or Larger: 1-1/2 inches 

minimum. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install electric heating cable across expansion, construction, and control joints according to 
manufacturer's written instructions; use cable-protection conduit and slack cable to allow movement 
without damage to cable. 

B. Electric Heating-Cable Installation for Freeze Protection for Piping: 

1. Install electric heating cables after piping has been tested and before insulation is installed. 
2. Install electric heating cables according to IEEE 515.1. 
3. Install insulation over piping with electric cables according to Section 220719 "Plumbing Piping 

Insulation." 
4. Install warning tape on piping insulation where piping is equipped with electric heating cables. 

C. Set field-adjustable switches and circuit-breaker trip ranges.  

D. Ground equipment according to Section 26 0526 "Grounding and Bonding for Electrical Systems." 

E. Connect wiring according to Section 26 0519 "Low-Voltage Electrical Power Conductors and Cables." 

3.2 FIELD QUALITY CONTROL 

A. Perform the following tests and inspections with the assistance of a factory-authorized service 
representative: 

1. Perform tests after cable installation but before application of coverings such as insulation, wall 
or ceiling construction, or concrete. 

2. Test cables for electrical continuity and insulation integrity before energizing. 
3. Test cables to verify rating and power input. Energize and measure voltage and current 

simultaneously. 

B. Repeat tests for continuity, insulation resistance, and input power after applying thermal insulation on 
pipe-mounted cables. 

C. Cables will be considered defective if they do not pass tests and inspections. 

D. Prepare test and inspection reports. 

E. Remove and replace damaged heat-tracing cables. 

END OF SECTION 220533 
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SECTION 220553  
IDENTIFICATION FOR PLUMBING PIPING AND EQUIPMENT 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Equipment labels. 
2. Warning signs and labels. 
3. Pipe labels. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. 

PART 2 - PRODUCTS 

2.1 EQUIPMENT LABELS 

A. Metal Labels for Equipment: 

1. Retain multiple material options in "Material and Thickness" Subparagraph below to allow 
Contractor to retain most cost-effective material. 

2. Material and Thickness:  Brass, 0.032-inch; stainless steel, 0.025-inch; aluminum, 0.032-inch; or 
anodized aluminum, 0.032-inch minimum thickness, and having predrilled or stamped holes for 
attachment hardware. 

3. Letter Color:  White. 
4. Background Color:  Black. 
5. Minimum Label Size: Length and width vary for required label content, but not less than 2-1/2 by 

3/4 inch. 
6. Minimum Letter Size: 1/4 inch for name of units if viewing distance is less than 24 inches, 1/2 

inch for viewing distances up to 72 inches, and proportionately larger lettering for greater 
viewing distances. Include secondary lettering two-thirds to three-quarters the size of principal 
lettering. 

7. Fasteners: Stainless-steel rivets or self-tapping screws. 
8. Adhesive: Contact-type permanent adhesive, compatible with label and with substrate. 

B. Label Content: Include equipment's Drawing designation or unique equipment number, drawing 
numbers where equipment is indicated (plans, details, and schedules), and the Specification Section 
number and title where equipment is specified. 

C. Equipment Label Schedule: For each item of equipment to be labeled, on 8-1/2-by-11-inch bond paper. 
Tabulate equipment identification number and identify Drawing numbers where equipment is indicated 
(plans, details, and schedules) and the Specification Section number and title where equipment is 
specified. Equipment schedule shall be included in operation and maintenance data. 
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2.2 WARNING SIGNS AND LABELS 

A. Material and Thickness: Multilayer, multicolor, plastic labels for mechanical engraving, 1/16 inch for 
units up to 20 square inches, 1/8-inch-thick for larger units, and having predrilled holes for attachment 
hardware. 

B. Letter Color:  White. 

C. Background Color:  Red. 

D. Maximum Temperature: Able to withstand temperatures up to 160 deg F. 

E. Minimum Label Size: Length and width vary for required label content, but not less than 2-1/2 by 3/4 
inch. 

F. Minimum Letter Size: 1/4 inch for name of units if viewing distance is less than 24 inches, 1/2 inch for 
viewing distances up to 72 inches, and proportionately larger lettering for greater viewing distances. 
Include secondary lettering two-thirds to three-quarters the size of principal lettering. 

G. Fasteners: Stainless-steel rivets or self-tapping screws. 

H. Adhesive: Contact-type permanent adhesive, compatible with label and with substrate. 

I. Label Content: Include caution and warning information plus emergency notification instructions. 

2.3 PIPE LABELS 

A. General Requirements for Manufactured Pipe Labels: Preprinted, color-coded, with lettering indicating 
service, and showing flow direction. 

B. Pre-tensioned Pipe Labels: Pre-coiled, semi-rigid plastic formed to cover full circumference of pipe and 
to attach to pipe without fasteners or adhesive. 

C. Self-Adhesive Pipe Labels: Printed plastic with contact-type, permanent-adhesive backing. 

D. Pipe Label Contents: Include identification of piping service using same designations or abbreviations as 
used on Drawings; also include pipe size and an arrow indicating flow direction. 

1. Flow-Direction Arrows: Integral with piping-system service lettering to accommodate both 
directions or as separate unit on each pipe label to indicate flow direction. 

2. Lettering Size:  Size letters according to ASME A13.1 for piping. 

PART 3 - EXECUTION 

3.1 EQUIPMENT LABEL INSTALLATION 

A. Install or permanently fasten labels on each major item of mechanical equipment. 

B. Locate equipment labels where accessible and visible. 
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3.2 PIPE LABEL INSTALLATION 

A. Piping Color Coding: Comply with ASME A13.1. 

B. Pipe Label Locations: Locate pipe labels where piping is exposed or above accessible ceilings in finished 
spaces; machine rooms; accessible maintenance spaces such as shafts, tunnels, and plenums; and 
exterior exposed locations as follows: 

1. Near each valve and control device. 
2. Near each branch connection, excluding short takeoffs for fixtures and terminal units. Where 

flow pattern is not obvious, mark each pipe at branch. 
3. Near penetrations and on both sides of through walls, floors, ceilings, and inaccessible 

enclosures. 
4. At access doors, manholes, and similar access points that permit view of concealed piping. 
5. Near major equipment items and other points of origination and termination. 
6. Spaced at maximum intervals of 50 feet along each run. Reduce intervals to 25 feet in areas of 

congested piping and equipment. 
7. On piping above removable acoustical ceilings. Omit intermediately spaced labels. 

C. Pipe Label Color Schedule: 

1. Domestic Water Piping 

a. Background: Comply with ASME A13.1. 
b. Letter Colors: Comply with ASME A13.1. 

2. Sanitary Waste and Storm Drainage Piping: 

a. Background: Comply with ASME A13.1. 
b. Letter Colors: Comply with ASME A13.1. 

END OF SECTION 220553 
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SECTION 220719  
PLUMBING PIPING INSULATION 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes insulating the following plumbing piping services: 

1. Domestic cold-water piping. 
2. Domestic hot water piping. 
3. Domestic recirculating hot water piping. 
4. Sanitary waste piping exposed to freezing conditions. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. 

B. Shop Drawings: Include plans, elevations, sections, details, and attachments to other work. 

1. Detail application of protective shields, saddles, and inserts at hangers for each type of insulation 
and hanger. 

2. Detail attachment and covering of heat tracing inside insulation. 
3. Detail insulation application at pipe expansion joints for each type of insulation. 
4. Detail insulation application at elbows, fittings, flanges, valves, and specialties for each type of 

insulation. 
5. Detail removable insulation at piping specialties, equipment connections, and access panels. 
6. Detail application of field-applied jackets. 
7. Detail application at linkages of control devices. 

1.3 INFORMATIONAL SUBMITTALS 

A. Field quality-control reports. 

1.4 QUALITY ASSURANCE 

A. Surface-Burning Characteristics: For insulation and related materials, as determined by testing identical 
products according to ASTM E 84 by a testing agency acceptable to authorities having jurisdiction. 
Factory label insulation and jacket materials and adhesive, mastic, tapes, and cement material 
containers, with appropriate markings of applicable testing agency. 

1. Insulation Installed Indoors: Flame-spread index of 25 or less, and smoke-developed index of 50 
or less. 

2. Insulation Installed Outdoors: Flame-spread index of 75 or less, and smoke-developed index of 
150 or less. 

B. Comply with the following applicable standards and other requirements specified for miscellaneous 
components: 

1. Supply and Drain Protective Shielding Guards: ICC A117.1. 
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PART 2 - PRODUCTS 

2.1 INSULATION MATERIALS 

A. Comply with requirements in "Piping Insulation Schedule, General," "Indoor Piping Insulation Schedule," 
"Outdoor, Aboveground Piping Insulation Schedule," and "Outdoor, Underground Piping Insulation 
Schedule" articles for where insulating materials shall be applied. 

B. Products shall not contain asbestos, lead, mercury, or mercury compounds. 

C. Products that come in contact with stainless steel shall have a leachable chloride content of less than 50 
ppm when tested according to ASTM C 871. 

D. Insulation materials for use on austenitic stainless steel shall be qualified as acceptable according to 
ASTM C 795. 

E. Foam insulation materials shall not use CFC or HCFC blowing agents in the manufacturing process. 

F. Cellular Glass: Inorganic, incombustible, foamed or cellulated glass with annealed, rigid, hermetically 
sealed cells. Factory-applied jacket requirements are specified in "Factory-Applied Jackets" Article. 

1. Special-Shaped Insulation: ASTM C 552, Type III. 
2. Preformed Pipe Insulation without Jacket: Comply with ASTM C 552, Type II, Class 1. 
3. Preformed Pipe Insulation with Factory-Applied ASJ-SSL: Comply with ASTM C 552, Type II, 

Class 2. 
4. Factory fabricate shapes according to ASTM C 450 and ASTM C 585. 

G. Flexible Elastomeric Insulation: Closed-cell, sponge- or expanded-rubber materials. Comply with 
ASTM C 534, Type I for tubular materials. 

H. Mineral-Fiber, Preformed Pipe Insulation: 

1. Type I, 850 Deg F Materials: Mineral or glass fibers bonded with a thermosetting resin. Comply 
with ASTM C 547, Type I, Grade A. Factory-applied jacket requirements are specified in "Factory-
Applied Jackets" Article. 

I. Polyolefin: Unicellular, polyethylene thermal plastic insulation. Comply with ASTM C 534 or 
ASTM C 1427, Type I, Grade 1 for tubular materials. 

2.2 INSULATING CEMENTS 

A. Mineral-Fiber, Hydraulic-Setting Insulating and Finishing Cement: Comply with ASTM C 449. 

2.3 ADHESIVES 

A. Materials shall be compatible with insulation materials, jackets, and substrates and for bonding 
insulation to itself and to surfaces to be insulated, unless otherwise indicated.  Materials shall meet 
emissions requirement and have no added formaldehyde binders. 

B. Cellular-Glass Adhesive: Two-component, thermosetting urethane adhesive containing no flammable 
solvents, with a service temperature range of minus 100 to plus 200 deg F. 
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1. For indoor applications, adhesive shall have a VOC content of 50 g/L or less when calculated 
according to 40 CFR 59, Subpart D (EPA Method 24). 

2. Adhesive shall comply with the testing and product requirements of the California Department of 
Health Services' "Standard Practice for the Testing of Volatile Organic Emissions from Various 
Sources Using Small-Scale Environmental Chambers." 

C. Flexible Elastomeric and Polyolefin Adhesive: Comply with MIL-A-24179A, Type II, Class I. 

D. Mineral-Fiber Adhesive: Comply with MIL-A-3316C, Class 2, Grade A. 

E. ASJ Adhesive, and FSK Jacket Adhesive: Comply with MIL-A-3316C, Class 2, Grade A for bonding 
insulation jacket lap seams and joints. 

F. PVC Jacket Adhesive: Compatible with PVC jacket. 

2.4 MASTICS 

A. Materials shall be compatible with insulation materials, jackets, and substrates; comply with MIL-PRF-
19565C, Type II. 

B. Vapor-Barrier Mastic: Water based; suitable for indoor use on below-ambient services. 

1. Water-Vapor Permeance: ASTM E 96/E 96M, Procedure B, 0.013 perm at 43-mil dry film 
thickness. 

2. Service Temperature Range: Minus 20 to plus 180 deg F. 
3. Solids Content: ASTM D 1644, 58 percent by volume and 70 percent by weight. 
4. Color: White. 

C. Breather Mastic: Water based; suitable for indoor and outdoor use on above-ambient services. 

1. Water-Vapor Permeance: ASTM F 1249, 1.8 perms at 0.0625-inch dry film thickness. 
2. Service Temperature Range: Minus 20 to plus 180 deg F. 
3. Solids Content: 60 percent by volume and 66 percent by weight. 
4. Color: White. 

2.5 SEALANTS 

A. Joint Sealants for Cellular-Glass Products: 

1. Materials shall be compatible with insulation materials, jackets, and substrates. 
2. Permanently flexible, elastomeric sealant. 
3. Service Temperature Range: Minus 100 to plus 300 deg F. 
4. Color: White or gray. 

B. FSK and Metal Jacket Flashing Sealants: 

1. Materials shall be compatible with insulation materials, jackets, and substrates. 
2. Fire- and water-resistant, flexible, elastomeric sealant. 
3. Service Temperature Range: Minus 40 to plus 250 deg F. 
4. Color: Aluminum. 

C. ASJ Flashing Sealants, and Vinyl, PVDC, and PVC Jacket Flashing Sealants: 
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1. Materials shall be compatible with insulation materials, jackets, and substrates. 
2. Fire- and water-resistant, flexible, elastomeric sealant. 
3. Service Temperature Range: Minus 40 to plus 250 deg F. 
4. Color: White. 

2.6 FACTORY-APPLIED JACKETS 

A. Insulation system schedules indicate factory-applied jackets on various applications. When factory-
applied jackets are indicated, comply with the following: 

1. ASJ: White, kraft-paper, fiberglass-reinforced scrim with aluminum-foil backing; complying with 
ASTM C 1136, Type I. 

2. ASJ-SSL: ASJ with self-sealing, pressure-sensitive, acrylic-based adhesive covered by a removable 
protective strip; complying with ASTM C 1136, Type I. 

3. FSK Jacket: Aluminum-foil, fiberglass-reinforced scrim with kraft-paper backing; complying with 
ASTM C 1136, Type II. 

2.7 FIELD-APPLIED FABRIC-REINFORCING MESH 

A. Woven Polyester Fabric: Approximately 1 oz./sq. yd. with a thread count of 10 strands by 10 strands/sq. 
in., in a Leno weave, for pipe. 

2.8 FIELD-APPLIED JACKETS 

A. Field-applied jackets shall comply with ASTM C 921, Type I, unless otherwise indicated. 

B. PVC Jacket: High-impact-resistant, UV-resistant PVC complying with ASTM D 1784, Class 16354-C; 
thickness as scheduled; roll stock ready for shop or field cutting and forming. Thickness is indicated in 
field-applied jacket schedules. 

1. Adhesive: As recommended by jacket material manufacturer. 
2. Color:  White. 
3. Factory-fabricated fitting covers to match jacket if available; otherwise, field fabricate. 

a. Shapes: 45- and 90-degree, short- and long-radius elbows, tees, valves, flanges, unions, 
reducers, end caps, soil-pipe hubs, traps, mechanical joints, and P-trap and supply covers 
for lavatories. 

C. Aluminum Jacket: Comply with ASTM B 209, Alloy 3003, 3005, 3105, or 5005, Temper H-14. 

1. Finish and thickness are indicated in field-applied jacket schedules. 
2. Moisture Barrier for Indoor Applications:  3-mil-thick, heat-bonded polyethylene and kraft paper 

or 2.5-mil-thick polysurlyn. 
3. Moisture Barrier for Outdoor Applications:  3-mil-thick, heat-bonded polyethylene and kraft 

paper or 2.5-mil-thick polysurlyn. 
4. Factory-Fabricated Fitting Covers: 

a. Same material, finish, and thickness as jacket. 
b. Preformed 2-piece or gore, 45- and 90-degree, short- and long-radius elbows. 
c. Tee covers. 
d. Flange and union covers. 
e. End caps. 
f. Beveled collars. 
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g. Valve covers. 
h. Field fabricate fitting covers only if factory-fabricated fitting covers are not available. 

D. Underground Direct-Buried Jacket: 125-mil-thick vapor barrier and waterproofing membrane consisting 
of a rubberized bituminous resin reinforced with a woven-glass fiber or polyester scrim and laminated 
aluminum foil. 

2.9 TAPES 

A. ASJ Tape: White vapor-retarder tape matching factory-applied jacket with acrylic adhesive, complying 
with ASTM C 1136. 

1. Width: 3 inches. 
2. Thickness: 11.5 mils. 
3. Adhesion: 90 ounces force/inch in width. 
4. Elongation: 2 percent. 
5. Tensile Strength: 40 lbf/inch in width. 
6. ASJ Tape Disks and Squares: Precut disks or squares of ASJ tape. 

B. FSK Tape: Foil-face, vapor-retarder tape matching factory-applied jacket with acrylic adhesive; 
complying with ASTM C 1136. 

1. Width: 3 inches. 
2. Thickness: 6.5 mils. 
3. Adhesion: 90 ounces force/inch in width. 
4. Elongation: 2 percent. 
5. Tensile Strength: 40 lbf/inch in width. 
6. FSK Tape Disks and Squares: Precut disks or squares of FSK tape. 

C. PVC Tape: White vapor-retarder tape matching field-applied PVC jacket with acrylic adhesive; suitable 
for indoor and outdoor applications. 

1. Width: 2 inches. 
2. Thickness: 6 mils. 
3. Adhesion: 64 ounces force/inch in width. 
4. Elongation: 500 percent. 
5. Tensile Strength: 18 lbf/inch in width. 

D. Aluminum-Foil Tape: Vapor-retarder tape with acrylic adhesive. 

1. Width: 2 inches. 
2. Thickness: 3.7 mils. 
3. Adhesion: 100 ounces force/inch in width. 
4. Elongation: 5 percent. 
5. Tensile Strength: 34 lbf/inch in width. 

2.10 SECUREMENTS 

A. Aluminum Bands: ASTM B 209, Alloy 3003, 3005, 3105, or 5005; Temper H-14, 0.020-inch-thick, 1/2 inch 
wide with wing seal or closed seal. 

B. Staples: Outward-clinching insulation staples, nominal 3/4-inch-wide, stainless steel or Monel. 
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C. Wire:  0.080-inch nickel-copper alloy or 0.062-inch soft-annealed, galvanized steel. 

2.11 PROTECTIVE SHIELDING GUARDS 

A. Protective Shielding Pipe Covers: 

1. Description: Manufactured plastic wraps for covering plumbing fixture hot- and cold-water 
supplies and trap and drain piping. Comply with Americans with Disabilities Act (ADA) 
requirements. 

B. Protective Shielding Piping Enclosures: 

1. Description: Manufactured plastic enclosure for covering plumbing fixture hot- and cold-water 
supplies and trap and drain piping. Comply with ADA requirements. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Surface Preparation: Clean and dry surfaces to receive insulation. Remove materials that will adversely 
affect insulation application. 

B. Coordinate insulation installation with the trade installing heat tracing. Comply with requirements for 
heat tracing that apply to insulation. 

C. Mix insulating cements with clean potable water; if insulating cements are to be in contact with 
stainless-steel surfaces, use demineralized water. 

3.2 GENERAL INSTALLATION REQUIREMENTS 

A. Install insulation materials, accessories, and finishes with smooth, straight, and even surfaces; free of 
voids throughout the length of piping including fittings, valves, and specialties. 

B. Install insulation materials, forms, vapor barriers or retarders, jackets, and thicknesses required for each 
item of pipe system as specified in insulation system schedules. 

C. Install accessories compatible with insulation materials and suitable for the service. Install accessories 
that do not corrode, soften, or otherwise attack insulation or jacket in either wet or dry state. 

D. Install insulation with longitudinal seams at top and bottom of horizontal runs. 

E. Install multiple layers of insulation with longitudinal and end seams staggered. 

F. Do not weld brackets, clips, or other attachment devices to piping, fittings, and specialties. 

G. Keep insulation materials dry during application and finishing. 

H. Install insulation with tight longitudinal seams and end joints. Bond seams and joints with adhesive 
recommended by insulation material manufacturer. 

I. Install insulation with least number of joints practical. 
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J. Where vapor barrier is indicated, seal joints, seams, and penetrations in insulation at hangers, supports, 
anchors, and other projections with vapor-barrier mastic. 

1. Install insulation continuously through hangers and around anchor attachments. 
2. For insulation application where vapor barriers are indicated, extend insulation on anchor legs 

from point of attachment to supported item to point of attachment to structure. Taper and seal 
ends at attachment to structure with vapor-barrier mastic. 

3. Install insert materials and install insulation to tightly join the insert. Seal insulation to insulation 
inserts with adhesive or sealing compound recommended by insulation material manufacturer. 

4. Cover inserts with jacket material matching adjacent pipe insulation. Install shields over jacket, 
arranged to protect jacket from tear or puncture by hanger, support, and shield. 

K. Apply adhesives, mastics, and sealants at manufacturer's recommended coverage rate and wet and dry 
film thicknesses. 

L. Install insulation with factory-applied jackets as follows: 

1. Draw jacket tight and smooth. 
2. Cover circumferential joints with 3-inch-wide strips, of same material as insulation jacket. Secure 

strips with adhesive and outward clinching staples along both edges of strip, spaced 4 inches o.c. 
3. Overlap jacket longitudinal seams at least 1-1/2 inches. Install insulation with longitudinal seams 

at bottom of pipe. Clean and dry surface to receive self-sealing lap. Staple laps with outward 
clinching staples along edge at 2 inches o.c. 

a. For below-ambient services, apply vapor-barrier mastic over staples. 

4. Cover joints and seams with tape, according to insulation material manufacturer's written 
instructions, to maintain vapor seal. 

5. Where vapor barriers are indicated, apply vapor-barrier mastic on seams and joints and at ends 
adjacent to pipe flanges and fittings. 

M. Cut insulation in a manner to avoid compressing insulation more than 75 percent of its nominal 
thickness. 

N. Finish installation with systems at operating conditions. Repair joint separations and cracking due to 
thermal movement. 

O. Repair damaged insulation facings by applying same facing material over damaged areas. Extend 
patches at least 4 inches beyond damaged areas. Adhere, staple, and seal patches similar to butt joints. 

P. For above-ambient services, do not install insulation to the following: 

1. Vibration-control devices. 
2. Testing agency labels and stamps. 
3. Nameplates and data plates. 
4. Cleanouts. 

3.3 PENETRATIONS 

A. Insulation Installation at Roof Penetrations: Install insulation continuously through roof penetrations. 

1. Seal penetrations with flashing sealant. 

11/13/20



 220719 - Page 8 of 15 PLUMBING PIPING INSULATION 
Encotech Engineering Consultants TBPE Firm 1141  

2. For applications requiring only indoor insulation, terminate insulation above roof surface and 
seal with joint sealant. For applications requiring indoor and outdoor insulation, install insulation 
for outdoor applications tightly joined to indoor insulation ends. Seal joint with joint sealant. 

3. Extend jacket of outdoor insulation outside roof flashing at least 2 inches below top of roof 
flashing. 

4. Seal jacket to roof flashing with flashing sealant. 

B. Insulation Installation at Underground Exterior Wall Penetrations: Terminate insulation flush with sleeve 
seal. Seal terminations with flashing sealant. 

C. Insulation Installation at Aboveground Exterior Wall Penetrations: Install insulation continuously 
through wall penetrations. 

1. Seal penetrations with flashing sealant. 
2. For applications requiring only indoor insulation, terminate insulation inside wall surface and seal 

with joint sealant. For applications requiring indoor and outdoor insulation, install insulation for 
outdoor applications tightly joined to indoor insulation ends. Seal joint with joint sealant. 

3. Extend jacket of outdoor insulation outside wall flashing and overlap wall flashing at least 2 
inches. 

4. Seal jacket to wall flashing with flashing sealant. 

D. Insulation Installation at Interior Wall and Partition Penetrations (That Are Not Fire Rated): Install 
insulation continuously through walls and partitions. 

E. Insulation Installation at Fire-Rated Wall and Partition Penetrations: Install insulation continuously 
through penetrations of fire-rated walls and partitions. 

F. Insulation Installation at Floor Penetrations: 

1. Pipe: Install insulation continuously through floor penetrations. 
2. Seal penetrations through fire-rated assemblies.  

3.4 GENERAL PIPE INSULATION INSTALLATION 

A. Requirements in this article generally apply to all insulation materials except where more specific 
requirements are specified in various pipe insulation material installation articles. 

B. Insulation Installation on Fittings, Valves, Strainers, Flanges, and Unions: 

1. Install insulation over fittings, valves, strainers, flanges, unions, and other specialties with 
continuous thermal and vapor-retarder integrity unless otherwise indicated. 

2. Insulate pipe elbows using preformed fitting insulation or mitered fittings made from same 
material and density as adjacent pipe insulation. Each piece shall be butted tightly against 
adjoining piece and bonded with adhesive. Fill joints, seams, voids, and irregular surfaces with 
insulating cement finished to a smooth, hard, and uniform contour that is uniform with adjoining 
pipe insulation. 

3. Insulate tee fittings with preformed fitting insulation or sectional pipe insulation of same 
material and thickness as used for adjacent pipe. Cut sectional pipe insulation to fit. Butt each 
section closely to the next and hold in place with tie wire. Bond pieces with adhesive. 

4. Insulate valves using preformed fitting insulation or sectional pipe insulation of same material, 
density, and thickness as used for adjacent pipe. Overlap adjoining pipe insulation by not less 
than two times the thickness of pipe insulation, or one pipe diameter, whichever is thicker. For 
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valves, insulate up to and including the bonnets, valve stuffing-box studs, bolts, and nuts. Fill 
joints, seams, and irregular surfaces with insulating cement. 

5. Insulate strainers using preformed fitting insulation or sectional pipe insulation of same material, 
density, and thickness as used for adjacent pipe. Overlap adjoining pipe insulation by not less 
than two times the thickness of pipe insulation, or one pipe diameter, whichever is thicker. Fill 
joints, seams, and irregular surfaces with insulating cement. Insulate strainers so strainer basket 
flange or plug can be easily removed and replaced without damaging the insulation and jacket. 
Provide a removable reusable insulation cover. For below-ambient services, provide a design that 
maintains vapor barrier. 

6. Insulate flanges and unions using a section of oversized preformed pipe insulation. Overlap 
adjoining pipe insulation by not less than two times the thickness of pipe insulation, or one pipe 
diameter, whichever is thicker. 

7. Cover segmented insulated surfaces with a layer of finishing cement and coat with a mastic. 
Install vapor-barrier mastic for below-ambient services and a breather mastic for above-ambient 
services. Reinforce the mastic with fabric-reinforcing mesh. Trowel the mastic to a smooth and 
well-shaped contour. 

8. For services not specified to receive a field-applied jacket except for flexible elastomeric and 
polyolefin, install fitted PVC cover over elbows, tees, strainers, valves, flanges, and unions. 
Terminate ends with PVC end caps. Tape PVC covers to adjoining insulation facing using PVC 
tape. 

9. Stencil or label the outside insulation jacket of each union with the word "union." Match size and 
color of pipe labels. 

C. Insulation shall be continuous. This includes piping at piping hangars and supports. 

D. Insulate instrument connections for thermometers, pressure gages, pressure temperature taps, test 
connections, flow meters, sensors, switches, and transmitters on insulated pipes. Shape insulation at 
these connections by tapering it to and around the connection with insulating cement and finish with 
finishing cement, mastic, and flashing sealant. 

E. Install removable insulation covers at locations indicated. Installation shall conform to the following: 

1. Make removable flange and union insulation from sectional pipe insulation of same thickness as 
that on adjoining pipe. Install same insulation jacket as adjoining pipe insulation. 

2. When flange and union covers are made from sectional pipe insulation, extend insulation from 
flanges or union long at least two times the insulation thickness over adjacent pipe insulation on 
each side of flange or union. Secure flange cover in place with stainless-steel or aluminum bands. 
Select band material compatible with insulation and jacket. 

3. Construct removable valve insulation covers in same manner as for flanges, except divide the 
two-part section on the vertical center line of valve body. 

4. When covers are made from block insulation, make two halves, each consisting of mitered blocks 
wired to stainless-steel fabric. Secure this wire frame, with its attached insulation, to flanges with 
tie wire. Extend insulation at least 2 inches over adjacent pipe insulation on each side of valve. 
Fill space between flange or union cover and pipe insulation with insulating cement. Finish cover 
assembly with insulating cement applied in two coats. After first coat is dry, apply and trowel 
second coat to a smooth finish. 

5. Unless a PVC jacket is indicated in field-applied jacket schedules, finish exposed surfaces with a 
metal jacket. 

3.5 INSTALLATION OF CELLULAR-GLASS INSULATION 

A. Insulation Installation on Straight Pipes and Tubes: 
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1. Secure each layer of insulation to pipe with wire or bands and tighten bands without deforming 
insulation materials. 

2. Where vapor barriers are indicated, seal longitudinal seams, end joints, and protrusions with 
vapor-barrier mastic and joint sealant. 

3. For insulation with factory-applied jackets on above-ambient services, secure laps with outward 
clinched staples at 6 inches o.c. 

4. For insulation with factory-applied jackets on below-ambient services, do not staple longitudinal 
tabs. Instead, secure tabs with additional adhesive as recommended by insulation material 
manufacturer and seal with vapor-barrier mastic and flashing sealant. 

B. Insulation Installation on Pipe Flanges: 

1. Install preformed pipe insulation to outer diameter of pipe flange. 
2. Make width of insulation section same as overall width of flange and bolts, plus twice the 

thickness of pipe insulation. 
3. Fill voids between inner circumference of flange insulation and outer circumference of adjacent 

straight pipe segments with cut sections of cellular-glass block insulation of same thickness as 
pipe insulation. 

4. Install jacket material with manufacturer's recommended adhesive, overlap seams at least 1 
inch, and seal joints with flashing sealant. 

C. Insulation Installation on Pipe Fittings and Elbows: 

1. Install preformed sections of same material as straight segments of pipe insulation when 
available. Secure according to manufacturer's written instructions. 

2. When preformed sections of insulation are not available, install mitered sections of cellular-glass 
insulation. Secure insulation materials with wire or bands. 

D. Insulation Installation on Valves and Pipe Specialties: 

1. Install preformed sections of cellular-glass insulation to valve body. 
2. Arrange insulation to permit access to packing and to allow valve operation without disturbing 

insulation. 
3. Install insulation to flanges as specified for flange insulation application. 

3.6 INSTALLATION OF FLEXIBLE ELASTOMERIC INSULATION 

A. Seal longitudinal seams and end joints with manufacturer's recommended adhesive to eliminate 
openings in insulation that allow passage of air to surface being insulated. 

B. Insulation Installation on Pipe Flanges: 

1. Install pipe insulation to outer diameter of pipe flange. 
2. Make width of insulation section same as overall width of flange and bolts, plus twice the 

thickness of pipe insulation. 
3. Fill voids between inner circumference of flange insulation and outer circumference of adjacent 

straight pipe segments with cut sections of sheet insulation of same thickness as pipe insulation. 
4. Secure insulation to flanges and seal seams with manufacturer's recommended adhesive to 

eliminate openings in insulation that allow passage of air to surface being insulated. 

C. Insulation Installation on Pipe Fittings and Elbows: 

1. Install mitered sections of pipe insulation. 
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2. Secure insulation materials and seal seams with manufacturer's recommended adhesive to 
eliminate openings in insulation that allow passage of air to surface being insulated. 

D. Insulation Installation on Valves and Pipe Specialties: 

1. Install preformed valve covers manufactured of same material as pipe insulation when available. 
2. When preformed valve covers are not available, install cut sections of pipe and sheet insulation 

to valve body. Arrange insulation to permit access to packing and to allow valve operation 
without disturbing insulation. 

3. Install insulation to flanges as specified for flange insulation application. 
4. Secure insulation to valves and specialties and seal seams with manufacturer's recommended 

adhesive to eliminate openings in insulation that allow passage of air to surface being insulated. 

3.7 INSTALLATION OF MINERAL-FIBER PREFORMED PIPE INSULATION 

A. Insulation Installation on Straight Pipes and Tubes: 

1. Secure each layer of preformed pipe insulation to pipe with wire or bands and tighten bands 
without deforming insulation materials. 

2. Where vapor barriers are indicated, seal longitudinal seams, end joints, and protrusions with 
vapor-barrier mastic and joint sealant. 

3. For insulation with factory-applied jackets on above-ambient surfaces, secure laps with outward 
clinched staples at 6 inches o.c. 

4. For insulation with factory-applied jackets on below-ambient surfaces, do not staple longitudinal 
tabs. Instead, secure tabs with additional adhesive as recommended by insulation material 
manufacturer and seal with vapor-barrier mastic and flashing sealant. 

B. Insulation Installation on Pipe Flanges: 

1. Install preformed pipe insulation to outer diameter of pipe flange. 
2. Make width of insulation section same as overall width of flange and bolts, plus twice the 

thickness of pipe insulation. 
3. Fill voids between inner circumference of flange insulation and outer circumference of adjacent 

straight pipe segments with mineral-fiber blanket insulation. 
4. Install jacket material with manufacturer's recommended adhesive, overlap seams at least 1 

inch, and seal joints with flashing sealant. 

C. Insulation Installation on Pipe Fittings and Elbows: 

1. Install preformed sections of same material as straight segments of pipe insulation when 
available. 

2. When preformed insulation elbows and fittings are not available, install mitered sections of pipe 
insulation, to a thickness equal to adjoining pipe insulation. Secure insulation materials with wire 
or bands. 

D. Insulation Installation on Valves and Pipe Specialties: 

1. Install preformed sections of same material as straight segments of pipe insulation when 
available. 

2. When preformed sections are not available, install mitered sections of pipe insulation to valve 
body. 

3. Arrange insulation to permit access to packing and to allow valve operation without disturbing 
insulation. 
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4. Install insulation to flanges as specified for flange insulation application. 

3.8 INSTALLATION OF POLYOLEFIN INSULATION 

A. Insulation Installation on Straight Pipes and Tubes: 

1. Seal split-tube longitudinal seams and end joints with manufacturer's recommended adhesive to 
eliminate openings in insulation that allow passage of air to surface being insulated. 

B. Insulation Installation on Pipe Flanges: 

1. Install pipe insulation to outer diameter of pipe flange. 
2. Make width of insulation section same as overall width of flange and bolts, plus twice the 

thickness of pipe insulation. 
3. Fill voids between inner circumference of flange insulation and outer circumference of adjacent 

straight pipe segments with cut sections of polyolefin sheet insulation of same thickness as pipe 
insulation. 

4. Secure insulation to flanges and seal seams with manufacturer's recommended adhesive to 
eliminate openings in insulation that allow passage of air to surface being insulated. 

C. Insulation Installation on Pipe Fittings and Elbows: 

1. Install mitered sections of polyolefin pipe insulation. 
2. Secure insulation materials and seal seams with manufacturer's recommended adhesive to 

eliminate openings in insulation that allow passage of air to surface being insulated. 

D. Insulation Installation on Valves and Pipe Specialties: 

1. Install cut sections of polyolefin pipe and sheet insulation to valve body. 
2. Arrange insulation to permit access to packing and to allow valve operation without disturbing 

insulation. 
3. Install insulation to flanges as specified for flange insulation application. 
4. Secure insulation to valves and specialties, and seal seams with manufacturer's recommended 

adhesive to eliminate openings in insulation that allow passage of air to surface being insulated. 

3.9 FIELD-APPLIED JACKET INSTALLATION 

A. Where FSK jackets are indicated, install as follows: 

1. Draw jacket material smooth and tight. 
2. Install lap or joint strips with same material as jacket. 
3. Secure jacket to insulation with manufacturer's recommended adhesive. 
4. Install jacket with 1-1/2-inch laps at longitudinal seams and 3-inch-wide joint strips at end joints. 
5. Seal openings, punctures, and breaks in vapor-retarder jackets and exposed insulation with 

vapor-barrier mastic. 

B. Where PVC jackets are indicated, install with 1-inch overlap at longitudinal seams and end joints. Seal 
with manufacturer's recommended adhesive. 

1. Apply two continuous beads of adhesive to seams and joints, one bead under lap and the finish 
bead along seam and joint edge. 
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C. Where metal jackets are indicated, install with 2-inch overlap at longitudinal seams and end joints. 
Overlap longitudinal seams arranged to shed water. Seal end joints with weatherproof sealant 
recommended by insulation manufacturer. Secure jacket with stainless-steel bands 12 inches o.c. and at 
end joints. 

3.10 FINISHES 

A. Insulation with ASJ, Glass-Cloth, or Other Paintable Jacket Material: Paint jacket with paint system 
identified below. 

1. Flat Acrylic Finish:  Two finish coats over a primer that is compatible with jacket material and 
finish coat paint. Add fungicidal agent to render fabric mildew proof. 

a. Finish Coat Material: Interior, flat, latex-emulsion size. 

B. Flexible Elastomeric Thermal Insulation: After adhesive has fully cured, apply two coats of insulation 
manufacturer's recommended protective coating. 

C. Color: Final color as selected by Architect. Vary first and second coats to allow visual inspection of the 
completed Work. 

D. Do not field paint aluminum or stainless-steel jackets. 

3.11 FIELD QUALITY CONTROL 

A. Perform tests and inspections. 

B. Tests and Inspections: 

1. Inspect pipe, fittings, strainers, and valves, randomly selected by Architect, by removing field-
applied jacket and insulation in layers in reverse order of their installation. Extent of inspection 
shall be limited to three locations of straight pipe, three locations of threaded fittings, three 
locations of welded fittings, two locations of threaded strainers, two locations of welded 
strainers, three locations of threaded valves, and three locations of flanged valves for each pipe 
service defined in the "Piping Insulation Schedule, General" Article. 

C. All insulation applications will be considered defective Work if sample inspection reveals noncompliance 
with requirements. 

3.12 PIPING INSULATION SCHEDULE, GENERAL 

A. Acceptable preformed pipe and tubular insulation materials and thicknesses are identified for each 
piping system and pipe size range. If more than one material is listed for a piping system, selection from 
materials listed is Contractor's option. 

B. Items Not Insulated: Unless otherwise indicated, do not install insulation on the following: 

1. Drainage piping located in crawl spaces. 
2. Underground piping. 
3. Chrome-plated pipes and fittings unless there is a potential for personnel injury. 
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3.13 INDOOR PIPING INSULATION SCHEDULE 

A. Domestic Water Piping: Insulation shall be one of the following: 

1. Flexible Elastomeric:  1 inch thick. 
2. Mineral-Fiber, Preformed Pipe Insulation, Type I:  1 inch thick. 
3. Polyolefin:  1 inch thick. 

B. Exposed Sanitary Drains, Domestic Water, and Domestic Hot Water: Insulation shall be one of the 
following: 

1. Flexible Elastomeric:  1 inch thick. 
2. Mineral-Fiber, Preformed Pipe Insulation, Type I:  1 inch thick. 
3. Polyolefin: 1 inch thick. 

C. Sanitary Waste Piping Where Heat Tracing Is Installed: Mineral-fiber, preformed pipe insulation, Type I, 
1-1/2 inches thick. 

3.14 OUTDOOR, ABOVEGROUND PIPING INSULATION SCHEDULE 

A. Domestic Water Piping: Insulation shall be one of the following: 

1. Flexible Elastomeric:  2 inches thick. 
2. Mineral-Fiber, Preformed Pipe Insulation, Type I:  2 inches thick. 
3. Polyolefin: 2 inches thick 

B. Sanitary Waste Piping Where Heat Tracing Is Installed: Insulation shall be one of the following: 

1. Cellular Glass:  2 inches thick. 
2. Mineral-Fiber, Preformed Pipe Insulation, Type I:  2 inches thick. 

3.15 OUTDOOR, UNDERGROUND PIPING INSULATION SCHEDULE 

A. Sanitary Waste Piping, All Sizes, Where Heat Tracing Is Installed: Cellular glass, 2 inches thick. 

3.16 INDOOR, FIELD-APPLIED JACKET SCHEDULE 

A. Install jacket over insulation material. For insulation with factory-applied jacket, install the field-applied 
jacket over the factory-applied jacket. 

B. If more than one material is listed, selection from materials listed is Contractor's option. 

C. Piping, Concealed: 

1. None. 
2. PVC:  30 mils thick. 
3. Aluminum, Smooth:  0.016 inch thick. 

D. Piping, Exposed: 

1. None. 
2. PVC, Color-Coded by System:  30 mils thick. 
3. Aluminum, Smooth:  0.016 inch thick. 
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3.17 OUTDOOR, FIELD-APPLIED JACKET SCHEDULE 

A. Install jacket over insulation material. For insulation with factory-applied jacket, install the field-applied 
jacket over the factory-applied jacket. 

B. If more than one material is listed, selection from materials listed is Contractor's option. 

C. Piping, Concealed: 

1. None. 
2. PVCPVC, Color-Coded by System:  30 mils thick. 
3. Aluminum, Smooth:  0.024 inch thick. 

D. Piping, Exposed: 

1. PVC:  30 mils thick. 
2. Aluminum, Smooth:  0.024 inch thick. 

3.18 UNDERGROUND, FIELD-INSTALLED INSULATION JACKET 

A. For underground direct-buried piping applications, install underground direct-buried jacket over 
insulation material. 

END OF SECTION 220719 
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SECTION 221116  
 DOMESTIC WATER PIPING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Copper tube and fittings. 
2. PEX tube and fittings. 
3. PVC pipe and fittings. 
4. Piping joining materials. 
5. Transition fittings. 
6. Dielectric fittings. 

1.2 ACTION SUBMITTALS 

A. Product Data: For transition fittings and dielectric fittings. 

1.3 INFORMATIONAL SUBMITTALS 

A. System purging and disinfecting activities report. 

B. Field quality-control reports. 

PART 2 - PRODUCTS 

2.1 PIPING MATERIALS 

A. Comply with requirements in "Piping Schedule" Article for applications of pipe, tube, fitting materials, 
and joining methods for specific services, service locations, and pipe sizes. 

B. Potable-water piping and components shall comply with NSF 14 and NSF 61 Annex G. Plastic piping 
components shall be marked with "NSF-pw." 

C. Comply with NSF Standard 372 for low lead. 

2.2 COPPER TUBE AND FITTINGS 

A. Hard Copper Tube:  ASTM B 88, Type L water tube, drawn temper. 

B. Soft Copper Tube:  ASTM B 88, Type K and ASTM B 88, Type L water tube, annealed temper. 

C. Cast-Copper, Solder-Joint Fittings: ASME B16.18, pressure fittings. 

D. Wrought-Copper, Solder-Joint Fittings: ASME B16.22, wrought-copper pressure fittings. 

E. Bronze Flanges: ASME B16.24, Class 150, with solder-joint ends. 
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F. Copper and Copper Alloy Press-Connect Fittings: ASME B16.51 Viega ProPress fittings with EPDM 
elastomeric sealing elements.  

G. Copper Unions: 

1. MSS SP-123. 
2. Cast-copper-alloy, hexagonal-stock body. 
3. Ball-and-socket, metal-to-metal seating surfaces. 
4. Solder-joint or threaded ends. 

H. Copper Push-on-Joint Fittings: 

1. Cast-copper fitting complying with ASME B16.18 or wrought-copper fitting complying with 
ASME B 16.22. 

2. Stainless-steel teeth and EPDM-rubber, O-ring seal in each end instead of solder-joint ends. 

2.3 PEX TUBE AND FITTINGS 

A. Manufacturers: Subject to compliance with requirements, available manufacturers offering products 
that may be incorporated into the Work include, but are not limited to the following: 

1. Uponor with ASTM F1960 cold expansion fittings. 
2. Viega LLC with ASTM F877 PEX Press fittings. 

B. Tube Material: PEX plastic according to ASTM F 876 and ASTM F 877. 

C. Manifold: Multiple-outlet, plastic or corrosion-resistant-metal assembly complying with ASTM F877; 
with plastic or corrosion-resistant-metal valve for each outlet. 

2.4 PVC PIPE AND FITTINGS 

A. PVC Pipe: ASTM D 1785, Schedule 40. 

B. PVC Socket Fittings:  ASTM D 2466 for Schedule 40. 

2.5 PIPING JOINING MATERIALS 

A. Pipe-Flange Gasket Materials: 

1. AWWA C110/A21.10, rubber, flat face, 1/8-inch-thick or ASME B16.21, nonmetallic and asbestos 
free unless otherwise indicated. 

2. Full-face or ring type unless otherwise indicated. 

B. Metal, Pipe-Flange Bolts and Nuts: ASME B18.2.1, carbon steel unless otherwise indicated. 

C. Solder Filler Metals: ASTM B 32, lead-free alloys. 

D. Flux: ASTM B 813, water flushable. 

E. Brazing Filler Metals: AWS A5.8M/A5.8, BCuP Series, copper-phosphorus alloys for general-duty brazing 
unless otherwise indicated. 

F. Solvent Cements for Joining PVC Piping: ASTM D 2564. Include primer according to ASTM F 656. 
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G. Plastic, Pipe-Flange Gaskets, Bolts, and Nuts: Type and material recommended by piping system 
manufacturer unless otherwise indicated. 

2.6 TRANSITION FITTINGS 

A. General Requirements: 

1. Same size as pipes to be joined. 
2. Pressure rating at least equal to pipes to be joined. 
3. End connections compatible with pipes to be joined. 

B. Fitting-Type Transition Couplings: Manufactured piping coupling or specified piping system fitting. 

C. Plastic-to-Metal Transition Fittings: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Charlotte Pipe and Foundry Company. 
b. Spears Manufacturing Company. 
c. Uponor. 

2. Description:  

a. One end with threaded brass insert and one solvent-cement-socket or threaded end. 

D. Plastic-to-Metal Transition Unions: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. NIBCO INC. 
b. Spears Manufacturing Company. 

2. Description:  

a. PVC four-part union. 
b. Brass or stainless-steel threaded end. 
c. Solvent-cement-joint or threaded plastic end. 
d. Rubber O-ring. 
e. Union nut. 

2.7 DIELECTRIC FITTINGS 

A. General Requirements: Assembly of copper alloy and ferrous materials with separating nonconductive 
insulating material. Include end connections compatible with pipes to be joined. 

B. Dielectric Unions: 

1. Standard: ASSE 1079. 
2. Pressure Rating:  150 psig. 
3. End Connections: Solder-joint copper alloy and threaded ferrous. 
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C. Dielectric Flanges: 

1. Standard: ASSE 1079. 
2. Factory-fabricated, bolted, companion-flange assembly. 
3. Pressure Rating: 150 psig. 
4. End Connections: Solder-joint copper alloy and threaded ferrous; threaded solder-joint copper 

alloy and threaded ferrous. 

D. Dielectric-Flange Insulating Kits: 

1. Non-conducting materials for field assembly of companion flanges. 
2. Pressure Rating:  150 psig. 
3. Gasket: Neoprene or phenolic. 
4. Bolt Sleeves: Phenolic or polyethylene. 
5. Washers: Phenolic with steel backing washers. 

E. Dielectric Nipples: 

1. Standard: IAPMO PS 66. 
2. Electroplated steel nipple complying with ASTM F 1545. 
3. Pressure Rating and Temperature:  300 psig at 225 deg F. 
4. End Connections: Male threaded or grooved. 
5. Lining: Inert and noncorrosive, propylene. 

PART 3 - EXECUTION 

3.1 PIPING INSTALLATION 

A. Drawing plans, schematics, and diagrams indicate general location and arrangement of domestic water 
piping. Indicated locations and arrangements are used to size pipe and calculate friction loss, expansion, 
and other design considerations. Install piping as indicated unless deviations to layout are approved on 
coordination drawings. 

B. Install copper tubing under building slab according to CDA's "Copper Tube Handbook." 

C. Install shutoff valve, hose-end drain valve, strainer, pressure gage, and test tee with valve inside the 
building at each domestic water-service entrance. Comply with requirements for pressure gages in 
Section 220519 "Meters and Gages for Plumbing Piping" and with requirements for drain valves and 
strainers in Section 221119 "Domestic Water Piping Specialties." 

D. Install shutoff valve immediately upstream of each dielectric fitting. 

E. Install water-pressure-reducing valves downstream from shutoff valves. Comply with requirements for 
pressure-reducing valves in Section 221119 "Domestic Water Piping Specialties." 

F. Install domestic water piping level and plumb. 

G. Rough-in domestic water piping for water-meter installation according to utility company's 
requirements. 

H. Install piping concealed from view and protected from physical contact by building occupants unless 
otherwise indicated and except in equipment rooms and service areas. 

11/13/20



 221116 - Page 5 of 11 DOMESTIC WATER PIPING 
Encotech Engineering Consultants TBPE Firm 1141  

I. Install piping indicated to be exposed and piping in equipment rooms and service areas at right angles or 
parallel to building walls. Diagonal runs are prohibited unless specifically indicated otherwise. 

J. Install piping above accessible ceilings to allow sufficient space for ceiling panel removal, and coordinate 
with other services occupying that space. 

K. Install piping to permit valve servicing. 

L. Install nipples, unions, special fittings, and valves with pressure ratings the same as or higher than the 
system pressure rating used in applications below unless otherwise indicated. 

M. Install piping free of sags and bends. 

N. Install fittings for changes in direction and branch connections. 

O. Install PEX tubing with loop at each change of direction of more than 90 degrees. 

P. Install unions in copper tubing at final connection to each piece of equipment, machine, and specialty. 

Q. Install pressure gages on suction and discharge piping for each plumbing pump and packaged booster 
pump. Comply with requirements for pressure gages in Section 220519 "Meters and Gages for Plumbing 
Piping." 

R. Install thermostats in hot-water circulation piping.  

S. Install thermometers on outlet piping from each water heater. Comply with requirements for 
thermometers in Section 220519 "Meters and Gages for Plumbing Piping." 

T. Install sleeves for piping penetrations of walls, ceilings, and floors. Comply with requirements for sleeves 
specified in Section 220517 "Sleeves and Sleeve Seals for Plumbing Piping." 

U. Install sleeve seals for piping penetrations of concrete walls and slabs. Comply with requirements for 
sleeve seals specified in Section 220517 "Sleeves and Sleeve Seals for Plumbing Piping." 

V. Install escutcheons for piping penetrations of walls, ceilings, and floors. Comply with requirements for 
escutcheons specified in Section 220518 "Escutcheons for Plumbing Piping." 

3.2 JOINT CONSTRUCTION 

A. Ream ends of pipes and tubes and remove burrs. Bevel plain ends of steel pipe. 

B. Remove scale, slag, dirt, and debris from inside and outside of pipes, tubes, and fittings before 
assembly. 

C. Threaded Joints: Thread pipe with tapered pipe threads according to ASME B1.20.1. Cut threads full and 
clean using sharp dies. Ream threaded pipe ends to remove burrs and restore full ID. Join pipe fittings 
and valves as follows: 

1. Apply appropriate tape or thread compound to external pipe threads. 
2. Damaged Threads: Do not use pipe or pipe fittings with threads that are corroded or damaged. 

D. Brazed Joints for Copper Tubing: Comply with CDA's "Copper Tube Handbook," "Brazed Joints" chapter. 
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E. Soldered Joints for Copper Tubing: Apply ASTM B 813, water-flushable flux to end of tube. Join copper 
tube and fittings according to ASTM B 828 or CDA's "Copper Tube Handbook." 

F. Press-Connected joints: install in strict accordance with approved manufacturer’s installation 
instructions with special attention to two-step pressure testing for un-pressed fitting detection. NO 
MIXING OF MANUFACTURERS. Manufacturers utilize different technologies and have unique testing 
requirements. Installers shall be trained and carry current credentials from Viega. 

G. Flanged Joints: Select appropriate asbestos-free, nonmetallic gasket material in size, type, and thickness 
suitable for domestic water service. Join flanges with gasket and bolts according to ASME B31.9. 

H. Joint Construction for Solvent-Cemented Plastic Piping: Clean and dry joining surfaces. Join pipe and 
fittings according to the following: 

1. Comply with ASTM F 402 for safe-handling practice of cleaners, primers, and solvent cements. 
Apply primer. 

2. PVC Piping: Join according to ASTM D 2855. 

I. Joints for PEX Tubing: Join according to approved manufacturers installation instructions. 

J. Joints for Dissimilar-Material Piping: Make joints using adapters compatible with materials of both 
piping systems. 

3.3 TRANSITION FITTING INSTALLATION 

A. Install transition couplings at joints of dissimilar piping. 

B. Transition Fittings in Underground Domestic Water Piping: 

1. Fittings for NPS 1-1/2 and Smaller: Fitting-type coupling. 
2. Fittings for NPS 2 and Larger: Sleeve-type coupling. 

C. Transition Fittings in Aboveground Domestic Water Piping NPS 2 and Smaller: Plastic-to-metal transition 
fittings or unions. 

3.4 DIELECTRIC FITTING INSTALLATION 

A. Install dielectric fittings in piping at connections of dissimilar metal piping and tubing. 

B. Dielectric Fittings for NPS 2 and Smaller: Use dielectric unions. 

C. Dielectric Fittings for NPS 2-1/2 to NPS 4: Use dielectric flanges. 

D. Dielectric Fittings for NPS 5 and Larger: Use dielectric flange kits. 

3.5 HANGER AND SUPPORT INSTALLATION 

A. Comply with requirements for pipe hanger, support products, and installation in Section 220529 
"Hangers and Supports for Plumbing Piping and Equipment." 

1. Vertical Piping: MSS Type 8 or 42, clamps. 
2. Individual, Straight, Horizontal Piping Runs: 
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a. 100 Feet and Less: MSS Type 1, adjustable, steel clevis hangers. 
b. Longer Than 100 Feet: MSS Type 43, adjustable roller hangers. 
c. Longer Than 100 Feet if Indicated: MSS Type 49, spring cushion rolls. 

3. Multiple, Straight, Horizontal Piping Runs 100 Feet or Longer: MSS Type 44, pipe rolls. Support 
pipe rolls on trapeze. 

4. Base of Vertical Piping: MSS Type 52, spring hangers. 

B. Support vertical piping and tubing at base and at each floor. 

C. Rod diameter may be reduced one size for double-rod hangers, to a minimum of 3/8 inch. 

D. Install hangers for copper tubing with the following maximum horizontal spacing and minimum rod 
diameters: 

1. NPS 3/4 and Smaller: 60 inches with 3/8-inch rod. 
2. NPS 1 and NPS 1-1/4: 72 inches with 3/8-inch rod. 
3. NPS 1-1/2 and NPS 2: 96 inches with 3/8-inch rod. 
4. NPS 2-1/2: 108 inches with 1/2-inch rod. 
5. NPS 3 to NPS 5: 10 feet with 1/2-inch rod. 
6. NPS 6: 10 feet with 5/8-inch rod. 
7. NPS 8: 10 feet with 3/4-inch rod. 

E. Install supports for vertical copper tubing every 10 feet. 

F. Install hangers for steel piping with the following maximum horizontal spacing and minimum rod 
diameters: 

1. NPS 1-1/4 and Smaller: 84 inches with 3/8-inch rod. 
2. NPS 1-1/2: 108 inches with 3/8-inch rod. 
3. NPS 2: 10 feet with 3/8-inch rod. 
4. NPS 2-1/2: 11 feet with 1/2-inch rod. 
5. NPS 3 and NPS 3-1/2: 12 feet with 1/2-inch rod. 
6. NPS 4 and NPS 5: 12 feet with 5/8-inch rod. 
7. NPS 6: 12 feet with 3/4-inch rod. 
8. NPS 8 to NPS 12: 12 feet with 7/8-inch rod. 

G. Install supports for vertical steel piping every 15 feet. 

H. Install vinyl-coated hangers for PEX tubing with the following maximum horizontal spacing and 
minimum rod diameters: 

1. NPS 1 and Smaller: 32 inches with 3/8-inch rod. 

I. Install hangers for vertical PEX tubing every 48 inches. 

J. Install vinyl-coated hangers for PVC piping with the following maximum horizontal spacing and 
minimum rod diameters: 

1. NPS 2 and Smaller: 48 inches with 3/8-inch rod. 
2. NPS 2-1/2 to NPS 3-1/2: 48 inches with 1/2-inch rod. 
3. NPS 4 and NPS 5: 48 inches with 5/8-inch rod. 
4. NPS 6: 48 inches with 3/4-inch rod. 
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5. NPS 8: 48 inches with 7/8-inch rod. 

K. Install supports for vertical PVC piping every 48 inches. 

L. Support piping and tubing not listed in this article according to MSS SP-58 and manufacturer's written 
instructions. 

3.6 CONNECTIONS 

A. Drawings indicate general arrangement of piping, fittings, and specialties. 

B. When installing piping adjacent to equipment and machines, allow space for service and maintenance. 

C. Connect domestic water piping to exterior water-service piping. Use transition fitting to join dissimilar 
piping materials. 

D. Connect domestic water piping to water-service piping with shutoff valve; extend and connect to the 
following: 

1. Domestic Water Booster Pumps: Cold-water suction and discharge piping. 
2. Water Heaters: Cold-water inlet and hot-water outlet piping in sizes indicated, but not smaller 

than sizes of water heater connections. 
3. Plumbing Fixtures: Cold- and hot-water-supply piping in sizes indicated, but not smaller than that 

required by plumbing code. 
4. Equipment: Cold- and hot-water-supply piping as indicated, but not smaller than equipment 

connections. Provide shutoff valve and union for each connection. Use flanges instead of unions 
for NPS 2-1/2 and larger. 

3.7 IDENTIFICATION 

A. Identify system components. Comply with requirements for identification materials and installation in 
Section 220553 "Identification for Plumbing Piping and Equipment." 

B. Label pressure piping with system operating pressure. 

3.8 FIELD QUALITY CONTROL 

A. Perform the following tests and inspections: 

1. Piping Inspections: 

a. Do not enclose, cover, or put piping into operation until it has been inspected and 
approved by authorities having jurisdiction. 

b. During installation, notify authorities having jurisdiction at least one day before inspection 
must be made. Perform tests specified below in presence of authorities having 
jurisdiction: 

1) Roughing-in Inspection: Arrange for inspection of piping before concealing or closing in 
after roughing in and before setting fixtures. 

2) Final Inspection: Arrange for authorities having jurisdiction to observe tests specified in 
"Piping Tests" Subparagraph below and to ensure compliance with requirements. 
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c. Re-inspection: If authorities having jurisdiction find that piping will not pass tests or 
inspections, make required corrections and arrange for re-inspection. 

d. Reports: Prepare inspection reports and have them signed by authorities having 
jurisdiction. 

2. Piping Tests: 

a. Fill domestic water piping. Check components to determine that they are not air bound 
and that piping is full of water. 

b. Test for leaks and defects in new piping and parts of existing piping that have been 
altered, extended, or repaired. If testing is performed in segments, submit a separate 
report for each test, complete with diagram of portion of piping tested. 

c. Leave new, altered, extended, or replaced domestic water piping uncovered and 
unconcealed until it has been tested and approved. Expose work that was covered or 
concealed before it was tested. 

d. Cap and subject piping to static water pressure of 50 psig above operating pressure, 
without exceeding pressure rating of piping system materials. Isolate test source and 
allow it to stand for four hours. Leaks and loss in test pressure constitute defects that 
must be repaired. 

e. Repair leaks and defects with new materials, and retest piping or portion thereof until 
satisfactory results are obtained. 

f. Prepare reports for tests and for corrective action required. 

B. Domestic water piping will be considered defective if it does not pass tests and inspections. 

C. Prepare test and inspection reports. 

3.9 ADJUSTING 

A. Perform the following adjustments before operation: 

1. Close drain valves, hydrants, and hose bibbs. 
2. Open shutoff valves to fully open position. 
3. Open throttling valves to proper setting. 
4. Adjust balancing valves in hot-water-circulation return piping to provide adequate flow. 

a. Manually adjust ball-type balancing valves in hot-water-circulation return piping to 
provide hot-water flow in each branch. 

b. Adjust calibrated balancing valves to flows indicated. 

5. Remove plugs used during testing of piping and for temporary sealing of piping during 
installation. 

6. Remove and clean strainer screens. Close drain valves and replace drain plugs. 
7. Remove filter cartridges from housings and verify that cartridges are as specified for application 

where used and are clean and ready for use. 
8. Check plumbing specialties and verify proper settings, adjustments, and operation. 

3.10 CLEANING AND PROTECTION 

A. Clean and disinfect potable domestic water piping as follows: 

1. Purge new piping and parts of existing piping that have been altered, extended, or repaired 
before using. 
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2. Use purging and disinfecting procedures prescribed by authorities having jurisdiction; if methods 
are not prescribed, use procedures described in either AWWA C651 or AWWA C652 or follow 
procedures described below: 

a. Flush piping system with clean, potable water until dirty water does not appear at outlets. 
b. Fill and isolate system according to either of the following: 

1) Fill system or part thereof with water/chlorine solution with at least 50 ppm of chlorine. 
Isolate with valves and allow to stand for 24 hours. 

2) Fill system or part thereof with water/chlorine solution with at least 200 ppm of 
chlorine. Isolate and allow to stand for three hours. 

c. Flush system with clean, potable water until no chlorine is in water coming from system 
after the standing time. 

d. Repeat procedures if biological examination shows contamination. 
e. Submit water samples in sterile bottles to authorities having jurisdiction. 

B. Prepare and submit reports of purging and disinfecting activities. Include copies of water-sample 
approvals from authorities having jurisdiction. 

C. PVC piping in plenum spaces shall be insulated according to ASTM E 84 by a testing agency acceptable to 
authorities having jurisdiction. Factory label insulation and jacket materials and adhesive, mastic, tapes, 
and cement material containers, with appropriate markings of applicable testing agency. 

1. Insulation Installed Indoors: Flame-spread index of 25 or less, and smoke-developed index of 50 
or less. 

2. Insulation Installed Outdoors: Flame-spread index of 75 or less, and smoke-developed index of 
150 or less. 

D. Clean interior of domestic water piping system. Remove dirt and debris as work progresses. 

3.11 PIPING SCHEDULE 

A. Transition and special fittings with pressure ratings at least equal to piping rating may be used in 
applications below unless otherwise indicated. 

B. Flanges and unions may be used for aboveground piping joints unless otherwise indicated. 

C. Piping in plenum spaces shall be either copper or insulation-wrapped PVC with a flame--spread index of 
25 or less, and smoke-developed index of 50 or less. 

D. Fitting Option: Extruded-tee connections and brazed joints may be used on aboveground copper tubing. 

E. Under-building-slab, domestic water, building-service piping, NPS 3 and smaller, shall be one of the 
following: 

1. Soft copper tube, ASTM B 88, Type K or ASTM B 88, Type L; wrought-copper, solder-joint fittings; 
and brazed joints. 

2. PVC, Schedule 40; socket fittings; and solvent-cemented joints. 

F. Under-building-slab, domestic water piping, NPS 2 and smaller, shall be one of the following:  
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1. Hard or soft copper tube, ASTM B 88, Type L; wrought-copper, solder-joint fittings; and brazed 
joints. 

2. PVC, Schedule 40; socket fittings; and solvent-cemented joints. 

G. Aboveground domestic water piping, NPS 2 and smaller, shall be one of the following: 

1. Hard copper tube, ASTM B 88, Type L cast- or wrought-copper, solder-joint or press-connect 
fittings; and soldered or press-connected joints. 

a. Fittings for PEX tube: 

1) Uponor ASTM F 1960, cold expansion fittings and reinforcing rings. 

2) Viega ASTM F877 press fittings 

2. PVC, Schedule 40; socket fittings; and solvent-cemented joints. 

END OF SECTION 221116 
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SECTION 221119  
 DOMESTIC WATER PIPING SPECIALTIES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Vacuum breakers. 
2. Backflow preventers. 
3. Water pressure-reducing valves. 
4. Balancing valves. 
5. Temperature-actuated, water mixing valves. 
6. Strainers. 
7. Hose bibbs. 
8. Wall hydrants.  
9. Drain valves. 
10. Water-hammer arresters. 
11. Trap-seal primer valves. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1.3 INFORMATIONAL SUBMITTALS 

A. Field quality-control reports. 

1.4 CLOSEOUT SUBMITTALS 

A. Operation and maintenance data. 

PART 2 - PRODUCTS 

2.1 GENERAL REQUIREMENTS FOR PIPING SPECIALTIES 

A. Potable-water piping and components shall comply with NSF 61 Annex G and NSF 14. 

2.2 PERFORMANCE REQUIREMENTS 

A. Minimum Working Pressure for Domestic Water Piping Specialties:  125 psig unless otherwise indicated. 

2.3 VACUUM BREAKERS 

A. Pipe-Applied, Atmospheric-Type Vacuum Breakers: 

1. Standard: ASSE 1001. 
2. Size: NPS 1/4 to NPS 3, as required to match connected piping. 
3. Body: Bronze. 
4. Inlet and Outlet Connections: Threaded. 
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5. Finish:  Rough bronze. 

B. Hose-Connection Vacuum Breakers: 

1. Standard: ASSE 1011. 
2. Body: Bronze, non-removable, with manual drain. 
3. Outlet Connection: Garden-hose threaded complying with ASME B1.20.7. 
4. Finish:  Chrome or nickel plated. 

2.4 BACKFLOW PREVENTERS 

A. Intermediate Atmospheric-Vent Backflow Preventers: 

1. Standard: ASSE 1012. 
2. Operation: Continuous-pressure applications. 
3. Size:  NPS 1/2. 
4. Body: Bronze. 
5. End Connections:  Union, solder joint. 
6. Finish:  Chrome plated. 

B. Reduced-Pressure-Principle Backflow Preventers: 

1. Standard: ASSE 1013. 
2. Operation: Continuous-pressure applications. 
3. Pressure Loss:  12 psig maximum, through middle third of flow range. 
4. Body: Bronze for NPS 2 and smaller; cast iron with interior lining that complies with AWWA C550 

or that is FDA approved for NPS 2-1/2 and larger. 
5. End Connections: Threaded for NPS 2 and smaller; flanged for NPS 2-1/2 and larger. 
6. Configuration: Refer to drawings. 
7. Accessories: 

a. Valves NPS 2 and Smaller: Ball type with threaded ends on inlet and outlet. 
b. Valves NPS 2-1/2 and Larger: Outside-screw and yoke-gate type with flanged ends on inlet 

and outlet. 
c. Air-Gap Fitting: ASME A112.1.2, matching backflow-preventer connection. 

C. Double-Check, Backflow-Prevention Assemblies: 

1. Standard: ASSE 1015. 
2. Operation: Continuous-pressure applications unless otherwise indicated. 
3. Pressure Loss:  5 psig maximum, through middle third of flow range. 
4. Body: Bronze for NPS 2 and smaller; cast iron with interior lining that complies with AWWA C550 

or that is FDA approved for NPS 2-1/2 and larger. 
5. End Connections: Threaded for NPS 2 and smaller; flanged for NPS 2-1/2 and larger. 
6. Configuration: Refer to drawings. 
7. Accessories: 

a. Valves NPS 2 and Smaller: Ball type with threaded ends on inlet and outlet. 
b. Valves NPS 2-1/2 and Larger: Outside-screw and yoke-gate type with flanged ends on inlet 

and outlet. 
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2.5 WATER PRESSURE-REDUCING VALVES 

A. Water Regulators: 

1. Standard: ASSE 1003. 
2. Pressure Rating: Initial working pressure of 150 psig. 
3. Body: Bronze for NPS 2 and smaller; cast iron with interior lining that complies with AWWA C550 

or that is FDA approved for NPS 2-1/2 and NPS 3. 
4. Valves for Booster Heater Water Supply: Include integral bypass. 
5. End Connections: Threaded for NPS 2 and smaller; flanged for NPS 2-1/2 and NPS 3. 

2.6 BALANCING VALVES 

A. Memory-Stop Balancing Valves: 

1. Standard: MSS SP-110 for two-piece, copper-alloy ball valves. 
2. Pressure Rating: 400-psig minimum CWP. 
3. Size: NPS 2 or smaller. 
4. Body: Copper alloy. 
5. Port: Standard or full port. 
6. Ball: Chrome-plated brass. 
7. Seats and Seals: Replaceable. 
8. End Connections: Solder joint or threaded. 
9. Handle: Vinyl-covered steel with memory-setting device. 

2.7 TEMPERATURE-ACTUATED, WATER MIXING VALVES 

A. Water-Temperature Limiting Devices: 

1. Standard: ASSE 1017. 
2. Pressure Rating: 125 psig. 
3. Type: Thermostatically controlled, water mixing valve. 
4. Material: Bronze body with corrosion-resistant interior components. 
5. Connections: Threaded union inlets and outlet. 
6. Accessories: Check stops on hot- and cold-water supplies, and adjustable, temperature-control 

handle. 

B. Primary, Thermostatic, Water Mixing Valves: 

1. Standard: ASSE 1017. 
2. Pressure Rating: 125 psig minimum unless otherwise indicated. 
3. Type:  Exposed-mounted, thermostatically controlled, water mixing valve. 
4. Material: Bronze body with corrosion-resistant interior components. 
5. Connections: Threaded union inlets and outlet. 
6. Accessories: Manual temperature control, check stops on hot- and cold-water supplies, and 

adjustable, temperature-control handle. 

2.8 STRAINERS FOR DOMESTIC WATER PIPING 

A. Y-Pattern Strainers: 

1. Pressure Rating: 125 psig minimum unless otherwise indicated. 
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2. Body: Bronze for NPS 2 and smaller; cast iron with interior lining that complies with AWWA C550 
or that is FDA approved, epoxy coated and for NPS 2-1/2 and larger. 

3. End Connections: Threaded for NPS 2 and smaller; flanged for NPS 2-1/2 and larger. 
4. Screen: Stainless steel with round perforations unless otherwise indicated. 
5. Perforation Size: 

a. Strainers NPS 2 and Smaller:  0.033 inch. 
b. Strainers NPS 2-1/2 to NPS 4:  0.045 inch. 
c. Strainers NPS 5 and Larger:  0.125 inch. 

6. Drain:  Factory-installed, hose-end drain valve. 

2.9 HOSE BIBBS 

A. Hose Bibbs: 

1. Standard: ASME A112.18.1 for sediment faucets. 
2. Body Material: Bronze. 
3. Seat: Bronze, replaceable. 
4. Supply Connections: NPS 1/2 or NPS 3/4 threaded or solder-joint inlet. 
5. Outlet Connection: Garden-hose thread complying with ASME B1.20.7. 
6. Pressure Rating: 125 psig. 
7. Vacuum Breaker: Integral non-removable, drainable, hose-connection vacuum breaker 

complying with ASSE 1011. 
8. Finish for Equipment Rooms: Rough bronze, or chrome or nickel plated. 
9. Finish for Service Areas:  Rough bronze. 
10. Finish for Finished Rooms: Chrome or nickel plated. 
11. Operation for Equipment Rooms: Wheel handle or operating key. 
12. Operation for Service Areas:  Wheel handle. 
13. Operation for Finished Rooms:  Operating key. 
14. Include operating key with each operating-key hose bibb. 
15. Include wall flange with each chrome- or nickel-plated hose bibb. 

2.10 WALL HYDRANTS 

A. Non-freeze Wall Hydrants: 

1. Standard: ASME A112.21.3M for self-draining wall hydrants. 
2. Pressure Rating: 125 psig. 
3. Operation: Loose key. 
4. Casing and Operating Rod: Of length required to match wall thickness. Include wall clamp. 
5. Inlet: NPS 3/4 or NPS 1. 
6. Outlet: Concealed, with integral vacuum breaker and garden-hose thread complying with 

ASME B1.20.7. 
7. Box: Deep, flush mounted with cover. 
8. Box and Cover Finish:  Polished nickel bronze. 
9. Outlet: Exposed, with integral vacuum breaker and garden-hose thread complying with 

ASME B1.20.7. 
10. Nozzle and Wall-Plate Finish:  Polished nickel bronze. 
11. Operating Keys(s):  Two with each wall hydrant. 

B. Vacuum Breaker Wall Hydrants: 
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1. Standard: ASSE 1019, Type A or Type B. 
2. Type: Freeze-resistant, automatic draining with integral air-inlet valve. 
3. Classification: Type B, for automatic draining with hose removed or with hose attached and 

nozzle closed. 
4. Pressure Rating: 125 psig. 
5. Operation:  Loose key or wheel handle. 
6. Casing and Operating Rod: Of length required to match wall thickness. Include wall clamp. 
7. Inlet: NPS 1/2 or NPS 3/4. 
8. Outlet: Exposed with garden-hose thread complying with ASME B1.20.7. 

2.11 DRAIN VALVES 

A. Ball-Valve-Type, Hose-End Drain Valves: 

1. Standard: MSS SP-110 for standard-port, two-piece ball valves. 
2. Pressure Rating: 400-psig minimum CWP. 
3. Size: NPS 3/4. 
4. Body: Copper alloy. 
5. Ball: Chrome-plated brass. 
6. Seats and Seals: Replaceable. 
7. Handle: Vinyl-covered steel. 
8. Inlet: Threaded or solder joint. 
9. Outlet: Threaded, short nipple with garden-hose thread complying with ASME B1.20.7 and cap 

with brass chain. 

2.12 WATER-HAMMER ARRESTERS 

A. Water-Hammer Arresters: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. AMTROL, Inc. 
b. Jay R. Smith Mfg. Co. 
c. Josam Company. 
d. MIFAB, Inc. 
e. Precision Plumbing Products. 
f. Sioux Chief Manufacturing Company, Inc. 
g. Tyler Pipe; a subsidiary of McWane Inc. 
h. Watts; a Watts Water Technologies company. 
i. Zurn Industries, LLC. 

2. Standard: ASSE 1010 or PDI-WH 201. 
3. Type:  Copper tube with piston. 
4. Size: ASSE 1010, Sizes AA and A through F, or PDI-WH 201, Sizes A through F. 

2.13 TRAP-SEAL PRIMER DEVICE 

A. Supply-Type, Trap-Seal Primer Device: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 
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a. Jay R. Smith Mfg. Co. 
b. MIFAB, Inc. 
c. Precision Plumbing Products. 
d. Sioux Chief Manufacturing Company, Inc. 
e. Watts; a Watts Water Technologies company. 
f. Zurn Industries, LLC. 

2. Standard: ASSE 1018. 
3. Pressure Rating: 125 psig minimum. 
4. Body: Bronze. 
5. Inlet and Outlet Connections: NPS 1/2 threaded, union, or solder joint. 
6. Gravity Drain Outlet Connection: NPS 1/2 threaded or solder joint. 
7. Finish: Chrome plated, or rough bronze for units used with pipe or tube that is not chrome 

finished. 

B. Drainage-Type, Trap-Seal Primer Device: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Jay R. Smith Mfg. Co. 

2. Standard: ASSE 1044, lavatory P-trap with NPS 3/8 minimum, trap makeup connection. 
3. Size: NPS 1-1/4 minimum. 
4. Material: Chrome-plated, cast brass. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install backflow preventers in each water supply to mechanical equipment and systems and to other 
equipment and water systems that may be sources of contamination. Comply with authorities having 
jurisdiction. 

1. Locate backflow preventers in same room as connected equipment or system. 
2. Install drain for backflow preventers with atmospheric-vent drain connection with airgap fitting, 

fixed air-gap fitting, or equivalent positive pipe separation of at least two pipe diameters in drain 
piping and pipe-to-floor drain. Locate air-gap device attached to or under backflow preventer. 
Simple air breaks are unacceptable for this application. 

3. Do not install bypass piping around backflow preventers. 

B. Install water regulators with inlet and outlet shutoff valves. Install pressure gages on inlet and outlet. 

C. Install balancing valves in locations where they can easily be adjusted. 

D. Install temperature-actuated, water mixing valves with check stops or shutoff valves on inlets and with 
shutoff valve on outlet. 

1. Install cabinet-type units recessed in or surface mounted on wall as specified. 

E. Install Y-pattern strainers for water on supply side of each water pressure-reducing valve and pump. 
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F. Set non-freeze, non-draining-type post hydrants in concrete or pavement. 

G. Set freeze-resistant yard hydrants with riser pipe in concrete or pavement. Do not encase canister in 
concrete. 

H. Install water-hammer arresters in water piping according to PDI-WH 201. 

I. Install supply-type, trap-seal primer valves with outlet piping pitched down toward drain trap a 
minimum of 1 percent, and connect to floor-drain body, trap, or inlet fitting. Adjust valve for proper 
flow. 

J. Install drainage-type, trap-seal primer valves as lavatory trap with outlet piping pitched down toward 
drain trap a minimum of 1 percent, and connect to floor-drain body, trap, or inlet fitting. 

3.2 CONNECTIONS 

A. Comply with requirements for ground equipment in Section 260526 "Grounding and Bonding for 
Electrical Systems." 

B. Fire-retardant-treated-wood blocking is specified in Section 260519 "Low-Voltage Electrical Power 
Conductors and Cables" for electrical connections. 

3.3 FIELD QUALITY CONTROL 

A. Perform the following tests and inspections: 

1. Test each pressure vacuum breaker; reduced-pressure-principle backflow preventer; double-
check, backflow-prevention assembly; and double-check, detector-assembly backflow preventer 
according to authorities having jurisdiction and the device's reference standard. 

B. Domestic water piping specialties will be considered defective if they do not pass tests and inspections. 

C. Prepare test and inspection reports. 

3.4 ADJUSTING 

A. Set field-adjustable pressure set points of water pressure-reducing valves. 

B. Set field-adjustable flow set points of balancing valves. 

C. Set field-adjustable temperature set points of temperature-actuated, water mixing valves. 

END OF SECTION 221119 
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SECTION 221123  
FACILITY NATURAL-GAS PIPING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Pipes, tubes, and fittings. 
2. Piping specialties. 
3. Piping and tubing joining materials. 
4. Valves. 
5. Pressure regulators. 

1.2 PERFORMANCE REQUIREMENTS 

A. Minimum Operating-Pressure Ratings: 

1. Piping and Valves:  100 psig minimum unless otherwise indicated. 
2. Service Regulators:  100 psig minimum unless otherwise indicated. 

B. Natural-Gas System Pressure within Buildings:  0.5 psig or less. 

C. Natural-Gas System Pressures within Buildings: Two pressure ranges. Primary pressure is more than 0.5 
psig but not more than 2 psig and is reduced to secondary pressure of 0.5 psig or less. 

D. Delegated Design: Design restraints and anchors for natural-gas piping and equipment, including 
comprehensive engineering analysis by a qualified professional engineer, using performance 
requirements and design criteria indicated. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. 

B. Shop Drawings: For facility natural-gas piping layout. Include plans, piping layout and elevations, 
sections, and details for fabrication of pipe anchors, hangers, supports for multiple pipes, alignment 
guides, expansion joints and loops, and attachments of the same to building structure. Detail location of 
anchors, alignment guides, and expansion joints and loops. 

C. Delegated-Design Submittal: For natural-gas piping and equipment indicated to comply with 
performance requirements and design criteria, including analysis data signed and sealed by the qualified 
professional engineer responsible for their preparation. 

1.4 INFORMATIONAL SUBMITTALS 

A. Welding certificates. 

B. Field quality-control reports. 

11/13/20



 231123 - Page 2 of 12 FACILITY NATURAL-GAS PIPING 
Encotech Engineering Consultants TBPE Firm 1141  
 

1.5 CLOSEOUT SUBMITTALS 

A. Operation and maintenance data. 

1.6 QUALITY ASSURANCE 

A. Steel Support Welding Qualifications: Qualify procedures and personnel according to AWS D1.1/D1.1M, 
"Structural Welding Code - Steel." 

B. Pipe Welding Qualifications: Qualify procedures and operators according to ASME Boiler and Pressure 
Vessel Code. 

C. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by a qualified 
testing agency, and marked for intended location and application. 

PART 2 - PRODUCTS 

2.1 PIPES, TUBES, AND FITTINGS 

A. Steel Pipe: ASTM A 53/A 53M, black steel, Schedule 40, Type E or S, Grade B. 

1. Malleable-Iron Threaded Fittings: ASME B16.3, Class 150, standard pattern. 
2. Wrought-Steel Welding Fittings: ASTM A 234/A 234M for butt welding and socket welding. 
3. Press-Connect Fittings: Viega MegaPressG ANSI LC4/CSA 6.32 with HNBR elastomeric sealing 

elements. 
4. Unions: ASME B16.39, Class 150, malleable iron with brass-to-iron seat, ground joint, and 

threaded ends. 
5. Protective Coating for Underground Piping: Factory-applied, three-layer coating of epoxy, 

adhesive, and PE. 

a. Joint Cover Kits: Epoxy paint, adhesive, and heat-shrink PE sleeves. 

B. Corrugated, Stainless-Steel Tubing: Comply with ANSI/IAS LC 1. 

1. Tubing: ASTM A 240/A 240M, corrugated, Series 300 stainless steel. 
2. Coating: PE with flame retardant. 

a. Surface-Burning Characteristics: As determined by testing identical products according to 
ASTM E 84 by a qualified testing agency. Identify products with appropriate markings of 
applicable testing agency. 

1) Flame-Spread Index:  25 or less. 
2) Smoke-Developed Index:  50 or less. 

3. Fittings: Copper-alloy mechanical fittings with ends made to fit and listed for use with corrugated 
stainless-steel tubing and capable of metal-to-metal seal without gaskets. Include brazing socket 
or threaded ends complying with ASME B1.20.1. 

4. Striker Plates: Steel, designed to protect tubing from penetrations. 
5. Manifolds: Malleable iron or steel with factory-applied protective coating. Threaded connections 

shall comply with ASME B1.20.1 for pipe inlet and corrugated tubing outlets. 
6. Operating-Pressure Rating: 5 psig. 
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C. Annealed-Temper Copper Tube: Comply with ASTM B 88, Type L. 

1. Copper Fittings: ASME B16.22, wrought copper, and streamlined pattern. 
2. Flare Fittings: Comply with ASME B16.26 and SAE J513. 

a. Copper fittings with long nuts. 
b. Metal-to-metal compression seal without gasket. 
c. Dry seal threads complying with ASME B1.20.3. 

3. Protective Coating for Underground Tubing: Factory-applied, extruded PE a minimum of 0.022 
inch thick. 

D. PE Pipe: ASTM D 2513, SDR 11. 

1. PE Fittings: ASTM D 2683, socket-fusion type or ASTM D 3261, butt-fusion type with dimensions 
matching PE pipe. 

2. PE Transition Fittings: Factory-fabricated fittings with PE pipe complying with ASTM D 2513, 
SDR 11; and steel pipe complying with ASTM A 53/A 53M, black steel, Schedule 40, Type E or S, 
Grade B. 

3. Anode-less Service-Line Risers: Factory fabricated and leak tested. 

a. Underground Portion: PE pipe complying with ASTM D 2513, SDR 11 inlet. 
b. Casing: Steel pipe complying with ASTM A 53/A 53M, Schedule 40, black steel, Type E or S, 

Grade B, with corrosion-protective coating covering. 
c. Aboveground Portion: PE transition fitting. 
d. Outlet shall be threaded or suitable for welded connection. 
e. Tracer wire connection. 
f. Ultraviolet shield. 
g. Stake supports with factory finish to match steel pipe casing or carrier pipe. 

4. Transition Service-Line Risers: Factory fabricated and leak tested. 

a. Underground Portion: PE pipe complying with ASTM D 2513, SDR 11 inlet connected to 
steel pipe complying with ASTM A 53/A 53M, Schedule 40, Type E or S, Grade B, with 
corrosion-protective coating for aboveground outlet. 

b. Outlet shall be threaded or suitable for welded connection. 
c. Bridging sleeve over mechanical coupling. 
d. Factory-connected anode. 
e. Tracer wire connection. 
f. Ultraviolet shield. 
g. Stake supports with factory finish to match steel pipe casing or carrier pipe. 

2.2 PIPING SPECIALTIES 

A. Appliance Flexible Connectors: 

1. Indoor, Fixed-Appliance Flexible Connectors: Comply with ANSI Z21.24. 
2. Indoor, Movable-Appliance Flexible Connectors: Comply with ANSI Z21.69. 
3. Outdoor, Appliance Flexible Connectors: Comply with ANSI Z21.75. 
4. Corrugated stainless-steel tubing with polymer coating. 
5. Operating-Pressure Rating: 0.5 psig. 
6. End Fittings: Zinc-coated steel. 
7. Threaded Ends: Comply with ASME B1.20.1. 
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8. Maximum Length: 72 inches 

B. Quick-Disconnect Devices: Comply with ANSI Z21.41. 

1. Copper-alloy convenience outlet and matching plug connector. 
2. Nitrile seals. 
3. Hand operated with automatic shutoff when disconnected. 
4. For indoor or outdoor applications. 
5. Adjustable, retractable restraining cable. 

C. Y-Pattern Strainers: 

1. Body: ASTM A 126, Class B, cast iron with bolted cover and bottom drain connection. 
2. End Connections: Threaded ends for NPS 2 and smaller. 
3. Strainer Screen:  60-mesh startup strainer and perforated stainless-steel basket with 50 percent 

free area. 
4. CWP Rating: 125 psig. 

D. Weatherproof Vent Cap: Cast- or malleable-iron increaser fitting with corrosion-resistant wire screen, 
with free area at least equal to cross-sectional area of connecting pipe and threaded-end connection. 

2.3 JOINING MATERIALS 

A. Joint Compound and Tape: Suitable for natural gas. 

B. Welding Filler Metals: Comply with AWS D10.12/D10.12M for welding materials appropriate for wall 
thickness and chemical analysis of steel pipe being welded. 

C. Brazing Filler Metals: Alloy with melting point greater than 1000 deg F complying with AWS A5.8/A5.8M. 
Brazing alloys containing more than 0.05 percent phosphorus are prohibited. 

2.4 MANUAL GAS SHUTOFF VALVES 

A. See "Underground Manual Gas Shutoff Valve Schedule" and "Aboveground Manual Gas Shutoff Valve 
Schedule" Articles for where each valve type is applied in various services. 

B. General Requirements for Metallic Valves, NPS 2 and Smaller: Comply with ASME B16.33. 

1. CWP Rating:  125 psig. 
2. Threaded Ends: Comply with ASME B1.20.1. 
3. Dry seal Threads on Flare Ends: Comply with ASME B1.20.3. 
4. Tamperproof Feature: Locking feature for valves indicated in "Underground Manual Gas Shutoff 

Valve Schedule" and "Aboveground Manual Gas Shutoff Valve Schedule" Articles. 
5. Listing: Listed and labeled by an NRTL acceptable to authorities having jurisdiction for valves 1 

inch and smaller. 
6. Service Mark: Valves 1-1/4 inches to NPS 2 shall have initials "WOG" permanently marked on 

valve body. 

C. Two-Piece, Full-Port, Bronze Ball Valves with Bronze Trim: MSS SP-110. 

1. Body: Bronze, complying with ASTM B 584. 
2. Ball: Chrome-plated bronze. 
3. Stem: Bronze; blowout proof. 
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4. Seats: Reinforced TFE; blowout proof. 
5. Packing: Threaded-body pack nut design with adjustable-stem packing. 
6. Ends: Threaded, flared, or socket as indicated in "Underground Manual Gas Shutoff Valve 

Schedule" and "Aboveground Manual Gas Shutoff Valve Schedule" Articles. 
7. CWP Rating: 600 psig. 
8. Listing: Valves NPS 1 and smaller shall be listed and labeled by an NRTL acceptable to authorities 

having jurisdiction. 
9. Service: Suitable for natural-gas service with "WOG" indicated on valve body. 

D. Bronze Plug Valves: MSS SP-78. 

1. Body: Bronze, complying with ASTM B 584. 
2. Plug: Bronze. 
3. Ends: Threaded, socket, as indicated in "Underground Manual Gas Shutoff Valve Schedule" and 

"Aboveground Manual Gas Shutoff Valve Schedule" Articles. 
4. Operator: Square head or lug type with tamperproof feature where indicated. 
5. Pressure Class: 125 psig. 
6. Listing: Valves NPS 1 and smaller shall be listed and labeled by an NRTL acceptable to authorities 

having jurisdiction. 
7. Service: Suitable for natural-gas service with "WOG" indicated on valve body. 

E. PE Ball Valves: Comply with ASME B16.40. 

1. Body: PE. 
2. Ball: PE. 
3. Stem: Acetal. 
4. Seats and Seals: Nitrile. 
5. Ends: Plain or fusible to match piping. 
6. CWP Rating: 80 psig. 
7. Operating Temperature: Minus 20 to plus 140 deg F. 
8. Operator: Nut or flat head for key operation. 
9. Include plastic valve extension. 
10. Include tamperproof locking feature for valves where indicated on Drawings. 

F. Valve Boxes: 

1. Cast-iron, two-section box. 
2. Top section with cover with "GAS" lettering. 
3. Bottom section with base to fit over valve and barrel a minimum of 5 inches in diameter. 
4. Adjustable cast-iron extensions of length required for depth of bury. 
5. Include tee-handle, steel operating wrench with socket end fitting valve nut or flat head, and 

with stem of length required to operate valve. 

2.5 MOTORIZED GAS VALVES 

A. Electrically Operated Valves: Comply with UL 429. 

1. Pilot operated. 
2. Body: Brass or aluminum. 
3. Seats and Disc: Nitrile rubber. 
4. Springs and Valve Trim: Stainless steel. 
5. 120-V ac, 60 Hz, Class B, continuous-duty molded coil, and replaceable. 
6. NEMA ICS 6, Type 4, coil enclosure. 
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7. Normally closed. 
8. Visual position indicator. 

2.6 PRESSURE REGULATORS 

A. General Requirements: 

1. Single stage and suitable for natural gas. 
2. Steel jacket and corrosion-resistant components. 
3. Elevation compensator. 
4. End Connections: Threaded for regulators NPS 2 and smaller. 

B. Line Pressure Regulators: Comply with ANSI Z21.80. 

1. Body and Diaphragm Case: Cast iron or die-cast aluminum. 
2. Springs: Zinc-plated steel; interchangeable. 
3. Diaphragm Plate: Zinc-plated steel. 
4. Seat Disc: Nitrile rubber resistant to gas impurities, abrasion, and deformation at the valve port. 
5. Orifice: Aluminum; interchangeable. 
6. Seal Plug: Ultraviolet-stabilized, mineral-filled nylon. 
7. Single-port, self-contained regulator with orifice no larger than required at maximum pressure 

inlet, and no pressure sensing piping external to the regulator. 
8. Pressure regulator shall maintain discharge pressure setting downstream, and not exceed 150 

percent of design discharge pressure at shutoff. 
9. Overpressure Protection Device: Factory mounted on pressure regulator. 
10. Atmospheric Vent: Factory- or field-installed, stainless-steel screen in opening if not connected 

to vent piping. 
11. Maximum Inlet Pressure:  5 psig. 

C. Appliance Pressure Regulators: Comply with ANSI Z21.18. 

1. Body and Diaphragm Case: Die-cast aluminum. 
2. Springs: Zinc-plated steel; interchangeable. 
3. Diaphragm Plate: Zinc-plated steel. 
4. Seat Disc: Nitrile rubber. 
5. Seal Plug: Ultraviolet-stabilized, mineral-filled nylon. 
6. Factory-Applied Finish: Minimum three-layer polyester and polyurethane paint finish. 
7. Regulator may include vent limiting device, instead of vent connection, if approved by authorities 

having jurisdiction. 
8. Maximum Inlet Pressure:  2 psig. 

2.7 DIELECTRIC UNIONS 

A. Dielectric Unions: 

1. Description: 

a. Standard: ASSE 1079. 
b. Pressure Rating:  150 psig. 
c. End Connections: Solder-joint copper alloy and threaded ferrous. 
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2.8 LABELING AND IDENTIFYING 

A. Detectable Warning Tape: Acid- and alkali-resistant, PE film warning tape manufactured for marking and 
identifying underground utilities, a minimum of 6 inches wide and 4 mils thick, continuously inscribed 
with a description of utility, with metallic core encased in a protective jacket for corrosion protection, 
detectable by metal detector when tape is buried up to 30 inches deep; colored yellow. 

PART 3 - EXECUTION 

3.1 OUTDOOR PIPING INSTALLATION 

A. Comply with NFPA 54 and the International Fuel Gas Code for installation and purging of natural-gas 
piping. Where codes conflict, comply with the more stringent of the two. 

B. Install underground, natural-gas piping buried at least 36 inches below finished grade.  

1. If natural-gas piping is installed less than 36 inches below finished grade, install it in containment 
conduit. 

C. Install underground, PE, natural-gas piping according to ASTM D 2774. 

D. Steel Piping with Protective Coating: 

1. Apply joint cover kits to pipe after joining to cover, seal, and protect joints. 
2. Repair damage to PE coating on pipe as recommended in writing by protective coating 

manufacturer. 
3. Replace pipe having damaged PE coating with new pipe. 

E. Copper Tubing with Protective Coating: 

1. Apply joint cover kits over tubing to cover, seal, and protect joints. 
2. Repair damage to PE coating on pipe as recommended in writing by protective coating 

manufacturer. 

F. Install fittings for changes in direction and branch connections. 

G. Install pressure gage upstream and downstream from each service regulator. Pressure gages are 
specified in Section 220519 "Meters and Gages for Plumbing Piping." 

3.2 INDOOR PIPING INSTALLATION 

A. Comply with NFPA 54 and the International Fuel Gas Code for installation and purging of natural-gas 
piping. Where codes conflict, comply with the more stringent of the two. 

B. Drawing plans, schematics, and diagrams indicate general location and arrangement of piping systems. 
Indicated locations and arrangements are used to size pipe and calculate friction loss, expansion, and 
other design considerations. Install piping as indicated unless deviations to layout are approved on 
Coordination Drawings. 

C. Arrange for pipe spaces, chases, slots, sleeves, and openings in building structure during progress of 
construction, to allow for mechanical installations. 
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D. Install piping in concealed locations unless otherwise indicated and except in equipment rooms and 
service areas. 

E. Install piping indicated to be exposed and piping in equipment rooms and service areas at right angles or 
parallel to building walls. Diagonal runs are prohibited unless specifically indicated otherwise. 

F. Install piping above accessible ceilings to allow sufficient space for ceiling panel removal. 

G. Locate valves for easy access. 

H. Install natural-gas piping at uniform grade of 2 percent down toward drip and sediment traps. 

I. Install piping free of sags and bends. 

J. Install fittings for changes in direction and branch connections. 

K. Verify final equipment locations for roughing-in. 

L. Comply with requirements in Sections specifying gas-fired appliances and equipment for roughing-in 
requirements. 

M. Drips and Sediment Traps: Install drips at points where condensate may collect, including service-meter 
outlets. Locate where accessible to permit cleaning and emptying. Do not install where condensate is 
subject to freezing. 

1. Construct drips and sediment traps using tee fitting with bottom outlet plugged or capped. Use 
nipple a minimum length of 3 pipe diameters, but not less than 3 inches long and same size as 
connected pipe. Install with space below bottom of drip to remove plug or cap. 

N. Extend relief vent connections for service regulators, line regulators, and overpressure protection 
devices to outdoors and terminate with weatherproof vent cap. 

O. Conceal pipe installations in walls, pipe spaces, utility spaces, above ceilings, below grade or floors, and 
in floor channels unless indicated to be exposed to view. 

P. Use eccentric reducer fittings to make reductions in pipe sizes. Install fittings with level side down. 

Q. Connect branch piping from top or side of horizontal piping. 

R. Install unions in pipes NPS 2 and smaller, adjacent to each valve, at final connection to each piece of 
equipment. 

S. Do not use natural-gas piping as grounding electrode. 

T. Install strainer on inlet of each line-pressure regulator and automatic or electrically operated valve. 

U. Install pressure gage upstream and downstream from each line regulator. Pressure gages are specified 
in Section 220519 "Meters and Gages for Plumbing Piping." 

V. Install sleeves for piping penetrations of walls, ceilings, and floors. Comply with requirements for sleeves 
specified in Section 220517 "Sleeves and Sleeve Seals for Plumbing Piping." 
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W. Install sleeve seals for piping penetrations of concrete walls and slabs. Comply with requirements for 
sleeve seals specified in Section 220517 "Sleeves and Sleeve Seals for Plumbing Piping." 

X. Install escutcheons for piping penetrations of walls, ceilings, and floors. Comply with requirements for 
escutcheons specified in Section 220518 "Escutcheons for Plumbing Piping." 

3.3 VALVE INSTALLATION 

A. Install manual gas shutoff valve for each gas appliance ahead of corrugated stainless-steel tubing or 
copper connector. 

B. Install underground valves with valve boxes. 

C. Install regulators and overpressure protection devices with maintenance access space adequate for 
servicing and testing. 

D. Install anode for metallic valves in underground PE piping. 

3.4 PIPING JOINT CONSTRUCTION 

A. Ream ends of pipes and tubes and remove burrs. 

B. Remove scale, slag, dirt, and debris from inside and outside of pipe and fittings before assembly. 

C. Threaded Joints: 

1. Thread pipe with tapered pipe threads complying with ASME B1.20.1. 
2. Cut threads full and clean using sharp dies. 
3. Ream threaded pipe ends to remove burrs and restore full inside diameter of pipe. 
4. Apply appropriate tape or thread compound to external pipe threads unless dry seal threading is 

specified. 
5. Damaged Threads: Do not use pipe or pipe fittings with threads that are corroded or damaged. 

Do not use pipe sections that have cracked or open welds. 

D. Welded Joints: 

1. Construct joints according to AWS D10.12/D10.12M, using qualified processes and welding 
operators. 

2. Bevel plain ends of steel pipe. 
3. Patch factory-applied protective coating as recommended by manufacturer at field welds and 

where damage to coating occurs during construction. 

E. Brazed Joints: Construct joints according to AWS's "Brazing Handbook," "Pipe and Tube" Chapter. 

F. Flared Joints: Cut tubing with roll cutting tool. Flare tube end with tool to result in flare dimensions 
complying with SAE J513. Tighten finger tight, then use wrench. Do not overtighten. 

G. Press-Connected Joints: Pipe shall be reamed and deburred and inspected to be certain it is smooth 
under the sealing elements. Installers shall be trained and credentialed by Viega and installation shall be 
in strict accordance with Viega installation instructions. 

H. PE Piping Heat-Fusion Joints: Clean and dry joining surfaces by wiping with clean cloth or paper towels. 
Join according to ASTM D 2657. 
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1. Plain-End Pipe and Fittings: Use butt fusion. 
2. Plain-End Pipe and Socket Fittings: Use socket fusion. 

3.5 HANGER AND SUPPORT INSTALLATION 

A. Comply with requirements for pipe hangers and supports specified in Section 220529 "Hangers and 
Supports for Plumbing Piping and Equipment." 

B. Install hangers for horizontal steel piping with the following maximum spacing and minimum rod sizes: 

1. NPS 1 and Smaller: Maximum span, 96 inches; minimum rod size, 3/8 inch. 
2. NPS 1-1/4: Maximum span, 108 inches; minimum rod size, 3/8 inch. 
3. NPS 1-1/2 and NPS 2: Maximum span, 108 inches; minimum rod size, 3/8 inch. 

C. Install hangers for horizontal, corrugated stainless-steel tubing with the following maximum spacing and 
minimum rod sizes: 

1. NPS 3/8: Maximum span, 48 inches; minimum rod size, 3/8 inch. 
2. NPS 1/2: Maximum span, 72 inches; minimum rod size, 3/8 inch. 
3. NPS 3/4 and Larger: Maximum span, 96 inches; minimum rod size, 3/8 inch. 

3.6 CONNECTIONS 

A. Connection to utility's gas main shall be by the utility. Coordinate as required. 

B. Install natural-gas piping electrically continuous and bonded to gas appliance equipment grounding 
conductor of the circuit powering the appliance according to NFPA 70. 

C. Install piping adjacent to appliances to allow service and maintenance of appliances. 

D. Connect piping to appliances using manual gas shutoff valves and unions. Install valve within 72 inches 
of each gas-fired appliance and equipment. Install union between valve and appliances or equipment. 

E. Sediment Traps: Install tee fitting with capped nipple in bottom to form drip, as close as practical to inlet 
of each appliance. 

3.7 LABELING AND IDENTIFYING 

A. Comply with requirements in Section 220553 "Identification for Plumbing Piping and Equipment" for 
piping and valve identification. 

B. Install detectable warning tape directly above gas piping, 12 inches below finished grade, except 6 
inches below subgrade under pavements and slabs. 

3.8 FIELD QUALITY CONTROL 

A. Test, inspect, and purge natural gas according to NFPA 54 and the International Fuel Gas Code and 
authorities having jurisdiction. Where there is a conflict between the two codes, comply with the more 
stringent of the two. 

B. Natural-gas piping will be considered defective if it does not pass tests and inspections. 

C. Prepare test and inspection reports. 
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3.9 OUTDOOR PIPING SCHEDULE 

A. Underground natural-gas piping shall be one of the following: 

1. PE pipe and fittings joined by heat fusion; service-line risers with tracer wire terminated in an 
accessible location. 

2. Steel pipe with wrought-steel fittings and welded joints. Coat pipe and fittings with protective 
coating for steel piping. 

B. Aboveground natural-gas piping shall be one of the following: 

1. Steel pipe with malleable-iron fittings and threaded joints. 
2. Steel pipe with wrought-steel fittings and welded joints. 

C. Branch Piping in Cast-in-Place Concrete to Single Appliance: Annealed-temper copper tube with 
wrought-copper fittings and brazed joints. Install piping embedded in concrete with no joints in 
concrete. 

D. Containment Conduit: Steel pipe with wrought-steel fittings and welded joints. Coat pipe and fittings 
with protective coating for steel piping. Containment conduit should not be required (see drawings). If 
required due to unforeseen conditions comply with this specification. 

3.10 INDOOR PIPING SCHEDULE 

A. Aboveground, branch piping NPS 1 and smaller shall be one of the following: 

1. Annealed-temper copper tube with wrought-copper fittings and brazed joints. 
2. Steel pipe with malleable-iron fittings and threaded or press-connected joints. 

B. Aboveground, distribution piping shall be one of the following: 

1. Steel pipe with malleable-iron fittings and threaded or press-connected joints. 
2. Steel pipe with wrought-steel fittings and welded joints. 

C. Underground, below building, piping shall be one of the following: 

1. Steel pipe with malleable-iron fittings and threaded joints. 
2. Steel pipe with wrought-steel fittings and welded joints. 

D. Containment Conduit: Steel pipe with wrought-steel fittings and welded joints. Coat pipe and fittings 
with protective coating for steel piping. 

E. Containment Conduit Vent Piping: Steel pipe with malleable-iron fittings and threaded or wrought-steel 
fittings with welded joints. Coat underground pipe and fittings with protective coating for steel piping. 

3.11 UNDERGROUND MANUAL GAS SHUTOFF VALVE SCHEDULE 

A. Connections to Existing Gas Piping: Use valve and fitting assemblies made for tapping utility's gas mains 
and listed by an NRTL. 

B. Underground:  Bronze plug valves. 
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3.12 ABOVEGROUND MANUAL GAS SHUTOFF VALVE SCHEDULE 

A. Valves for pipe sizes NPS 2 and smaller at service meter shall be one of the following: 

1. Two-piece, full-port, bronze ball valves with bronze trim. 

B. Distribution piping valves for pipe sizes NPS 2 and smaller shall be one of the following: 

1. Two-piece, full-port, bronze ball valves with bronze trim. 

C. Valves in branch piping for single appliance shall be one of the following: 

1. Two-piece, full-port, bronze ball valves with bronze trim. 

END OF SECTION 221123 
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SECTION 221316  
SANITARY WASTE AND VENT PIPING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Pipe, tube, and fittings. 
2. Specialty pipe fittings. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1.3 INFORMATIONAL SUBMITTALS 

A. Field quality-control reports. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Components and installation shall be capable of withstanding the following minimum working pressure 
unless otherwise indicated: 

1. Soil, Waste, and Vent Piping:  10-foot head of water. 

2.2 PIPING MATERIALS 

A. Piping materials shall bear label, stamp, or other markings of specified testing agency. 

B. Comply with requirements in "Piping Schedule" Article for applications of pipe, tube, fitting materials, 
and joining methods for specific services, service locations, and pipe sizes. 

C. All cast iron soil pipe and fittings shall be marked with the Collective Trademark of the Cast Iron Soil Pipe 
Institute and be listed by NSF International®. 

D. All Standard Duty Couplings shall be certified by NSF International® 

2.3 HUB-AND-SPIGOT, CAST-IRON SOIL PIPE AND FITTINGS 

A. Pipe and Fittings: ASTM A 74, Service class. 

B. Gaskets: ASTM C 564, rubber. 

C. Calking Materials: ASTM B 29, pure lead and oakum or hemp fiber. 
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2.4 HUBLESS, CAST-IRON SOIL PIPE AND FITTINGS 

A. Pipe and Fittings: ASTM A 888 or CISPI 301. 

B. CISPI, Hubless-Piping Couplings: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. ANACO-Husky. 
b. Charlotte Pipe and Foundry Company. 
c. Tyler Pipe; a subsidiary of McWane Inc. 

2. Standards: ASTM C 1277 and CISPI 310. 
3. Description: Stainless-steel corrugated shield with stainless-steel bands and tightening devices; 

and ASTM C 564, rubber sleeve with integral, center pipe stop. 

C. Heavy-Duty, Hubless-Piping Couplings: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. ANACO-Husky. 
b. Charlotte Pipe and Foundry Company. 
c. Tyler Pipe; a subsidiary of McWane Inc. 

2. Standards: ASTM C 1277 and ASTM C 1540. 
3. Description: Stainless-steel shield with stainless-steel bands and tightening devices; and 

ASTM C 564, rubber sleeve with integral, center pipe stop. 

2.5 COPPER TUBE AND FITTINGS 

A. Copper Type DWV Tube: ASTM B 306, drainage tube, drawn temper. 

B. Copper Drainage Fittings: ASME B16.23, cast copper or ASME B16.29, wrought copper, solder-joint 
fittings. 

C. Copper Pressure Fittings: 

1. Copper Fittings: ASME B16.18, cast-copper-alloy or ASME B16.22, wrought-copper, solder-joint 
fittings. Furnish wrought-copper fittings if indicated. 

2. Copper Unions: MSS SP-123, copper-alloy, hexagonal-stock body with ball-and-socket, metal-to-
metal seating surfaces, and solder-joint or threaded ends. 

D. Copper Flanges: ASME B16.24, Class 150, cast copper with solder-joint end. 

1. Flange Gasket Materials: ASME B16.21, full-face, flat, nonmetallic, asbestos-free, 1/8-inch 
maximum thickness unless thickness or specific material is indicated. 

2. Flange Bolts and Nuts: ASME B18.2.1, carbon steel unless otherwise indicated. 

E. Solder: ASTM B 32, lead free with ASTM B 813, water-flushable flux. 
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2.6 PVC PIPE AND FITTINGS 

A. Comply with NSF 14, "Plastics Piping Systems Components and Related Materials," for plastic piping 
components. Include marking with "NSF-dwv" for plastic drain, waste, and vent piping and "NSF-sewer" 
for plastic sewer piping. 

B. Solid-Wall PVC Pipe: ASTM D 2665 and ASTM D1785, drain, waste, and vent. 

C. PVC Socket Fittings: ASTM D 2665, made to ASTM D 3311, drain, waste, and vent patterns and to fit 
Schedule 40 pipe. 

D. Adhesive Primer: ASTM F 656. 

E. Solvent Cement: ASTM D 2564. 

2.7 SPECIALTY PIPE FITTINGS 

A. Transition Couplings: 

1. Fitting-Type Transition Couplings: Manufactured piping coupling or specified piping system 
fitting. 

2. Unshielded, Non-pressure Transition Couplings: 

a. Standard: ASTM C 1173. 
b. Description: Elastomeric, sleeve-type, reducing or transition pattern. Include shear ring 

and corrosion-resistant-metal tension band and tightening mechanism on each end. 
c. End Connections: Same size as and compatible with pipes to be joined. 
d. Sleeve Materials: 

1) For Cast-Iron Soil Pipes: ASTM C 564, rubber. 
2) For Plastic Pipes: ASTM F 477, elastomeric seal or ASTM D 5926, PVC. 
3) For Dissimilar Pipes: ASTM D 5926, PVC or other material compatible with pipe materials 

being joined. 

3. Shielded, Non-pressure Transition Couplings: 

a. Standard: ASTM C 1460. 
b. Description: Elastomeric or rubber sleeve with full-length, corrosion-resistant outer shield 

and corrosion-resistant-metal tension band and tightening mechanism on each end. 
c. End Connections: Same size as and compatible with pipes to be joined. 

PART 3 - EXECUTION 

3.1 PIPING INSTALLATION 

A. Drawing plans, schematics, and diagrams indicate general location and arrangement of piping systems. 

1. Indicated locations and arrangements were used to size pipe and calculate friction loss, 
expansion, pump sizing, and other design considerations. 

2. Install piping as indicated unless deviations to layout are approved on coordination drawings. 
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B. Install piping in concealed locations unless otherwise indicated and except in equipment rooms and 
service areas. 

C. Install piping indicated to be exposed and piping in equipment rooms and service areas at right angles or 
parallel to building walls. Diagonal runs are prohibited unless specifically indicated otherwise. 

D. Install piping above accessible ceilings to allow sufficient space for ceiling panel removal. 

E. Install piping to permit valve servicing. 

F. Install piping at indicated slopes. 

G. Install piping free of sags and bends. 

H. Install fittings for changes in direction and branch connections. 

I. Install piping to allow application of insulation. 

J. Make changes in direction for soil and waste drainage and vent piping using appropriate branches, 
bends, and long-sweep bends. 

1. Sanitary tees and short-sweep 1/4 bends may be used on vertical stacks if change in direction of 
flow is from horizontal to vertical. 

2. Use long-turn, double Y-branch and 1/8-bend fittings if two fixtures are installed back to back or 
side by side with common drainpipe. 

a. Straight tees, elbows, and crosses may be used on vent lines. 

3. Do not change direction of flow more than 90 degrees. 
4. Use proper size of standard increasers and reducers if pipes of different sizes are connected. 

a. Reducing size of waste piping in direction of flow is prohibited. 

K. Lay buried building waste piping beginning at low point of each system. 

1. Install true to grades and alignment indicated, with unbroken continuity of invert. Place hub ends 
of piping upstream. 

2. Install required gaskets according to manufacturer's written instructions for use of lubricants, 
cements, and other installation requirements. 

3. Maintain swab in piping and pull past each joint as completed. 

L. Install soil and waste and vent piping at the following minimum slopes unless otherwise indicated: 

1. Horizontal Sanitary and Grease Waste Piping:  2 percent downward in direction of flow. 
2. Vent Piping:  1 percent down toward vertical fixture vent or toward vent stack. 

M. Install cast-iron soil piping according to CISPI's "Cast Iron Soil Pipe and Fittings Handbook," Chapter IV, 
"Installation of Cast Iron Soil Pipe and Fittings." 

N. Install aboveground copper tubing according to CDA's "Copper Tube Handbook." 

O. Install aboveground PVC piping according to ASTM D 2665. 
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P. Install underground PVC piping according to ASTM D 2321. 

Q. Plumbing Specialties: 

1. Install backwater valves in sanitary waster gravity-flow piping. 

a. Comply with requirements for backwater valves specified in Section 221319 "Sanitary 
Waste Piping Specialties." 

2. Install cleanouts at grade and extend to where building sanitary drains connect to building 
sanitary sewers in sanitary waste gravity-flow piping. 

a. Comply with requirements for cleanouts specified in Section 221319 "Sanitary Waste 
Piping Specialties." 

3. Install drains in sanitary waste gravity-flow piping. 

a. Comply with requirements for drains specified in Section 221319 "Sanitary Waste Piping 
Specialties." 

R. Do not enclose, cover, or put piping into operation until it is inspected and approved by authorities 
having jurisdiction. 

S. Install sleeves for piping penetrations of walls, ceilings, and floors. 

1. Comply with requirements for sleeves specified in Section 220517 "Sleeves and Sleeve Seals for 
Plumbing Piping." 

T. Install sleeve seals for piping penetrations of concrete walls and slabs. 

1. Comply with requirements for sleeve seals specified in Section 220517 "Sleeves and Sleeve Seals 
for Plumbing Piping." 

U. Install escutcheons for piping penetrations of walls, ceilings, and floors. 

1. Comply with requirements for escutcheons specified in Section 220518 "Escutcheons for 
Plumbing Piping." 

V. Drainage piping within 25’ downstream of a commercial dishwasher must be cast iron piping. Transition 
as required. 

3.2 JOINT CONSTRUCTION 

A. Join hub-and-spigot, cast-iron soil piping with gasket joints according to CISPI's "Cast Iron Soil Pipe and 
Fittings Handbook" for compression joints. 

B. Join hubless, cast-iron soil piping according to CISPI 310 and CISPI's "Cast Iron Soil Pipe and Fittings 
Handbook" for hubless-piping coupling joints. 

C. Join copper tube and fittings with soldered joints according to ASTM B 828. Use ASTM B 813, water-
flushable, lead-free flux and ASTM B 32, lead-free-alloy solder. 
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D. Grooved Joints: Cut groove ends of pipe according to AWWA C606. Lubricate and install gasket over 
ends of pipes or pipe and fitting. Install coupling housing sections, over gasket, with keys seated in 
piping grooves. Install and tighten housing bolts. 

E. Plastic, Non-Pressure-Piping, Solvent-Cement Joints: Clean and dry joining surfaces. Join pipe and fittings 
according to the following: 

1. Comply with ASTM F 402 for safe-handling practice of cleaners, primers, and solvent cements. 
2. PVC Piping: Join according to ASTM D 2855 and ASTM D 2665 appendixes. 

3.3 SPECIALTY PIPE FITTING INSTALLATION 

A. Transition Couplings: 

1. Install transition couplings at joints of piping with small differences in ODs. 
2. In Waste Drainage Piping:  Shielded, non-pressure transition couplings. 

3.4 VALVE INSTALLATION 

A. Comply with requirements in Section 220523.12 "Ball Valves for Plumbing Piping” and 
Section 220523.14 "Check Valves for Plumbing Piping" for general-duty valve installation requirements. 

B. Shutoff Valves: 

1. Install shutoff valve on each sewage pump discharge. 
2. Install full-port ball valve for piping NPS 2 and smaller. 

C. Check Valves: Install swing check valve, between pump and shutoff valve, on each sewage pump 
discharge. 

D. Backwater Valves: Install backwater valves in piping subject to backflow. 

1. Horizontal Piping: Horizontal backwater valves. 
2. Floor Drains: Drain outlet backwater valves unless drain has integral backwater valve. 
3. Install backwater valves in accessible locations. 
4. Comply with requirements for backwater valve specified in Section 221319 "Sanitary Waste 

Piping Specialties." 

3.5 HANGER AND SUPPORT INSTALLATION 

A. Comply with requirements for pipe hanger and support devices and installation specified in 
Section 220529 "Hangers and Supports for Plumbing Piping and Equipment." 

1. Install carbon-steel pipe hangers for horizontal piping in noncorrosive environments. 
2. Install stainless-steel pipe hangers for horizontal piping in corrosive environments. 
3. Install carbon-steel pipe support clamps for vertical piping in noncorrosive environments. 
4. Install stainless-steel pipe support clamps for vertical piping in corrosive environments. 
5. Vertical Piping: MSS Type 8 or Type 42, clamps. 
6. Install individual, straight, horizontal piping runs: 

a. 100 Feet and Less: MSS Type 1, adjustable, steel clevis hangers. 
b. Longer Than 100 Feet: MSS Type 43, adjustable roller hangers. 
c. Longer Than 100 Feet if Indicated: MSS Type 49, spring cushion rolls. 
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7. Multiple, Straight, Horizontal Piping Runs 100 Feet or Longer: MSS Type 44, pipe rolls. Support 
pipe rolls on trapeze. 

8. Base of Vertical Piping: MSS Type 52, spring hangers. 

B. Support horizontal piping and tubing within 12 inches of each fitting, valve, and coupling. 

C. Support vertical piping and tubing at base and at each floor. 

D. Rod diameter may be reduced one size for double-rod hangers, with 3/8-inch minimum rods. 

E. Install hangers for cast-iron soil piping with the following maximum horizontal spacing and minimum rod 
diameters: 

1. NPS 1-1/2 and NPS 2: 60 inches with 3/8-inch rod. 
2. NPS 3: 60 inches with 1/2-inch rod. 
3. NPS 4 and NPS 5: 60 inches with 5/8-inch rod. 
4. NPS 6 and NPS 8: 60 inches with 3/4-inch rod. 
5. NPS 10 and NPS 12: 60 inches with 7/8-inch rod. 
6. Spacing for 10-foot lengths may be increased to 10 feet. Spacing for fittings is limited to 60 

inches. 

F. Install supports for vertical cast-iron soil piping every 15 feet. 

G. Install hangers for steel piping with the following maximum horizontal spacing and minimum rod 
diameters: 

1. NPS 1-1/4: 84 inches with 3/8-inch rod. 
2. NPS 1-1/2: 108 inches with 3/8-inch rod. 
3. NPS 2: 10 feet with 3/8-inch rod. 
4. NPS 2-1/2: 11 feet with 1/2-inch rod. 
5. NPS 3: 12 feet with 1/2-inch rod. 
6. NPS 4 and NPS 5: 12 feet with 5/8-inch rod. 
7. NPS 6 and NPS 8: 12 feet with 3/4-inch rod. 
8. NPS 10 and NPS 12: 12 feet with 7/8-inch rod. 

H. Install supports for vertical steel piping every 15 feet. 

I. Install hangers for stainless-steel piping with the following maximum horizontal spacing and minimum 
rod diameters: 

1. NPS 2: 84 inches with 3/8-inch rod. 
2. NPS 3: 96 inches with 1/2-inch rod. 
3. NPS 4: 108 inches with 1/2-inch rod. 
4. NPS 6: 10 feet with 5/8-inch rod. 

J. Install supports for vertical stainless-steel piping every 10 feet. 

K. Install hangers for copper tubing with the following maximum horizontal spacing and minimum rod 
diameters: 

1. NPS 1-1/4: 72 inches with 3/8-inch rod. 
2. NPS 1-1/2 and NPS 2: 96 inches with 3/8-inch rod. 
3. NPS 2-1/2: 108 inches with 1/2-inch rod. 
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4. NPS 3 and NPS 5: 10 feet with 1/2-inch rod. 
5. NPS 6: 10 feet with 5/8-inch rod. 
6. NPS 8: 10 feet with 3/4-inch rod. 

L. Install supports for vertical copper tubing every 10 feet. 

M. Install hangers for PVC piping with the following maximum horizontal spacing and minimum rod 
diameters: 

1. NPS 1-1/2 and NPS 2: 48 inches with 3/8-inch rod. 
2. NPS 3: 48 inches with 1/2-inch rod. 
3. NPS 4 and NPS 5: 48 inches with 5/8-inch rod. 
4. NPS 6 and NPS 8: 48 inches with 3/4-inch rod. 
5. NPS 10 and NPS 12: 48 inches with 7/8-inch rod. 

N. Install supports for vertical PVC piping every 48 inches. 

O. Support piping and tubing not listed above according to MSS SP-58 and manufacturer's written 
instructions. 

3.6 CONNECTIONS 

A. Drawings indicate general arrangement of piping, fittings, and specialties. 

B. Connect soil and waste piping to exterior sanitary sewerage piping. Use transition fitting to join 
dissimilar piping materials. 

C. Connect waste and vent piping to the following: 

1. Plumbing Fixtures: Connect waste piping in sizes indicated, but not smaller than required by 
plumbing code. 

2. Plumbing Fixtures and Equipment: Connect atmospheric vent piping in sizes indicated, but not 
smaller than required by authorities having jurisdiction. 

3. Plumbing Specialties: Connect waste and vent piping in sizes indicated, but not smaller than 
required by plumbing code. 

4. Install test tees (wall cleanouts) in conductors near floor and floor cleanouts with cover flush 
with floor. 

5. Install horizontal backwater valves with cleanout cover flush with floor. 
6. Comply with requirements for backwater valves, cleanouts, and drains specified in 

Section 221319 "Sanitary Waste Piping Specialties." 
7. Equipment: Connect waste piping as indicated. 

a. Provide shutoff valve if indicated and union for each connection. 
b. Use flanges instead of unions for connections NPS 2-1/2 and larger. 

D. Where installing piping adjacent to equipment, allow space for service and maintenance of equipment. 

E. Make connections according to the following unless otherwise indicated: 

1. Install unions, in piping NPS 2 and smaller, adjacent to each valve and at final connection to each 
piece of equipment. 

2. Install flanges, in piping NPS 2-1/2 and larger, adjacent to flanged valves and at final connection 
to each piece of equipment. 
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3.7 IDENTIFICATION 

A. Identify exposed sanitary waste and vent piping. 

B. Comply with requirements for identification specified in Section 220553 "Identification for Plumbing 
Piping and Equipment." 

3.8 FIELD QUALITY CONTROL 

A. During installation, notify authorities having jurisdiction at least 24 hours before inspection must be 
made. Perform tests specified below in presence of authorities having jurisdiction. 

1. Roughing-in Inspection: Arrange for inspection of piping before concealing or closing-in after 
roughing-in and before setting fixtures. 

2. Final Inspection: Arrange for final inspection by authorities having jurisdiction to observe tests 
specified below and to ensure compliance with requirements. 

B. Reinspection: If authorities having jurisdiction find that piping will not pass test or inspection, make 
required corrections and arrange for reinspection. 

C. Reports: Prepare inspection reports and have them signed by authorities having jurisdiction. 

D. Test sanitary waste and vent piping according to procedures of authorities having jurisdiction or, in 
absence of published procedures, as follows: 

1. Test for leaks and defects in new piping and parts of existing piping that have been altered, 
extended, or repaired. 

a. If testing is performed in segments, submit separate report for each test, complete with 
diagram of portion of piping tested. 

2. Leave uncovered and unconcealed new, altered, extended, or replaced waste and vent piping 
until it has been tested and approved. 

a. Expose work that was covered or concealed before it was tested. 

3. Roughing-in Plumbing Test Procedure: Test waste and vent piping except outside leaders on 
completion of roughing-in. 

a. Close openings in piping system and fill with water to point of overflow, but not less than 
10-foot head of water. 

b. From 15 minutes before inspection starts to completion of inspection, water level must 
not drop. 

c. Inspect joints for leaks. 

4. Finished Plumbing Test Procedure: After plumbing fixtures have been set and traps filled with 
water, test connections and prove they are gastight and watertight. 

a. Plug vent-stack openings on roof and building drains where they leave building. Introduce 
air into piping system equal to pressure of 1-inch wg. 

b. Use U-tube or manometer inserted in trap of water closet to measure this pressure. 
c. Air pressure must remain constant without introducing additional air throughout period 

of inspection. 
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d. Inspect plumbing fixture connections for gas and water leaks. 

5. Repair leaks and defects with new materials and retest piping, or portion thereof, until 
satisfactory results are obtained. 

6. Prepare reports for tests and required corrective action. 

3.9 CLEANING AND PROTECTION 

A. Clean interior of piping. Remove dirt and debris as work progresses. 

B. Protect sanitary waste and vent piping during remainder of construction period to avoid clogging with 
dirt and debris and to prevent damage from traffic and construction work. 

C. Place plugs in ends of uncompleted piping at end of day and when work stops. 

D. Exposed PVC Piping: Protect plumbing vents exposed to sunlight with two coats of water-based latex 
paint. 

E. PVC piping in plenum spaces shall be insulated according to ASTM E 84 by a testing agency acceptable to 
authorities having jurisdiction. Factory label insulation and jacket materials and adhesive, mastic, tapes, 
and cement material containers, with appropriate markings of applicable testing agency. 

1. Insulation Installed Indoors: Flame-spread index of 25 or less, and smoke-developed index of 50 
or less. 

2. Insulation Installed Outdoors: Flame-spread index of 75 or less, and smoke-developed index of 
150 or less. 

F. Repair damage to adjacent materials caused by waste and vent piping installation. 

3.10 PIPING SCHEDULE 

A. Flanges and unions may be used on aboveground pressure piping unless otherwise indicated. 

B. Piping in plenum spaces shall be either cast iron, copper or insulation-wrapped PVC with a flame--
spread index of 25 or less, and smoke-developed index of 50 or less. 

C. Aboveground, soil and waste piping NPS 4 and smaller shall be any of the following: 

1. Service class, cast-iron soil pipe and fittings; gaskets; and gasketed joints. 
2. Hubless, cast-iron soil pipe and fittings; heavy-duty, hubless-piping couplings; and coupled joints. 
3. Copper Type DWV tube, copper drainage fittings, and soldered joints. 
4. Solid-wall PVC pipe, PVC socket fittings, and solvent-cemented joints. 
5. Dissimilar Pipe-Material Couplings: Shielded, non-pressure transition couplings. 

D. Aboveground, soil and waste piping NPS 5 and larger shall be any of the following: 

1. Service class, cast-iron soil pipe and fittings; gaskets; and gasketed joints. 
2. Hubless, cast-iron soil pipe and fittings; heavy-duty, hubless-piping couplings; and coupled joints. 
3. Solid-wall PVC pipe, PVC socket fittings, and solvent-cemented joints. 
4. Dissimilar Pipe-Material Couplings:  Shielded, non-pressure transition couplings. 

E. Aboveground, vent piping NPS 4 and smaller shall be any of the following: 

1. Service class, cast-iron soil pipe and fittings; gaskets; and gasketed joints. 
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2. Hubless, cast-iron soil pipe and fittings; heavy-duty, hubless-piping couplings; and coupled joints. 
3. Copper Type DWV tube, copper drainage fittings, and soldered joints. 

a. Option for Vent Piping, NPS 2-1/2 and NPS 3-1/2: Hard copper tube, Type M; copper 
pressure fittings; and soldered joints. 

4. Solid-wall PVC pipe, PVC socket fittings, and solvent-cemented joints. 
5. Dissimilar Pipe-Material Couplings:  Shielded, non-pressure transition couplings. 

F. Aboveground, vent piping NPS 5 and larger shall be any of the following: 

1. Service class, cast-iron soil pipe and fittings; gaskets; and gasketed joints. 
2. Hubless, cast-iron soil pipe and fittings; heavy-duty, hubless-piping couplings; and coupled joints. 
3. Dissimilar Pipe-Material Couplings:  Shielded, non-pressure transition couplings. 

G. Underground, soil, waste, and vent piping NPS 4 and smaller shall be any of the following: 

1. Service class, cast-iron soil piping; gaskets; and gasketed joints. 
2. Solid wall PVC pipe, PVC socket fittings, and solvent-cemented joints. 
3. Dissimilar Pipe-Material Couplings:  Shielded, non-pressure transition couplings. 

H. Underground, soil and waste piping NPS 5 and larger shall be any of the following: 

1. Service class, cast-iron soil piping; gaskets; and gasketed joints. 
2.  Solid-wall PVC pipe; PVC socket fittings; and solvent-cemented joints. 
3. Dissimilar Pipe-Material Couplings:  Shielded, non-pressure transition couplings. 

I. Waste piping in manual bay to sand oil interceptor shall be: 

1. Service class, cast-iron soil piping; gaskets; and gasketed joints. 

END OF SECTION 221316 
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SECTION 221319  
SANITARY WASTE PIPING SPECIALTIES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Backwater valves. 
2. Cleanouts. 
3. Roof flashing assemblies. 
4. Miscellaneous sanitary drainage piping specialties. 

1.2 DEFINITIONS 

A. ABS: Acrylonitrile-butadiene-styrene. 

B. PVC: Polyvinyl chloride. 

1.3 INFORMATIONAL SUBMITTALS 

A. Field quality-control reports. 

1.4 CLOSEOUT SUBMITTALS 

A. Operation and maintenance data. 

PART 2 - PRODUCTS 

2.1 ASSEMBLY DESCRIPTIONS 

A. Sanitary waste piping specialties shall bear label, stamp, or other markings of specified testing agency. 

B. Comply with NSF 14 for plastic sanitary waste piping specialty components. 

2.2 BACKWATER VALVES 

A. Horizontal, Cast-Iron Backwater Valves: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Jay R. Smith Mfg. Co. 
b. Josam Company. 
c. MIFAB, Inc. 
d. Tyler Pipe; a subsidiary of McWane Inc. 
e. Watts; a Watts Water Technologies company. 
f. Zurn Industries, LLC. 

2. Standard: ASME A112.14.1. 
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3. Size: Same as connected piping. 
4. Body: Cast iron. 
5. Cover: Cast iron with bolted or threaded access check valve. 
6. End Connections:  Hub and spigot or hubless. 
7. Type Check Valve: Removable, bronze, swing check, factory assembled or field modified to hang 

open for airflow unless subject to backflow condition. 
8. Extension: ASTM A 74, Service class; full-size, cast-iron, soil-pipe extension to field-installed 

cleanout at floor; replaces backwater valve cover. 

B. Horizontal, Plastic Backwater Valves: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Oatey. 
b. Sioux Chief Manufacturing Company, Inc. 
c. Zurn Industries, LLC. 

2. Size: Same as connected piping. 
3. Body:  PVC. 
4. Cover: Same material as body with threaded access to check valve. 
5. Check Valve: Removable swing check. 
6. End Connections: Socket type. 

2.3 CLEANOUTS 

A. Cast-Iron Exposed Cleanouts: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Jay R. Smith Mfg. Co. 
b. Watts; a Watts Water Technologies company. 
c. Zurn Industries, LLC. 

2. Standard:  ASME A112.36.2M for cast iron for cleanout test tee. 
3. Size: Same as connected drainage piping 
4. Body Material:  Hub-and-spigot, cast-iron soil pipe T-branch as required to match connected 

piping. 
5. Closure:  Countersunk or raised head, brass plug. 
6. Closure Plug Size: Same as or not more than one size smaller than cleanout size. 
7. Closure: Stainless-steel plug with seal. 

B. Cast-Iron Exposed Floor Cleanouts: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Jay R. Smith Mfg. Co. 
b. Watts; a Watts Water Technologies company. 
c. Zurn Industries, LLC. 

2. Standard: ASME A112.36.2M for adjustable housing cleanout. 
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3. Size: Same as connected branch. 
4. Riser: ASTM A 74, cast-iron drainage pipe fitting and riser to cleanout. 

C. Cast-Iron Wall Cleanouts: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Jay R. Smith Mfg. Co. 
b. Watts; a Watts Water Technologies company. 
c. Zurn Industries, LLC. 

2. Standard: ASME A112.36.2M. Include wall access. 
3. Size: Same as connected drainage piping. 
4. Body:  Hub-and-spigot, cast-iron soil pipe T-branch as required to match connected piping. 
5. Closure Plug:  

a. Brass or Cast iron. 
b. Countersunk or raised head. 
c. Drilled and threaded for cover attachment screw. 
d. Size: Same as or not more than one size smaller than cleanout size. 

6. Wall Access: Round, flat, chrome-plated brass or stainless-steel cover plate with screw. 
7. Wall Access:  Round, nickel-bronze, copper-alloy, or stainless-steel wall-installation frame and 

cover. 

2.4 ROOF FLASHING ASSEMBLIES 

A. Roof Flashing Assemblies: 

1. Description: Manufactured assembly made of 6.0-lb/sq. ft., 0.0938-inch- thick, lead flashing collar 
and skirt extending at least 8 inches from pipe, with galvanized-steel boot reinforcement and 
counter-flashing fitting. 

a. Open-Top Vent Cap: Without cap. 
b. Low-Silhouette Vent Cap: With vandal-proof vent cap. 
c. Extended Vent Cap: With field-installed, vandal-proof vent cap. 

2.5 MISCELLANEOUS SANITARY DRAINAGE PIPING SPECIALTIES 

A. Open Drains: 

1. Description: Shop or field fabricate from ASTM A 74, Service class, hub-and-spigot, cast-iron soil-
pipe fittings. Include P-trap, hub-and-spigot riser section; and where required, increaser fitting 
joined with ASTM C 564 rubber gaskets. 

2. Size: Same as connected waste piping with increaser fitting of size indicated. 

B. Deep-Seal Traps: 

1. Description: Cast-iron or bronze casting, with inlet and outlet matching connected piping and 
cleanout trap-seal primer valve connection. 

2. Size: Same as connected waste piping. 
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a. NPS 2: 4-inch-minimum water seal. 
b. NPS 2-1/2 and Larger: 5-inch-minimum water seal. 

C. Floor-Drain, Trap-Seal Primer Fittings: 

1. Description: Cast iron, with threaded inlet and threaded or spigot outlet, and trap-seal primer 
valve connection. 

2. Size: Same as floor drain outlet with NPS 1/2 side inlet. 

D. Air-Gap Fittings: 

1. Standard: ASME A112.1.2, for fitting designed to ensure fixed, positive air gap between installed 
inlet and outlet piping. 

2. Body: Bronze or cast iron. 
3. Inlet: Opening in top of body. 
4. Outlet: Larger than inlet. 
5. Size: Same as connected waste piping and with inlet large enough for associated indirect waste 

piping. 

E. Sleeve Flashing Device: 

1. Description: Manufactured, cast-iron fitting, with clamping device that forms sleeve for pipe floor 
penetrations of floor membrane. Include galvanized-steel pipe extension in top of fitting that will 
extend 2 inches above finished floor and galvanized-steel pipe extension in bottom of fitting that 
will extend through floor slab. 

2. Size: As required for close fit to riser or stack piping. 

F. Stack Flashing Fittings: 

1. Description: Counter-flashing-type, cast-iron fitting, with bottom recess for terminating roof 
membrane, and with threaded or hub top for extending vent pipe. 

2. Size: Same as connected stack vent or vent stack. 

G. Vent Caps: 

1. Description: Cast-iron body with threaded or hub inlet and vandal-proof design. Include vented 
hood and setscrews to secure to vent pipe. 

2. Size: Same as connected stack vent or vent stack. 

H. Expansion Joints: 

1. Standard: ASME A112.6.4. 
2. Body: Cast iron with bronze sleeve, packing, and gland. 
3. End Connections: Matching connected piping. 
4. Size: Same as connected soil, waste, or vent piping. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install backwater valves in building drain piping. 
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1. For interior installation, provide cleanout deck plate flush with floor and centered over 
backwater valve cover, and of adequate size to remove valve cover for servicing. 

B. Install cleanouts in aboveground piping and building drain piping according to the following, unless 
otherwise indicated: 

1. Size same as drainage piping up to NPS 4. Use NPS 4 for larger drainage piping unless larger 
cleanout is indicated. 

2. Locate at each change in direction of piping greater than 45 degrees. 
3. Locate at minimum intervals of 50 feet for piping NPS 4 and smaller and 100 feet for larger 

piping. 
4. Locate at base of each vertical soil and waste stack. 

C. For floor cleanouts for piping below floors, install cleanout deck plates with top flush with finished floor. 

D. For cleanouts located in concealed piping, install cleanout wall access covers, of types indicated, with 
frame and cover flush with finished wall. 

E. Install roof flashing assemblies on sanitary stack vents and vent stacks that extend through roof.  

F. Install flashing fittings on sanitary stack vents and vent stacks that extend through roof.  

G. Assemble open drain fittings and install with top of hub 2 inches above floor. 

H. Install deep-seal traps on floor drains and other waste outlets, if indicated. 

I. Install floor-drain, trap-seal primer fittings on inlet to floor drains that require trap-seal primer 
connection. 

1. Exception: Fitting may be omitted if trap has trap-seal primer connection. 
2. Size: Same as floor drain inlet. 

J. Install air-gap fittings on draining-type backflow preventers and on indirect-waste piping discharge into 
sanitary drainage system. 

K. Install sleeve and sleeve seals with each riser and stack passing through floors with waterproof 
membrane. 

L. Install vent caps on each vent pipe passing through roof. 

M. Install expansion joints on vertical stacks and conductors. Position expansion joints for easy access and 
maintenance. 

N. Install wood-blocking reinforcement for wall-mounting-type specialties. 

O. Install traps on plumbing specialty drain outlets. Omit traps on indirect wastes unless trap is indicated. 

3.2 CONNECTIONS 

A. Comply with requirements in Section 221316 "Sanitary Waste and Vent Piping" for piping installation 
requirements. Drawings indicate general arrangement of piping, fittings, and specialties. 

B. Install piping adjacent to equipment to allow service and maintenance. 
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C. Ground equipment according to Section 260526 "Grounding and Bonding for Electrical Systems." 

D. Connect wiring according to Section 260519 "Low-Voltage Electrical Power Conductors and Cables." 

3.3 FLASHING INSTALLATION 

A. Fabricate flashing from single piece unless large pans, sumps, or other drainage shapes are required. 

B. Install sheet flashing on pipes, sleeves, and specialties passing through or embedded in floors and roofs 
with waterproof membrane. 

1. Pipe Flashing: Sleeve type, matching pipe size, with minimum length of 10 inches, and skirt or 
flange extending at least 8 inches around pipe. 

2. Sleeve Flashing: Flat sheet, with skirt or flange extending at least 8 inches around sleeve. 
3. Embedded Specialty Flashing: Flat sheet, with skirt or flange extending at least 8 inches around 

specialty. 

C. Set flashing on floors and roofs in solid coating of bituminous cement. 

D. Secure flashing into sleeve and specialty clamping ring or device. 

E. Install flashing for piping passing through roofs with counterflashing or commercially made flashing 
fittings. 

F. Extend flashing up vent pipe passing through roofs and turn down into pipe, or secure flashing into cast-
iron sleeve having calking recess. 

3.4 LABELING AND IDENTIFYING 

A. Distinguish among multiple units, inform operator of operational requirements, indicate safety and 
emergency precautions, and warn of hazards and improper operations, in addition to identifying unit. 

1. Nameplates and signs are specified in Section 220553 "Identification for Plumbing Piping and 
Equipment." 

3.5 PROTECTION 

A. Protect drains during remainder of construction period to avoid clogging with dirt or debris and to 
prevent damage from traffic or construction work. 

B. Place plugs in ends of uncompleted piping at end of each day or when work stops. 

END OF SECTION 221319 
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SECTION 224500  
EMERGENCY PLUMBING FIXTURES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Combination units.  

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. 

B. Shop Drawings: Diagram power, signal, and control wiring. 

1.3 INFORMATIONAL SUBMITTALS 

A. Field quality-control test reports. 

1.4 CLOSEOUT SUBMITTALS 

A. Operation and maintenance data. 

1.5 QUALITY ASSURANCE 

A. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by a qualified 
testing agency, and marked for intended location and application. 

B. ANSI Standard: Comply with ANSI Z358.1, "Emergency Eyewash and Shower Equipment." 

C. NSF Standard: Comply with NSF 61 Annex G, "Drinking Water System Components - Health Effects," for 
fixture materials that will be in contact with potable water. 

D. Regulatory Requirements: Comply with requirements in ICC/ANSI A117.1, "Accessible and Usable 
Buildings and Facilities"; Public Law 90-480, "Architectural Barriers Act"; and Public Law 101-336, 
"Americans with Disabilities Act"; for plumbing fixtures for people with disabilities. 

PART 2 - PRODUCTS 

2.1 COMBINATION UNITS 

A. Accessible, Plumbed Emergency Shower with Eye/Face Wash Combination Units: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Acorn Safety. 
b. Bradley Corporation. 
c. Guardian Equipment Co. 
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d. Haws Corporation. 
e. Speakman Company. 

2. Piping: 

a. Material: Refer to schedule on drawings. 
b. Unit Supply: Refer to schedule on drawings. 
c. Unit Drain: Outlet at back or side near bottom. 

3. Shower: 

a. Capacity: Not less than 20 gpm for at least 15 minutes. 
b. Supply Piping: NPS 1 with flow regulator and stay-open control valve. 
c. Control-Valve Actuator:  Pull rod. 
d. Shower Head: 8-inch-minimum diameter. 
e. Mounting: Pedestal. 

4. Eye/Face Wash Unit: 

a. Capacity: Not less than 3 gpm for at least 15 minutes. 
b. Supply Piping: NPS 1/2 with flow regulator and stay-open control valve. 
c. Control-Valve Actuator: Paddle. 
d. Spray-Head Assembly: Two or four receptor-mounted spray heads. 
e. Receptor: bowl. 
f. Mounting: Attached to shower pedestal. 
g. Drench-Hose Option: May be provided instead of eye/face wash unit. 

1) Capacity: Not less than 3 gpm for at least 15 minutes. 
2) Drench Hose: Hand-held spray head with squeeze-handle actuator and hose. 
3) Mounting: Bracket on shower pedestal. 

2.2 SOURCE QUALITY CONTROL 

A. Certify performance of emergency plumbing fixtures by independent testing organization acceptable to 
authorities having jurisdiction. 

PART 3 - EXECUTION 

3.1 EMERGENCY PLUMBING FIXTURE INSTALLATION 

A. Assemble emergency plumbing fixture piping, fittings, control valves, and other components. 

B. Install fixtures level and plumb. 

C. Fasten fixtures to substrate. 

D. Install shutoff valves in water-supply piping to fixtures. Use ball or gate valve if specific type valve is not 
indicated. Install valves chained or locked in open position if permitted. Install valves in locations where 
they can easily be reached for operation. Comply with requirements for valves specified in 
Section 220523.12 "Ball Valves for Plumbing Piping."  
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1. Exception: Omit shutoff valve on supply to group of plumbing fixtures that includes emergency 
equipment. 

2. Exception: Omit shutoff valve on supply to emergency equipment if prohibited by authorities 
having jurisdiction. 

E. Install dielectric fitting in supply piping to emergency equipment if piping and equipment connections 
are made of different metals. Comply with requirements for dielectric fittings specified in 
Section 221116 "Domestic Water Piping." 

F. Install trap and waste piping on drain outlet of emergency equipment receptors that are indicated to be 
directly connected to drainage system. Comply with requirements for waste piping specified in 
Section 221316 "Sanitary Waste and Vent Piping." 

G. Install indirect waste piping on drain outlet of emergency equipment receptors that are indicated to be 
indirectly connected to drainage system. Comply with requirements for waste piping specified in 
Section 221316 "Sanitary Waste and Vent Piping." 

H. Install escutcheons on piping wall and ceiling penetrations in exposed, finished locations. Comply with 
requirements for escutcheons specified in Section 220518 "Escutcheons for Plumbing Piping." 

3.2 CONNECTIONS 

A. Connect cold-water-supply piping to plumbed emergency plumbing fixtures not having water-tempering 
equipment. Comply with requirements for cold-water piping specified in Section 221116 "Domestic 
Water Piping." 

B. Directly connect emergency plumbing fixture receptors with trapped drain outlet to sanitary waste and 
vent piping. Comply with requirements for waste piping specified in Section 221316 "Sanitary Waste and 
Vent Piping." 

C. Indirectly connect emergency plumbing fixture receptors without trapped drain outlet to sanitary waste 
or storm drainage piping. 

D. Where installing piping adjacent to emergency plumbing fixtures, allow space for service and 
maintenance of fixtures. 

3.3 IDENTIFICATION 

A. Install equipment nameplates or equipment markers on emergency plumbing fixtures and equipment. 

B. Comply with requirements for identification materials specified in Section 220553 "Identification for 
Plumbing Piping and Equipment." 

3.4 FIELD QUALITY CONTROL 

A. Mechanical-Component Testing: After plumbing connections have been made, test for compliance with 
requirements. Verify ability to achieve indicated capacities. 

B. Tests and Inspections: 

1. Perform each visual and mechanical inspection. 
2. Leak Test: After installation, charge system and test for leaks. Repair leaks and retest until no 

leaks exist. 
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3. Operational Test: After electrical circuitry has been energized, start units to confirm proper unit 
operation. 

4. Test and adjust controls and safeties. Replace damaged and malfunctioning controls and 
equipment. 

C. Prepare test and inspection reports. 

3.5 ADJUSTING 

A. Adjust or replace fixture flow regulators for proper flow. 

END OF SECTION 224500 
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SECTION 230000 
HEATING VENTILATION AND AIR CONDITIONING 

PART 1 - GENERAL 

1.1 SCOPE 

A. The work of Division 23 consists of providing labor, materials, products, and in performing all operations 
required for the complete operating installation of all mechanical systems in accordance with 
specifications, applicable drawings, terms, conditions of the contract and all applicable codes and 
ordinances governing the installation of the various mechanical systems.  All work shall be fully 
correlated with the work of other crafts. 

B. Each Contractor shall study the contract documents to determine the extent of work provided under 
this contract, as well as to ascertain the difficulty to be encountered in performing the work on the 
drawings and outlined hereinafter and in making connections to existing utilities, installing new 
equipment and systems and coordinating the work with the other Trades. 

C. EXAMINATION OF SITE: The Contractor shall thoroughly examine site as to the conditions under which 
the Work is to be performed. The Contractor shall verify, at the site, all measurements affecting their 
work and shall be responsible for the correctness of same. No extra compensation will be allowed to the 
Contractor for expenses due to his neglect to examine or failure to discover conditions which affect his 
work. No extra compensation will be allowed on account of differences between actual dimensions and 
those indicated on the drawings. 

1.2 REGULATORY REQUIREMENTS 

A. Codes and Ordinances/Permit and Fees: Perform all work in accordance with all state and local codes 
and ordinances, the current edition of NFPA, latest city recognized Building and Mechanical Codes and 
all current supplements, revisions, and addendums thereto. The current city recognized edition of the 
Accessibility Standards of the Architectural Barriers Act and any other authorities having jurisdiction 
(AHJ) over the Work. Procure and pay for all permits, licenses, fees and charges, and give all notices 
necessary. 

B. In case of conflict between the Contract Documents and requirements of any Code or authorities having 
jurisdiction, the most stringent requirements of the aforementioned shall govern. 

C. Should the Contractor perform any work that does not comply with the requirements of the applicable 
Building Codes, State Laws, Local Ordinances and Industry Standards, the Contractor shall bear all costs 
arising in correcting the deficiencies, as approved by the Architect. 

1.3 INTENT 

A. The drawings show general arrangements and the extent of the work. The drawings do not show, in 
minute detail, all features of the installation. Follow the drawings as closely as actual construction will 
permit. All material and labor necessary to complete the work in accordance with the intent of the 
specifications and drawings shall be furnished by the Contractor without additional charge. 
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1.4 COORDINATION OF WORK 

A. Each Contractor shall compare their drawings and specifications with those of other Trades. All work 
shall be installed in cooperation with other Trades installing interrelated work. Before installation, all 
Trades shall make proper provisions to avoid interferences. 

B. Each Contractor shall coordinate the location of their systems so that all outside air intakes are located 
in such a way as to prevent cross-contamination with the plumbing vents and exhaust fans. Such a 
distance shall be not less than 10'-0" ft. 

C. Locations of conduit, ducts, piping and equipment shall be adjusted to accommodate the work with 
interferences anticipated and encountered. Exact routing and location of systems shall be determined 
prior to fabrication or installation. 

D. Offsets and changes of direction in all conduit, ducts and piping systems shall be made as required to 
maintain proper headroom and pitch of sloping lines. 

1.5 SERVICEABILITY OF PRODUCTS 

A. Furnish all products to provide the proper orientation of serviceable components to access space 
provided. 

B. Coordinate installation of piping, ductwork, equipment, system components, and other products to 
allow proper service of all items requiring periodic maintenance or replacement. 

C. Replace or relocate all products incorrectly ordered or installed to provide proper serviceability. 

D. Provide access doors in ceilings, walls, floors, etc., for access to all serviceable or operable equipment in 
concealed spaces, such as but not limited to traps, valves, dampers automatic devices, etc. 

1.6 SUBMITTALS 

A. Prior to commencement of the Construction Administration Phase, Contractor shall obtain written 
direction from Owner regarding submittal literature and shop drawings record documentation and 
whether hard copies (physically organized and bound in a 3-ring binder folder) or electronic files 
(organized with sub-folders and placed on a USB drive and/or uploaded to an online portal as specified 
by Owner) for retention by Owner. 

B. For Engineer review, submittals and shop drawings shall be provided in electronic PDF format. 
Newforma or other similar file sharing software/portals are preferred, however email transmission may 
be acceptable. Discuss with Engineer and Architect prior to the commencement of the Construction 
Administration Phase to establish the project specific protocol with all necessary parties. 

C. Provide submittals for the equipment scheduled on the drawings. Provide submittals for all other 
materials, accessories and appurtenances as indicated within individual specifications. Submittal review 
is for general design and arrangement only and does not relieve the Contractor from any of the 
requirements of the Contract Documents. 

D. Where equipment of the acceptable manufacturers requires different arrangement or connections from 
those shown, it shall be the responsibility of the Contractor to install the equipment to operate properly 
and in harmony with the original intent of the drawings and specifications.  The Contractor shall make 
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all necessary changes in all affected related work provided under other Sections including location of 
rough-in connections by other Trades, conduit supports, insulation, etc.  All changes shall be made at no 
increase in the Contract amount or additional cost to the other Trades and/or Owner. 

1.7 RECORD AS-BUILT DRAWINGS 

A. It will be the mechanical Contractor’s responsibility to mark up a clear set of As-Built mechanical 
drawings as the work progresses to show the deviations from the sealed construction mechanical 
drawings, including but not limited to the following. 
1. Re-routing of the HVAC supply air, return air, exhaust air and outside air ductwork. 
2. Re-routing of HVAC piping. 
3. Re-sizing of HVAC ductwork and piping. 
4. Exact location of all branch line shut-off valves 

B. Keep the marked-up As-Built drawings on site until completion of the project. 

C. The General Contractor is to turn over the record As-Built drawings to the Owner upon completion of 
the project. 

1.8 MATERIALS 

A. Install new materials and equipment, free from defects. Use materials and equipment which bear the 
Underwriters' Laboratories, Inc. label where a U.L. standard has been established. 

1.9 GUARANTEE 

A. All equipment and work shall be guaranteed for a period of twelve (12) months after Owner acceptance. 
Any defects in equipment or workmanship shall be promptly repaired or replaced by the Contractor 
without additional expense to the Owner. The guarantee period of any part of the repaired item shall be 
extended for a period of one (1) year from the date of such repair or replacement. 

1.10 COMPLETION 

A. Upon completion of the mechanical installation, demonstrate to the Owner's satisfaction that the 
systems have been installed in a satisfactory manner in accordance with the plans and applicable codes. 
Show that all controls are operable and are properly adjusted in accordance with the requirements of 
the final systems balance, that all systems are properly balanced, that all equipment operates properly, 
that filters and strainers are clean, and that all components of all systems are installed and adjusted for 
proper operation. Provide at minimum one (1) day of training for Owner’s personnel in operation and 
maintenance of equipment, as scheduled by the Owner. 

1.11 OPERATION AND MAINTENANCE MANUALS 

A. Provide Operation and Maintenance Manuals for the equipment stated as specification section as 
requiring Operation and Maintenance Manuals. Utilize the Operation and Maintenance Manuals for 
training of Owner's personnel in operation and maintenance of systems and related equipment. 
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1.12 SUPPORTING DEVICES, CUTTING, AND PATCHING 

A. Securely fasten all mechanical work to the structure to prevent hazard human life and limb, and to 
prevent damage to products of construction under all conditions of operation. 

B. Do all sleeving, cutting and patching of rough construction for piping. All cutting, repairing and required 
structural reinforcing for installation of this Work shall be done in conformance with Architect's 
directions and any damage caused by cutting shall be repaired equal to original conditions. No cutting 
without Architect's approval. 

C. Place any sleeves, chases, concrete inserts, anchor bolts, etc., before concrete is poured, and be 
responsible for correct location and installation of these items. 

1.13 EQUIPMENT IDENTIFICATION 

A. Provide an identification tag for all scheduled HVAC equipment. (Exception: Ceiling or wall mounted 
exhaust fans.) 

B. The identification tags lettering and number for the mechanical equipment to match the lettering and 
number as shown on the schedule for the mechanical equipment. Refer to the schedule sheet in the 
construction drawings. 

1.14 PRODUCT HANDLING 

A. Use all means necessary to protect materials and equipment before, during and after installation and to 
protect installed work and materials of all other trades. 

B. Deliver all materials to the job site in their original unopened containers with all labels intact and legible 
at time of use. Store in strict accordance with the manufacturer's recommendations as approved by the 
Architect. 

C. In the event of damage, immediately make all repairs and replacements necessary to the approval of 
the Architect and at no additional cost to the Owner. 

END OF SECTION 230000 
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SECTION 230500  
COMMON WORK RESULTS FOR HVAC 

PART 1 - GENERAL 

1.1 SUMMARY 

A. This Section includes the following: 

1. Piping materials and installation instructions common to most piping systems. 
2. Dielectric fittings. 
3. HVAC demolition. 
4. Equipment installation requirements common to equipment sections. 
5. Concrete bases. 
6. Supports and anchorages. 

1.2 DEFINITIONS 

A. Finished Spaces: Spaces other than mechanical and electrical equipment rooms, furred spaces, pipe and 
duct chases, unheated spaces immediately below roof, spaces above ceilings, unexcavated spaces, 
crawlspaces, and tunnels. 

B. Exposed, Interior Installations: Exposed to view indoors. Examples include finished occupied spaces and 
mechanical equipment rooms. 

C. Exposed, Exterior Installations: Exposed to view outdoors or subject to outdoor ambient temperatures 
and weather conditions.  Examples include rooftop locations. 

D. Concealed, Interior Installations: Concealed from view and protected from physical contact by building 
occupants. Examples include above ceilings and chases. 

E. Concealed, Exterior Installations: Concealed from view and protected from weather conditions and 
physical contact by building occupants but subject to outdoor ambient temperatures. Examples include 
installations within unheated shelters. 

1.3 SUBMITTALS 

A. Welding certificates. 

1.4 QUALITY ASSURANCE 

A. Steel Support Welding: Qualify processes and operators according to AWS D1.1, "Structural Welding 
Code – Steel." 

B. Electrical Characteristics for HVAC Equipment: Equipment with electrical characteristics that vary from 
the design documents may be furnished provided such proposed equipment is approved in writing and 
connecting electrical services, circuit breakers, and conduit sizes are appropriately modified. If minimum 
energy ratings or efficiencies are specified, equipment shall comply with requirements. 
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PART 2 - PRODUCTS 

PART 3 - EXECUTION 

3.1 HVAC DEMOLITION 

A. Refer to Division 01 Section "Cutting and Patching" and Division 02 Section "Selective Structure 
Demolition" for general demolition requirements and procedures. 

B. Disconnect, demolish, and remove HVAC systems, equipment, and components indicated to be 
removed. 

1. Piping to be Removed: Remove portion of piping indicated to be removed and cap or plug 
remaining piping with same or compatible piping material. 

2. Piping to be Abandoned in Place: Drain piping and cap or plug piping with same or compatible 
piping material. 

3. Ducts to be Removed: Remove portion of ducts indicated to be removed and plug remaining 
ducts with same or compatible ductwork material. 

4. Ducts to Be Abandoned in Place: Cap or plug ducts with same or compatible ductwork material. 
5. Equipment to be Removed: Disconnect and cap services and remove equipment. 
6. Equipment to be Removed and Reinstalled: Disconnect and cap services and remove, clean, and 

store equipment; when appropriate, reinstall, reconnect, and make equipment operational. 
7. Equipment to be Removed and Salvaged: Disconnect and cap services and remove equipment 

and deliver to Owner. 

C. If pipe, insulation, or equipment to remain is damaged in appearance or is unserviceable, remove 
damaged or unserviceable portions and replace with new products of equal capacity and quality. 

3.2 EQUIPMENT INSTALLATION - COMMON REQUIREMENTS 

A. Install equipment to allow maximum possible headroom unless specific mounting heights are not 
indicated. 

B. Install equipment level and plumb, parallel and perpendicular to other building systems and 
components in exposed interior spaces, unless otherwise indicated. 

C. Install HVAC equipment to facilitate service, maintenance, and repair or replacement of components. 
Connect equipment for ease of disconnecting, with minimum interference to other installations. Extend 
grease fittings to accessible locations. 

D. Install equipment to allow right of way for piping installed at required slope. 

3.3 ERECTION OF METAL SUPPORTS AND ANCHORAGES 

A. Refer to Division 05 Section "Metal Fabrications" for structural steel. 

B. Cut, fit, and place miscellaneous metal supports accurately in location, alignment, and elevation to 
support and anchor HVAC materials and equipment. 
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C. Field Welding: Comply with AWS D1.1. 

3.4 ERECTION OF WOOD SUPPORTS AND ANCHORAGES 

A. Cut, fit, and place wood grounds, nailers, blocking, and anchorages to support, and anchor HVAC 
materials and equipment. 

B. Select fastener sizes that will not penetrate members if opposite side will be exposed to view or will 
receive finish materials. Tighten connections between members. Install fasteners without splitting wood 
members. 

C. Attach to substrates as required to support applied loads. 

END OF SECTION 230500 
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SECTION 230513  
COMMON MOTOR REQUIREMENTS FOR HVAC EQUIPMENT 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes general requirements for single-phase and polyphase, general-purpose, horizontal, 
small and medium, squirrel-cage induction motors for use on alternating-current power systems up to 
600V and installed at equipment manufacturer's factory or shipped separately by equipment 
manufacturer for field installation. 

1.2 COORDINATION 

A. Coordinate features of motors, installed units, and accessory devices to be compatible with the 
following: 

1. Motor controllers. 
2. Torque, speed, and horsepower requirements of the load. 
3. Ratings and characteristics of supply circuit and required control sequence. 
4. Ambient and environmental conditions of installation location. 

PART 2 - PRODUCTS 

2.1 GENERAL MOTOR REQUIREMENTS 

A. Comply with NEMA MG 1 unless otherwise indicated. 

2.2 MOTOR CHARACTERISTICS 

A. Duty: Continuous duty at ambient temperature of 110 deg F and at altitude of 3,300 feet above sea 
level. 

B. Capacity and Torque Characteristics: Sufficient to start, accelerate, and operate connected loads at 
designated speeds, at installed altitude and environment, with indicated operating sequence, and 
without exceeding nameplate ratings or considering service factor. 

2.3 POLYPHASE MOTORS 

A. Description: NEMA MG 1, Design B, medium induction motor. 

B. Efficiency: Premium Efficiency, as defined in NEMA MG 1. 

C. Service Factor: 1.15. 

D. Multispeed Motors: Variable torque. 
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1. For motors with 2:1 speed ratio, consequent pole, single winding. 
2. For motors with other than 2:1 speed ratio, separate winding for each speed. 

E. Rotor: Random-wound, squirrel cage. 

F. Bearings: Re-greaseable, shielded, antifriction ball bearings suitable for radial and thrust loading. 

G. Temperature Rise: Match insulation rating. 

H. Insulation: Class F. 

I. Code Letter Designation: 

1. Motors 15 HP and Larger: NEMA starting Code F or Code G. 
2. Motors Smaller Than 15 HP: Manufacturer's standard starting characteristic. 

J. Enclosure Material: Cast iron for motor frame sizes 324T and larger; rolled steel for motor frame sizes 
smaller than 324T. 

2.4 ADDITIONAL REQUIREMENTS FOR POLYPHASE MOTORS 

A. Motors Used with Reduced-Voltage and Multispeed Controllers: Match wiring connection requirements 
for controller with required motor leads. Provide terminals in motor terminal box, suited to control 
method. 

B. Motors Used with Variable-Frequency Controllers: Ratings, characteristics, and features coordinated 
with and approved by controller manufacturer. 

1. Windings: Copper magnet wire with moisture-resistant insulation varnish, designed and tested to 
resist transient spikes, high frequencies, and short time rise pulses produced by pulse-width-
modulated inverters. 

2. Premium Efficiency Motors: Class B temperature rise; Class F insulation. 
3. Inverter-Duty Motors: Class F temperature rise; Class H insulation. 
4. Thermal Protection: Comply with NEMA MG 1 requirements for thermally protected motors. 

2.5 SINGLE-PHASE MOTORS 

A. Motors larger than 1/20 HP shall be one of the following, to suit starting torque and requirements of 
specific motor application: 

1. Permanent-split capacitor. 
2. Split phase. 
3. Capacitor start, inductor run. 
4. Capacitor start, capacitor run. 

B. Multispeed Motors: Variable-torque, permanent-split-capacitor type. 

C. Bearings: Pre-lubricated, antifriction ball bearings or sleeve bearings suitable for radial and thrust 
loading. 

D. Motors 1/20 HP and Smaller: Shaded-pole type. 
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E. Thermal Protection: Internal protection to automatically open power supply circuit to motor when 
winding temperature exceeds a safe value calibrated to temperature rating of motor insulation. 
Thermal-protection device shall automatically reset when motor temperature returns to normal range. 

PART 3 - EXECUTION (Not Applicable) 

END OF SECTION 230513 
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SECTION 230529  
HANGERS AND SUPPORTS FOR HVAC PIPING AND EQUIPMENT 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Metal pipe hangers and supports. 
2. Trapeze pipe hangers. 
3. Thermal-hanger shield inserts. 
4. Fastener systems. 
5. Equipment supports. 

B. Related Requirements: 

1. Section 055000 "Metal Fabrications" for structural-steel shapes and plates for trapeze hangers 
for pipe and equipment supports. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: Show fabrication and installation details and include calculations for the following; 
include Product Data for components: 

1. Trapeze pipe hangers. 
2. Equipment supports. 

C. Delegated-Design Submittal: For trapeze hangers indicated to comply with performance requirements 
and design criteria, including analysis data signed and sealed by the qualified professional engineer 
responsible for their preparation. 

1. Detail fabrication and assembly of trapeze hangers. 
2. Include design calculations for designing trapeze hangers. 

1.3 INFORMATIONAL SUBMITTALS 

A. Welding certificates. 

1.4 QUALITY ASSURANCE 

A. Structural-Steel Welding Qualifications: Qualify procedures and personnel according to 
AWS D1.1/D1.1M, "Structural Welding Code - Steel." 

Not Used.
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PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Delegated Design: As defined in Section 014000 "Quality Requirements," engage a qualified professional 
engineer as specified to design trapeze pipe hangers and equipment supports. 

B. Structural Performance: Hangers and supports for HVAC piping and equipment shall withstand the 
effects of gravity loads and stresses within limits and under conditions indicated according to 
ASCE/SEI 7. 

1. Design supports for multiple pipes, including pipe stands, capable of supporting combined weight 
of supported systems, system contents, and test water. 

2. Design equipment supports capable of supporting combined operating weight of supported 
equipment and connected systems and components. 

2.2 FASTENER SYSTEMS 

A. Mechanical-Expansion Anchors: Insert-wedge-type, anchors, for use in hardened portland cement 
concrete; with pull-out, tension, and shear capacities appropriate for supported loads and building 
materials where used. Use stainless steel for exterior applications and for applications in corrosive 
environments; use zinc-coated steel for all other applications. 

2.3 EQUIPMENT SUPPORTS 

A. Description: Welded, shop- or field-fabricated equipment support made from structural carbon-steel 
shapes. 

2.4 MATERIALS 

A. Aluminum: ASTM B221 or ASTM B221M. 

B. Carbon Steel: ASTM A1011/A1011M. 

C. Structural Steel: ASTM A36/A36M, carbon-steel plates, shapes, and bars; black and galvanized. 

D. Stainless Steel: ASTM A240/A240M. 

E. Grout: ASTM C1107/C1107M, factory-mixed and -packaged, dry, hydraulic-cement, non-shrink and 
nonmetallic grout; suitable for interior and exterior applications. 

1. Properties: Non-staining, noncorrosive, and nongaseous. 
2. Design Mix: 5000-psi, 28-day compressive strength. 
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PART 3 - EXECUTION 

3.1 APPLICATION 

A. Comply with requirements in Section 078413 "Penetration Firestopping" for firestopping materials and 
installation for penetrations through fire-rated walls, ceilings, and assemblies. 

B. Strength of Support Assemblies: Where not indicated, select sizes of components so strength will be 
adequate to carry present operating loads and future static operating loads, within specified loading 
limits. Minimum static design load used for strength determination shall be weight of supported 
components plus 200 lbs or 20% excess of operating loads, whichever is  greater.  

3.2 EQUIPMENT SUPPORTS 

A. Fabricate structural-steel stands to suspend equipment from structure overhead or to support 
equipment above floor. 

B. Grouting: Place grout under supports for equipment and make bearing surface smooth. 

C. Provide lateral bracing, to prevent swaying, for equipment supports. 

3.3 METAL FABRICATIONS 

A. Cut, drill, and fit miscellaneous metal fabrications for trapeze pipe hangers and equipment supports. 

B. Fit exposed connections together to form hairline joints. Field weld connections that cannot be shop 
welded because of shipping size limitations. 

C. Field Welding: Comply with AWS D1.1/D1.1M procedures for shielded, metal arc welding; appearance 
and quality of welds; and methods used in correcting welding work; and with the following: 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. Finish welds at exposed connections so no roughness shows after finishing and so contours of 

welded surfaces match adjacent contours. 

3.4 PAINTING 

A. Touchup: Clean field welds and abraded areas of shop paint. Paint exposed areas immediately after 
erecting hangers and supports. Use same materials as used for shop painting. Comply with SSPC-PA 1 
requirements for touching up field-painted surfaces. 

B. Galvanized Surfaces: Clean welds, bolted connections, and abraded areas and apply galvanizing-repair 
paint to comply with ASTM A780/A780M. 

Not Used.
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3.5 HANGER AND SUPPORT SCHEDULE 

A. Use mechanical-expansion anchors instead of building attachments where required in concrete 
construction. 

END OF SECTION 230529 
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SECTION 230548.13 
 VIBRATION CONTROLS FOR HVAC 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Fiberglass isolation pads. 
2. Housed-spring isolators. 
3. Pipe-riser resilient supports. 
4. Elastomeric hangers. 
5. Spring hangers. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Delegated-Design Submittal: For each vibration isolation device. 

1. Include design calculations for selecting vibration isolators. 

PART 2 - PRODUCTS 

2.1 FIBERGLASS ISOLATION PADS 

A. Fiberglass Isolation Pads: 

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following: 
a. Ace Mountings Co., Inc. 
b. California Dynamics Corporation. 
c. Isolation Technology, Inc. 
d. Kinetics Noise Control, Inc. 
e. Vibration Eliminator Co., Inc. 

2. Fabrication: Single or multiple layers of sufficient durometer stiffness for uniform loading over 
pad area. 

3. Size: Factory or field cut to match requirements of supported equipment. 

4. Pad Material: high-density matrix pre-compressed fiberglass with elastomeric coating. 

5. Surface Pattern:  Smooth pattern. 

6. Retain subparagraph below if galvanized-steel baseplates are adhered to the isolation pad to 
facilitate load distribution. 

7. Load-bearing metal plates adhered to pads. 
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2.2 HOUSED-SPRING ISOLATORS 

A. Freestanding, Laterally Stable, Open-Spring Isolators in Two-Part Telescoping Housing:  

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Ace Mountings Co., Inc. 
b. Isolation Technology, Inc. 
c. Kinetics Noise Control, Inc. 
d. Mason Industries, Inc. 
e. Vibration Eliminator Co., Inc. 
f. Vibration Isolation. 
g. Vibration Mountings & Controls, Inc. 

2. Outside Spring Diameter: Not less than 80 percent of the compressed height of the spring at 
rated load. 

3. Minimum Additional Travel: 50 percent of the required deflection at rated load. 
4. Lateral Stiffness: More than 80 percent of rated vertical stiffness. 
5. Overload Capacity: Support 200 percent of rated load, fully compressed, without deformation or 

failure. 
6. Two-Part Telescoping Housing: A steel top and bottom frame separated by an elastomeric 

material and enclosing the spring isolators. 

a. Drilled base housing for bolting to structure with an elastomeric isolator pad attached to 
the underside. Bases shall limit floor load to 500 psig. 

b. Top housing with attachment and leveling bolt or threaded mounting holes and internal 
leveling device. 

2.3 PIPE-RISER RESILIENT SUPPORT 

A. Description: All-directional, acoustical pipe anchor consisting of two steel tubes separated by a 
minimum 1/2-inch-thick neoprene. 

1. Vertical-Limit Stops: Steel and neoprene vertical-limit stops arranged to prevent vertical travel in 
both directions. 

2. Maximum Load Per Support: 500 psigon isolation material providing equal isolation in all 
directions. 

2.4 ELASTOMERIC HANGERS 

A. Elastomeric Mount in a Steel Frame with Upper and Lower Steel Hanger Rods:  

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Ace Mountings Co., Inc. 
b. Isolation Technology, Inc. 
c. Kinetics Noise Control, Inc. 
d. Mason Industries, Inc. 
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e. Vibration Eliminator Co., Inc. 
f. Vibration Mountings & Controls, Inc. 

2. Frame: Steel, fabricated with a connection for an upper threaded hanger rod and an opening on 
the underside to allow for a maximum of 30 degrees of angular lower hanger-rod misalignment 
without binding or reducing isolation efficiency. 

3. Dampening Element: Molded, oil-resistant rubber, neoprene, or other elastomeric material with 
a projecting bushing for the underside opening preventing steel to steel contact. 

2.5 SPRING HANGERS 

A. Combination Coil-Spring and Elastomeric-Insert Hanger with Spring and Insert in Compression:  

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to the following: 

a. Ace Mountings Co., Inc. 
b. Kinetics Noise Control, Inc. 
c. Mason Industries, Inc. 
d. Novia; A Division of C&P. 
e. Vibration Eliminator Co., Inc. 
f. Vibration Isolation. 
g. Vibration Mountings & Controls, Inc. 

2. Frame: Steel, fabricated for connection to threaded hanger rods and to allow for a maximum of 
30 degrees of angular hanger-rod misalignment without binding or reducing isolation efficiency. 

3. Outside Spring Diameter: Not less than 80 percent of the compressed height of the spring at 
rated load. 

4. Minimum Additional Travel: 50 percent of the required deflection at rated load. 
5. Lateral Stiffness: More than 80 percent of rated vertical stiffness. 
6. Overload Capacity: Support 200 percent of rated load, fully compressed, without deformation or 

failure. 
7. Elastomeric Element: Molded, oil-resistant rubber or neoprene. Steel-washer-reinforced cup to 

support spring and bushing projecting through bottom of frame. 
8. Self-centering hanger rod cap to ensure concentricity between hanger rod and support spring 

coil. 

PART 3 - EXECUTION 

3.1 VIBRATION CONTROL DEVICE INSTALLATION 

A. Coordinate the location of embedded connection hardware with supported equipment attachment and 
mounting points and with requirements for concrete reinforcement and formwork specified in Section 
"Cast-in-Place Concrete." 

B. Installation of vibration isolators must not cause any change of position of equipment, piping, or 
ductwork resulting in stresses or misalignment. 
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C. Provide vibration isolation per schedule below for buildings with 20ft and less span. Isolator 
deflections and stiffness provided for most applications, however, the exact stiffness and 
deflection are outside of the natural resonating frequency range of the rotating system should 
be confirmed for the specific equipment installed. 

 

EQUIPMENT TYPE HORSE POWER / 
SP 

ISOLATOR TYPE DEFLECTION 

Air Handling Unit <10 HP Open Spring or Spring Hanger 
Directly attached 

1” 

CU / VRF on Grade All Fiberglass (Kinetics KIP) or 
Rubber Neoprene Pads 

1/4" 

CU / VRF on Roof All House spring isolator 3/4" 

Fans < 22 IN. Diam Any Spring Hanger Directly 
attached 

3/4" 

Fans < 22 IN. Diam < 2 IN WC SP Open Spring with spring base 
or Spring Hangers with rubber 

bushings 

1.5" 

 

 

END OF SECTION 230548.13 
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SECTION 230553  
IDENTIFICATION FOR HVAC PIPING AND EQUIPMENT 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Equipment labels. 
2. Warning signs and labels. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

PART 2 - PRODUCTS 

2.1 EQUIPMENT LABELS 

A. Metal Labels for Equipment: 

1. Material and Thickness: Brass 0.032-inch or aluminum 0.032-inch minimum thickness, and having 
predrilled or stamped holes for attachment hardware. 

2. Letter Color: Owner to advise. 
3. Background Color: Owner to advise. 
4. Minimum Label Size: Length and width vary for required label content, but not less than 2-1/2 by 

3/4 inch. 
5. Minimum Letter Size: 1/4 inch for name of units if viewing distance is less than 24 inches, 1/2 

inch for viewing distances up to 72 inches, and proportionately larger lettering for greater 
viewing distances. Include secondary lettering two-thirds to three-quarters the size of principal 
lettering. 

6. Fasteners: Stainless-steel rivets or self-tapping screws. 
7. Adhesive: Contact-type permanent adhesive, compatible with label and with substrate. 

B. Label Content: Include equipment's Drawing designation or unique equipment number, drawing 
numbers where equipment is indicated (plans, details, and schedules), and the Specification Section 
number and title where equipment is specified. 

C. Equipment Label Schedule: For each item of equipment to be labeled, on 8-1/2-by-11-inch bond paper. 
Tabulate equipment identification number and identify Drawing numbers where equipment is indicated 
(plans, details, and schedules) and the Specification Section number and title where equipment is 
specified. Equipment schedule shall be included in operation and maintenance data. 
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2.2 WARNING SIGNS AND LABELS 

A. Material and Thickness: Multilayer, multicolor, plastic labels for mechanical engraving, 1/8-inch-thick, 
and having predrilled holes for attachment hardware. 

B. Letter Color: Owner to advise. 

C. Background Color: Owner to advise. 

D. Maximum Temperature: Able to withstand temperatures up to 160 deg F. 

E. Minimum Label Size: Length and width vary for required label content, but not less than 2-1/2 by 3/4 
inch. 

F. Minimum Letter Size: 1/4 inch for name of units if viewing distance is less than 24 inches, 1/2 inch for 
viewing distances up to 72 inches, and proportionately larger lettering for greater viewing distances. 
Include secondary lettering two-thirds to three-quarters the size of principal lettering. 

G. Fasteners: Stainless-steel rivets or self-tapping screws. 

H. Adhesive: Contact-type permanent adhesive, compatible with label and with substrate. 

I. Label Content: Include caution and warning information plus emergency notification instructions. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Clean piping and equipment surfaces of substances that could impair bond of identification devices, 
including dirt, oil, grease, release agents, and incompatible primers, paints, and encapsulants. 

3.2 EQUIPMENT LABEL INSTALLATION 

A. Install or permanently fasten labels on each major item of mechanical equipment. 

B. Locate equipment labels where accessible and visible. 

END OF SECTION 230553 
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SECTION 230593  
TESTING, ADJUSTING, AND BALANCING FOR HVAC 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Balancing Air Systems: 

a. Constant-volume air systems. 

1.2 DEFINITIONS 

A. AABC: Associated Air Balance Council. 

B. NEBB: National Environmental Balancing Bureau. 

C. TAB: Testing, adjusting, and balancing. 

D. TABB: Testing, Adjusting, and Balancing Bureau. 

E. TAB Specialist: An independent entity meeting qualifications to perform TAB work. 

F. TDH: Total dynamic head. 

1.3 ACTION SUBMITTALS 

A. TAB Report: Documentation indicating that Work complies with ASHRAE/IES 90.1, Section "System 
Balancing" (latest version as recognized by Authority Having Jurisdiction). 

1.4 INFORMATIONAL SUBMITTALS 

A. Strategies and Procedures Plan: Submit TAB strategies and step-by-step procedures as specified in 
"Preparation" Article. 

B. Certified TAB reports. 

1.5 QUALITY ASSURANCE 

A. TAB Specialists Qualifications: Certified by AABC. 

1. TAB Field Supervisor: Employee of the TAB specialist and certified by AABC. 
2. TAB Technician: Employee of the TAB specialist and certified by AABC as a TAB technician. 

B. TAB Specialists Qualifications: Certified by NEBB or TABB. 
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1. TAB Field Supervisor: Employee of the TAB specialist and certified by NEBB or TABB. 
2. TAB Technician: Employee of the TAB specialist and certified by NEBB or TABB as a TAB 

technician. 

C. Instrumentation Type, Quantity, Accuracy, and Calibration: Comply with requirements in ASHRAE 111, 
Section 4, "Instrumentation." 

D. ASHRAE/IES 90.1 Compliance: Applicable requirements in ASHRAE/IES 90.1, Section 6.7.2.3 - "System 
Balancing." 

PART 2 - PRODUCTS (Not Applicable) 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine the Contract Documents to become familiar with Project requirements and to discover 
conditions in systems designs that may preclude proper TAB of systems and equipment. 

B. Examine installed systems for balancing devices, such as, but not limited to, test ports, gage cocks, 
thermometer wells, flow-control devices, balancing valves and fittings, and manual volume dampers. 
Verify that locations of these balancing devices are applicable for intended purpose and are accessible. 

C. Examine the approved submittals for HVAC systems and equipment. 

D. Examine design data including HVAC system descriptions, statements of design assumptions for 
environmental conditions and systems output, and statements of philosophies and assumptions about 
HVAC system and equipment controls. 

E. Examine ceiling plenums and underfloor air plenums used for supply, return, or relief air to verify that 
they are properly separated from adjacent areas. Verify that penetrations in plenum walls are sealed 
and fire-stopped if required. 

F. Examine equipment performance data including fan curves. 

1. Relate performance data to Project conditions and requirements, including system effects that 
can create undesired or unpredicted conditions that cause reduced capacities in all or part of a 
system. 

2. Calculate system-effect factors to reduce performance ratings of HVAC equipment when installed 
under conditions different from the conditions used to rate equipment performance. To 
calculate system effects for air systems, use tables and charts found in AMCA 201, "Fans and 
Systems," or in SMACNA's "HVAC Systems - Duct Design." Compare results with the design data 
and installed conditions. 

G. Examine system and equipment installations and verify that field quality-control testing, cleaning, and 
adjusting specified in individual Sections have been performed. 

H. Examine test reports specified in individual system and equipment Sections. 
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I. Examine HVAC equipment and verify that bearings are greased, belts are aligned and tight, filters are 
clean, and equipment with functioning controls is ready for operation. 

J. Examine operating safety interlocks and controls on HVAC equipment. 

K. Report deficiencies discovered before and during performance of TAB procedures. Observe and record 
system reactions to changes in conditions. Record default set points if different from indicated values. 

3.2 PREPARATION 

A. Prepare a TAB plan that includes strategies and step-by-step procedures for balancing the systems. 

B. Perform system-readiness checks of HVAC systems and equipment to verify system readiness for TAB 
work. Include, at a minimum, the following: 

1. Airside: 
a. Volume dampers are open and functional. 
b. Clean filters are installed. 
c. Fans are operating, free of vibration, and rotating in correct direction. 
d. Ceilings are installed. 
e. Windows and doors are installed. 
f. Suitable access to balancing devices and equipment is provided. 

3.3 GENERAL PROCEDURES FOR TESTING AND BALANCING 

A. Perform testing and balancing procedures on each system according to the procedures contained in one 
of the following: AABC's "National Standards for Total System Balance"; ASHRAE 111 or NEBB's 
"Procedural Standards for Testing, Adjusting, and Balancing of Environmental Systems"; or SMACNA's 
"HVAC Systems - Testing, Adjusting, and Balancing" and in this Section. 

B. Cut insulation, ducts, and equipment cabinets for installation of test probes to the minimum extent 
necessary for TAB procedures. 

1. After testing and balancing, patch probe holes in ducts with same material and thickness as used 
to construct ducts. 

2. Install and join new insulation that matches removed materials. Restore insulation, coverings, 
vapor barrier, and finish according to Section 230713 "Duct Insulation," Section 230716 "HVAC 
Equipment Insulation," and Section 230719 "HVAC Piping Insulation." 

C. Mark equipment and balancing devices, including damper-control positions, fan-speed-control levers, 
and similar controls and devices, with paint or other suitable, permanent identification material to show 
final settings. 

D. Take and report testing and balancing measurements in inch-pound (IP). 

3.4 GENERAL PROCEDURES FOR BALANCING AIR SYSTEMS 

A. Prepare test reports for both fans and outlets. Obtain manufacturer's outlet factors and recommended 
testing procedures. Cross-check the summation of required outlet volumes with required fan volumes. 

existing surrounding conditions.
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B. Prepare schematic diagrams of systems' "as-built" duct layouts. 

C. Determine the best locations in main and branch ducts for accurate duct-airflow measurements. 

D. Check airflow patterns from the outdoor-air louvers and dampers and the return- and exhaust-air 
dampers through the supply-fan discharge and mixing dampers. 

E. Locate start-stop and disconnect switches, electrical interlocks, and motor starters. 

F. Verify that motor starters are equipped with properly sized thermal protection. 

G. Check dampers for proper position to achieve desired airflow path. 

H. Check for airflow blockages. 

I. Check condensate drains for proper connections and functioning. 

J. Check for proper sealing of air-handling-unit components. 

K. Verify that air duct system is sealed as specified in Section 233113 "Metal Ducts." 

3.5 PROCEDURES FOR CONSTANT-VOLUME AIR SYSTEMS 

A. Adjust fans to deliver total indicated airflows within the maximum allowable fan speed listed by fan 
manufacturer. 

1. Measure total airflow. 

a. Set outside-air, return-air, and relief-air dampers for proper position that simulates 
minimum outdoor-air conditions. 

b. Where duct conditions allow, measure airflow by main Pitot-tube traverse. If necessary, 
perform multiple Pitot-tube traverses, close to the fan and prior to any outlets, to obtain 
total airflow. 

c. Where duct conditions are not suitable for Pitot-tube traverse measurements, a coil 
traverse may be acceptable. 

2. Measure fan static pressures as follows: 

a. Measure static pressure directly at the fan outlet or through the flexible connection. 
b. Measure static pressure directly at the fan inlet or through the flexible connection. 
c. Measure static pressure across each component that makes up the air-handling system. 
d. Report artificial loading of filters at the time static pressures are measured. 

3. Review Record Documents to determine variations in design static pressures versus actual static 
pressures. Calculate actual system-effect factors. Recommend adjustments to accommodate 
actual conditions. 

4. Obtain approval from Owner (and Commissioning Agent/Authority if applicable) for adjustment 
of fan speed higher or lower than indicated speed. Comply with requirements in HVAC Sections 
for air-handling units for adjustment of fans, belts, and pulley sizes to achieve indicated air-
handling-unit performance. 

5. Do not make fan-speed adjustments that result in motor overload. Consult equipment 
manufacturers about fan-speed safety factors. Modulate dampers and measure fan-motor 

.
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amperage to ensure that no overload occurs. Measure amperage in full-cooling, full-heating, 
economizer, and any other operating mode to determine the maximum required brake 
horsepower. 

3.6 TOLERANCES 

A. Set HVAC system's airflow rates and water flow rates within the following tolerances: 

1. Supply, Return, and Exhaust Fans and Equipment with Fans: Plus or minus 5 percent. 
2. Air Outlets and Inlets: Plus or minus 10 percent. 
3. Heating-Water Flow Rate: Plus or minus 10 percent. 
4. Cooling-Water Flow Rate: Plus or minus 10 percent. 

B. Maintaining pressure relationships as designed shall have priority over the tolerances specified above. 

3.7 FINAL REPORT 

A. General: Prepare a certified written report; tabulate and divide the report into separate sections for 
tested systems and balanced systems. 

1. Include a certification sheet at the front of the report, signed and sealed by the certified testing 
and balancing engineer. 

2. Include a list of instruments used for procedures, along with proof of calibration. 
3. Certify validity and accuracy of field data. 

B. Final Report Contents: In addition to certified field-report data, include the following: 

1. Fan curves. 
2. Manufacturers' test data. 
3. Field test reports prepared by system and equipment installers. 
4. Other information relative to equipment performance; do not include Shop Drawings and 

Product Data. 

C. General Report Data: In addition to form titles and entries, include the following data: 

1. Title page. 
2. Name and address of the TAB specialist. 
3. Project name. 
4. Project location. 
5. Architect's name and address. 
6. Engineer's name and address. 
7. Contractor's name and address. 
8. Report date. 
9. Signature of TAB supervisor who certifies the report. 
10. Table of Contents with the total number of pages defined for each section of the report. Number 

each page in the report. 
11. Summary of contents including the following: 

a. Indicated versus final performance. 
b. Notable characteristics of systems. 
c. Description of system operation sequence if it varies from the Contract Documents. 
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12. Nomenclature sheets for each item of equipment. 
13. Data for terminal units, including manufacturer's name, type, size, and fittings. 
14. Notes to explain why certain final data in the body of reports vary from indicated values. 
15. Test conditions for fans performance forms including the following: 

a. Settings for outdoor-, return-, and exhaust-air dampers. 
b. Conditions of filters. 
c. Cooling coil, wet- and dry-bulb conditions. 
d. Face and bypass damper settings at coils. 
e. Fan drive settings including settings and percentage of maximum pitch diameter. 
f. Inlet vane settings for variable-air-volume systems. 
g. Settings for supply-air, static-pressure controller. 
h. Other system operating conditions that affect performance. 

D. System Diagrams: Include schematic layouts of air distribution systems. Present each system with single-
line diagram and include the following: 

1. Quantities of outdoor, supply, return, and exhaust airflows. 
2. Duct, outlet, and inlet sizes. 
3. Balancing stations. 
4. Position of balancing devices. 

E. Fan Test Reports: For exhaust fans, include the following: 

1. Fan Data: 

a. System identification. 
b. Location. 
c. Make and type. 
d. Model number and size. 
e. Manufacturer's serial number. 
f. Arrangement and class. 
g. Sheave make, size in inches, and bore. 
h. Center-to-center dimensions of sheave and amount of adjustments in inches. 

2. Motor Data: 

a. Motor make, and frame type and size. 
b. Horsepower and rpm. 
c. Volts, phase, and hertz. 
d. Full-load amperage and service factor. 
e. Sheave make, size in inches, and bore. 
f. Center-to-center dimensions of sheave, and amount of adjustments in inches. 
g. Number, make, and size of belts. 

3. Test Data (Indicated and Actual Values): 

a. Total airflow rate in CFM. 
b. Total system static pressure in inches wg. 
c. Fan RPM. 
d. Discharge static pressure in inches wg. 
e. Suction static pressure in inches wg. 
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F. Instrument Calibration Reports: 

1. Report Data: 

a. Instrument type and make. 
b. Serial number. 
c. Application. 
d. Dates of use. 
e. Dates of calibration. 

3.8 VERIFICATION OF TAB REPORT 

A. The TAB specialist's test and balance engineer shall conduct the inspection in the presence of 
Construction Manager (and Commissioning Authority/Agent, if applicable). 

B. Construction Manager (and Commissioning Authority/Agent, if applicable) shall be given the 
opportunity to randomly select measurements, documented in the final report, to be rechecked. 
Rechecking shall be limited to either 10 percent of the total measurements recorded or the extent of 
measurements that can be accomplished in a normal 8-hour business day. TAB specialist shall provide 
written confirmation from Construction Manager (and from Commissioning Authority/Agent, if 
applicable) if random testing was declined. 

C. If rechecks yield measurements that differ from the measurements documented in the final report by 
more than the tolerances allowed, the measurements shall be noted as "FAILED." 

D. If the number of "FAILED" measurements is greater than 10 percent of the total measurements checked 
during the final inspection, the testing and balancing shall be considered incomplete and shall be 
rejected. 

E. If TAB work fails, proceed as follows: 

1. TAB specialists shall recheck all measurements and make adjustments. Revise the final report 
and balancing device settings to include all changes; resubmit the final report and request a 
second final inspection. 

2. If the second final inspection also fails, Owner may contract the services of another TAB specialist 
to complete TAB work according to the Contract Documents and deduct the cost of the services 
from the original TAB specialist's final payment. 

3. If the second verification also fails, Owner, design professional, and/or Architect may contact 
AABC Headquarters regarding the AABC National Performance Guaranty. 

F. Prepare test and inspection reports. 

END OF SECTION 230593 
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SECTION 233300  
AIR DUCT ACCESSORIES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Backdraft and pressure relief dampers. 
2. Manual volume dampers. 
3. Flange connectors. 
4. Flexible connectors. 
5. Duct accessory hardware. 

B.  Note: All references to SMACNA documents herein implies latest version of SMACNA document. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: For duct accessories. Include plans, elevations, sections, details, and attachments to 
other work. Indicate reflected ceiling plans drawn to scale and coordinated with each trade, using input 
from installers of the items involved 

1. Detail duct accessories' fabrication and installation in ducts and other construction. Include 
dimensions, weights, loads, and required clearances; and method of field assembly into duct 
systems and other construction. Include the following: 

a. Special fittings. 
b. Manual volume damper installations. 

1.3 CLOSEOUT SUBMITTALS 

A. As-Builts. 

B. Operation and maintenance data. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Comply with NFPA 90A and NFPA 90B. 

B. Comply with SMACNA's "HVAC Duct Construction Standards - Metal and Flexible" for acceptable 
materials, material thicknesses, and duct construction methods unless otherwise indicated. Sheet metal 
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materials shall be free of pitting, seam marks, roller marks, stains, discolorations, and other 
imperfections. 

2.2 BACKDRAFT AND PRESSURE RELIEF DAMPERS 

A. Description: Gravity balanced. 

B. Performance: 

1. Maximum Air Velocity: 2500 fpm. 
2. Maximum System Pressure: 4 inches wg. 
3. AMCA Certification: Test and rate in accordance with AMCA 511. 
4. Leakage: 

a. Class I: Leakage shall not exceed 4 cfm/sq. ft. against 1-inch wg differential static pressure. 

C. Construction: 

1. Frame: 

a. Hat shaped. 
b. For dampers installed in galvanized sheet metal ductwork, damper frame shall be 16-

gauge, galvanized sheet steel; for dampers installed in aluminum ductwork, damper frame 
shall be 0.093-inch-thick extruded aluminum; for dampers installed in stainless steel 
ductwork, damper frame shall be 18-gauge stainless steel. Frame shall be welded or 
mechanically attached corners and shall include mounting flange. 

2. Blades: 

a. Multiple single-piece blades. 
b. Center pivoted, maximum 6-inch width with sealed edges. For dampers installed in 

galvanized sheet metal ductwork, damper blades shall be 16-gauge, galvanized sheet 
steel; for dampers installed in aluminum ductwork, damper blades shall be] 0.050-inch-
thick aluminum sheet; for dampers installed in stainless steel ductwork, damper blades 
shall be 26-gauge Type 304 stainless steel. 

3. Blade Action: Parallel. 

D. Blade Seals: Neoprene, mechanically locked. 

E. Materials for blade axles, tie bars and brackets shall match ductwork material. 

F. Return Spring: Adjustable tension. 

G. Bearings: Steel ball with brass sleeve. 

H. Damper Actuator - Electric: 

1. Electric voltage to be coordinated with Electrical Contractor. 
2. UL 873 plenum rated. 
3. Two position with fail-safe spring return. 
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a. Sufficient motor torque and spring torque to drive damper fully closed with adequate 
force to achieve required damper seal. 

b. Minimum 90-degree drive rotation. 

4. Clockwise or counterclockwise drive rotation as required for application. 
5. Environmental Operating Range: 

a. Temperature: Minus 10 to plus 130 deg F. 
b. Humidity: 5 to 95 percent relative humidity noncondensing. 

6. Environmental Enclosure: NEMA rated enclosure suitable for environment of installation. 
7. Actuator to be factory mounted and provided with a single-point wiring connection. 

I. Accessories: 

1. Adjustment device to permit setting for varying differential static pressure. 
2. Counterweights and spring-assist kits for vertical airflow installations. 
3. Chain pulls. 
4. Screen Mounting: 

a. Front or rear mounted in sleeve, with sleeve thickness 20 gauge minimum and sleeve 
length 6 inches minimum. 

5. Screen shall be galvanized steel with bird screen and 90-degree stops. 

2.3 MANUAL VOLUME DAMPERS 

A. In addition to those indicated on the drawings, note that individual volume dampers shall be 
implemented for all air outlet devices. 

B. Standard, Steel, Manual Volume Dampers: 
1. Performance: 

a. Leakage Rating Class III: Leakage not exceeding 40 cfm/sq. ft. against 1-inch wg 
differential static pressure. 

2. Construction: 

a. Linkage out of airstream. 
b. Suitable for horizontal or vertical airflow applications. 

3. Frames: 

a. Hat-shaped. For dampers installed in galvanized ductwork, damper frames shall be 16-
gauge-thick, galvanized sheet steel. For dampers installed in stainless steel ductwork, 
damper frames shall be 18-gauge-thick stainless steel. 

b. Mitered and welded corners. 
c. Flanges for attaching to walls and flangeless frames for installing in ducts. 

4. Blades: 
a. Opposed-blade design.  
b. Stiffen damper blades for stability. 
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c. 16 gauge thick. For dampers installed in galvanized ductwork, damper blades shall be 
galvanized steel. For dampers installed in stainless steel ductwork, damper blades shall be 
stainless steel 

d. EPDM seals. 

5. Blade Axles: Galvanized steel when installed in galvanized ductwork, and stainless steel when 
installed in stainless steel ductwork. 

6. Bearings: 

a. Oil-impregnated bronze. 
b. Dampers mounted with vertical blades to have thrust bearing at each end of every blade. 

7. Tie Bars and Brackets: Galvanized steel. 
8. Locking device to hold damper blades in a fixed position without vibration. 

C. Standard, Aluminum, Manual Volume Dampers for installation in aluminum ducts. 
1. Performance: 

a. Leakage Rating Class III: Leakage not exceeding 40 cfm/sq. ft. against 1-inch wg 
differential static pressure. 

2. Construction: 

a. Linkage out of airstream. 
b. Suitable for horizontal or vertical airflow applications. 

3. Frames: 

a. Hat-shaped, 0.10-inch-thick, aluminum sheet channels. 
b. Flanges for attaching to walls and flangeless frames for installing in ducts. 

4. Blades: 
a. Opposed-blade design. 
b. Stiffen damper blades for stability. 
c. Extruded-Aluminum Blades: 0.050-inch-thick extruded aluminum. 

5. Blade Axles: Galvanized steel. 
6. Bearings: 

a. Oil-impregnated bronze. 
b. Dampers mounted with vertical blades to have thrust bearing at each end of every blade. 

7. Tie Bars and Brackets: Aluminum. 
8. Locking device to hold damper blades in a fixed position without vibration. 

D. Jackshaft: 

1. Size: 0.5-inch diameter. 
2. Material: Galvanized-steel pipe rotating within pipe-bearing assembly mounted on supports at 

each mullion and at each end of multiple-damper assemblies. 
3. Length and Number of Mountings: As required to connect linkage of each damper in multiple-

damper assembly. 
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E. Damper Hardware: 

1. Zinc-plated, die-cast core with dial and handle, made of 3/32-inch-thick zinc-plated steel, and a 
3/4-inch hexagon locking nut. 

2. Include center hole to suit damper operating-rod size. 
3. Include elevated platform for insulated duct mounting. 

2.4 FLANGE CONNECTORS 

A. Description: Add-on or roll-formed, factory fabricated, slide-on transverse flange connectors, gaskets, 
and components. 

B. Material: Galvanized steel. 

C. Gauge and Shape: Match connecting ductwork. 

2.5 FLEXIBLE CONNECTORS 

A. Fire-Performance Characteristics: Adhesives, sealants, fabric materials, and accessory materials shall 
have flame-spread index not exceeding 25 and smoke-developed index not exceeding 50 when tested in 
accordance with ASTM E84. 

B. Airstream Surfaces: Surfaces in contact with the airstream shall comply with requirements in 
ASHRAE 62.1. 

C. Materials: Flame-retardant or noncombustible fabrics. 

D. Coatings and Adhesives: Comply with UL 181, Class 1. 

E. Metal-Edged Connectors: Factory fabricated with a fabric strip 3-1/2 inches wide attached to two strips 
of 2-3/4-inch-wide, thick, galvanized sheet steel or 0.032-inch-thick aluminum sheets. Provide metal 
compatible with connected ducts. 

F. Indoor System, Flexible Connector Fabric: Glass fabric double coated with neoprene. 

1. Minimum Weight: 26 oz./sq. yd. 
2. Tensile Strength: 480 lbf/inch in the warp and 360 lbf/inch in the filling. 
3. Service Temperature: Minus 40 to plus 200 deg F. 

G. Outdoor System, Flexible Connector Fabric: Glass fabric double coated with weatherproof, synthetic 
rubber resistant to UV rays and ozone. 

1. Minimum Weight: 24 oz./sq. yd. 
2. Tensile Strength: 530 lbf/inch in the warp and 440 lbf/inch in the filling. 
3. Service Temperature: Minus 50 to plus 250 deg F. 

H. High-Temperature System, Flexible Connectors: Glass fabric coated with silicone rubber. 

1. Minimum Weight: 16 oz./sq. yd. 
2. Tensile Strength: 285 lbf/inch in the warp and 185 lbf/inch in the filling. 
3. Service Temperature: Minus 67 to plus 500 deg F. 
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I. High-Corrosive-Environment System, Flexible Connectors: Glass fabric with chemical-resistant coating. 

1. Minimum Weight: 14 oz./sq. yd. 
2. Tensile Strength: 450 lbf/inch in the warp and 340 lbf/inch in the filling. 
3. Service Temperature: Minus 67 to plus 500 deg F. 

J. Thrust Limits: Combination coil spring and elastomeric insert with spring and insert in compression, and 
with a load stop. Include rod and angle-iron brackets for attaching to fan discharge and duct. 

1. Frame: Steel, fabricated for connection to threaded rods and to allow for a maximum of 30 
degrees of angular rod misalignment without binding or reducing isolation efficiency. 

2. Outside Spring Diameter: Not less than 80 percent of the compressed height of the spring at 
rated load. 

3. Minimum Additional Travel: 50 percent of the required deflection at rated load. 
4. Lateral Stiffness: More than 80 percent of rated vertical stiffness. 
5. Overload Capacity: Support 200 percent of rated load, fully compressed, without deformation or 

failure. 
6. Elastomeric Element: Molded, oil-resistant rubber or neoprene. 
7. Coil Spring: Factory set and field adjustable for a maximum of 1/4-inch movement at start and 

stop. 

2.6 DUCT ACCESSORY HARDWARE 

A. Instrument Test Holes: Cast iron or cast aluminum to suit duct material, including screw cap and gasket. 
Size to allow insertion of pitot tube and other testing instruments and of length to suit duct-insulation 
thickness. 

B. Adhesives: High strength, quick setting, neoprene based, waterproof, and resistant to gasoline and 
grease. 

2.7 MATERIALS 

A. Galvanized Sheet Steel: Comply with ASTM A653/A653M. 

1. Galvanized Coating Designation: G60 or G90. 
2. Exposed-Surface Finish: Mill phosphatized. 

B. Stainless Steel Sheets: Comply with ASTM A480/A480M, Type 304, and having a No. 2 finish for 
concealed ducts and a finish designation as specified by Architect for exposed ducts. 

C. Aluminum Sheets: Comply with ASTM B209, Alloy 3003, Temper H14; with mill finish for concealed 
ducts and standard, one-side bright finish for exposed ducts. 

D. Extruded Aluminum: Comply with ASTM B221, Alloy 6063, Temper T6. 

E. Reinforcement Shapes and Plates: Galvanized-steel reinforcement where installed on galvanized sheet 
metal ducts; compatible materials for aluminum and stainless steel ducts. 

F. Tie Rods: Galvanized steel, 1/4-inch minimum diameter for lengths 36 inches or less; 3/8-inch minimum 
diameter for lengths longer than 36 inches. Coordinate hanger size with Licensed Structural Engineer for 
all hangers. 
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PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install duct accessories in accordance with applicable details in SMACNA's "HVAC Duct Construction 
Standards - Metal and Flexible" for metal ducts and in NAIMA AH116 for fibrous-glass ducts. 

B. Install duct accessories of materials suited to duct materials; use galvanized-steel accessories in 
galvanized-steel and fibrous-glass ducts, stainless steel accessories in stainless steel ducts, and 
aluminum accessories in aluminum ducts. 

C. Install backdraft dampers at inlet of exhaust fans or exhaust ducts as close as possible to exhaust fan 
unless otherwise indicated. 

D. Where multiple damper sections are necessary to achieve required dimensions, provide reinforcement 
to fully support damper assembly when fully closed at full system design static pressure. 

E. Install volume dampers at points on supply, return, and exhaust systems where branches extend from 
larger ducts. Where dampers are installed in ducts having duct liner, install dampers with hat channels 
of same depth as liner, and terminate liner with nosing at hat channel. Per SMACNA recommendations, 
to minimize duct noise generated by volume dampers, locate dampers at least two duct diameters from 
fittings and as far away as possible from outlets. 

1. Install steel volume dampers in steel ducts. 
2. Install aluminum volume dampers in aluminum ducts. 

F. Set dampers to fully open position before testing, adjusting, and balancing. 

G. Install test holes at fan inlets and outlets and elsewhere as indicated and as needed for testing and 
balancing. 

H. Install flexible connectors to connect ducts to equipment. 

I. For fans developing static pressures of 5 inches wg and more, cover flexible connectors with loaded 
vinyl sheet held in place with metal straps. 

J. Install duct test holes where required for testing and balancing purposes. 

3.2 FIELD QUALITY CONTROL 

A. Tests and Inspections: 

1. Operate dampers to verify full range of movement. 
2. Inspect locations of access doors, and verify that size and location of access doors are adequate 

to perform required operation. 
3. Operate fire, smoke, and combination fire and smoke dampers to verify full range of movement 

and that proper heat-response device is installed. 
4. Inspect turning vanes for proper and secure installation, and verify that vanes do not move or 

rattle. 
5. Operate remote damper operators to verify full range of movement of operator and damper. 
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END OF SECTION 233300 
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SECTION 233423  
 HVAC POWER VENTILATORS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 
1. Centrifugal ventilators - roof downblast. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: 

1. Include plans, elevations, sections, and attachment details. 
2. Include details of equipment assemblies. Indicate dimensions, weights, loads, required 

clearances, method of field assembly, components, and location and size of each field 
connection. 

3. Include diagrams for power, signal, and control wiring. 

1.4 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: Floor plans, reflected ceiling plans, and other details, or BIM model, drawn to 
scale and coordinated with all building trades. 

B. Field quality-control reports. 

1.5 CLOSEOUT SUBMITTALS 

A. Operation and maintenance data. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Service Conditions: Per temperature and humidity ranges associated with the climate and environment 
of the installation, or as specifically indicated on the drawings. 
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B. Capacities and Electrical Characteristics: As scheduled on the Mechanical drawings. 

2.2 CENTRIFUGAL VENTILATORS - ROOF DOWNBLAST 

A. Accessories: 

1. Variable-Frequency or Electronically Commutated Motor Controller: Solid-state control to reduce 
speed from 100 to less than 50 percent. 

2. Disconnect Switch: Non-fusible type, with thermal-overload protection mounted inside or 
outside fan housing, factory wired through an internal aluminum conduit. 

3. Bird Screens: Removable, 1/2-inch mesh, aluminum or brass wire. 
4. Dampers: Counterbalanced, parallel-blade, backdraft dampers mounted in curb base; factory set 

to close when fan stops. 
5. Motorized Dampers: Parallel-blade dampers mounted in curb base with electric actuator; wired 

to close when fan stops. 
6. Spark-resistant, all-aluminum wheel construction. 
7. Mounting Pedestal: Galvanized steel with removable access panel. 

B. Prefabricated Roof Curbs: Galvanized steel; mitered and welded corners; 1-1/2-inch-thick, rigid, 
fiberglass insulation adhered to inside walls; and 1-1/2-inch wood nailer. Size as required to suit roof 
opening and fan base. 

1. Configuration:  Built-in raised cant and mounting flange. 
2. Overall Height:  16 inches. 
3. Optional Roof Curb Features: 

a. Burglar Bars: 1/2-inch-thick steel bars welded in place to form 6-inch squares. 
b. Pitch Mounting: Manufacture curb for roof slope. 
c. Metal Liner: Galvanized steel. 
d. Mounting Pedestal: Galvanized steel with removable access panel. 

2.3 MOTORS 

A. Comply with NEMA designation, temperature rating, service factor, and efficiency requirements for 
motors specified in Section 230513 "Common Motor Requirements for HVAC Equipment." 

1. Motor Sizes: Minimum size as indicated. If not indicated, large enough so driven load will not 
require motor to operate in service factor range above 1.0. 

2. Provide electronically communicated motor with adjustable potentiometer for balancing. 

2.4 SOURCE QUALITY CONTROL 

A. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by an NRTL, 
and marked for intended location and application. 

B. AMCA Certification: Fans shall comply with AMCA 11 and bear the AMCA-Certified Ratings Seal. 

C. Fan Sound Ratings: Comply with AMCA 311, and label fans with the AMCA-Certified Ratings Seal. Sound 
ratings shall comply with AMCA 301. The fans shall be tested according to AMCA 300. 
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D. Fan Performance Ratings: Comply with AMCA 211 and label fans with AMCA-Certified Rating Seal. The 
fans shall be tested for air performance - flow rate, fan pressure, power, fan efficiency, air density, 
speed of rotation, and fan efficiency - according to AMCA 210/ASHRAE 51. 

E. Operating Limits: Classify according to AMCA 99. 

F. UL Standards: Power ventilators shall comply with UL 705. Power ventilators for use for restaurant 
kitchen exhaust shall also comply with UL 762. 

PART 3 - EXECUTION 

3.1 INSTALLATION OF HVAC POWER VENTILATORS 

A. Install power ventilators level and plumb. 

B. Equipment Mounting: 
1. Comply with requirements for vibration isolation devices specified in Section 230548.13 

"Vibration Controls for HVAC." 

C. Secure roof-mounted fans to roof curbs with zinc-plated hardware. See Section 077200 "Roof 
Accessories" for installation of roof curbs. 

D. Ceiling Units: Suspend units from structure; use steel wire or metal straps. 

E. Install units with clearances for service and maintenance. 

F. Label units according to requirements specified in Section 230553 "Identification for HVAC Piping and 
Equipment." 

3.2 DUCTWORK CONNECTIONS 

A. Drawings indicate general arrangement of ducts and duct accessories. Make final duct connections with 
flexible connectors. Flexible connectors are specified in Section 233300 "Air Duct Accessories." 

3.3 ELECTRICAL CONNECTIONS 

A. Connect wiring according to Section 260519 "Low-Voltage Electrical Power Conductors and Cables." 

B. Ground equipment according to Section 260526 "Grounding and Bonding for Electrical Systems." 

C. Install electrical devices furnished by manufacturer, but not factory mounted, according to NFPA 70 and 
NECA 1. 

1. Nameplate shall be laminated acrylic or melamine plastic signs, as specified in Section 260553 
"Identification for Electrical Systems." If Section 260553 does not exist, nameplate shall be 
laminated acrylic or melamine plastic signs with a black background and engraved white letters 
at least 1/2 inch high. 
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3.4 CONTROL CONNECTIONS 

A. Install control and electrical power wiring to field-mounted control devices. 

B. Connect control wiring according to Section 260523 "Control-Voltage Electrical Power Cables." 

3.5 FIELD QUALITY CONTROL  

A. Perform tests and inspections with the assistance of a factory-authorized service representative. 

B. Tests and Inspections: 

1. Verify that shipping, blocking, and bracing are removed. 
2. Verify that unit is secure on mountings and supporting devices and that connections to ducts and 

electrical components are complete. Verify that proper thermal-overload protection is installed 
in motors, starters, and disconnect switches. 

3. Verify that there is adequate maintenance and access space. 
4. Verify that cleaning and adjusting are complete. 
5. Disconnect fan drive from motor, verify proper motor rotation direction, and verify fan wheel 

free rotation and smooth bearing operation. Reconnect fan drive system, align and adjust belts, 
and install belt guards. 

6. Adjust belt tension. 
7. Adjust damper linkages for proper damper operation. 
8. Verify lubrication for bearings and other moving parts. 
9. Verify that manual and automatic volume control and fire and smoke dampers in connected 

ductwork systems are in fully open position. 
10. Disable automatic temperature-control operators, energize motor and adjust fan to indicated 

rpm, and measure and record motor voltage and amperage. 
11. Shut unit down and reconnect automatic temperature-control operators. 
12. Remove and replace malfunctioning units and retest as specified above. 

C. Test and adjust controls and safeties. Controls and equipment will be considered defective if they do not 
pass tests and inspections. 

D. Prepare test and inspection reports. 

3.6 ADJUSTING 

A. Adjust damper linkages for proper damper operation. 

B. Adjust belt tension. 

C. Comply with requirements in Section 230593 "Testing, Adjusting, and Balancing for HVAC" for testing, 
adjusting, and balancing procedures. 

D. Replace fan and motor pulleys as required to achieve design airflow. 

E. Lubricate bearings. 

.
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3.7 DEMONSTRATION 

A. Train Owner's maintenance personnel to adjust, operate, and maintain centrifugal fans. 

END OF SECTION 233423 
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SECTION 233713  
 AIR DIFFUSERS, REGISTERS AND GRILLES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 
1. Louver face diffusers. 

B. Related Requirements: 

1. Section 233300 "Air Duct Accessories" for fire and smoke dampers and volume-control dampers 
not integral to diffusers. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product including Noise Criteria (NC) ratings, throw distances in feet, and 
discharge velocities. General tables which summarize these values are acceptable for review as long as 
the conditions per the design are included within the ranges presented in such tables. 

PART 2 - PRODUCTS 

2.1 GENERAL 

A. Basis-of-Design Product: For all product types listed herein, subject to compliance with requirements, 
provide product indicated on drawings or comparable product by one of the following: 

1. Krueger. 
2. Metalaire, Inc. 
3. Nailor Industries, Inc. 
4. Price Industries. 
5. Titus. 
6. Tuttle & Bailey. 
7. Greenheck 
8. Ruskin 

2.2 LOUVER FACE DIFFUSERS 

A. Characteristics: 

1. Material: As per drawings (standard material per model number, unless otherwise noted). 
2. Finish: Baked enamel unless other indicated on drawings; color selected by Architect. 
3. Face Size and Neck Size: As indicated on drawings. 
4. Pattern: As dictated by model number indicated on drawings. 
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PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install all diffusers, grilles and registers level and plumb. 

B. Outlets and Inlets Locations: Drawings indicate general arrangement of ducts, fittings, and accessories. 
Air outlet and inlet locations have been indicated to achieve design requirements for air volume, noise 
criteria, airflow pattern, throw, and pressure drop. Make final locations where indicated, as much as 
practical. For units installed in lay-in ceiling panels, locate units in the center of panel. Where 
architectural features or other items conflict with installation, notify Architect for a determination of 
final location. 

C. Install diffusers, registers and grilles with airtight connections to ducts and to allow service and 
maintenance of dampers, air extractors, and fire dampers. 

3.2 ADJUSTING 

A. After installation, adjust diffusers, registers and grilles to air patterns indicated, or as directed, before 
starting air balancing. 

END OF SECTION 233713 
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SECTION 260519  
LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Copper building wire rated 600 V or less. 

2. Connectors, splices, and terminations rated 600 V and less. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Sustainable Design Submittals: Provide product data as required for LEED certification 

C. Product Schedule: Indicate type, use, location, and termination locations 

1.3 INFORMATIONAL SUBMITTALS 

A. Field quality-control reports. 

PART 2 - PRODUCTS 

2.1 COPPER BUILDING WIRE 

A. Description: Flexible, insulated and uninsulated, drawn copper current-carrying conductor with an 

overall insulation layer or jacket, or both, rated 600 V or less. 

B. Standards: 

1. Listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended 

location and use. 

2. RoHS compliant. 

3. Conductor and Cable Marking: Comply with wire and cable marking according to UL's "Wire and 

Cable Marking and Application Guide." 

C. Conductors: Copper, complying with ASTM B 3 for bare annealed copper and with ASTM B 8 for 

stranded conductors. 

D. Conductor Insulation: 

1. Type THHN and Type THWN-2: Comply with UL 83. 

2. Type THW and Type THW-2: Comply with NEMA WC-70/ICEA S-95-658 and UL 83. 

3. Type XHHW-2: Comply with UL 44. 
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2.2 CONNECTORS AND SPLICES 

A. Description: Factory-fabricated connectors, splices, and lugs of size, ampacity rating, material, type, and 

class for application and service indicated; listed and labeled as defined in NFPA 70, by a qualified 

testing agency, and marked for intended location and use. 

B. Jacketed Cable Connectors: For steel and aluminum jacketed cables, zinc die-cast with set screws, 

designed to connect conductors specified in this Section. 

C. Lugs: One piece, seamless, designed to terminate conductors specified in this Section. 

1. Material: Copper. 

2. Type: Two hole with standard barrels. 

3. Termination: Compression. 

PART 3 - EXECUTION 

3.1 CONDUCTOR MATERIAL APPLICATIONS 

A. Feeders: Copper; solid for No. 10 AWG and smaller; stranded for No. 8 AWG and larger. 

B. Feeders: Copper for feeders smaller than No. 4 AWG; copper for feeders No. 4 AWG and larger. 

Conductors shall be solid for No. 10 AWG and smaller; stranded for No. 8 AWG and larger. 

C. Branch Circuits: Copper. Solid for No. 10 AWG and smaller; stranded for No. 8 AWG and larger. 

3.2 CONDUCTOR INSULATION APPLICATIONS AND WIRING METHODS 

A. Feeders and Branch-Circuits: Type THHN/THWN-2, single conductors in raceway 

3.3 INSTALLATION OF CONDUCTORS AND CABLES 

A. Conceal cables in finished walls, ceilings, and floors unless otherwise indicated. 

B. Complete raceway installation between conductor and cable termination points according to 

Section 26 05 33 "Raceways and Boxes for Electrical Systems" prior to pulling conductors and cables. 

C. Use manufacturer-approved pulling compound or lubricant where necessary; compound used must not 

deteriorate conductor or insulation. Do not exceed manufacturer's recommended maximum pulling 

tensions and sidewall pressure values. 

D. Use pulling means, including fish tape, cable, rope, and basket-weave wire/cable grips, that will not 

damage cables or raceway. 

E. Install exposed cables parallel and perpendicular to surfaces of exposed structural members and follow 

surface contours where possible. 

F. Support cables according to Section 26 05 29 "Hangers and Supports for Electrical Systems." 

3.4 CONNECTIONS 

A. Tighten electrical connectors and terminals according to manufacturer's published torque-tightening 

values. If manufacturer's torque values are not indicated, use those specified in UL 486A-486B. 
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B. Make splices, terminations, and taps that are compatible with conductor material and that possess 

equivalent or better mechanical strength and insulation ratings than unspliced conductors. 

C. Wiring at Outlets: Install conductor at each outlet, with at least 12 inches (300 mm) of slack. 

3.5 IDENTIFICATION 

A. Identify and color-code conductors and cables according to Section 26 05 53 "Identification for Electrical 

Systems." 

B. Identify each spare conductor at each end with identity number and location of other end of conductor 

and identify as spare conductor. 

3.6 SLEEVE AND SLEEVE-SEAL INSTALLATION FOR ELECTRICAL PENETRATIONS 

A. Install sleeves and sleeve seals at penetrations of exterior floor and wall assemblies. 

B. Where conduits enter building from below slab, seal between concrete and sleeve as well as between 

sleeve and conduit.  

 

END OF SECTION 260519 
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SECTION 260526 
 GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes grounding and bonding systems and equipment. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1.3 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: Plans showing dimensioned as-built locations of grounding features specified in 

"Field Quality Control" Article. 

B. Qualification Data: For testing agency and testing agency's field supervisor. 

C. Field quality-control reports. 

1.4 CLOSEOUT SUBMITTALS 

A. Operation and maintenance data. 

1. Plans showing as-built, dimensioned locations of grounding features specified in "Field Quality 

Control" Article, including the following: 

a. Test wells. 

b. Ground rods. 

2. Instructions for periodic testing and inspection of grounding features at test wells based on 

NFPA 70B. 

a. Tests shall determine if ground-resistance or impedance values remain within specified 

maximums, and instructions shall recommend corrective action if values do not. 

b. Include recommended testing intervals. 

1.5 QUALITY ASSURANCE 

A. Testing Agency Qualifications: Certified by NETA. 
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PART 2 - PRODUCTS 

2.1 SYSTEM DESCRIPTION 

A. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by a qualified 

testing agency, and marked for intended location and application. 

B. Comply with UL 467 for grounding and bonding materials and equipment. 

2.2 CONDUCTORS 

A. Insulated Conductors: Copper wire or cable insulated for 600 V unless otherwise required by applicable 

Code or authorities having jurisdiction. 

B. Bare Copper Conductors: 

1. Solid Conductors: ASTM B 3. 

2. Stranded Conductors: ASTM B 8. 

3. Tinned Conductors: ASTM B 33. 

4. Bonding Cable: 28 kcmil, 14 strands of No. 17 AWG conductor, 1/4 inch (6 mm) in diameter. 

5. Bonding Conductor: No. 4 or No. 6 AWG, stranded conductor. 

6. Bonding Jumper: Copper tape, braided conductors terminated with copper ferrules; 1-5/8 inches 

(41 mm) wide and 1/16 inch (1.6 mm) thick. 

2.3 CONNECTORS 

A. Listed and labeled by an NRTL acceptable to authorities having jurisdiction for applications in which 

used and for specific types, sizes, and combinations of conductors and other items connected. 

B. Welded Connectors: Exothermic-welding kits of types recommended by kit manufacturer for materials 

being joined and installation conditions. 

C. Bus-Bar Connectors: Compression type, copper or copper alloy, with two wire terminals. 

D. Cable-to-Cable Connectors: Compression type, copper or copper alloy. 

E. Conduit Hubs: Mechanical type, terminal with threaded hub. 

F. Ground Rod Clamps: Mechanical type, copper or copper alloy, terminal with hex head bolt. 

G. Lay-in Lug Connector: Mechanical type, copper rated for direct burial terminal with set screw. 
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H. Service Post Connectors: Mechanical type, bronze alloy terminal, in short- and long-stud lengths, 

capable of single and double conductor connections. 

I. Straps: Solid copper, copper lugs. Rated for 600 A. 

J. U-Bolt Clamps: Mechanical type, copper or copper alloy, terminal listed for direct burial. 

2.4 GROUNDING ELECTRODES 

A. Ground Rods: Copper-clad steel; 3/4 inch by 10 feet (19 mm by 3 m). 

PART 3 - EXECUTION 

3.1 APPLICATIONS 

A. Conductors: Install solid conductor for No. 8 AWG and smaller, and stranded conductors for No. 6 AWG 

and larger unless otherwise indicated. 

B. Underground Grounding Conductors: Install bare copper conductor, No. 2/0 AWG minimum. 

1. Bury at least 24 inches (600 mm) below grade. 

C. Conductor Terminations and Connections: 

1. Pipe and Equipment Grounding Conductor Terminations: Bolted connectors. 

2. Underground Connections: Welded connectors except at test wells and as otherwise indicated. 

3. Connections to Ground Rods at Test Wells: Bolted connectors. 

4. Connections to Structural Steel: Welded connectors. 

3.2 EQUIPMENT GROUNDING 

A. Install insulated equipment grounding conductors with all feeders and branch circuits. 

B. Install insulated equipment grounding conductors with the following items, in addition to those required 

by NFPA 70: 

1. Feeders and branch circuits. 

2. Lighting circuits. 

11/13/20



 

  
  260526 - Page 4 of 5 GROUNDING AND BONDING FOR  
Encotech Engineering Consultants TBPE Firm 1141  ELECTRICAL SYSTEMS 
 
 

3.3 INSTALLATION 

A. Grounding Conductors: Route along shortest and straightest paths possible unless otherwise indicated 

or required by Code. Avoid obstructing access or placing conductors where they may be subjected to 

strain, impact, or damage. 

B. Ground Rods: Drive rods until tops are 2 inches (50 mm) below finished floor or final grade unless 

otherwise indicated. 

1. Interconnect ground rods with grounding electrode conductor below grade and as otherwise 

indicated. Make connections without exposing steel or damaging coating if any. 

C. Bonding Straps and Jumpers: Install in locations accessible for inspection and maintenance except 

where routed through short lengths of conduit. 

1. Bonding to Structure: Bond straps directly to basic structure, taking care not to penetrate any 

adjacent parts. 

2. Bonding to Equipment Mounted on Vibration Isolation Hangers and Supports: Install bonding so 

vibration is not transmitted to rigidly mounted equipment. 

3. Use exothermic-welded connectors for outdoor locations; if a disconnect-type connection is 

required, use a bolted clamp. 

3.4 FIELD QUALITY CONTROL 

A. Perform tests and inspections. 

B. Tests and Inspections: 

1. After installing grounding system but before permanent electrical circuits have been energized, 
test for compliance with requirements. 

2. Inspect physical and mechanical condition. Verify tightness of accessible, bolted, electrical 
connections with a calibrated torque wrench according to manufacturer's written instructions. 

3. Test completed grounding system at each location where a maximum ground-resistance level is 
specified, at service disconnect enclosure grounding terminal, at ground test wells, and at 
individual ground rods. Make tests at ground rods before any conductors are connected. 
a. Measure ground resistance no fewer than two full days after last trace of precipitation 

and without soil being moistened by any means other than natural drainage or seepage 
and without chemical treatment or other artificial means of reducing natural ground 
resistance. 

b. Perform tests by fall-of-potential method according to IEEE 81. 
4. Prepare dimensioned Drawings locating each test well, ground rod and ground-rod assembly, 

and other grounding electrodes. Identify each by letter in alphabetical order, and key to the 
record of tests and observations. Include the number of rods driven and their depth at each 
location and include observations of weather and other phenomena that may affect test results. 
Describe measures taken to improve test results. 
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C. Grounding system will be considered defective if it does not pass tests and inspections. 

D. Prepare test and inspection reports. 

E. Report measured ground resistances that exceed the following values: 

1. Power and Lighting Equipment or System with Capacity of 500 kVA and Less: 10 ohms. 
2. Power and Lighting Equipment or System with Capacity of 500 to 1000 kVA: 5 ohms. 

F. Excessive Ground Resistance: If resistance to ground exceeds specified values, notify Architect promptly 

and include recommendations to reduce ground resistance. 

 

 

END OF SECTION 260526 
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SECTION 260529   
HANGERS AND SUPPORTS FOR ELECTRICAL SYSTEMS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Steel slotted support systems. 

2. Conduit and cable support devices. 

3. Structural steel for fabricated supports and restraints. 

4. Mounting, anchoring, and attachment components, including powder-actuated fasteners, 

mechanical expansion anchors, concrete inserts, clamps, through bolts, toggle bolts, and hanger 

rods. 

5. Fabricated metal equipment support assemblies. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: For fabrication and installation details for electrical hangers and support systems. 

1. Hangers. Include product data for components. 

2. Slotted support systems. 

3. Equipment supports. 

1.3 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: Details, drawn to scale, and coordinated with each other, using input from 

installers of the items involved. 

B. Welding certificates. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Surface-Burning Characteristics: Comply with ASTM E 84; testing by a qualified testing agency. Identify 

products with appropriate markings of applicable testing agency. 

1. Flame Rating: Class 1. 

2. Self-extinguishing according to ASTM D 635. 

2.2 SUPPORT, ANCHORAGE, AND ATTACHMENT COMPONENTS 

A. Steel Slotted Support Systems: Preformed steel channels and angles with minimum 13/32-inch- (10-

mm-) diameter holes at a maximum of 8 inches (200 mm) o.c. in at least one surface. 

1. Standard: Comply with MFMA-4 factory-fabricated components for field assembly. 
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2. Material for Channel, Fittings, and Accessories: Galvanized steel in all areas other than 

wet/chemical where Stainless steel, Type 304 is required. 

3. Channel Width: Selected for applicable load criteria. 

4. Metallic Coatings: Hot-dip galvanized after fabrication and applied according to MFMA-4. 

5. Nonmetallic Coatings: Manufacturer's standard PVC, polyurethane, or polyester coating applied 

according to MFMA-4. 

6. Painted Coatings: Manufacturer's standard painted coating applied according to MFMA-4. 

7. Protect finishes on exposed surfaces from damage by applying a strippable, temporary protective 

covering before shipping. 

B. Conduit and Cable Support Devices: Steel hangers, clamps, and associated fittings, designed for types 

and sizes of raceway or cable to be supported. 

C. Structural Steel for Fabricated Supports and Restraints: ASTM A 36/A 36M steel plates, shapes, and bars; 

black and galvanized. 

D. Mounting, Anchoring, and Attachment Components: Items for fastening electrical items or their 

supports to building surfaces include the following: 

1. Powder-Actuated Fasteners: Threaded-steel stud, for use in hardened Portland cement concrete, 

steel, or wood, with tension, shear, and pullout capacities appropriate for supported loads and 

building materials where used. 

2. Mechanical-Expansion Anchors: Insert-wedge-type, stainless steel, for use in hardened Portland 

cement concrete, with tension, shear, and pullout capacities appropriate for supported loads and 

building materials where used. 

3. Concrete Inserts: Steel or malleable-iron, slotted support system units are similar to MSS Type 18 

units and comply with MFMA-4 or MSS SP-58. 

4. Clamps for Attachment to Steel Structural Elements: MSS SP-58 units are suitable for attached 

structural element. 

5. Through Bolts: Structural type, hex head, and high strength. Comply with ASTM A 325. 

6. Toggle Bolts: All-steel springhead type. 

2.3 FABRICATED METAL EQUIPMENT SUPPORT ASSEMBLIES 

A. Description: Welded or bolted structural-steel shapes, shop or field fabricated to fit dimensions of 

supported equipment. 

B. Materials: Comply with requirements in Section 05 5000 "Metal Fabrications" for steel shapes and 

plates. 

PART 3 - EXECUTION 

3.1 APPLICATION 

A. Comply with the following standards for application and installation requirements of hangers and 

supports, except where requirements on Drawings or in this Section are stricter: 

1. NECA 1. 

260529 "Hangers and Supports for Electrical Systems."
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2. NECA 101 

3. NECA 102. 

4. NECA 105. 

5. NECA 111. 

B. Comply with requirements for raceways and boxes specified in Section SS26 05 33 "Raceways and Boxes 

for Electrical Systems." 

C. Maximum Support Spacing and Minimum Hanger Rod Size for Raceways: Space supports for EMT and 

RMC as scheduled in NECA 1, where its Table 1 lists maximum spacings that are less than those stated in 

NFPA 70.  

D. Multiple Raceways or Cables: Install supports fabricated with steel slotted support system, sized so 

capacity can be increased by at least 25 percent in future without exceeding specified design load limits. 

1. Secure raceways and cables to these supports with two-bolt conduit clamps. 

E. Spring-steel clamps designed for supporting single conduits without bolts may be used for 1-1/2-inch 

(38-mm) and smaller raceways serving branch circuits and for fastening raceways to trapeze supports. 

3.2 SUPPORT INSTALLATION 

A. Comply with NECA 1 and NECA 101 for installation requirements except as specified in this article. 

B. Raceway Support Methods: In addition to methods described in NECA 1, EMT and RMC may be 

supported by openings through structure members, according to NFPA 70. 

C. Strength of Support Assemblies: Where not indicated, select sizes of components so strength will be 

adequate to carry present and future static loads within specified loading limits. Minimum static design 

load used for strength determination shall be weight of supported components plus 200 lb (90 kg). 

D. Mounting and Anchorage of Surface-Mounted Equipment and Components: Anchor and fasten electrical 

items and their supports to building structural elements by the following methods unless otherwise 

indicated by code: 

1. To Wood: Fasten with lag screws or through bolts. 

2. To Concrete: Bolt to concrete inserts. 

3. To Masonry: Approved toggle-type bolts on hollow masonry units and expansion anchor 

fasteners on solid masonry units. 

4. Instead of expansion anchors, powder-actuated driven threaded studs provided with lock 

washers and nuts may be used in existing standard-weight concrete 4 inches (100 mm) thick or 

greater. Do not use for anchorage to lightweight-aggregate concrete or for slabs less than 4 

inches (100 mm) thick. 

5. Items Mounted on Hollow Walls and Nonstructural Building Surfaces: Mount cabinets, 

panelboards, disconnect switches, control enclosures, pull and junction boxes, transformers, and 

other devices on slotted-channel racks attached to substrate by means that comply with 

anchorage requirements. 

E. Drill holes for expansion anchors in concrete at locations and to depths that avoid the need for 

reinforcing bars. 
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3.3 INSTALLATION OF FABRICATED METAL SUPPORTS 

A. Comply with installation requirements in Metal Fabrications section for site-fabricated metal supports. 

B. Cut, fit, and place miscellaneous metal supports accurately in location, alignment, and elevation to 

support and anchor electrical materials and equipment. 

C. Field Welding: Comply with AWS D1.1/D1.1M. 

 

END OF SECTION 260529 
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SECTION 260533  
RACEWAYS AND BOXES FOR ELECTRICAL SYSTEMS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Metal conduits and fittings. 

2. Nonmetallic conduits and fittings. 

3. Surface raceways. 

4. Boxes, enclosures, and cabinets. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: For custom enclosures and cabinets. Include plans, elevations, sections, and attachment 

details. 

1.3 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: Conduit routing plans, drawn to scale, on which the following items are shown 

and coordinated with each other, using input from installers of items involved: 

1. Structural members in paths of conduit groups with common supports. 

2. Equipment and architectural features in paths of conduit groups with common supports. 

PART 2 - PRODUCTS 

2.1 METAL CONDUITS AND FITTINGS 

A. Metal Conduit: 

1. Listing and Labeling: Metal conduits, tubing, and fittings shall be listed and labeled as defined in 

NFPA 70, by a qualified testing agency, and marked for intended location and application. 

2. GRC: Comply with ANSI C80.1 and UL 6. 

3. PVC-Coated Steel Conduit: PVC-coated rigid steel conduit. 

a. Comply with NEMA RN 1. 

b. Coating Thickness: 0.040 inch (1 mm), minimum. 

4. FMC: Comply with UL 1; zinc-coated steel. 

5. LFMC: Flexible steel conduit with PVC jacket and complying with UL 360. 

B. Metal Fittings: Comply with NEMA FB 1 and UL 514B. 

1. Listing and Labeling: Listed and labeled as defined in NFPA 70, by a qualified testing agency, and 

marked for intended location and application. 

2. Fittings, General: Listed and labeled for type of conduit, location, and use. 

3. Conduit Fittings for Hazardous (Classified) Locations: Comply with UL 1203 and NFPA 70. 

4. Coating for Fittings for PVC-Coated Conduit: Minimum thickness of 0.040 inch (1 mm), with 

overlapping sleeves protecting threaded joints. 
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C. Joint Compound for GRC: Approved, as defined in NFPA 70, by authorities having jurisdiction for use in 

conduit assemblies, and compounded for use to lubricate and protect threaded conduit joints from 

corrosion and to enhance their conductivity. 

2.2 NONMETALLIC CONDUITS AND FITTINGS 

A. Listing and Labeling: Listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked 

for intended location and application. 

1. ENT: Comply with NEMA TC 13 and UL 1653. 

B. Nonmetallic Fittings: 

1. Fittings, General: Listed and labeled for type of conduit, location, and use. 

2. Fittings for ENT: Comply with NEMA TC 3; match to conduit or tubing type and material. 

3. Solvents and Adhesives: As recommended by conduit manufacturer. 

2.3 BOXES, ENCLOSURES, AND CABINETS 

A. General Requirements for Boxes, Enclosures, and Cabinets: Boxes, enclosures, and cabinets installed in 

wet locations shall be listed for use in wet locations. 

B. Small Sheet Metal Pull and Junction Boxes: NEMA OS 1. 

C. Cast-Metal Access, Pull, and Junction Boxes: Comply with NEMA FB 1 and UL 1773, stainless steel with 

gasketed cover. 

D. Box extensions used to accommodate new building finishes shall be of same material as recessed box. 

E. Hinged-Cover Enclosures: Comply with UL 50 and NEMA 250, Type 1 (interior), Type 3R (exterior) or 

Type 4 (chemical) with continuous-hinge cover with flush latch unless otherwise indicated. 

1. Metal Enclosures: Steel, finished inside and out with manufacturer's standard enamel. 

2. Interior Panels: Steel; all sides finished with manufacturer's standard enamel. 

F. Cabinets: 

1. NEMA 250, Type 1 (interior), Type 3R (exterior) or Type 4X (chemical) stainless-steel box with 

removable interior panel and removable front, finished inside and out with manufacturer's 

standard enamel. 

2. Hinged door in front cover with flush latch and concealed hinge. 

3. Key latch to match panelboards. 

4. Metal barriers to separate wiring of different systems and voltage. 

5. Accessory feet where required for freestanding equipment. 

PART 3 - EXECUTION 

3.1 RACEWAY APPLICATION 

A. Outdoors: Apply raceway products as specified below unless otherwise indicated: 

1. Exposed Conduit: GRC. 

2. Concealed Conduit, Aboveground: GRC. 

3. Underground Conduit: RNC, Type EPC-40-PVC direct buried. 
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4. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, Electric 

Solenoid, or Motor-Driven Equipment): LFMC. 

5. Boxes and Enclosures, Aboveground: NEMA 250, Type 3R or 4X as noted on drawings. 

B. Indoors: Apply raceway products as specified below unless otherwise indicated. 

1. Exposed, Not Subject to Physical Damage: GRC. 

2. Exposed and Subject to Physical Damage: GRC.  

3. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, Electric 

Solenoid, or Motor-Driven Equipment): FMC, except use LFMC in damp or wet locations. 

4. Damp or Wet Locations: GRC. 

5. Boxes and Enclosures: NEMA 250, Type 4X stainless steel in wet/chemical locations. 

C. Minimum Raceway Size: 3/4-inch (21-mm) trade size. 

D. Raceway Fittings: Compatible with raceways and suitable for use and location. 

1. Rigid and Intermediate Steel Conduit: Use threaded rigid steel conduit fittings unless otherwise 

indicated. Comply with NEMA FB 2.10. 

2. PVC Externally Coated, Rigid Steel Conduits: Use only fittings listed for use with this type of 

conduit. Patch and seal all joints, nicks, and scrapes in PVC coating after installing conduits and 

fittings. Use sealant recommended by fitting manufacturer and apply in thickness and number of 

coats recommended by manufacturer. 

3. Flexible Conduit: Use only fittings listed for use with flexible conduit. Comply with NEMA FB 2.20. 

E. Install surface raceways only where indicated on Drawings. 

3.2 INSTALLATION 

A. Comply with NECA 1 and NECA 101 for installation requirements except where requirements on 

Drawings or in this article are stricter. Comply with NFPA 70 limitations for types of raceways allowed in 

specific occupancies and number of floors. 

B. Comply with requirements in Section 26 05 29 "Hangers and Supports for Electrical Systems" for 

hangers and supports. 

C. Arrange stub-ups so curved portions of bends are not visible above finished slab. 

D. Install no more than the equivalent of three 90-degree bends in any conduit run except for control 

wiring conduits, for which fewer bends are allowed. Support within 12 inches (300 mm) of changes in 

direction. 

E. Conceal conduit within finished walls, ceilings, and floors unless otherwise indicated. Install conduits 

parallel or perpendicular to building lines. 

F. Support conduit within 12 inches (300 mm) of enclosures to which attached. 

G. Threaded Conduit Joints, Exposed to Wet, Damp, Corrosive, or Outdoor Conditions: Apply listed 

compound to threads of raceway and fittings before making up joints. Follow compound manufacturer's 

written instructions. 

H. Coat field-cut threads on PVC-coated raceway with a corrosion-preventing conductive compound prior 

to assembly. 
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I. Raceway Terminations at Locations Subject to Moisture or Vibration: Use insulating bushings to protect 

conductors including conductors smaller than No. 4 AWG. 

J. Terminate threaded conduits into threaded hubs or with locknuts on inside and outside of boxes or 

cabinets. Install bushings on conduits up to 1-1/4-inch (35-mm) trade size and insulated throat metal 

bushings on 1-1/2-inch (41-mm) trade size and larger conduits terminated with locknuts. Install 

insulated throat metal grounding bushings on service conduits. 

K. Install pull wires in empty raceways. Use polypropylene or monofilament plastic line with not less than 

200-lb (90-kg) tensile strength. Leave at least 12 inches (300 mm) of slack at each end of pull wire. Cap 

underground raceways designated as spare above grade alongside raceways in use. 

L. Surface Raceways: 

1. Install surface raceway with a minimum 2-inch (50-mm) radius control at bend points. 

2. Secure surface raceway with screws or other anchor-type devices at intervals not exceeding 48 

inches (1200 mm) and with no less than two supports per straight raceway section. Support 

surface raceway according to manufacturer's written instructions. Tape and glue are not 

acceptable support methods. 

M. Install raceway sealing fittings at accessible locations according to NFPA 70 and fill them with listed 

sealing compound. For concealed raceways, install each fitting in a flush steel box with a blank cover 

plate having a finish similar to that of adjacent plates or surfaces. 

N. Install devices to seal raceway interiors at accessible locations. Locate seals so no fittings or boxes are 

between the seal and the following changes of environments. Seal the interior of all raceways at the 

following points: 

1. Where conduits pass from warm to cold locations, such as boundaries of refrigerated spaces. 

2. Where an underground raceway enters a building or structure. 

3. Where otherwise required by NFPA 70. 

O. Flexible Conduit Connections: Comply with NEMA RV 3. Use a maximum of 72 inches (1830 mm) of 

flexible conduit for recessed and semi-recessed luminaires, equipment subject to vibration, noise 

transmission, or movement; and for transformers and motors. 

1. Use LFMC in damp or wet locations subject to severe physical damage. 

2. Use LFMC in damp or wet locations not subject to severe physical damage. 

P. Fasten junction and pull boxes to or support from building structure. Do not support boxes by conduits. 

3.3 INSTALLATION OF UNDERGROUND CONDUIT 

A. Direct-Buried Conduit: 
1. Excavate trench bottom to provide firm and uniform support for conduit. 
2. After installing conduit, backfill and compact. Start at tie-in point, and work toward end of 

conduit run, leaving conduit at end of run free to move with expansion and contraction as 
temperature changes during this process. Firmly hand tamp backfill around conduit to provide 
maximum supporting strength. After placing controlled backfill to within 12 inches (300mm) of 
finished grade, make final conduit connection at end of run and complete backfilling with normal 
compaction. 

3. Install rigid steel conduits elbows for stub-ups at equipment and through floo.r 
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3.4 PROTECTION 

A. Protect coatings, finishes, and cabinets from damage and deterioration. 

1. Repair damage to galvanized finishes with zinc-rich paint recommended by manufacturer. 

2. Repair damage to PVC coatings or paint finishes with matching touchup coating recommended 

by manufacturer. 

 

END OF SECTION 260533 
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SECTION 260553  
IDENTIFICATION FOR ELECTRICAL SYSTEMS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 

Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes Color and legend requirements for raceways, conductors, and warning labels and signs, 

and all materials required for identification. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Comply with ASME A13.1 and IEEE C2. 

B. Comply with NFPA 70. 

C. Comply with 29 CFR 1910.144 and 29 CFR 1910.145. 

D. Comply with ANSI Z535.4 for safety signs and labels. 

E. Adhesive-attached labeling materials, including label stocks, laminating adhesives, and inks used by 

label printers, shall comply with UL 969. 

F. Thermal Movements: Allow for thermal movements from ambient and surface temperature changes. 

2.2 COLOR AND LEGEND REQUIREMENTS 

A. Raceways and Cables Carrying Circuits at 600 V or Less: 

1. Black letters on an orange field. 

2. Legend: Indicate voltage and system or service type. 

B. Color-Coding for Phase- and Voltage-Level Identification, 600 V or Less: Match existing branch-circuit 

and feeder color-coding for ungrounded conductors and meet COA Ordinance requirements. 

1. Color shall be factory applied or field applied for sizes larger than No. 8 AWG if authorities having 

jurisdiction permit. 

2. Color for ungrounded, neutral conductors: White. 

3. Color for Equipment Grounds: Green. 

C. Warning Label Colors: 

1. Identify system voltage with black letters on an orange background. 
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D. Equipment Identification Labels: 

1. White letters on a black field. 

2.3 LABELS 

A. Vinyl Wraparound Labels: Preprinted, flexible labels laminated with a clear, weather- and chemical-

resistant coating and matching wraparound clear adhesive tape for securing label ends. 

B. Snap-around Labels: Slit, pre-tensioned, flexible, preprinted, color-coded acrylic sleeves, with diameters 

sized to suit diameter and that stay in place by gripping action. 

C. Self-Adhesive Wraparound Labels: Preprinted 3-mil- (0.08-mm-) thick, vinyl flexible label with acrylic 

pressure-sensitive adhesive. 

1. Self-Lamination: Clear; UV-, weather- and chemical-resistant; self-laminating, protective shield 

over the legend. Labels sized such that the clear shield overlaps the entire printed legend. 

2. Marker for Labels: Machine-printed, permanent, waterproof, black ink recommended by printer 

manufacturer. 

D. Self-Adhesive Labels: Vinyl, thermal, transfer-printed, 3-mil- (0.08-mm-) thick, multicolor, weather- and 

UV-resistant, pressure-sensitive adhesive labels, configured for intended use and location. 

1. Minimum Nominal Size: 

a. 1-1/2 by 6 inches (37 by 150 mm) for raceway and conductors. 

b. 3-1/2 by 5 inches (76 by 127 mm) for equipment. 

c. As required by authorities having jurisdiction. 

2.4 BANDS AND TUBES 

A. Snap-around, Color-Coding Bands: Slit, pretensioned, flexible, solid-colored acrylic sleeves, 2 inches (50 

mm) long, with diameters sized to suit diameter and that stay in place by gripping action. 

B. Heat-Shrink Preprinted Tubes: Flame-retardant polyolefin tubes with machine-printed identification 

labels, sized to suit diameters of and shrunk to fit firmly around item being identified. Full shrink 

recovery occurs at a maximum of 200 deg F (93 deg C). Comply with UL 224. 

2.5 TAPES AND STENCILS 

A. Marker Tapes: Vinyl or vinyl-cloth, self-adhesive wraparound type, with circuit identification legend 

machine printed by thermal transfer or equivalent process. 

B. Self-Adhesive Vinyl Tape: Colored, heavy duty, waterproof, fade resistant; not less than 3 mils (0.08 mm) 

thick by 1 to 2 inches (25 to 50 mm) wide; compounded for outdoor use. 

C. Tape and Stencil: 4-inch- (100-mm-) wide black stripes on 10-inch (250-mm) centers placed diagonally 

over orange background and is 12 inches (300 mm) wide. Stop stripes at legends. 

D. Stenciled Legend: In nonfading, waterproof, black ink or paint. Minimum letter height shall be 1 inch (25 

mm). 

2.6 TAGS 

A. Write-on Tags: 
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1. Polyester Tags: 0.010 inch (0.25 mm) thick, with corrosion-resistant grommet and cable tie for 

attachment. 

2. Marker for Tags: Permanent, waterproof, black ink marker recommended by tag manufacturer. 

3. Marker for Tags: Machine-printed, permanent, waterproof, black ink marker recommended by 

printer manufacturer. 

2.7 SIGNS 

A. Laminated Acrylic or Melamine Plastic Signs: 

1. Engraved legend. 

2. Thickness: 

a. For signs up to 20 sq. in. (129 sq. cm), minimum 1/16 inch (1.6 mm) thick. 

b. For signs larger than 20 sq. in. (129 sq. cm), 1/8 inch (3.2 mm) thick. 

c. Engraved legend with white letters on a black background. 

d. Self-adhesive. 

e. Framed with mitered acrylic molding and arranged for attachment at applicable 

equipment. 

2.8 CABLE TIES 

A. General-Purpose Cable Ties: Fungus inert, self-extinguishing, one piece, self-locking, and Type 6/6 nylon. 

1. Minimum Width: 3/16 inch (5 mm). 

2. Tensile Strength at 73 Deg F (23 Deg C) according to ASTM D 638: 12,000 psi (82.7 MPa). 

3. Temperature Range: Minus 40 to plus 185 deg F (Minus 40 to plus 85 deg C). 

4. Color: Black, except where used for color-coding. 

B. UV-Stabilized Cable Ties: Fungus inert, designed for continuous exposure to exterior sunlight, self-

extinguishing, one piece, self-locking, and Type 6/6 nylon. 

1. Minimum Width: 3/16 inch (5 mm). 

2. Tensile Strength at 73 Deg F (23 Deg C) according to ASTM D 638: 12,000 psi (82.7 MPa). 

3. Temperature Range: Minus 40 to plus 185 deg F (Minus 40 to plus 85 deg C). 

4. Color: Black. 

2.9 MISCELLANEOUS IDENTIFICATION PRODUCTS 

A. Fasteners for Labels and Signs: Self-tapping, stainless-steel screws or stainless-steel machine screws 

with nuts and flat and lock washers. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Verify and coordinate identification names, abbreviations, colors, and other features with requirements 

in other Sections requiring identification applications, Drawings, Shop Drawings, manufacturer's wiring 

diagrams, and operation and maintenance manual. Use consistent designations throughout Project. 

B. Install identifying devices before installing ceilings and similar concealment. 
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C. Verify identity of each item before installing identification products. 

D. Coordinate identification with Project Drawings, manufacturer's wiring diagrams, and operation and 

maintenance manual. 

E. Apply identification devices to surfaces that require finish after completing finish work. 

F. Install signs with approved legend to facilitate proper identification, operation, and maintenance of 

electrical systems and connected items. 

G. Self-Adhesive Identification Products: Before applying electrical identification products, clean substrates 

of substances that could impair bond, using materials and methods recommended by manufacturer of 

identification product. 

H. System Identification for Raceways and Cables under 600 V: Identification shall completely encircle 

cable or conduit. Place identification of two-color markings in contact, side by side. 

1. Secure tight to surface of conductor, cable, or raceway. 

I. Vinyl Wraparound Labels: 

1. Secure tight to surface at a location with high visibility and accessibility. 

2. Attach labels that are not self-adhesive type with clear vinyl tape, with adhesive appropriate to 

the location and substrate. 

J. Snap-around Labels: Secure tight to surface at a location with high visibility and accessibility. 

K. Self-Adhesive Wraparound Labels: Secure tight to surface of raceway or cable at a location with high 

visibility and accessibility. 

L. Self-Adhesive Labels: 

1. On each unit of equipment, install unique designation label that is consistent with wiring 

diagrams, schedules, and operation and maintenance manual. 

2. Unless otherwise indicated, provide a single line of text with 1/2-inch- (13-mm-) high letters on 1-

1/2-inch- (38-mm-) high label; where two lines of text are required, use labels 2 inches (50 mm) 

high. 

M. Snap-around Color-Coding Bands: Secure tight to surface at a location with high visibility and 

accessibility. 

N. Heat-Shrink, Preprinted Tubes: Secure tight to surface at a location with high visibility and accessibility. 

O. Marker Tapes: Secure tight to surface at a location with high visibility and accessibility. 

P. Self-Adhesive Vinyl Tape: Secure tight to surface at a location with high visibility and accessibility. 

1. Field-Applied, Color-Coding Conductor Tape: Apply in half-lapped turns for a minimum distance 

of 6 inches (150 mm) where splices or taps are made. Apply last two turns of tape with no 

tension to prevent possible unwinding. 

Q. Tape and Stencil: Comply with requirements in painting Sections for surface preparation and paint 

application. 

R. Write-on Tags: 

1. Place in a location with high visibility and accessibility. 

2. Secure using general-purpose (indoors) or UV-stabilized (outdoors) cable ties. 
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S. Laminated Acrylic or Melamine Plastic Signs: 

1. Attach signs and plastic labels that are not self-adhesive type with mechanical fasteners 

appropriate to the location and substrate. 

2. Unless otherwise indicated, provide a single line of text with 1/2-inch- (13-mm-) high letters on 

minimum 1-1/2-inch- (38-mm-) high sign; where two lines of text are required, use signs 

minimum 2 inches (50 mm) high. 

T. Cable Ties: General purpose, for attaching tags, except as listed below: 

1. Outdoors: UV-stabilized nylon. 

3.2 IDENTIFICATION SCHEDULE 

A. Install identification materials and devices at locations for most convenient viewing without interference 

with operation and maintenance of equipment. Install access doors or panels to provide view of 

identifying devices. 

B. Identify conductors, cables, and terminals in enclosures and at junctions, terminals, pull points, and 

locations of high visibility. Identify by system and circuit designation. 

C. Accessible Raceways, 600 V or Less, for Service, Feeder, and Branch Circuits, More Than 30A and 120V 

to Ground: Identify with self-adhesive raceway labels. 

1. Locate identification at changes in direction, at penetrations of walls and floors, at 50-foot (15-m) 

maximum intervals in straight runs, and at 25-foot (7.6-m) maximum intervals in congested 

areas. 

D. Power-Circuit Conductor Identification, 600 V or Less: For conductors in pull and junction boxes, use 

self-adhesive wraparound labels to identify the phase. 

1. Locate identification at changes in direction, at penetrations of walls and floors, at 50-foot (15-m) 

maximum intervals in straight runs, and at 25-foot (7.6-m) maximum intervals in congested 

areas. 

E. Instructional Signs: Self-adhesive labels, including the color code for grounded and ungrounded 

conductors. 

F. Warning Labels for Indoor Cabinets, Boxes, and Enclosures for Power and Lighting: Self-adhesive 

equipment labels. 

1. Apply to exterior of door, cover, or other access. 

2. For equipment with multiple power or control sources, apply to door or cover of equipment, 

including, but not limited to, the following: 

a. Controls with external control power connections. 

G. Operating Instruction Signs: Laminated acrylic or melamine plastic signs. 

H. Equipment Identification Labels: 

1. Indoor Equipment: Self-adhesive laminated acrylic or melamine plastic sign. 

2. Outdoor Equipment: Laminated acrylic or melamine sign. 

 

END OF SECTION 260553 
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SECTION 262726  
WIRING DEVICES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Straight-blade convenience receptacles. 

2. GFCI receptacles. 

3. Toggle switches. 

4. Wall switch sensor light switches with dual technology sensors. 

5. Wall plates. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1.3 INFORMATIONAL SUBMITTALS 

A. Field quality-control reports. 

1.4 CLOSEOUT SUBMITTALS 

A. Operation and maintenance data. 

PART 2 - PRODUCTS 

2.1 GENERAL WIRING-DEVICE REQUIREMENTS 

A. Wiring Devices, Components, and Accessories: Listed and labeled as defined in NFPA 70, by a qualified 

testing agency, and marked for intended location and application. 

B. Comply with NFPA 70. 

C. Devices that are manufactured for use with modular plug-in connectors may be substituted under the 

following conditions: 

1. Connectors shall comply with UL 2459 and shall be made with stranding building wire. 

2. Devices shall comply with the requirements in this Section. 

D. Devices for Owner-Furnished Equipment: 

1. Receptacles: Match plug configurations. 

E. Source Limitations: Obtain each type of wiring device and associated wall plate from single source from 

single manufacturer. 

2.2 STRAIGHT-BLADE RECEPTACLES 

A. Duplex Convenience Receptacles, 125 V, 20 A: Comply with NEMA WD 1, NEMA WD 6 Configuration 5-

20R, UL 498, and FS W-C-596. 
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2.3 GFCI RECEPTACLES 

A. General Description: 

1. 125 V, 20 A, straight blade, non-feed-through type. 

2. Comply with NEMA WD 1, NEMA WD 6 Configuration 5-20R, UL 498, UL 943 Class A, and FS W-C-

596. 

3. Include indicator light that shows when the GFCI has malfunctioned and no longer provides 

proper GFCI protection. 

2.4 TOGGLE SWITCHES 

A. Comply with NEMA WD 1, UL 20, and FS W-S-896. 

B. Switches, 120/277 V, 20 A. Single-pole or three-way as indicated on drawings. 

C. Pilot-Light Switches, 120/277 V, 20 A: 

1. Description: Single pole, with LED-lighted handle, illuminated when switch is off. 

D. Key-Operated Switches, 120/277 V, 20 A: 

1. Description: Single pole, with factory-supplied key in lieu of switch handle. 

2.5 WALL SWITCH SENSOR LIGHT SWITCH, DUAL TECHNOLOGY 

A. Description: Switchbox-mounted, combination lighting-control sensor and conventional switch lighting-

control unit using dual technology. 

1. Connections: Hard wired. 

2. Rated 10 A at 120-V ac for fluorescent or LED lighting, and 1/4 hp at 120-V ac. 

3. Adjustable time delay. 

4. Able to be locked to Manual-On mode. 

5. Automatic Light-Level Sensor: Adjustable from 2 to 200 fc (21.5 to 2152 lux). 

6. Comply with NEMA WD 1, UL 20, and FS W-S-896. 

2.6 WALL PLATES 

A. Single and combination types shall match corresponding wiring devices. 

1. Plate-Securing Screws: Metal with head color to match plate finish. 

2. Material for Interior, Dry Locations: 0.035-inch- (1-mm-) thick, satin-finished, Type 302 stainless 

steel. 

3. Material for Damp Locations: Cast aluminum with spring-loaded lift cover, and listed and labeled 

for use in wet and damp locations. 

B. Wet-Location, Weatherproof Cover Plates: NEMA 250, complying with Type 3R, weather-resistant, die-

cast aluminum with lockable cover. 

2.7 FINISHES 

A. Device Color: 

1. Wiring Devices: White, unless otherwise selected by Architect or unless otherwise indicated or 

required by NFPA 70 for device listing. 
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PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Comply with NECA 1, including mounting heights listed in that standard, unless otherwise indicated. 

B. Coordination with Other Trades: 

1. Protect installed devices and their boxes. Do not place wall finish materials over device boxes 

and do not cut holes for boxes with routers that are guided by riding against outside of boxes. 

2. Keep outlet boxes free of plaster, drywall joint compound, mortar, cement, concrete, dust, paint, 

and other material that may contaminate the raceway system, conductors, and cables. 

3. Install device boxes in brick or block walls so that the cover plate does not cross a joint unless the 

joint is troweled flush with the face of the wall. 

4. Install wiring devices after all wall preparation, including painting, is complete. 

C. Conductors: 

1. Do not strip insulation from conductors until right before they are spliced or terminated on 

devices. 

2. Strip insulation evenly around the conductor using tools designed for the purpose. Avoid scoring 

or nicking of solid wire or cutting strands from stranded wire. 

3. The length of free conductors at outlets for devices shall meet provisions of NFPA 70, Article 300, 

without pigtails. 

D. Device Installation: 

1. Replace devices that have been in temporary use during construction and that were installed 

before building finishing operations were complete. 

2. Keep each wiring device in its package or otherwise protected until it is time to connect 

conductors. 

3. Do not remove surface protection, such as plastic film and smudge covers, until the last possible 

moment. 

4. Connect devices to branch circuits using pigtails that are not less than 6 inches (152 mm) in 

length. 

5. When there is a choice, use side wiring with binding-head screw terminals. Wrap solid conductor 

tightly clockwise, two-thirds to three-fourths of the way around terminal screw. 

6. Use a torque screwdriver when a torque is recommended or required by manufacturer. 

7. When conductors larger than No. 12 AWG are installed on 15- or 20-A circuits, splice No. 12 AWG 

pigtails for device connections. 

8. Tighten unused terminal screws on the device. 

9. When mounting into metal boxes, remove the fiber or plastic washers used to hold device-

mounting screws in yokes, allowing metal-to-metal contact. 

E. Receptacle Orientation: 

1. Install ground pin of vertically mounted receptacles down, and on horizontally mounted 

receptacles to the left. 

F. Device Plates: Do not use oversized or extra-deep plates. Repair wall finishes and remount outlet boxes 

when standard device plates do not fit flush or do not cover rough wall opening. 

G. Arrangement of Devices: Unless otherwise indicated, mount flush, with long dimension vertical and with 

grounding terminal of receptacles on top. Group adjacent switches under single, multi-gang wall plates. 
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H. GFCI Receptacles: Install non-feed-through-type GFCI receptacles where protection of downstream 

receptacles is not required. 

3.2 FIELD QUALITY CONTROL 

A. Test Instruments: Use instruments that comply with UL 1436. 

B. Test Instrument for Convenience Receptacles: Digital wiring analyzer with digital readout or illuminated 

digital-display indicators of measurement. 

C. Perform the following tests and inspections: 

1. Tests for Convenience Receptacles: 

a. Line Voltage: Acceptable range is 105 to 132 V. 

b. Percent Voltage Drop under 15-A Load: A value of 6 percent or higher is unacceptable. 

c. Ground Impedance: Values of up to 2 ohms are acceptable. 

d. GFCI Trip: Test for tripping values specified in UL 1436 and UL 943. 

e. Using the test plug, verify that the device and its outlet box are securely mounted. 

f. Tests shall be diagnostic, indicating damaged conductors, high resistance at the circuit 

breaker, poor connections, inadequate fault current path, defective devices, or similar 

problems. Correct circuit conditions, remove malfunctioning units and replace with new 

ones, and retest as specified above. 

D. Wiring device will be considered defective if it does not pass tests and inspections. 

E. Prepare test and inspection reports. 

 

 

END OF SECTION 262726 
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SECTION 262813  
FUSES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Cartridge fuses rated 600 V ac and less for use in the following: 

a. Enclosed switches. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1.3 CLOSEOUT SUBMITTALS 

A. Operation and maintenance data. 

PART 2 - PRODUCTS 

2.1 CARTRIDGE FUSES 

A. Characteristics: NEMA FU 1, current-limiting, nonrenewable cartridge fuses with voltage ratings 
consistent with circuit voltages. 

1. Type RK-1: 600-V, zero- to 600-A rating, 200 kAIC, time delay. 
2. Type RK-5: 600-V, zero- to 600-A rating, 200 kAIC, time delay. 

B. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by a qualified 
testing agency, and marked for intended location and application. 

C. Comply with NEMA FU 1 for cartridge fuses. 

D. Comply with NFPA 70. 

E. Coordinate fuse ratings with utilization equipment nameplate limitations of maximum fuse size and with 
system short-circuit current levels. 

PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install fuses in fusible devices. Arrange fuses so rating information is readable without removing fuse. 

B. Install spare-fuse cabinet(s) in location shown on the Drawings or as indicated in the field by 
Construction Manager. 
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3.2 IDENTIFICATION 

A. Install labels complying with requirements for identification specified in Section 260553 "Identification 
for Electrical Systems" and indicating fuse replacement information inside of door of each fused switch 
and adjacent to each fuse block, socket, and holder. 

END OF SECTION 
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SECTION 262816  
ENCLOSED SWITCHES AND CIRCUIT BREAKERS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Fusible switches. 
2. Nonfusible switches. 
3. Enclosures. 

1.2 ACTION SUBMITTALS 

A. Product Data: For each type of enclosed switch, circuit breaker, accessory, and component indicated. 
Include nameplate ratings, dimensioned elevations, sections, weights, and manufacturers' technical 
data on features, performance, electrical characteristics, ratings, accessories, and finishes. 

B. Shop Drawings: For enclosed switches. 

1. Include plans, elevations, sections, details, and attachments to other work. 
2. Include wiring diagrams for power, signal, and control wiring. 

1.3 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For qualified testing agency. 

B. Field quality-control reports. 

1.4 CLOSEOUT SUBMITTALS 

A. Operation and maintenance data. 

1.5 QUALITY ASSURANCE 

A. Testing Agency Qualifications: Accredited by NETA. 

1. Testing Agency's Field Supervisor: Currently certified by NETA to supervise on-site testing. 

1.6 WARRANTY 

A. Manufacturer's Warranty: Manufacturer and Installer agree to repair or replace components that fail in 
materials or workmanship within specified warranty period. 

1. Warranty Period: One year(s) from date of Substantial Completion. 
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PART 2 - PRODUCTS 

2.1 GENERAL REQUIREMENTS 

A. Source Limitations: Obtain enclosed switches, overcurrent protective devices, components, and 
accessories, within same product category, from single manufacturer. 

B. Product Selection for Restricted Space: Drawings indicate maximum dimensions for enclosed switches, 
including clearances between enclosures, and adjacent surfaces and other items. Comply with indicated 
maximum dimensions. 

C. Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70, by an NRTL, 
and marked for intended location and application. 

D. Comply with NFPA 70. 

2.2 FUSIBLE SWITCHES 

A. Type HD, Heavy Duty: 

1. Single throw. 
2. Three pole. 
3. 240-V ac. 
4. UL 98 and NEMA KS 1, horsepower rated, with clips or bolt pads to accommodate specified type 

of fuses with indicated ratings. 
5. Lockable handle with capability to accept three padlocks and interlocked with cover in closed 

position. 

B. Accessories: 

1. Equipment Ground Kit: Internally mounted and labeled for copper and aluminum ground 
conductors. 

2. Neutral Kit: Internally mounted; insulated, capable of being grounded and bonded; labeled for 
copper neutral conductors. 

3. Class R Fuse Kit: Provides rejection of other fuse types when Class R fuses are specified. 

2.3 NONFUSIBLE SWITCHES 

A. Type HD, Heavy Duty, Three Pole, Single Throw, 240-V ac, 1200 A and Smaller: UL 98 and NEMA KS 1, 
horsepower rated, lockable handle with capability to accept three padlocks, and interlocked with cover 
in closed position. 

B. Accessories: 

1. Equipment Ground Kit: Internally mounted and labeled for copper and aluminum ground 
conductors. 

2. Neutral Kit: Internally mounted; insulated, capable of being grounded and bonded; labeled for 
copper neutral conductors. 

3. Class R Fuse Kit: Provides rejection of other fuse types when Class R fuses are specified. 
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2.4 ENCLOSURES 

A. Enclosed Switches: UL 489, NEMA KS 1, NEMA 250, and UL 50, to comply with environmental conditions 
at installed location. 

B. Enclosure Finish: Natural stainless steel for NEMA 250, Type 4X. 

C. Operating Mechanism: The circuit-breaker operating handle shall be directly operable through the dead 
front trim of the enclosure (NEMA 250 Type 4X). The cover interlock mechanism shall have an externally 
operated override. The override shall not permanently disable the interlock mechanism, which shall 
return to the locked position once the override is released. The tool used to override the cover interlock 
mechanism shall not be required to enter the enclosure in order to override the interlock. 

PART 3 - EXECUTION 

3.1 ENCLOSURE ENVIRONMENTAL RATING APPLICATIONS 

A. Enclosed Switches: Provide enclosures at installed locations with the following environmental ratings. 

1. Indoor, Dry and Clean Locations: NEMA 250, Type 1. 
2. Outdoor Locations: NEMA 250, Type 3R. 
3. Other Wet or Damp, Indoor Locations, such as wash areas: NEMA 250, Type 4X. 

3.2 INSTALLATION 

A. Interruption of Existing Electric Service: Do not interrupt electric service to facilities occupied by Owner 
or others unless permitted under the following conditions and then only after arranging to provide 
temporary electric service according to requirements indicated: 

1. Notify Construction Manager no fewer than seven days in advance of proposed interruption of 
electric service. 

2. Indicate method of providing temporary electric service. 
3. Do not proceed with interruption of electric service without Construction Manager's written 

permission. 
4. Comply with NFPA 70E. 

B. Coordinate layout and installation of switches, and components with equipment served and adjacent 
surfaces. Maintain required workspace clearances and required clearances for equipment access doors 
and panels. 

C. Install individual wall-mounted switches with tops at uniform height unless otherwise indicated. 

D. Comply with mounting and anchoring requirements specified in Section 260548.16 "Seismic Controls for 
Electrical Systems." 

E. Temporary Lifting Provisions: Remove temporary lifting of eyes, channels, and brackets and temporary 
blocking of moving parts from enclosures and components. 

F. Install fuses in fusible devices. 

G. Comply with NFPA 70 and NECA 1. 
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H. Set field-adjustable circuit-breaker trip ranges to values indicated on the Drawings. 

3.3 IDENTIFICATION 

A. Comply with requirements in Section 260553 "Identification for Electrical Systems." 

1. Identify field-installed conductors, interconnecting wiring, and components; provide warning 
signs. 

2. Label each enclosure with engraved metal or laminated-plastic nameplate. 

3.4 FIELD QUALITY CONTROL 

A. Testing Agency: Owner will engage a qualified testing agency to perform tests and inspections. 

B. Testing Agency: Engage a qualified testing agency to perform tests and inspections. 

C. Perform tests and inspections with the assistance of a factory-authorized service representative. 

D. Tests and Inspections for Switches: 

1. Visual and Mechanical Inspection: 
a. Inspect physical and mechanical condition. 
b. Inspect anchorage, alignment, grounding, and clearances. 
c. Verify that the unit is clean. 
d. Verify blade alignment, blade penetration, travel stops, and mechanical operation. 
e. Verify that fuse sizes and types match the Specifications and Drawings. 
f. Verify that each fuse has adequate mechanical support and contact integrity. 
g. Inspect bolted electrical connections for high resistance using one of the two following 

methods: 
1) Use a low-resistance ohmmeter. 

a) Compare bolted connection resistance values to values of similar 
connections. Investigate values that deviate from those of similar bolted 
connections by more than 50 percent of the lowest value. 

2) Verify tightness of accessible bolted electrical connections by calibrated torque-
wrench method in accordance with manufacturer's published data or NETA ATS 
Table 100.12. 
a) Bolt-torque levels shall be in accordance with manufacturer's published 

data. In the absence of manufacturer's published data, use NETA ATS 
Table 100.12. 

h. Verify that operation and sequencing of interlocking systems is as described in the 
Specifications and shown on the Drawings. 

i. Verify correct phase barrier installation. 
j. Verify lubrication of moving current-carrying parts and moving and sliding surfaces. 

2. Electrical Tests: 
a. Perform resistance measurements through bolted connections with a low-resistance 

ohmmeter. Compare bolted connection resistance values to values of similar connections. 
Investigate values that deviate from adjacent poles or similar switches by more than 50 
percent of the lowest value. 

b. Measure contact resistance across each switchblade fuseholder. Drop values shall not 
exceed the high level of the manufacturer's published data. If manufacturer's published 
data are not available, investigate values that deviate from adjacent poles or similar 
switches by more than 50 percent of the lowest value. 
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c. Perform insulation-resistance tests for one minute on each pole, phase-to-phase and 
phase-to-ground with switch closed, and across each open pole. Apply voltage in 
accordance with manufacturer's published data. In the absence of manufacturer's 
published data, use Table 100.1 from the NETA ATS. Investigate values of insulation 
resistance less than those published in Table 100.1 or as recommended in manufacturer's 
published data. 

d. Measure fuse resistance. Investigate fuse-resistance values that deviate from each other 
by more than 15 percent. 

e. Perform ground fault test according to NETA ATS 7.14 "Ground Fault Protection Systems, 
Low-Voltage." 

E. Enclosed switches will be considered defective if they do not pass tests and inspections. 

F. Prepare test and inspection reports. 

1. Test procedures used. 
2. Include identification of each enclosed switch and circuit breaker tested and describe test results. 
3. List deficiencies detected, remedial action taken, and observations after remedial action. 

END OF SECTION 262816 
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